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Preface 



This volume contains the proceedings of CHARME 2001, the Eleventh Advanced 
Research Working Conference on Correct Hardware Design and Verification 
Methods. CHARME 2001 is the 11th in a series of working conferences devoted 
to the development and use of leading-edge formal techniques and tools for the 
design and verification of hardware and hardware-like systems. 

Previous events in the ‘CHARME’ series were held in Bad Herrenalb (1999), 
Montreal (1997), Frankfurt (1995), Arles (1993), and Torino (1991). This series 
of meetings has been organized in cooperation with IFIP WG 10.5 and WG 
10.2. Prior meetings, stretching back to the earliest days of formal hardware 
verification, were held under various names in Miami (1990), Leuven (1989), 
Glasgow (1988), Grenoble (1986), Edinburgh (1985), and Darmstadt (1984). The 
convention is now well-established whereby the European CHARME conference 
alternates with its biennial counterpart, the International Conference on Formal 
Methods in Computer-Aided Design (FMCAD), which is held on even-numbered 
years in the USA. 

The conference took place during 4-7 September 2001 at the Institute for 
System Level Integration in Livingston, Scotland. It was co-hosted by the In- 
stitute and the Department of Computing Science of Glasgow University and 
co-sponsored by the IFIP TC10/WG10.5 Working Group on Design and Engi- 
neering of Electronic Systems. CHARME 2001 also included a scientific session 
and social program held jointly with the Ifth International Conference on Theo- 
rem Proving in Higher Order Logics (TPHOLs), which was co-located in nearby 
Edinburgh. 

The CHARME 2001 scientific program comprised 

— two Invited Lectures 

— by Steven D. Johnson (joint with TPHOLs) presenting View from the 
Fringe of the Fringe, and 

— by Alan Mycroft on Hardware Synthesis Using SAFL and Application to 
Processor Design, 

as well as 

— Regular Sessions, featuring 24 papers selected out of 56 submissions, rang- 
ing from foundational contributions to tool presentations, 

— Short Presentations, featuring 8 short contributions accompanied by a 
poster presentation, and 

— A morning of Tutorials aimed at industrial and academic interchange. 

The conference, of course, also included informal tool demonstrations, not an- 
nounced in the official program. 

The paper Applications of Hierarchical Verification in Model Checking, by 
Robert Beers, Rajnish Ghughal, and Mark Aagaard, was presented at FMCAD 
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Preface 



2000 but omitted inadvertently from the published proceedings of that confer- 
ence. It is included in the present volume, since it contains appropriate content 
and the two conferences share a large common audience. 

Warm thanks are due to the program committee and to all the referees for their 
assistance in selecting the papers, to Lorraine Fraser and to the ISLI Institute 
Director Steve Beaumont, to the TPHOLs organizers, and to the entire local or- 
ganization team for their engaged and impressive effort on making the conference 
a smooth-running event. 

The organizers are very grateful to Esterel Technologies, Intel, and Siemens 
ICN, whose sponsorship made a significant contribution to financing the event. 
Glasgow University provided financial support for publicity. 

Warm recognition is due to the technical support team. Matthias Weifi at 
the University of Dortmund together with Ben Lindner and Martin Karusseit 
of METAFrame Technologies provided invaluable assistance to all the people 
involved in the online service during the crucial months. Finally, we are deeply 
indebted to Claudia Berbers for her first class support in the preparation of this 
volume. 

September 2001 Tiziana Margaria and Tom Melham 
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View from the Fringe of the Fringe 

(Extended Summary) 



Steven D. Johnson* 

Indiana University Computer Science Department, sjohnson@cs.indiana.edu 



Abstract. Formal analysis remains outside the mainstream of system 
design practice. Interactive methods and tools are regarded by some to 
be on the margin of useful research in this area. Although it may seem 
relatively academic to some, it is vital that this the so-called “theorem 
proving approach” continue to be as vigorously explored as approaches 
favoring highly automated reasoning. Design derivation, a term for de- 
sign formalisms based on transformations and equivalence, represents 
just a small twig on the theorem-proving branch of formal system anal- 
ysis. A perspective on current trends is presented from this remote out- 
post, including a review of the author’s work since the early 1980s. 



In memory of Dexter Jerry Johnson, August 12, 1918 - June 23, 2001 



1 On Behalf of Interactive Reasoning 

“Formal methods for systems,” the application of automated symbolic reasoning 
to system design and analysis, remains well outside the mainstream of engineer- 
ing practice, even though it is philosophically central to the science of computing 
(for instance, eight (by my count) of the forty-one ACM Turing Award recipi- 
ents are formal methods luminaries explicitly recognized for this aspect of their 
work.) 

One could say, on the one hand, that formal methods research in software has 
significantly influenced practice. Type checking, structured and object-oriented 
programming languages, and other advances have been deeply assimilated. So, 
too, have equivalence checking and hardware description languages in hardware 
design practice. On the other hand, it is hard to tell whether, or to what extent, 
these tools have improved design methodology. Do more programmers use loop 
invariants? Does object oriented syntax improve the way engineers organize their 
thoughts, or does it merely impose structure, and if the latter, does that partic- 
ular structure skew other aspects, such as communication and architecture? 

Let us focus on verification. In the past twenty years, the question of whether 
formal analysis is meaningful or practical has turned into a question of how and 
where they can be most profitably deployed. The digital hardware industry is 

* Work described in this paper was supported by the National Science Foundation 
under grants MIP8707067, MIP8921842, MIP9208745, and MIP9610358. 
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the vanguard of this movement, the economic benefit having been established. 
These inroads are changing design processes, and consequently will change the 
perspective on and management of system design. 

In many cases, perspectives are changing much faster than the rhetoric. In 
the early 1980s I was told by experts that equivalence checking is hopeless, 
that hardware description languages are unbearably inefficent, that programs 
are tantamount to proofs, that formal analysis (mine, in particular) bears no 
relationship to actual design, etc. One cannot refute these assertions; they remain 
true in certain contexts, both scientific and practical^. 

It is a sign of progress that one seldom hears these particular assertions at 
formal- methods meetings (as I did each of the examples above). The debate 
about practicality has become much more sophisticated. The old taunt, “Does 
it scale?” persists, but as often as not refers not to the capacity of the tools but 
to the population of engineers will use them. Even then, it is now more widely 
and credibly acknowledged that verification requires a fundamentally different 
skill set than designing. 

I hope that these developments signal an end to the “algorithmic versus 
interactive” debate, or at least moves it to a higher level. It is certainly valid to 
say that any avenue into formal design analysis adopts a balance between high- 
level and incremental tools, and that more practical explorations will emphasize 
greater automation. It is equally true that successful methodologies will differ 
not in the degree of interaction, but in the nature of that interaction. 

What constitutes a tolerable degree of interaction is principally a human fac- 
tor, even if it is significantly influenced by the engineer’s education, tool set, and 
design process. The nature of that interaction is another matter. This question is 
the crux of formalized design research. It must not be investigated from a single 
point of view. Speaking as an educator, it is crucial that feedback from industry 
distinguish between near-term practicability and far-term practicality. 

In his usual clarion fashion, Hoare pinpoints the analogous distinction be- 
tween top-down and bottom- up theories of programming [4]. The former sup- 
ports the systematic development of correct programs but is of scant help in 
analyzing existing programs (i.e., debugging). The latter provides a basis for an- 
alyzing implementation properties but is not of much help in relating a program 
to its intended purpose. One perspective is specification oriented, and the other 
is implementation oriented. Until theory can rectify this dichotomy, it is the de- 
signer’s task to resolve it in each instance. The same dialectic Hoare describes 
is present in applied research and exploratory practice. 

Pnueli points out that, “. . . there exists no purely scientific solution [as yet] 
to the system correctness problem. We should concentrate on an engineering 
approach: assembling many tools and methods, ...” While acknowedging that 
interaction is fundamental, “One of the worst places to use ingenuity and cre- 
ativity is an interactive deductive proof of verification conditions” [11]. 



^ One of the statements was recently highlighted in a press release profiling the new 
CTO of a major technology company, who was reminiscing about how he had de- 
bunked the academic mythology of program verification. 
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I can think of places that can be at least as bad. Some examples: maneuvering 
a synthesizer by tweaking its input and output, performing ad hoc reductions to 
satisfy a model checker, reasoning abstractly about concrete data, and editing 
a make file for last-minute turnaround. To the extent that every design tool 
and environment dictates a style of expression or a mode of reasoning, it is a 
potential drain on ingenuity and creativity. Pnueli is arguing that the essence of 
engineering methodology lies in choosing the right tool for a given purpose. This 
is also precisely the goal of theorem proving. Of course, it is counterproductive 
to encumber this choice by an an overly restrictive tool set or abstruse notation, 
but so, too, is having an overwhelming, disorganized tool box. 

What is called “theorem proving” in applied research today has much more 
to do with tool management than with proof editing. While it does require a 
proficiency in logic, gaining this proficiency is a minor task compared to assim- 
ilating the commands of an operating system or a CAD environment. Although 
theorem-proving remains far too restrictive (as I will argue in Sect. 3), interactive 
reasoning tools teach invaluable lessons about controling the interplay between 
tools and maintaining overall direction. All engineers would benefit from explor- 
ing this aspect, although not in the heat of a production schedule; that is a job 
for verification engineers. 

This research community needs to become more expansive in its discussions 
of these questions, paying particular attention to avoid fading biases. With over 
twenty years of work, including accomplishments that could hardly have been 
conceived ten years ago, we can offer great deal of guidance to those who are 
only beginning explore practical formal methods. We might begin by neutral- 
izing “automatic versus interactive” distinction by adopting the umbrella auto- 
mated interactive reasoning. Since all approaches employ both, this might make 
it clearer that the real challenge is to effectively combine them. 



2 Interlude: Are We Making Adequate Progress? 

At a 1998 workshop on formal methods education [8], in the course of a discussion 
about mathematics in the CS/CE, Douglas Troeger made the remark, “Calculus 
is a formal method.” I have been in a great many discussions concerning The 
Calculus in computer science, but I was struck for the first time by the literal 
truth of Troeger’s statement. I thought that learning how The Calculus came into 
being might give me a fresh perspective on computing methodology. A colleague 
recommended Carl B. Boyer’s The History of the Calculus and its Conceptual 
Development [2]. 

Warning: Beware the musings of someone who has read just one history 
book. 

I found it somewhat comforting that, according to Boyer’s scholarly account. 
The Calculus was the product of no less than a millennium of active thought 
(elapsed time: around 2,500 years), with due acknowledgment to the Greeks, 
Babylonians, Egyptians, Hindus, Arabs, and Medieval scholars. However, it was 
with increasing dismay that, the more I read, Greek Age seemed more familiar 
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than the Renaissance. I am fond of saying that computing has not yet seen 
its Newton (Liebnez if you prefer), but maybe I should be saying Archimedes 
(Eudoxus if you prefer). The Greeks also had, in Zeno, one of history’s greatest 
nay-sayers. I’m not sure whether computing has seen its Zeno, although some 
candidates do come to mind. 

The Greek Method of Exhaustion could solve integration problems, but was 
cumbersome and indirect; it lacked the logical foundation to deal even with 
primary ideas (e.g. measure and variable), much less key concepts (e.g. limit and 
convergence) . Instead, The Method is based on the concept of approximation to 
to any desired degree of precision. If the Greeks had computers, that might have 
been the end of it. 

It is fairer to say that Newton and Leibnez acquiesced to The Calculus than 
to say they discovered it; and they certainly didn’t invent it. Invention cannot be 
attributed to any individual, but to a gradual evolution in thinking over several 
centuries. Newton and Liebnez, and perhaps others, discovered the surprising 
relationship between the integral and the derivative, and went on to use their 
discoveries. Two more centuries passed before a mathematical foundation was 
established to justify their methods. Throughout the history of The Calculus, 
formalism played both encouraging and inhibiting roles. In his conclusion, Boyer 
says. 

Perhaps the most manifest deterring force was the rigid insistence on 
the exclusion from mathematics of any idea not at the time allowing of 
strict logical interpretation. . . . On the other hand, perhaps a more sub- 
tle, and therefore serious, hindrance to the development of the calculus 
was the failure, at various stages, to give to the concepts employed as 
concise and formal definition as was possible at the time. 

While it is foolhardy to draw too many parallels between the history of the 
calculus of the physical world and the search for a calculus of system design (if, 
indeed, there is one), Boyer’s comment surely applies to both. Formalism should 
describe, not prescribe, but it must be involved, and this applies not just to the 
mathematics, but also to its implementation in a computer. 

I could not find in Boyer’s account a clear sense of what was driving the 
persuit of The Galculus forward. Science and engineering, mathematics, meta- 
physics, theology, and politics all played a role, almost always in combination 
within each individual contributor. It is quite clear, of course, that The Calcu- 
lus prevailed because its methods mad problems easier to solve. However, many 
of these problems were purely mathematical, predating any direct practical ap- 
plication. Once published. The Calculus became entrenched through scientific 
and engineering applications, despite rather strong criticism by formalists and 
mathematical theorists. 

3 DDD — The Far Side of Theorem Proving 

In Sect. 1, I spoke on behalf of interactive reasoning in automated formal verifi- 
cation. In this section I will describe some weaknesses in mainstream “theorem 




View from the Fringe of the Fringe 



5 



proving” research, from the standpoint of someone whose work investigates an 
alternate formalism. 

If automated formal verification has established a beachhead in commercial 
integrated circuit design, interactive analysis has gained a foothold, at least. 
In the past few years, the successful infusion of formalized analysis in the de- 
sign of commercial microprocessors includes a significant component of theorem 
proving. In research, automated and interactive verification are adapting to each 
other, and, in some cases, overlapping. The systems used in interactive reasoning, 
more properly called proof assistants than theorem provers, are quite advanced, 
having been developed over decades of applied research. Nearly all of them are 
based on predicate logic. 

Just as most mathematical arguments involve both logic and algebra, interac- 
tive design analysis is improved by provisions for reasoning based on equivalence 
rather than implication. I use the term derivation to distinquish this mode of 
reasoning from deductive reasoning based on logical inference. 

Before contrasting these two approaches, I should discuss what they have 
in common, for this is far more significant in the greater scheme of things. In 
all forms of interactive formal reasoning the object is to construct a proof, or 
sequence of commands invoking inference rules. A proof might be compared to 
a Unix make file; it is a command script that can be and is repeatedly executed. 
Specification and implementation expressions are byproducts of the proof build- 
ing process. Derivational formalisms are sometimes described as “constructing” 
correct implementations, whereas deductive formalisms relate pre-existing de- 
sign expressions. This is an invalid distinction for the most part. Regardless of 
the proof rules, proof construction is a creative process involving forward and 
backward reasoning, decomposition into subgoals, backtracking, specification re- 
vision, implementation adjustment, and so forth. The final form of the proof says 
almost nothing about how it was obtained. 

In practice, proof construction is often systematic. All proof assistants auto- 
mate some proof building tactics, ranging from embedded decision procedures 
to parameterized induction principles. Most proof assistants provide a metalan- 
guage for composing basic patterns into proof-engineering strategies. 

3.1 DDD and Its Origins 

The acronym DDD refers either to “digital design derivation,” the application of 
derivational reasoning to digital design, or the research tool that was developed 
to explore it. This line of investigation began in the early 1980s and continues 
to the present. Reference [6] contains a bibliography of DDD research for those 
interested in more details. 

I originally described DDD as “functional programming applied to hard- 
ware,” but eventually had to abandon this slogan. Even though any reasonable 
design formalism will encompass both hardware and software, equating hardware 
descriptions to software programs is still quite a leap for most people. Further- 
more, the automation of reasoning based on functional model theory remains (so 
far as I can tell) out of step with the priority of language implementation over 
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formal reasoning in the functional programming community. In any case, this 
work found a more receptive audience in formal methods the emerging formal 
verification area. 

The work did begin with a language implementation, however. As a research 
assistant I explored the use of functional programming techniques in imple- 
menting operating systems (and later, distributed programming). I developed a 
programming language called Daisy to explore abstractions of communciation 
and concurrency, which were modeled as streams and represented by lazy lists. 

Given the simplicity of digital devices at the time, and since I was more 
concerned with how processes communicated than with what they did, it was 
convenient to illustrate ideas about programming with with hardware models. 
This rather innocuous tactic immediately changed the direction of the work (al- 
though not its ultimate goal, which transcends hardware/software distinctions). 
For one thing, it induced a sharp distinction between description and realiza- 
tion, something I had trouble isolating in software studies. For another, designing 
hardware requires a more balanced regard for design aspects (principally archi- 
tecture, behavior, coordination, and data). 

A thesis emerged that each aspect of design has a distinct conceptual struc- 
ture, and perhaps a distinct notation. A design formalism must be able to move 
among these structures, and cannot simply compose them without destroying 
one or more. Figure 1 gives a sense of this thesis while illustrating some of 
DDD’s formal representations. Behavioral specification is represented by a re- 
cursive system of functions definitions. Architectureal specification is represented 
by a recursive system of streams. Data (abstract types and implementation re- 
lationships) and synchronization (e.g. as expressed in timing diagrams) aspects 
are not shown, but rather their infusion in architectural expressions. 

As this is applied research, it is important to demonstrate that the formalism 
can be used to obtain real hardware of a reasonable complexity (given that the 
work is done at academic institution without engineering programs). Well over 
half of the research effort is spent doing case studies, the majority of that effort 
being to integrate DDD with a never-ending sequence of CAD tools and VLSI 
technologies. Two major demonstrations were the construction of a language- 
specific computer and comparative study of microprocessor verification: 

— In a series of studies, DDD was used to derive working versions of War- 
ren Hunt’s FM8501 and FM9001 microprocessor, which Hunt verified us- 
ing the Nqthm and ACL 2 theorem provers. The derived devices worked 
on first power-up, but were also extensively tested against Hunt’s chip 
for instruction-level comformance. This study demonstrated that derivation 
alone is insufficient support for design; it must be integrated with a other for- 
malisms to to deal with data and process abstractions, and ingenious design 
decisions. 

— A language-specific computer for direct execution of compiled Scheme re- 
flects the functional-programming roots of the research. DDD is implemented 
in Scheme and operates on Scheme expressions, so applying it to Scheme 
brings a kind of closure. DDD provides implementation verification of the 
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BEHAVIOR: 

gcdj(x,y) = if x = y then x 

else if X < y then gcdj,(a:, y — x) 
else gcdi,{x-y,y) 



ARCHITECTURE: 

gai^{x,y) = X where 

X = X : sel{x > y,x,y — x) 
y = y-. sel{x >y,x-y,y) 

COORDINATION: (request-acknowledge synchronization) 

gcd^(x, y, req) = (z, ack) where 

u = sel{req, x, sel{u > v,u — v, u)) 

V = sel{req, ysel{u > v,v,v — u)) 
z = u 

ack = u = V 

DATA: {{Bit^, .) implementing {Int, >)) 

gcd^((xi,xo), (yi,yo)) = {xi,xo) where 
xo = xo : sel{ge?,xo, do) 
xi = xi : sel{ge?, xi, di) 
yo = yo: sel{gt? , do, yo) 
yi = yi: sel{gt?, di,yi) 
gtl = xii^ + xoyd{xi + yi) 
gel = (xo O yo){xi © yi) + gtl 
(di,do) = sub(sel(ye?,(xi,xo),(yi,yo)) 
sel{gel,{yi,yo),{xi,xo))) 



Fig. 1. Four facets of system design represented as recursive equations. All but gcd^ are 
stream networks. The expression it : v denotes a stream whose head is the value it and 
whose tail is the stream v; sel is a two-way selector; the operations are boolean in gcd^ 
and arithmetic elsewhere. The tetrahedron symbolized the thesis that one expression 
cannot simultaneously reflect all design aspects, but must suppress one or more. 



system components, a CPU, memory allocator, and garbage collector; but 
does not prove system-level noninterference properties; we will use a model 
checker for that. And DDD does not prove specifcation correctness; we will 
use a theorem prover for that. However, the CPU and garbage collector are 
extremely similar to the those of VLISP a Scheme implementation, whose 
compiler and run-time system were proved using rigorous but unmechanized 
mathematics [3]. In conjunction, these two studies represent a complete for- 
mal design whose scope of abstraction ranges from pure denotational seman- 
tics to hardware realization. 

In the mid 1990s, students from the DDD group started a company to com- 
mercialize their research. They have produced two commercial products using 
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formalized derivation, a synthesizable PCI bus interface and a configurable hard- 
ware core for Java byte code generation. The Java processor was one of the first 
to enter the marketplace. These accomplishments are evidence that formalized 
design derivation can be practical. 

3.2 Toward Integrated Automated Interactive Reasoning 

All of the studies just described involved the coordinated use of several reasoning 
and synthesis tools. I would now like to focus on some of the difficulties we 
have encountered doing these studies. They point to a need for improving the 
methodology, the tools, and also the attitudes, of interactive design analysis. 

One of the more aggravating statements about DDD, appearing more that 
than once in published papers, is that it is not “formalized.” This is an unwar- 
rented detraction considered as a mathematical or logical statement. However, 
means merely that the soundness proofs of DDD’s transformation rules have 
note been checked in some theorem prover or other. In that extremelyh parochial 
sense, the statement is correct but also somewhat hypocritcal. Not many the- 
orem proving tools have proved their own inference rules; those that have are 
unlikley to have proven the implementation of those rules; and those that have 
done that, if any, have not greatly enhanced their utility by doing so. 

The suggestion that all formalisms should be embedded in a single predicate 
logic is quaintly formalist, but the corollary that all interactive reasoning tools 
should be implemented in a particular theorem prover is simply wrong from both 
engineering and methodological standpoints. 

3.3 Foundational Issues in Logic 

Paul Miner explored the problems of interaction between DDD and the PVS 
theorem prover [9]. The problems are by no means unique to PVS; to the con- 
trary, PVS was fairly adept for working around some of them. However, each 
work-around involves a semantic embedding with strategies tailored to make the 
embedding transparent. This may be possible on a case-by-case basis, but in 
combination the embeddings are certain to interfere with each other and break 
that transparency, leaving the user to untangle the consequences. 

The most immediate problem is a lack of support for mutual recursions. This 
alone makes embedding DDD in PVS untenable, but that wasn’t our goal any- 
way. We wanted instead to export verification conditions from DDD to PVS in 
order to verify ingenious design optimizations, especially those done on stream 
networks. However, streams domains are not well founded, raising a significant 
problem in the PVS logic. Miner was able to work around this problem, develop- 
ing a co-algebraic theory of streams, based on their conventional representation 
as functions on the natural numbers, and a collection of higher order predicates 
and PVS strategies to mask that representation. 

To illustrate the issue, consider the functions zip and map defined for streams: 

zip(a : A,b : B) = a : b : zip(A, B) 
map(/, a:A) = f{a) : map(/, A) 
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Proving that map distributes over zip is intuitively straightforward. 
map(/,zip(a :A,b: B)) 

= map{f,a:b:z\p{A,B)) (defn.zip) 

= f{a) ■■ fib)-- map(/, zip(^, B)) (defn. map) 

— /(®) • fib) ■ zip(map(/, A), map(/, B)) iinduction) 

= zip(/(a) ; map(/,yl),/(6) : map(/,B)) (defn. zip) 

Although true, the ‘=’ step is not a logically valid induction in PVS because 
streams are not well founded (There is no base case in zip’s delintion, for ex- 
ample.) This inconvenience can be circumvented in a number of ways including 
(See [5] for one entry point into the literature on these matters). 

(a) It is simply an abbreviated mathematical induction based on a representation 
of streams as functions over the natural numbers and extensionality. 

(b) It is a recursion induction over the domain 5[a] = a x S'[of], or (or a similar 
directed-complete partial order). 

(c) It is an stylized proof that the relation: 

~ = {(map(/, zip(s, s')), zip(map(/, s), map(/, s'))) | s and s' streams} 

is a bisimulation. We should be using rather than ‘=’ in the third step. 

(d) It is a co-induction. 

Interpretation (a) is still fairly common, but it reminds me of the Greek 
Method of Exhaustion: cumbersome and unnecessarily indirect. Streams and 
other infinite objects are fundmental in computing theory, and should not be 
bound to a particular model [1]. Furthermore, the argument is a “forward” in- 
duction, not a standard one. Miner’s PVS formalization is essentially (c) as jus- 
tified by (a) and extensionality, but without the implicit assumption of equality. 
He codes strategies to perform bisimulation proofs to give the appearance of (d) . 

More direct mathematical foundations have recently appeared. Figure 2 
shows a complete [10] logic for recursive equations with first-order substitution, 
due to Hurkens, McArthur, Moschovakis, Moss, and Whitney [5]. First-order sub- 
stitution means that the recursive equations define non-parameterized objects, 
like streams. The generalization to first-order systems of recursive functions is 
in progress. 

Figure 3 shows five transformation rules forming a basis for DDD archi- 
tectural (stream) transformations. Introduction and identification are derived 
instances of the recursion rule in Fig. 2. The replacement rule extends equality 
to the underlying data type. Grouping is a structural rule allowing for the ma- 
nipulation of multivalued functions. The collation rule, originally published as a 
multiplexing rule, is essentially a version of specialization. 

Thus, the logic in Fig. 2 is much better suited to the DDD formalism than 
the PVS sequent calculus, suggesting that an “deep embedding” of DDD in PVS 
is not appropriate, even if it were practical to do so. 
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TAUTOLOGY: 

EQUALITY: 

REPLACEMENT: 

SPECIALIZATION: 

WEAKENING: 

CUT: 

GENERALIZATION: 

HEAD: 

Bekic-Scott: 

PINPOINT: 

RECURSION: 



4>\- 4> 

h A = A , A^Bh B = A , and A = B , B = C^ A = C . 

A = B ^ E[A/x\ = E[B/x\ , provided the substitutions are free. 
'ix{4>{x)) h 4>{E) , provided the substitution is free. 
li r \- <j> then F U Z\ h </> . 

r, \- 4> and E i/j then E h (f> . 

If F h 4>{x) then E h \/x{cf>{x)) provided x is not free in E. 

h A{xi, . . . , Xn) where {x = B} 

= A{xi where {x = B}, . . . , x„ where {x = B}) 
h A where {y = C, x = B} 

= (A where {y = C'} where {. . . ,Xi = Bi where {y = C'}, . . .} 
h A where {x = A} = x where {x = A} . 

Given A = Ao where {xi = A\, , An = An}, 

B = Bo where {yi = Bi, . . . , y„ = i?m}, 
and a set, E of equations of the form {xi = yj), 
li E, E \- Ao = Bo, and E, E \- Ai = Bjior each {xi = yj) € E 
then E h A — B. 

provided No Xi/yj occurs in B/A and no Xi or yj occurs free in E. 



Fig. 2. A complete logic for recursive systems with first-order substitution [5] 



Introduction: 

A where {x = B} A where {x = B, y = C} 

Provided y is a new variable, and the r.h.s. is well formed. 

IDENTIFICATION: 

A where {. . . , x = B , y = C, . . .} ^ A where {. . . , x = B[C/y], y = C, . . .}. 
Replacement: 

A where {. . . , x = B[C/y ], . . .} A where {. . . , x = B[D/y\, . . .} 
provided A\= C = D. 

Signal grouping: 

A where {x = B, y = C,. . .} A where {(x, y) = {B, C ), . . .}. 
with a suitable generalization of substitution. 

GOLLATION: 

E[\\/x] ^ E[Blx] 

a one-way rewriting version of specialization, 1] a generic “don’t-care” constant. 



Fig. 3. Adequate rules for DDD transformations on stream networks [7]. The A in the 
replacement rule stands for the underlying type theory. 




View from the Fringe of the Fringe 



11 



Interactions between Interactive Formalisms. From the discussion above, 
the idea of a single logical framework serving as the umbrella environment for 
formalized analysis raises foundational problems. However, this is applied re- 
search. A derivation is the proof of a theorem about equivalence, and so can be 
stated in a logic whether proven or not. Conversely, I have already acknowledged 
that useful transformation system requires the support of a logic, for instance, 
to validate conditional transformations. 

We have done a lot of work trying to integrate DDD with PVS (and some 
preliminary work to integrate with ACL2). We have found the software engi- 
neering hurdles to be more vexing than the semantic problems. To some extent, 
these problems mirror the conceit that all reasoning should be embedded in a 
one particular logic. Theorem provers, and DDD is no exception, are simply not 
designed to talk to other theorem provers as peers. 

There are differences in look and feel between building a deductive proof and 
building a derivation. Taking PVS as an example, the two main proof windows 
contain the text of relevant theories (definitions and theorems), and the proof 
in the form of a sequent. Commands to the prover are mainly actions performed 
on the sequent, although the process typically induces revisions to the theories. 
In DDD, there are also two main windows, one the text of the expression being 
transformed, the other a history of the transformations that have been applied. 
The user focuses on the expression, not the derviation, so that interaction has 
the feel of a syntax directed expression editor. 

Thus, DDD and PVS interactions are complementary. One can imagine a 
single environment supporting both, but such an environment tool would have 
two distinct modes of interaction. It being unlikely that a consolidated interface 
will appear any time soon, progress depends on the two systems talking to each 
other. Unfortunately, neither DDD nor PVS, nor any of the interactive tools 
we have used, has provisions for back-channel communication. These systems 
assume a single user and also impose strong restrictions on their file system. 

Whether these problematic qualities are a consequence of a a formalist’s 
pecking order, or lack of software engineering resources, they need to be repaired. 



4 Conclusions 

In formal methods research there is a moving boundary between what is prac- 
tical and what is productive. Productivity is affected by both automation and 
expertise. The successful industrial users of formal verification are beginning 
to recognize “verification engineering” as a distinct skill set, to which design 
processes need to adapt. While it is important to focus on the transition from 
practical to productive, there is considerable danger in extrapolating from the 
past. It is certain that the best methods will eventually prevail and be reflected in 
automated interactive reasoning. Hastening that eventuality requires a healthy 
competition between “top-down” and “bottom-up” approaches, not only in the- 
ory, but in applied research and exploratory practice. What I have found, and 
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have tried to illustrate in this paper, is that this dialectic does not arise in just 
one place but pervades every level of abstraction. 
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Abstract. We survey the work done so far in the FLaSH project (Func- 
tional Languages for Synthesising Hardware) in which the core ideas are 
(i) using a functional language SAFL to describe hardware computa- 
tion; (ii) transforming SAFL programs using various meaning-preserving 
transformations to choose the area-time position (e.g. by resource dupli- 
cation/sharing, specialisation, pipelining); and (m) compiling the resul- 
tant program in a resource-aware manner (keeping the gross structure 
of the resulting program by a 1-1 mapping of function definitions to 
functional units while exploiting ease-of-analysis properties of SAFL to 
select an efficient mapping) into hierarchical RTL Verilog. 

After this survey we consider how SAFL allows some of the design space 
concerning pipelining and superscalar techniques to be explored for a 
simple processor in the MIPS style. We also explore how ideas from 
partial evaluation (static and run-time data) can be used to unify the 
disparate approaches in Hydra/Lava/Hawk and SAFL and to allow pro- 
cessor specialisation. 



1 Introduction 

There are many formalisms which allow one to specify circuits. Commercially, the 
two most important are VHDL and Verilog. From the perspective of this work, 
they can be regarded as equivalent. They are rich languages which have multiple 
interpretations according to the intended use; different subsets are used accord- 
ing to the interpretation. It is worth summarising the interpretations/subsets 
here since we wish to use the terminology later: 

Structural (netlist) subset: programs are seen as specifying the basic system 
components and their interconnecting wires. 

RTL subset: extra primitives are provided to wait for events (e.g. a positive 
clock edge), compute expressions and transfer data between registers. 
Behavioural subset: as well as the primitives available in the RTL subset, 
programs at the behavioural-level can exploit higher-level constructs such as 
sequencing, assignment and while-loops. 
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Simulation interpretation: in this interpretation the whole language is ac- 
ceptable; programs are seen as input to a discrete event simulator (useful for 
debugging the above forms). 

One reason for the success of VHDL and Verilog has been their ability to repre- 
sent circuits composed partly of structural components and partly of behavioural 
components (like embedding assembly code in a higher- level language). Another 
benefit is that the languages provide a powerful set of non-synthesisable con- 
structs which are useful for simulation purposes (e.g. printing values to the 
screen) . 

Large investments have been made in algorithms and optimisations for syn- 
thesising hardware from Verilog/VHDL. However, the optimisations typically 
depend on the source program being standard in some sense (e.g. multiple com- 
ponents sharing a common clock event). Often one finds that less standard de- 
signs such as those forming asynchronous systems may not be synthesisable by 
a given tool, or worse still that a necessary asynchronous hardware cell required 
by a netlist is not in a vendor’s standard cell library. 

RTL-compilers, which have had a significant impact on the hardware design 
industry, translate RTL specifications to silicon (via a netlist representation). 
Tasks performed by an RTL-compiler include Logic synthesis - the translation 
of arithmetic and boolean expressions to efficient combinatorial logic and Place 
and Route - deciding where to position components on a chip and how to wire 
them up. 

More recently behavioural synthesisers have become available. Behavioural 
synthesis (sometimes referred to as high-level synthesis) is the process of trans- 
lating a program in a behavioural subset into a program in the RTL subset. 
Behavioural synthesis is often divided into three separate tasks [14]: 

— Allocation is typically driven by user-supplied directives and involves choos- 
ing which resources will appear in the final circuit (e.g. three adders, two 
multipliers and an ALU). 

— Binding is the process of assigning operations in the high-level specification 
to low-level resources - e.g. the + in line 4 of the source program will be 
computed by adder_l whereas the + in line 10 will be computed by the ALU. 

— Scheduling involves assigning start times to operations in the flow-graph such 
that no two operations will attempt to access a shared resource simultane- 
ously. Mutually-exclusive access to shared resources is ensured by statically 
serialising operations during scheduling. 

It is our belief that even the higher-level behavioural forms of VHDL and 
Verilog offer little in the way of abstraction mechanisms. We justify this claim 
by observing that, when writing in VHDL or Verilog, low-level implementa- 
tion details and circuit structure tend to become fixed very early in the design 
process. Another example is that the protocol for communication between two 
functional units (often including exact timing relationships) is spread between 
their implementations and therefore is difficult to alter later. We develop this 
argument further in [25]. 
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The problem we wish to identify is the conflict between (i) being able to make 
late, sweeping, changes to a system’s implementation (though not to its logical 
specification); and {ii) the efficiency gained from low-level features (such as those 
found in VHDL and Verilog.) It is worth noting an analogy with programming 
languages here: efficiency can be gained by exploiting low-level features (e.g. 
machine code inserts or enthusiastic use of pointers) but the resulting system 
becomes harder for compilers or humans to analysis and optimise. 

A principal aim of our work in the FLaSH project (Functional Languages for 
Synthesising Hardware), which started in 1999 at AT&T Research Laboratories 
Cambridge, was to adopt an aggressively high-level stance - we wanted to design 
a system in which (i) the programming language is clean (no ‘implementation- 
defined subsets’); [ii) the logical structure can be specified but its realisation 
as physical structure can easily be modified even at late stages of design; and 
(in) programs are susceptible to compiler analysis and optimisation facilitat- 
ing the automatic synthesis of efficient circuits. We envisaged a single design 
framework in which we could, for example, select between synchronous and asyn- 
chronous design or rework the exact number of functional units, how they are 
shared and even the interconnection protocol (e.g. changing parallel-on-ready- 
signal to serial-starting-on-next-clock-tick) at any stage in the design process 
(‘late-binding’). 

Of course the full aim as stated above has not yet been reached, but we have 
designed and implemented a language, SAFL ‘Statically Allocated Parallel Func- 
tion Language’ embodying at least some of the principles above. One additional 
principle which we consider important about SAFL, or at least its intended im- 
plementation, is that it is resource-aware. By this we mean that its constructs 
map in a transparent way to hardware blocks, so that a program’s approximate 
area-time consumption is clear from the SAFL source - compare the way that 
the space and time complexity of a C program is reasonably manifest in the 
program source because its primitives are associated with small machine code 
sequences. 

The FLaSH project’s optimising compiler translates SAFL into hierarchical 
RTL Verilog in a resource-aware manner. Each function definition compiles into 
a single hardware block; function calls are compiled into wiring between these 
functional blocks. In this framework multiple calls to the same source function 
corresponds to resource-sharing at the hardware level. Our compiler automati- 
cally deals with sharing issues by inserting multiplexers and static fixed-priority 
arbiters where required. Optimisations which minimise these costs have been 
implemented. 

Accompanying the compiler is a transformer . This tool is intended to make 
semantics-preserving transformations on the SAFL source, typically with user- 
guidance, to facilitate architectural exploration. Although we have not yet built 
the transformer tool, we have published various transformation techniques which 
embody a wide range of implementation tradeoffs (e.g. functional unit duplica- 
tion/sharing [19] and hardware-software co-design [20]). A key advantage of this 
approach is that it factors the current black-box user-view of synthesis tools 
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(‘this is what you get’) into a source-to-source transformation tool which makes 
global changes visible to users followed by a more local-basis compilation tool. 

Although a full comparison with other work is given in Sect. 1.1, we would 
like here to draw a distinction between this work and the framework used in 
Hydra [22], Lava [2] and Hawk [12]. Our aim in SAFL is to create a high-level 
behavioural language which is compiled into RTL Verilog whose compiler acts as 
an optimising back-end targeting silicon. SAFL can also run as an ML-style func- 
tional language for simulation. The Hydra/Lava/Hawk framework on the other 
hand uses the power of the functional language essentially for interconnecting 
lower-level components, and thus it is a structural language in our taxonomy. 
Note that the use of alternate interpretations of basis-functions (e.g. and, or 
etc.) means that Lava programs can be used for simulation as well as synthesis. 
We do not wish to claim either work is ‘better’, merely that they address differ- 
ent issues: we are looking for an “as high-level as possible” language from which 
to synthesise hardware and rely on others’ compilers from RTL downwards; Hy- 
dra/Lava/Hawk concentrates on being able to describe hardware at a structural 
level (possibly down to geometric issues) in a flexible manner. 

Although we have found SAFL a very useful vehicle to study issues of high- 
level behavioural synthesis, it is not the final word. In particular the function 
model used has a call-and-wait-for-result interface which does not readily inter- 
face with external state or multiple clock domains which are essential for a seri- 
ous hardware design language. Recent work [25] has demonstrated that adding 
process-calculus features, even including restricted channel passing, can add to 
the expressive power of SAFL without losing resource-awareness; the resultant 
language is called SAFL-I- and provides both I/O and interaction with compo- 
nents having state. However it is not so clear how much this increased expressive 
power costs in terms of the increased complexity of validating source-to-source 
transformations. 

The following survey section of this paper draws on ideas from our other 
work: giving a general overview [18] at the start of the project, examining the 
theoretical basis of static allocation with parallelism in SAFL [19], describing the 
FLaSH compiler [23], examining hardware-software co-design [20] and studying 
the concept (so-called by analogy with soft typing) of soft scheduling [24] . 

After examining other related work in Sect. 1.1, the remainder of the paper 
is structured as follows: Section 2 introduces the SAFL language, how it might 
be compiled naively for synchronous hardware, the role of resource-awareness, 
how analyses aid compiler optimisations and concludes with a look at compiling 
to asynchronous or GALS (globally synchronous locally synchronous) hardware. 
Section 3 studies how source-to-source transformations at the SAFL level (to- 
gether with the resource-awareness assumption) can reposition the hardware 
implementation on the area-time spectrum. These ideas are applied in Sect. 4 
when a simple CPU is defined and SAFL transformations demonstrated which 
introduce pipeline and superscalar features. Section 5 considers how the ideas in 
Hydra/Lava/Hawk of using a functional language to express the structural com- 
position of a system can be merged with the SAFL idea of behavioural definition; 




Hardware Synthesis Using SAFL and Application to Processor Design 



17 



this then leads on to a type system and to an investigation of partial evaluation 
in hardware. Finally, Sect. 6 concludes. 



1.1 Comparison with Other Work 

In the previous section we motivated our work by comparing SAFL to VHDL 
and Verilog. We also outlined the differences between our approach and that of 
Hydra/Lava/Hawk. This section continues by comparing SAFL with a number 
of other hardware design languages and methodologies. 

We are not the first to observe that the mathematical properties of functional 
languages are desirable for hardware description and synthesis. A number of syn- 
chronous dataflow languages, the most notable being Lustre [5], have been used 
to synthesise hardware from declarative specifications. However, whereas Lus- 
tre is designed to specify reactive systems SAFL describes interactive systems 
(this taxonomy is introduced in [6]). Furthermore Lustre is inherently syn- 
chronous: specifications rely on the explicit definition of clock signals. This is in 
contrast to SAFL which could, for example, be compiled into either synchronous 
or asynchronous circuits. 

The ELLA HDL is often described as functional. However, although con- 
structs exist to define and use functions the language semantics forbid a resource- 
aware compilation strategy. This is illustrated by the following extract from the 
ELLA manual [17]: “Once you have created a named function, you can use in- 
stances of it as required in other functions . . . [each] instance of a function 
represents a distinct copy of the block of circuitry. ” ELLA contains low-level 
constructs such as DELAY to create feedback loops, restricting high-level analysis. 
SAEL uses tail-recursion to represent loops at the semantic level; this strategy 
makes high-level analysis a more powerful technique. 

Languages such as HardwareC [10] and Tangram [1] allow function definitions 
to be treated as shared resources. However, we feel that these projects have not 
gone as far as us in exploiting the potential benefits of resource-awareness. In 
particular: 

— SAEL’s dynamic scheduling policy (which relies on resource-awareness) leads 
to increased expressivity (and, in some cases, increased efficiency) over the 
more conventional static scheduling algorithms employed in HardwareC, 
Balsa and Tangram. 

— We have developed a number of analyses and optimisations which are only 
made possible by structuring hardware as a series of function definitions [24, 
23]. 

— We have investigated the impact of source-to-source transformations on 
SAEL and shown that it is a powerful tool for exploring the design-space. 
The functional properties of SAEL make it easier to apply transformations. 

A number of languages have been developed which provide structural ab- 
stractions similar to those available in the Lava/Hawk framework. Eor example 
HML [11] is one such language based on Standard ML [15]; Jazz [9] combines a 
polymorphic type-system with object oriented features. 




18 



A. Mycroft and R. Sharp 



2 SAFL and Its Compiler 

In this section we introduce the SAFL language and show how it can be mapped 
to synchronous hardware. For space reasons, material described more fully else- 
where will only be summarised. 



2.1 SAFL Language 

SAFL has syntactic categories e (term) and p (program). First suppose that c 
ranges over a set of constants, x over variables (occurring in let declarations 
or as formal parameters), a over primitive functions (such as addition) and / 
over user-defined functions. For typographical convenience we abbreviate formal 
parameter lists {x\, . . . ,Xk) and actual parameter lists (ei, . . . , e^) to x and e 
respectively; the same abbreviations are used in let definitions. Then SAFL 
programs p are given by recursion equations over expressions e; these are given 
by: 



e ::= c | x | if ei then 62 else 63 | let x = e in eo 
n(ei, . . . , Carity(a) ) I /(^l 7 ■ ■ • ? Parity (f ) ) 
p ::= fun /i(x) = ep . . . ; fun fn{x) = e„; 

It is sometimes convenient to extend this syntax slightly. In later examples 
el ? e2 : e3 is used as an abbreviated form of if-then-else; similarly we use a 
case-expression instead of iterated tests; we also write e [n:m] to select a bit-field 
[n . . m] from the result of expression e (where n and m are integer constants) . 

There is a syntactic restriction that whenever a call to function fj from 
function fi is part of a cycle in the call graph of p then we require the call to be 
a tail call.^ Note that calls to a function not forming part of a cycle can occur 
in an arbitrary expression context. This ensures that storage for the variables 
and temporaries of p can be stored statically - in software terms the storage 
is associated with the code of the compiled function; in hardware terms it is 
associated with the logic to evaluate the function body. 

It is often convenient to assume that functions have been (re-)ordered so that 
functions in a strongly connected component of the call graph are numbered 
contiguously (we call such strongly connected components function groups [19]). 
Apart from calls within groups, functions fi can only call smaller numbered 
{j < i) functions fj. It is also convenient to assume that the main entry point 
to be called from the external environment, often written mainO, is the last 
function /„. 

The other main feature of SAFL, apart from static allocatability, is that 
its evaluation is limited only by data flow (and control flow at user-defined 
call and conditional). Thus, in a let-expression let x = (ei, . . . , Cfc) in cq or in 
a call /(ei, . . . , Ck) or a(ei, . . . , e^), all the 6^(1 < i < k) are to be evaluated 

^ Tail calls consist of calls forming the whole of a function body, or nested solely within 
the bodies of let-in expressions and consequents of if-then-else expressions. 
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concurrently. The body eo of a let is also evaluated concurrently subject only 
to data flow. In the conditional if ei then 62 else 63 we first evaluate (only) 
6 i; one of 62 or 63 is evaluated after its result is known. 

This brings forth one significant interaction between static allocation and 
concurrency: in a call such as f (g(x) ,g(y)) the two calls to g must be seri- 
alised, since otherwise the same statically allocated storage (the space for g’s 
argument) would be required simultaneously by competing processes. In hard- 
ware terms (see next section) a critical region, and arbiter to control entry to it, 
is synthesised around the implementation of g [24]. Section 2.3 shows how these 
arbiters can often be eliminated from the design while reference [19] discusses 
the interaction between static allocation and concurrency in more detail. 

Note in the above example f (g(x) ,g(y)) there is little point in providing 
access to g by arbiter - simple compile-time choice of argument order is more 
effective. However in a more complicated case, such as f (g(h(x) ) ,g(k(x) ) ) 
where execution times for h and k are data-dependent, it can often make better 
sense for efficiency to keep run-time arbitration and to invoke first whichever 
call to g has its argument complete first, and then to invoke the other. 

SAFL uses eager evaluation; we are sometimes asked why, especially given 
that Haskell-based tools (e.g. Lava and Hawk) are lazy. The resolution is that 
lazy-evaluation is problematic for our purposes. Firstly it is not so clear where 
to store the closures for suspended evaluations - simple tail recursion for n it- 
erations in Haskell can often require 0(n) space; while this can sometimes be 
detected and optimised (strictness analysis) the formal problem is undecidable 
and so poses a difficulty for language design. Secondly lazy evaluation is inher- 
ently more sequential than eager evaluation - true laziness without strictness 
optimisation always has a single (i.e. sequential) idea of ‘the next redex’. 

Of course, a single tail-recursive function can be seen as a non-recursive 
function with a while-loop and assignment to parameters.^ By repeatedly inline- 
expanding calls and making assignable local definitions to represent formal pa- 
rameters, any SAFL program can be considered a nest of while-loops. However 
this translation has lost several aspects of the SAFL source: (i) the inlining can 
increase program size exponentially; (ii) not only is the association of meaning- 
ful names to loops lost, but the overall structure of the circuit (i.e. the way in 
which the program was partitioned into separate functional blocks) is also lost - 
thus resource-awareness is compromised; and (Hi) concurrent function calls re- 
quire a par construct to implement them as concurrent while-loops thus adding 
complexity. 



^ A function group can first be treated as a single function having the disjoint union 
of its component functions’ formal parameters and having a body consisting of the 
component functions’ bodies enclosed within a case-expression. The case-expression 
activates the relevant original function body based on the disjoint union actual 
parameter. 
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2.2 Naive Translation to Synchronous Hardware 

In this section we assume a global clock elk which progresses computation. All 
signals apart from elk are clocked by it, i.e. they become valid a small num- 
ber of gate propagation delays after it and are therefore (with a suitable clock 
frequency) settled before the setup time for the next elk. We adopt the proto- 
col/convention that signal wires (e.g. request and ready) are held high for exactly 
one pulse. 

A simple translation of a SAFL function definition 

fun f{x) = e 

is to a functional unit Hf which contains: 

— an input register file, r, clocked by elk, of width given by x; 

— a request signal which causes data to be latched into r and computation of 
e to start; 

— an output port P, here just specification of output wires to hold the value 
of e; 

— a ready signal which is asserted when P is valid. 

The SAFL primitives are compiled each having an output port and request and 
ready control signals; they may use the output ports of their subcomponents: 

constants c: the constant value forms the output port and the request signal is 
merely copied to the ready signal. 

variables x: since variables have been clocked into a register then they can be 
treated as constants, save that the output port is connected to the register, 
if d then 62 else 63: first ei is computed; when it is ready its boolean output 
routes a request signal either to 62 or to 63 and also routes the ready signal 
and output port of 62 or 63 to the result, 
let X = e in cq : the e are computed concurrently (all their requests are acti- 
vated); when all are complete cq is activated. Note that the results of the e 
are not latched. 

built-in function calls a(e): these are expanded in-line; the e are computed 
concurrently and their outputs placed as input to the logic for a; when all 
are complete this logic is activated; 

user function calls g{e): in the case that the called function only has one 
call (being non-recursive) the effect is similar to a built-in call - the e are 
computed concurrently and their outputs connected as to the input register 
file for g; when all are complete the request for g is activated; its output port 
and ready signal form those for g{e). More complex function calls require 
more sophisticated treatment - see below. 

The above explanation of calls to user-defined functions was incomplete in 
that it did not explain (i) how to implement a recursive call (SAFL restricts 
these to tail calls) nor (ii) how to control access to shared function blocks. 

In the former case, the tail call g{e) merely represents a loop (see below for 
mutual recursion) ; hence hardware is generated to route the values of e back to 
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the input register for g and to re-invoke the request signal for the body of g when 
all the e have completed. In case (ii) we need to arbitrate between the possibly 
concurrent activation of g by this call and by other calls. The solution is to build 
a (synchronous) arbiter which: accepts request lines from the k call sites and 
keeps a record of which (at most one) of these have a call active. When one or 
more requests are present and no call is active, an implementation-defined request 
is selected and its values routed to the input register for g. On completion of g 
the ready signal of its body is routed back to the appropriate caller; the result 
value port can simply be connected to all callers. 

One final subtlety in this compilation scheme concerns the values returned 
by functions invoked at multiple call sites (here not counting internal recursive 
calls). Consider a SAFL definition such as 

f(x,y) = g(h(x+l) ,k(x+l) ,k(y) ) 

where there are no other calls to h and k in the program. Assuming h. clocks x+1 
into its input register, then the output port Ph of h will continue to hold its value 
until it is clocked into the input register for g. However, assuming we compute the 
value of k(y) first, its result value produced on will be lost on the subsequent 
computation of k(x+l) . Therefore we insert a clocked permanisor register within 
the hardware functional unit, Hf corresponding to f (), which holds the value of 
k(y) (this should be thought of as a temporary used during expression evaluation 
in high-level languages). In the naive compilation scheme we have discussed so 
far, we would insert a permanisor register for every function which can be called 
from multiple sites; the next section shows how static analysis can avoid this. 

Adding permanisor registers at the output of resources, like k above, which 
may become valid and then invalid during a single call (to f above) explains our 
ability to avoid latching variables defined by let - permanisors have already 
ensured that signals of let-bound variables remain valid as long as is needed. 
The full details of the compilation process are described in [23]. 

2.3 Optimised Translation to Synchronous Hardware 

Our compiler performs a number of optimisations based on whole-program anal- 
ysis which improve the efficiency of the generated circuits (both in terms of time 
and area). This section briefly outlines some of these optimisations and refers 
the reader to papers which describe them in detail. 

Removing Arbiters: Recall that our compiler generates (synchronous) ar- 
biters to control access to shared function-blocks. In some cases we can infer 
that, even if a function-block is shared, calls to it will not occur simultaneously. 
For example, when evaluating f(f(x)) we know that the two calls to f must 
always occur sequentially since the outermost call cannot commence until the 
innermost call has been completed. 

Whereas conventional high-level synthesis packages schedule access to shared 
resources by statically serialising conflicting operations, SAFL takes a contrast- 
ing approach: arbiters are automatically generated to resolve contention for 
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all shared resources dynamically; static analysis techniques remove redundant 
scheduling logic. We call the SAFL approach soft scheduling to highlight the 
analogy with Soft Typing [4]: the aim is to retain the flexibility of dynamic 
scheduling whilst using static analysis to remove as many dynamic checks as 
possible. In [24] we compare and contrast soft scheduling to conventional static 
scheduling techniques and demonstrate that it can improve both the expressivity 
and efficiency of the language. 

One of the key points of soft scheduling is that provides a convenient compro- 
mise between static and dynamic scheduling, allowing the programmer to choose 
which to adopt. For example, compiling f (4)+f(5) will generate an arbiter to 
serialise access to the shared resource Hi dynamically. Alternatively we can use 
a let-declaration to specify an ordering statically. The circuit corresponding to 
let x=f (4) in x+f (5) does not require dynamic arbitration; we have specified 
a static order of access to H±. Note that program transformation can be used to 
explore static vs. dynamic scheduling tradeoffs. 



Register Placement: In our naive translation to hardware (previous section) 
we noted that a caller latches the result of a call into a register. We call such 
registers permanising registers since they are required to keep the result of a call 
to Hf permanent even if the value on Hf"s output port subsequently changes 
(e.g. due to another caller accessing shared resource Hf). However, in many cases 
we can eliminate permanising registers: if we can infer that the result of a call to 
function / is guaranteed to remain valid (i.e. if no-one else can invoke / whilst 
the result of the call is required) then the register can be removed [23]. 



Cycle Counting: Consider translating the following SAFL program into syn- 
chronous hardware: 

fun f (x) = g(h(x+l), h(k(x+2))) 

Note that we can remove the arbiter for h if we can infer that the execution of 
k always requires more cycles than the execution of h. 



Zero Cycle Functions: In the previous section we stated that it is the duty 
of a function to latch its arguments (this corresponds to callee-save in software 
terms). However, latching arguments necessarily takes time and area which, in 
some cases, may be considered unacceptable. For example, if we have a func- 
tion representing a shared combinatorial multiplier (which takes a single cycle 
to compute its result), the overhead of latching the arguments (another cycle) 
doubles the latency. 

The current implementation of the SAFL compiler [23] allows a user to spec- 
ify, via pragma, certain function definitions as caller-save - i.e. it is then the duty 
of the caller to keep the arguments valid throughout the duration of the call. 
An extended register-placement analysis ensures that this obligation is kept, by 
adding (where necessary) permanising registers for such arguments at the call 
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site. In some circumstances^, this allows us to eliminate a resource’s argument 
registers completely facilitating fine-grained, low-latency sharing of resources 
such as multipliers, adders etc. 

There are a number of subtleties here. For example, consider a function f 
which adopts a caller-save convention and does not contain registers to latch its 
arguments. Note that f may return its result in the same cycle as it was called. 
Let us now define a function g as follows: 

fun g(x) = f(f(x)) 

We have to be careful that the translation of g does not create a combinatorial 
loop by connecting f’s output directly back into its input. In cases such as 
this barriers are inserted to ensure that circuit-level loops always pass through 
synchronous delay elements (i.e. registers or flip-flops). 



2.4 Translation to Asynchronous Hardware 

Although this has not been implemented yet, note that the design philosophy 
outlined in Sect. 2.2 made extensive use of request/acknowledge signals. Our 
current synchronous compiler models control events as 1-cycle pulses. With the 
change to edge events (either 2-phase or 4-phase signalling) and the removal of 
the global clock the design becomes asynchronous. The implementation of an 
asynchronous SAFL compiler is the topic of future work. 

Note that the first two optimisations presented in the previous section (re- 
moval of arbiters and permanising registers) remain applicable in the asyn- 
chronous case since they are based on the causal-dependencies inherent in a 
program itself (e.g. when evaluating f (g(x)), the call to f cannot be executed 
until that to g has terminated). Although we cannot use the “cycle counting” 
optimisation as it stands, detailed feedback from model simulations incorporat- 
ing layout delays may be enough to enable a similar type of optimisation in the 
asynchronous case. 



2.5 Globally Asynchronous Locally Synchronous (GALS) Hardware 

One recent development has been that of Globally Asynchronous Locally Syn- 
chronous (GALS) techniques where a number of separately clocked synchronous 
subsystems are connected via an asynchronous communication architecture. The 
GALS methodology is attractive as it offers a potential compromise between (i) 
the difficulty of distributing a fast clock in large synchronous systems; and {ii) 
the seeming area-time overhead of fully-asynchronous circuits. In a GALS circuit, 
various functional units are associated with different clock domains. Hardware 
to interface separate clock-domains is inserted at domain boundaries. 

® Note that if the function is tail-recursive we cannot eliminate its argument registers 
since they are used as workspace during evaluation. 
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Our initial investigations of using SAFL for this approach have been very 
promising: clock domain information can be an annotation to a function defini- 
tion; the SAFL compiler can then synthesise change-of-clock-domain interfaces 
exactly where needed. 

3 Transformations in SAFL 

As a result of our initial investigations, we believe that source-to-source trans- 
formation of SAFL is a powerful technique for exploring the design space. In 
particular: 

— The functional properties of SAFL allow equational reasoning and hence 
make a wide range of transformations applicable (as we do not have to worry 
about side effects). 

— The resource-aware properties of SAFL give fold/unfold transformations pre- 
cise meaning at the design-level (e.g. we know that duplicating a function 
definition in the source is guaranteed to duplicate the corresponding resource 
in the generated circuit). 

Although we have not yet built the transformer tool, we envisage it being 
driven with a GUI interface. There is also scope for semi-automatic exploration 
(cf. theorem proving), including perhaps hill-climbing. 

In this section we give examples of a few of the transformations we have ex- 
perimented with. We start with a very simple example, using fold/unfold trans- 
formations [3] to express resource duplication/sharing and unrolling of recursive 
definitions. Then a more complicated transformation is presented which allows 
one to collapse a number of function definitions into a single function providing 
their combined functionality. Finally we briefly outline a much larger, global 
transformation which allows one to investigate hardware/software co-design. 

We have observed that the fold/unfold transformation is useful for trading 
area against time. As an example of this consider: 

fun f X = ... 

fun main(x,y) = g(f(x),f(y)) 

The two calls to f are serialised by mutual exclusion before g is called. Now use 
fold/unfold to duplicate f as f ’, replacing the second call to f with one to f ’. 
This can be done using an unfold, a definition rule and a fold yielding 

fun f X = . . . 
fun f ’ X = ... 

fun main(x,y) = g(f (x) ,f ’ (y) ) 

The second program has more area than the original (by the size of f ) but runs 
more quickly because the calls to f (x) and f ’ (y) execute in parallel. 

Note that fold/unfold allows us to do more than resource/duplication shar- 
ing tradeoffs; folding/unfolding recursive function calls before compiling to syn- 
chronous hardware corresponds to trading the amount of work done per clock 
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cycle against clock speed. For example, consider the following specification of a 
shift-add multiplier: 

fun multCx, y, acc) = 

if (x=0 or y=0) then acc 

else mult(x«l, y>>l, if y[0:0] then acc+x else acc) 

These 3 lines of SAFL produce over 150 lines of RTL Verilog. Synthesising a 16- 
bit version of mult, using Mentor Graphics’ Leonardo tool, yields 1146 2-input 
equivalent gates. We can mechanically transform mult into: 

fun multCx, y, acc) = 

if (x=0 or y=0) then acc 

else let (x’,y',acc’) = (x<<l, y>>l, 

if y[0:0] then acc+x else acc) in 
if (x’=0 or y’=0) then acc’ 

else mult(x’<<l, y’>>l, if y’[0:0] then acc’+x’ else acc’) 

which uses almost twice as much area and takes half as many clock cycles. 

Another transformation we have found useful in practice is a form of loop 
collapsing. Consider a recursive main loop (for example a CPU) which may 
invoke one or more loops in certain cases (for example a multi-step division 
operation) : 

fun f(x,y) = if x=0 then y else f(x-l, y’) 
fun main(a,b,c) = if a=0 then b 

else if ... then main(a’ , f(k,b), c’) 
else mainCa’ ,b’ ,c’) 

Loop collapsing converts the two nested while-loops into a single loop which 
tests a flag each iteration to determine whether the outer, or an inner, loop 
body is to be executed. This test is almost free in hardware terms: 

main ( inner, X, a, b,c) = 

if inner then (* an f() iteration *) 

if x=0 then main(0,x,a,b,c) (* exit f() +) 

else main(l,x-l,a,y’ ,c) (* another iteration *) 

else 

if a=0 then b 

else if ... then main(l,k,a’ ,b, c’) (* start f() +) 

else main(0,x,a’ ,b’ ,c’) (* normal main step *) 

This optimisation is useful because it allows us to collapse a number of function 
definitions, (/i, . . . , /„), into a single definition, F. At the hardware-level each 
function-block has a certain overhead associated with it (logic to remember who 
called it, latches to store arguments etc. - see Sect. 2). Hence this transformation 
allows us to save area by reducing the number of function-blocks in the final 
circuit. Note that the reduction in area comes at the cost of an increase in 
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time: whereas previously f\, . . . , fn could be invoked in parallel, now only one 
invocation of F can be active at once. 

Now consider applying this transformation to definitions (/i, . . . , fn) which 
enjoy some degree of commonality. Once we have combined these definitions into 
a single definition, F, we can save area further by applying a form of Common 
Sub-expression Elimination within the body of F. This amounts to exploiting 
let declarations to compute an expression once and read it many times (e.g. 
f(x)+f(x) would be transformed into let y=f (x) in y+y.) 

Despite having a significant impact on the generated hardware, the trans- 
formations presented so far have been relatively simple. We have investigated 
more complicated transformations for exploring hardware/software co-design. 
Our method takes a SAFL specification, and a user-specified partition into hard- 
ware and software parts, and generates a specialised architecture (consisting of a 
network of heterogenous processors) to execute the software part. The basic idea 
involves representing processors and instruction memories (containing software) 
in SAFL itself and using a software compiler from SAFL to generate the code 
contained in the instruction memories. The details are beyond the scope of this 
paper; we refer the reader to [20] for more information. 

4 Pipelines and Superscalar Expression in SAFL 



fun cpuCpc, regs) = 

(let I = imem(pc) 

let (op,m,rd,ra) = (I[31;27], I [26] , I[21:25], I[16:20]) 

let (rb.imin) = (I[0:4], sext32(I [0 : 15] ) ) 

let A = regs [ra] 

let B = m==0 ? imm : regs [rb] 

let C = alu(op. A, B) 

let D = case op of QPld => dmem(C,0,0) 

I OPst => dmem(C,regs [rd] , 1) 

I _ => C 

let regs ’ = case op of OPld => regs [D 0 rd] 

I OPadd => regs [D Q rd] 

I OPxor => regs [D Q rd] 

I _ => regs 

let pc’ = case op of QPj => B 

I OPbz => pc+4 + (A==0 ? imm ; 0) 

I _ => pc+4 

in (op==0P]ialt ? regs’EO] : cpu(pc’, regs’))); 



Fig. 1. Simple processor 



As an example of how transformations work, consider the simple processor, 
resembling DLX [7] or MIPS, given in Fig. 1 (we have taken the liberty of remov- 
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ing most type/width information to concentrate on essentials and also omitted 
‘in’ when it occurs before another ‘let’). The processor has seven representative 
instructions, defined by enumeration 

enum { DPhalt , OPj , OPbz, DPst, OPld, OPadd, OPxor }; 

and has two instruction formats (reg-reg-imm) and (reg-reg-reg) determined by a 
mode bit m. The processor is externally invoked by a call to cpu providing initial 
values of pc and registers; it returns the value in register zero when the OPhalt 
instruction is executed. There are two memories: imem which could be specified 
by a simple SAFL function expressing instruction ROM and dmem representing 
data RAM. The function dmem cannot be expressed directly in SAFL (although 
it can in SAFL+, our extended version [25]). R is declared by a native language 
interface and defined directly in Verilog: calls to dmem are serialised (just like 
calls to user- functions); if they could be concurrent a warning is generated. In 
this case it is clear that at most one call to dmem occurs per cycle of cpu. The 
intended behaviour of dmem(a,d,w) is to read from location a if w =0 and to write 
value d to location a if w=l. In the latter case the value of d is also returned. The 
use of functional arrays for regs and regs' is also to be noted: the definition 
let regs ’ = regs [v @ i] yields another array such that 

regs ’ [i] = V 

regs’ [j] = regs [j] if j 7 ^ i 

This can be seen as shorthand: the array regs corresponds to a tuple of simple 
variables, say (rO, rl, r2, r3)) and the value regs [i] is shorthand for the 
expression 



(i==0 ? rO : (i==l ? rl : (i==2 ? r2 : r3))) 

and the array value regs [v 0 i] is shorthand for the expression 

((i==0?v : rO), (i==l?v:rl), (i==2?v:r2), (i==3 ? v : r3) ) . 

Note that the SAFL restrictions mean that no dynamic storage is required, even 
when using array values as first-class objects. There is one advantage of the array 
notation in that it allows alternative implementation techniques; here we may 
infer that regs and regs ’ are never both live and share their storage as a single 
register file (when the conditionals above become multiplexors) but equally we 
may choose to use a rather less physically localised implementation, for example 
the rotary pipelines of Moore at al. [16]. 

Now let us turn to performance. We start by making three assumptions: first, 
that both imem and dmem take one clock tick; second, that the compiler also 
inserts a clocked register file at the head of cpu to handle the recursive loop; and 
that the alu ( ) function is implemented without clocked registers which we will 
here count as just one delta^ delay. We can now count clock and delta cycles, 

A delta cycle corresponds to a gate-propagation delay rather than a clock delay. 
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here just in terms of high-level SAFL data flow. Writing n.m to mean n cycles 
and m delta cycles (relative to an external or recursive call to cpu being the 0.0 
event), we can derive: 



variable 


cycle count 


entry to body of cpuO 


0.0 


I 


1.0 


(op, m, rd, ra), (rb, imm) 


1.1 


A,B 


1.2 


C 


1.3 


D 


2.0 or 1.4^ 


regs ’ 


2.1 or 1.5 


pc ’ 


1.3 


recursive call to cpuO 


2.2 or 1.6 


next entry to body of cpuO 


3.0 or 2.0 



Note that we have counted SAFL-level data dependencies instead of true gate- 
delays; this is entirely analogous to counting the number of high-level statements 
in C to execute program speed instead of looking at the assembler output of a 
C compiler to count the exact number of instructions. The argument is that 
justifying many optimisations only needs this approximate count. A tool could 
easily annotate declarations with this information. 

The result of this is that we have built a CPU which takes three clock cycles 
per memory reference instruction, two clock cycles for other instructions and with 
a critical path of length 6 delta cycles (which acts as a limit on the maximum 
clock rate). Actually, by a simple adjustment to the compiler, we could arrange 
that that cpuO is clocked at the same time as imemO and therefore achieve a 
one- or two-cycle instruction rate. 

Now suppose we wish to make our simple CPU go faster; two textbook meth- 
ods are adding a pipeline or some form of superscalar processing. We wish to 
reduce the number of clock cycles per instruction cycle and also to reduce the 
critical path length to increase the clock frequency. 

The simplest form of pipelining occurs when we wish to enable the dmem 
and imem accesses to happen concurrently. The problem in the above design is 
that the memory address argument to dmem is only produced from the imem 
result. Hence we transform cpuO to cpulaO as shown in Fig. 2; the suffix ‘1’ 
on an identifier refers to a value which was logically produced one instruction 
ago. This transformation is always valid (as a transformation on a recursive 
program schema and thus computes the same SAFL function) but unfortunately 
the conditional test for OPhalt requires the calls to imem and dmem still to be 
serialised. To produce cpu2(), as shown in Fig. 3, we need to make a conscious 
adjustment to pre-fetch the instruction after the OPhalt by interchanging the 
if-then-else and the imemO call. This is now in contrast to cpuO and cpulaO 
where instructions are only fetched when needed to execute. Now letting NOP 
stand for (0Pbz<<27)+0 we see that the call cpu(pc,regs) is equivalent to the 

® Depending on which path is taken. 
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fun cpulaCpc, opl, regsl, Cl, rdl) = 

(let D = case opl of QPld => dmemCCl ,0,0) 

I OPst => dmemCCl , regsl [rdl] , 1) 

I _ => Cl 

let regs = case opl of OPld => regsl [D @ rdl] 

I OPadd => regsl [D @ rdl] 

I OPxor => regsl [D @ rdl] 

I _ => regsl 

in (opl==0Phalt ? regs[0] : (* note this line *) 

let I = imem(pc) (* note this line *) 

let (op,m,rd,ra) = (I [31:27], 1 [26] , I [21:25], I [16:20]) 
let (rb,iimn) = (I [0:4], sext32 (I [0 : 15] ) ) 
let A = regs [ra] 
let B = m==0 ? imm : regs [rb] 
let C = alu(op. A, B) 
let pc’ = case op of OPj => B 

I OPbz => pc+4 + (A==0 ? imm : 0) 

I _ => pc+4 

in cpulaCpc’, op, regs, C, rd))); 



Fig. 2. CPU after simple transformation 

fun cpu2(pc, opl, regsl. Cl, rdl) = 

(let D = case opl of QPld => dmemCCl, 0,0) 

I OPst => dmemCCl , regsl [rdl] , 1) 

I _ => Cl 

let regs = case opl of OPld => regsl [D @ rdl] 

I OPadd => regsl [D @ rdl] 

I OPxor => regsl [D @ rdl] 

I _ => regsl 

let I = imem(pc) (* note this line *) 

in (opl==0Phalt ? regs[0] : (* note this line *) 

let (op,m,rd,ra) = (I [31:27], 1 [26] , I [21:25], I [16:20]) 

let (rb,imm) = (I [0:4], sext32 (1 [0 : 15] ) ) 

let A = regs [ra] 

let B = m==0 ? imm : regs [rb] 

let C = aluCop, A, B) 

let pc’ = case op of OPj => B 

I OPbz => pc+4 + (A==0 ? imm : 0) 

I _ => pc+4 

in cpu2(pc’, op, regs, C, rd))); 



Fig. 3. CPU with pipelined memory access 
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call cpu2(pc,NDP,regs,0,0), save that the latter requires only one clock for 
every instruction and that the instruction after an OPhalt instruction will now 
be fetched (but not executed). Note that the calls to dmem and imem in cpu2() 
are now concurrent and hence will happen on the same clock. It is pleasant to see 
such subtleties expressible in the high-level source instead of as hidden details. 

We can now turn to exploring further the memory interface; in particular 
suppose we wish to retain separate imem (ROM) and dmem (RAM), each acces- 
sible in a single cycle, but wish both instruction- and data-fetches to occur from 
either source. This is form of a memory controller. In order to avoid concurrent 
access on every memory access instruction we wish it to be dual-ported, thus it 
will take two addresses and return two data values. When two concurrent ac- 
cesses occur, either to dmem or to imem (e.g. because a OPld in one instruction 
refers to the memory bank which contains the following instruction), a stall will 
occur. A good memory controller will cause a stall only in this circumstance. 
Fig. 4 shows how this can be implemented in SAFL; memctrl is dual ported 



fun memctrl (pc, a, d,r,w) = 

(let iv = is_dmem(pc) ? dmem(pc , 0, 0) : imem(pc) 
let dv = (r or w) ? (is_dmem(a) ? dmem(a,d,w) : imem(a)) : a 
in (iv,dv)) 

fun cpu3(pc, opO, regsO, CO, rdO) = 

(let (I,D) = memctrKpc, CO, regsfrdO], op==QPld, op==0Pst) 
in . . . ) 



Fig. 4. CPU with memory controller 



(two arguments and results) each memory access is directed (according to the, 
simple and presumably one delta cycle, function is_dmem) to the appropriate 
form of memory. The SAFL compiler detects the possible concurrent access to 
imem (and to dmem) and protects them both with an arbiter. The effect is as 
desired, a stall occurs only when the two accesses are to the same memory bank. 

Another useful transformation is to reduce the length of the critical path in 
order to increase the clock rate. In cpu2 this is likely to be the path through the 
alu function. Fig. 5 shows how the access to alu can be pipelined along with 
memory access to create a three-stage pipeline; here the the suffix ‘I’ (resp. ‘2’) 
on an identifier refers to a value which was logically produced one (resp. two) 
instructions ago. The processor cpu4 works by concurrently fetching from imem 
the current instruction, doing the alu for the previous instruction opl and doing 
memory access (and register write-back) for the second previous instruction op2. 
It is not quite equivalent to cpu2 in that it exposes a delay slot; the result of an 
ALU or load instruction is not written back to regs until two instructions later, 
and thus the following instruction will still ‘see’ the old value. This is typically 
avoided by adding forwarding or by-passing hardware. In our terms this means 




Hardware Synthesis Using SAFL and Application to Processor Design 



31 



fun cpu4(pc, opl, Al, Bl, rdl, op2, regs2, C2, rd2) = 

(let C = aluCopl, Al, Bl) 
let D = case op2 of QPld => dmem(C2,0,0) 

I OPst => dmem(C2 ,regs2 [rd2] , 1) 

I _ => C2 

let regs = case op2 of OPld => regs2 [D @ rd2] 

I OPadd => regs2 [D @ rd2] 

I OPxor => regs2 [D @ rd2] 

I _ => regs2 

let I = imem(pc) 
in (op2==0Phalt ? regs [0] : 

let (op,m,rd,ra) = (I [31:27], I [26] , I [21:25], I [16:20]) 
let (rb,iimn) = (I [0:4], sext32 (I [0 : 15] ) ) 

(* forwarding (a.k.a. by-passing) would go here *) 

let A = regs [ra] 

let B = m==0 ? imm : regs [rb] 

let pc’ = case op of OPj => B 

I OPbz => pc+4 + (A==0 ? imm : 0) 

I _ => pc+4 

in cpu4(pc’, op. A, B, rd, opl, regs, C, rdl))); 



Fig. 5. CPU with pipelined ALU and memory access 



comparing rdl with ra and rb where indicated and using C instead of the value 
from regs on equality. 

Returning to the original cpuO form for simplicity of expression, we can 
simply convert it to the superscalar processor shown in Fig. 6; since we have 
dropped the pipeline we just use the ‘1’ and ‘2’ suffices for the ‘left’ and ‘right’ 
instruction of a pair. As a processor this leaves quite a few things to be desired 
- for example while the left (II) and right (12) instructions are serialised if 12 
reads from a register written by II, there is no such interlock on memory access 
for concurrent writes. Similarly there is a branch delay slot in that 12 is carried 
out even if II is a taken-branch. Further, to gain actual performance improve- 
ment one would need a single double-width imem64 function instead of the two 
imem accesses; perhaps one can manage with a single- width dmem and require the 
assembly code to be scheduled to pair memory access and non-memory-access 
instructions. However, all structural hazards will be removed by the SAFL com- 
piler by its insertion of arbiters around concurrently accessible resources. The 
SAFL form explicitly lays out various options in the design space. For example, 
as presented in Fig. 6 a single ALU is shared between the two separate in- 
structions; duplicating this is clearly a good idea; however, less frequently used 
components (perhaps a multiplier called by the ALU) could be provided in a 
single form accessed by arbiter. A stall then only happens when the II and 12 
instructions both use such a resource; we might choose to accept this point on 
the speed/cost spectrum and again simply requiring compilers to schedule code 
to avoid such stalls. 
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fun cpu5(pc, regs) = 

(let (11,12) = (imem(pc) , imem(pc+4) ) 

let (opl,ml,rdl,ral) = (Il[31;27], Il[26], 11[21;25], Il[16:20]) 
let (rbl.imml) = (Il[0:4], sext32(Il [0 : 15] ) ) 

let (op2,m2,rd2,ra2) = (I2[31;27], 12[26], 12[21;25], I2[16:20]) 
let (rb2,imm2) = (I2[0:4], sext32(I2 [0 : 15] ) ) 
if ((opl == QPld or opl == OPadd or opl == OPxor) and 
(rdl == ra2 or (ml==l eoid rdl == rb2) 

or (op2 == OP St and rdl == rd2))) then 

<12 reads from a register written by II — serialise> 

else 

let (A1,A2) = (regs[ral], regs[ra2]) 
let (B1,B2) = ((ml==0 ? imml : regs [rbl] ) , 

(m2==0 ? imm2 : regs [rb2] ) ) 
let (C1,C2) = (alu(opl, Al, Bl) , alu(op2, A2, B2)) 
let D1 = case opl of OPld => dmem(Cl,0,0) 

I OPst => dmem(Cl , regs [rdl] , 1) 

I _ => Cl 

let D2 = case op2 of OPld => dmem(C2,0,0) 

I OPst => dmem(C2 ,regs [rd2] , 1) 

I _ => C2 

let regs’ = case opl of OPld => regs[Dl 0 rdl] 

I OPadd => regsEDl Q rdl] 

I OPxor => regsEDl (3 rdl] 

I _ => regs 

let regs’’ = case op2 of OPld => regs’ [D2 0 rd2] 

I OPadd => regs ’ [D2 Q rd2] 

I OPxor => regs’[D2 0 rd2] 

I _ => regs’ 

let pc’ = case opl of OPj => Bl 

I OPbz => pc+8 + (A1==0 ? imml : 0) 

I _ => 

case op of OPj => B2 

I OPbz => pc+8 + (A2==0 ? imm2 ; 0) 

I _ => pc+8 

in (opl==0Phalt ? regs’EO] 

op2==0Phalt ? regs’’[0] ; cpu5(pc’, regs’’))); 



Fig. 6. Simple superscalar processor 
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5 Compile-Time and Run-Time Types: Unifying SAFL 
and Lava 

Based on the observation that Lava uses Haskell recursion to specify a circuit 
on the structural level (such as repetitive or nested circuits) whereas SAFL uses 
recursion to specify behavioural aspects, we now turn to a two-level language 
which can express both concepts in a single framework. 

The idea is analogous to the distinction between static (compile-time) and 
(dynamic) run-time data in partial evaluation [8] ; we consider partial evaluation 
for an extended SAFL in Sect. 5.1. 

SAFL’s type system (not explicitly spelt out previously, although always 
present in the implementation) is very simple, being of the form where values 
each have an associated size (n bits say) and therefore are ascribed type bitn- 
Our implementation of SAFL currently requires that each constant, function 
argument and function result® is given an explicit width type in the style of 
the simply typed lambda-calculus. Function types, corresponding to hardware 
blocks, are then of type bitm ^ bitn- As in ML, functions can always be consid- 
ered to have a single input and a single output as above; the addition of product 
forms to SAFL is then all that is required to model multiple arguments, results 
and let definitions. These can be seen as a family of bundling and unbundling 
operations: 

join^j : biti * bitj < > biti^j (1) 

split : bitij^j biti * bitj. (2) 

Similarly the family of sum forms biti + bitj can be represented as as type 
bitmax(i,j)+i in file usual manner. 

SAFL functions are restricted to first order; allowing curried functions whose 
arguments and result are simple values poses few problems as the closure is of 
known size to the caller, but the gain in expressiveness does not seem worth 
the implementation effort. However allowing function values as arguments and 
results breaks the static allocatability requirement (counter-examples can be 
constructed based of the idea that any program can be expressed in contin- 
uation form using only tail recursion, see [19] for more details). Hence, given 
the syntactical separation between values and functions, the SAFL type system 
consists essentially of: 

(values) bitn 
(functions) bitm bitn- 

Now let us consider the framework used in Lava. There, unwrapping the 
Haskell class treatment, circuits are essentially represented as graphs encoded 
as a datatype, say circuit. Thus, disregarding polymorphism at the moment and 
including list{t) as representative of user-defined datatypes, the type system is 
essentially 

r ::= int \ circuit | r — >■ r j r x r | list{T) 

® Function results only need to be typed to ensure that all non-terminating recursive 
functions have a well-defined result type. 
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Circuit composition operations correspond to functions whose arguments or re- 
sults are functions. 

We can now combine these type systems as follows: 

a ::= bitn \ bitm ^ bitn 

T ;:= inf I (T I T — > r I r X r I list{T). 

The interesting effect is that this type system has now become a two-level type 
system (first studied by Nielson and Nielson [21]) which has two function con- 
structors: representing compile-time, or structural, composition (cf. Verilog 

module instantiation) and ‘i— y’ representing run-time, or behavioural, computa- 
tion (i.e. data movement in silicon). 

Let us therefore invent a language, 2-SAFL, based on this type system, which: 
allows use of general recursion to define compile-time functions (of types r ^ t) 
representing the structural design; and run-time functions (of types bitm bitn 
and respecting the SAFL static allocatability rules) representing the behavioural 
core.^ At its most primitive (using a Xx.e form to give function values instead 
of having separate fun declarations) it has expressions, e, given by: 

e ::= X \ c \ ee' 

I x.e I A’’ x.e 

I if^ e then e else e \ if^ e then e else e 
I let^ X = e in e \ let'" x = e in e 

Here the alternative left- hand-side forms A'^, let‘' etc., correspond to compile-time 
constructions and those on the right A’’, let'" etc., correspond to run-time, i.e. 
SAFL, ones. We have constants (including fix to express recursion) and variables 
of both forms and an overloaded application on both forms. Valid programs have 
a set of well-formedness rules which express static allocatability restrictions on 
the SAFL X''x.e form together with type and level constraints on the a and r as 
in [21]; for example that compile-time computation (e.g. application of a value 
defined by A'^) cannot occur in the body of a X'"x.e form. In examples below we 
revert to the use of the fun'^/(x) = e (and fun’^) form instead of the X‘'x.e (and 
A*') used above. 

This provides various interesting features, which we have not investigated in 
detail. For example, it can be used to define SAFL functions which differ only 
in type: 

fun'^ multiplier (n) = 

local fun’^ f(x:bit(n), y:bit(n), acc:bit(n)) : bit(n) = 
if y=0 then acc 

else f(x<<l, y>>l, if y[0:0] then acc+x else acc) 

^ There is a little surprise here: the structural level is outside the the behavioural level. 
This is consonant with Lava in which compile-time, i.e. Haskell, functions allow one 
to manipulate the primitive hardware cells which move values at run-time; all we 
have done is to provide a richer, behavioural, run-time level in the form of SAFL. 
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in f 

end; 

fun"^ ml = multiplier (16) ; 
fun"^ m 2 = ml; 
fun"^ m3 = multiplier (16) ; 
fun"^ m4 = multiplier (24) ; 

fun"^ main( . . . ) = ... ml ... m2 ... m3 ... m4 ... 

Here ml, m 2 and m3 represent 16-bit multipliers and m4 a 24-bit multiplier. Note 
that resource-awareness is manifested here by ml and m 2 being synonyms for 
the same multiplier while m3 is a distinct multiplier (as is m4, but this is clear 
because it differs in width). The type of multiplier is then 

(n G int) — >■ {bitn * bitn * bitn H- bitn)- 

Similarly, consider the way in which Lava circuits can be wired together by 
means of functions which operate on values of type circuit. We can capture this 
notion by means of a higher-order function taking arguments in the form of 
SAFL functions. In SAFL we can already define functional units f and g and 
then wire them together to make h as follows: 

fun"^ f (x,y) = ei ; 
fun’' g(z) = 62 ; 

fun’' h(x,y) = f (g(x+l) ,g(y+l) ) ; 

The 2-SAFL language now allows, as in Lava, the particular combinator here 
used to define h to be abstracted and expressed as a higher-order value (suitable 
for re-use elsewhere in the system where similar combinators are required): 

fun’' f (x,y) = Cl ; 
fun’' g(z) = 62 ; 
fun" combine (p,q, a) = 

local fun’' t(x,y) = p(g(x+l) ,q(y+a) ) in t end; 
fun’' h = combine(f ,g, 1) ; 

This example, although contrived, does show how compile-time functions such 
as combine can be used as in Lava. Supposing / has type {bitm * bitn ^ hitr) 
and g has type {biti i-p bitm), then the type of combine is: 

{bitm * bitn ^ bitn) X {bitj bitn) x int — >■ {biti * bitj ^ bitn). 

We could summarise the 2-SAFL extension as follows: in the Lava view, the 
only run-time computations arise from built-in primitives (AND, OR, fiip-fiops) 
whereas 2-SAFL has SAFL function definitions as primitive; iterative structure 
in Lava is represented via re-entrant graphs whereas in 2-SAFL it is represented 
via SAFL recursion. 

We have not properly investigated type inference on this system - in many 
ways the compile-time types inherit from Lava, including widths, but the avail- 
ability of SAFL functions at the run-time level instead of just hardware primi- 
tives may pose interesting questions of type inference. (For example, as above. 
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run-time types, e.g. bitn, can depend on compile-time values, e.g. n.) Instead of 
addressing this issue, we wish to turn attention to the possibility of exploring 
transformations which interchange the two forms of function (compile-time and 
run-time), i.e. partial evaluation. 



5.1 Partial Evaluation 

Although there is only space for a preliminary discussion of these ideas here, 
the 2-SAFL language provides a useful base for partial evaluation for hardware. 
In traditional partial evaluation [8] , sometimes known as program specialisation, 
a generic program taking n inputs is specialised, with fc < n of its inputs being 
known values, to result in a specialised program taking n—k inputs. The resultant 
program is generally more efficient that the original program. Few applications to 
hardware seem to exist; McKay and Singh [13] consider the problem of run-time 
specialisation of hardware implemented in FPGAs to increase speed. 

Standard partial evaluation seems to fit in well with 2-SAFL; we show how 
a SAFL program of say three inputs can be reduced to a more efficient program 
of two arguments in the 2-SAFL framework. For example, consider a multi-cycle 
multiply-and-add defined by 

fun multCx, y, acc) = 
if y=0 then acc 

else mult(x<<l, y>>l, if y[0:0] then acc+x else acc) 

We can trivially convert this to a multiply-by-13-and-add by defining 

fun multl3(x,acc) = mult (x, 13, acc) . 

Indeed, if multl3 compiles into a zero-clock function (one which does not latch 
its inputs) then a call mult 13 (x, a) will compile into hardware identical to that 
of a call mult (x , 13 , a) . 

However, the two-level type system can be used to create a specialised version 
of mult 13. Writing mult first as 

fun mult = A'’(x, y, acc). 
if y=0 then acc 

else mult(x<<l, y>>l, if y[0:0] then acc+x else acc) 

and then, curried on the two forms of A, gives: 

fun mult’ = A'^y. A’’(x, acc). 
if y=0 then acc 

else mult ’ (y>>l) (x<<l , if y[0:0] then acc+x else acc). 

This last form is not a valid 2-SAFL program since it contains a compile-time 
application mult’ (y>>l) within a A’’. However mult’ (13) can be unfolded as: 

fun multl3 = A’'(x, acc). if 13=0 then acc 

else mult6(x<<l, if 13 [0:0] then acc+x else acc) 
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fun multe = A’'(x, acc) . if 6=0 then acc 

else mult3(x<<l, if 6 [0:0] then acc+x else acc) 
fun multS = A’'(x, acc). if 3=0 then acc 

else multi (x<<l, if 3 [0:0] then acc+x else acc) 
fun multi = A’'(x, acc). if 1=0 then acc 

else mult0(x<<l, if 1[0:0] then acc+x else acc) 
fun multO = A’'(x, acc). if 0=0 then acc 

else mult0(x<<l, if 0[0:0] then acc+x else acc). 

which simplies to: 

fun multl3 = A’'(x, acc). mult6(x<<l, acc+x) 
fun mult6 = A’'(x, acc). mult3(x<<l, acc) 

fun mult3 = A’'(x, acc). multl(x<<l, acc+x) 

fun multi = A’'(x, acc). mult0(x<<l, acc+x) 

fun multO = A’'(x, acc). acc 

and hence (by unfolding, or just by compiling the used-once functions mul6 to 
mulO into zero-clock functions) to: 

fun multl3 = A’'(x, acc). 

acc + X + ((x«l)«l) + (((x«l)«l)«l) 

or equivalently 

fun"^ multl3(x,acc) = acc + x + ((x<<l)<<l) + (((x<<l)<<l)<<l) 

which now again adheres to the SAFL rules. 

In this example at least, once the idea of using y as a static (A'^) parameter 
had been mooted, the manipulation was forced by the type system. 

Finally, let us observe that partial evaluation techniques applied to processors 
can produce interesting effects. A sequence of frequently occurring software in- 
structions for a processor can be specialised into a single new instruction and the 
hardware necessary to execute this instruction (hopefully faster) automatically 
generated. 

6 Conclusions and Further Work 

We have found SAFL to be surprisingly powerful at describing hardware at a 
high-level in spite of its meagre features. In particular it seems to be very effective 
at describing processor design and transformations to adjust their area-time 
consumption as discussed in Sect. 4. An important aspect of this is resource- 
awareness. We can trust the SAFL compiler to optimise code without altering 
its gross structure; hence transformations on hardware structure can be seen as 
SAFL source-to-source transformations. 

Another aspect of the same coin is that we would expect to be able to ver- 
ify mechanically the transformations we make, and indeed to hope that semi- 
automatic tools can help the user to choose an area-time tradeoff. 
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At the moment SAFL is a self-contained language which compiles to Verilog. 
However we could also embed SAFL within VHDL or Verilog as a higher-level 
behavioural form - the main problem would be restricting access to lower-level 
details so that SAFL compiler optimisations and SAFL transformations which 
we have discussed remain valid. 

The aspect about which we feel most exposed is that the pure functional 
call-and-wait-for-result interface provided by SAFL is sometimes too restrictive. 
Recent work [25] on SAFL+ suggests one possible way forward. 
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Abstract. The LTL model checker that we use provides sound decomposition 
mechanisms within a purely model checking environment. We have exploited these 
mechanisms to successfully verify a wide spectrum of large and complex circuits. 
This paper describes a variety of the decomposition techniques that we have used 
as part of a large industrial formal verification effort on the Intel Pentium® 4 
(Willamette) processor. 



1 Introduction 

One of the characteristics that distinguishes industrial formal verification from that done 
in academia is that industry often works on large, complex circuits described at the regis- 
ter transfer level (RTL). In comparison, academic work usually verifies either small RTL 
circuits or high-level abstractions of complex circuits. Academia remains the primary 
driving force in the development of new verification algorithms, and many of these ad- 
vances have been succesfuly transfered from academia to industry [2,4,6,7,9,12,15,16, 
1 8] . However, improving the strategies for applying these algorithms in industry requires 
exposure to circuits of a size and complexity that are rarely available to academics. 

An important task in continuing the spread of formal verification in industry is 
to document and promulgate techniques for applying formal verification tools. In this 
paper we describe a variety of decomposition strategies that we have used as part of the 
formal verification project for the Intel Pentium® 4 (Willamette) processor. This paper 
focuses on strategies taken from verifying two different implementations of queues and 
a floating-point adder. 

The verification tool we use is an LTL model checker developed at Intel that supports 
a variety of abstraction and decomposition techniques [14,15]. Our strategies should 
be generally applicable to most model-checking-based verification tools. In theory, the 
techniques are also applicable for theorem-proving. But, because the capacity limitations 
of model checking and theorem proving are so very different, a strategy that is effective 
in reducing the size of a model checking task might not be the best way to reduce the 
size of the problem for theorem proving. 

2 Overview 

In this section we give a high-level view of LTL model checking and provide some 
intuition about how the model checker works. The focus of this paper is on the application 
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Fig.l. Verification flow 



of decomposition techniques, thus we concentrate on the usage of the model checker 
rather than the tool itself. 

A high-level view of model checking for a linear temporal logic (LTL) is shown 
in Fig. 1. LTL model checking is done by converting the specification (which is an 
LTL formula) to a tableaux and a CTL formula. The tableaux is an automaton that 
recognizes traces that satisfy the LTL formula. The CTL formula checks that the tableaux 
never fails. The verification run computes the product machine of the tableaux and the 
implementation and checks that the product machine satisfies the CTL formula [8]. 

Because specifications are converted into automata, and model checking verifies 
automata against temporal formulas, specifications can themselves be verified against 
higher-level specifications. Figure 2 shows an implementation that is verified against a 
middle-level specification, which, in turn, is verified against a high-level specification. 

We now step through a simple example of hierarchical decomposition, using the 
circuit pri shown in Fig. 3. The circuit pri takes three inputs (iO, il, and i2) and 
outputs a 1 on the highest priority output line line whose input was a 1. We model 
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Fig. 3. Example circuit: pri 



combinational logic as having zero delay and flip flops as being unit delay. We draw flip 
flops as rectangles with small triangles at the bottom. 

Theorem 1 shows an example property that we will verify about pri. The property 
says that, for pri, if the output oO is 1, then o2 will be 0. For the sake of illustration, 
we will pretend that verifying Theorem 1 is beyond the capacity of a model checker, 
so we decompose the problem. We carry out the verification in three steps by verifying 
Lemmas 1-3. 

Theorem 1. pri |= (oO ^o2) 

Lemma 1. pri ^ (oO => ^ol) 

Lemma 2. pri ^ (^ol -io2) 

Lemma 3. (Lemmal, Lemma2) ^ (oO -io2) 





1 — 


i2 


L 92 



Fig. 4. Cone of influence reduction for 
Lemma 1 




Fig. 5. Cone of influence reduction for 
Lemma 2 



By decomposing the verification, we end up with multiple verification runs, but each 
one is smaller than Theorem 1, the original run (Table 1). The first two runs (Lemmas 1 
and 2) are smaller than Theorem 1 , because, using cone of influence reduction. Lemmas 1 
and 2 do not need to look at the entire circuit. The last run. Lemma 3, glues together the 
earlier results to verify the top-level specification. When verifying Lemma 3, we do not 
need the circuit at all, and so its verification is very small and easy to run. 

One advantage of this style of hierarchical verification is that it provides some 
theorem-proving-like capabilities in a purely model checking environment. Two dis- 
advantages are that the approach is still subject to the expressiveness limitations and 




Applications of Hierarchical Verification in Model Checking 



43 



Table 1. Summary of verification of pri 



property 


latches 


inputs 


total variables 


Theorem 1 


9 


3 


12 


Lemma 1 


6 


2 


8 


Lemma 2 


7 


3 


10 


Lemma 3 


0 


3 


3 



some of the capacity limits of BDDs and that it does not support reasoning about the 
entire chain of reasoning. That is, we use Lemma 3 to verify the right-hand-side of 
Theorem 1 but we cannot explicitly prove Theorem 1, instead we use a database of 
specifications to track chains of dependencies. 



3 Parallel Ready Queue 

This section describes part of the verification of a “parallel ready queue” (prqueue) 
that operates in parallel on k channels (Fig. 6). Packets arrive, one at a time, at any of 
the arrive signals. A packet departs the queue if it is the oldest ready packet. Packet i 
becomes ready when ready[i] is 1. Once a packet is ready, it remains ready until it has 
departed. Packets can become ready to leave the queue in any order. Hence, it is possible 
for a packet to leave the queue before an older packet if the older packet is not yet ready. 



ready [k] 




Fig. 6. Parallel queue circuit (prqueue) 



There are a number of environmental constraints that are required for the circuit to 
work correctly: 

1 . A packet will not arrive on a channel if the queue currently contains a packet in that 
channel. 

2. At most one packet will arrive at any time. 

3. If a packet arrives on a channel, the corresponding ready signal will eventually be 
set to 1 . 

4. A channel will not be marked as ready if it does not contain a packet. 

Note, the environment has the freedom to simultaneously mark multiple packets as 
ready. 

The top level specification (Theorem 2) covers both liveness and safety. 
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Theorem 2. PriQueue Specification 

1. A packet that arrives on arrive [i] will eventually depart on depart [i] . 

2. If a packet departs, it is the oldest ready packet in the queue. 



3.1 Implementation 

We briefly describe the high-level algorithm for the implementation of prqueue. There 
are many sources of complexity, e.g., datapath power-saving control logic and various 
gated clock circuits, which we ignore for the sake of simplicity in the following descrip- 
tion. The implementation of prqueue uses a two-dimensional kxk scoreboard (scb) 
to maintain the relative age of packets and an array of k rdy signals to remember if a 
channel is ready. Figure 7 shows the scoreboard and ready array for a queue with four 
channels. 
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Fig. 7. Scoreboard in parallel ready queue 



Initially, all of the elements in the scoreboard and ready array are set to 0 . When a 
packet arrives on arrive [i] , all of the scoreboard elements in column i are set to 0 
and all of the elements in row i are set to 1. The intuition behind this algorithm lies in 
two observations: 

- The scoreboard row for the youngest (most recently arrived) packet is the row with 
the most Is, while the oldest packet has the row with the most Os. 

- The packet for row i is older than the packet for row j if and only if scb[i, j] = 1. 

The diagonal elements do not contain any semantically useful information. When 
ready[f] is set to 1, packet i will be marked as ready to leave the queue. If at least 
one of the packets is marked as ready, the scoreboard values are examined to determine 
the relative age of all ready packets and the oldest among them departs the queue. The 
process of packets arriving, being marked as ready, and departing is illustrated in Fig. 8. 

As is all too common when working with high-performance circuits, the specification 
and high-level description of the implementation appear deceivingly straightforward. 
This circuit has been optimized for area and performance and the actual implementation is 
much more complex than the high-level description. For example, the logic for ready[f] 
signal involves computation of multiple conditions which all must be satisfied before 
the packet is ready to depart the scoreboard. We have ignored many such details of 
implementation for the purpose of the simplicity of the description. The actual circuit 
verified consists of hundreds of latches with significantly larger values for k. 
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packet 2 arrives 



packet 3 departs 



Fig. 8. Scoreboard in parallel ready queue 



3.2 Verification 

Theorem 3 is one of the major theorems used in verifying the circuit against the top-level 
specification 2. 

Theorems says: if a packet is ready, then a packet will depart. The, signal depValid[i] 
is the “valid bit” for depart [i] ; it says that the packet on row i is departing. There are 
some environmental assumptions such as issues with initialization that we do not encode 
in this specification for the sake of simplicity. 

Theorem 3 (willDepart). 

(3i. rdy[i]) (3i. depValid[i]) 

Theorem 3 is a safety property of the implementation. The logic expression 3i. rdy[i] 
stands for the boolean expression rdy[0] V rdy[l] V ...rdy[/c]. Theorem 3 is dependent 
upon the fanin cone for all entries in the scoreboard. The fanin cone of the scoreboard 
consists of hundreds of latches. This amount of circuitry and the temporal nature of 
information stored in the scoreboard array puts it well beyond the capacity of model 
checking for values of k found in realistic designs. 

To carry out the verification, we decomposed the task into two parts. First, we verified 
that the scoreboard and ready array impart a transitive and anti-symmetric relationship 
that describes the relative ages of packets (Lemmas 4 and 5). Second, we verified that 
these properties imply Theorem 3. 

Lemma 4 (Transitivity i j k). 

rdy[i] A rdy[j] A rdy[/c] A scb[i, j] A scb[ji', k] =A scb[i, k] 
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Lemma 4 says that if packet i is older than packet j and packet j is older than packet 
k, then packet i is older than packet k. (Recall that packet i is older than packet j if 
scb[i, j\ = 1). The henefit of Lemma 4 is that we reduce the size of the circuit needed 
from scoreboard entries to just three entries. The cost of this reduction is that we 
had to verify the lemma for all possible combinations of scoreboard indices such that 
i ^ j ^ k, which resulted in A: x (A: — 1) x (fc — 2) verification runs 

Lemma 5 (AntiSym i j). 

rdy[i] A rdy[j] scb[i, j] = ^scb[j,i] 

Lemma 5 (anti-symmetry) says that if packet i is older than packet j, then packet j 
cannot be older than packet i (and vice versa.) It is easy to see why this lemma is true by 
observing that whenever a packet arrives the corresponding column values are set to 0 
while the corresponding row values are set to 1. The anti-symmetry lemma relates only 
two values of the scoreboard entries. We verified Lemma 5 for all possible combinations 
of i and j (such that i ^ j), which resulted in A: x (A; — 1) verification runs. 

After verifying Lemmas 4 and 5, we verified Theorem 3 by removing the fanin cone 
of the scoreboard array while assuming the two lemmas. Removing the fanin cone of 
the scoreboard array is essentially an abstraction which preserves its pertinent properties 
using transitivity and anti-symmetry lemmas. This particular abstraction preserves the 
truth of the safety property under consideration. The transitivity and anti-symmetry 
lemmas provide just enough restriction on the scoreboard values to establish a relative 
order of arrival among packets that are ready to exit. Note that the transitivity relationship 
between three scoreboard entries is sufficient to enforce proper values in the scoreboard 
array even when more than three packets are ready to depart. 

The major sources of complexity in verifying Theorem 3 were: 

- The large fanin cone of the scoreboard array, which builds up complex temporal 
information. 

- The size of the scoreboard array: k x k entries. 

We were able to verify Theorem 3 without this hierarchical decomposition for very 
small values of k. However, the verification task becomes increasingly more difficult for 
larger values of k. The hierarchical verification approach overcomes the model checking 
complexity for two reasons: 

- The transitivity and anti-symmetry lemmas relate three and two values of the score- 
board entries. The verification complexity of these lemmas is relatively small and 
is independent of the size of the scoreboard. 

- For the verification of Theorem 3, we were able to remove the fanin cone of the 
entire scoreboard. We enforce proper values in scoreboard entries by enforcing 
the transitivity and anti-symmetry safety properties which themselves are not of a 
temporal nature. However, these lemmas together provide enough information to 
build an implicit order of arrival of packets that allows the implementation to pick 
the eldest packet. 




Applications of Hierarchical Verification in Model Checking 



47 



4 Floating-Point Adder 

We briefly preview the basics of binary floating-point numbers [11] before diving into 
some of the decompositions used in verifying a floating point adder. A floating-point 
number is represented as a triple (s, e, m) where, s is a sign bit, e is a bit-vector repre- 
senting the exponent, and m is a bit-vector representing the mantissa. We have verifled 
the sign, mantisa and exponent for both true addition and true subtraction (the signs of 
the operands are the same or differ), but consider only the veriflcation of the mantisa for 
true addition in this paper. 

The real number represented by the triple (s, e, m) is: 

(-1)^ X xmx 

where x is the unsigned integer encoding by the bit vector x and bias is a format- 
dependent exponent bias. The mantissa has an implicit leading 1, and so it represents 
the value l.m, which is in the range [1, 2). 

4.1 Implementation 

A simple algorithm to calculate the result mantissa for floating-point addition is shown 
in Fig. 9. 



input: two normal floating-point numbers /i = (si,ei,mi) and /2 = {s 2 , € 2 , 1 x 12 ) 



expdif f := |ei - 62! ; absolute diff of exps 

expcmp := e\ > €2 ; /i is the larger number 

bigman := if expcmp then l.mi else l.m2 ; mant of larger number 

smallman := if expcmp then 1. m2 else 1. 7711 ; mant of smaller number 

alignman := shif t_right(smallman, expdiff); align small mant 

addman := bigman -1- alignman; add mantissas 

resultman := round(addman) ; round result 



Fig. 9. Simple floating-point true addition algorithm 



A simplified implementation for a floating-point true addition circuit fpadder is 
shown in Fig. 10. It follows the basic structure of the algorithm in Fig. 9. The actual 
implementation of the adder that we verifled is much more complex than this simple 
depiction. For example, the actual implementation has more than just one adder and 
more than one parallel datapaths for the sake of performance. 

4.2 Verification 

We use a reference model similar to the algorithm depicted in Fig. 9 as the specification 
for floating-point addition. Theorem 4 is our top-level theorem for the mantissa. 

Theorem 4 (Mantissa). 

/i and /2 are normal => (spec_resultman = impl_resultman) 
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el e2 ml m2 




Fig. 10. Simplified circuit for floating-point true addition : f padder 



For the purpose of the verification, we essentially removed all state elements by 
unlatching the circuit thus arriving at a combinational model of the circuit. We used 
our model checker, instead of an equivalence checker, to verify the above property on 
the combinational model as only the model-checking environment provides support 
for hierarchical decomposition. Also, for the purpose of simplicity we do not include 
environmental assumptions in the description of Theorem 4. 

The main challenge we faced in verifying Theorem 4 was BDD blow-up due to 
the combined presence of a shifter and adder. As has been reported by others [2,5], 
good variable orderings exist for fixed differences of exponents; however, the BDD 
size for the combination of variable shifting and addition is exponential with respect to 
the width of the datapath. Note that both the specification and implementation contain 
this combination, so we could not represent either the complete implementation or the 
complete specification with BDDs. Our strategy was to do structural decomposition on 
both the specification and implementation. 

Lemma 6 (Shiftermatch). 

/i and /2 are normal 

('spec.alignman = impl_alignmanj A 
fspec-bigman = implJDigmanj A 
good.properties( spec_alignman, spec Joigmanj 

We decomposed the specification and implementation at the output of the shifter at 
the alignman, bigman and sticky signals. This decomposed the verification into 
two steps: from the inputs of the circuit through the shifter, and the adder and the rounder 
shown in Fig. 10. The two steps are shown in different shades. Through judicious use 
of cone of influence reductions and other optimizations to both the specification and 
implementation, we were able to verify the adder and the rounder without needing to 
include the shifter. 

For the first half of the circuit, we verified that the output of the shifter in the 
specification is equivalent to that in the implementation. Our initial specification for 
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the rounder was that for equal inputs, the specification and the implementation return 
equal outputs. However, we discovered that the implementation was optimized such 
that it returned correct results only for legal combinations of exponent differences and 
pre-rounded mantissas. 

We then began a trial and error effort to derive a set of properties about the difference 
between the exponents and the pre-rounded mantissa. We eventually identified close to 
a dozen properties that, taken together, sufficiently constrained the inputs to the rounder 
such that the implementation matched the specification. Some of the properties are 
implementation dependent and some are of a more general nature. A few examples of 
implementation independent properties are: 

- The leftmost exponent-difference number of bits of spec_al ignman must be all 

Os. 

- For exponent differences larger than a specific value, the sticky bit and the dis- 
junction of a fixed implementation-dependent number of least significant bits in 
spec_al ignman must be 1. 

- The expdiffH-lth leftmost bit of spec_al ignman must be 1. 

We modified the original lemma for the first half of the circuit to include these 
properties. We were able to verify Theorem 4 after removing both the shifters and 
enforcing the lemmas strengthened with good properties for the shifter and sticky bit. 

The above approach illustrates how similar hierarchies present in the implementation 
and specification can be effectively used to decompose a verification task into smaller 
and more manageable sub-tasks. We have observed that this technique is particularly 
applicable when verifying an implementation against a reference model. 

In [5], the authors present an approach for verification of floating-point adders based 
on word-level SMV and multiplicative power HDDs (*PHDDs). In their approach, the 
specifications of FP adders are divided into hundreds of implementation-independent 
sub-specifications based on case analysis using the exponent difference. They introduced 
a technique called short-circuiting to handle the complexity issues arising due to ordering 
problems. 

Our approach uses a model-checker based on BDDs as opposed to word-level model- 
checker or *PHDDs. Our approach involves a small number of decompositions, as op- 
posed to hundreds of cases. However in our approach, the decomposition specifications 
are implementation-dependent. We believe that for different implementations one can use 
the same basic approach towards decomposition. The good.properties will require the 
user to incorporate implementation-dependent details. Also, the hierarchical decomposi- 
tion separates the shifter and the adder and hence does not require any special techniques 
such as short-circuiting to handle the verification complexity due to conflicting orders 
requirement. 

5 Memory Arrays 

Modern microprocessors contain dozens of first-in first-out (FIFO) queues. Certainly, the 
functional correctness of the processors depends upon the correct behavior of every FIFO 
in their designs. Due to the evolution of processors (further pipelining, wider datapaths. 
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and so on), verifying just one typical FIFO can be a challenging task, especially for 
large FIFOs that are implemented as memory-arrays for area/performance optimizations. 
Verification of such FIFOs requires decomposing the problem into invariants about the 
control and datapath implementations. Our work does not refute this notion. Yet, although 
the proof structure of every FIFO we examined always required many invariants at 
various level of abstraction, we were able to leverage commonalities in the decomposition 
paths and methods, even for FIFOs being used in entirely different manners and being 
verified by different individuals. 

5.1 Implementations of Memory Arrays 

Memory arrays used as FIFOs are implemented as the array combined with a set of 
finite state machines that control a write (tail) pointer and a read (head) pointer (Fig. 11). 
Each pointer advances downward with its respective operation, incrementing by the 
number of elements written to or read from the array, and “wrapping” to the first (top) 
element when leaving the last (bottom) element. These pointers may take various forms 
depending upon the physical layout of the memory — linear arrays require only addresses 
whereas two-dimensional arrays may require an address and an offset into it, which may 
be implemented as slices of a single address. 
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Fig. 11. Memory array circuit 



Optimizations for area and performance usually lead to two-dimensional arrays 
rather than one-dimensional arrays. We use the term slot as the storage elements nec- 
essary for one queue element, and row as a group of slots associated with one address. 
Thus, an array consists of m rows with k slots per row containing n bits of data. 

In one of the arrays we verified, all operations (writes and reads) access an entire 
row at a time. Other arrays allowed spanning writes and/or partial reads and writes 
(see Fig. 12). A spanning operation accesses slots in adjacent rows at the same time. 
A partial operation accesses fewer than k slots, and may or may not be spanning. In a 
partial access, the offset always changes but the row pointer may not, and vice versa for 
a spanning operation. 

Optimizations in the control FSMs also lead to simplifications that tend to be prob- 
lematic for verification and decomposition efforts. For example, the FSMs rarely, if ever. 
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Fig. 12. a) Partial operation, b) Spanning (and partial) operation 



take into consideration the position of both pointers. Thus, when examining only the read 
pointer logic there is nothing to prevent the read pointer from passing the write pointer 
(an unacceptable behavior). In the absence of constraint properties, only by including 
the logic of both pointers and the datapath could we prevent this from occurring. This 
detail alone nearly yields memory-array verification intractable for model checkers. 

5.2 Overview of Memory Array Verification 

Every FIFO in a processor has one or more correctness invariants that the design must 
satisfy. Verifying most top-level invariants requires reasoning about the behavior of the 
entire control and datapath. One array we worked with contained over 2100 variables in 
the necessary logic. Therefore, decomposition was a necessity. 

Our technique for verifying memory-array invariants is summarized as follows: 

1. Divide the memory array into symmetric, tool-manageable slices (e.g., slice equals 
one or more slots per row, or slice equals one or more rows.) 

2. Define a set of properties applicable to every slice. 

3. Define properties about the control FSMs that are as abstract as possible (for cone 
reduction) yet strong enough to guarantee the top-level invariant. 

4. Verify the top-level invariants using the properties from 2 and 3. 

5. For each slice, verify that if the properties about the control FSMs and the slice hold 
in a state, then the slice properties will hold in the next state. 

6. For each property about the control FSMs, verify that if all properties about the 
control FSMS hold in a state, then the property will hold in the next state. 

7. For any slice or control FSM property that is still intractable with the tools, repeat 
the decomposition procedure. 

We identified a set of five invariants upon the read and write pointers that were used 
in nearly every memory array abstraction: 

- The write pointer changes only when a write occurs. 

- The read pointer changes only when a read occurs. 

- If a row pointer changes, it increments by one (or more, depending upon the arrays 
input and output widths) and wraps at the maximum row. 

- The read pointer will not pass the write pointer (begin reading bogus data) 

- The write pointer will not pass the read pointer (overwrite existing data) 
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Arrays that allow partial and spanning operations contain offsets indicating which 
slots in a row are being accessed. Interactions between the offset circuitry and the memory 
array elements require additional invariants: 

- If a read (write) occurs and the row pointer does not change, then the offset incre- 
ments. 

- If a read (write) occurs and the row pointer changes, then the offset decrements or 
stays the same. 

With modern processor designs, reducing the complex nature of the circuitry control- 
ling most FIFOs requires several hierarchical steps just to get to the abstractions above. 
These levels of the proof trees deal with implementation details for each particular FIFO. 

The (deeply) pipelined nature of the array’s datapath and control often requires 
temporally shifting the effects of these properties in order to substantially reduce the 
variable counts in “higher” proofs. In other words, using assumptions upon signals 
in different pipeline stages incurs a penalty if the signals must propagate to further 
pipestages. It is better to use existing assumptions, which cover the “wrong” pipestages, 
to prove similar specifications about the propagated signals, especially as the level of 
abstraction (and freedom given to the model checker) increases. FSM and datapath sizes 
and design complexities often required temporally shifting the same property to several 
different times to align with the various FIFO processing stages. 

5.3 Array Examples 

Here we present two examples of the memory-array verifications we carried out. 

Our first example is a “write-once” invariant. This property requires that every slot 
is written to only once (to prevent destruction) until the read pointer passes it. The FIFO 
allowed for spanning and partial writes. Thus, every slot on every row has its own write 
enable line that is calculated from the write pointer, next offset, and global write enable. 

For this invariant we sliced the array by row so that the final proofs involved m 
predicate variables. The predicate variables were defined as sticky bits that asserted 
if the write enable bits on the row behaved incorrectly. In this “write-once” context, 
incorrect behavior of the write enables includes the following: 

1. The row is not being written to but one or more of the write enables asserted. 

2. During a write to the row, a write enable for a slot behind the write pointer (and 
offset) and ahead of the read pointer (and offset) was asserted. 

Note that there are other aberrant behaviors of the write enables but they fall outside 
the scope of the top-level invariant. They could be included in the predicate variable 
definitions without affecting the correctness of the final proof. However, needlessly 
extending the definitions runs the risk of undoing the necessary cone reductions. 

The complexity in this verification comes from the inclusion of the read pointer in the 
predicate definitions. As mentioned before, the control FSMs generally do not take into 
account the behavior or values of the other pointers or FSMs. This FIFO’s environmental 
requirement is that it will never receive more items than it can hold; otherwise, the write 
pointer could pass the read pointer. Even with this constraint we were forced to fully 
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abstract the read and write pointers before attempting to prove that the predicate bits 
would never assert. 

The last step was to sufficiently abstract the behavior of the predicate variables so 
they could all be used in the top-level proof. The following invariants were sufficient: 

1. Initially, the predicate bit is not asserted. 

2. If a row is not being written, its predicate bit does not change. 

3. If a row is being written, its predicate bit does not transition from 0 to I. 

These invariants reduce the behavior of the predicate bits to a relation with the write 
pointer. Together they clearly satisfy the top-level specification (no predicate bit will ever 
become asserted, thus all write enables behaved as expected). While they may appear 
simple, the size of the memory array and the capacity limitations of model checking 
deemed them necessary. 

Our second example was our first full-scale attempt at verifying an invariant upon 
an entire memory array. In this FIFO, control information needed by the read pointer’s 
FSMs is written into the array by the write FSMs. The FIFO’s correctness depends upon 
it being able to write valid and correct control data into the array and then safely and 
accurately read the data out. 

Ideally we would have liked to have been able to prove the correctness of the 
read FSMs while allowing the control information to freely be any value of the model 
checker’s choosing. However, it quickly became apparent that circuit optimizations re- 
quired constraining the control data to a “consistent set of legal values. Because rigorous 
verification work does not particularly enjoy the idea of correct data appearing for free, 
we were forced to show that control information read from the array always belonged 
to this consistent set. Fortunately, the idea of a valid set of bit values lends itself well to 
the notion of predicate variables. 

The number of bits in the control data set required slicing the array twice: once by 
row, and then by slot per row. The slot-wise predicate bits indicated whether the slot’s 
current control data was consistent. The row-wise bits, of which there were actually two 
sets, examined the predicate bits for the entire row while considering the write pointer 
and offset (or the read pointer and offset). Because the control information flows through 
the entire FIFO, we had to prove consistency in the following progression through the 
array’s datapath: 

- At the inputs to the memory array, for every slot that will be written, the control data 
is consistent. 

- For each array row, if the write pointer moves onto or stays on the row, control data 
in each slot behind the (new) write offset is consistent. 

- For each row, if the write pointer moves off the row, the entire row is consistent. 

- For each row, if the write pointer neither moves onto nor moves off of the row, the 
consistency of each slot’s control data does not change. 

- For each row, if the read pointer is on the row, and if the write pointer is on the row, 
then all slots behind the write offset are consistent. 

- For each row, if only the read pointer is on the row, all slots are consistent. 

- At the memory array’s output muxes, when a read occurs, the active output slots 
contain consistent control data, where active is defined by the write and read pointers 
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and offsets (i.e., if pointers on same row, active is between the offsets; otherwise 

active is above read offset.) 

The last step establishes that we will always received consistent control data from 
the memory array. 

As with the FIFO of the write-once invariant, we spent a significant effort reducing 
the read and write FSM logic to the minimum required behaviors and proving these 
behaviors at various stages in the pipeline (to align with the FIFO stages described 
above). 

6 Conclusion 

Related work in decomposition and model checking can be grouped into three large 
categories: sound combinations of model checking and theorem proving, ad-hoc com- 
binations of different tools, and hard-coding inference rules into a model checker. 

Sound and effective combinations of theorem proving and model checking has been a 
goal for almost ten years. Joyce and Seger experimented with using trajectory evaluation 
as a decision procedure for the HOL proof system [13]. They concluded that for hardware 
verification, most of the user’s interaction is with the model checker, not the proof system. 
Consequently, using a model checker as a decision procedure in a proof system does 
not result in an effective hardware verification environment. The PVS proof system has 
included support for BDDs and mu-calculus model checking [17] and, over time, has 
received improved support for debugging. Aagaard et al have described extensions to 
the Voss verification system that includes a lightweight theorem proving tool tightly 
connected to the Voss model checking environment [3,1]. Gordon is experimenting with 
techniques to provide a low-level and tight connection between BDDs and theorem 
proving in the HOL proof system [10]. 

There are two advantages to combining theorem proving and model checking over a 
pure model checking based approach, such as we have used. First, general purpose logics 
provide greater expressability than specification languages tailored to model checking. 
Second, the sound integegration of model checking and theorem proving allows more 
rigorous results. The principal advantage of the approach outlined here was pragmatic: 
it enabled us to achieve a more significant result with less effort. Hierarchical model 
checking allowed an existing group of model checking users to extend the size and 
quality of their verifications with relatively minor costs in education. 

Because finding an effective and sound combination of theorem proving and model 
checking has been so difficult, a variety of ad hoc combinations have been used to achieve 
effective solutions at the expense of mechanically guaranteed soundness. Representative 
of these efforts is separate work by Camilleri and Jang et al. Camilleri [4] has used both 
theorem-proving and model-checking tools in verifying properties of a cache-coherency 
algorithm. Jang etal [12] used CTL model checking to verify a collection of 76 properties 
about an embedded microcontroller and informal arguments to convince themselves that 
their collection of properties were sufficient to claim that they verified their high-level 
specification. 

In an effort to gain some of the capacity improvements provided by a proof system 
without sacrificing the automation of model checking, McMillan has added inference 
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rules for refinement and decomposition to the Cadence Berkely Labs SMV (CBL SMV) 
model checker [16]. Eiriksson has used CBL SMV to refine a high-level model of a 
protocol circuit to a pipelined implementation [9]. 

The model checker we use shares characteristics of ad hoc combinations of tech- 
niques and of adding theorem proving capabilities to a model checker. In essence, the 
model checker provides us with a decision procedure for propositional logic. This allows 
us to stay within a purely model checking environment and prove propositional formu- 
lae that can be solved by BDDs. However, because we cannot reason about the syntax 
of formulas, we cannot do Modus Ponens reasoning on arbitrary chains of formulas. 
Hence, the complexity of our decompositions is limited by the size of BDDs that we 
can build and we use a separate database facility to ensure the integritity of the overall 
decomposition. 

Although we do not use a theorem prover, we have found that experience with theo- 
rem proving can be useful in finding effective decomposition strategies. The challenge 
is to find sound and ejfective decomposition techniques. Assuring the soundness of a 
decomposition technique benefits from a solid grounding in mathematical logic. Math- 
ematical expertise can also be helpful by providing background knowledge of a menu 
of decomposition techniques to choose from (e.g., temporal induction, structural induc- 
tion, data abstraction, etc.). In most situations, many sound decomposition techniques 
are applicable, but most will not be helpful in mitigating the capacity limitations of 
model checking. Picking an effective decomposition technique requires knowledge of 
both the circuit being verified and the model checker being used. We often found that 
slight modifications to specifications (e.g. the ordering of temporal or Boolean operators) 
dramatically affect the memory usage or runtime of a verification. Over time, our group 
developed heuristics for writing specifications so as to extract the maximum capacity 
from the model checker. 

Decomposition techniques similar to the ones that we have described have become 
standard practice within our group. For this paper we selected illustrative examples to 
give some insights into how we use decomposition and why we have found it to be 
successful. Table 2 shows some statistics of a representative sample of the verifications 
that have used these techniques. 



Table 2. Circuit sizes and verification results 



Circuit 


total 

latches 


average number 
of latches per 
decomposition 


number of 

verification 

runs 


maximum 

memory 

usage 


total run 
time 




t-mem 


903 


9 


70 


830MB 


27h 




f-r- stall 


210 


160 


10 


150MB 


23h 




rt-array 


500 


311 


6 


110MB 


14h 




rq-array 


2100 


140 


300 


120MB 


lOOh 


Section 5 


all-br 


1500 


175 


200 


600MB 


170h 


Section 5 


m-buf-com 


200 


140 


20 


250MB 


20h 




fpadd 


2000 


400 


100 


1200MB 


2h 


Section 4 


fpsub 


2500 


500 


100 


1800MB 


7h 
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The formal verification effort for the Intel Pentium® 4 processor relied on both 
formal verification and conventional simulation-based validation. The goal, which in 
fact was achieved, was that simulation would catch most of the errors and that formal 
verification would locate pernicious, hard-to-find errors that had gone undetected by 
simulation. 
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Abstract. Bounded Model Checking (BMC) is the problem of checking 
if a model satisfies a temporal property in paths with bounded length 
k. Propositional SAT-based BMC is conducted in a gradual manner, by 
solving a series of SAT instances corresponding to formulations of the 
problem with increasing k. We show how the gradual nature can be ex- 
ploited for shortening the overall verification time. The concept is to reuse 
constraints on the search space which are deduced while checking a k in- 
stance, for speeding up the SAT checking of the consecutive k+1 instance. 
This technique can be seen as a generalization of ‘pervasive clauses’, a 
technique introduced by Silva and Sakallah in the context of Automatic 
Test Pattern Generation (ATPG). We define the general conditions for 
reusability of constraints, and define a simple procedure for evaluating 
them. This technique can theoretically be used in any solution that is 
based on solving a series of closely related SAT instances (instances with 
non-empty intersection between their set of clauses). We then continue 
by showing how a similar procedure can be used for restricting the search 
space of individual SAT instances corresponding to BMC invariant for- 
mulas. Experiments demonstrated that both techniques have consistent 
and signihcant positive effect. 



1 Introduction 

SAT-based verification of invariants {AGp) has been practiced for quite some 
time (see, for example [6]) under different names and for various verification 
tasks. Biere et. al. recently introduced the notion of Bounded Model Checking 
(BMC) [1], which extends these methods to LTL and reduces the verification 
problem to a pure propositional satisfiability problem. By doing so, it enables 
to exploit the power of advanced standard CNF-SAT solvers. 

The basic concept of BMC is to search for a counter example in executions 
whose length is bounded by some integer k. For every model M , there exists a 
finite bound D, called the Diameter of M, such that M satisfies a property p 
iff no trace shorter or equal to D contradicts p. Thus, for a large enough k, this 
method is complete. 

The BMC problem can be efficiently reduced to a propositional satisfiability 
problem whose size, in terms of number of variables, is linear in k. Since SAT is 
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worst case exponential in the number of variables, k has a crucial effect on the 
ability to efficiently solve the BMC instance. Verification with BMC is normally 
based on a gradual process, where k is increased until one of the following occurs: 
a bug is found, the diameter D is reached, or the problem becomes intractable. 
In fact, experiments with real designs have shown that it is seldom the case 
that unsatisfiable instances (corresponding to bug free designs) can be efficiently 
solved for k = D^. Several methods were suggested recently to cope with this 
problem, including a procedure which can be seen as an extended version of the 
classic inductive proof: first, the property is proven correct up to cycle k. Then, 
the procedure checks whether this fact implies that the property is also true in 
cycle k + 1. If not, k is increased, with the hope that the process will stop before 
reaching D[ll]. In any case, BMC seems to be far more successful in falsification 
than in verification. 

The tool BMC that was developed as part of [1], which reduces SMV-compat- 
ible models to a corresponding CNF-SAT problem, made it possible to evaluate 
these methods in comparison with standard BDD-based model checkers. Several 
such comparisons [2,12], caused BMC to gain recognition as a technique that 
can frequently outperform classic BDD-based model checking. 

In a previous research we demonstrated how the unique structure of BMC 
invariant formulas can be exploited for various optimizations in the SAT solver, 
including pre-computation of variable ordering and addition of constraints on 
the search space [12]. In this paper we continue to explore ways in which generic 
CNF SAT solvers can be tuned for BMC or for other domains with similar 
characteristics. In particular, we investigate the possibility of exploiting BMC’s 
gradual nature for speeding up the overall verification time. We will show how it 
is possible to exploit information gathered while solving a /c-instance, for solving 
faster the consecutive k + 1 instance. The basic idea is to reuse clauses that were 
deduced while solving previous instances. These clauses, called conflict clauses 
for reasons we will later explain, are naturally recorded in the standard SAT 
procedure with the aim of pruning parts of the search tree. 

A similar idea was proposed by Silva and Sakallah [8] for the case of Au- 
tomatic Test Pattern Generation (ATPG). They refer to the reused clauses as 
pervasive clauses and explain, in ATPG terms, under what conditions they are 
formed: if a circuit is tested with two fault models (i.e. the circuit formula is 
conjuncted with different formulas, each representing a different fault state. See 
the above reference for more details), the conflict clauses that were deduced from 
the circuit itself when checking the first instance are declared pervasive. These 
clauses can therefore be reused when checking the second instance. The authors 
define the more general question of ‘when can clauses be declared pervasive’ as 
an open problem. In this sense this paper addresses this challenge: we investigate 
the necessary conditions under which a conflict clause can be shared by two or 
more general SAT instances, and show a simple decision procedure for their eval- 
uation. In Section 5 we will show how a similar procedure can be used as part 



Finding D in of itself is a hard problem, which we will not discuss in this paper. 
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of a different technique, called constraints replication, to add more constraints 
to a single SAT instance. 

Experiments with both techniques proved their effectiveness. In a signihcant 
number of the test cases the overall verification time was reduced by 50 percent 
or more. More important, these improvements are rather consistent. As far as 
our experiments can show (15 different designs), the new techniques consistently 
reduces or leaves almost unaffected the solving time. Consistency has a strong 
practical advantage: rather than implementing it as a one more user activated 
flag, it encourages a change in the default configuration of the relevant tools. 

The rest of the paper is structured as follows. We begin by giving necessary 
background on BMC and SAT in the next two sections. In Section 4 we describe 
the technical details of the suggested decision mechanism, and prove its sound- 
ness. In Section 5 we show how the same technique can be used for restricting 
the search space within a given SAT instance, as long as this instance stems 
from an invariant formula. In Section 6 we describe another related work called 
incremental satisfiability, which we believe will be better understood after read- 
ing the suggested method. Experimental results from our benchmark are given 
in Section 7, and some conclusions and ideas for future research are presented 
in Section 8. 

2 Bounded Model Checking of Invariants 

We focus on bounded model checking of invariants (AGp formulas). The general 
structure of the corresponding BMC instance is the following: 

k — l k 

if]: JoA /\p(i,i + l)A(V-^d (1) 

i=0 i=j 

where Jq is the initial state, p{i, i + 1) is the transition between cycles i and i + 1, 
and Pi is the property in cycle i. Thus, this formula can be satisfied iff there 
exists a reachable state in cycle i {j < i < k) which contradicts the property Pi. 
The values of j and k can vary according to the range in which we are looking 
for the bug. j = 0 and j = k are the two extremes corresponding to a full and 
exact search, respectively. 

Our experiments were made on top of the enhanced versions of BMC [I] and 
Grasp [13,14], as were described in [12]. BMC takes an SMV - compatible model 
and generates a propositional SAT instance according to Equation (1). It also 
uses various heuristics to generate a variable ordering file, which is later used by 
Grasp to accelerate its search. 

3 SAT Checking and Resolution 

In this section we briefly outline the principles adopted by modern propositional 
SAT-checkers, and in particular those which Grasp is based on. Our description 
follows closely the one in [13]. 
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Most of the modern SAT-checkers are variations of the well known Davis- 
Putnam procedure [4]. The procedure is based on a backtracking search algo- 
rithm that, at each node in the search tree, first decides on an assignment (i.e. 
both a variable and a Boolean value, which determines the next sub-tree to be 
traversed) and then iteratively applies the unit clause rule. The procedure back- 
tracks once the current partial assignment contradicts one of the clauses. Each 
time that such a conflict occurs. Grasp analyzes the cause of the conflict. This 
analysis produces two distinct pieces of information: 

1. The decision level which the procedure should backtrack to. Unlike the origi- 
nal Davis-Putnam procedure. Grasp supports non-chronological backtracks, 
thus if the current decision level is d, it can jump back to d—i where 1 < i < d. 
The mechanism for computing the backtrack level is elaborated in [13]. 

2. New clauses, called conflict clauses, are resolved and added to the clause 
database, thereby avoiding future occurrences of the same conflict. For ex- 
ample, if the assignment x = T,y = F,z = F inevitably leads to a conflict, 
the addition of the conflict clause tt = {^x V y V z) will cause the search 
procedure to backtrack immediately if the above assignment is repeated. In 
Section 4.1 we will further elaborate on the resolution process which Grasp 
uses for computing these new clauses. 

Conflict clauses are of special interest to us, because they possess valuable infor- 
mation for restricting the search. They are a result of time-consuming reasoning 
process, which can potentially be shared between SAT instances. It should be 
noted here that adding clauses that are consistent with the SAT instance (with- 
out adding new variables) typically makes the instance easier to solve, because 
it prunes parts of the search tree. This is only an empirical observation, not a 
theoretical result. Additional clauses can also slow down the process. First, there 
is an overhead associated with more clauses. This overhead is significant espe- 
cially when deciding dynamically the next variable. Typically the next variable 
is chosen by a procedure which loops over all literals, looking for e.g. the assign- 
ment which leads to the maximum number of satisfied clauses. More clauses, 
therefore, slows down this process^. Secondly, the added clauses are not equally 
effective. The addition of one clause can prevent the formation of another, more 
effective clause, by pruning the sub-tree in which the other clause would have 
been created. These potential overheads caused most modern SAT solvers to 
permit a user restriction on the size and number of added clauses. 

4 Constraints Sharing 

Sharing conflict clauses between SAT instances can be applied whenever solving 
two or more SAT instances with non-empty intersection between their clauses 
sets. Constraints sharing is thereby expected to be far more effective in cases 

^ In our case we used predetermined static variable ordering, which eliminates this 
particular overhead. 
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where the solution is based on solving a series of SAT instances which share a 
large number of clauses. BMC and AI Planning problems [ 9 ] are two such cases. 
Pervasive clauses, the restricted version of constraints sharing, was also used in 
the past for several EDA problems [ 8 , 5 ], as was previously mentioned. 

We begin the description of this technique with several simple definitions. In 
the following discussion, we use the same variables to denote CNF formulas and 
their associated sets of clauses. The difference will be clear from the context. 

Let 5 i and S2 be two sets of clauses associated with two CNF SAT instances, 
and (fo represent the set of clauses that are common to S'! and S2, i.e. cpo = 
Si n 82- We will also need ipi = Si\ tpo (i e { 1 , 2 }), the non-overlapping subsets 
of Si and 82- Finally, let ip he a, set of clauses that is deducible from ipo, denoted 
by (^0 ^ V’- Based on the following claim, we will be able to reuse '0 (which is 
computed while checking Si) when checking S2, by checking S2 A ip: 

Claim, a (foh then S2 is satisfiable iff 6*2 A z/; is satisfiable. 

The claim is easy to justify: since tpo ip then S2 P ip, which implies that 
5*2 5*2 A tp. Thus, S2 is satisfiable iff 5*2 A ^ is satisfiable. 

In the general case, it is not common that two SAT instances share a large 
number of clauses. There is also a difficulty in mapping the variables between 
the two instances. However, according to Equation ( 1 ) it is apparent that with 
the exception of the clause Cp : (Vi=j ^Pi), fj is a subset of for all t > k. 
Thus, ipi is comprised of the single clause Cp^. 

In order to compute ip, we need to isolate it from the set of conflict clauses 
that are deduced while checking Si. Only then we can reuse it while checking 
82. One solution to the isolation problem is to check (fo rather than 5 i. In the 
BMC case this can be done by omitting Cp from Si. However, there are two 
drawbacks to this solution. First, (po represents the transition relation, which is 
assumed to be consistent and therefore satisfiable. Experiments with this option 
demonstrated that typically (fo is trivially satisfied and, as a result, only a small 
number of conflict clauses are computed. Second, unlike solving 5 i, this is an 
extra computation task which we prefer to avoid. 

Thus, we are looking for a method to isolate ip while checking Si. Before 
we suggest an isolation mechanism, in the next sub-section we describe in more 
detail the mechanism which Grasp uses for computing conflict clauses. 

4.1 Derivation of Conflict Clauses 

We explain the mechanism of deriving new conflict clauses by following a sim- 
plified version of an example first given by Silva and Sakallah in [ 13 ]. Assume 
the clause data base includes the clauses listed in Fig. 1 (a), the current truth 
assignment is {0:5 = 0 }, and the current decision assignment is Xi = 1 . Then 
the resulting partial implication graph depicted in Fig. 1 (b) describes the unit 
clause propagation process implied by this decision assignment. 

® Note that this is true even if Pi is not an atomic proposition. In this case the equiv- 
alence vLo Pi = Ar= -o(P» = Pi) A \/"^QPi is used, where pi is a new propositional 
variable. 
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Cl = (^*1 V X2) 

C2 = (^xl V X3 V xs) 
C3 = (^X2 V X4) 

C 4 = (^X3 V ->* 4 ) 



(a) 




Conflict 

314 



(b) 



Fig. 1. A clause data base (a) and a partial implication graph (b) of the assignment 
XI = 1 shows how this assignment, together with assignments that were made in earlier 
decision levels, leads to a conflict. 



Each node in this graph corresponds to a variable assignment. The incom- 
ing directed edges {xi,Xj)...{xi,Xj) labeled by clause c represent the fact that 
xi...Xi, Xj are c’s literals and that the current value of xi,...,Xi implies the value 
of Xj according to the unit clause rule. Thus, vertices that have no incoming 
edges correspond to decision assignments. The partial implication graph in this 
case ends with a conflict vertex. Indeed the assignment xi = 1 leads to a con- 
flict in the value of X 4 , which implies that either C 3 or C 4 cannot be satisfied. 
When such a conflict is identified. Grasp determines those variable assignments 
that are directly responsible for the conflict. In the above example these are 
{xi = 1 ,X 5 = 0}. The conjunction of these assignments therefore represents a 
sufficient condition for the conflict to arise. Consequently, the negation of this 
conjunction must be satisfied if the SAT instance is satisfiable. We can thereby 
add the new conflict clause tt : (-ixi V X 5 ) to the clause database, with the hope 
that it will speed up the search. 



4.2 Isolating ip 

In Section 4 we argued that it is necessary to identify those conflict clauses which 
are deduced solely from cpo. These will be the reusable pervasive clauses. The 
description of the derivation process in the previous subsection sheds light on 
how this can be achieved. Under the assumption that it is possible to identify 
in advance the partition of S'! into </?i and lpq, we suggest the following isolation 
procedure: 

1. Mark (fQ clauses. 

2. For every conflict clause tt, if all clauses leading to the conflict are marked, 
then mark tt and add it to ip. 

In the BMC case, marking (/jq clauses is easy, because we know that all clauses 
except Cp belong to y^o- 

We demonstrate the isolation procedure by considering a case in which ci 
from the example in Section 4.1 is in and C2...C4 G ffQ. According to step 1, 
C2...C4 are marked. While resolving the conflict in e.g. C4, we observe that the 
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unmarked clause ci is one of the clauses that lead to the conflict. We therefore 
do not mark the new conflicting clause tt and do not add it to '(p. 

Claim. By following the isolation procedure, we compute tp such that (po h tp. 

Proof. The set of clauses in Si in any given time is comprised of three distinct 
subsets: po, Pi and where is the set of the dynamically added conflict 
clauses. To prove the claim we use induction on the size of (Pt^- Initially and 
ip are empty, thus obviously (po V' is true in the base case. For the induction 
step, we assume pn^ ip and add tt to (/Sjr. We will focus on those cases where ip 
is updated and denote the updated ip by ip', i.e. xp' = pi An. There are two such 
cases: 

1. 7T is derived from po only. In this case po b n. Together with the induction 
hypothesis we get po xp A n, which implies po S xpP 

2. Otherwise, n is derived from po U II (where 77 is a subset of p,^). We are 
interested in the case in which xp is updated. According to step 2, this can 
only happen if all the clauses in 77 are marked. In this case we have: 

(1) pq\- xp (induction hypothesis) 

(2) pq A n A n (assumption of case 2) 

(3) xp A n (77’s clauses are marked, therefore they were added to xp.) 

(4) po A II (from 1,3) 

(5) poAn (from 2,4) 

(6) poA xp A n (from 1, 5) 

and from (6), we have that po b xp' . 

n 

Once xp is computed and saved to a file, we can simply merge it, after mapping 
the variable names, with S 2 . S 2 A xp should typically be solved faster than S 2 
alone. 



4.3 Implementation 

While so far we referred to two SAT instances, the gradual nature of BMC allows 
to accumulate information from all previously checked instances with a lower k. 

In the previous subsection we showed, given the list of po clauses, how to alter 
the SAT checker so it can generate xp . In Fig. 2 we suggest a procedure which, 
based on this new feature, merges constraints sharing into the iterative BMC 
process. Constraints from previous runs are saved in a file called <model> .psi 
together with their corresponding k (line 2 in the procedure refers to this figure 
through the variable ‘index’). These constraints are later merged into each new 
instance with a higher k. The procedure is bounded by the global variable D 
which holds the diameter of the design. 
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Bool Solve (model M , from j, to k, jump size jmp) 

1. Generate the file M. j-k.cnf where ipo clauses are marked. 

2. Add M.psi clauses with index < fc to M. j-k.cnf. Mark them as ipo clauses. 

3. SAT-solve M. j-k.cnf while adding ^|J clauses to M.psi. 

4. If result = unsatisfiable 

if (fc < D) return Solve (M, fc + 1, fc + jmp, jmp) else return True, 
else print trace, and return False. 

Fig. 2. An iterative Bounded Model Checking procedure with constraints sharing. 



5 Internal Constraints Replication 

In [12] we suggested a technique called constraints replication, which adds con- 
straints to <^g based on the almost symmetric structure of this formula (without 
the initial state Iq, (/>q has k equal parts up to variable names). In order to de- 
scribe this technique we will use two new notations: Xi denotes a variable x in 
cycle i, and denotes the clause obtained by shifting i cycles each variable 
in the clause tt. For example, if tt = {xs,yQ) then = (x 5 ,ys)- We will use a 
similar notation for set of clauses. 

Let TT be a conflict clause which is deduced from a set of clauses S C <Pq, i.e. 
S h TT. We claim that if C (fiQ, then h Consequently, the replicated 
clause is also a conflict clause which can be added to y:>Q. The problem is that 
since cpQ is not completely symmetric (due to Jq), it is not always the case that 
C ifiQ (ignoring, temporarily, the question of i’s range). In [12] we suggested 
a two-step ’trial and error’ approach to solve this problem. Given a conflict clause 
TT, first generate all replicated clauses by simultaneously increasing or decreasing 
the variables indices in tt, as long as they stay in the range 0..k. In the second 
step, which we refer to as the simulation phase, check if the complement of 
each replicated clause indeed leads to a conflict (recall that by definition every 
assignment that satisfies the negation of a conflict clause must lead to a conflict). 
If yes, add to (/?g. If not - discard it. 



5.1 An Alternative Solntion 



The problem with the simulation phase is that checking whether a given partial 
assignment leads to a conflict may require a large computational effort. If we 
choose to minimize the overhead by limiting the search time, we take the risk 
that some ‘good’ replicated clauses are discarded. 

Based on a procedure similar to the one described in Section 4.2, we would 
now like to offer an alternative to the simulation phase. This method will always 
identify the good replicated clauses and will hardly require any overhead. For the 
sake of simplicity we will handle here g)g rather than ipj. Only minor adjustments 
are needed for handling the more general case. 
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Our goal is to check efficiently whether a given set of clauses S has a shifted set 
and compute the range of i. The following procedure utilizes (pg’s structure 
to achieve this goal: 

1. While generating mark each clause c if e for i = 0..k (all clauses 
except Jo and Cp. 

2. For every conflict clause tt, if all clauses leading to the conflict (the S clauses) 
are marked, then mark tt as ‘replicable’. In addition, record Is and hs, the 
lowest and highest cycle index in S, respectively. 

3. For each replicable clause tt, add a replicated clause for i in the range 
-Is-ik-hs). 

Example 1. Consider the conflict clause tt : (^xi V Z2) which is deducible from 
the set of clauses S: 



c'l = {-^xi V y 2 ) c'2 = {^xi V yi V Z2) 

C3 = (^?/2 V Zs) C4 = (^2/1 V -12:3) 

(C4..C4 are structurally equivalent to C1..C4 of Fig. 1. Here we use the notation in 
which subscripts represent cycle numbers). If C4..C4 are marked in step 1, then 
TT is replicable. We note that = 1 and hs = 3. Thus, if e.g. fc = 5, we can add 
(in addition to tt itself) the replicated clauses: 

: (-iXg V Zi) : (-13:2 V Zs) : (-'X3 V 2:4). 



5.2 When Do Replicated Clauses Become Pervasive? 

After defining the conditions for adding clauses both outside (pervasive clauses) 
and inside (replicated clauses) the SAT instance, we now investigate the circum- 
stances in which these two techniques can be combined, i.e. when do replicated 
clauses become pervasive. We once again use S to denote the set of clauses that 
imply the conflict clause tt. 

Claim. A replicated clause is pervasive if tt is pervasive (where i is in the 
range as defined in step 2 of the procedure listed in Section 5.1). 

Proof. Given that tt is pervasive, it implies that S c ■ Since tt is also 
replicable, S only includes clauses that were marked in step 1 of the procedure. 
Together this implies that 5*^*^ C and therefore h Thus, can 
be reused with . □ 

6 More Related Work: Incremental Satisfiability 

The idea of solving SAT instances incrementally can be attributed to Hooker 
[7] . He proposed an algorithm that given a satisfiable instance and an additional 
clause, it checks whether the satisfiability is preserved when the new clause 
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is added to the formula. His experiments showed that solving large instances 
incrementally can be faster than solving them as one monolithic formula. It was 
later extended by Kim et al. [10] and used for path delay fault testing, a process 
in which the effect of faults on delays in certain paths is checked. The large 
number of paths typically requires the partition of the problem into a series of 
instances, each representing a subset of the tested paths. All the paths share the 
same prefix P, which empirically is far larger than the suffixes Si...Si. Incremental 
satisfiability is then used in the following way. A satisfying assignment for P is 
sought, and conflict clauses are added to P (those clauses that are deducible 
directly from P). If P is unsatisfiable, the process halts because the conjunction 
of P with Si for all i is obviously unsatisfiable. Otherwise, the trace is used as 
an initial assignment when checking each of the instances P A Si for all i. In case 
the initial trace does not lead to a satisfying assignment, the standard backtrack 
process is invoked. 

The resemblance between their and our work is rather clear: the prefix P in 
their work is cpo = <S'i H S 2 in ours. The addition of conflict clauses that were 
computed while looking for a satisfying assignment to P is equivalent to the 
option of checking (po directly. In Section 4 we argued that this is ineffective in 
the BMC case, because po is satisfied too fast for creating a substantial number 
of conflict clauses, which are essential for speeding up the search later. 

7 Experimental Results 

To experiment with the two suggested techniques, we randomly chose 15 dif- 
ferent hardware designs from IBM’s internal benchmark set. The results of this 
experiment show that constraints sharing has a consistent positive effect, or only 
marginal negative effect due to its overhead. However, as was explained in Sec- 
tion 3, this consistency can not be guaranteed for all future cases. Replicating 
clauses and sharing them, as described in Section 5, also had a very positive 
effect, although somewhat less consistent. 

The results of the 15 cases can be divided into 3 groups: the first group 
includes 6 designs, which were solved at least 50 percent faster due to the sug- 
gested techniques. The second group includes 7 designs, which are solved very 
fast with or without the new techniques. The satisfying assignment is found in 
these cases before a significant number of conflict clauses are created, and there- 
fore sharing them or replicating them has little effect, if any. In some of these 
cases the overhead is larger than the benefit, which results in a small negative 
effect. The last group includes 2 designs that timed-out with all methods. 

In Fig. 3 we present results of five representative cases from the first two 
groups. 

The last instances of designs 3, 8, 9 and 10 are satisfiable, while design 14 
is unsatisfiable in all 5 instances. The C-Sharing strategy refers to constraints 
sharing, where the ‘added clauses’ line indicates the number of clauses that were 
added to each instance. The Flip strategy is a variation of the C-Sharing strategy: 
rather than using the same configuration for all instances (by ‘configurations’ we 
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Fig. 3. Representative results of four strategies show the advantage of constraints shar- 
ing and replicated clauses in reducing the overall verification time. C-sharing refers to 
the standard constraints sharing procedure, and the Flip strategy refers to a procedure 
where the search strategy alternates in each instance. C + rep is the same as C-Sharing, 
with the addition of internally replicated clauses. Best results are bold-faced, and as- 
terisks (*) represent run times exceeding 20,000 sec. 



refer to different ordering strategies, as were listed in [12]), we switched it every 
run. The instances in the odd columns were solved with an alternative configu- 
ration, and are therefore left empty to avoid confusion. The generally - better 
results are related to the different set of clauses that were added to each of these 
instances. This was a repeating phenomenon in the experiments we conducted, 
which indicates that adding clauses that were deduced by a different conhgu- 
ration can cause larger portions of the search space to be pruned. Obviously 
this can only be a good strategy if the alternative strategy similarly performs, 
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on average, as the default one. The C + rep strategy is the same as C-sharing, 
with the addition of replicated clauses. The ‘replicated’ line refers to the number 
of replicated clauses that were added. These clauses can become pervasive (see 
Section 5.2), which explains the increase in the number of ‘added clauses’ in the 
last line. 

8 Summary 

We introduced constraints sharing, a technique for sharing information between 
SAT instances whose clauses sets have a non empty intersection. This technique 
can be seen as a generalization of an older method called pervasive clauses, 
which was first introduced in the context of ATPG. We showed how this tech- 
nique exploits the gradual nature of bounded model checking for shortening the 
overall verification time. We also showed how the same principle can be used, 
in the case of invariants checking, for adding constraints within a single SAT 
instance. Experimental results demonstrate the rather consistent positive effect 
that both of these methods have. Based on this observation, we implemented 
the two improvements as part of the default configuration of our versions of BMC 
and Grasp. 

There are two experimental research directions that can be based on these 
techniques. First, using constraints sharing when checking two different proper- 
ties of the same design. Although the percentage of shared clauses is expected 
to be smaller in this case (the property’s clauses are different, and they impose 
a different cone of influence ) , it should nevertheless accelerate the overall ver- 
ification time. Secondly, using the same techniques in other domains, such as 
AI Planning problems. SAT-based planning has been used in the past in a very 
similar way to BMC: a solution is found by solving a series of SAT instances, 
where each instance corresponds to a different number of allowed steps in the 
plan. See e.g. [3] and [9] for more details on this subject. 
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Abstract. Given a collection of connected components, it is often de- 
sired to cluster together parts of strong correspondence, yielding a hier- 
archical structure. We address the automation of this process and apply 
heuristics to battle the combinatorial and computational complexity. 

We define a cost function that captures the quality of a structure rela- 
tive to the connections and favors shallow structures with a low degree 
of branching. Finding a structure with minimal cost is NP -complete. 
We present a greedy polynomial-time algorithm that approximates good 
solutions incrementally by local evaluation of a heuristic function. We 
argue for a heuristic function based on four criteria: the number of en- 
closed connections, the number of components, the number of touched 
connections and the depth of the structure. 

We report on an application in the context of formal verification, where 
our algorithm serves as a preprocessor for a temporal scaling technique, 
called “Next” heuristic [2]. The latter is applicable in reachability anal- 
ysis and is included in a recent version of the MoCHA model checking 
tool. We demonstrate performance and benefits of our method and use 
an asynchronous parity computer and an opinion poll protocol as case 
studies. 



1 Introduction 

Imposing a hierarchical structure on a collection of components is helpful in 
many contexts for different reasons, such as better understanding and better 
analysis. 

Consider four items, call them A, B, C, and D. They may be connected in 
some way, say by a mutual dependency. Let us assume that this gives rise to 

* A longer version of this paper is available as technical report [12]. 
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Fig. 1. Different ways to hierarchically partition a square 



a ring structure, like in Fig. 1. Then, instead of viewing the system as a set 
with 4 elements, we can understand it structured as {{A, B}, {C, D}}, like in 
(i). Here, only two connections A-C and B-D need to be visible (or understood) 
at the top level. With the new compounds {A, B} and {C, D} we found a more 
abstract description of the same data, that can be refined on demand. Another 
possible partition is {{A, D}, {B, C}}, but this requires all connections to be 
visible at the top-level, and thus should be rejected in favor of the first. We can 
partition in a hierarchic fashion: for example, {{{A, B}, C}, D}. In general, 
given a set, we partition it, and apply the process recursively to each set in the 
partition. 

The set of distinguishable hierarchical partitions is adequately described as 
the set of rooted trees over leaf nodes {A, B, C, D}. In Fig. 1, we draw these 
trees as cascading boxes that may contain other boxes. Every box corresponds to 
an intermediate node and the outermost box to the root. As a rule, we favor trees 
that have a low degree of branching and are nevertheless shallow. The diagrams 
(a) and (Hi) depict both not very good trees, since they are either too broad or 
too deep. Moreover, it is desirable to minimize dependeneies among remote tree 
parts, i.e., the number of links crossing box boundaries should be low. 

We can regard this as a general design problem, where trees form an architec- 
tural hierarchy over atomic units. This modular description helps to see the same 
system on different levels of abstraction or detail. The emphasis on modularity 
and hierarchy is a central theme in software engineering, partieularly in software 
design notations such as Statecharts [10] and UML [3]. While the most appro- 
priate hierarchical structure can best be chosen by the designer, automatically 
constructing a hierarchical partition is required if no manually chosen structure 
is available, or if the original structure is lost during translations between models 
(e.g., during the process of abstraction). 

Formal verification is a field where strueture is particularly useful, since it 
is generally considered infeasible to deal with unorganized descriptions. Struc- 
ture helps to spot design flaws, but it can also be exploited to make algorithmic 
treatment more efficient, or even possible at all. Well-known examples for this 
are model checking problems. Model checking [4,11] is a powerful technique for 
discovering inconsistencies in high-level designs in hardware and communica- 
tion protocols. Since it typically requires search in the global state-space, much 
research aims at providing heuristics to make this step less time- and space- 
consuming. 






Heuristics for Hierarchical Partitioning with Application to Model Checking 



73 



Consider once more the example with the four components. Let us interpret 
each atom as a process and each connection as the ability to synchronize on 
some action. We view the system hierarchically decomposed as in Fig. 1 (i). 
Tools such as the concurrency workbench [5] can analyze it in the following way. 
First take the product of processes A and B. Now their synchronization can 
be viewed as internal to this composite process, and we can apply a reduction 
based on weak bisimulation minimizing the size. Analogously, compose C with 
D and minimize. The obtained description is still adequate, since it shows the 
same behavior (modulo the internal synchronization), but questions about this 
behavior are algorithmically easier to answer. 

An alternative method that benefits from a hierarchical structure is imple- 
mented in a recent version of the model checking tool MoCHA, and will form the 
basis of the experiments in this paper. The technique, called “Next” heuristic, is 
a heuristic for on-the-fly search based on compressing unobservable transitions 
to a single meta-transition [2] . The basic idea is to describe the implementation 
P in a hierarchical manner, so that P is a tree whose leaves are atomic processes, 
and internal nodes compose their children and hide as many variables as possi- 
ble. The basic reduction strategy, proposed by many researchers, is simple: while 
computing the successors of a state of a process, apply the transition relation 
repeatedly until a shared variable is accessed. This is applicable since changes 
to a private state are treated as stuttering steps. The benefit is greatly ampli- 
fied by applying the reduction in a recursive manner exploiting the hierarchical 
structure, and has been shown to give significant reductions in space and time 
requirements, particularly for well-structured systems such as rings and trees. 

As it turns out, the gain depends heavily on the hierarchical partition we 
impose. Ultimately, the run-time of the model checking algorithm can be seen as 
a measure on how to compare different choices. However, in practice we would 
look for qualifications that are faster to evaluate. And academically, run-time 
comparisons are too dependent on low-level implementation details to give clear 
analytic data. Thus we strive for a more abstract notion of comparison by means 
of a cost measure. For typical measures, the problem of finding the best hierarchi- 
cal decomposition is likely to be iVP-hard, and hence we must look for heuristics 
that are to be validated by experimentation. 

In this paper, we strive to “discover” good hierarchies. We give a cost mea- 
sure that allows us to compare hierarchical partitions, whenever the means of 
connection can be adequately described by a hypergraph. Determining the best 
structure for this measure is iVP-complete. We present a greedy polynomial-time 
algorithm, that approximates good hierarchical partitions by local evaluation of 
a heuristic function. We corroborate applicability and usefulness via two case 
studies with our implementation of this algorithm in the MoCHA verification 
tool. When applied to a tree-shaped topology, this results in significant time- 
and memory-savings. In the second class of examples, the run-time performance 
is not drastically improved. 

Plan. The next section gives a formal definition of the problem and classifies its 
complexity. In Sect. 3 we develop the algorithm to approximate good solutions. 
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Table 1. The combinatorial explosion in the number of distinguishable tree-indexings 



n 


1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


T{n) 


1 


1 


4 


26 


236 


2752 


39'208 


660 032 


12'818'912 


282T37'824 



Section 4 reports on experiments with sample problems. Section 5 reflects on the 
limitation of our method, contrasts it to related work and lists open problems. 



2 The Tree-Indexing Problem 

In the following, we describe systems as hypergraphs, where the atomic units 
correspond to vertices and their connections are represented by hyperedges. 
E.g., in a reactive module description every hyperedge would correspond to a 
variable shared by the modules it connects to. Hierarchical partitions introduce 
an additional tree structure on top of this hypergraph and are augmented with 
a cost value. We briefly treat combinatorial and computational complexity of 
finding a tree of minimal cost. 

A hypergraph 'H = {C,£) is a finite set of vertices C together with a multi 
set £, where every hyperedge e G f is a subset of C. We assume that every 
e corresponds to a unique label ^e■ Hyperedges of size 0 or 1 are disallowed. 
We draw hyperedges as branching lines. This coincides with common graph 
representation for the special case that every hyperedge is of size 2. 

A tree-indexing T of a hypergraph 'H = {C,£) is a rooted tree over leaf nodes 
C, where every internal node has at least two children. We draw internal nodes 
as polygons, all contained polygons and vertices v E C are children of this 
node. The outermost polygon corresponds to the root. Every tree-indexing is 
qualified by a cost value dependent on £. Eor instance, in Eig. 1, the tree-indexing 
{{A, B }, {C, D}} is better than {A, B, C, D}, and thus should be of lower cost. 



Combinatorial Complexity. Given a hypergraph with n labeled vertices, we want 
to determine the number T(n) of distinguishable tree- indexings. This is in an 
equivalent formulation recorded as Schroder’s fourth problem [13]. It can be 
solved (for every fixed n) via a generating function method. Let ip{z) be the 
ordinary generating function, where the n™ coefficient corresponds to T{n). Let 
p{z) be its exponential transform. We can construct an equation, that 0{z) has 
to satisfy according to the theory of admissible constructions [7]. Every tree- 
indexing is either atomic, i.e. represented as z, or a set of at least two other 
tree-indexings, namely its children. This can be expressed using the admissible 
constructions ilnion and 6et. 

ip{z) = ilnion ( 2 , Set ((^(z), cardinality > 2)) (1) 
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Equation (1) can be transcribed as follows. 

^ + E ^ ■ iv{z)f 

k>2 

z + exp ((^( 2 ;)) — ip{z) — 1 1^) 

2 <p{z) — 2 + 1 

There is no closed form known for +( 2 ), +( 2 ), or T(n). However, for every fixed 
n we can extract the n™ coefficient of +( 2 ) with algebraic methods and thus 
approximate T{n), as done in [6]. Table 1 gives an impression how fast this 
series grows. Thus we have only little hope to perform an exhaustive search on 
the domain of possible tree-indexings. 

Computational Complexity. We can formulate the problem of finding a good 
tree-indexing as an optimization problem relative to a fixed cost function. This 
function should punish both deep structures and hyperedges that span over big 
subtrees. For every e G £ let Te denote the smallest complete subtree of T, such 
that every vertex u G e is a leaf of Te- With leaves{T) we denote the set of leaf 
nodes in a tree T- The depth of T is the length of the longest descending path 
from its root. The depth cost of a tree T is defined as a function 

depti_c»t(r) := <*) 

The cost of a tree- indexing T is then defined relative to 'H = {C, E). 

cost{T) ■= ^ depth most (Te) ■ |leaves(Te)| (4) 

e^£ 

For example, the tree-indexing (i) in Fig. 1 has cost 2-2-2 + 2- 2- 4 = 24, 
which is preferable to tree- indexings (ii) and (Hi) with costs 4 • 2 • 4 = 32 and 
2-2 + 2- 3 + 2- 3- 4 = 34 respectively. 

Edge-Guided Tree-Indexing.- Given a hypergraph T-L = (C,E) and a number 
K G IN. Decide whether there exists a tree-indexing of cost at most K. 

The problem Edge-Guided Tree-Indexing is AP-complete, even if we restrict 
to the special case where T-L is a multi graph. Containment in NP holds, since we 
can guess any tree-indexing and compute its cost in (non-deterministic) polyno- 
mial time. A iVP-hardness proof by reduction from Minimum Cut Into Equal- 
Sized Subsets is given in [12]. We expect Edge-Guided Tree-Indexing 
to remain AlP-hard for other non-trivial definitions of a cost function like 
|Ieaves(Te)|, though we do not have a proof for this. This precludes the 
possibility to determine an optimal tree-indexing in polynomial time^ and sug- 
gests the application of heuristics in order to find a reasonably good tree-indexing 
efficiently. 

Unless NP turns out to be equal to P. 



ip{z) = 

(f{z) = 

exp{(fi{z)) = 



1 
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3 A Greedy Algorithm to Partition Hierarchically 

In this section we develop a greedy-style algorithm that constructs a tree- 
indexing by successively grouping together sets with strong correspondence. The 
choice of these candidates relies on heuristics, which make use of a key obser- 
vation: strong correspondences are likely to represented by a large number of 
connections. 

A schematic description of our proposed algorithm is given in Fig. 2. The 
variable T is used to maintain a partial tree-indexing, i.e., a forest T with leaves 
C. It is initialized as the forest with \C\ trees, each consisting of a single node. The 
priority queue Q is ordered according to a rating function r : x 2“^ ^ M. 

is the set of forests over leaves V <Z C and thus contains all possible sub-forests 
of 2^ denotes a multi set of hyperedges and initially corresponds to E. The 
top element of the queue is a subset of J- with maximal r-value. 

The algorithm proceeds as follows. An initial set of candidates proposed 
for grouping together is inserted in the priority queue. Then a small number 
of executions of the while-loop follow. In each execution, the most promising 
candidate A is dequeued and the data is updated: in the forest, the trees in 
A are replaced by a tree with the fresh root A' and children t G A. Every set 
containing trees t £ .4 is removed from the priority queue and new candidates 
containing A! are inserted. Hyperedges e C leaves(A') are deleted, since they 
should not influence later selections. 



Algorithm: partitionJncrementally 
input: hypergraph H = {C, £) 

output: tree- indexing over leaves C 

PriorityQueue Q := emptyQueue 
Forest JT := C 

Forall considered candidates 4 C JT 
insert(A, Q) 

While notempty(Q) 

A ■= top{Q) /-k pick best candidate */ 

let A ■= fresh root node with children t £ A 
T-.= (4\4)U{4'} 

£■ := £ \ {e I e C leaves(4')} /* remove covered hyp eredges */ 

update(£, 4, 4') /* replace alH G 4 by 4' */ 

Forall B e Q with 13 n 4 4 0 
remove(B, Q) 

Forall new candidates T> containing A 
insert (72, Q) 

Return A 



Fig. 2. Incremental algorithm for constructing a tree-indexing 
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This description leaves open the questions, what should be used as a rating 
function and which candidates should be considered. We explain these aspects 
of the algorithm in the following. 



Developing a Good rating function. The local choice of the best candidate could 
be performed by means of the cost function defined in (4), i.e., by picking the 
candidate with lowest cost after clustering. We chose not to do so for two reasons. 
First, the specific cost function was derived such that an iVP-complete problem 
could be encoded into it; for small variations of this definition, the proof failed 
- thus, this particular definition is somehow artificial. Second, we would like to 
tune the choice by means of parameters in the rating function. Doing this with 
the cost function would almost certainly destroy the provable AP-hardness, and 
thus the justification for the choice. 

Instead, we develop a rating function subsequently by taking into account 
the- - supposedly - crucial factors concerning the structure of the proposed can- 
didate. Most importantly, we want to know the number of additional hyperedges 
that are completely covered by this set, and thus can be hidden from the outside 
without losing information. 

Def 1 (cover number) Let H = {C,S) be a hypergraph, T a forest over leaves 
C, A= {Ti, . . . , Tfc} C T. The cover number of A, in symbols (M), is defined 
as the number of hyperedges covered by the trees in A. 

({Ti, . . . , Tk}) ■= \{ie\e e S, e C Ieaves{A), Vi. e g leaves{Ti)}\ 



Though this value tells a lot about a candidate, it is isolated not a good guideline. 
Recall that the set C has naturally always the highest possible cover number 
\{£e\ee£}\. 

We relate the cover number to the size n of a candidate, where size matters 
in terms of possible connections, which is ( 2 ) = 0{n^). We propose the following 
rating function. 



^pref (Vl) 




( 5 ) 



In the following we refine r^^/ by adding more structural information. 



Def 2 (touch of a candidate) Let 'H = {€,£) be a hypergraph and J- be a for- 
est over leaves C. Then the touch of A C T is defined as the labels from hyper- 
edges that connect A with the rest ofTL. 

touch{A) := { 1*6 I e n leaves{A) 0 A e ^ leaves{A) } 



Def 3 (depth of a candidate) The depth of a tree with only one node 
equals 0. Let T be a forest, A = {Ti, . . . , Tfc} C T . The depth of A is defined 
as 

depth {{Ti, ... ,Tk}) ■= 1 + max depth(T) 

l<i<k 
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We do not want to cut out subsystems, that are multiply connected to the rest, 
i.e., those who share many hyperedges with their complement. This is reflected by 
the number of labels in the touch: if it is small, the candidate is more attractive. 
Also, it is perceivable that preference should be given to candidates with small 
depth. Hence we propose the following improved rating function. 

r+ A.A) + — + — (6) 

|yl|^ |touch(yl)| depth{A) 

The parameters £i and £2 are supposed to be chosen small and positive. For 
the experiments in Sect. 4.1, the assignments £1 := 1/1000, £2 := 1/100000 were 
used. 

Restricting the Set of Considered Candidates. In our formulation of the algo- 
rithm partition Jncrementally we remained unclear what the considered candi- 
dates are. We want to weed out hopeless candidates, e.g., those not sharing 
any labels, before adding them to our priority queue. In a positive formulation, 
consider only candidates, that are extensions of interesting pairs. 

Def 4 (interesting pair) Given a hypergraph 'H(C,£) and a forest T over 
leaves C. An interesting pair {Ti, T 2 } is a subset of T, such that touch{Ti) n 
touch{T 2 ) 7^ 0. 

Clearly, every candidate that is not a superset of an interesting pair has cover 
number 0 and thus can be neglected. As it turns out in our implementation, 
the expensive part of the algorithm is the computation of the cover numbers. 
First computing interesting pairs and then extending them to candidates is an 
advantage. 

The number of candidates can still be excessive. Consider a hyperedge con- 
necting all vertices, then all pairs are interesting pairs. Since the number of 
subsets of C is exponential in \C\, an exhaustive enumeration is not feasible for 
large systems. If conservative techniques (like considering just extensions of in- 
teresting pairs) do not sufhce, we have to apply a more rigorous pruning, even 
for the price of thereby ignoring good candidates. An obvious suggestion is to 
consider only candidates up to a certain size k, thus establishing an upper bound 
of — n — 1 candidates. This k can be adjusted according to n, which provides 

a simple and reasonable method to prune the search. 

In the algorithm, the number of forests - initially n - decreases by one with 
each execution of the while loop. Operations like evaluating the rating function, 
testing BnA ^ 0, and constructing new candidates containing Af can be assumed 
to be 0{n), thus one execution of the while loop has the run-time bound 0{n ■ 
^fe+i ^ whole algorithm partitionJncrementally has n executions of the while 
loop, which yields the polynomial bound on its run-time. 

4 Experimental Results 

We implemented the algorithm from Sect. 3 in an experimental version of the 
Mocha verification tool [1]. For symbolic (BDD-based) model checking, the 
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Fig. 3. Layout of an asynchronous parity computer with eight clients 

Java implementation makes use of native libraries. However, our experiments 
do not make use of this option and perform the check in a purely enumerative 
manner. Therefore, given run-times and memory requirements are those of the 
Java Virtual Machine, executing on a Sun Enterprise 450 with UltraSPARC-II 
processors, 300 MHz. A contingent of 128 MB of memory was allocated, run- 
times are in milliseconds. Together with an optimization in the enumerative 
check called “Next” heuristic [2\, we are able to corroborate effectiveness and 
usability of our algorithm in some simple examples. We consider an asynchronous 
parity computer and an opinion poll protocol. The MoCHA specifications are 
given in [12]. 

Note that in these experiments the checked property influences the obtained 
structure. In MocHA every property relies on variables of the system. These vari- 
ables can not be hidden and therefore are neglected in the partition algorithm, 
i.e., they are ignored in the evaluation of the rating function. 



4.1 Asynchronous Parity Computer 

This example models a parity computer, designed as a binary tree (Fig. 3). The 
leaf nodes are Client modules (abbreviated with C), communicating a binary 
value to the next higher Join. A simple hand-shake protocol is devised by the 
two variables req and ack. All components are supposed to move asynchronously. 
Thus the join nodes have to wait for both values to be present, before reporting 
their exclusive-or upwards. The Root component, after receiving the result of 
the computation, hands down an acknowledgment. When a client receives an 
acknowledgment, it is able to devise a fresh value. 

We consider binary trees with N client nodes, where N varies from 3 to 8. The 
number of variables increases linearly with N, whereas the state-space grows 
exponentially. The sample question we pose is whether the module Root will 
ever output a value zero or one. We expect our model checking algorithm to 
falsify the claim, that it never will. 

Reachability involves computing the successors of every state encountered, 
starting with the initial states. Consider the set S of all the processes. Then, 
successors of a state are computed by executing one step of one of the processes 
in S. Now suppose, we cluster the processes JoinOO, COOO, and COOl into one 
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Fig. 4. Parity computers N = 3, ... ,8, partitioned with rating function rp„/ 



composite process called P, and replace these three processes in S with P. It 
is clear that the communication between JOO with its children clients can be 
hidden from the rest of the system. Consequently, in reachability analysis of 5, 
when we compute the successors due to execution of P, we can let the sub- 
processes in P repeatedly execute until JoinOO communicates with its parent 
JoinO. This is formalized in MocHA by substituting P by a construct next O 
for P, where atomic transitions correspond to sequences of transitions of P until 
a variable shared with the remaining system is accessed. The modified search 
yields an improved performance as it cuts down on unnecessary interleavings.^ 
This scheme can be applied repeatedly. It should be clear that the effectiveness 
of the scheme depends on the hierarchical partition. 

An intuitively good choice for this hierarchical partition is grouping to- 
gether bottom up. Detecting this algorithmically is subtle. E.g., the difference 
between {.JoinO, JoinOO} and {ClientOOO, JoinOO} is only minor, since both 
pairs cover exactly two variables. An incautious technique easily runs into er- 
rands, as to be seen in Fig. 4. Using rp^g/ as rating function in the algorithm 
partition Jncrementally leads to uncomfortably deep hierarchies. 

The more sophisticated rating function performs far better, as seen 
in Fig. 5. The parameters £i and £2 were calibrated to £i:= 1/1000 and 
£2 := 1/100000, giving shallow structures a smaller bonus than those touching 
only few variables. 



^ A well-known method for reducing state-space in asynchronous systems is based on 
partial-order reductions [9]. The “Next” heuristic is incomparable to this method, 
see [2]. 
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Fig. 5. yields shallower hierarchical partitions with lower cost values than Vpref 



Table 2. Parity computer: Comparison of two heuristic functions 



N 


partition 


table 


check 


”3 


57 


51 


404 


4 


75 


117 


1'097 


“5 


127 


139 


1726 


6 


516 


205 


2'929 


7 


247 


271 


4 '364 


8 


342 


469 


8T84 



N 


partition 


|table| 


check 


”3 


162 


95 


1T21 


4 


853 


645 


4'921 


”5 


740 


1'943 


17'086 


6 


2'811 


16 045 


161'394 


7 


9’928 


58'351 


694'834 


8 


47'239 


410'901 


5'442'315 



N 


partition 


|table| 


check 


”3 


105 


51 


973 


4 


148 


117 


1 707 


“5 


627 


139 


1 780 


6 


2'097 


205 


3 000 


7 


10'592 


271 


4395 


8 


50664 


469 


8'322 



Using Vpref as rating function ei := 10 ®,E 2 := 10 ® with |^| < 2 



The deep hierarchical structure obtained by using rp^e/ lead to excessive 
number of explored states, whereas with the growth of the explored state 
space with increasing N is only moderate. This gap is also reflected by the 
significantly higher cost values. Table 2 shows the run-time data in detail. With 
“partition” we denote the preprocessing time used by partitionJncrementally 
and “check” corresponds to the run-time of the model checking algorithm. The 
number of explored states is recorded under “|table|”, Mocha keeps the states 
in a hash table. Note that the property we check does not hold, thus the model 
checking algorithm is able to abort without exploring all reachable states. 

In the left and middle table, the time consumed for computing the hierar- 
chical partition exceeds the model checking time for bigger examples. This is 
because we chose not to restrict the candidate size here, which yields a number 
of candidates increasing exponentially in N . The obtained hierarchical partitions 
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Fig. 6. Opinion poll: Hierarchically partitioned according to rating function 

in the middle and the right table are identical - due to the tree structure, the 
best rated candidate here is always of size two. 



4.2 Opinion Poll Protocol 

The second sample problem is meant to demonstrate the behavior of our heuristic 
in a setting, where there is no obviously preferable choice. 

Consider a poll for a public opinion. There is a line of N pollers Pi and two 
non-connected lines of citizen Ai and Bi, plus two special citizen C and D. Poller 
Pi starts raising an issue with a Yes/No question. Let us assume that the way 
one asks influences the answer. Poller Pi starts of with an opinion he got from a 
random source (called Master). Poller P^+i is influenced by Pi. The citizen are 
influenced by one other citizen and the poller who interviews them. For instance, 
Ai+i is influenced by Ai’s and Pi’s opinions, and A\ is influenced by a random 
source Na and Pi. The communication pattern is indicated by arrows in Fig. 6. 

For iV = 1,2,3, 4 we considered three invariants: (i) a false property that is 
easy to falsify, (ii) a false property that requires a special scenario (called bad 
property in the following), and (Hi) a true property. 

The experiments compare plain enumerative model-checking and application 
of the “Next” heuristic, where the preprocessing follows one of the following 
strategies, a. 2-merge: Group any pair with a connection without further prefer- 
ence, i.e., use sig((.j) as rating function and consider only candidates of size 2, 
b. pref: Partition incrementally according to rating function Vpref, and c. pref+: 
Partition incrementally according to rating function ^p^ef For the latter, we in- 
cluded the results of the preprocessing in Fig. 6. It is interesting to note that 
sometimes triples were preferred to pairs. 

The quantitative comparison is listed in Table 3. For the false properties 
(i) and (ii) the enumerative check is up to five times slower, if sophisticated 
heuristics are applied. Apparently it is more tedious to reach a counter-example 
scenario here, if more structure is given. For the true property (Hi), the enu- 
merative check speeds up by a third, when the “Next” heuristic is applied. For 
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Table 3. Opinion poll protocol: Run-time comparison of three rating functions 



1 (i) false Judgment: System |= (result = DontKnow) | 


N\Method 


plain 


2-merge 


pref 


pref-f- 


1 


742 


2 (partition) 
854 (check) 


280 (partition) 
754 (check) 


274 (partition) 
861 (check) 


2 


3'713 


32 (partition) 
4'313 (check) 


1'808 (partition) 
6'862 (check) 


1'886 (partition) 
6'850 (check) 


3 


32'181 


7 (partition) 
26'330 (check) 


1'790 (partition) 
87'708 (check) 


2'047 (partition) 
88'879 (check) 


4 


345'071 


22 (partition) 
435'529 (check) 


5’256 (partition) 
1'390'739 (check) 


4'828 (partition) 
1'351'527 (check) 



1 (ii) bad Judgment: System |= NoNegativeResult | 


N\Method 


plain 


2-merge 


pref 


pref-j- 


1 


1'113 


2 (partition) 
916 (check) 


238 (partition) 
766 (check) 


203 (partition) 
886 (check) 


2 


4'846 


5 (partition) 
3'930 (check) 


1’625 (partition) 
7' 130 (check) 


1’667 (partition) 
6'561 (check) 


3 


32'580 


7 (partition) 
29'324 (check) 


1'788 (partition) 
87'827 (check) 


1'920 (partition) 
73'350 (check) 


4 


385'951 


20 (partition) 
375'977 (check) 


5’476 (partition) 
1'665'765 (check) 


6’458 (partition) 
1'306'961 (check) 



1 (Hi) trwG Judgment: System |= -((result = DontKnow) & (result = Yes)) | 


N\Method 


plain 


2-merge 


pref 


pref-h 


1 


30565 


2 (partition) 
23'689 (check) 


290 (partition) 
24'369 (check) 


292 (partition) 
24'423 (check) 


2 


610'131 


5 (partition) 
454'089 (check) 


1’787 (partition) 
482'600 (check) 


2' 148 (partition) 
482'214 (check) 


3 


8'488'532 


17 (partition) 
6'392'536 (check) 


2'301 (partition) 
5'920'255 (check) 


2'357 (partition) 
5'865'170 (check) 


4 


93'557'192 


23 (partition) 
60'934'073 (check) 


5’733 (partition) 
57'762'294 (check) 


5'068 (partition) 
57'165'981 (check) 



larger N the more sophisticated clustering techniques pref and pref+ perform 
slightly better than 2-merge. 

5 Conclusion 

We developed a notion of hierarchical partitions and introduced a method to 
compare different structures by means of a cost function. This is applicable, 
whenever the relationship of entities can be adequately described via hyper- 
edges. For the presented cost function, the problem of determining an optimal 
hierarchical partition is iVP-complete [12]. 

We presented a scalable greedy method to compute approximately good hi- 
erarchical partitions based on a heuristic rating function. We argued that - in 
order to achieve a good result - this function should be based on four crite- 
ria: number of covered hyperedges, size, number of occurring hyperedges, and 
structural depth. This is corroborated by qualitative and quantitative data. We 
implemented our algorithm in an experimental version of the MoCHA model 
checking tool and measured its performance on small and medium sized exam- 
ples. 
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It should be noted that our proposed method gives no guarantee on how 
the obtained result compares to an optimal solution. Since we apply a variation 
of local search, it is to be expected that our algorithm can get caught in local 
optima. Moreover, optimality in the sense of least cost does not necessarily imply 
minimal time- or space-consumption when running a model checking algorithm. 
In general, we cannot expect to express such subtle behavioral properties of a 
system via a simple function, i.e., a function that is fast to evaluate. 

Though our case studies suggest that in the rating function both touch and 
depth of the candidates should be taken into account, it remains open, how 
this should be reflected. The values for the parameters £i and £2 in (6) were 
chosen according to fit the parity computer example. It would be desirable to 
investigate the impact of parameter changes in general, but we seem to lack apt 
mathematical means to do so. 

Related Work. Hierarchical structures find a wide range of application in de- 
sign, description and physical organization of both software and hardware. In 
particular, the decomposition of large circuits in VLSI layout turns out to be a 
crucial problem and has received a respectable amount of attention [14]. Here 
the partitions are typically shallow (i.e., of depth two) and mainly motivated 
by size constraints that single components have to meet. Optimality is typically 
described as the least number of components with as few as possibly connections. 

Similar structures, called classification trees (e.g. [8]), are used as expres- 
sive decision trees over large sets of data. The internal nodes are labeled by 
distinguishing criteria and all leaf nodes are distinguishable. Finding expressive 
classification trees is computationally hard. 

Though various advanced techniques have been developed for these problems, 
to the best of our knowledge none of them is applicable in the considered case. 
In our setting, every tree-indexing is a feasible solution, there is no constraint 
satisfaction component and there might well be two leaves that are alike. 

Open Problems. We noted that finding an optimal solution with respect to 
our cost function is iVP-hard, but this does not preclude the existence of a 
polynomial approximation scheme. Also, it remains unknown, how the com- 
putational complexity compares with respect to other cost functions, like 
depth_cost{T) := depth{T) or cost{T) ■= J2e \leaves{Te)\- It is conjectured that 
the tree-indexing problem remains VP-complete in both cases. 

Future Work. Our proposed method is not limited to Mocha, but can be applied 
in other settings where connected entities have to be structured or re-structured. 
The parameters can be adjusted accordingly. An interesting mean to make use 
of the obtained partitions could be to construct property preserving abstractions 
based on this particular hierarchy. 

We believe that other areas of research can benefit from a more analytic 
quantification of good structures. As an example we list refactoring [15], where 
structures of software systems are conservatively modified according to a set of 
schema transformations, design patterns, or hot spots. 
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1 Introduction 

For the formal specification and verification of real-time systems we use the modu- 
lar formalism Cottbus Timed Automata (CTA), which is an extension of timed au- 
tomata [AD94]. Matrix-based algorithms for the reachability analysis of timed automata 
are implemented in tools like Kronos, Uppaal, HyTech and Rabbit. A new BDD-based 
version of Rabbit, which supports also refinement checking, is now available. 

For the representation of the models we use an integer semantics for closed timed 
automata. Using this discretization, we are able to use a unique representation of the 
discrete state space (given by the locations) and the continuous state space (given by 
the clocks). We use an estimate-based strategy for variable ordering which dramati- 
cally compresses the BDD representation of the transition relation and the reachable 
configurations and thus leads to much more efficient verification. 

The restricted applicability of reachability analysis due to the high time complexity 
of the analysis for large models leads to the need of refinement checking for verification. 
We implemented an algorithm for checking the existence of a simulation relation to 
investigate the opportunities of refinement checking for Cottbus Timed Automata. 

Section 2 introduces our notation for modular modeling of real-time systems: we 
recall the formal definition of timed automata and our integer semantics for closed timed 
automata. In Sect. 3 we describe our implementation of reachability analysis and, in more 
detail, in Sect. 4 we define the corresponding refinement checking. In Sects. 3 and 4, we 
present performance results for some example models. 



2 Cottbus Timed Automata 

We start with an informal definition of Cottbus Timed Automata (CTA), which is a 
modeling concept providing means for modular design [BR98]. A formal definition and 
the complete semantics of CTA are given in [BROl]. A CTA system description consists 
of a set of modules. One of them is the top module, which models the whole system. The 
other modules are used as templates. They can be instantiated several times in different 
modules. Thus, it is possible to express a hierarchical structure of the system, and to 
define replicated components of a system just once. 
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Each module is named by an identifier. (1) The interface contains the declarations of 
clock variables and synchronization labels, each of them has a restriction type to control 
the access to the component. We distinguish the restriction types INPUT, OUTPUT, 
MULTIPLY RESTRICTED, and LOCAL. (2) A module contains a timed automaton 
as defined below. (3) The initial condition is a predicate over the module’s variables 
and locations. (4) A module may contain instances of previously defined modules. 

We now define closed timed automata and their integer semantics. Clock constraints 
are allowed as invariants and guards of a timed automaton. Let X be a set of clocks. 
Atomic clock constraints over X are comparisons of a clock with a time constant from 
N, the set of natural numbers (including 0). Clock constraints are conjunctions of atomic 
clock constraints. Eormally, the set tP(X) of clock constraints over X for closed timed 
automata is generated hy ip := x < c \ x > c \ <p rip, with x € X and c G N. Eor closed 
timed automata it is sufficient to use only integer clock values for the computation of 
reachable locations. 

The clock assignments Valj{X) of X are the total functions from X into the set 
of natural numbers N. Eor a clock constraint p G denotes the set of all 

clock assignments of X that satisfy p. The clock assignment which assigns the value 
0 to all clocks is denoted by v^. Eor a timed automaton A with a clock x, Cji{x) 
denotes the greatest constant to which x is compared within a clock constraint of A. 
Eor V G Vali{X) and h G N, x © <5 is the clock assignment of X that assigns the value 
min {v{x) + S, Cji(x) + 1) to each clock x. For v G Val[{X) and Y C X, v[Y := 0] 
denotes the clock assignment of X that assigns the value 0 to each clock in Y and leaves 
the other clocks as in x. 

A closed timed automaton yi is a tuple {L, X, X, I, E), where L is a finite set 
of locations, C L is a set of initial locations, X is a finite set of clocks, X with 
X n N = 0 is a finite set of synchronization labels, J is a total function that assigns an 
invariant from <P{X) to each location in L, E C L x X x t?(X) x 2^ x L is a set of 
switches. A switch {I, a, p, Y, m) represents a transition labeled with synchronization 
label a from location I to location m. The guard p has to be satisfied to enable the switch. 
The switch resets all clocks in Y to the value 0. 

The semantics of a timed automaton is defined by associating a transition system with 
it. Let A = {L, I/°, X, X, I, E) be a closed timed automaton. The integer semantics 
|A] j of A is the transition system {L x Vali{X), LP x X U N, — )■/) with the 
following timed and discrete transitions: 

- For {I, v), (m, w) G L x Vali(X) and (i G N, {I, v) -4/ (m, w) holds 
mi = m,w = V ® 5,v G |/(0] w G |/(01- 

- For [I, v), (m, w) G L x Vali{X) and a G X, {I, v) A/ (m, w) holds 
iff there exists an {I, a, p, Y, m) G E with v G |(/?] and w = v\Y := 0]. 

In the following we define runs and reachable configurations for a transition sys- 
tem T = (S', S'®, Xx, — >). Let (sO) si, •••, Sfc) be a finite sequence of configurations, 
oo, Oi, ..., Ufe-i G X^-, So G S®, and Si -A s^+i for alH G {0, 1, ..., fc — 1}. Then 
(sq, Si, ..., Sfe) is a run of T. Run{7) denotes the set of runs of T. The configuration Sfc 
is reachable. Reach{7) denotes the set of reachable configurations (shorter: reachable 
set) of T. 
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In our tool implementation we use the integer semantics for closed timed automata as 
defined above. This integer semantics is equivalent to the usual, continuous one regarding 
the set of reachable locations. More details and a formal proof are given in [BeyOl]. To 
verify safety properties of a CTA model we provide two techniques: reachability analysis 
and refinement checking as described in the following two sections. 



3 Reachability Analysis 



For verification of a safety property, i.e. whether a configuration of a special set of invalid 
configurations is reachable or not, we compute at first the set of reachable configurations. 
Secondly, we intersect the reachable set with the set of invalid configurations. If the 
intersection is empty, then the safety property is fulfilled. Variants of this algorithm 
are possible for speed-up, e.g. on-the-fiy analysis. We extended our existing matrix- 
based model checker Rabbit by the BDD-based reachability analysis of closed timed 
automata. Experience with finite automata shows that the efficiency critically depends 
on the choice of several parameters. In this section we sketch how our implementation 
determines these parameters. 

Variable Ordering. We take the pre-order linearization of the CTA model as initial 
variable ordering. This implies that we consider the modeler’s decision to encapsulate 
some components together within one module, i.e. local components of a module are 
assigned to neighboring positions within the variable ordering. Then we apply another 
heuristic to optimize the ordering respecting a size estimate for the BDD of the set 
of reachable configurations, which is derived from our upper bound for the transition 
relation as described and proven in [BeyOl]. 

Partial Transition Relations. Usually the transition relation — ^ is represented as 
implicit union of a timed transition relation A and discrete transition relations A for 
each synchronization label a. Experiments have shown that applying such partial tran- 
sition relations sequentially is more efficient than using the union of these relations as 
monolithic transition relation. 

Order of Transitions. Using several partial transition relations, we have to determine 
the order of their application. The intermediate sets of reached configurations in the 
reachability algorithm depend on this ordering, and therefore the size of the intermediate 
BDDs. A bad ordering of the partial transition relations can result in intermediate BDDs 
that are much larger than the final BDD of all reachable configurations. To compute the 
fixed point using only discrete transitions before applying time transitions is a successful 
strategy to avoid this problem. 

Examples. In the following we report some performance results. All the computation 
times obtained using our tool are given in seconds of CPU time on a SUN Ultra-Sparc 
1 with 200 MHz processor and 64 MB memory. The results of the BDD-based version 
of Kronos are taken from [BMPY97] and also obtained using a SUN Ultra-Sparc- 1. 

The BDD-based version of Kronos is able to verify 14 processes of Eischer’s mutex 
protocol. Rabbit needs 13.6 s computation time for the same model. The verification of 
32 processes needs 208 s. We are able to verify even the model with 128 of Eischer’s 
processes using 512 MB memory in 9168 s. 
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Rabbit needs 6 s to compute the whole set of reachable configurations of the AND 
model with 4 inputs as mentioned in [BMPY97]. Kronos needs 324.7 s for this model. 
Out tool is able to verify the AND model up to 16 inputs in 1209 s. Another example is 
the little ’two state’ example from [BMPY97], for which they report to handle up to 9 
automata. Rabbit computes all rechable configurations of 64 two state automata (having 
2.2 • 10®® configurations) in 94 s. We used on-the-fiy analysis for this example, which 
increases dramatically the performance of models consisting of mostly independent 
components. For more details about the on-the-fly algorithm see [BNOl]. 



4 Refinement Checking 



The intuition behind our refinement concept is an assumption/guarantee principle. 
We describe it with respect to our formalism: A refinement relation (!P refines Q) for 
CTA modules (P and Q has to fulfill the following properties (M denotes a module, 
M.G7, JVl.GO, JVl.GMR denotes the module’s sets of synchronization labels declared 
as INPUT, OUTPUT, MULTREST, respectively): (1) Q.GI C T.G7. The occurrence of 
a synchronization label g as input in a module M means that M guarantees that g is not 
restricted in M. This clearly is a guarantee. Thus each input label of the specification 
should be an input label of the implementation. (2) T.GO C Q.GO. The occurrence of a 
synchronization label g as output in a module M means that M assumes that g is not re- 
stricted in the environment. The implementation should not make more assumptions than 
the specification, thus each output label of the implementation should also be an output 
label in the specification. (3) Q.G — Q.GL = 7.G — T.GL. The synchronization labels of 
a module M can be partitioned into a set of interface labels (M.G7 UM.GOuM.GM R), 
and a set of local labels QA..GL). Interface labels are those via which M can commu- 
nicate with the environment. (4) E<y C Eq. The external trace set E<y (defined below) 
of the labeled transition system generated by T is a subset of the external trace set Eq 
of the labeled transition system generated by Q. The intuition is that the occurrence of 
a trace t in Eq means that Eq allows the system behavior t, and the refinement should 
not allow more behaviors than the specification. 

Let |M] j = (S, S'®, M.G U N, — )-3vt) be the labeled transition system generated by 
module M (integer semantics). M.G is the set of synchronization labels of module M, 
N is used for the time values and M.G U N is the set of transition labels of the labeled 
transition system |M] j. For the exact definition we refer to [BROl]. Roughly spoken, it 
is the integer semantics of the parallel composition Ay^ of all the automata contained 
by M regarding various compatibility constraints. 

A trace of a given labeled transition system |M]j is an infinite sequence 
(oq , Oi , 02 , . . . ) of elements of M.G U N. For each element o^ of the trace the following 
must hold: There exists a run (sq, si, • • ■ , Sfc+i) G 7?un(|M] j) with Si Si+i for 

all i G {0, 1, . . . , k}. 

We use a simulation relation for the algorithmic analysis of refinement within our tool 
implementation. To define timed simulation we need the notion of external transitions 
and external traces. After this we can proceed with the algorithm for the simulation 
check. We use the concept of safety simulation relation as described in [DHWT92] . 
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Let r S M.L be a local synchronization label. Then a r-transition s s' is 

called an internal transition. For some configurations s, s' and e M.G U N we define 
s s' as: 3s" with s s" and s" s'. For a e (M.G \ 

M.L) U N, s Am s' is an external transition and for f,f' e (M.L)*, s > ]vi s' 
is the sequence of an arbitrary number of internal transitions followed by one external 
transition followed by another arbitrary number of internal transitions. In the sequel we 

write s >^->m s' for s >m s'. Now we can define an external trace as follows: The 
sequence (ao, ai, U 2 , . . . ) of elements of (M.G \ M.L) U N is an external trace, if for 
each Ufc there exists a sequence (sq, Si, • • • , s^+i), Sq £ Sj & S,1 < j < k + 1 

a 

with Si Si+r for all i G {0, 1, . . . , k}. It hides synchronization labels of internal 
discrete transitions. 

A transition system Q simulates a transition system T if Q can match every step 
of T by a step with the same label. We define timed simulation for labeled transition 
systems as follows: The labeled transition system |Q]^ = {Sq,Sq, Sq, — >q) simulates 
the labeled transition system |CP| r = (S'y, Sm, L'y, — S = (T.G \ ‘J’.GL) U N = 
(Q.G \ Q.GL) u N, Tq = Q.G U N, Ty = T.G U N, if: 

- there exists a simulation relation 3? C x Sq which fulfills 

Va 6 E,\/{p,q) e 01, Vp' G S'y : 

(p Ay p'j (3q' : g Aq g' A {p' , q') G and 

- all initial configurations of T are contained within the simulation relation: 5y C 

[p G S-y\3q : (p,q) G 3?}. 

The algorithm of the simulation check is shown in Fig. 1. For the composition of 
T and Q we compute the set of reachable configurations. We consider this set of tuples 
{p, q) as the initial relation for trying to build a simulation relation between T and Q. 
Then, in each cycle of a fixed point iteration we assume that it is a simulation relation 
and we check whether all configurations of the set fulfill the simulation condition from 
the definition above. Differing from the definition, we use the transition relation of the 
product T||Q, which is already computed in our approach. (The computation of the 
reachable set needs more time than checking the simulation relation if using T||Q.) If 
there are ’bad’ configurations we have to invalidate our assumption that it is already the 
simulation relation and we eliminate them from the relation. If we reached the fixed point 
(i.e. our assumption was true) we got the simulation relation. If the algorithm eliminates 
some of the initial configurations of T from the relation there cannot exist a simulation 
relation and the algorithm aborts. If we reached the fixed point (i.e. our assumption was 
true) we got the simulation relation. 

Note. Modules T and Q are not allowed to contain variables within their interfaces 
(shared variables). The simulation check considers only synchronization labels regarding 
external traces. 

Production Cell Example. To validate the practical relevance of our tool using a 
complex system, we developed a CTA model of a production cell, which is similar to the 
Lewerentz/Lindner production cell from FZI. The system consists of 20 machines and 
belts with 44 sensors and 28 motors. We modeled the system as modular composition 
of several belts, turntables and machines, including 45 timed automata containing 22 
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Input: labeled transition system = {S'p, — >j>) 

as integer semantics of module 7, 
labeled transition system |T||Q]^ = (Sj-iiq, ra.||Q, -)-a.||Q) 

as integer semantics of the composition 1P| |Q with A = ( IP.G \ 7.GL) U N. 
Output: true, iff 7 simulates 1P| |Q 
-Ro>||q := f?each(|[T||QIj-) 
do 



-RtIIq •— -Rj’IIQ 



forall a e S 

if g {p 6 Sj) |3g : (p,q) G fia>||Q} then return false 
r I a 







Vp' : (p p'^ ^ 1 


-Rj>I|q -Ro>||q n < 


(p,q) e Rv\\q 


( : (p,g) A^iiq (p',g') \ t 

\ A (p',q') e Rviio J j 



while ^ i?y||Q 
return true 



Fig. 1. Algorithm for checking a simulation relation 



clocks. For the measurement of the throughput, i.e. how long does a piece need to go 
through the production cycle, we modeled each helt to be able to measure the time of 
transportation using a clock. For the verification process we can fade out some details 
of the machines. To verify a safety property, e.g. ’the drilling machine must be off if the 
transport belt is not off’ , we verify at first that the timed version of the transport belt 
implements an untimed version by checking the existence of a simulation relation. Now 
we can verify the safety property of the model using that smaller untimed version for 
transport belts. The analysis of the safety property of the system using a timed model 
for the sensor instances needs 1098 s. Using an untimed version for the transport belts, 
the same task needs only 556 s. It shows that an abstraction within one small part of 
the system has a big impact on the computation time. The computation time for the 
simulation check is 0.5 s because the belt model is a small part of the whole system. 



References 



[AD94] 

[BeyOl] 

[BMPY97] 

[BNOl] 

[BR98] 

[BROl] 

[DHWT92] 



Rajeev Alur and David L. Dill. A theory of timed automata. Theoretical Computer 
Science, 126:183-235, 1994. 

Dirk Beyer. Improvements in BDD-based reachability analysis of timed automata. 
In Proc. FME 2001, LNCS 2021, pages 318-343. Springer- Verlag, 2001. 

M. Bozga, O. Maler, A. Pnueli, and S. Yovine. Some progress on the symbolic 
verification of timed automata. InProc. CAV’97, LNCS 1254, pages 179-190. 1997. 
Dirk Beyer and Andreas Noack. Efficient verification of timed automata using BDDs. 
In Proc. Formal Methods for Industrial Critical Systems, to appear, 2001. 

Dirk Beyer and Heinrich Rust. Modeling a production cell as a distributed real-time 
system with Cottbus Timed Automata. Proc. FBT’PS, pages 148-159. Shaker, 1998. 
Dirk Beyer and Heinrich Rust. Cottbus Timed Automata: Formal definition and 
semantics. In Proc. FSCBS 2001, pages 75-87, 2001. 

David L. Dill, Alan J. Hu, and Howard Wong-Toi. Checking for language inclusion 
using simulation preorders. In Proc. CAV’91, LNCS 575, pages 255-265. 1992. 





Deriving Real-Time Programs from Duration 
Calculus Specifications 



Frangois Siewe^ and Dang Van Hung^ 

^ Department of Maths, and Computer Science, University of Dschang 
P. O. Box 96 Dschang, Cameroon. Fax (237) 45 13 81 
f sieweOuycdc .uninet . cm 

^ The United Nations University International Institute for Software Technology 
P. O. Box 3058 Macau. Fax (853) 71 29 40 
dvh@iist.uim.edu 



Abstract. In this paper we present a syntactical approach for deriving 
real-time programs from a formal specification of the requirements of 
real-time systems. The main idea of our approach is to model discretiza- 
tion at state level by introducing the discrete states approximating the 
continuous ones, and then derive a specification of the control program 
over discrete states. Then the control program is derived from its speci- 
fication using an extension of Hoare triples to real-time. 

Keywords: Continuous specification, discrete design, real-time program, 
concurrency, shared variables, Hoare triples 



1 Introduction 

Real-time control systems usually consist of some physical plant, in permanent 
interaction with its environment, for which a suitable controller has to be con- 
structed such that the controlled plant exhibits the desired time dependent be- 
haviour. 

This paper presents a syntactical approach for deriving real-time programs 
from a formal specification of the requirements of real-time systems. The ap- 
proach provides a logical framework that can handle both continuous time and 
discrete time models in a uniform manner. We consider Duration Calculus {DC 
for short) [ZHR91] as specification and top level design language, for its effec- 
tiveness in reasoning about the design of real-time systems, and the fact that 
DC is successfully used in many case studies. We denote by DC* an extension of 
DC with iteration [HuG99]. We link DC and Hoare logic to reason about both 
the real-time behaviour and the functional behaviour of real-time programs in a 
uniform manner. 

Our design technique is formulated as follows. A real-time control system 
is a distributed hybrid system as it comprises continuous components (e.g the 
plant) and discrete components (e.g the controller). At the first step of the design 
process a state variables model of the system should be defined. The state model 
comprises continuous state variables (modelling the behaviour of the continuous 
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components) and discrete state variables (modelling the behaviour of the discrete 
components). Then the requirement of the system is formalised as a DC formula 
Req over continuous state variables. A design decision must be taken as how the 
requirement of the system will be met and refined into a detailed design Des 
over continuous state variables such that Des => Req. Then the discretization 
step follows. We approximate continuous state variables by discrete ones and 
formalise the relationship between them based on the general behaviour of the 
sensors and actuators. Then the control requirement is derived from the detailed 
design and refined into a simple DC* formula Cont over discrete state variables 
such that A b Cont Des, for some assumptions A about the behaviour of 
the environment and the relationship between continuous state variables and 
discrete state variables. The discrete formula Cont is the formal specification of 
the controller. The last step of the design process consists to write a real-time 
program for the controller and verify its correctness w.r.t. the specification Cont 
using our extended Hoare triples. 

In the literature, some works have addressed the problem. Franzle has devel- 
oped in [Fra96] a technique for synthesizing controllers from Duration Calculus 
specifications. His approach is semantical, and so more difficult to use by en- 
gineers. Our aim is to provide the designers with syntax-based compositional 
interface for the design and verification of real-time programs, hiding semantic 
details. Another advantage of a syntactical approach is that the design pro- 
cess can be assisted by proof tools. In [Hoo94,XuM98,PWX98], some extensions 
of Hoare triples are proposed for real-time programs verification. However the 
derivation of a discrete design is not considered. 

The remainder of the paper is organized as follows. We give a summary of DC 
in Section 2. Section 3 details our design technique. The program construction 
technique is presented in Section 4. Section 5 concludes the paper. 

2 Duration Calculus with Iteration 

In this section we give a brief summary of DC*. The readers are referred to 
[HuG99] for more details on the calculus. 

A language for DC* is built starting from the following sets of symbols: a set 
of constant symbols {a, b,e, . . .}, a set of individual variables {x, y,z,. . .}, a set of 
state variables {P, Q, ■ ■ .}, a set of temporal variables {u, v, . . .}, a set of function 
symbols {f,g,...}, a set of relation symbols {R,U,...}, and a set of temporal 
propositional letters {A,B , . . .}. 

A DC* language definition is essentially that of the sets of state expressions 
S, terms t and formulae p of the language. These sets can be defined by the 
following BNFs: 

S = 0 \ P \ \ SV S 

t = c I X I u I / S I f(t, ...,t) 

ip = A \ R{t,...,t) \ \ {pW p) \ {p^p) !((,?*) I 3xp 

A state variable P is interpreted as a function I{P) : {0, 1} (a state). 

I{P){t) = 1 means that state P is present at time t, and I{P){t) = 0 means 
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that P is not present at time t. We assume that a state has finite variability in 
any finite time interval. A state expression is interpreted as a function which is 
defined by the interpretations for the state variables and Boolean operators. 

For an arbitrary state expression S, its duration is denoted by f S. Given an 
interpretation / of the state variables and an interval, duration f S is interpreted 
as the accumulated length of time within the interval at which S is present. So 
for any interval the interpretation I{J is defined as I{S){t)dt. 

A formula (p is satisfied by an interpretation in an interval [t, t'] when it 
evaluates to true for that interpretation over that time interval. This is written 
as I, [t, f] 1= (f. 

Given an interpretation I, a formula is true for [t, t"] if there exists a t' 
such that t < t' < t" and p and (f) are true for [t, t'] and [t', t"\ respectively. 

We consider the following abbreviations: ^ = f 1, [S'] A ( J P = g) A{£ > 0), 
Op = true'~'p'~true, and Op = ^O^p. 

3 From Continuous Specifications to Discrete Design 

A model of real-time control systems is depicted in figure 1. The plant denotes 
the continuous components of the system, in permanent interaction with the 
physical environment. The controller is a discrete component denoting a program 
executed by a computer. The sensors sample the states of the plant for them to be 
observable by the controller. The aetuators receive commands from the controller 
and control the plant accordingly. The sensors and the actuators constitute the 
continuous-to-discrete and discrete-to-continuous interfaces respectively. 




Fig. 1. A model of controlled system 



We define three concepts for formalising the relationship between continuous 
state variables and discrete ones. The first concept is the stability of continuous 
state variables. This property requires that continuous state variables should not 
change very fast in order to be observable at discrete time. 

Definition 1 (Stability). Given a state variable s and a positive real number 
5, we say s is d-stable iff the following formula is satisfied by any interval 

6-stable{s) = □([^sl'~'[sl'~'[^s] ^ [^s]'^(M Og> (5)'"[^s]) 
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Definition 2 formalises the relationship between a state variable r and a state 
variable s that always follows r after some time. 

Definition 2 (Control state). Given two state variables r and s, and a non- 
negative real number 6, we say r (i-controls s iff the following formula is satisfied 
by any interval 

r s = □( [r] A f > (i => (£ < 5)'^[s’|) 

The concept of control state can be used for formalising the behaviour of 
actuators. Let r be a state variable modelling a program command, and s a 
state of the plant. Then the relation r [>5 s means that whenever the controller 
issues the command r, the plant gets into state s within at most S time units. 
So the maximum response time is <5 time units. 

Definition 3 formalises the relationship between a state variable s and a state 
variable r that observes any change (stable enough) in s. 

Definition 3 (Observation state). Given two state variables r and s, and a 
non-negative real number 5, we say r ^-observes s iff the following formula is 
satisfied by any interval 

r~^ss = (s >5 r) A {^s >5 ~^r) 

The concept of observation state can be used for formalising the behaviour of 
sensors. Let r be a state variable modelling a program variable, and s a state of 
the environment. Then the relation r^ss means that any change (stable enough) 
in s is observed by the controller within <5 time units. So the sampling step is 6 
time units. Note that the definition says nothing about unstable change of s. We 
will assume that continuous state variables are stable enough, otherwise there is 
no way for a digital controller to guarantee safety requirements in general. 

The discrete interface is formalised as follows. For any continuous state vari- 
able s, we consider a discrete state variable Sc used by the controller to observe s 
via the sensors. The relationship between s and its sampling Sc is formalised by 
Sc~^s, for some non-negative real number 6 (representing the sampling step). 
Similarly, for any state p of the plant we consider a command Pc, a discrete state, 
for requesting (via the actuators) the plant getting into state p. The relationship 
between p and Pc is formalised by Pc P, for some non- negative real number r 
(representing the response time). 

We provide rules useful for refining a continuous design towards a discrete 
design. Following are some examples. More rules and their proofs are given in 
[SiHOOa]. 

Rule 1 (Transitivity of control) 

(a) (r s) (s t) . (r^^s) js^ff) 

r(>(5+r)f ’ r^(6+T)t 

Rule 2 (Monotonicity) 

(a) r>rs t<5 . 

r>st 



(b) If r ^ s then r >0 s ; (c) ^ s — t \>g u 

(r A t) >5 (s A u) 
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Rule 3 (Sequential (a) and Parallel (b) composition) 

V' 

^ -^[-^!3'~true) ip -> -^{true^^a) a~~-(3 x ^ A ^ □V' B ^ Up 
p^xjj => □% A A B => A p) 



4 Real-Time Programs Construction 

In this section we present a real-time programming language and our extension of 
Hoare triples as an abstract semantics of it. We develop a set of verification and 
design rules for a program. The readers are referred to [SiHOOb] for the formal 
semantics of the language and the proof of the soundness of the verification rules 
which are based on Weakly Monotonic Time Duration Calculus ([PaH98]). 

In the following BNFs, S ranges over programs, P and Q range over pro- 
cesses, e over arithmetic expressions, g over guards (Boolean expressions), d 
over positive natural numbers (d > 0), and x over program variables. 

P ::= skip \ x :=e \ delay d \ await g \ P-,Q \ 
if g then P else Q fi | while g do P od 

P::=Pi II P 2 II ... II P„, (n>l) 

For simplicity, we do not include non-determinism in the language. We as- 
sume the true synchrony hypothesis, viz, computation and communication do not 
take time, only the waiting for external synchronisation or explicit delay state- 
ments take time. The statement delay d delays the process for d time unit(s). 
During this period, the process could not do anything. Another timing control 
statement is await g which makes the process wait until the guard g is fired 
by the occurrence of an external event. The statements delay and await are 
the only statements that take time. The other statements conserve their usual 
meaning. Processes can share variables. We denote by WCI(Pi) the set of vari- 
ables written only by process Pi. Of course, local variables of Pi belong to that 
set. We also denote by VATZ{a) the set of variables occurring in a £ {P, e,g}. 

We extend the Hoare logic to real-time concurrent programming with shared 
variables to reason about terminating as well as non-terminating real-time pro- 
grams. Unlike computational programs, real-time control programs in general 
run forever. Our extension of Hoare triples has two forms. The first form is 
{p}[P,p]{q}, meaning that if the precondition p holds in the initial state and 
P terminates, then the postcondition q holds in the final state and the execu- 
tion period of the program satisfies the duration formula p. The second form is 
{p}[P,p]{}, meaning that if the precondition p holds in the initial state and P 
does not terminate, then any prefix of the execution period of the program sat- 
isfies the duration formula p. This couple of triples is used to reason about the 
properties of real-time programs. Following are some examples of our extended 
Hoare triples. 
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Rule 4 (Assignment) 

{g[T\e]}[x :=e,£ = 0]{g} 

Rule 5 (Delay in process Pi) 

{g}[delay d,£ = dA provided VATZ{q) C WO{Pi). 

Rule 6 (Consequence) 

(g-j p'^p <^ => 0 . CM p'^p 

{p'}[P,4>]{q'} {P'}[PA\{} 



5 Conclusion 

In this paper we have presented a technique for the design of real-time hybrid 
systems using Duration Calculus. We provide a set of rules for deriving a discrete 
design from the specification of a real-time system. Then we extend Hoare triples 
to real-time and develop rules for designing a real-time program that satisfies 
the discrete design. 
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Abstract. In this paper we describe our experience in reproducing syn- 
chronization bugs using a model checker. We demonstrate how model 
checking technology can be utilized for more than just model checking. 
Synchronization bugs are caused by physical phenomena which cause the 
actual behavior of a chip to be different than predicted according to the 
functional model. Traditionally, verification methods such as dynamic 
simulation and model checking use a synchronous model, whereas the 
actual behavior is according to an asynchronous model. Because of this, 
synchronization bugs are very hard to trace. Using a model checker we 
were able to create a model closer to the actual behavior, and retrace 
many synchronization bugs. Because model checking allows us to intro- 
duce non-determinism when checking a VLSI design, and because of its 
ability to produce counter examples for specifications that fail, we find 
that model checking is the ideal tool for reproducing synchronization 
bugs. 



1 Introduction 

Finding bugs as early in the design flow as possible is the goal of all types 
of verification techniques. The main method for functional verification used by 
the VLSI industry today is dynamic simulation. In Galileo Technology we 
use formal verification methods to complement the use of dynamie simulation. 
The main formal verification method used is (symbolic) Model Checking [2]. 
Model checkers are automatic tools, capable of proving that a design meets its 
specification. Model checking has two major advantages: it is exhaustive, i.e. it 
covers all possible combinations of inputs, and when the design does not comply 
with its specification the model checking tool presents a counter example to 
prove this. The main limitation of model checking is that it can handle only 
relatively small parts of a design. 

When a funetional bug is found in the early stages of design, it is relatively 
easy to fix. However, sometimes a bug is revealed only after the first prototype 
is manufactured and tested in the lab. In this case it is far more difficult to 
identify the cause of the erroneous behavior. An interesting case is when the bug 
that is seen in the lab was proven to be impossible by the model checking tool. 
These bugs are caused by physical phenomena which cause the chip to behave 
differently than expected according to the functional model used for verification. 
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One of the possible causes for such bugs, although not the only one, is the 
violation of timing constraints on the boundary between asynchronous modules. 
A typical case is when there are multiple clocks in the design, as in most chips 
today. Problems arise when a signal (the output of a flip Hop) from one clock 
domain is passed into a different clock domain. Because of certain physical phe- 
nomena, two signals that were coordinated in the source clock domain (changed 
value together) may be passed to the target clock domain with one cycle delay 
between them. If the design in the target clock domain depends on the coordi- 
nation between these signals it can cause a synchronization bug. 

Synchronization bugs are problematic for dynamic simulation, since the 
model used for dynamic simulation is a deterministic synchronous model, and 
does not take into account the possibility of the extra delay. To reproduce syn- 
chronization bugs we need a non-deterministic model in which each signal cross- 
ing the clock domain boundaries is either delayed by one clock cycle or not. It is 
also necessary to check all possible timings of events, which is impossible with 
simulation. Although the extra delay is caused by the violation of timing con- 
straints, even if we introduce exact delays on gates and wires into the dynamic 
simulation, synchronization bugs will not be found, since the delay is caused by 
a physical phenomena (meta-stable states) which is not simulated. 

The method we use is to replace synchronizer modules [1] in the design 
with non-deterministic modules. Synchronizers are modules which are placed on 
the signals of asynchronous interfaces. Because the space complexity of model 
checking is very sensitive to the number of variables (flip flops) in the design and 
the complexity of the behavior, we cannot simply replace all the synchronizers 
with a sophisticated model that represents the real life behavior. We use several 
models, each more sophisticated than the previous. We start with the most 
simple and small, and move to the others only if necessary. 

This work is unique in that it shows that it is possible to use model checking 
in order to verify properties at a level which includes asynchronous physical 
behaviors, behaviors which do not appear at the register transfer level. 

The paper is organized as follows. In Sect. 2 we give a brief overview of 
model checking of multi-clock systems and explain how synchronizers are used. 
In Sect. 3 we describe our method for reproducing synchronization bugs, and in 
Sect. 4 we conclude with some general remarks about our work. 

2 Model Checking of Multi-clock Designs 

Most real-life designs are multi-clock systems because different parts of the design 
need to run at different paces. In such systems signals from one clock are driven 
into flip-flops running on a different clock. Model checking of such systems is 
either performed using a single clock, which does not represent all the possible 
behaviors, or using multiple clocks, which is possible only on very small blocks. 

A D-flip-fiop passes the value from its input (called “d”) to its output (called 
“q” ) at every transition of the clock from zero to one. The correct behavior of a 
flip flop is guaranteed only under certain conditions of setup and hold times on d, 
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which means that d must be stable for a certain amount of time before and after 
the rising edge of the clock. If these conditions are not maintained it is possible 
that the flip flop will pass the wrong value to its output, or enter a meta-stable 
state, which means that the output of the flip-flop is undetermined and may 
stay this way until the next rising edge of the clock. Any other component of 
the design that examines the output of a flip flop in a meta-stable state may 
interpret it as either zero or one. 

Assume that the output of flip flop a is the input to the flip flop b. If a 
is running on a different clock than b then whenever a changes value it may 
violate setup and hold conditions for 6, since the change is not synchronized 
with 5’s clock, and b might output the wrong value, or enter a meta-stable state. 
The design methodology for multi-clock systems is that the interface between 
clock domains must use a full handshake protocol, so that the design on 6’s side 
must acknowledge the change in a’s value before a is allowed to change again. 
This solves the problem of b getting the wrong value because it is guaranteed 
that by the next cycle a has been stable long enough and b will get the correct 
value. The only effect here is that b changes value one cycle later than it should 
have. The solution for the problem of meta-stable states is the introduction of a 
synchronizer between a and b. 

A typical synchronizer [1] decreases the probability of an internal flip-flop 
entering a meta-stable state by placing two D-flip-flops in a row (Fig. 1). The 
probability of si entering a meta-stable state because of a change in a’s value is 
very small. If this happens, S 2 may stabilize on zero or one, or enter a meta-stable 
state itself. The probability of this is even smaller. 



Source clock domain Target clock domain 




Fig. 1. A typical synchronizer 



Each synchronizer creates a delay on its input signal, but it is possible to have 
different delays on different signals becatise of slight timing differences. This 
happens when two different signals that cross clock domains create different 
effects on their synchronizers - one will pass the change of value in time and 
the other “misses” a clock cycle (because there was not enough setup time) and 
passes the change only in the following cycle. Thus, signals that were coordinated 
in one clock domain are passed to the other clock domain with a delay of one 
cycle between them. Synchronization bugs occur when the correct behavior of 
the design inadvertently depends on the coordination of two signals, and this 
coordination is broken by the additional delay on one of them. This error will 
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not be revealed during verification with dynamic simulation since in simulation 
the coordination between signals is preserved. 

3 Reproducing Synchronization Bugs 

Normally, model checking fails to detect synchronization bugs because it ignores 
the non-deterministic behavior of synchronizers. We show how careful manip- 
ulation of the design can create a more accurate model. We present a simple 
version of the module with which we substitute the synchronizers in the design. 
We then describe more complicated, and more accurate modules. We need more 
than one version because using a complicated synchronizer may make the model 
checking task impractical. We strive to make the behavior of the synchronizer as 
simple as possible, not to add more variables (flip flops) than necessary, and not 
to add non-determinism if not necessary, while making sure that the behaviors 
we add are actually possible, or else we will find false bugs. 



3.1 Introducing Early Signals 

The situation is that a bug was found in the lab, on real hardware, and needs 
to be reproduced. A specification -0 claiming that the erroneous behavior is 
impossible is checked on the design and is proved to be correct. We suspect that 
this is a synchronization bug. Our goal is to refine the model of the design so 
that it is closer to the real behavior of synchronizers in a chip. 

As explained in Sect. 2, it is possible that the first flip flop inside the syn- 
chronizer will not pass a change in value in the cycle that it happens, but only 
one cycle later. To model this behavior we override the synchronizer code with 
a non-deterministic environment model. Instead of a 1-cycle delay, the new syn- 
chronizer module may pass a change on the input signal 1-cycle early. The effect 
on the coordination between different signals is the same, since it allows for any 
two input signals that change value at the same cycle in the source clock domain 
to be passed to the target clock domain with a difference of 1 cycle between 
them (even though one of them is early instead of the other being late). 

The new synchronizer module is written in the language of the environment, 
since this language allows for non-determinism. We use IBM’s RuleBase model 
checker [3], and the modules are written in EDL - RuleBase’s Environment De- 
scription Language. The semantics of this language is simple. The next clause 
describes the value of a variable in cycle n + 1 based on variable values in cycle n. 
The expression {exi , . . . , exk} stands for the non-deterministic choice of one of 
the values exi , . . . , exk- Following is the code for the stable-early synchronizer. 
Its input is either always passed on time, or always one cycle early. 



Module stable.early (/*INPUT*/ d)(/*OUTPUT*/ q) 
VAR 

si, s2 : boolean; 

Status : {Early,no_shift}; 

ASSIGN 
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next(sl) := d; 
next(s2) := si; 
next(Status) := Status; 



DEFINE 

q := if (Status=Early) then si else s2 endif; 



The VAR section declares the internal variables of this module: si, s2, and 
Status, which decides whether the input value d will be early or not. Status can 
have one of two possible values - Early or noshift. In the ASSIGN section 
the behavior of the variables is defined so that si has the value of d delayed by 
one cycle, and s2 has the value of d delayed by two cycles. The value of Status 
never changes, and q is defined according to it. 

The initial value for all the variables is left undefined, so Status can be either 
Early or noshift. This means that each instance of the synchronizer will either 
be always early, or always on time. This behavior is reasonable because it is 
likely that a synchronizer that causes a delay will do so for long periods of time. 
We do not set an initial value for si and s2 because all of our designs have a 
reset signal, so initial values do not matter. 

We replace every synchronizer in the design with the stable.early module, 
and check the same specification if. If it fails, the counter example produced by 
the model checker gives an example of how the different timing of signals passing 
between clock domains can cause an error. This counter example displays a be- 
havior which, although impossible in the regular model used for model checking, 
is possible in the actual chip, and is therefore a valid counter example. 

3.2 Other Versions of Synchronizer Modules 

For a large design we do not want to replace all of the synchronizers with non- 
deterministic versions, since this can make model checking impossible. However, 
if we replace only some of the synchronizers then the stable.early module is 
no longer sufficient. If signals a and b pass through synchronizers, but only 
a’s synchronizer is replaced, then there is only the possibility that a is early 
and not that b is early. For this reason we introduce the stable -earlysnd Gate 
synchronizer, which allows for signals to be either early or late. 

We add a variable s3 defined by: next{s3) := s2. We allow the Status variable 
to take an extra value “Late” so that if Status = Late then q := s3. The result 
is that q can be delayed by either 1, 2, or 3 cycles after d. We can now replace 
some of the original synchronizers in the design with this version, leaving some of 
them intact. We restrict our model so that either there are no late synchronizers 
or there are no early synchronizers (we do mix Early and noshift, or Late and 
noshift) . This prevents the possibility of two cycles difference between signals 
that were coordinated, which cannot happen in reality. 

In both of the previous versions the delay caused by a single synchronizer 
was fixed, although in reality it is possible for a synchronizer to add a delay only 
part of the time. For this reason we have a dynamicsarlysndJate synchronizer 
module, in which the Status variable can change value in the middle of a run. 
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We add an input boolean variable called allow-change, and define Status so 
that it cannot change when allow-change = False. When allow .change = True 
the Status variable can non-deterministically change value (or not), the only 
limitation being that it is not allowed to change from Early to Late or visa 
versa, because such a change is physically impossible. 

Most of the time when using this version we allowed Status to change only 
once in each run, because this behavior is closer to the real behavior of the chip 
(the delay of a synchronizer changes only very rarely). This also reduces the 
running times of model checking. 

4 Our Experience and Conclusions 

Galileo Technology develops VLSI chips for the communication markets. Formal 
verification using RuleBase is an integral part of the verification process of our 
products. The technique described here was used on several designs, some of 
which were very large. The design which started the work described here, for 
example, is a communication system controller, with around 1 Million gates. It is 
impossible to verify designs of this size using a model checker, so we verify smaller 
units separately. This unit includes two clock domains, running at different rates. 
Most of the time the model checking effort was done using the same clock for 
both domains, and using the stable.early or stable.early _and.late versions, but 
other versions were used as well, including complicated ones not described here. 
All together we were able to find several significant bugs which would have been 
extremely difficult to find otherwise. It is interesting to note that the main bug 
in this example was found using the simple stable .early .and date module. In 
fact, most bugs are found using the simple stable versions, because most of the 
bugs are conceptual bugs, where the designer did not consider synchronization 
issues at all. In this case, it is enough to break the coordination between signals 
once and the design will exhibit wrong behavior. 

The experience described in this paper shows that model checking is a very 
powerful tool. It can be used in many ways, to solve problems which are difficult 
to solve using other tools. The VLSI design flow is long and complicated, and we 
believe that there are other such problems where model checking can be applied. 
For example, we intend to investigate the possibility of using model checking to 
solve timing problems and to check performance. 
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Abstract. The paper investigates specification, verification and test generation 
for synchronous and asynchronous circuits. The approach is called Dill (Digital 
Logic in Lotos - the ISO Language Of Temporal Ordering Specification). Rela- 
tions for (strong) conformance are defined to verify a design specification against 
a high-level specification. Tools have been developed for automated testing and 
verification of conformance between an implementation and its specification. 



1 Introduction 



Dill (Digital Logic in Lotos [5]) is an approach for specifying digital circuits using 
Lotos (Language Of Temporal Ordering Specification [4]). Dill allows formal speci- 
fication of hardware designs, represented using Lotos at various levels of abstraction. 
Dill deals with functional and timing aspects, synchronous and asynchronous design. 
There is support from a library of common components and circuit designs. Analysis 
uses standard Lotos tools. Among Hardware Description Languages, Dill most closely 
resembles Circal (Circuit Calculus) in that both have a behavioural basis in process al- 
gebra. In the authors’ experience. Dill can be used successfully at a variety of abstraction 
levels where Circal appears to be less effective. 

Lotos is a formal language standardised for use with communications systems. Dill, 
which is realised through translation to Lotos, is a substantially different application 
area for this language. Lotos is neutral with respect to whether a specification is to 
be realised in hardware or software, allowing hardware-software co-design. Lotos has 
well-developed theories for verification and test generation. 

The current standard for Lotos does not support quantified timing, although the 
authors have developed Timed Dill for hardware timing analysis using ET-Lotos (En- 
hanced Timed Lotos). However, asynchronous circuits are also of interest. Like Dill, 
other asynchronous verification approaches define relations that judge correctness of a 
circuit design. However it is not possible to detect deadlocks and livelocks with confor- 
mance [1] and decomposition [2]. Although strong conformance [3] can do this, it does 
not work for non-deterministic specifications. The relations confor and strongconfor 
mentioned in this paper resolve these problems. 

For validating hardware designs, test cases are in practice manually defined or are 
randomly generated. More rigorous approaches use traditional software testing tech- 
niques or state machine representations. In Dill, tests are derived from higher-level 
specifications in a novel adaptation of protocol conformance testing theory. 
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2 Synchronous and Asynchronous Circuit Models 

Dill supports logic designs at different levels of abstraction, with formal comparison 
of higher level and more detailed design specifications. A component’s ports (e.g. its 
pins) are represented by Lotos event gates. To ‘wire up’ two ports, their Lotos gates 
are merely synchronised. 

The classical synchronous circuit model has combinational logic to provide the 
primary outputs and the internal outputs according to the primary inputs and the internal 
inputs. Internal outputs are then fed into state hold components to produce the internal 
inputs. Dill incorporates this practice into its synchronous circuit model, assuming that 
the primary inputs have already been synchronised with the clock signal. 

For a synchronous circuit, designers must ensure that the clock cycle is slower than 
the slowest stage in a circuit. This can be done by analysing the timing characteristics 
of components used in the circuit. The Dill model is constrained according to the 
environment in which it operates. If the clock is slow enough to let every signal settle 
down, it is reasonable to allow the value of each signal to change just once per clock 
cycle. Dill also requires that there be no cyclic connection within a stage, and storage 
components have to be specified in the behavioural style. 

Some of the better-known asynchronous design methods handle delay-insensitive, 
quasi delay-insensitive or speed-independent circuits. Dill deals with (quasi) delay- 
insensitive and speed-independent circuits since they assume unbounded delays that 
are appropriate for Lotos. (Quasi) delay-insensitive designs can be easily changed to 
speed-independent circuits by inserting artificial delay components. Asynchronous Dill 
concentrates mainly on speed-independent design. Happily this is a good match to the 
Dill approach since component delays are unbounded, just like the interval between 
consecutive Lotos events. If new inputs cannot change any pending outputs, the design 
is termed semi-modular. Semi-modularity is often used as a correctness criterion for 
speed independence. 

A specification is said to be input-receptive if every input is allowed in every state. 
In such a case, the Dill model represents the real circuit faithfully. An input quasi- 
receptive specification can be obtained by adding a choice when there is a potential 
output. It is not straightforward to transform a Lotos specification with more than just 
sequence and choice operators into input quasi-receptive form. Internal events must 
first be determinised (i.e. internal non-determinism is removed). Outgoing edges are 
then added to create input quasi-receptive specifications. Since it can be hard to extract 
an input quasi-receptive environment from a behavioural specification, relations are 
defined that respect the difference between input and output. These relations do not 
require a (quasi-)receptive environment or implementation, and are natural criteria for 
asynchronous circuit correctness. 

3 Conformance Testing and Verification 

Conformance testing is a term drawn from communications systems to mean evaluating 
the correctness of an implementation against its specification. To formally define an im- 
plementation relation, a test hypothesis is needed that implementations can be expressed 
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by a formal model, Dill describes behaviour using an lOLTS (Input-Output Labelled 
Transition System) whose actions are partitioned into inputs and outputs. 

Several implementation relations have been defined to express conformance of an 
implementation to its specification. The authors have defined the confer (conformance) 
relation to require that, after a suspension trace of the specification, the outputs that 
an implementation can produce are included in what the specification can produce. A 
second implementation relation strongconfor (strong conformance) is also defined. This 
is similar except that output inclusion is replaced by output equality. Normally confer 
is used for a deterministic specification and implementation, while strongconfor is used 
when an implementation is more deterministic than a specification. The verification tool 
VbnCon/ developed by the authors checks the (strong)confor relations. 

The ioconf relation (input-output conformance) has been defined to reflect the input- 
output relationship between an implementation and its specification. Suppose that sp is 
a state of the specification and that im is the corresponding state in the implementation. 
If sp can produce output op, a correct implementation should also produce it. If sp 
cannot produce a certain output, neither should the implementation. However when a 
specification is allowed to be non-deterministic, it is too strong to require im to produce 
exactly the same outputs as sp. A suitable relation should thus require output inclusion 
instead of output equality. Unfortunately a circuit that accepts everything but outputs 
nothing would also be qualified as a correct implementation. The overcome this problem, 
a special ‘action’ S is introduced for quiescence, meaning the absence of output. Like 
any other output, if 5 is in the output set of im it must be in the output set of sp for 
conformance to hold. That is, im can produce nothing only if sp can do nothing. 

The Dill approach allows a design specification to be formally checked against 
an abstract specification. The same approach also allows test suites for an implemen- 
tation to be rigorously derived from its specification. A circuit is specified in Lotos 
(whose semantics is given by an LTS - an ordinary Labelled Transition System). The 
implementation of the same circuit is described by VHDL. 

To support the checking of conformance, an intermediate LTS termed a suspension 
automaton is built from the specification LTS. The suspension automaton of an LTS 
is obtained by adding self-loops for all quiescent states {S ‘actions’ where no output 
is pending). The resulting automaton is then determinised. Checking conformance is 
reduced to checking trace inclusion on the suspension automaton. A test case has finite 
deterministic behaviour that ends with states labelled Pass or Fail to indicate the verdict 
of conformance. The test cases generated by Dill have the form of traces to allow easy 
measurement of test coverage and automatic execution of test cases. The strategy is to 
cover all transitions in a transition tour that addresses the Chinese Postman problem. 

Tests are generated from a suspension automaton by an algorithm that offers three 
choices in each iteration. The first choice terminates test generation. Since specifica- 
tions usually have infinite behaviour, test generation has to be stopped at some point. 
The second choice gives the next input to the implementation. Since inputs are always 
enabled, this step will never result in deadlock when an input is applied. The third choice 
checks each possible next output of the implementation. Any implementation producing 
an unexpected output will result in a Fail terminal state, indicating a non-conforming 
implementation. For all other outputs, test generation may continue. 
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This test generation algorithm guarantees sound and exhaustive test cases for the 
iocon/ relation. The authors have developed the TestGen tool to realise this algorithm. 
Each generated transition tour is a test case and is saved in a test file. A testbench was 
designed to allow the test cases to be applied and executed against the VHDL description 
of the circuit. 

4 Case Studies 

4.1 Bus Arbiter 

The Bus Arbiter is a benchmark circuit used to exercise hardware verifiers. Normally the 
arbiter grants access to the highest priority client: the one with the lowest index number 
among all the requesting clients. However as requests become more frequent, the arbiter 
is designed to fall back on a round-robin scheme so that every requester is eventually 
acknowledged. This is done by circulating a token in a ring of arbiter cells, with one cell 
per client. Although the Bus Arbiter has been studied by many researchers, as far as the 
authors know there has not been a formal specification of the arbitration algorithm used 
in the design. With Lotos, it is possible to provide such a higher-level specification.. 

The formulation of properties uses action-based temporal logics ACTL (Action- 
based Computational Tree Logic [6]) and HML (Hennessy-Milner Logic). The following 
three properties have to be proved for the circuit: no two acknowledge outputs are asserted 
in the same clock cycle (safety); every persistent request is eventually acknowledged 
(liveness); and acknowledge is not asserted without request (safety). To verify the higher- 
level specification against the temporal logic formulae, the LTS of the specification was 
produced first. Generation and minimisation of the LTS take a few seconds on a 300 MHz 
Sun. The temporal logic formulae are then verified against the minimised LTS within a 
minute. 

To check the lower-level specification, the design of the arbiter was divided into 
pieces - one per cell of the arbiter. An LTS which is safety equivalent to the Lotos spec- 
ification of the design was generated in about seven minutes. The two safety properties 
were verified to be true against this LTS, implying that the design also satisfies these 
properties. Verification of the formulae took just seconds. However generating an LTS 
that is branching equivalent to the design took almost one day, after which the liveness 
property was also verified to be true. 

Lor checking equivalence between the higher-level algorithm and the lower-level 
design, compositional generation was exploited to generate the LTS for the design. This 
took about eight minutes to calculate. In fact this LTS is not observationally equivalent to 
the one representing the higher-level specification. It was found that the circuit does not 
properly reset the override out signal. This is a fault in the supposedly proven benchmark 
circuit. The design was modified and then verified to be observationally equivalent to 
the higher-level algorithmic specification. 

4.2 Black-Jack Dealer 

The Black-Jack (Pontoon, Vingt-et-Un) Dealer is another verification benchmark circuit 
[7]. It is a synchronous circuit whose inputs are Card. Ready and Card.Value. Its outputs 
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are boolean: Hit (card needed), Stand (stay with current cards) and Broke (total exceeds 
21). Aces have value 1 or 11 at the choice of the player. Using the authors’ TestGen 
program, a test suite for the Black-Jack Dealer was derived. The test suite is ahle to test 
181 different hands of cards that a dealer may hold. The VHDL implementation given 
in [7] was evaluated against this test suite. 

Although the circuit was expected to pass the test suite, a Fail verdict was recorded 
after the dealer was given the following cards: 5, 5, 3, 2, 1, 10. The circuit should initially 
take an Ace as 1 1 . This should be re- valued as 1 the first time the result would be Broke. 
But the given design continues to re-value the Ace card. Carefully simulating the circuit 
discovered a problem in the benchmark with one of the flag registers that indicates an Ace 
should be 1 1 . By slightly modifying the circuit to remove the cause of a short duration 
pulse, the circuit was enabled to pass the test suite successfully. 



4.3 Asynchronous FIFO 

As a typical asynchronous circuit, an asynchronous FIFO buffer was specified and anal- 
ysed. The FIFO has two inputs InT, InF and two outputs OutT, OutF. Its inputs and 
outputs use dual-rail encoding in which one bit needs two signal lines. The Req input 
comes from the environment of a stage, indicating that the environment has valid data to 
transfer. The Ack output goes to the environment, indicating that the stage is empty and 
ready for new data. The implementation uses two C-Elements (transition synchronisers 
used in asynchronous circuits). To ensure the FIFO works correctly, the environment 
has to he coordinated. It is convenient to think about the environment in two parts: EnvF 
(front-end) produces data, while EnvB (back-end) consumes it. 

It was verified that the specification satisfies the following property: if there is an 
input of i, then the output will eventually become 1 (and similarly for input/output of 0). 
It was verified that Spec « Impl || (EnvB |[- • ]| EnvF), where « denotes ohservational 
equivalence. 

When speed independence needs to be verified, each building block (including the 
environment) should be specified in the input quasi-receptive style (-QR). It was verified 
that Spec « ImpLQR || (EnvB.QR |[- • ]| EnvF.QR), which gives more confidence in 
the design of the FIFO. The liveness property is also satisfied by the implementation 
ImpLQR 1 1 (EnvB.QR | [■ • ■] | EnvE.QR). 

It was also shown that ImpLQR || (EnvB.QR |[- ■ ■]! EnvE.QR) strongconfor Spec 
using the VfenCon/ tool. The TestGen tool huilds a single test case of length 28: 



InF !I 
InT !I 

6 

OutT !0 



InF !0 
OutF !0 
InF !0 
OutT !I 



OutF !I 
InT !0 
OutF !0 

5 



InF !I 
OutT !I 
InT !I 
InT !0 



OutF !0 
InT !1 
OutT !I 
OutT !0 



OutFll InFlO 

OutT !0 OutFll 

InT 10 InT 11 

S Pass 



4.4 Selector 

A selector (an asynchronous design component) allows non-deterministic choice of 
output. After a change on input Ip, output Opl or Op2 may change depending on the 
implementation. The TestGen tool produces a single test case of length 1 1 for the selector. 
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This example shows how test branches are marked. After Ip !1, the output Opl !1 is 
marked with the current state (*S1) since an implementation may also do Op2 !1. A 
selector that insists on sending its input to Opl can follow the first row of steps in the 
test case below. After the sixth step (Ip !1), it cycles back to the second step (Op !!)- a 
loop that the testbench must break. 

Ip!l Opl!l(*Sl) Ip !0 Opl!0(*S2) S Ip ! 1 

Op2!l(*Sl) S Ip !0 Op2!0(*S2) Pass 

5 Conclusion 

An approach to specifying synchronous circuits has been presented. This has allowed 
standard hardware benchmarks to be verified - the Bus Arbiter and the Black-Jack Dealer 
in this paper. The authors were pleasantly surprised to find that their approach discovered 
previously unknown flaws in these circuit designs. 

An approach to specifying asynchronous circuits has also been presented. (Quasi) 
delay-insensitive circuits are transformed into speed-independent designs. Violations of 
speed-independence (or rather, semi-modularity) are checked using specifications that 
are input (quasi-)receptive. The (stwng)confor relations have been defined to assess the 
implementation of an asynchronous circuit against its specification. 

The correctness of a Dill specification can be easily checked by simulation tools. 
The TestGen tool generates test suites using transition tours of automata. This allows 
automatic generation of test suites for reasonable coverage, and also allows testing of 
non-deterministic implementations. The VeriConf tool was developed to support the 
( strong )confor relations. 
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Abstract. We present the Multiclock Esterel language, which extends 
the synchronous language Esterel to multiple clock zones. While Esterel 
is good for compact single-clocked hardware or software designs, modern 
electronic designs are growing rapidly and they can no longer be designed 
in a monolithic fashion. Problems such as clock distribution, complexity, 
and power limitations have led designers to construct designs in a mod- 
ular, multiple clock fashion. Multiclock Esterel is designed precisely to 
address this design style. It is a natural extension of Esterel, and retains 
its strong synchronous semantics and internal determinism. Statements 
driven by different clocks communicate through two special devices called 
the sampler and the reclocker. Multiclock Esterel should be understood 
as a preliminary language proposal meant to study multiclocking. It has 
not yet been validated by large experiments. 



1 Introduction 

The Esterel synchronous reactive language [5,4,6], which we call Classic Esterel 
in this paper, is based on a single-clock instantaneous interaction principle. The 
behavior of a program is defined by a sequence of reactions to input sequences. 
The execution environment decides when the program is provided an input, and 
a reaction is viewed as the simultaneous production of an output response to 
an input event. We call ticks the instants in which reactions occur, and master 
clock the sequence of these instants (it is a logical clock and no time regularity 
is required). This synchronous view has proved useful for a fairly large class 
of reactive applications such as process or human-machine interface controllers, 
communication protocols, and hardware circuits. For single-clocked synchronous 
circuit synthesis [13], the master clock is simply the circuit’s clock [2,4]. Then, 
reaction to an input is not instantaneous, but it is guaranteed to be computed 
before the next clock tick; this is the best practical approximation of perfect 
synchrony. 

In practice, synchronous single-clocking makes perfect sense for compact sys- 
tems for which it is reasonable to pretend that all the system’s component fit 
within a single circuit or within a single micro-computer for software applica- 
tions. However, modern electronic designs are characterized by unwieldy size, 
clock distribution complexity, and power limitation. Their hardware, software. 
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or mixed implementation tends to abandon the classical single-clock framework 
in favor of a multiclock one, each clock controlling a circuit zone or a local pro- 
cessor. A good example of this is described in [12], where a single global clock 
was abandonned for a design style with multiple local clocks. Communication 
between clock zones becomes a critical issue and is carefully controlled either by 
inserting special devices such as latches or by line timing analysis. 

In this paper, we present an extension of Esterel for such multiclock systems, 
which we call Multiclock Esterel. The new language proposal extends Classic 
Esterel in two ways. First, it deals with a set of primary clocks instead of a 
single global clock, each individual reactive module being clocked by one of the 
primary clocks. Second, it introduces two new communication primitives between 
clock zones, the sampler and the reclocker, which make it possible to send an 
information on a given clock and to receive it on another clock. These extensions 
are quite minimal, semantically well-defined, and physically reasonable. 

Semantically speaking. Multiclock Esterel is still a synchronous language in 
the sense that clock ticks of different clocks remain comparable in time and infor- 
mation transmission remains instantaneous. We thus retain the strong determin- 
ism property which has proved so useful in the synchronous language framework: 
the behavior of a program is completely determined once the clock timings and 
the input flows are known. There is a larger amount of external non-determinism 
(the timings of the clocks), but still no internal non-determinism. Therefore, Mul- 
ticlock Esterel is not a language for large asynchronous distributed applications 
for which such notions are not applicable. Since words are heavily overloaded in 
this field, we shall speak of single clocked and multiclocked parts of systems, and 
we shall avoid using the ambiguous word asynchronous. 

As in [4,3] , we concentrate on the kernel Multiclock Esterel calculus, ignoring 
software engineering issues related to full language development. Our goal is 
to develop the foundations of multiclock langages, and in particular to study 
preemption operators in the multiclock framework. In Sect. 2, we study how 
communication can be organized in a multiclock context, and we define the 
sampler and the reclocker. 

In the rest of the paper, we study the Multiclock Esterel calculi. The syntax 
defines two kinds of terms: the clocked reactive statements, which are basically 
those of Classic Esterel, and the multiclocked processes. A multiclocked process 
it is either the pair of a reactive statement and of the clock that drives it, or a 
compound structure involving several of these clocked reactive statements driven 
by different clocks. The semantics is given by a modeling in Classic Esterel. 

In Sect. 3 we begin with the basic calculus, where a multiclocked process 
is a fiat network of reactive modules, each controlled by a given clock. In the 
full calculus in Sect. 3.3 we achieve full orthogonality by allowing processes to 
be recursively launched from within reactive statements and vice versa. We can 
then define how an arbitrary multiclocked process can be preempted by a re- 
active preemption statement. We also enrich processes by allowing sequencing 
and looping of them. We give a simple example of preemption control of a fast 
process by a slow one. We conclude in Sect. 4. 
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2 Clocks, Signals, and Communication 

2.1 Clocks 

We consider a set C = {c, c', cq, ci, . . .} of clocks. Intuitively, a clock is a primitive 
object that delivers ticks in sequence. Clocks are logical and need not be periodic 
in time. For instance, a clock can be generated by a quartz, by the depressing of 
a button, or by the decision to call a program. Clocks determine tick sequences, 
which can be dealt with in two ways: 

— Diserete time: A tick sequence is a sequence of global ticks, where a global 
tick is characterized by a set of clock names: 

Cl, C2, C1-C2, Cl, C3, C2, Ci-C2'C3,... 

Here, Ci-C2 means that the clocks ci and C2 tick simultaneously. Allowing 
simultaneity is useful for several reasons: we may want to set two clocks equal 
in a program, we may want to extract a clock from another one, or we may 
simply want to deal with coincidental simultaneity of a priori independent 
clocks. When needed, we can require clocks to be non-simultaneous for all 
of their ticks by asserting an exclusion relation of the form c#c' as we do for 
signals in Classic Esterel. 

— Continuous time: here time is continous and a clock is defined by a finite 
or infinite increasing sequence of real numbers representing the instants at 
which the clock ticks. Ticks of distinct clocks can coincide in time. 

In our framework, both models are essentially equivalent, but one or the other 
may be more natural in intuitive or formal descriptions. It is easy to go from 
one model to the other: from discrete time to continuous time, associate any 
increasing sequence of reals with a discrete tick sequence; conversely, from con- 
tinuous time to discrete time, extract the clock set sequence from the increasing 
sequence of real numbers obtained by taking the union of the individual clock 
sequences. 



2.2 Signals and Communication 

In Classic Esterel, there is a single implicit clock c for all statements, which makes 
communication very simple. In Multiclock Esterel, we organize communication 
between different clock zones by sampling and reclocking the exchanged signals. 
We explain the semantics of communication and discuss the appropriate software 
or hardware devices for implementing it. 



Communication in Classic Esterel. Two Classic Esterel statements p and q 
communicate by instantaneously propagating signals: for example, at some tick 
of c, p emits s and q instantaneously receives s. A pure signal is characterized 
by its broadcast status at each tick of c, which is either present [high) or absent 
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(low). A pure signal s is absent by default, and it is set present at a tick of c if and 
only if at least one “emit s” statement is executed at that tick. Simultaneous 
emission of s by concurrent emit statements is allowed and simply sets s present. 

In addition to the status information, a valued signal broadcasts a value 
belonging to some data type, with the restriction that a value change can occur 
only when the signal is present. A valued signal is emitted by executing an 
“emit s(e)” statement, where e is a value expression. The value of s is read by 
the expression ‘?s’. To give a meaning to concurrent emission of a valued signal, 
one associates with it an associative and commutative combination function, 
which is used to combine all the separately emitted values into one final value. 
For example, “emit s(l) I I emit s(2)” results in ?s = 3 if combination is done 
by addition. 



Pure Communication in Multiclock Esterel. In Multiclock Esterel, we 
retain the principle of instantaneous reaction to clock ticks and communication 
by signals, but we may emit and receive signals according to several clocks. 
Instants become relative to clocks. Consider two processes A and A' running 
reactive statements respectively clocked by two different clocks c and c'. Each 
process is locally single-clocked: communication within A (resp. A') is governed 
by c (resp. c') as in Classic Esterel. To communicate with each other, A and 
A' can share an instantaneously broadcast signal s without sharing a clock: the 
emitter A will emit s at some tick of c, and the receiver A' will receive s at some 
tick of c'. Instantaneous propagation means that A' will receive s at the very 
first tick of c! that follows the emission tick of c, however close these ticks are in 
time, up to tick equality for which A' will also receive s as in Classic Esterel. 

Which status s' of s will A! receive at c'? This question doesn’t arise in 
Classic Esterel, since there is only one clock for the emitters and receivers: com- 
munication occurs only on ticks, and statuses outside ticks are irrelevant in the 
model (they are of course relevant in implementations). In Multiclock Esterel, 
we view signals as continuous objects and statuses as being held high or low 
during the emitter’s clock cycle according to their emission statuses at the clock 
tick, as pictured in Eig. 1. We think there are two fundamental choices for s': 

1. Sampling: s' is present at c' and set high for the c' cycle if and only if s is 
high precisely at c'. 

2. Reclocking: s' is present at c' and set high for the c' cycle if s has been high 
at least once at any time since the previous occurrence of c'. 

Sampling is the classical operator of Signal Theory. It is like taking a snapshot of 
the signal at c'. Reclocking has a built-in memory, and amounts to taking a long 
exposure on s not to miss any occurrence. This can be necessary if the sender’s 
clock c is faster than the receiver’s clock c': for instance, if the sender is sending 
transient alarms, and if the receiver worries about the emission of at least one 
transient alarm since its last tick, sampling is not enough to catch the required 
information at the receiver and reclocking is mandatory (another example will 
be given in Sect. 3.5). In Multiclock Esterel, we make both choices available. 
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clock c 



signal s 



clock c’ 



sampled s’ 



reclocked s’ 



Region A 



Region B 



Region C 



Fig. 1. Communication devices in continuous time 



As usual with synchronous languages, there are boundary problems to be 
solved: 

— Sampling: if the ticks of c and c' coincide, the sampled status is the new 
status of s w.r.t. c, i.e. the one which will be valid for s in M until the next 
tick of c. 

— Reclocking: if the ticks of c and c' coincide, the new status of s in M is not 
considered for s' in M'; reclocking checks that s has been emitted since the 
previous tiek of c included, eurrent tick excluded. 

The other boundary cases can be obtained simple Boolean combinations of the 
above ones. If c' = c, sampling is simply transparent, while reclocking amounts 
to taking the previous status of the signal, as for the Classic Esterel pre operator. 

In Fig. 1, the following three differences between sampling and reclocking 
cases are illustrated: 

Region A: the reclocked signal can be delayed in its rising transition with 
respect to the sampled signal when the clocks c and c' coincide on a rising 
edge of s: reclocked s' cannot see the current value of s until the next tick 
of c', while sampled s' can. 

Region B: the reclocked signal is delayed in its falling transition with respect 
to the sampled signal: reclocked s' remains high if s was high at any time 
since the last tick of c', while sampled s' goes low as soon as s is low at a tick 
of c'. (Region B illustrates this for the case in which c and d do not coincide 
for s’s falling transition. The same is true when c and c' do coincide, but we 
have not shown this case.) 

Region C: The reclocked signal can detect spurious high values for s that might 
be missed by the sampled signal. 
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An example where a reclocker is needed is presented in Sect. 3.5. The extended 
version of this paper, available from the authors, contains another illustrative 
example of sampling and reclocking. The example is a video game where a process 
controls a joystick and another process controls the game proper. The joystick 
and game processes have different clocks. The joystick process sends position 
signals to the game, which samples them. The joystick also sends a reset signal 
to the game. This signal must be reclocked by the game, otherwise it could be 
lost. 



Value Communication in Multiclock Esterel. As far as valued signals are 
concerned, sampling extends trivially by inputting the current value of a signal 
in addition to its status at the receiver’s clock tick. The value may have changed 
many times since the previous tick, but we only sample the most recent one, 
as for the status; this is exactly what sampling means in signal theory. The 
memory effect of reclocking makes defining the value of a reclocked signal less 
obvious; a natural extension of the Classic Esterel concept of multiple simulta- 
neous emission would be to combine all the successive values received since the 
previous tick by an associative-commutative operation. Since we have no really 
good supporting example, we prefer to postpone the decision and to currently re- 
strict Multiclock Esterel to pure or valued sampled signals and to pure reclocked 
signals. 



Single Clocked and Mnlticlocked Signals. Given a clock c, we say that a 
signal is clocked by c if its status changes occur only on ticks of c. A signal which 
is emitted by reactive statements driven by a single clock c is always clocked by 
c. Sampling and reclocking always generates local views that are clocked by the 
receiver’s clock. 

An interesting question is whether or not we want to allow mnlticlocked 
signals. A pure mnlticlocked signal could be handled by merging the results of two 
different emit statements driven by different clocks, saying that s is high at time 
t if any one of the outputs of the emit statements is high at that time. The device 
to do this is a wired or. However, mnlticlocked merging does not extend trivially 
to valued signals. We said that multiply emitted values should be combined 
by an appropriate combination function. We should also combine the values if 
the ticks of two distinct emitter clocks happen to be simultaneous. This would 
be semantically meaningful, but we lack magical tricks for the implementation. 
Therefore, we choose to postpone this problem and to forbid mnlticlocked signals 
for the time being. We do not see this as a limitation: in most hardware systems, 
each signal is computed from a single clock zone. 

2.3 Sampling and Reclocking Devices 

Having seen that for Multiclock Esterel have two fundamental choices in reading 
a signal that passes from one clock zone to another, and having defined what 
sampling and reclocking semantically mean, we now study devices that can do 
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the job for different styles of implementation. We name them generically the 
sampler and the reclocker. To give an operational semantics of Multiclock Es- 
terel, we first encode them within Classic Esterel. We then discuss hardware and 
software realizations. 



Classic Esterel Encoding. To model Multiclock Esterel in Classic Esterel, 
we can write single-clocked programs where the tick is that of a fictitious global 
clock of the Multiclock Esterel programs, which is faster than all of the actual 
clocks. A Multiclock Esterel clock can then be modeled as an ordinary Esterel 
signal. (This is modeling, not programming, since this global clock will be inac- 
cessible from within Multiclock Esterel programs.) The obtained Classic Esterel 
program is deterministic, which means that Multiclock Esterel has no internal 
non-determinism. However, the fact that Multiclock Esterel clocks have become 
free input signals leaves room for a large amount of external non-determinism. 

We take the freedom of considering C’ and S’ as valid Esterel identifiers, 
using primes for the receiver side. The sampler takes as input the signal S, the 
receiver clock C ’ , and it returns as output the local receiver view S ’ clocked by 
C’: 



module Sampler : 
input S ; 

input C’; 7« the clock 

output S ’ ; 

loop 

present S then 
sustain S’ 
end present 
each C’ 
end module 

Although the module is active on every tick of the fictitious global clock, sam- 
pling S only happens on ticks of the clock C ’ . On any tick of C ’ in which S 
is present. S’ is emitted, and it keeps being emitted on every global clock tick 
(i.e. “continously in discrete time” ) until the next tick of C ’ arrives. Notiee that 
loop . . . each is stongly preemptive, so that when C ’ oceurs, the sustain state- 
ment is preempted without being exeeuted, the loop loops, and the sustain 
statement is instantaneously restarted only if S is present. Therefore, we indeed 
sample the new value of S as required in the sampler specification. 

The reclocker has the same interface. It can be coded as follows: 

module Reclocker : 
input S ; 

input C’; °/, the clock 
output S ’ ; 



signal MEM in 
loop 
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await immediate S; 
sustain MEM 
each. C' 

I I 

loop 

present pre(MEM) then sustain S’ end 
each C’ 
end signal 
end module 

The first part of the parallel statement implements a memory to remember the 
occurrence of S. As soon as S goes high on a global clock tick, the internal signal 
MEM is set high, where it remains (by being emitted each global clock tick) until 
a tick of C’ occurs. When C’ occurs, the previous value of MEM w.r.t. the global 
clock is tested and S ’ is sustained for the next cycle if MEM was high. Notice that 
an S occuring at the same time as a C’ is taken into account only in the next 
tick of C’, as required by the reclocker specification. 

Software Implementation. A software implementation of Multiclock Esterel 
can follow the principles of Polls [1]. Clock ticks correspond to module activa- 
tions, acting as Polls CFSMs. A sampler is a single memory cell in which writers 
write and readers read, i.e., a Polls 1-place buffer. A reclocker is a 1-place buffer 
with an additional bit set at each write and reset by the reader. For multipro- 
cessor applications, atomicity conditions on activations, reads and writes are 
required as usual to provide a consistent view between readers and writers. 

Hardware Implementation. In hardware, one can build a sampler and a 
reclocker using electronic devices such as latches and flip-flops (unfortunately, 
the terminology is a little sloppy in this field). For instance, the sampler can 
be built as a positive edge- triggered D flip-flop [10]. However, it is impossible 
to build a perfect sampler or reclocker, because of the standard metastability 
problem. For any sampling device, there is a time interval S around the clock 
edge inside of which the sampled signal cannot itself have an edge. Otherwise, 
the device can enter a metastable state in which it incorrectly drives its output 
for some amount of time. 

The metastability problem is not specific to Multiclock Esterel. It arises in 
any kind of harware multiclock design. In today’s technology for multiclock de- 
sign, a sophisticated timing analysis program is run to ensure that there are 
no violations of clock setup and hold times. A similar analysis should be made 
for a synthesized implementation of an Multiclock Esterel program. In this ex- 
ploratory paper, we shall ignore these issues since we want to experiment with 
the technology-independent aspects of language design. 

3 The Multiclock Calculus 

In this section, we develop the Multiclock Calculus. We begin with some defini- 
tions of basic elements and the fiat calculus. This is followed by the modeling 
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of the flat calculus in Classic Esterel. We continue by addressing the issues of 
process sequencing and preemption. Finally, we give an example containing a 
slow module controlling a fast process. 

Terms in Multiclock Esterel are divided into two categories, multiclocked 
processes and single-clocked reactive modules. Recall that Classic Esterel contains 
only reactive modules. 

— Processes P, Q, etc., are elementary or compound. A process has a signal 
interface and a body. Elementary process bodies consist in executing a reac- 
tive module with a given clock and a given sampling / reclocking interface 
specification. Compound process bodies are built from elementary ones by 
concurrency and signal scoping declaration, and possibly by sequencing and 
looping in the extended calculi. 

— Reactive modules M, N, etc., are as in Classic Esterel. Each reactive module 
is governed by a single clock, which is implicit in the module. The interface 
specifies the input / output signals. The body is a reactive statement. All 
the statements in kernel Classic Esterel are imported in kernel Multiclock 
Esterel. Only one statement is added, execution of a process. 

— A program is defined by a set of clocks and a process. 

For compound processes, clocks appear only in the leaf elementary processes, 
which in turn call clocked reactive modules. Therefore, there is no global clock 
accessible to the executable reactive statements: a reactive statement knows only 
the clock that runs it. 

We first present the flat calculus, limited to putting classical reactive mod- 
ules into a flat multiclocked parallel structure. Then, we present the full calculus, 
where we can recursively embed multiclocked processes into single-clocked reac- 
tive modules and conversely, up to any depth. In this fully orthogonal language, 
one can deal in a general way with preemption of multiclocked processes. As in 
[4], we use indifferently a mathematical style or a programming language style 
syntax. 



3.1 The Flat Calculus 

In the flat calculus, a process is limited to being composed of reactive modules 
driven by given clocks and put in parallel. 



Processes. A process P = {1,0). A has a list I of input signals, a list O of 
output signals, and a body. Process bodies are written A, B, etc. Their syntax 
is as follows, M denoting a reactive module defined below: 

c* M (/™) run M clock C input sample I ... 

A\B A\\B 

A\s signal S in A end 



There are clock constaints on signals, which will be presented in Sect. 1. 
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In the c * M (/™) reactive module run statement, the decorated vector /™ 
of input modes specifies an exponent m e {s, r} for each input signal of M. The 
exponent defines how the signal is brought into the clock c: s means that the 
signal is sampled, r means that it is reclocked. 



Reactive Modules. A reactive module M is defined by an interface specifica- 
tion and a body: 

M = {I,0).p 

The interface specifies the input signal vector I and the output signal vector O. 
The body is a reactive statement p^, with syntax that of Classic Esterel: 



0 


nothing 


1 


pause 


k (for fc > 1) 


exit t 


!s 


emit s 


si p, q 


present s then p else q end 


s D p 


suspend p when s end 


p] q 


p;q 


p >1= 


loop p end 


p\q 


P II 9 


{p} 


trap t in p end 


tp 




p\s 


signal s in p end 



Notice that there are two concurrency operators ’|’, one for reactive statements 
and one for processes, and similarly two local signal declaration operators 
These operators perform the same kind of operation in both worlds, although the 
behaviors are technically different. There is no danger in overloading the symbols 
since one can always determine unambiguously from the syntax whether one is 
inside a process body or a reactive module body. 

Signal and Clock Constraints. Signals are subject to the usual visibility 
rules. A signal refered to in a reactive statement must be an interface signal 
or a local signal in the enclosing reactive module. For any reactive module run 
c * M (/™) occuring in the body A of a process P, a signal s in M’s interface 
must be declared as an interface signal of P or as a local signal in an enclosing 
local signal declaration A \ s. 

Signals in a reactive module are always clocked on the module’s implicit 
clock. Input signals are either sampled or reclocked by the module run interface; 
local and output signals are set by the emit statements which only acts on the 
module’s clock. 

Signals in a process must obey the following clock consistency rules: all re- 
active modules that share a signal as output must be clocked by the same clock. 

^ We use P for a process and p for a reactive statement, which may be confusing. The 
whole Esterel literature uses p for statements, a notation we keep here. 




120 G. Berry and E. Sentovich 



This requirement ensures that each signal is properly clocked by a single clock, 
as required in Sect. 2.2. 



3.2 Modeling Flat Multiclock Esterel in Classic Esterel 

We give the semantics of a flat Multiclock Esterel program by modeling its 
behavior in Classic Esterel. For this, we introduce a fictitious base clock faster 
than all Multiclock Esterel clocks, as in Sect. 2.3. We consider this fictitious clock 
as the Classic Esterel model base clock and we view each Multiclock Esterel clock 
c as a pure signal also named c in the Classic Esterel translation. We define a 
translation function T which translates any multiclocked process P into a Classic 
Esterel term T{P). 

The interface of T (P) is simply that of P. The process body is translated in 
a trivial recursive way until reaching a clocked module run statement: 



T{A\B) = T{A) I T{B) 

T{A\s)=T{A)\s 

We now translate a leaf explicitly clocked module run statement c * M (/'"), 
m € {s, r}, with M = (/, 0).p. The basic idea is to introduce local views I' and 
O' clocked by c' of the input and output signals vectors I and O, ant to use 
three components in parallel: the appropriate translation of p, an input handler 
, c' , /'), which builds the local view I' of I according to the sampling or 
reclocking directives m, and an output handler TO {O' , c' , O) which builds the 
output signals O from their local views O' . 

The input handler puts in parallel individual signal handlers that sample or 
reclock input signals using the sampler and reclocker defined in Sect. 2.2: 



T/(J™ , c' , P) = T/(io™« , c' , i'o) I ,c',i'^)\... I 

Tram I -/N ^ / Sample {i, c', i') if m = s 
^ ^ ' y Reclock {i, c' , i') if m = r 






The output handler puts in parallel individual signal sustainers Out {o', c! , o) 
defined in Classic Esterel as follows: 



loop 

present 0' then 
abort 

sustain □ 
when C' 
else 

await C' 
end present 
end loop 



The effect of these sustainers is to clock the output signal on c', in the sense of 
Sect. 2.2. The definition of TO is: 

T0{0' ,c',0)= TO{o'o ,c',o)\ TO(o'i , c' , o„) | . . . | TI{o'^ , c' , o„) 

TO {o' , c' , o) = Out (o', c', o) 
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To translate p, we use two auxiliary operators. The “await immediate c” oper- 
ator or sync{c) waits for the first occurrence of c and terminates. The c-trigger 
operator, written “suspend p when immediate not c” in Esterel and c Dp in 
short form, triggers p exactly at the instants where c is present, and freezes p at 
the other instants (c is the negation of c). These operators are defined by 

sync{c) = {(c ? 1 , 2) = 1 =} 
c Dp = sync{c) cD p 

Let p[I' / 1 ,0' /O] be p where / and O are renamed into /' and O'. The final 
translation is: 

T{c*M (J™)) = ((s Dp) [I' /I, O' 1 0\ I TJ(/™ , c' , /') I TO {O' , c' , O)) \ /', O' 

Notice that the translation of p starts acting at the first tick of c', first instant 
included, because of the initial sync(c) in c Dp . 

3.3 Process Sequencing 

In the fiat calculus, termination of a reactive module is ignored within the process 
that holds the module since there is no process sequencing. It is sensible to 
exploit the existing termination information and to define concurrent process 
termination as termination of all the concurrent reactive modules they contain. 
In the Classic Esterel translation, we get termination detection for free: a process 
body A terminates when T ( 2 I) terminates. In hardware, concurrent termination 
detection can be done using devices such as Muller C-elements [11]. 

Then, we can define process sequencing A; A'. Semantically, we just write 
T{A; A') = T{A) ; T{A'). As before, the syntactic context disambiguates the 
‘ ; ’ symbol between processes or reactive statements. 

There are many elementary delays involved in process sequencing. Consider 
the trivial example (c 1 ()) ; (c' * 1 ()). One first waits for the first occurrence of 
c to start the first 1 pause statement. This statement waits for one more c and 
terminates. Then, one waits for the first occurrence of c' to start the second 1 
statement, this instant included. The second 1 terminates at the next occurrence 
of c'. The final translation of the above process sequence in Classic Esterel is 

sync{c); await{c); sync(c'); await(c') 

Therefore, to implement process sequencing in practice, we have to implement 
sync{c). We need a device with an input for the incoming control in and an 
output for the outgoing control out. The device should immediately set out high 
if in is high when c occurs, or else reclock in on c. The solution is to use the 
disjunction of a sampler and a reclocker with input in and clock c. 

Having defined process sequencing, we can also define process looping A * by 
T{A*) = (T{A)) *, provided that A cannot terminate instantaneously, which is 
checked as in Classic Esterel. 
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3.4 Process Preemption: The Pull Calculus 

The last step to the full Multiclock Esterel calculus is to allow an abritrary 
multiclocked process P to be launched and preempted from within a clocked 
reactive module M clocked by c. This is done by adding a new reactive statement 
that starts P within M with a list of inputs and outputs and samples or reclocks 
the output signals of P on M’s clock c since they become inputs of the body of 
M. The calculus and language syntax are as follows: 

{P {1,0"’)) process run P input I 

output reclock 0 ... 

This new reactive statement can appear anywhere where a reactive statement 
can, including in a preemption context. Of course, the construction is fully or- 
thogonal and recursive: P can be a general process that can itself run syn- 
chronous modules that themselves run other multiclock processes, etc. 

Signal names in P’s interface must exist in the scope of the (P (J, O’") ) 
statement within M’s body, and signal binding is by name (in a real language, 
renaming facilities such as the ones used in the full Classic Esterel language 
should be added). 

However, with the current definition of a reactive module interface, all signals 
in P’s interface would be clocked by M’s clock c: inputs come either from M’s 
interface where they are either sampled or reclocked, local signals are directly 
clocked by c, while outputs are sampled or reclocked for M. Since P is an ar- 
bitrary process, it should also be able to view signals which are in the current 
process scope but not in M’s interface. For this, we slightly change the reac- 
tive module syntax into {1,0, H).p, where P is a set of hidden signals. Hidden 
signals are neither sampled nor reclocked by M , and they cannot be used by 
M’s reactive statements. They can only be passed by M as inputs or outputs 
to subprocesses. In the call (P {I, O’") ), we set m = ± for outputs of P which 
are hidden in M. To sample or reclock the non-hidden outputs of P for M, we 
rename them O' in P to keep the names O in M (beware, this time the prime 
is on the emitter side). The translation in Classic Esterel is: 

T((P {I, O’") ))c = T{P[0'/0]) I TO {O'’" ,c',0) 

{ Sample {o' , c, o) if m = s 
Recloek{o' , c, o) if m = r 
0 if m = L 

This very simple translation tells everything about the semantics of the con- 
struct, and especially about subprocess preemption. For example, consider the 
Multiclock Esterel reactive statement 

sD{P{I,0’")) 

within a reactive module M clocked by c. When control reaches the statement, 
P is started autonomously and it communicates with M through its input / 
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output ports, where M sees all non-hidden signals as clocked by c. If M receives 
s from the environment or emits it internally, s is sustained for the whole clock 
cycle of c in the Classic Esterel translation. Therefore, T{P) is suspended for 
the whole clock cycle as one expects. If, for some reason, M exits a trap that 
kills P, then T(P) instantaneously dies as any other Classic Esterel term. 

3.5 The Bureaucrat Example 

Here is an example where a slow module called Bureaucrat controls the life 
and death of a fast process Worker. We assume that Worker reads an input 
flow InFlow, writes an output flow QutFlow, and sends a signal Done when its 
computation has finished. The bureaucrat wakes up every hour and returns OK 
and goes home if Worker has finished in the last hour. Of course, by construc- 
tion, the bureaucrat does not care about the work being done with InFlow and 
OutFlow, which are hidden to him. After five hours, if Worker has not finished, 
the bureaucrat kills it, reports FIRED, and goes home. In concrete syntax, the 
program may look like: 

clock Hour; 
clock WorkClock; 

process Global : 
input InFlow; 
output DutFlow; 
signal OK, FIRED in 

run Bureaucrat clock Hour input InFlow 

output DutFlow, OK, FIRED 

end signal 
end process 



module Bureaucrat : 
output OK, FIRED; 
hidden InFlow, OutFlow; 
signal Done in 
weak abort 

process run Worker input InFlow output OutFlow, 
reclock Done 

when 

case Done do 
emit OK 
case 5 tick do 
emit FIRED 
end weak abort 
end signal 
end module 



assuming that Worker itself involves one or more reactive modules clocked by 
the fast clock WorkClock. 
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Notice that bureaucrat termination depends on a weak abort preemption 
statement [5]. Every hour, i.e. on each of its ticks, the bureaucrat checks whether 
Done has occurred since the previous hour using the reclock directive (the 
worker goes home when done and does not sustain Done, hence the need to 
reclock this signal). If so, OK is emitted and the bureaucrat terminates. Otherwise, 
the counter from 5 in the second case is decremented. If the count reaches 0, 
Worker is killed, FIRED is emitted and Bureaucrat terminates. 



3.6 Notes 

In full Multiclock Esterel, one should allow direct reactive module inclusion 
within a module body as in full Classic Esterel. In this case, the clock of the 
included module is as usual that of the caller. To include a reactive module with a 
different clock, one needs to use an intermediate process. Process / module strict 
alternation makes signal usage very clear and is one of the main characteristics 
of Multiclock Esterel. 

The physical hardware implementation of multiclocked preemption is not 
fully explored yet. The main idea is of course to “gate the clocks” when passing 
them through Worker, but one has to be careful about the numerous boundary 
problems which can occur, because of clock simultaneity for instance. 

4 Conclusion 

We have presented the new Multiclock Esterel language proposal that extends 
Classic Esterel to multiclock systems. Although the language makes it possi- 
ble to write very complex behaviors including well-defined multiclocked process 
preemption, it is technically a simple extension of Classic Esterel. We believe 
that this is a good sign of semantic soundness. It is too early to claim that the 
language is really well-suited to real-life multiclock systems and that it can be 
correctly and efficiently implemented in hardware or software. Experiments are 
on the way. 

We did not discuss causality issues and the handling of combinational cy- 
cles [4]. Within each node, they are as in Classic Esterel. Between nodes, there 
is no extra issue if the clocks are declared exclusive since there is always a positive 
delay from one clock zone to another one. If clocks ticks can be simultaneous, 
there can be nasty cycles beteen clock zones, which we have not studied yet. 

Similar techniques can be used for other synchronous languages such as Lus- 
tre [9] and Signal [8], making their nodes communicate through sampler and 
reclockers. These languages are much simpler since they do not support preemp- 
tion. See for example [7] for the use of samplers in distributed continuous control 
applications. 
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Abstract. Modern circuit design increasingly relies on multiple clock domains - 
at different frequencies and with different phases - in order to achieve performance 
and power requirements. In this paper, we identify a special case of multiple 
clocking that encompasses typical design styles, and we present a theory enabling 
a wide range of register transformations relating to the multiple clock domains. For 
example, we can perform pipelining, phase abstraction, and retiming across clock 
domain boundaries. We believe our theory will be useful to extend current work 
on formal hardware design, synthesis, and verification to multiple-clock-domain 
systems. 



1 Introduction 

Modern circuit design increasingly relies on multiple clocks running at different frequen- 
cies and with different phases. The reasons are to attain higher performance, to reduce 
power consumption, and to allow integration of diverse components into systems-on- 
chip. 

Higher performance comes mainly through the use of level-sensitive (a.k.a. transpar- 
ent or flow-through) latches. A level-sensitive latch allows its input to flow combination- 
ally to its output when its clock input is high, hut ignores its input and holds the value of 
its output when its clock input is low. To prevent comhinational loops from fast signals 
“racing through” the latch when it is transparent, latch-based designs group the latches 
into several distinct, non-overlapping clock phases. Only one phase is transparent at a 
time. (See Fig. 1 .) This multi-phase design style is more complex than a single-clock- 
domain design, but allows more relaxed circuit timing constraints, faster clock speeds, 
and higher performance (e.g., [5]). 

Multiple clock domains are used to reduce power consumption because synchronous 
CMOS dynamic power dissipation is linear in the clock speed. For performance reasons, 
not all parts of a chip can run at a slow clock speed, but for power savings, not all parts of 
the chip should run at full speed, either. Designing with multiple clock domains allows 
different parts of a chip to run at their most efficient speeds. More elaborate techniques 
involving multiple clock phases can produce substantial additional power savings [16]. 

An exponential gap is widening between the number of transistors per chip and the 
number of transistors that a human designer can generate per unit time. The trend in 

* This work was supported in part by a research grant from the National Science and Engineering 
Research Council of Canada. 
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Fig.l. Basic Two-Phase Clocking: The latches are transparent when their clock input is high. Two 
non-overlapping clocks and (f >2 prevent both groups of latches from becoming transparent at 
the same time. The tic marks on the falling edges of the clocks show when the latch closes and 
holds its current value. This clocking style allows for higher performance designs than single 
edge-triggered clocking 




Fig. 2. Retiming allows moving registers (shown as small rectangles) forward or backward through 
arbitrary combinational logic gates and fanout stems. These three circuits have the same cycle-by- 
cycle behavior. Moving registers forward in the circuit (left-to-right in the figure) is calledfotward 
retiming. Moving registers backward is called backward retiming 



design, therefore, is towards system-on-chip, in which multiple previously-designed IP 
blocks are integrated into a complete system on a single integrated circuit. Obviously, 
different blocks will have different performance and clocking needs, necessitating mul- 
tiple clock domains on a single chip. For example, ARM’s AMBA on-chip bus standard 
explicitly defines a high-performance clock domain and a separate, slower clock domain 
for peripherals [1]. As system complexity grows, additional clock domains will also be 
needed for slow, cross-chip communication. 

With this increasing reliance on multiple-clock-domain design styles, new for- 
malisms are needed to reason about, transform, and optimize these circuits. In this 
paper, we present a theory allowing a wide variety of register transformations to be done 
to multiply clocked circuits. 

1.1 Background 

Throughout this paper, we make extensive use of retiming, so we give a brief explanation 
here. Retiming is a behavior-preserving (at the cycle level) circuit transformation that 
allows moving registers forward and backward through combinational logic gates and 
fanout stems (Fig. 2). Leiserson and Saxe [12] laid the original foundation for retiming, 
showing how the problem of optimum retiming could be formulated as a linear program. 
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and finding several important applications including clock period minimization, state 
minimization and pipelining of unpipelined circuits. 

The linear programming formulation of retiming naturally leads to the concept of 
negative registers. A normal register delays a signal on a wire by one clock cycle. A neg- 
ative register accelerates a signal by one clock cycle. A register/negative-register pair is 
equivalent to a no-op. Obviously, circuits with negative registers cannot be implemented 
directly*, but negative registers are a useful bookkeeping formalism and can be retimed 
through a circuit just as a normal register. 

One subtlety of retiming is that it can change the behavior of the circuit for the first few 
cycles after reset. For example, in Fig. 2, the rightmost circuit can produce unequal values 
at its two outputs for the first cycle after reset, whereas the other two circuits cannot. After 
the first cycle, the circuits behave identically. In general, forward retiming always allows 
preserving the initial behavior of the circuit, whereas backward retiming might not. In 
some applications, the initial behavior is not important, and both forms of retiming can 
be used freely. In other applications, the initial behavior is important, so either we restrict 
to forward and limited cases of backward retiming, or else we add special reset circuitry 
to force the retimed circuit to behave properly for the cycles following reset (e.g., [18,8, 
17,3]). Similarly, our formalism supports more general register transformations if initial 
behavior is not important and imposes additional constraints if initial behavior must be 
preserved. 

The initial behavior problem is related to a more general concept: retiming can be 
viewed as running a circuit forward or backward through time. We introduce a distin- 
guished host node that is connected to all inputs and outputs of the circuit. The host node 
represents the external view of the behavior of the circuit. Retiming a register forward 
through the host node is equivalent to having the circuit step forward one clock cycle; 
retiming a register backward through the host node is equivalent to backing up the circuit 
one clock cycle [18]. 

1.2 Related Work 

The retiming techniques described above can be applied only to circuits with a single 
type of register clocked from a single global clock, or within a single clock domain in a 
multi-clocked circuit. With the growing importance of multiple-clock-domain design, a 
few research results dealing with multiple clock domains have started to appear. 

Hasteer et al. [10] concentrate on fc-phase, level-sensitive clocking, where there are 
k non-overlapping clocks, all with the same frequency, and introduce the concept of 
phase abstraction, in which all but one phase of registers is eliminated. The resulting 
circuit has 1/fc as many registers, reducing the state space of the circuit for verification 
purposes. Baumgartner et al. [2] achieve a similar result for two-phase circuits using 
a different formalism that preserves the initial behavior of the circuit and allows some 
different optimization. We will show how both of these works can be understood in terms 
of register transformations in our theory. 

In a pure, well-formed multi-phase circuit, the sequence of register phases along any 
path is the same. (This restriction also applies to the circuits considered in the above 

* Hassoun and Ebeling propose implementing negative registers via precomputation or predic- 
tion [9]. 
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two works.) In that case, the different clock phases never interact in a way that prevents 
retiming [14,1 1]. Only very recently has work started to appear regarding more general 
instances of multiple clock domains [6,7], In these works, the key idea is that only if 
all the registers at the inputs (outputs) of a gate are in the same clock domain, can 
they he retimed forward (backward) across that gate. Our work enables changing the 
clock domains of registers, thereby creating additional opportunities for these retiming 
techniques to work. 

In general, our work is intended to provide tools necessary to reason about multiple- 
clock-domain circuits in a unified manner. Our theory supports retiming, phase abstrac- 
tion, and a number of other transformations not published previously. 

The theorem-proving community has long relied on temporal abstraction to relate 
hardware models with different granularities of time (e.g., [15, Sect. 4.1.3, Chap. 6]. 
The basic idea is to introduce a monotonic mapping function that takes time values from 
one model to time values in the other. Typically, the mapping is from time values for an 
abstract specification model into time values for a concrete implementation model. In 
contrast, our research deals with multiple granularities of time within a single circuit. 
Nevertheless, one could imagine embedding our work into the more classical framework 
by treating our Sampling Formula (Sect. 2.2) as a temporal mapping function, defining 
the behavior of circuit elements to include temporal abstraction, and then developing 
the necessary theories analogous to our derived transformations to reason about circuit 
behaviors involving these temporal abstractions. The main advantage of such an approach 
is that it may be possible to unite our work with other temporal mapping functions in a 
single theorem-proving system. Such a formalization is a possible direction for future 
research. 



2 Register Transformations with Multiple Derived Clocks 

2.1 The Multiple Derived Clocks Abstraction 

In this subsection, we introduce our abstraction for multiple clock domains: the multiple 
derived clocks (MDC) abstraction. Just as the synchronous circuit model is an abstraction 
of the timing complexities of a single-clocked circuit, our MDC abstraction separates 
detailed low-level timing verification from higher-level functionality for multiple-clock- 
domain circuits. 

First, we assume that the low-level clock routing and circuit timing analysis has 
been done properly. In particular, our model ignores clock skew (differences in timing 
for registers driven by the same clock), and we assume that signals have enough time 
to stabilize before they are latched. These premises are identical to the standard cycle- 
based view of a single-clocked, synchronous circuit, and allow separating the problem 
of timing analysis from issues of higher-level functionality. 

If level-sensitive latehes are used, we assume that the low-level timing analysis 
has properly aecounted for the clocking scheme - in particular that adjacent latches 
have non-overlapping transparent periods. This model allows us to treat level-sensitive 
latches as edge-triggered latches, e.g., the circuit in Fig. 1 would behave exactly the 
same (assuming low-level timing constraints are met) if the latches were edge triggered 
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at the tic marks. To map from an edge-triggered circuit back to a level-sensitive circuit 
requires the same low-level timing analysis on the level-sensitive circuit. 

The general problem of interactions between multiple clock domains has long been 
studied (e.g., [5, pp. 473-475]). If clocks can be related arbitrarily, there is no way 
to eliminate the problem of metastability, and it is impossible to create a more abstract 
model. The key insight behind our MDC abstraction is that rarely do single-chip systems 
involve arbitrarily related clock domains. Instead, the clocks almost always maintain 
fixed, well-defined temporal relationships among themselves. 

The reasons for this design style are practical. In order to avoid metastability and 
other timing problems, designers never want to risk having unknown clock timing. 
Furthermore, on a single chip, it is impractical to have multiple frequency references 
(e.g., crystals). As a result, all clocks on the chip are actually derived from a single, fast 
reference clock (e.g., [13]), using frequency dividers, phase-locked loops, etc. 

Our MDC abstraction exactly captures this clocking style. We imagine a master 
reference clock with a certain clock period. Every clock in the system has a period that 
is some integer multiple A of the master clock period and a phase offset 9 with 0 < 0 < A 
that is an integer number of master clock periods. Every clock tick occurs at the same 
instant as a master clock tick. Each register triggers instantaneously on the ticks of its 
clock. Combinational logic is considered to have zero delay. 

Accordingly, any clock in the system can be characterized by the pair (A,0). We 
define the convention that for all A, all (A, 0) clocks tick simultaneously at reset. At 
all times, a (A, 6) clock ticks exactly 6 master clock periods later than the (A, 0) clock. 
Registers on a given clock are labeled with the (A, 9) pair of their clock. If the reset value 
of a register is relevant, we will label a register with a triple (A, 9, v), where v is the value 
of the register immediately after the circuit resets. Wires also belong to clock domains. A 
wire driven by a register belongs to the same clock domain as the register that is driving 
it. A wire driven by a gate belongs to the same clock domain as the inputs to the gate, 
if all the inputs have the same clock labeling. Otherwise, we can conservatively assign 
the wire to the clock domain (1,0), indicating that it can change as fast as the master 
clock. Inputs and outputs can also be assigned a period-phase pair to indicate how often 
the value changes or is sampled. 

For example, in Fig. 1 , we can imagine a master clock that ticks at twice the frequency 
of the with the master clock ticks lining up with the falling edges (tic marks in the 
figure) of the (j)i. This master clock would be called (1,0), and (pi and <p 2 would be called 
(2, 0) and (2, 1) (or vice-versa, depending on which clock ticked at reset). If the inputs 
have the same period-phase label as the latches to its left, then each combinational logic 
block will also have the same period-phase. 

Our theory does not directly handle gated clocks. In the most common usage, how- 
ever, the gating function simply enables and disables clocking of some registers. In that 
case, we can treat a register with a gated clock as the same register with an ungated clock 
and the enable signal controlling a multiplexer (Fig. 3). While the loop limits retiming, 
we can still determine that the input is sampled and the output is driven by the (A, 0) 
clock domain. 

A series of registers will be denoted by the sequence of their period-phase pairs. 
For example, the expression (2, 0)(2, 1) indicates a (2, 0) register whose output is the 
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Fig. 3. The most common case of a clock gating can be handled by changing the circuit to one 
without clock gating. These two circuits are equivalent under a zero-delay timing model 



input of a (2, 1) register. We denote a series of n registers of the same type (A, 9) by the 
expression n(A, 0); or if the reset values of the registers are relevant, by the expression 
n(A, 9, (t), where ct is a string of n reset values, one per register. 

Abusing the notation slightly, we will denote a negative (1,0) register by ( — 1, 0). A 
negative register written as a triple ( — 1, 0, v) indicates that v is the initial value at the 
input to the register, which it will discard because it is a negative register. 

2.2 Sampling Formula 

Given a register of type (A, 9), the following equation relates its input and output as a 
function of time: 

-1 + 9 

where t is time measured in master clock periods, and the floor function [xj denotes the 
greatest integer less than or equal to x. 

The circuit is “turned on” at time t = 0, when all registers take on their initial values. 
The equation relating individual register inputs and outputs is defined for all time, but 
when simulating the initial behavior of a physical circuit after reset, references to values 
at negative times in the equation should be considered references to the initial state of 
the register. 

Our register transformation theory derives entirely from applying the sampling for- 
mula. For example, with two registers in series, the output of the first register drives 
the input of the second register, so In 2 [f] = Outi[f]. Let the two registers in series be 
(Ai, 0 i)(A 2, 02). Then we can compute the output at time f as a function of the input as 
follows: 



Out[f] = In 



t - 9 



Out2[f] = In2 
= Outi 

= Ini 



A2 



A 2 



t - 92 
A 2 

t-92 



A 2 



Ai 



A2 



t-02 

A9 



-1 + 02 
1 + 02 

*1 + 02-01 



Ai 



1 + 01 



In general, I/O equations for series combinations of registers can be found by working 
from right to left, successively making substitutions for In„ [/] with Out„_i [/]. 
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The I/O equations of three common series cases are summarized here: 



n(l, 0) : Out[/] = In[i — n] 
n( — 1, 0) : Out[/] = In[i + n] 



n(A, 6) : Out[/] = In 



A 



t - 0 
A 



- 1 + 0 - {n- 1)X 



These relationships are used frequently in order to prove the transformations in the next 
section. 



2.3 Derived Transformations 

Using the sampling formula, we have derived several circuit transformations that allow 
adding registers, removing registers, and changing the clock domain of registers. This is 
obviously not a complete list of derivable transformations, but simply an illustration of 
some useful transformations that our theory can generate. Determining the completeness 
of our theory, finding a small and useful set of derived transformations, and determining 
how to use the transformations to optimize circuits are all open questions. 

Except where noted, the rules are shown below in a more restricted form that pre- 
serves the initial behavior of the circuit. If the initial behavior is not important, all of the 
rules can be considered to omit the specification of initial register values. We use X to 
denote a don’t-care value. 

Backward (De)composition allows decomposing/composing faster-clocked registers 
before a slower-clocked register. Given ^ I and 0 < 0\ < Ai, 

A2(1, 0, cr)(Ai, 01, i?) = (A 2 , 01 mod A 2 , Al)(Ai, 0i, B) 

where cr is a string of A 2 reset values, with the first 0i values from the right are X, 
then one A, then the rest are X. (If A 2 < 0i, all of a are don’t-cares.) 

Forward (De)composition allows decomposing/composing faster-clocked registers 
following a slower-clocked register. Given ^ ^ I and 0 < 0i < Ai, 

(Ai,0i, A)A2(I,0, d) = (Ai,0i, A)(A2,0 i mod \ 2 ,B) 

where a consists of: first (0i mod A 2 + I) from the right are B, and the rest are A. 
Register Transformer changes the types of registers on a clock domain boundary. 
Given mAi = n \2 and m,n £ I >0 



(Ai, 01, A)m(Ai, 01, (Ti)(A 2 , 02, C") = (Ai, 0i, A)n(A 2 , 02, ct 2 )(A 2 , 02, C) 

where ai and 1 T 2 consisting entirely of the same value B is a sufficient condition to 
preserve the initial behavior of the circuit. 

Common Period Rule decomposes adjacent registers on the same clock period. Given 
0 < 01 , 02 < A, and let 



n = 



02-01 if02>01 

02 — 01 + A otherwise 
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then 

(i) 

(A, 01, A)(A, 02, B) = n(l, 0, a)(A, 02, B) 
where a is: first 02 from right are X, then A, rest are X, and 

(ii) 

(A, 01, A)(A, 02, B) = (A, 01, A)n(l, 0, a) 

where a is: first 0i + 1 from right are B, rest are A. 

Phase Abstraction allows elimination or insertion of certain phases in a multiphase 
clocking scheme. Given 0 < j < k < X and 0 < 0 < A: 

(i) if [0 + j] mod X < [9 + k] mod A, 

(A,0,A)(A, [0+ j] mod A,X)(A, [0 + fc] mod X, B) = (A,0, A)(A, [9 + k] mod X, B) 

(ii) if [9 + j] mod A > [9 + k] mod A, 

(A, 0, X)(A, [0 + j] mod A, A)(A, [0 + fe] mod A, B) = (A, 0, A)(A, [0 + fc] mod A, B) 

Minimum Period Register Insertion allows elimination or insertion of ( 1 , 0 ) registers 
between two more slowly clocked registers. Given 0 < 0i < Ai, 0 < 02 < A2 and 
either ^ e I or ^ G I, 

A2 Al 

(Ai,0i,A)(A 2,02,B) = (Ai,0i,A)n(l,O,tr)(A2,02,B) 

where n is determined from: 

(i) if ^ e / and 02 mod Ai > 0i + 1, 

(02 mod Al) — Al — 01 < n < (02 mod Ai) — 0i — 1 

(ii) if ^ G / and 02 mod Ai < 0i, 

(02 mod Al) — 01 < n < (02 mod Ai) — 0i — 1 + Ai 

(iii) if 4^ G / then for 0 < fc < 4^ — 1, 

A2 — — A2 

1 — Al + max [(fcA 2 +02—01 — 1) mod Ai] < n < min [(fcA 2 + 02 — 01 — 1) mod Ai] 

and <j is defined as follows: if n < 0, the first 0i values from the left are A, and the 
rest are X; if n > 0, then cr containing all A is sufficient to preserve initial behavior. 
Domain Swallow allows neighboring registers in a different clock domain to be ab- 
sorbed. Domain swallow is contrasted with the register transformer rule by noting 
that the absorbed register does not have to be sandwiched between two other reg- 
isters. Although in some cases, it is possible to preserve initial behavior, the case 
analysis is cumbersome, so we present the transformation only for the steady-state 
behavior of the circuit. Given 0 < 0i < Ai and 0 < 02 < A2, 

(i) if 4^ G / and either G / or G I then 

^ ^ Al Al A2 



(Ai,0i)(A2,02) = (l,O)(A2,02) 
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(ii) if ^ e / and ^2^ g J then 

(Ai,0i)(A 2,02) = (Ai,0i)(l,O) 

(iii) if ^ e / and e I then 

(Ai,0i)(A2,02) = (1,O)(Ai,0i) 



Phase Change changes the phase of a register at the expense of more or fewer sur- 
rounding minimum period registers. 



( n(— 1, 0)(A, 9 — n, S)n{l, 0, S') if 0 < n < 0 

(A, 0,5) = (-1,0,A)(A,A - 1,H)(1,0,S) if6» = 0 

[ n(l, 0, -^)(A, 9 — n, S)n(— 1, 0, S) if n < 0 



Time Passage A forward movement of a (1, 0) register past another register is equivalent 
to a single cycle passage of time on the register passed. A reverse movement of a 
(1,0) register past another register is equivalent to a single cycle reversal of time on 
the register passed. The analogous interpretation exists for the movement of (— 1, 0) 
registers, but with time reversed. 

(a) 



(1,O,/)(A,0,5) 



(A,A - 1,/)(1,0,S') if6> = 0 
(A,6»- 1,5)(1,0,S') if 0^0 



(b) 



(A,0,5)(1,O, 




(1,O,A)(A,0 + 1,5) 
(1,0,5)(A,0,7) 



if 5' = / 
if6» = A - 1 



(c) 

(d) 



(A, 0, ,?)(-!, 0, 




(-l,0,X)(A,e 

(-1,0,A)(A,A 



l,^) if6i>0 
I, A) if 9 = 0 



i-l,0,A){X,9, 




{X,9 + 1,S){-1,0,S) 
{X,0,S){-1,0,S) 



always 

if 0 = A — 1 and A = S 



The notion of an environment host node having all outputs of a circuit tied to the 
input of the node and all inputs to a circuit tied to the output of the node allows 
forward retiming through the host node to represent forward time passage in the 
circuit. Likewise, reverse retiming through the host node represents reverse time 
passage in the circuit. Registers leaving the host node and entering the inputs to the 
circuit are initialized with the circuit’s input values from the environment. Registers 
entering the host node and leaving the outputs of the circuit carry the output values 
sampled by the environment. This understanding of time passage in single clock 
domain circuits is described in [18]. 

In our general multitple-clock-domain case, (1,0) registers passing through the host 
node represent time passage in units of the quickest period in the circuit. The time 
passage rule described here propagates input values on (1,0) registers from the 
host node, through the circuit and back to the host node where they carry the output 
value sampled by tbe environment. A complete traversal of one sucb register passing 
through the host node represents one cycle of time passage. 
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Spontaneous Generation (—1,0) registers accelerate signals along a wire by one cycle, 
effectively annihilating preceding (1,0) registers. A ( — 1,0) register followed by a 
(1, 0) register will not annihilate each other unless they hold the same state. A (—1, 0) 
register’s “state” is the input value on its left that it annihilates. Since it is known 
what the input value to the left of the negative register is, it is safe to annihilate the 
same value to the right without changing circuit behavior. 

. ^ r (1,0,5 i)(1,0,52)...(1,0,5„)(-1,0,5„)(-1,0,5„_i)...(-1,0,^i) 

mre_ |(-i,o,^^)(_1^0,52)...(-1,0,5„)(1,0,5„)(1,0,5„_i)...(1,0,5i) 

This rule is best understood in the context of a circuit’s environment. Imagine taking 
a circuit and cutting a particular wire connecting two halves. Then simulate this 
whole circuit n cycles forward in time in the manner described earlier. In that case, 
n(l, 0) registers will accumulate on the left side of the cut wire, holding the n input 
values that would have been sampled on the right side of the cut wire had the cut not 
been made. On the right side of the wire, introduce the sequence n( — 1, 0)n(l, 0) 
and then retime the positive registers created on the right to the outputs to supply 
the host node and complete a single cycle time passage. Facing each other across 
the cut wire are the n(l, 0) registers on the left and the n(— 1, 0) registers on the 
right. Reconnect the wire and using this rule, conditions on the state of the negative 
registers are found in order for the two sets to annihilate each other. These conditions 
on the state of the negative registers impose conditions on the state of the positive 
registers that were retimed toward the output. Effectively, negative registers act as 
place holders for expected input yet to be seen. 

Each of these transformations has been described assuming a certain series of reg- 
isters existed on some wire of the circuit. However, it is not the existence of registers 
per se that allows these transformations to occur, but rather the different rate of informa- 
tion supply and sampling that occurs between adjacent registers of different type. If it is 
known that a wire carries (supplies or is sampled for) a certain type of information, it can 
take the place of a register in any of the rules listed above, provided that this “phantom” 
register is not transformed by the application of the rule. 

3 Examples 

In this section, we give a few short examples showing the application of the above rules. In 
the first example (Fig. 4), we demonstrate how Hasteer et al.’s [10] phase abstraction can 
be viewed in our framework. This example circuit is taken from their paper. Based on the 
information being supplied and sampled, we see that each (2,1) register is being supplied 
by a (2, 0) wire, and its output is being sampled by a (2, 0) register. (Alternatively, we 
can retime the leftmost and rightmost (2, 0) registers inward, and then retime them back 
out at the end.) Therefore, each wire in the middle of the circuit is (2, 0)(2, 1)(2, 0), and 
our phase abstraction rule lets us remove the (2,1) registers. 

Our next example (Fig. 5) demonstrates how we can change the clock domain of reg- 
isters, allowing retiming through a gate that has different register types on its inputs. This 
is something that was impossible with earlier theories of retiming. The series of registers 
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Fig. 4. Our phase abstraction rule converts (2, 0)(2, 1)(2, 0) to (2, 0)(2, 0), allowing us to elimi- 
nate the (2, 1) registers 




Fig. 5. The backward composition rule converts the (3, 0)(3, 0)(6, 0) register sequence into 
(6,0)(6,0). Similarly, (2, 0)(2, 0)(2, 0)(6, 0) becomes (6,0)(6,0). Once the two inputs have 
been converted to the same register class, the registers can be retimed forward through the gate 



are sampled by a (6, 0) register, so we can reason about the registers as 2(3, 0)(6, 0) for 
the top fanin and 3(2, 0) (6, 0) for the bottom fanin. Applying the backward composition 
rule converts both fanin branches to being (6, 0)(6, 0). Now, we can retime the (6, 0) 
registers forward through the gate. 

Our last example (Fig. 6) illustrates pipelining through different clock domains, 
another possibility created by our theory. The circuit shown illustrates incoming infor- 
mation arriving at a faster rate and being summarized into a slower rate output signal 
(e.g., imagine filtering an input signal). We can pipeline this circuit by inserting slow 
registers at the output and retiming them backwards through the circuit. The key trans- 
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( 1 , 0 ) ( 2 , 0 ) 




( 1 , 0 ) ( 2 , 0 ) 




( 1 , 0 ) ( 2 , 0 ) 




( 1 , 0 ) ( 2 , 0 ) 




( 1 , 0 ) ( 2 , 0 ) 




Fig. 6. For brevity, we indicate registers simply by the period-phase notation on edges. The circles 
denote arbitrary combinational logic, (a) Initially, we have a circuit with two clock domains that 
we wish to pipeline, (b) The output is being sampled at a (2, 0) rate, so we insert four (2, 0) 
registers at the output and start retiming them backwards, producing steps (c) and (d). In step 
(e), the backward decomposition rule allows us to convert 2(2, 0) registers into 4(1, 0) registers, 
which we can retime through the (1, 0) clock domain, (f) Finally, we retime 3(1,0) registers back 
through the first gate, leaving a single (1,0) register behind the combinational node to reduce cycle 
time 



formation is that we can use the backward decomposition rule to convert registers from 
the slower clock domain into registers in the faster clock domain and then retime them 
into the faster part of the circuit. 

4 Conclusion and Future Work 

In this paper, we have introduced the multiple derived clock abstraction for multiple- 
clock-domain circuits and developed a theory for transforming the registers of these 
circuits. We have shown how these transformations allow a wide range of reasoning 
about and manipulation of multiple-clock-domain circuits in a unified framework. 

Future work extends in both theoretical and practical directions. The obvious theoret- 
ical question is whether our theory is complete, or if we will need to introduee additional 
circuit transformation primitives. 
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Our theory suggests behavior-preserving circuit transformations, but it does not 
say how to use them. Ideally, one could derive optimum algorithms for applications 
such as minimizing clock period or state space, as has been done for single-clock- 
domain retiming. More likely, given negative complexity results on generalized retiming 
problems, we will need to develop good heuristics for using these transformations to 
optimize circuits. 

To be useful in practice, our theory will need tool and language support. At the bare 
minimum, tools will need to be able to determine the clocking schemes used in a circuit. 
Possible ways to determine this information range from recognizing idiomatic styles of 
HDL coding, through user annotation of the HDL code, to new description languages 
with explicit language support for multiple clocking schemes. Unfortunately, the more 
elegant solutions will likely require greater methodological changes. 

Finally, we hope that our theory will be useful to extend a wide range of formal 
design, synthesis, and verification techniques to multiple-clock domain circuits. On the 
design side, it may be possible to design an easy-to-prove-correct circuit, and then 
apply these transformations in a step-by-step, refinement based design/proof strategy 
to arrive at a high-performance, multiple-clock implementation. If such a strategy were 
automatable, our theory could provide additional design-space flexibility to a formal 
synthesis system. Similarly, our theory can provide new inference rules for applying 
theorem-proving to multiple-clock circuits. For model checking, modeling multiple- 
clock systems is a challenging task (e.g., [4]), which our theory could simplify, and our 
theory could allow more freedom for retiming to minimize the state space. Practical 
demands are forcing people to design with multiple clock domains; we need to develop 
the supporting theory. 
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Abstract. Various researchers have proposed using self-timed networks 
to generate and distribute clocks and other timing signals. We consider 
one of the simplest self-timed networks, a ring, and note that for timing 
applications, self-timed rings should maintain uniform spacing of events. 
In practice, all previous designs of which we are aware cluster events 
into bursts. In this paper, we describe a dynamical systems approach to 
verify the temporal properties of self-timed rings. With these methods, 
we can verify that a new design has the desired uniform spacing of events. 
The key to our methods is developing an appropriate model of the timing 
behaviour of our circuits. Our model is more accurate than the simplistic 
interval bounds of timed-automata techniques, while providing a higher 
level of abstraction than non-linear differential equation models such as 
SPICE. Evenly spaced and clustered event behaviours are distinguished 
by simple geometric features of our model. 



1 Introduction 

Like many problems in hybrid systems, the problem of analyzing temporal clus- 
tering of events in self-timed rings involves a modeling problem. Clustering shows 
up in detailed circuit models (e.g. SPICE), but such models are too detailed to 
provide insight into the causes of the clustering or possible solutions. At the other 
extreme, timed automata tools and logic simulators use bounded delay models 
that are too coarse to distinguish the timing modes of self-timed circuits. We 
require a model that captures the non-linear timing dependencies of real circuits 
while abstracting away most of the details of a low-level circuit model. 

We propose a new model of timing behaviour. The time of the output event 
of a logic element is expressed as a function of the times of the input events 
and the time of the previous output. This model recognizes the fact that gate 
delay times depend not only on the time of the last input event, but also on 
the time separation of these events. For a two input gate, this model can be 
represented as a surface in a three dimension space. In a regular structure such 
as a self-timed ring, the times of events are determined by an iterated map on 
this surface. We identify the lixpoints of this map and the stability properties 
of these equilibria. In particular, we show that self-timed rings exhibit critical 
behaviours that lead to phase transitions with hysteresis between evenly spaced 
and clustered equilibria. These phase transitions are in the timing of events; the 
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logical behaviour of the circuit is unaffected. In other words, the timed, discrete 
event model gives rise to a continuous map with Hopf bifurcations. We present 
simple, geometric criteria for identifying these phenomena. 

Self-timed rings are introduced in Sect. 2. Section 3 describes our timing 
model, an extension of the “Charlie Diagrams” introduced in [EFS98] . Section 4 
presents the main results of this paper; in particular, we derive geometrical 
criteria for classifying the behaviour of a ring as clustered or evenly spaced. In 
Sect. 5, we apply our approach to two examples. In the first example, we use a 
simple, synthetic model that admits easy analysis and provides the motivation 
for our circuit design. In the second example, we describe a circuit that we have 
designed and is currently in fabrication in a 0.35/r CMOS process. This latter 
example shows the value of our model as a design guide while revealing numerical 
limitations of our current methods for generating Charlie Diagrams from SPICE 
models. 



x[N-1] x[N/2 + 2] x[N/2 + 1] x[N/2] 




stage 0 




Fig. 1. A Self-Timed Ring 



Fig. 2. A Muller-C Element 



2 Self-Timed Rings 

Self-timed circuits use handshake signals to control the sequencing of operations. 
These handshake signals take the role of clocks in synchronous designs. Figure 1 
shows a ring composed of self-timed, handshaking stages (see [Sut89]). Each stage 
consists of a Muller C-element and an inverter. As illustrated by the transition 
table in Fig. 2, a C-element drives its output to the value of its inputs when its 
inputs agree; when the inputs of the C-element have different values, then the 
output of the C-element retains the value from the last time the inputs agreed. 
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The schematic in the lower half of Fig. 2 shows the CMOS implementation of 
the C-element used in this paper. 

Figure 3 illustrates the operation of a self-timed ring. Let the output of n 
stages be represented by the array x[0..n — 1]. By the operation of inverters 
and C-elements, stage i is enabled to change the value of its output, x[i], when 
x[z] differs from x[z — 1], and x[i] is the same as x[i + 1] . We say that a stage 
holds a “token” if the value of its output is different than that of its successor, 
and a “bubble” if their output values are the same. In Fig. 3, stages that 
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Fig. 3. Operation of Self-Timed Ring 



Fig. 4. Burst and Evenly Spaced Events 



hold tokens are represented with a solid circle, O ; stages that hold bubbles and 
are not enabled are represented with a dotted circle, by and stages that hold 
bubbles and are enabled are represented with a “star burst” , €f . It is convenient 
to rephrase the rules for when stages are enabled in terms of tokens and bubbles: 
stage i is enabled if it holds a bubble and stage i — 1 holds a token. After stage i 
performs its action, stage i will hold a token, and stage i — 1 will hold a bubble. In 
other words, performing an action exchanges a token and a bubble; tokens move 
forward around the ring, and bubbles move backward. The number of tokens in 
the ring is invariant, as is the number of bubbles. For example, if there are 6 
tokens and 6 bubbles at time step 1, there will always be 6 tokens and 6 bubbles 
in the ring. The sum of the number of tokens and the number of bubbles is the 
number of stages. 

In many applications of self-timed rings, tokens and/or bubbles are used to 
convey data values. The invariants on the number of tokens and the number 
of bubbles guarantee that data values are neither lost nor duplicated. In our 
current analysis, we focus on the timing of operations in the ring and do not 
give further consideration to any data values that may be conveyed with the 
tokens or bubbles. 

Self-timed rings are ubiquitous in self-timed designs (e.g. [Wil91,SS93]), and 
their performance has been studied in many contexts. For example, [Thi91] an- 
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alyzed throughput assuming each stage has a fixed time for each operation. 
Self-timed rings with exponentially distributed processing times were analyzed 
in [GS90]. Xie and Beerel have developed tools that analyze general networks of 
self-timed processors for general probabilistic models [XB97,XKB99] . All of these 
analyses have focused on the long-term throughput of the self-timed network. 

Although long-term throughput is an important measure, the details of time 
separation between consecutive events is also important. In particular, in most 
self-timed rings, events occur in “bursts” as depicted in Fig. 4. Noting that 
stages in the ring are idle between bursts, even spacing can produce higher 
performance. Furthermore, evenly spaced events are desirable if the self-timed 
network is used to generate or distribute clocks and other timing signals in an 
otherwise synchronous design. Our work was motivated by these applications 
where self-timed circuits are used within a synchronous system. Although even 
spacing is desirable, all designs that we had seen prior to the ones described in 
Sect. 5 produced bursts of events. In the remainder of this paper, we present 
methods for analyzing the timing modes of self-timed rings. 

3 Models 

As with many hybrid systems, the key to understanding the timing properties 
of self-timed rings lies in finding an appropriate model for the ring. Circuit sim- 
ulators such as SPICE [Nag75] use non-linear ordinary differential equations 
(ODEs) to model the circuit, and numerically integrate these equations to pre- 
dict the circuit’s behaviour. These ODE models can be quite accurate, and they 
correctly predict the burst behaviour that is observed by laboratory measure- 
ments. However, the device models are complicated, and even the models for 
small rings have dozens to hundreds of variables. Thus, whatever their virtues 
for accuracy, ODE models are too detailed to provide the insight into the causes 
of burst behaviour and how it can be controlled. 

Another approach is to model the system as having discrete values that 
change at instants in continuous time. This is the approach taken by discrete 
event simulators (e.g. SHIFT [DGV96]) and timed automata techniques [LPY97, 
Yov97]. Close to our current problem, Amon and Hulgaard [HBAB95,AH99] have 
developed algorithms for computing bounds on the separation of events given 
bounds on operation times. All of these models specify the range of possible 
event times for each operation with an interval. Such models admit a wider range 
of behaviours than occur in practice. In particular, they show that bursts and 
evenly spaced events are both admitted by the models, but they don’t predict 
which behaviour actually occurs. 

Typical hardware delay models specify a delay after the last input event that 
enables the change. Using such a model, the time at which the output of a C- 
element changes, C is given by max(ta, tb) + S, where ta is the time of the change 
of the a input; tf, is the time of the change of the b input; and 6 is some value 
with 5min < S < ^max- Let tc.max be the latest time at which an output may 
change. For ta < C, J^tc.max = 0, and for ta > C, ^tc.max = 1- An equivalent 
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observation holds for and for derivatives with respect to The ODE 

models for circuits don’t exhibit such discontinuities. To remain consistent with 
the ODE models, the delay intervals of these traditional hardware models must 
be fairly large. This is what makes them too imprecise for our purposes. 

More accurate delay models account for the effects of closely spaced in- 
put events [DM+94,CS96] and intersymbol interference [DP98]. As described in 
Sect. 3.2, when enabling input events are closely spaced, the delay from the last 
input event to the resulting output event is greater than when the input events 
are more widely separated. In [CS96], this phenomenon is modeled with function 
that applies a correction term to a delay model for a single enabling event. This 
is similar to the Charlie Diagram model described in Sect. 3.1. However, the 
model in [CS96] lacks the continuity of the Charlie Diagram. In particular, for 
large separations, it assumes that the effect of the earlier signal on the output 
time is negligible. As described in Sect. 5, even very small dependencies can be 
critical in determining whether a ring has evenly spaced or clustered events. 



3.1 The 2D Charlie Diagram 

The starting point for our models are the “Charlie Diagrams” first described 
in [EES98]. Based on observations like those above, Charles Molnar (after whom 
the diagrams were named) proposed measuring the output delay from the average 
of the two input arrivals. This delay is parameterized by the half-difference of 
the arrival times: 



tc = rn + Charlie(s) 
where: 

m = {ta + h)/2 
s = {ta- tb)/2 



( 1 ) 





y = (mean input time) - (iast event time) 



Fig. 5. A Charlie Diagram 



Fig. 6. “Drafting’ 
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Figure 5 shows a typical Charlie Diagram. The curve of Charlie(s) versus 
s resembles a hyperbola. For large separations of the input events, the output 
time approaches the time of the last input plus some constant. Thus, the Charlie 
Diagram has asymptotes with slopes of ±1. We assume that all stages in the ring 
are identical and that their behaviour is causal; these assumptions imply that 
the asymptotes of the Charlie Diagram intersect the vertical axis at positive 
values. 

Charlie Diagrams can be used to model any two-input gate, and the obvious 
higher dimensional diagrams can be used to model gates with more inputs. We 
use Charlie Diagrams to model stages in a ring, where each stage consists of a 
C-element and an inverter. For stage z, signal x[i-l] is the a input to the stage; 
signal x[i+l] is the b input of the stage; and signal x[i] is the output of the stage. 
The forward delay of stage i is the time from receiving an event on signal x[i- 
1] until producing an event on x[i]. Likewise, the reverse delay is the time to 
propagate an event on x[i+l] to x[i]. Using the Charlie Diagram notation, we 
obtain: 

5f = tc — ta — Charlie(s) — s, forward delay , . 

Sr = tc — h = Charlie(s) + s, reverse delay ^ 



3.2 The Charlie Effect 

We now examine how the curve of a Charlie Diagram approaches the asymptotes. 
Consider a scenario where both a and b make low-to-high transitions, and a 
changes after b. If a changes a long time after b, then the p-channel transistor 
controlled by b will be in its cut-off region, and the n-channel transistor controlled 
by b will be fully conducting as a changes. Furthermore, the node between the two 
n-channel transistors will be close to ground potential. This allows a relatively 
fast transition on signal q and therefore on the output c. On the other hand, 
if a changes only slightly after b, then the transistors controlled by b will both 
be partially conducting as a changes. This results in a greater delay from the 
transition of a to the transition of c. Similar effects occur if a changes before b. 

Charlie Diagrams provide a simple way to model these effects. If input a 
changes a long time after b, then s is large and positive. Conversely, if a changes 
only slightly before b, then s is small and positive. The delay from an event at 
input a to an event at output c is tc — to = Charlie(s) — s. The dependence of 
output delay on relative arrival times described above is reflected in the curve 
of the Charlie Diagram approaching the asymptotes monotonically from above. 
In general, when enabling events for a multiple input gate arrive at roughly the 
same time, the delay from the last input event to the output is greater than 
when the arrival times of the events are widely separated. Because this effect is 
naturally modeled by Charlie Diagrams, we call this effect the “Charlie Effect” . 

The curves of the Charlie Diagrams described in [EFS98] monotonically ap- 
proach their asymptotes from above. This is due to the Charlie Effect described 
above. As we show in Sect. 4, this monotonicity implies that events are evenly 
spaced. In practice, most self-timed rings produce bursts of events. The authors 
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of [EFS98] noted this discrepancy - it shows that their Charlie Diagram model 
neglects phenomena that are crucial to understanding the spacing of events. 

3.3 The Drafting Effect 

We extend the Charlie Diagram to model the effects of the output capacitance 
of the gate. Due to this capacitance, output transitions are not instantaneous. 
Instead, the voltage of the output asymptotically approaches the level of the 
power supply or ground. If input events are closely spaced, then the output of 
the gate will still be a significant distance from the power or ground rail when 
a new transition occurs. This allows subsequent transitions to occur faster than 
in the case where the output has reached a value closer to the rail. We call this 
phenomenon “drafting,” after the practice of bicyclists to ride in closely spaced 
lines to reduce wind drag. Just as the lead cyclist reduces the work required of 
those behind her, the lead token in a burst allows subsequent tokens to propa- 
gate with reduced delay. The handshake protocol prevents trailing tokens from 
overtaking earlier ones (fear serves an equivalent purpose for bicyclists). As an 
example. Fig. 6 shows the time from an input event to the corresponding output 
event for our FIFO stage as a function of the input period. In this example, both 
inputs of the FIFO change simultaneously. 



Charlie(s, y) 



10 -| 




Oast event time) 



Fig. 7. A Three-Dimensional Charlie Diagram 



3.4 The 3D Charlie Diagram 



We model drafting by extending the Charlie Diagram to three dimensions. As 
with the original Charlie Diagram, the time separation of the input events is 
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drawn along one axis of the domain. The other domain axis is the time from the 
last output event to the mean of the input event times. Figure 7 shows such a 
Charlie Diagram. 



4 Analysis 

Consider a burst of events propagating around a self-timed ring. We’ll call the 
leading event in the burst event 1, and number the subsequent events consec- 
utively. In the following analysis, we assume that the spacing of events in the 
burst remains invariant as the burst travels around the ring. This is intuitively 
plausible (otherwise, the burst would alternately expand and contract, etc. as it 
propagated). While we don’t have a proof for this conjecture, we observed it in 
all cases for a wide variety of synthetic models and models from real circuits. 

Now consider event 1. By the invariance assumption above, each stage that 
propagates event 1 has the same separation of input events, call this separation 
Si. Likewise, each stage that propagates event 1 has the same time since its 
last output change, call this y\. The values si and y\ specify a point on the 3D 
Charlie Diagram. These observations about event 1 apply to any event. If there 
are Ht tokens in the ring, and these tokens form a burst, then the operation of 
the ring is completely characterized by the values of s for each of the ut events 
in the burst, and the ut values for y. This cycle of ut points on the 3D Charlie 
Diagram define an operating point for the ring. 

In the remainder of this section, we will show how to identify the steady state 
operating points of a self-timed ring. This identification is based on geometric 
properties of the 3D Charlie Diagram. In particular, we show that our invariance 
assumption above implies that the forward latency, 5f is the same for all event 
propagations. If the events form a burst, then there are two values of 5r\ one 
for the leading event in the burst, and the other for all other events. This means 
that the leading event of the burst corresponds to one point on the Charlie 
Diagram, and all other events correspond to one other point. If the events are 
evenly spaced, then all events occur at the same point on the Charlie Diagram. 

More abstractly, the operation of the ring defines a mapping between points 
on the Charlie Diagram. We are interested in limit cycles of this mapping. In the 
rest of this section, we show how to locate and characterize these limit cycles. 



4.1 The Constant 5p Assumption 

The conjecture stated above that the spacing of events in a burst remains in- 
variant as the burst travels around the ring is equivalent to assuming that Sp is 
the same for all events. We would like to find sufficient conditions on the Char- 
lie Diagram than guarantee this conjecture. For the time being, we note that 
we have never observed a counter-example and will assume a fixed value for 6p 
in the remainder of our analysis. We write 5p to denote this common forward 
latency. 
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4.2 The z = y Constraint 

An enabling of stage i requires two input events: one from stage i — 1 and the 
other from stage i + 1. The z = y constraint says that for any limit cycle of the 
Charlie Diagram, the midpoint of the input arrival times coincides exactly with 
the midpoint of the time of the last output event and the time of the output 
event triggered by these inputs. In this section, we show that this condition is 
implied by the definition of the Charlie Diagram and the handshake rules for 
the ring. 



voltage 




Fig. 8. Forward and Reverse Delays 



Let tiast and tnext be the time of any two consecutive events at some stage 
i. Let 2 = Charlie(s, y) where 



y — tn tiast 



( 3 ) 



and m and s are defined as in equation 1. Let 6^ G ^ri} be reverse latency 
of stage i leading to the event at time tnext- We derive: 



tnext — tn d" Zj eq. 1 

A m = tiast + y, eq. 3 

A tnext = tiast + + Sr, See fig. 8 

A S^ A Sr = 2z, eq. 2 

^ y = 2 



( 4 ) 



Graphically, we can intersect the surface of a three-dimensional Charlie Diagram 
with the y = z plane to obtain a curve that includes the operating points of any 
burst or evenly spaced equilibrium. We write Charliey= 2 (s) to denote this curve. 
In the remainder of this section, we restrict our attention to the Charliey= 2 (s) 
curve. 



4.3 The Sp Constraint 

The assumption that Sp is the forward latency for all events means that all 
points on a limit cycle lie on the intersection of the Charliej^=z(s) curve with a 
line corresponding to Sp. We call this the Sp constraint. 
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More specifically, the points of a limit cycle lie at the intersection of 

2 ; = Charlie(s, y), 

z = y, (5) 

and 2 = s + (5^ 

If 9Charliey=2(s)/9s < 1 at the point of intersection, then that intersection is 
stable - in other words, if the ring is operating at a point near that intersection, 
it will converge to that stable point. On the other hand, if 9Charliej,=^(s)/9s > 1, 
then the point of intersection is an unstable equilibrium. 

Noting that 5Charliey=x(s)/9s approaches — 1 as s approaches —00 and +1 
as s approaches +00 we classify five scenarios as exemplified in Figs. 9 and 10. 
In the “low drafting” case, dQ.\\nr\\ey=z{s) / ds approaches +1 monotonically as s 
goes to infinity. For any value of 5*p greater than the asymptotic forward delay, 
the 2 = s + (5^ line intersects the Charliey=;,(s) curve at a single point. As there 
is only one solution to equation 5, all events have the same operating point, and 
therefore the same reverse latency. Thus, the first scenario has evenly spaced 
events. 




Fig. 9. 2 = Charliej,=z(s), low drafting 



Fig. 10. 2 = Charliey=z(s), high drafting 



In the second scenario, 9Charliey=z(s)/9s takes on values greater than one for 
some range of s. In this range, the drafting effect dominates the Charlie Effect, 
and forward delay increases with increases of the arrival time of the input token. 
If 5*p is large enough, then equation 5 is satisfied at three points: the leftmost and 
rightmost of these points are stable, and the inner one is unstable. The upper, 
dashed line in Fig. 10 illustrates this scenario. This solution gives rise to the 
burst of events: 5rq corresponds to the right intersection, and 5ri corresponds 
to the left intersection. 

The third, fourth, and fifth scenarios arise for smaller values of 5*p as shown by 
the lower, dashed line in Fig. 10. This can either be a stable, evenly spaced mode 
where all events take place at the left intersection; an unstable, evenly spaced 
mode where all events take place at the right intersection; or an unstable, burst 
mode that exits to the stable burst mode or the evenly spaced mode. 
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4.4 Computing 

Not all values of 5p are feasible for any particular number of tokens and bubbles. 
Every time a stage performs an action, it exchanges a token and a bubble. This 
imposes a balance in the rates of token and bubble propagation which in turn 
determines the feasible values for Sp. 

Let the number of tokens be tit, and the number of bubbles be n^. We derive 
another constraint by considering a token that makes one complete orbit of the 
ring. This token is processed by n stages, with a delay of 6p at each stage. The 
total time for the orbit is n6p. For any i, stage i processes each of the ht tokens 
during the same interval. After processing one token, the stage waits 5p for the 
bubble to come back from stage i + 1, and then Sn additional time to process 
the bubble. For the first token in a burst, Sn = 6no. For the remaining 71^ — 1 
tokens, 5^ = 5m. Setting the time for one token to go around the ring equal to 
the time for one stage to process tit tokens yields: 



nSp = {riT)5p + Sro + (ut - 
^ 0 = UrSp — 5ro — i^T — 



( 6 ) 



For any value of dp we compute the intersection of z = s + and z = 
Charliej,= 2 (s) to find the possible values of s and thereby the values of Sro and 
Thus, the right side of equation 6 is a function of 5p; the roots of this 
function are the feasible values of 5^?. 

In evenly spaced mode, Srq = In this case, equation 6 can be rewritten 
as hrSf = riTdR. Substitutions for equation 2 yield: 



riT + riB 



( 7 ) 



4.5 Classification 

Given a three-dimensional Charlie Diagram, and values for tit and ns , we clas- 
sify by the following procedure: 

1. Find the curve z = Charliej^=z(s) by intersecting the surface of the Charlie 
Diagram with the z = y plane. 

2. Compute the intersection oi z = Charliej^= 2 (s) with 2 ; = ((ny + nB)j{nT — 
nB))s. This is the evenly spaced solution. If 9Charliej^=2(s)/9s < 1 at the 
intersection, then the evenly spaced solution is stable (i.e. an attractor). If 
dQhsr\\ey=z{s) / ds > 1, then the evenly spaced solution is unstable. 

3. Determine max(9Charliej,=z(s)/i9(s)). If this value is greater than one, then 
burst behaviours are possible. If it is less than one, then burst behaviours 
are excluded. 

4. If burst behaviours are possible, find the feasible values of 5p by solving 
equation 6. If there is a solution with 5rq ^ 5r\ where 9Charliey=z(s)/5(s) < 
1 at both points, then the ring has stable, burst behaviours. 
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5 Examples 

We have applied the analysis of the previous section to a small handful of ex- 
amples; both real circuits and synthetic models. We start with our synthetic 
modeling because it permits succinct description. 



5.1 Synthetic Example 

Our synthetic model consisted of a ring with 30 stages modeled by the family 
of 3D Charlie Diagrams described below. We analyzed the ring using the meth- 
ods described in Sect. 4 and observed the predicted phase transitions between 
clustered and evenly-spaced events using event driven simulation. 

The two-dimensional Charlie Diagram from Fig. 5 is given by: 

Charlie(s) = 1 + \J\ + (s + 0.1)^ (8) 

To simulate drafting, we added a delay that converges exponentially to a limit 
value: 



u{s) — 1 + \/l + (s + 0.1)2 
Charlie(s, y) = u(s) + 5(1 - 

Note that y + u(s) is the time from the previous firing until the gate would 
fire next without drafting. The exponential convergence to the asymptotic delay 
corresponds to a simple, first-order, RC delay. Figure 7 corresponds to this model 
with a = 0.2 and 5 = 3.0. 

Varying 5 in equation 9 varies the strength of the drafting effect. Figure 9 
corresponds 5 = 0.5, and Fig. 10 corresponds to 5 = 2.0 (both drawn with 
a = 0.2). For a = 0.2, evenly spaced events are the only stable behaviour for 
b < 0.63166476. For 0.63166476 < 5 < 1.18011777, both evenly spaced and 
burst spacings are stable. As 5 increases in this interval, the intersection of the 
2 ; = Charliej^=z(s) curve with the 2 = {{nr + u_b)/(ut — u_b))s line moves to the 
right. When it reaches the local minima of slope equals 1 point of the curve, the 
evenly spaced solution becomes unstable. For 5 > 1.18011777, only the burst 
behaviour is stable. 



5.2 Circuit Example 

Following the example of [EFS98], we initially considered an entire FIFO stage 
as a two-input module consisting of a C-element and an inverter. Based on our 
analysis, we assumed that drafting was the cause of event clustering. A signal 
that bounced away from the rail should generate a negative drafting effect and 
produce evenly spaced events. We tried this by adding small, delayed negative 
feedback circuitry to the output (c) of each stage in our ring. 

This did not work as expected: events in the ring clustered into bursts regard- 
less of the feedback that we applied. To understand this outcome, we attempted 
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to construct 3D Charlie Diagrams for the stage using HSPICE, but this effort 
was hindered by the limited numerical resolution of HSPICE. At the operating 
point of the ring, the Charlie Diagram is flat to within the resolution of HSPICE. 

Elementary continuity arguments imply that the surface must have some 
residual curvature, but we cannot observe this curvature directly. After further 
consideration, we realized that the bounce had a side effect of reducing the 
Charlie Effect. Consider a scenario where the output of stage i is initially low 
and the forward input (from stage i — 1) goes high before the reverse input (from 
stage i + 1) goes low. While waiting for the event from stage z + 1, the output 
of stage i — 1 decreases towards its asymptotic value. This increases the delay 
from the subsequent transition of stage z + 1. Thus, while the negative feedback 
may have counteracted the drafting as desired, it also counteracted the Charlie 
Effect, resulting in a ring that continued to generate bursts of events. 

To obtain the desired outcome, me moved the feedback point to the internal 
node, q of the C-element. This required some care to avoid spurious transitions. 
In the final solution, we use an N-channel pull-up to fight the keeper’s pull-down 
and get good device matching. Likewise, we fight the keeper’s pull-up with an- 
other P-channel device. Our successful solution is shown in Fig. 11. We included 




Fig. 11. A Ring Stage With Feedback 



current mirrors (not shown in the figure) in series with the feedback devices to 
allow external control of the strength of the feedback for testing purposes. Ac- 
cording to HSPICE simulations, this circuit can be started in burst-mode, and 
forced to evenly-spaced mode by a control input. Circuit considerations limit 
the range of our control input, and we can’t force the ring back into bursting 
behaviour. Again, we would like to construct detailed Charlie Diagrams to better 
understand the behaviour of the circuit, but are hindered by numerical issues. 
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6 Conclusions and Future Work 

We have presented a new model for reasoning about the timing behaviour of 
digital circuits: the three-dimensional Charlie Diagram. We have shown that 
the temporal properties of self-timed rings can be understood by examining 
fixpoints of iterated maps of this model. Simple geometric properties of the 
model distinguish evenly spaced and bursting behaviours. Three-dimensional 
Charlie Diagrams model behaviours that cannot be distinguished by traditional, 
timed-automata style models. At the same time, these Charlie Diagrams provide 
a much higher level of abstraction than circuit-level differential equation models 
(such as SPICE). This higher level of abstraction makes verification of timing 
properties practical. 

While traditional timing analysis focuses on estimating delay values for gates 
and paths, we have presented an analysis that focuses on the dynamics of the 
timing. To this end, our models not only estimate the delays of logic elements 
but also the derivatives of these delays with respect to event times at the gate’s 
inputs and outputs. We have shown that self-timed circuits have distinct tim- 
ing modes, with phase transitions between these modes that exhibit hysteresis. 
Understanding these timing modes allows us to design circuits with timing prop- 
erties not previously achieved. 

We have used these techniques to design a new circuit for a self-timed ring 
stage. We are currently fabricating a chip based on this circuit to obtain exper- 
imental measurements and validate our models. 

We currently generate three-dimensional Charlie Diagrams for our circuits 
through iterated SPICE simulations. In the future, we plan to explore ways of 
combining analytical and numerical techniques for generating these models to 
reduce the model generation time and improve model accuracy. In particular, by 
integrating SPICE’s Jacobian matrix along paths between events, we should be 
able to compute an accurate value for the tangent plane of the Charlie Diagram 
at each point in spite of errors in the exact value of the point. We are also 
interested in ways to apply these techniques to other design, verification, and 
simulation problems. 
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Abstract. In simulation based verification of hardware, as well as in software 
testing, one is faced with the challenge of maximizing coverage of testing while 
minimizing testing cost. To this end, sophisticated techniques are used to generate 
clever test cases, and equally sophisticated techniques are employed by engineers 
to determine the quality - a.k.a. coverage - attained by the tests. The latter activity 
is called Test Coverage Analysis. 

While it is an essential component of the development process, test coverage 
can only be analyzed late in the design cycle when the tested entity and the test 
harness are both stable. To address this serious restriction, we introduce the notion 
of coverability, which intuitively refers to the degree to which a model can be 
covered when subjected to testing. We also show an implementation of coverability 
checking using Model Checking. The notion of coverability highlights a distinction 
between (1) whether a model has been covered by some test suite and (2) whether 
the model can ever be covered by any test suite. Coverability Analysis can be 
performed as soon as the hardware or software are written, before the test harness 
has been written. 



1 Introduction 

State machines are a simple and powerful modeling means used in a variety of areas, 
including hardware [VHDL93] and software design [Biezer90] [Marick95], protocol 
development and other applications [Hol91]. As a normal part of the modeling process, 
state machine models need to be analyzed and reasoned with regard to their function, 
performance, complexity and other properties. Traditionally, functional simulation has 
been a key vehicle to analyzing state machine models. The model is simulated against 
its expected real world stimuli and the simulated results are compared with the expected 
results. Simulation coverage analysis is normally applied to determine the thoroughness 
and quality of simulation. For example, the most common coverage metric used in the 
industry is statement coverage which checks that each statement has been executed at 
least once during simulation. 

While test coverage analysis is an essential component of the design verification 
process, it can only be used late in the cycle when the code is stable and simulation 
environment is running. This is inherent limitation of test coverage analysis. 

In this paper, we introduce the notion of coverability. Formally, a coverability model 
is defined by creating a coverability goal for every coverage goal in the coverage model 
of interest. The coverability goal is met if and only if a test that covers the corresponding 
coverage goal exists. Informally, coverability is a property of a state-machine model and 
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refers to the degree to which the model can be tested using simulation. Reasoning about 
a model’s coverability is a powerful analysis technique as it obviates the aforementioned 
limitation. Thus, a tool for determining coverability can help assess whether a given 
fragment of HDL code contains dead code, whether all branches of a particular control- 
flow statement can be taken, etc. 

To implement coverability analysis, we build on symbolic model checking tech- 
niques, which provide a framework for reasoning about finite-state systems [McM93]. 
In recent years. Symbolic Model Checking, and formal verification in general, has been 
successfully used in the verification of communication protocols, as well as software and 
hardware systems [BBEL96]). Our work may be viewed as an extension of the recent 
research trend to bring together simulation-based verification and formal verification. 
Some recent works, for example, have focused on improving the quality of simulation 
by using formal verification methods to generate test sequences that ensure transition 
coverage [CFSM, LLU96]. 

To contrast coverability analysis and coverage analysis, consider the implementation 
of statement coverage. Here, a coverage tool typically implements statement coverage 
by adding a counter after every statement and initializing the counter to zero. Every 
time a test is simulated, some of the counters are modified. The coverage tool outputs 
all the counters that remain zero, as they are indicative of either dead-code or holes in 
the test plan. In coverability analysis, a rule for every statement would be automatically 
generated to check that it can be reached. These rules are executed by the model checker 
on the program (or instrumented program) and a warning on the existence of dead-code 
is created for every statement that cannot be reached. 

Our approach is based on two key observations. First, as described above, a coverage 
model is composed of coverage goals, each of which is mappable to a corresponding 
coverability goal. The second observation is that a state-machine model can be instru- 
mented with control variables and related transitions; these, on one hand, retain the 
original model behavior as reflected on the original state variables, and on the other 
hand can be used for coverability analysis of the model. The analysis is carried out by 
formulating special rules on the instrumented model and presenting these rules (with the 
instrumented model) to a symbolic model checker. 

The rest of this paper is organized as follows: in Sect. 2 we define the terms used. 
In Sect. 3, we demonstrate a few coverability models and show their implementation. In 
Sect. 4, we explain how CAT - our Coverability Analysis Tool - was implemented. In 
Sect. 5, we discuss our experience using CAT and then we discuss our conclusions. 



2 Definitions 

A coverage goal is a binary function on test patterns. This function specifies whether 
some event occurred when the test pattern is simulated against the state-machine model. 
A coverage model is a set of coverage goals. The statement coverage model, for example, 
is a model containing a goal for every statement and indicates if this statement has been 
executed in simulation. 

Every coverage model has a corresponding coverability model. A coverability model 
is defined by creating, for every coverage goal in the coverage model, a coverability goal 
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which is a binary function on the state-machine model. The coverability goal is true if 
there exists a test on the state-machine model for which the corresponding coverage goal 
is true. 

3 Coverability Analysis via Model Checking 

This section describes and exemplifies the concepts of instrumentation and generation of 
auxiliary rules in our implementation of coverability analysis. We focus on coverability 
models relating to values of variables and to dead code analysis, and we show sample 
results in figure 1. 



3.1 Attainability of All the Values of a Variable 

This coverability model checks whether all variable values in a code fragment are attain- 
able. To this end, for each variable declaration: TYPE : var, where var is a variable of 
interest, a collection of auxiliary rules of the form !EF (var = Vi) - one for each value 
Vi of var - is created. The conjunction of these rules is a property requiring all relevant 
variables to take their respective values. This rule is presented to the underlying model 
checker, which in turn decides on the attainability of the value. When the formula passes, 
an example is also produced, demonstrating how the value is attained. Checking for this 
kind of coverability does not require instrumentation; it needs only the information about 
the variable declaration that enables the creation of the auxiliary rule. 

3.2 Statement Coverability Analysis 

This coverability model checks whether all statements can be reached. To this end, the 
program is instrumented separately for each statement Si in the following way: 

- Create an auxiliary variable Vi and initialize it to 0. 

- Replace statement Si with the statement “Vi = 1”. 

The model checker is then presented with the following rule: “ !EF(ki = 1) , which 
indicates whether Si could be reached. 

Statement coverability analysis changes the program’s behavior. It may now con- 
tain dead-locks and behave in an unpredictable way. However, the program’s behavior 
remains the same until the first execution of the replaced statement. As reachability anal- 
ysis is performed, the behavior of the program after the first execution of the statement is 
immaterial. In this type of instrumentation, only one statement at a time may be checked. 
We are currently working on checking more efficient implementation. 

4 CAT - Our Coverability Analysis Tool 

We have created a coverability tool called CAT (Coverability Analysis Tool) which is 
very simple to use. It receives two parameters: the name of the program to be tested 
and the coverability models to be used. CAT outputs a list of all the coverability tasks, 
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module example (A, B , clock, F) ; 
input A,B; 
input [0:7] clock; 
output F ; 
wire W1 , W2 ; 
reg regl ; 
reg [0:7] arr; 
integer intl,int2; 
initial 
begin 

int2 = 1; 
inti = 0; 
arr [0:7] = 0 ; 
regl = 0 ; 

end 

assign W2 = ! clock [6] ; 
assign W1 = regl; 
always ©(clock) 
begin 

20int2 = 2; 

21if (clock [3] >clock [2] || W2==l) 

22 f or ( int 1=0 ; intl<5 ; intl=intl+l ) 



23 


begin 




24 


int2 = int2 + 


1; 


25 


if (inti > int2 


) 


26 


arr [4:5] = 


2; 


27 


if (inti < int2 


) 


28 


arr [4:5] = 


3; 


29 


end 





30 else 

31 if(W2 == 1) 

32 regl = 1; 

3 3 end 
endmodule 

Attainability Results: 

Wire W1 : 

Value 0 is attainable. 

Value 1 cannot be attained! 
Wire W2 : 

Value 0 is attainable. 

Value 1 is attainable. 

Statement Coverablllty Results: 

ASSIGNMENT in line 20: ok 
IF in line 21: ok 

ASSIGNMENT in line 24: ok 
IF in line 25: ok 

ASSIGNMENT in line 26: 

-- can never execute! 

IF in line 27 : ok 

ASSIGNMENT in line 28: ok 
IF in line 31: ok 

ASSIGNMENT in line 32: 

-- can never execute! 



Fig. 1. Verilog program with analysis 



indicating whether each task is coverable or not. CAT works in the following way: for 
every coverability goal, CAT instruments the original program with the needed auxiliary 
statements, and creates a corresponding temporal rule. The rule is then checked by using 
a model checker on the instrumented program and the result of the run is reported. For 
example, if we want to find whether a line can be reached, we add an instrumentation 
that marks this line so it can be referred to by the rule. The model checker then checks 
the attainability of the marked line and CAT extracts and reports the answer. 

CAT uses RuleBase, a symbolic Model Checker developed by the IBM Haifa Re- 
search Lab ([BBEL96]), as its underlying engine. RuleBase can analyze models for- 
mulated in several hardware description languages, including VHDL and Verilog. The 
basis for CAT is RuleBases’s Verilog parser. Koala. CAT parses the input Verilog de- 
sign, extracts the information needed in the current coverability goal, and constructs the 
auxiliary CTL rules on demand. CAT then transforms the design so that it will include 
the relevant auxiliary statements, and presents the instrumented program to RuleBase. 

CAT supports default free-behavior environments, as well as user-defined environ- 
ments. The user may choose between the two modes of environment modeling - default 
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or user-defined. For example, in the application of CAT for dead-code analysis, default 
free-behavior environments are used. If a statement cannot be covered with free inputs, 
it can never be reached under any circumstances. 

5 Experience 

The coverability report for the sample program of Fig. 1 was generated in less than one 
minute. Figure 1 shows a Verilog program and Fig. 2 shows the issued report that indi- 
cates which variable values are not attainable and which statements cannot be reached. 
Working on benchmark PCI local BUS ([AZ97]), statement-reachability rules for a 
1500-line Verilog program were evaluated at the rate of one rule per minute. To test 
CAT’s industrial applicability, we used CAT to analyze the coverability of some cus- 
tomer code. It took two hours to complete a dead-code analysis report for a 1200-line 
Verilog module of a relatively simple control structure. The rules looking for dead code 
(e.g., “line 312 is never reached”) execute quickly since each rule induces a relatively 
small cone-of-influence, which is amenable to the many reductions supported by Rule- 
Base, our underlying model checker. Working on another Verilog file of comparable 
size (1300 lines) but with a significantly more complex control structure, a report was 
created at a rate of ten statement coverability rules per hour. This appears to be excessive 
for the developers, and we therefore are currently evaluating some of the optimization 
techniques. 

6 Discussion 

In this paper we introduced the concept of coverability analysis and described how 
a number of coverability metrics, corresponding to some commonly-used coverage 
metrics, can be implemented via Symbolic Model Checking. The same ideas can be 
used to implement many other coverability metrics (e.g., define-use, mutation, and loop 
[Marick95][Kaner95]). 

The presented technique integrates ideas from traditional simulation and formal 
verification. It is somewhat similar to ideas seen in fault grading [KPKR94]. In fact, the 
technique derives its strength from its use of the exhaustiveness of formal verification 
to improve the planning of simulation. 

A possible critique of the coverability approach might be that if a state machine 
is small enough to measure its coverability, it would also be small enough to be for- 
mally verified. However, we believe the merit of the coverability approach does in fact 
complement - and extend - the capabilities of formal verification due to the following 
reasons: 

1 . Today’s model checkers are complicated tools that require the users to write complex 
rules in some form of temporal logic. The application suggested in this paper is fully 
automatic and enables naive users to take advantage of the power of model checkers 
with a “one button” interface for coverability analysis. We believe that adding this 
capability to existing model checkers will increase their utilization and applicability 
in the hardware design community. 
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2. Our approach can be used in the debugging stage (as soon as code is being written), 
before formal verification or simulation are used. 

3. Formal verifieation does not guarantee that the design is correct. Even units that 
were formally verified need to be tested via simulation in which coverability can 
help. 
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Abstract. It is explained how Dill (Digital Logic in Lotos) can specify and anal- 
yse hardware timing characteristics using ET-Lotos (Enhanced Timed Lotos - 
the ISO Language Of Temporal Ordering Specification). Hardware functionality 
and timing characteristics are rigorously specified and then validated. 



1 Introduction 

Dill (Digital Logic in Lotos [2]) is an approach for specifying digital circuits using 
Lotos (Language Of Temporal Ordering Specification [1]). Dill allows formal speci- 
fication of hardware designs, represented using Lotos at various levels of abstraction. 
Dill deals with functional and timing aspects, synchronous and asynchronous design. 
There is support from a library of common components and circuit designs. Analysis 
uses standard Lotos tools. 

Lotos is a formal language standardised for use with communications systems. Dill, 
which is realised through translation to Lotos, is a substantially different application 
area for this language. Lotos is neutral with respect to whether a specification is to 
be realised in hardware or software, allowing hardware-software co-design. Lotos has 
well-developed theories for verification and test generation. The paper uses ET-Lotos 
(Enhanced Timed Lotos [3]). Because ET-Lotos tools are currently under develop- 
ment, the authors have also used TE-Lotos (Time Extended Lotos [5]). Although these 
Lotos variants adopt different semantic models, the equivalence between them has been 
established [4]. 

ET-Lotos is a timed Lotos that allows the modelling of time-sensitive behaviour. 
The delay operator delta ( time ) means that the subsequent behaviour will be delayed 
by time. A time value is relative to the instant when the previous action occurs. The 
time measurement operator @t is used to measure the time elapsed between the instant 
when an event is offered and the instant when it occurs. The time value is stored in t. 
The life reducer operator has different semantics when applied to internal events (i) and 
observable events (e). i {d} means that i must occur non-deterministically within the 
next d time units. In the case of observable behaviour e {d}; B, the event may happen 
within d time units. If so the behaviour evolves to B, otherwise the process deadlocks. 
The default life reducer for internal events is 0, while for observable events it is the 
maximal value of the time domain. ET-Lotos adopts maximal progress, i.e. if a hidden 
action can occur it must happen at once (unless an alternative action occurs). 

The input-output timing relationship is normally called delay. A timing relationship 
among inputs is called a timing constraint, meaning that the digital circuit can work 
correctly only if the constraints are met. In an integrated method for describing delay, 
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a digital component is specified in one process that deals with both functionality and 
timing. Although the integrated method may result in compact specifications, it is not a 
‘structural’ method and is hard to apply. Untimed behaviour should also be a special case 
of timed behaviour. Combined methods for specifying delay are thus preferred. These 
separate the functionality and the timing characteristics into different processes. 

The approach selected for Timed Dill is called the parallel-serial model. Function- 
ality is assumed to be specified with zero delay. Timing constraints are placed in parallel 
with the inputs of the functional specification to check if input requirements are met. 
Delays are placed in series with outputs of the functional specification to describe overall 
delay. Error events are introduced to discover violation of timing constraints; they have 
no counterpart in a real physical component. 

If the timing constraints are void and the delays are between zero and arbitrarily 
large, the timed model is equivalent to the untimed model. An untimed specification is 
thus just a special case. Component functionality is supposed to have zero delay. This can 
be easily obtained from the untimed functionality. To change an untimed specification 
to one with zero delay, a life reducer {0} is appended to each output event offer. 

2 Delays and Timing Constraints 

Suppose the delay of a digital component is D. If a component has pure delay, all input 
changes will have an effect on output. If a component has inertial delay, output will 
respond only to input changes that have persisted for time D. Sometimes, the delay of a 
component has a more general form. There may exist a threshold T < D such that the 
component absorbs input pulses whose width is less than T. However output follows 
input if the pulse width is more than T. In Dill this is termed general delay. In fact, it 
can be considered as inertial delay T cascaded with a pure delay D — T. 

The Dill library supports non-deterministic delays ranging from MinDel (minimum) 
to MaxDel (maximum). For general delay, MinWidth corresponds to the threshold T. 
Timed Dill also handles high-to-low, low-to-high and pin-to-pin delays. 

A naive attempt at specifying inertial delay would use the ET-Lotos generalised life 
reducer. If the delay is connected to other components in a larger design, an output port 
might well be hidden. This would mean that the delay time is exactly MinDel instead 
of being a non-deterministic value since ET-Lotos adopts maximal progress for hidden 
events. A better specification of inertial delay is given by: 

process Delayinertial [Ip, Op] (MinDel, MaxDel: Time) : noexit := 
DelayInertialAux [Ip, Op] (MinDel, MaxDel, 0 of Bit, 0 of Bit) 

where 

process DelayInertialAux [Ip, Op] (* auxiliary definition *) 

(MinDel, MaxDel : Time, Datalp, DataOp : Bit) : noexit := 

Ip ? NewDatalp : Bit; (* input change *) 

DelayInertialAux [Ip, Op] (MinDel, MaxDel, NewDatalp, DataOp) 

[| (* or ... *) 

[Datalp ne DataOp] ^ (* output must change? *) 

i {MinDel, MaxDel}; (* allow delay to pass *) 

Op ! Datalp {0}; (* output changes at once *) 
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DelayInertialAux [Ip, Op] (MinDel, MaxDel, Datalp, Datalp) 
endproc (* DelayInertialAux *) 
endproc (* Delayinertial *) 

The internal event i introduces non-deterministic delay, i.e. output can change at any time 
between MinDel and MaxDel. The exact delay is determined by the component itself 
and not by the environment. Moreover, even if the component is connected to other 
components, the delay is still non-deterministic since only hidden events are urgent. 

Because delay is assumed non-deterministic rather than fixed, the pure delay spec- 
ified below exhibits sequences like Op ! 0; Op ! 0; Op ! 1 where the second Op ! 0 
overtakes Op ! 1 and results in two consecutive Op ! 0 events. The phenomenon of 
catch-up arises if a later input change takes less time to reach the output than an ear- 
lier input change. Catch-up may exhibit various forms in real hardware if delays vary 
significantly. However, digital components generally operate in a stable environment so 
the variation in delays is in a narrow range. Thus the catch-up condition is rarely met in 
practice. The phenomenon exists in any delay model that is based on pure delay, 
process DelayPure[Ip, Op] (MinDel, MaxDel : Time) : noexit := 

DelayPureAux [Ip, Op] (MinDel, MaxDel, 0 of Bit, 0 of Bit) 
where 

process DelayPureAux [Ip, Op] (* auxiliary definition *) 

(MinDel, MaxDel : Time, Datalp, DataOp : Bit) : noexit := 

Ip ? NewDatalp : Bit; (* input change *) 

( 



[NewDatalp eq DataOp] ^ (* no output change? *) 

DelayPureAux [Ip, Op] (MinDel, MaxDel, NewDatalp, DataOp) 

[| (* or ... *) 

[NewDatalp ne DataOp] ^ (* output must change? *) 

( 



i {MinDel, MaxDel}; 
Op ! NewDatalp (0); 

stop 



(* allow delay to pass *) 
(* output changes at once *) 
(* delay behaviour now done *) 
(* interleaved with ... *) 

DelayPureAux [Ip, Op] (MinDel, MaxDel, NewDatalp, NewDatalp) 



) 



) 

endproc (* DelayPureAux *) 
endproc (* DelayPure *) 

The general delay element in Dill is specified such that it can model not only a 
general delay but also inertial or pure delay by choosing appropriate timing parameters. 
The specification of general delay is not given here as it is just the combination of inertial 
and pure delay. The following gives the rules of using the timing parameters. Inf is the 
maximal value of the time domain (taken as arbitrarily large): 



0 < MinWidth < MinDel < MaxDel < Inf This describes general delay. It is meaning- 
ful only when MinWidth is a positive number less than MinDel. 

MinWidth = 0, MinDel < MaxDel < Inf This is pure delay. The difference from general 
delay is that MinWidth is 0 so the component does not absorb a narrow pulse. 
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0 < MinDel < MaxDel < Inf, MinWidth > MinDel This is inertial delay. It applies if 
MinDel is less than threshold MinWidth, often set to Inf for inertial delay. 

MinDel = 0, MaxDel = Inf MinWidth > 0 This is equivalent to an untimed delay com- 
ponent. Usually MinWidth is set to the value Inf. 

Timing constraints in Dill are used to check if the inputs of a component satisfy 
some conditions. Common timing constraint elements have heen added to the Dill 
library, including those for setup, hold, pulse width and period. 

Setup and hold times are always associated with flip-flops. Setup time is the time 
interval between a change in data input and the trigger that stores this data. The hold 
time is the interval in which input data must remain unchanged after triggering by the 
clock. The setup time constraint is specified as follows for a D flip-flop where the active 
clock transition is positive-going. A similar approach specifies a hold time constraint, 
checks the minimum input pulse width, or checks the period of clock signals, 
process SetupDel [D, Ck, Err] (SetupTime ; Time) : noexit := 

D ? NewDatalp: Bit; (* new data input *) 

AfterD [D, Ck, Err] (SetupTime, SetupTime) (* check setup time *) 

U (* or ... *) 

Ck ? NewClock : Bit; (* new clock input *) 

SetupDel [D, Ck, Err] (SetupTime) (* no setup time to check *) 

endproc (* SetupDel *) 



process AfterD [D, Ck, Err] (SetupTime, SetupRem : Time) : noexit 



delta (SetupRem) i; 

SetupDel [D, Ck, Err] (SetupTime) 

Ck ? NewClock : Bit @ t; 

( 

[NewClock eq 0] ^ 

AfterD [D, Ck] (SetupTime, SetupTime - 1) 

D 

[NewClock eq 1] ^ 

Err ! SetupError; 

SetupDel [D, Ck, Err] (SetupTime) 



) 



D ? NewDatalp: Bit; 

AfterD [D, Ck, Err] (SetupTime, SetupTime) 
endproc (* AfterD *) 



(* enforce min. setup time *) 
(* restart setup check *) 
(* or ... *) 
(* new clock input *) 

(* negative-going clock? *) 
(* check setup time left *) 






*) 



(* positive-going clock *) 
(* min. setup time violated *) 
(* restart setup check *) 

(* or ... *) 
(* new data input *) 
(* restart setup check *) 



3 Timed Dill Example: 2-to-l Multiplexer 

As an example, a 2-to- 1 multiplexer will be specified and analysed. A selection input S of 0 
or 1 chooses input A or B, which appears at C after some delay. A higher level specification 
defines the required behaviour and timing performance. A lower level specification gives 
a component design that implements the higher level. The behavioural specification of 
the 2-to-l multiplexer in Dill is as follows: 
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define (MinDel, 10) 


# min. delay value 


define(MaxDel, 15) 


# max. delay value 


include(dill.m4) 


# include DILL library 


circuit( 


# circuit description 


Multiplexer2tol_BB [A, B, S, C], 


# circuit name and ports 


hide InC in 


# internal gate to delay 


Multiplexer2tol_BB_0 [A, B, S, InC] 


# multiplexer instance 


|[InC]| 


# sync with delay 


Delay [InC, C] (Inf, MinDel, MaxDel) 

where 


# delay instance 


Multiplexer2to 1 _ BB _ 0_ Decl 

) 


# multiplexer from library 


Dill provides a veneer on top of Lotos - mainly a library of components that 
can be combined using Lotos operators. The circuit declaration names the overall 
specification and its parameters. It then gives a Lotos behaviour expression for the whole 
circuit. Library components are declared and automatically included by giving their 
names (Component. Decl). In the above, Multiplexerltol -BB.O is a 2-to-l multiplexer 


in behavioural style (BB = black box) that exhibits 


zero delay (0). 


The behavioural specification was validated using the TE-Lola simulator. Basically, 
the behaviour of the multiplexer is simulated for each input combination to see if it is as 


expected. The results of simulation are regarded as 


the criteria against which simulation 


of the lower-level specification should be judged. The design of the 2-to-l multiplexer 
uses the selection signal to gate one or other input. Although this design might be found 
in a standard textbook, it was found that it contains hazards. The corresponding Dill 


specification is: 




define(DelayData, Inf, 5, 5) 


# MinWidth, MinDel, MaxDel 


include(dill.m4) 


# include DILL library 


circuit( 


# circuit description 


timed. 


# declare timed design 


Multiplexer2tol [A, B, S, C], 


# circuit name and ports 


hide Ain, Bln, Sin in 


# internal gates 


Inverter [S, Sin] 


# inverter instance 


[S, SIn]| 

( 

And2 [Sin, A, Ain] 

1 1 


# sync with selection signals 


# two-input and instance 


II 

And2 [S, B, Bln] 

) 

[Ain, Bln] 


# two-input and instance 


# sync with inputs 


Or2 [Ain, Bln, C] 

where 


# two-input or instance 


Inverter. Decl 


# inverter from library 


And2_Decl 


# two-input and from library 


Or2_Decl 


# two-input or from library 
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The delay is fixed at 5 and is inertial because MinWidth is Inf. The first parameter 
of the circuit declaration is optional. In this example it is timed; the default value is 
untimed, which appends Inf 0, Inf to every instantiation of a basic logic gate. 

Timed behaviour was investigated using the TestExpand function of TE-Lola that 
automatically explores a test in parallel with a specification. If the test process can be 
followed for all executions of the composed specification, the result of testing is must 
pass. If the test process can be followed only for some executions, the result is may pass. 
Otherwise the test is considered to be rejected. 

Firstly, the functionality of the multiplexer was tested. Secondly, there were tests to 
see if the design had a timing hazard (static or dynamic). Input transitions were checked 
with tests that deliberately risked hazards. Unfortunately 6 of the 56 transitions pass 
the tests, i.e. they exhibit hazards when the delays of each gates are fixed (transitions 
000^101, 010^101, 011^100, 011^110, 111^100, 111^110). By simulating a 
passed test sequence, it becomes obvious that hazards are due to inputs following dif- 
ferent lengths of path to reach the output. One solution is to introduce delay elements to 
equalise input-output path lengths. 

4 Conclusion 

Dill allows formal specification and analysis of digital hardware. It has extended the 
experience with Lotos in the communications field. Timed Dill offers a number of 
important benefits. It can check whether timing requirements are respected by a design, 
making use of timing constraint components. Potential timing errors like hazards can 
be discovered, as in the multiplexer example. Timed Dill can also be used to analyse 
performance such as minimum/maximum delays and timing on critical paths. Although 
the paper has deliberately been illustrated with only a small example, the approach 
is applicable to much larger problems. A future goal is support of Timed Dill with 
verification based on Kronos, Hytech or timed automata. 
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Abstract. The action systems formalism has recently been applied to 
the area of asynchronous and synchronous VLSI design. In this paper, we 
study formal aspects of synchronous pipelining. We show how the frame- 
work of synchronous action systems can be used to derive a pipelined 
structure from a non-pipelined specification in a correctness-preserving 
manner. 



1 Introduction 

Pipelining is a very common technique used in digital systems design in order 
to increase parallelism. It has an important impact on the rate at which data is 
produced and consumed, a pipelined version allowing a higher speed than the 
non-pipelined version of the same circuit [7]. 

Formal methods of concurrent programming become increasingly important 
in design of complex VLSI systems. In our earlier work, we have shown how 
the action systems formalism [1] can be applied in design of both self-timed [8] 
and synchronous circuits [9,10]. In this paper, we continue our work on syn- 
chronous modeling by focusing on the formal aspects of clocked pipelining. The 
actions composing a synchronous action system are high-level representations 
of circuit functionality. One single action may actually map on a very complex 
hardware implementation, in terms of the time required to perform. Therefore, 
the device should operate on a large clock period, situation which, often, does 
not represent a solution. Thus, a further splitting of the execution of the ini- 
tial action becomes necessary, reflected further in a pipelined realization of the 
digital device. Here, we present a stepwise procedure by which a non-pipelined 
synchronous action system specification is transformed into a pipelined form, in 
a correctness-preserving manner. 

2 Synchronous Action Systems 

The action systems formalism is based on an extended version of Dijkstra’s 
language of guarded commands [5]. A synchronous action system [9] A has the 
form sys A{g) :: |[ var l\ init g,l := godo; do Ai V A2 od ]|, where g and I 
are lists of global and local variables initialised to go and Iq, respectively, and 
Ai V A 2 is the synchronous composition of the actions Ai and A 2 which access 
the variables g and 1. 
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Any of the actions of the synchronous system A is defined as a non-determin- 
istic assignment, x := x' .Q. Here, Q is a boolean relation which determines the 
value(s) x' assigned to the (list of) variable(s) x. For example: Q = x' = x + y, 
where y is another variable. The synchronous composition operator ‘V’ between 
the actions Ai in the above system A indicates that the write variables of the 
involved actions are updated simultaneously in an atomic manner. At a lower 
abstraction level, a synchronous composition consists of a read phase and a write 
phase which are executed sequentially one after another. 

The hardware representation of a synchronous action is represented by a 
set of registers (D flip-flops) , each associated with one of the write variables of 
the action, and the corresponding combinational logic (specified, under all input 
situations, by the predicate Q). 

Two synchronous action systems Ai and A 2 can be composed using the 
operator ‘V’. The composition Ai V A 2 is defined to be a synchronous action 
system which is composed of the actions of the constituent systems. This system 
merges the global variables of the components Ai keeping the local variables 
distinct. 

Actions and action systems are intended to be developed in a stepwise manner 
within the refinement calculus [2]. A correct transformation of a given action A 
into the action A' is denoted as A < A' . Refinement of synchronous action 
systems is mainly based on the theory of trace refinement [3]. A trace, or a 
sequence of values of the global variables, represents an observable behaviour 
of a system. An abstract action system A is said to be (trace) refined by the 
concrete system C, denoted A t C, if the traces of A and C are equivalent. Notice 
that, in a trace, several successive equivalent states are considered as a single 
one. 



reqjest 

acknowledge 



y 






• dtel 




X 





Fig. 1. The four phase handshake 

The design of synchronous action systems [10] is based on correctly deriv- 
ing synchronous representations from asynchronous action systems. An asyn- 
chronous system interacts with its environment via an asynchronous commu- 
nication (handshake) channel, which is composed of two boolean variables [6], 
denoted req and ack (request, acknowledge), and data variables. The handshake 
variable req is updated by the master system which is the active party of com- 
munication requesting tasks from the server system which is the passive party 
of communication. The variable ack is updated by the server whenever it has 
completed a task requested by the master. In our approach, the synchronous 
system is the server component of an asynchronous description and a system 
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that models the environment acts as the master. We build our design flow on 
the four-phase signalling protocol [4] (Fig. 1). 

3 Pipelined Synchronous Action Systems 

In order to obtain a pipelined version of an initially non-pipelined system, we 
have to introduce / eliminate local variables of the specific system. We do this 
according to the methods presented in [11], accommodating for our purposes the 
rules presented in [2]. We continue with the introduction of the pipelining pro- 
cedure. For performing the translation from an asynchronous to a synchronous 
representation, the system under analysis has to comply with a set of synchro- 
nization requirements [10]. Thus, one of the requirements specifies that it is 
possible to transform a sequence (for instance A^; . . . ;d„) into a simultaneous 
assignment {A\ * ... * An), and from here, into a synchronous composition, if 
actions in the sequence do not read what other actions, positioned earlier in the 
sequence, have just updated. The process preserves the existence of the commu- 
nication variables req and ack in the synchronous description. 

Pipelining Procedure. Let us consider now a synchronous action system. A, 
obtained from an initial asynchronous system. Thus, A contains the action ACK 
that updates the acknowledge signal ack : 

sys A {req, ack : hook, x, y,a,b : data) :: 

|[ var k, init I, x, . . . ,b := lo, xo, ■ ■ ■ ,bo\ req, ack := false 
do A V S V ACK od (1) 

]l, 

A = a := o'-Qa, Qa = {req ^ Qa) A {^req => a' = a), 

B = b:=b'.QB, Qb = (reg ^ Qb) A (-reg => b' = 6 ), 

ACK = ack := ack' .Q k, Qk = {req => ack' = true) A {-^req => ack' = false) 

Let us now assume that the direct circuit implementation of the actions A and 

B of the system A is estimated to be so complex that it cannot be operated 
with the specified clock frequency. Then the computations of A and B have to 
be divided into n (n > 1) phases each of which is simple enough to be executed 
in one clock cycle. A set of n — 1 new local variables is introduced for every 
action we split, in order to store the results of each phase. The combinational 
logic that updates the variable ack is a very simple construct. Consequently, the 
update is possible to be completed in a single clock step. Therefore, the update 
on the variable ack is only delayed but not split over n stages. 

Pre-analysis Step. Intuitively, the first step in dividing the action A into n 
pipelined actions is to transform it locally into the atomic n-element sequence: 

A < A', A' = Ao;...;A„-i, 

Aj — aj . — aj.Qo^,j — 0 , . . . , n \, an— i — a 

The above refinement requires that 

(Q° A Q;([ao/ao] A • • • A Q"“^[a(i_2/a„_2]) = Qa 
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As each action of the sequence A reads the values of the variables updated by 
the previous action in the sequence, it is not possible to obtain a synchronous 
representation of the action A (for instance Aq V ... V A„_i). However, 
this study is necessary as it indicates what the relations j = 0 ... n — 1 are 
(in other words, it shows how to split the execution of action A). They will be 
used in the following steps, when we describe the transformation of the system 
A into an equivalent pipelined system. Observe that a similar procedure is to be 
applied to action B, too. 

Step 1. Buffering. We start the transformation of the action system (1) by 
introducing 3 ■ (n — 1) variables. Consequently, we also have 3 ■ (n — 1) new actions. 
Initially we only modify the original actions so that they have as input the new 
local variables, instead of the initial global variables: 

sys (req, ack : book, x, y,a,b : data) :: 

|[ var l,ao,. . . , a„-2,bo , . . . , b„-2,reqo, ■ ■ ■ ,req„-2\ 

init l,x, . . . ,b := lo,xo, . ■ . ,bo; req, ack, reqo, . . . , reqn-2 '■= false, 

ao, bo, ... , an- 2 , bn -2 '■= aog, 6 oq, . . . , a„-2Q, b„- 2 o', 

do A' V Aq ... V An— 2 V Bq ... V Bn— 2 
VACK' V ACKo ... V ACKn-2 od 



A = A[an-2, reqn-2/ X, req], B' = B[b„-2,reqn-2/y,req], 

Ao = ao := X, Bo = bo := y, 

ACK' = ACK[reqn-2/req], ACKo = reqo ~ req, 

0-1 1 ® ^ req}, S € {A, B, ACK}, j = 1 . . .n — 2 

The hardware implementation of the system A^ is shown in Fig. 2. 




Fig. 2. Intermediate stage in the pipelining process 

The result of Step 1 is the refinement AQ A^. Observe that until reqn -2 = 
true, the system A^ does not modify its observable state (it stutters). Also, after 
req becomes false, until reqn-2 = false, A^ stutters again. 

Step 2. Auxiliary Actions. Next, we introduce 2 n additional actions Dq, . . . , 
Dn-i and Cq, . . . ,Cn-i, that synchronously update the new local variables 
do, ... , dn-i and cq, . . . , c„-i, respectively. We have 

Do = do \= d'o.Q%), Qf) = Q/Xd'o / a'o], 

Co = Co := c'q.Qq, Qq = Q/,[c'o/b'o] 
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For j = 0 . . .n — 1, the actions Dj and Cj update the corresponding output 
variables as specified by the predicates selected in the pre-processing step: 

Dj dj . dj.Qp^ Qp — 1 Qa[^j/^j]') ^ (“'ref/j — 1 dj d^), 

Cj = Cj := Cj.Q^p, = {reqj-i => Ql[c'j/b'j]) A (-ueg^-i => c' = Cj) 

At the system level we have sys E sys A^, where A^ is described as 

sys {req, ack : boot, x, y,a,b : data) :: 

|[ var l,ao,bo,reqo,do,co ■ ■ ■ ,a„-2,b„-2,req„-2,d„-i,c„-i', 
init l,x,. . . ,h := Iq,xo, ■ ■ ■ ,bo',req,ack,reqo, ■ ■ ■ ,req„-2 '■= false, 
ao,bo ■ ■ ■ , a„-2, &n-2 := aoo , boo ■ ■ ■ , a„-2o , bn- 2 o ; 
do , Cq ■ ■ ■ , dji — 2 , Cn — 2 • doQ , CQq ■ ■ ■ , dn — 2Q , Cn — 2Q , 

do a! V Ao ... V An— 2 V Bq ... V Bn— 2 

VACK' V ACKo ... V ACK „-2 
V Co ... V C„-i V Do ... V Dn-i od 



Step 3. Removal of Auxiliary Variables. The Final Description. Next, 
notice that 



req Areqn-2 => {Qd ^[a/d„_i] = QA[a„_2, reg„_2/x, reg]) 

= QB[bn-2,reqn-2/y,req\) 

The interpretation of the above relation is as follows. The update on variable 
a, either according to Qa, or to leads to the same result. Therefore, we 

can write 

A'<A",A” = Dn-i[a/dn-i], 

B' < B", B" = C„_i[b/c„_i] 

Now we can safely eliminate the variables a„_ 2 ,^n -2 from the system descrip- 
tion, together with the actions that update them. We repeat this procedure for 
the variables aj, bj {j = n — 3 . . . 0) and for the corresponding actions. Eventually 
we come to the system E A^): 

sys A? {req, ack : bool; x, y,a,b : data) :: 

|[ var l,reqo,do,co . . . , reg„_2, d„_i, c„_i; 

init l,x, . . . ,b := lo,xo, . . . ,bo; req, ack, reqo, ■ ■ ■ , reqn-2 '■= false; 

do,Co ■ ■ ■ ,d„- 2 ,C „-2 ■= dog , COg . . . ,dn- 2 g,Cn- 2 g; 

do A” V B" V Do ... V Dn-2 V Co ... V C„_2 
VACK' V ACKo ... V ACKn-2 od 



The implementation of the system A^ is shown in Fig. 3. 

4 Conclusions 

We introduced an action systems-based method to transform a non-pipelined 
synchronous system description into a pipelined structure within a correctness 
preserving formal framework. The pipelining procedure was viewed as a four-step 
refinement which started from atomic sequencing of an action and was completed 
by splitting the action in question into separate synchronous components each 
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Fig. 3. The system A.^ in hardware 

of which constituted a stage of the created pipeline. The work presented in this 
paper was motivated by importance and generality of pipelining in contemporary 
VLSI design and by the view that the need for formal design methods is becoming 
more and more obvious with increasing complexity of digital VLSI systems. 

Several issues are still to be addressed in further work studies, such as the 
elimination of the communication variables and its implication in pipelined- 
system modelling, as well as the subject of pipeline control. 
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Abstract. We present an approach to aid in debugging/development 
of scheduling algorithm implementations. Our technique makes use of a 
sequence of a correctness-preserving RTL transformation called Register 
Transfer Split (RTS), to collectively perform the same task as that of a 
scheduler. Violation of the transformation precondition signals an error 
and the sequence of RTS transformations applied so far forms a trace 
which can be used for debugging purposes. 



1 Introduction 

Researchers have addressed the problem of creating bug-free synthesis systems 
into separately verifying each synthesis stage. In this paper, we specifically deal 
with the verification of the scheduling stage. 

Lock et al [1] captured the scheduling result in the form of a table and 
checks for correctness inside the HOL theorem prover. Ashar et al [2] used model 
checking and symbolic simulation to check the signal correspondences between 
RTL and behavior. Importantly, all arithmetic operations are uninterpreted and 
loops are handled via identifying loop invariants. In Eveking et al [3], failure 
to transform the behavioral description towards the scheduled result signals an 
error. Naren et al [4] proved the correctness of the force-directed list scheduler 
(FDLS) algorithm in PVS and embedded the correctness conditions developed 
during the exercise as program assertions in the implementation. 

We do not handle constraint violations in the scheduler and hence only con- 
sider legal schedules and not optimal ones [5]. Also, our approach is applicable 
only for schedules for sequences of straight-line code or basic blocks. 

In Sect. 2 we introduce models for a register transfer and the RTS trans- 
formation. Section 3 discusses our methodology. The conclusion is presented in 
Sect. 4. 

2 Models 

We use the models of a register transfer and the RTS transformation from [6], 
where a completeness proof for a set of RTL transformations (including RTS) 

* This work was sponsored by DARPA, monitored by US Army Ft. Huachuca under 
contract number DABT63-96-C-0051 and NSF (grant number 9634462). 
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is presented. Completeness of a set of behavior-preserving RTL transformations 
means: for any two behaviorally-equivalent RTL designs, by applying a finite 
sequence of these correctness-preserving transformations we can move from one 
design to the other. 

2.1 Register Transfer 

A register transfer maps a set of source registers to a set of destination registers. 
It denotes the activity performed at a certain part in the data path at a unique 
control step. We use the term expressions to collectively refer to operators, reg- 
isters and their interconnections. Let E refer to the set of expressions, OP to the 
set of operators in E and REG to the set of registers in E. 

The data path consists of a set of operators, a set of registers and the inter- 
connect between them. Using the notations above, we can now define the data 
path (DP) as the following tuple: 

DP = {E, OP, REG) (1) 

The activity inside a data path during a register transfer RT is represented by 
a subset of expressions from E. The interconnect between these expressions are 
determined by the computations scheduled to be performed in the data path at 
the control step defined by RT. 

Definition 1 A register transfer RT associated with a data path is a tuple of 
the form: 

RT = {Ert, REG°^f, U : OP -^{ExE), R.g : REG°^f ^ E) (2) 

where Ert U E and REGff}, Q REG is the set of output registers in RT. fop 
and freg define the interconnect between expressions of the data path at the 
control step corresponding to RT as follows: function fop maps an operator to a 
pair of expressions (for each of the two source expressions of the operator) and 
function freg maps an output register to an expression (its input). 

2.2 Well-Formed Register Transfer 

In our model, we do not allow register transfers to contain combinational cy- 
cles, floating inputs for operators and registers or concurrent operations to be 
performed on the same hardware resource. 

To formally define such requirements we first introduce the definition of an 
ancestors set Anc for an expression e (operator or register) as the set of all 
expressions which are connected via a direct path to e. 

Definition 2 The ancestors set Anc of an expres.sion e of a data path = (E, 
OP, REG), with respect to a mapping function fop : OP d- (E x E), is defined 
recursively as: 

. , , _ j 0 e : register 

nc(e) I ^^c(/op(e)T) U Anc(/op(e)‘2) U {/op(e)T, /op(e)‘2} e : operator 

(3) 

where /op(e)T and fop{eY2 represent the first and second projections of fop 
respectively. 




Verification of Basic Block Schedules Using RTL Transformations 



175 



Definition 3 A register transfer RT is said to be well-formed if: 

1. V(e e Ert) '■ Anc{e) C Ert 

The ancestors set Anc for each operator in Ert must also be present in 
Ert- 

2. V(e e Ert) : e ^ Anc{e) 

There are no combinational cycles in an RT. 

3. image(freg) Q Ert 

The source of each output register in REGfff must also be present in Ert- 
4- V(ei,e 2 e OP) : (ci = 62 ) ^ ( (/op(ei)‘l = /op(e 2 )‘l) A (/<,p(ei)‘2 = 

/op ( 62 ) ‘2) ) 

Concurrent operations are performed on different hardware resources. 

2.3 Register Transfer Split (RTS) 

Transformation: RTS (RT ,splitset) 

Operation: Split register transfer RT into two register transfers RTi and RT 2 
by inserting new temporary registers between them. RT 2 contains the sub-image 
of RT induced by the operations present in split_set and RTi contains the rest. 

Precondition: 

i. Dependencies must be preserved as the operators are assigned to different 
register transfers. 

Body: 

Step 1. Copy the sub-image in RT induced by the operators in spliLset and place 
it in a new register transfer RT 2 . The remaining sub-image (induced by 
any remaining operators) in RT goes into another new register transfer 
RTi. 

Step 2. The output of RT 2 is connected to the inputs of the temporary registers. 
The outputs of the temporary registers are connected to the inputs of 
components of RTi. tempset represents the set of temporary registers. 

No change is made to RT if split_set has only one operator. The application 
of the RTS is deemed correct if its precondition, called the Well-Formedness 
precondition, is satisfied. 

Well-Formedness Precondition (WFP): 

WFP(RT, split-set) ^ V(e G aplitset) : Anc(e) G aplitset (4) 

WFP(RT, split-set) 

co'mpJbehavioifCG) = compJ)ehavior(RTS(CG,RT,split-set)) (5) 

Equation 4 states that the ancestor operator(s) Anc(e) must also be in the 
spliFset. This statement corresponds to the first condition for a well-formed regis- 
ter transfer. Equation 5 states that the computational behavior (comp -behavior) 
of the design is preserved if there is no WEP violation. 

Thus, the application of RTS is sound if and only if the precondition is 
satisfied and further, is complete with respect to the scheduling task [6]. Hence 
the task performed by most scheduling algorithms (excluding those that move 
code across basic blocks) can be viewed as a sequence of RTS transformations. 
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3 Methodology 

Our methodology is based on the precondition-based correctness of RTS and on 
the completeness of RTS transformations to perform the scheduling task. Fig- 
ure 1 illustrates our approach. The primary components of our system are the 




Fig. 1. Verification Methodology 

Control Step Witness Generator (CSWG) and the RTS transformation Engine 
(shown in the dotted box in the above figure). The CSWG takes an initial RTL 
representation of the behavioral design and the schedule table. The schedule ta- 
ble is generated by the scheduling algorithm under test and contains a mapping 
of operations to control steps. For each control step in the schedule table, the 
CSWG generates an RTS transformation with the operators scheduled at that 
control step as one of its arguments. All applications of RTS (with its argu- 
ments) are written to a log file called the Witness trace. If any WFP violation 
occurs, it too is written to the witness trace along with the offending operators 
in question. If a violation does occur, the trace file shows the exact steps taken 
by the scheduler, hence can be used to understand why it scheduled operators 
that violated the WFP. 

An initial RTL design of a behavioral specification is obtained by creating 
a register transfer for every basic block in the behavior. We assign a structural 
operator/register to each operation/carrier respectively in the behavior. The 
control flow remains the same. This initial RTL is successively modified by the 
RTS transformations based on the schedule table. Figure 2 shows an initial RTL 
being split based on the schedule table using RTS transformations. 



3.1 Results 

Our system can be used for debugging an existing (or new) implementation of a 
scheduling algorithm. If the operators are referenced via a special naming scheme 
in the schedule table, this can be provided as another input to our system (not 
shown in the Fig. 1). 

We used an existing implementation of Force-Directed List Scheduler (FDLS) 
[5] from DSS [7]. A bug was seeded in at the dependency graph creation routine 
used by FDLS to get successor and predecessor node information. The following 
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Fig. 2. Sample Flow 



examples were run through the scheduler and the resulting schedule table was 
input to our verification framework. The run times for verifying each design are 
shown. 

The Discrete Cosine Transform (DCT) is the largest example we tried. FFT2D 
is an 8-point Fast Fourier Transform (FFT) butterfly network composed of two 
4-point FFTs (FFTID). Linear System Solver (LSS) [8] solves a linear system of 
equations using matrix inversion. The Elliptic Wave Filter (Ellip) and Differen- 
tial Equation solver (Diffeq) are taken from the High Level Synthesis Workshop 
Benchmarks ’92 [9]. The examples were run on a Sun Enterprise 2. The bug in 

Table 1. Information on the synthesis benchmarks used 



Design 

Examples 


Total 

Operations 


Schedule 

Length 


CPU 

Time 


1. DCT8x8 


1922 


72 


5.37 


2. FFTID 


32 


14 


0.14 


3. FFT2D 


104 


26 


0.39 


4. LSS 


28 


32 


0.52 


5. Ellip 


26 


18 


0.2 


6. Diffeq 


10 


4 


0.08 



the scheduler resulted in WFP violations in the Diffeq and Ellip examples. The 
witness trace file for the Diffeq example is shown below: 

Witness Trace File for Diffeq Example: 

RTS < Blk_3, 6 > 

RTS < Blk_4, 7 8 9 11 12 15 16 > RTS WFP Violation: [ 10 13 14 ] 

From Fig. 2, operation 10 which is the successor of operation 12 was omitted. 
Also operation 15 was scheduled before operation 14 which in turn required 
operation 13. There were no WFP violations in the other designs as they were 
legal schedules, that is, no dependencies were violated. 
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Though we considered only FDLS, any of the other scheduling algorithms 
whose output can be captured in the form of a schedule table, could have been 
used. Our approach cannot be directly applied to algorithms like percolation 
scheduling [10] which perform scheduling across basic block boundaries. However 
a schedule table can be extracted after the code motions are performed. 

4 Conclusion 

We presented an approach to verifying legal, basic block schedules produced 
by a scheduler in a high-level synthesis system. Based on the schedule table, a 
sequence of RTS transformations is used to perform the same task as the sched- 
uler. The Well-Formedness precondition of RTS checks the correctness of the 
input to RTS. If a precondition is violated then the sequence of transformations 
applied so far forms a trace and can be used for debugging purposes. 

References 

[1] T. Lock, M. Mendler, and M. Mutz. Combined Formal Post- and Presynthe- 
sis Verification in High Level Synthesis. In Formal Methods in Computer-Aided 
Design, pages 222-236, 1998. 

[2] P. Ashar, A. Raghunathan, A. Gupta, and S. Bhattacharya. Verification of 
scheduling in the presence of loops using uninterpreted symbolic simulation. In 
International Conference on Computer Design (ICCD), 1999. 

[3] H. Eveking, H. Hinrichsen, and G. Ritter. Automatic Verification of Scheduling 
Results in High Level Synthesis. In Design, Automation and Test in Europe 
(DATE), 1999. 

[4] N. Narasimhan, E. Teica, R. Radhakrishnan, S. Govindarajan, and R. Vemuri. 
Theorem Proving Guided Development of Formal Assertions in a Resource- 
Constrained Scheduler for High Level Synthesis. In Andreas Kuehlmann, edi- 
tor, International Conference on Computer Design (ICCD), Austin, TX, October 
1998. IEEE Computer Society. 

[5] R. Walker and S. Chaudhuri. Introduction to the scheduling problem. IEEE 
Design and Test, 12(2):60-69, 1995. 

[6] E. Teica and R. Vemuri. A Mechanical Proof of Completeness for a Set of Register- 
level transformations. Technical Report 257/05/01/ECECS, University of Cincin- 
nati, 2001. 

[7] J. Roy, N. Kumar, R. Dutta, and R. Vemuri. DSS: A Distributed High Level 
Synthesis System. In IEEE Design and Test of Computers, volume 9, pages 18- 
32, 1992. 

[8] M. Wolfe. High Performance Compilers for Parallel Computing. Addison- Wesley 
Publishers, 1996. 

[9] N. Dutt. High Level Synthesis Workshop Benchmarks’92. 

[10] G. De Micheli. Synthesis and Optimization of Digital Circuits. McGraw-Hill, 
1994. 




Parameterized Verification of the FLASH Cache 
Coherence Protocol by Compositional Model 

Checking 



K.L. McMillan 
Cadence Berkeley Labs 



Abstract. We consider the formal verification of the cache coherence 
protocol of the Stanford FLASH multiprocessor for N processors. The 
proof uses the SMV proof assistant, a proof system based on symbolic 
model checking. The proof process is described step by step. The protocol 
model is derived from an earlier proof of the FLASH protocol, using the 
PVS system, allowing a direct comparison between the two methods. 



1 Introduction 

The verification of cache coherence protocols was perhaps the earliest commer- 
cial application of model checking [MS91]. Later, more efficient model checking 
methods were developed for this application [CD93], and compositional meth- 
ods were applied to show that a verified protocol was implemented correctly in 
hardware [Eir98]. However, these techniques were unsound, in the sense that 
they could be applied only to fixed number N of nodes in the network, whereas 
in fact N had no useful upper bound. This left open the possibility that a pro- 
tocol error was missed, which only manifested itself for N greater than the size 
verifiable by model checking. 

Verification for arbitrary N can be accomplished in a number of ways. For 
example, Park [PD96] applied the general purpose theorem prover PVS [ORS92] 
to the verify the cache protocol of the Stanford FLASH multiprocessor [KOH+94] 
for arbitrary N. This is a laborious process, since inductive invariants must be 
devised, and the theorem prover must be manually guided. It was also shown 
that in some cases, a protocol could be verified automatically for arbitrary N, 
using finite state methods with a “symbolic state” abstraction [PD93,ID96]. This 
abstraction cannot be applied to all protocols, however, and is too coarse to prove 
liveness. In fact, the first error detected in a cache protocol by model checking 
was a liveness error. 

Thus, there is some interest in finding methods of proof for arbitrary N 
that are at the same time general, capable of proving liveness, and not unduly 
time consuming. Here, we consider applying methods of compositional model 
checking to the problem. This approach has the advantage that parameterized 
systems can be proved correct without the need to state inductive invariants, 
since invariant information is obtained by model checking abstract systems. We 
use the SMV proof assistant [McM99] to verify both safety and liveness of the 
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FLASH protocol. This protocol has the advantage that it has been approached 
previously using a variety of methods, and thus offers a good basis for compari- 
son. In particular, we verify the same model used in Park’s PVS proof (with one 
minor change). Relative to that proof, the proof we obtain is at least an order 
of magnitude more concise. We will begin in Sect. 2 with some background on 
the SMV proof assistant and compositional model checking. Then in Sect. 3, the 
protocol model is described. The next section covers the proof of correctness. 
Then in Sect. 5, a comparison is made with previous approaches. 

2 Background 

The SMV proof assistant [McM99] is designed to support the reduction of cor- 
rectness conditions for unbounded or infinite-state systems to lemmas that can 
be verified by model checking checking finite state systems. The reduction to 
finite-state is done by methods of abstract interpretation. In effect, we throw 
away information about the model that is not needed to prove a given property. 
To make this effective, however, we must first break the desired property into 
localized properties that rely on only part of the system state. SMV provides two 
alternatives for this purpose: compositional proof and temporal case splitting. 
Compositional Proof. The correctness of an implementation model is specified 
by a collection of temporal logic properties, usually with respect to a reference 
model. In our case, the reference model defines the programmer’s model of the 
memory. Temporal specifications relative to a reference model are called refine- 
ment relations. In the SMV system, these can be specified in one of two ways. 
We might, for example, write a linear time temporal logic property, such as the 
following: 

p : assert G {end ^ impLdata = ref-data); 

This says that, at all times, if condition end holds, then impLdata (some data 
value in the implementation) must be equal to ref-data (some corresponding 
value in the reference model). Typically, ref -data will refer to some data com- 
puted by the reference model in the past. That is, there is no need for the 
implementation and the reference model to operate in “lockstep” . On the other 
hand, we might express the same property as a “layer” : 

layer p: if (end) impLdata := ref -data; 

This has the same semantics as the property above, but it tells SMV that we wish 
to use p as an abstraction of variable impLdata when proving other properties. 

The refinement relations are proved by mutual course-of-values induction 
over time [McM99]. Each refinement relation must be a temporal property of 
the form Gf, meaning that cp is true for all times t. To prove that cp is true at 
time t, we can assume by induction that the other refinement relations hold for 
all times less than t. This is useful in a methodology based on model checking, 
because the notion that ip up to time t — 1 implies (p at time t can be expressed 
in temporal logic as ^ {ip 14 ^(p). Hence, this proposition can be checked by a 
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model checker. To tell SMV to use property p up to t — 1 to prove property q at 
time t, we use the following notation: 

using (p) prove g; 

The parentheses indicate that p is to be used up to time t — 1 and not t. If p 
is expressed as a layer, we don’t need to use this directive. SMV will determine 
whether impLdata is relevant to property q, using a dependency analysis. If so 
it will use property p in place of the implementation definition of impLdata. In 
this way, the proof of q can be localized to a small part of the implementation. 

This mutually inductive approach is important because it allows us to as- 
sume, for example, when proving correctness of data in one cache, that the data 
in other caches have been correct in the past. Note this technique is quite dif- 
ferent from the method of proof by invariant, in which we show that some state 
property at time t — 1 implies itself at t. In our case, the properties are temporal, 
and the inductive hypotheses are assumed for all times less than t, and not just 
at t — 1. This is important, since it allows us to avoid writing inductive invariants. 
Temporal Case Splitting. An alternative approach to localization is to spe- 
cialize the properties we wish to prove, so that they depend on only a finite part 
of the overall state. For example, suppose that we have a state variable v, which 
is read and written by a collection of processes 1 . . . n. We wish to prove a prop- 
erty p oi V, of the form Gcj). We add an auxiliary state variable w to the model 
which records a pointer to the most recent process to write the variable v (this 
is supported by a definitional mechanism in the proof assistant). Now, suppose 
we can prove for all process indices i that G{{w = i) ^ (p), that is, cj) holds 
at all those times when the most recent writer is process i. We can then infer 
that G(f) holds, since at all times w must have some value. We call this “splitting 
cases” on the given variable, since it generates a parameterized property with 
one instance for each value of the given variable. We can tell SMV to do this as 
follows: 

forall(z in PROGS) 

subcase p[i] of p for w=i; 

where PROGS is the type of process indices. This generates, for every i, an 
instance p[i] of p, of the form G{{w = i) ^ (p). The importance of this approach 
is that for any given parameter value i, we may be able to verify the property by 
abstracting away all processes except process i, since the particular case w = i 
depends directly only on process pi. 

Abstract Interpretation. SMV uses abstract interpretation to reduce the ver- 
ification of each parameterized property to a tractable model checking problem. 
The difficulty is that there may be variables in the model with large or un- 
bounded ranges (such as memory addresses) and arrays with a large or un- 
bounded number of elements (such as memory arrays), and the number of in- 
stances of the property may be unbounded. We deal with this problem by using 
abstract interpretation to reduce each data type to a small number of abstract 
values. For example, suppose that we have a property with a parameter i that 
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ranges over memory addresses. We can reduce the type T of memory addresses 
to a set containing two values: the parameter value i, and an abstract sym- 
bol T \ i that represents all values other than i. In the abstract interpretation, 
accessing a memory array m at location i will produce the value m[i] of that 
location, whereas accessing the array at T\i produces ±, a symbol representing 
no information about the value. The net effect of this abstraction is that, for 
each time we create a parameter by “splitting cases” on a variable of type T, 
there is one value in the abstract type and one element in each abstracted array 
indexed by that type. Thus, case splits come at the cost of increased verification 
complexity. 

Normally, a suitable abstract interpretation for each data type can be chosen 
automatically. However, it can also be specified manually, as in the following: 

using T => {i,j} prove q; 

This tells SMV to distinguish the values i and j of type T, but to represent all 
other values by an abstract symbol. If there are two parameters i and j of type 
T, then the proof assistant may, for example, split the problem into two cases: 
one where i = j and one where i ^ j. Alternatively, it may consider separately 
the cases i < j, i = j and i > j, if information about the order of these values is 
important to the property. This behavior depends on the declaration of the data 
type: a scalarset type considers only equality, while an ordset type considers the 
relative order of parameter values as well. 

The abstractions used by the proof assistant are sound, in the sense that 
validity of a formula in the abstract interpretation implies validity in the concrete 
model for all valuations of the parameters. Thus, we need not check all parameter 
valuations separately. Of course, it is possible that the abstraction used may be 
too coarse to verify the given property {i.e., the truth value of the property in 
the abstract model may be T) even though the property is true. Note, however 
that the user does not need to verify the correctness of the abstractions used, 
since these are drawn from a fixed set that is built into the proof assistant. 

The proof process thus proceeds in the following steps. First, the user spec- 
ifies refinement relations (and other lemmas, as necessary), which are proved 
by mutual temporal induction. These properties are parameterized by “splitting 
cases” on appropriate variables, so that any particular case depends on only a 
finite part of the system state. Finally, the proof assistant abstracts the model 
relative to the parameter values, reducing the types with large or unbounded 
ranges to small finite sets. The resulting proof obligations are discharged by a 
model checker. In the sequel we will consider how this general methodology can 
be applied to Park’s model of the FLASH cache coherence protocol. 

3 The Protocol Model 

A FLASH system consists of a collection of N processors, each with a local 
cache memory. We will refer to a processor/cache pair as a node. The nodes act 
asynchronously, exchanging messages via a network with arbitrary latency. The 
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protocol ensures that multiple cached copies of a given address are consistent, in 
an appropriate sense. Each memory address has a home node. The home node 
contains the master copy of the address in main memory, and also a directory 
entry, indicating the set of caches that may hold the given address, and whether 
the cached data may be modified (dirty). In the actual system, this set is main- 
tained in a list structure. In Park’s model, there is a variable containing the 
head of the list, and a set representing the remainder of the list. The model has 
only one memory address. Generalization to an arbitrary number of memory 
addresses is trivial, however. 

A cache may contain the given address in one of three states: invalid (not 
present), shared (readable) and exelusive (readable and writable). As the name 
implies, there can be only one cache in the exclusive state at any time. 

The protocol works roughly as follows. A node requiring read access to a 
given address sends a Get message to the home node. If there are no exclusive 
copies in the system (the directory entry is not marked dirty), then the home 
fetches the value from main memory, and returns it in a Put message. The index 
of the requesting node is added to the sharing list in the directory, and the 
requesting cache enters the shared state. On the other hand, if the address is 
dirty, there must be an exclusive copy at some node (the owner) and the data 
in main memory are obsolete. The home thus forwards the Get request to the 
owner. The owner is then expected to send the data to the original requester and 
change to the shared state. Modified data are also returned to the home node 
via a sharing write-back (ShWB) message. This leaves the address clean, with 
two nodes on the sharing list. While this transaction is in progress, the directory 
remains in the pending state, and will not accept new requests. 

When a node requires write access, it sends a GetX message to the home, to 
obtain an exclusive copy. If the address is not dirty, the home sends invalidation 
messages (Inv) to each node on the sharing list. It immediately returns the data 
in a PutX message without waiting for the invalidations to complete (that is, we 
model the “eager” mode [KOH+94]). The directory then remains in the pending 
state until acknowledgments (InvAck) are obtained for all the invalidations sent. 
On the other hand, if the address is dirty, the GetX is forwarded to the owner, 
which is expected to send a PutX to the requester, enter the invalid state, and 
send an acknowledgment message FAek to the home. Again, the directory stays 
in the pending state until the FAck is received. 

The owner may eject the address from its cache at any time, by sending 
modified data to the home in a write- back message (WB). This introduces a 
race condition, since a forwarded Get or GetX may be on its way to the owner. 
If this happens, the former owner will return a negative acknowledgment to the 
home, aborting the transaction. 

Park’s model encodes the network state in an unusual way. That is, instead of 
a uniform collection of message buffers, it has specialized sets of message buffers 
for each class of messages. For example, unet holds the Put and Get messages 
(with one entry per requester), while invnet holds the Inv and InvAck messages 
(one per node) and wbnet holds the write-back messages (one global entry). In 
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particular, unet[i] holds Get messages for requester i, even if the destination of 
the message is some other node, due to forwarding. This encoding is in some 
ways convenient for model checking, although we will observe one case in which 
it is inconvenient. 

This model was translated rather directly from PVS into the SMV notation. 
One notable difference is that the original uses a counter real to hold the number 
of pending invalidations. Since SMV has no reasonable way to deal with the 
cardinality of sets, this is replaced by the set of processor indices that have 
pending invalidations. As stated earlier, we would like to prove both coherence 
and liveness of this model. 

4 Proof of Coherence 

We begin with the specification. Ideally, a cache coherence protocol would satisfy 
the condition of sequential eonsisteney [Lam79]. That is, there should always ex- 
ists a global sequence of reads and writes that agrees with the local observations 
of each processor, and in which every read gets the value of the most recent write 
to the given address. Our version of the FLASH protocol does not satisfy this 
condition. However, it does satisfy the weaker condition that reads and writes 
to a given cache line are sequentially consistent. We will refer to this condition 
as eoherenee. 

In fact, we will prove a considerably stronger condition than coherence. That 
is, a read at a given node gets the value of the most recent write at the last time 
the address was observable to that node. We require that all values written by a 
given node be observable to that node. However, other than this, the definition 
of observable is up to the implementer. It is easy to show that any protocol 
implementing this model is coherent. We do not do that here, however, since this 
is a generic theorem, not related to the FLASH protocol per se. The intuition 
behind this definition is that if a node is holding a shared copy that is pending 
invalidation, then the address is not observable. Instead, the node sees the value 
of the address before the invalidating transaction began. 

To express our specification, we add an auxiliary state variable m to the 
model, which holds the most recent value written to the address: 

if( store) next(m) := store-data] 

Here, store is an implementation variable indicating that a store is occurring, 
and store-data is the data value being stored. This definition says that when 
store is true, m is modified to hold the value of store-data. SMV allows such 
definitions of new variables to be added, so long as the implementation does not 
depend on them. We now specify correctness of data in the caches relative to this 
variable. It is most convenient to write the specification as a layer in the SMV 
system, which will cause it to be used by default in the proof of any property 
involving the cache data. We could, however, write the property as an ordinary 
temporal assertion. Here is the specification as a layer: 

layer LI: forall(z in Proc) 
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\f{readahle[{\) cache[i\.data := m whenlast (o&s[i] V lasLwriter = i); 

That is, the cache sees the value of m at the last time it was observable. Note 
that “x whenlast c” is a shorthand for the value of x at the most recent time 
that c was true (and is undefined if c has never been true). The “forall” prefix 
creates one instance of the property for each node. The property requires that 
the address must be observable if the most recent writer was i (as indicated by 
the auxiliary variable last.writer) . Otherwise, observability is determined by the 
predicate ohs[i\. Note that ohs is not defined in the specification. We need only 
show that the specification holds for some definition of ohs. To prove LI, we use 
the following witness function for obs: 

o&s[z] := -^{dir. pending A collecting) V cache[i]. state = exclusive; 

That is, shared copies are “out of date” when there is a transaction pending in 
the directory that is collecting invalidation acknowledgments. Here, collecting is 
an auxiliary variable that records whether the current pending transaction sent 
invalidations. It is needed because the directory does not directly record this 
fact. Figure 1 shows the structure of the SMV input file at this point. ^ 

The first thing we do is to use the model checker to check that the property 
is true for iV = 3. To do this, we use the following declaration of the type Proc: 

typedef Proc 0..2; 

This check is done to give us confidence that the property is actually true before 
attempting to prove it for the general case. In fact, several errors in the model 
were found in this way, resulting from incorrect translation from the PVS de- 
scription. As a “sanity check”, the N = 3 case was also checked for absence of 
deadlock using the model checker. Having some confidence in the correctness of 
the model, we now attempt to verify the property LI for arbitrary N. To do 
this, we change the declaration of type Proc to the following: 

scalarset Proc undefined; 

This tells SMV that type Proc is used in a symmetric way (which governs the 
abstraction used for data of type Proc) and that the range of the type is unknown. 

Our general approach to the proof is to attempt to check the property using 
an abstraction of the data types. When a counterexample is produced, the likely 
source is a message produced by some processor that has been “abstracted out” 
of the model. There are two tactics we can apply at this point. Either we “split 
cases” on the producer of this message (which will, in effect, add this processor 
to the abstraction), or we add a lemma that rules out the interfering message. 
The first approach is simpler for the user, but adds to the complexity of the 
model checking. 

When we first attempt to verify property LI, SMV uses an abstraction of 
type Proc that contains one fixed value i, the index of the cache we are verifying. 

^ The complete file can be obtained at 
http : //www-cad . eecs . berkeley . edu/'kenmcmil 
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scalarset Proc undefined; 

/* ... Other type declarations go here ... */ 

module main{){ 

/* The reference model */ 
abstract m : Data; 

{{{store) next(m) := store-data; 

/* ... The implementation model goes here ...*/ 

/* coherence specification */ 

abstract obs : array Proc of boolean; 
abstract last_writer : Proc; 

{{{store) next {last_writer) := dst; 

layer Ll\ forall(* in Proc) 

{{{readable[i]) cache[i].data := m whenlast (o6s[i] V last-writer = i); 

/* witness functions */ 

o6s[i] := -•{dir. pending A collecting) V cache[i]. state = exclusive; 

init(m) := mem; /* make sure reference model has correct initial value */ 

/* ... The proof goes here ... */ 

} 



Fig. 1. Structure of SMV input file 



An abstract symbol is used to represent all of the other processor indices. This 
abstraction is far too coarse to verify the property, as we can see from the coun- 
terexample we obtain. This shows a case in which i is the home node, and obtains 
a readable copy of the data. However, one of the processors that is abstracted 
away executes a store operation at this point. This is not a possible behavior of 
the system since only caches in the exclusive state can execute a store. However, 
the abstraction cannot rule it out, since the state of the abstracted processors 
is unknown in the abstraction. Here, there are two possible approaches. We can 
split cases on the most recent processor to execute a store. Or, we might write a 
lemma saying that only the owner of the cache line (the most recent to receive 
an exclusive copy) can write. Either will rule out our counterexample. 

Since it is a bit simpler, we try the case splitting approach first. We add the 
following declaration: 

for all (j in Proc) 

subcase Ll[j] of cache[i].data/ / LI for lasLwriter = j; 

where last-writer is the auxiliary variable pointing to the most recent node to 
execute a Store. Since the parameter j becomes a distinguished value in the 
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abstraction, this node is no longer abstracted out. Thus, we rule out the false 
counterexample in which an abstracted node corrupts the reference model data 
by executing a Store. 

Because Proc is a scalarset, we now have two cases to consider: i = j and i ^ 
j. In the latter case, we get a counterexample in which an abstracted processor 
sends a write-back, thus corrupting the state of main memory. This incorrect 
value is then loaded into the cache of processor i, violating our property. To 
fix this problem, we could split cases on the most recent processor to execute 
a write-back. However, we do not wish to include too many processors in the 
abstraction. Instead, let us split the problem into two parts by adding a lemma, 
stating that data in main memory are always correct when there is no exclusive 
copy in the system. This will rule out the false counterexample, although it 
increases our proof effort, since we have to prove this property separately. The 
lemma is as follows: 

layer L2: dir. dirty) mem := m; 

That is, when the directory is not in the dirty state, main memory must have 
the value of the most recent write. Because it is a layer, SMV will use this 
specification of mem by default when proving LI (and vice versa), using mutual 
temporal induction. With this added lemma, we get a counterexample in which 
the home node has the line in its cache. Node i requests a copy of the cache line, 
which is then forwarded directly from the home’s cache (note the cache in the 
home node is not the same as the main memory mem). Unfortunately, the home 
node is abstracted in this counterexample. We can tell this because the value of 
home in the counterexample is the abstract symbol representing “other than i or 
. At this point, we could add a lemma stating that the home node always sends 
correct data. This strategy seems unlikely to succeed in the long run, however, 
since a large part of the control of the protocol depends on whether a given node 
is the home node or not. Thus, we can expect many other false counterexamples 
to arise if the home node index is not present in the abstraction. Therefore, let 
us split cases on the value of home: 

forall(fc in Proc) 

subcase of cache[i].data/ / Ll[j] for home = k; 

We now have an abstract model with three processors represented: the node i, 
whose cache we are verifying, the most recent writer j, and the home k. With this 
model, we get a counterexample in which data is forwarded from an abstracted 
processor to processor i. Thus, processor i receives incorrect data. Note that in 
principle, the forwarded value should be correct, since we are allowed to assume 
that LI holds for all nodes up to time t — 1. However, by default LI is only 
instantiated for the process indices that are in the abstract model, that is, i, j 
and k. We need this property to hold for “the processor currently forwarding 
data” , which in the model is indicated by the implementation variable dst. This 
is the index of the processor that is current receiving a request to forward data. 
Since SMV does not know enough to instantiate property LI for i = dst, we do 
it manually, adding the following lemma: 
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LI a : assert G {cache[dst]. state = exclusive => cache[dst].data = m); 

Note, we have weakened Lla a bit, omitting the case when the state is shared, 
since we don’t need it. This lemma can be trivially proved as a special case of 
LI, so we omit the proof here. We now use this instantiation of LI up to time 
t — 1, with the following declaration: 

using (Lla) prove cache[i].data/ / Ll[j][k]; 

This ensures that good data are always forwarded from other processors. How- 
ever, it is still possible that a Store will occur while the data are in transit. This 
happens in the next counterexample. Processor j gets an exclusive copy of the 
data. However, an abstracted processor sends a write-back message to the home, 
causing it to think that the line is no longer owned by j. As a result, it sends 
a shared copy to i. Now processor j, which still thinks it has an exclusive copy, 
writes the line, causing fc’s data to be incorrect. The problem here is that it is 
not possible for another processor to have an exclusive copy while j is holding 
one (hence the write-back is impossible). However, this information is lost by the 
abstraction. To solve this problem, we might try case splitting on the sender of 
the write-back, but at this point the abstract model is already nearly too large 
to handle. Instead, we write a lemma stating when it is possible for a processor 
to be in the exclusive state. That is, it is possible when the directory thinks that 
the line is “dirty”, and when no other processor holds an exclusive copy. Note 
that an exclusive copy can be held in a cache, or it can exist in a PutX message 
en route to a node. Thus, we write the following lemma: 

L3[{\-. assert G {dsLdirty dir. dirty A 

{{caehe[i]. state = exelusive V unet[i].mtype = PutX) =>■ dst = z)); 

That is, if the current “destination” node is in the exclusive state {dsLdirty), 
then the directory must be in the dirty state, and no other processor i may be 
in the exclusive state, or have a PutX message in transit to it. Note, that rather 
than writing this property for all pairs of nodes, we have written it only relative 
to the current dst, since we only need to rule out bad write-back messages. If we 
wrote the lemma for all pairs {i,j) we would then have to instantiate it manually 
for dst = j, as above. To prove this lemma, we clearly must split cases on dst, 
so that the state of node dst will be present in the abstraction. In addition, we 
will split cases on home, for the reasons mentioned above. As usual with such 
“non-interference” lemmas, we will assume that the general lemma holds up to 
time t — 1 to prove a specific case at time t. Here is the SMV declaration we use: 

for all (j in Proc) forall(A: in Proc){ 

snbcase i<?[z] [j] [A:] of L3[{\fov home = j A dst = fc; 
nsing {L3) prove 

} 

From the ensuing counterexamples we discover that in fact there are three other 
types of messages that represent an “exclusive” copy: a write-back, returning 
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ownership to the directory, a “sharing write-back” message, that is performing 
the same function but leaving shared copies in the system, and a Put message 
from the owner to home, which has the same effect as a write-back, but is elicited 
when the home cache needs a copy of the cache line. Thus, we add the following 
requirements to L3, in case dst is in the exclusive state: 

wbnet.mtype= Empty A shwbnet.mtype^ShWB A unet[home].mtype yt Put 

At this point, in trying to verify L3, we run into a problem: the verification does 
not complete within our limit of 2GB of memory. We now have two choices. We 
could further decompose the proof into cases or lemmas, or we could help the 
model checker by adjusting the abstraction manually. Since the verification seems 
close to finishing, we choose the latter course. Adjustments to the abstraction 
can be made by “freeing” some variables that we think are irrelevant (ie., we 
ignore their definitions and leave them unconstrained) . The topic of choosing an 
appropriate abstraction for model checking is beyond the scope of this article. 
Suffice it to say for our purposes that making a few educated guesses allows us to 
reduce the memory consumption of the model checker to about 270 MB, which 
is well within the capacity of our server, and that L3 is verified. 

Now, having proved our “non-interference lemma” , let us return to the proof 
of LI (data correctness in the cache), adding L3 to the list of properties used to 
prove LI. Now we get a counterexample showing another kind of “interference” . 
That is, node i gets a shared copy, after which node j requests and obtains an 
exclusive copy. This causes an invalidation message to be sent to node i, and the 
directory state to be set to “pending”, i.e., awaiting invalidation acknowledg- 
ments. A new transaction cannot be started until all invalidations are complete. 
Oddly, then, node j (the owner) now receives a forwarded Get request for some 
abstracted node. How does this happen? It is an artifact of the way the network 
is coded in the model. Even though the forwarded Get message for a node n 
can only be sent from the home, it is stored in the message buffer unet[n]. This 
encoding, chosen by Park for his PVS proof [PD96], helps us in some ways, but 
hurts us here, since unet[n] in this case is abstracted. Thus, the abstract model 
allows this incorrect message to arrive at the owner node while invalidations are 
pending. The owner sends a FAck message back to the home, acknowledging this 
bogus request. The home, receiving the bogus FAek, clears its pending bit. Now 
node i is holding stale data, but the pending bit is not set, violating LI. 

At this point, we might choose to recode the model of the network in such 
way that a special buffer is reserved for forwarded Get messages. One such buffer 
would suffice, since only one such message can be in the system at a time. This 
buffer would always be present in the abstraction, so Get messages forwarded 
from abstracted nodes would not trouble us. However, for comparison purposes, 
we wish to use the same model that was used in the PVS proof. In any event, 
we can get the same effect by introducing the proposed message buffer as an 
auxiliary variable. We then prove that forwarded Get messages can only occur 
when they are found in this imaginary message buffer. This technique of replacing 
an inconvenient encoding of state information by a more convenient encoding is 
useful in many contexts. Here is the property we write: 
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L^[{\: assert G {unet[{\.mtype in {Get,GetX} A unet[i\.proc ^ home 

=> {unet[{\.mtype = fwd-get))] 

Here, fwd-get is our imaginary message buffer for forward Get messages. We say 
that if there is such a message in any message buffer i, and if the destination is 
not home {i.e., it is being forwarded to some other node), then it must match 
our imaginary buffer. 

Now we attempt to prove this. Initially, we try splitting cases on just the 
home node. This produces a counterexample in which a GetX is forwarded for 
node i and entered in fwd-get. However, this imaginary message doesn’t specify 
that i was the original sender of the GetX. Some abstracted node’s message 
buffer issues the GetX, clearing fwd-get. Now node f’s message buffer violates 
the property, since it has a forwarded GetX, but fwd-get is empty. We decide to 
split cases on the message buffer that issued the bogus GetX, so that it will not 
be abstract in the model. This seems reasonable, since presently there are only 
two parameters in the property: 

subcase of Lf[i\ for fwdsrc = j f\ home = k; 

Here, fwdsrc is an auxiliary variable that remembers which message buffer most 
recently issued a forwarded Get. This should solve the problem, since both mes- 
sage buffers i and j cannot hold a forwarded Get at the same time. Unfortunately, 
we now get a counterexample in which two such forwarded messages do exist 
at the same time. In this counterexample, one node requests an exclusive copy, 
and its GetX is forwarded to the owner (some abstracted node). In principle, a 
new transaction cannot be started until the directory knows that this one has 
terminated. However, at this point the directory receives in invalidation acknowl- 
edgement message (InvAck) from some abstracted node. Such messages should 
never arrive during an ownership transfer (they only occur when changing from 
shared to exclusive). The directory doesn’t know this, however, and responds to 
the bogus InvAek by terminating the transaction. This allows a new transaction 
to begin, which results in two forwarded GetX messages being in the system 
at the same time. At his point, to avoid another case split, we introduce an- 
other non-interference lemma. This one says that InvAek messages cannot arrive 
during an ownership transfer: 

L5: assert G {src-invaek ^ dir. pending A collecting); 

Here src-invack says that an InvAck is arriving (recall that collecting means 
that invalidations are currently being collected). We assume this lemma up to 
time t — 1, to prove Lf at time t. With this assumption, we obtain one more 
counterexample, in which an abstracted message buffer violates lemma Lf. This 
leads to a later violation of Lf by message buffer i. This should be ruled out, 
because we can assume the general lemma up to t — 1 when proving case i. 
However, to do this, we are forced to instantiate Lf manually for sre = i, just 
as we did above for LI. With this addition lemma Lf is verified. 

This leaves lemma L5 to prove, that is, that no unexpected InvAck messages 
arrive. To check this, as usual, we split cases on the sender of the bogus messages, 
and also on the home location, as follows: 
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subcase L5[{\ [k] of L5 for src = i A home = k; 

This is sufficient to prove the lemma. Note that when proving the non-interference 
lemmas, we always use all the lemmas up to time t — 1. If nothing else, this 
practice cuts down on the size of the reachable state space (since the lemmas 
constrain the possible transitions) and may prevent us from looking at bogus 
counterexamples. Also, we use the same abstraction adjustments for all of the 
lemmas, except that for L5, we cannot abstract out the part of the network 
model that handles invalidations. 

Now we return to property LI, data correctness in the caches. Recall that 
a counterexample to this property caused us to add L4, and in turn L5. Now 
we assume these lemmas to prove LI. This time the verification succeeds. All 
that remains is property L2, which specifies correctness of the contents of main 
memory. We use exactly the same strategy as for LI, that is, we split cases on 
the most recent node to execute a Store, and on the index of the home node: 

subcase L2[j] [k] of mem/ / L2 for last-writer=j A home = k; 

Using our non-interference lemmas, this property is also verified (layer LI is 
automatically assumed as the definition of the cache contents). 

At this point, we have verified that contents in the caches satisfy our speci- 
fication. This proof was completed in two days. In fact, an earlier proof of the 
same model required less time, about 12 hours. However in the present proof, 
a greater burden was placed on the model checker in order to make the proof 
simpler for presentation. Thus, most of the two days was spent waiting for the 
model checker to terminate. The proof of liveness is omitted here for space rea- 
sons. It is actually substantially simpler than the coherence proof and required 
four hours to accomplish. 

5 Related Work 

As stated earlier, the model of the FLASH protocol that is verified here is 
adapted from the work of Park [PD96], who verified using the PVS theorem 
prover that it implements an abstract model. In this model, the cache states are 
updated globally in a single atomic action. This proof was done using an ab- 
straction function that computes the result on the system state of executing all 
the “committed” transactions that are currently in the system. This has the ef- 
fect of emptying the network of messages, producing an abstract state. It is then 
proved that each action of the implementation model implements some (possibly 
null) atomic action of the abstract model, modulo the abstraction function. This 
proof also requires an inductive invariant of the system to be stated and proved, 
since the abstraction function does not hold for unreachable states. 

In fact, such invariants can be quite complex and time-consuming to produce. 
The lemmas in Park’s refinement proof in PVS requires 776 lines (21KB) to state, 
perhaps half of which is taken up by invariants. This does not include the proof 
script required to prove the lemmas, which can be quite large. Nor does this 
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include a proof that the atomic model implements some memory model. ^ Park 
does not report the time required to complete the proof, though we can infer 
from the 111 lemmas and theorems that it must have been substantial. The 
safety proof presented here takes 30 lines (1.7KB) in SMV (including the four 
auxiliary lemmas, case splits, instantiations and abstraction adjustments) plus 
two auxiliary variable definitions scattered in the model code, and required two 
days to complete. We should note there is one simplification in the model - a 
counter is replaced by a set. Since liveness was not proved in Park’s work, a 
comparison of liveness proofs is not possible. 

The relative conciseness of the SMV proof appears to stem from two factors. 
First, when using model checking of abstract models, it is not necessary to 
have an inductive invariant. Rather, the model checker generates the strongest 
invariant of the abstract model. Strengthening is required when the abstract 
model is too coarse (hence, the non-interference lemmas L3, L4 and L5). Note, 
however, that these lemmas are proved by course-of-values induction over time, 
rather than by simple induction. The net effect is that the non-interference 
lemmas are considerably simpler than a global inductive invariant. The second 
possible factor in the simplicity of the proof is that no intermediate model is 
used, and hence no abstraction function is required. 

Another approach to generating an inductive invariant is to use a technique 
called predicate abstraction [SG97]. In this method, the user provides a collec- 
tion of predicates on the system state, and a program generates the strongest 
invariant of the system that can be expressed as a boolean combination of these 
predicates. This method has been used by Das, Dill and Park [DDP99] to gen- 
erate some invariants of the FLASH protocol (for example, that there are never 
two exclusive copies in the system). Invariants generated in this way were sub- 
sequently transferred to Park’s proof of refinement in PVS. 

It appears possible that invariants generated by predicate abstraction could 
be used to aid the proof presented here. For example, lemma L3, stating that 
an exclusive copy cannot coexist with another exclusive copy, write-back, etc., 
appears to be the kind of invariant that was generated in [DDP99] (although 
few details are given). On the other hand, it appears that the manual effort 
required to arrive at the necessary predicates (a reported five days) was greater 
than the manual effort of the entire proof presented here, so it is not clear that 
using predicate abstraction to obtain the non-interference conditions would be 
worth the effort. On the other hand, the method of [DDP99] can in some cases 
guess necessary instantiations of universal quantifiers. There were two cases in 
the above proof in which such instantiations were introduced manually. Possibly 
by applying the methods of [DDP99] , these instantiations could have been found 
automatically. That is an interesting possibility, since the abstractions generated 
by SMV can in fact be cast in terms of predicate abstraction. This points to a 
possible integration of the two methods. 



^ For the eager model, a lemma is proved for each low level action, stating that it 
commutes with some high level action, but two models are not defined per se, and 
coherence is not specified. 
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Note that the predicate abstraction method by itself cannot prove liveness 
of the protocol. In fact, no single finite abstraction can do this, because a finite 
system, if it terminates, must terminate in a bounded number of steps. However, 
there is no fixed bound on the number of steps required for a transaction to 
terminate in the FLASH protocol. Rather, this number increases with N. 

Verification of cache coherence protocols with an arbitrary number of pro- 
cessors has also been done using so-called symbolic state abstractions [PD93]. 
This is a finite-state approach to systems of many identical processes, in which 
information about the exact number of processes in each state is abstracted, 
so that only the cases 0, 1 and “more than one” are distinguished. Pong used 
this method to verify cache coherence protocols. However, the method required 
that the protocol be described in a specialized abstract form. This left open the 
problem of verifying that this model in fact is refined by the more operational 
description that one actually implements. This problem was solved by Ip [ID96], 
who showed how such a model could be extracted from a description in the 
Mur(;6 language [ID96], under certain restrictions. Not all protocols can be han- 
dled in this way. In particular, protocols that pass pointers to nodes can only 
be handled if pointer chains are bounded. However, in the cases when it does 
apply, the method is certainly more automated than the one presented here (it is 
unclear whether it could be applied effectively to FLASH). Note, however, that 
the abstraction it uses is too coarse to prove liveness, so other methods would 
have to be used for this purpose. 

Finally, an advantage of using a system such as SMV for the verification of 
cache protocols is that SMV is also capable of verifying that the actual hardware 
implementation of the protocol conforms to the verified model. This kind of 
refinement verification was done, for example, in [Eir98], although in that case 
the protocol was only verified for a fixed number of nodes. A general purpose 
prover such as PVS is not well suited to this task. On the other hand, the Mur(^ 
system provides no means to verify that a hardware system refines a Mur0 model 
(this, of course, suggests a possible link between the tools). 

6 Conclusion 

We have seen an example of formal verification of a cache coherence protocol 
model, for N processors, using a compositional model checking tool. The protocol 
was specified with respect to a very simple reference model. The proof that the 
protocol model implements this reference model was accomplished with four 
auxiliary lemmas. The first is a “refinement relation”, specifying the contents 
of main memory in terms of the reference model. The other three are “non- 
interference” lemmas. These were required to rule out false counterexamples 
that occurred because some nodes in the system were abstracted away. 

Our general approach was driven by counterexamples. That is, we attempt 
naively to prove a property, and when a counterexample arises, we diagnose 
the cause of the error. We then attempt to rule out this cause by one of two 
strategies. If the cause is reception of an impossible message from an abstracted 
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node, we can “split cases” on the sender of this message, causing the sender to 
be included in the abstraction. This case splitting can only be done a few times, 
however, since it leads to state space explosion. The other possibility is to write 
a “non-interference” lemma, ruling out the bad message. This lemma must be 
proved separately. It is often useful to pose these lemmas as refinement relations, 
by which we recode the model state in a more convenient way. The lemmas are 
then proved by course-of-values induction over time. That is, we can assume all 
the lemmas up to t — 1 when proving a case of any given lemma at time t. 

This approach appears to be the most effective one to date for verifying both 
safety and liveness of cache coherence protocols with an arbitrary number of 
processes. For example, the proof effort for the FLASH protocol using model 
checking was clearly much less than the effort for the same model using PVS. 
The method of predicate abstraction requires considerable user assistance to 
guess the necessary predicates and cannot prove liveness of the FLASH protocol. 
Symbolic state methods give a fully automated verification of safety. However, 
they do not apply to all protocols, and cannot prove liveness. Finally, having 
proved properties of a protocol model in SMV, it is then possible to refine that 
model to a formally verified implementation in hardware. 



References 



[CD93] 

[DDP99] 

[Eir98] 

[ID96] 

[KOH+94] 

[Lam79] 

[McM99] 

[MS91] 

[ORS92] 



C.N. Ip and D.L. Dill. Better verification through symmetry. In D. Agnew, 
L. Claesen, and R. Camposano, editors. Computer Hardware Description 
Languages and their Applications, pages 87-100. Elsevier, 1993. 

S. Das, D. L. Dill, and S. Park. Experience with predicate abstraction. In 
Computer Aided Verification (CAV’99), pages 160-171, 1999. 

A. Eiriksson. Formal design of IM-gate ASICs. In FMCAD ’98, number 
1522 in LNCS, pages 49-63. Springer, 1998. 

C.N. Ip and D.L. Dill. Verifying systems with replicated components in 
murphi. In R. Alur and T. A. Henzinger, editors, Computer Aided Verifi- 
cation (CAV’96), volume 1102, pages 147-158. Springer Verlag, 1996. 

J. Kuskin, D. Ofelt, M. Heinrich, J. Heinlein, R. Simoni, K. Gharachorloo, 

J. Chapin, D. Nakahira, J. Baxter, M. Horowitz, A. Gupta, M. Rosenblum, 
and J. L. Hennessy. The Stanford FLASH multiprocessor. In Proc. of the 
21th Annual Int’l Symp. on Comp. Arch. (ISCA’94), pages 302-313, 1994. 
Leslie Lamport. How to make a multiprocessor computer that correctly 
executes multiprocess programs. IEEE Transactions on Computers, C- 
28(9):690-691, 1979. 

K. L. McMillan. Verification of an infinite state systems by compositional 
model checking. In L. Pierre and T. Kropf, editors. Correct Hardware 
Design and Verification Methods (CHARME’99), volume 1703 of LNCS, 
pages 219-233, 1999. 

K.L. McMillan and J. Schwalbe. Formal verification of the gigamax cache 
consistency protocol. In N. Suzuki, editor. Proceedings of the International 
Symposium on Shared Memory Multiprocessors. MIT Press, 1991. 

S. Owre, J. Rushby, and N. Shankar. PVS: A prototype verification system. 
In E. Kapur, editor, Conf. on Automated Deduction (CADE’92), number 
607 in LNCS. Springer- Verlag, 1992. 




Parameterized Verification of the FLASH Cache Coherence Protocol 



195 



[PD93] F. Pong and M. Dubois. The verification of cache coherence protocols. In 
Proc. of the 5th ACM Annual Symp. on Parallel Algorithms and Architec- 
tures (SPAA’93), pages 11-20, 1993. 

[PD96] S. Park and D.L. Dill. Verification of the FLASH Cache Coherence Proto- 
col by Aggregation of Distributed Transactions. In 8th ACM Symposium 
on Parallel Algorithms and Arehitectures, pages 288-296, Padua, Italy, 
1996. 

[SG97] Hassen Saidi and Susanne Graf. Gonstruction of abstract state graphs 
with PVS. In Orna Grumberg, editor, Computer-Aided Verifieation, CAV 
’97, volume 1254, pages 72-83, Haifa, Israel, 1997. Springer- Verlag. 




Proof Engineering in the Large: Formal Verification of 
Pentium®4 Floating-Point Divider 



Roope Kaivola and Katherine Kohatsu 
Intel Corporation, JF4-451, 2111 NE 25th Avenue, Hillsboro, OR 97124, USA 



Abstract. We examine the challenges presented by large-scale formal verification 
of industrial-size circuits, based on our experiences in verifying the class of all 
micro-operations executing on the floating-point division and square root unit of 
the Intel IA-32 Pentium®4 microprocessor. The verification methodology is based 
on combining human-guided mechanised theorem-proving with low-level steps 
verified by fully automated model-checking. A key observation in the work is the 
need to explicitly address the issues of proof design and proof engineering, i.e. 
the process of creating proofs and the craft of structuring and formulating them, 
as concerns on their own right. 



1 Introduction 

Verification of large systems is discussed in an increasing number of published case 
studies. For many of these, the story-line may be paraphrased by vve used theory X and 
tool Y to verify system Z. The verification of a system is considered an accomplishment 
on its own right, and the fact that it could be achieved at all is a contribution worth 
reporting. Given the current state of the art, we think this is quite justified. 

Rather less has been said about the practice of applying formal verification on a large 
scale in a system development project [1,5,8]. Producing an isolated proof of correctness 
ditfers from such wide-scale application in the same way as writing a program to solve 
a single problem in a single set of circumstances differs from writing a general software 
system to solve a class of related problems in a variety of circumstances, evolving 
over time. Although the solution in both cases is likely to be fundamentally the same, 
the general case will require attention to issues that can be safely glossed over in the 
restricted case. In effect, when producing an isolated proof of correctness, the main 
concern is just that that the proof is provided, whereas in the general case, issues of how 
the proof is constructed and structured become equally important. 

In this paper we examine some of the issues present in large-scale verification work, 
based on our experiences in verifying the family of all micro-operations executing in the 
division and square root unit of the Intel IA-32 Pentium®4 microprocessor. Although 
based on a single extended case study, we believe that many aspects of the work are of a 
more universal nature. Therefore, we have tried to phrase the discussion on the general 
level, drawing on the case study to illustrate various points in practice. 

Our verification methodology is based on human-constructed, mechanically-checked 
proofs with completely automatically verified model-checking steps at the lowest level. 
The aim is to take advantage of automation to mechanise tedious low-level reasoning, 
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while retaining the relatively complete freedom of the human verifier to set the over- 
all verification strategy. We set out to perform a fully mechanically checked correctness 
proof in a single, unified framework, relating the high-level correctness statements all the 
way down to the actual register-transfer level description of the hardware. Technically 
the verification work was carried out in the the Forte verification framework, a com- 
bined model-checking and theorem-proving system built on top of the Voss system [9]. 
The interface language to Voss is FL, a strongly-typed functional language in the ML 
family [16], model checking is done via symbolic trajectory evaluation (STE) [18], and 
theorem proving is done in the ThmTac proof tool [2] . 

On a philosophical level, we approach verification much the same way as program 
construction, by emphasizing the role of the human verifier in decomposing the top- 
level problem to relatively simple steps amenable to automation, instead of striving at 
maximizing the amount of automation. Continuing the analogy, we identify two separate, 
although partly overlapping, aspects of proof construction: proof design, concerned with 
the problem of devising a proof of correctness for a given system in the first place, and 
proof engineering, concerned with the structure and formulation of such a proof. 

Probably the most important observation in our work is that in large-scale application 
of formal verification, conscious attention needs to be paid to the proof design and 
engineering aspects, in addition to the conceptual argument behind the proof, or the 
fundamental aspects of the verification framework. In retrospect, this should not be 
surprising. After all, decades of experience have shown the crucial importance of careful 
software design and engineering practices for large-scale system development projects. 
However, in proof development we do not have the same wealth of established models 
on which to base the work as in software development. In our verification work, we failed 
to appreciate the need for clear development principles early enough. This resulted in 
extensive amounts of proof rewriting work later on, when the problems caused by poor 
choices in proof structuring and formulation became apparent. 

We start by looking at the aims and challenges of applying formal verification in the 
large scale in Sect. 2. Section 3 introduces the Pentium 4 divider circuit. In Sect. 4 we 
outline our verification methodology, and in Sect. 5 the technical verification framework. 
Section 6 discusses our approach to proof design, and Sect. 7 gives an overview of the 
steps involved in the verification of one individual division micro-operation (for more 
proof details, see [13,14]). Then, in Sect. 8 we examine aspects of proof engineering in 
some more detail. 



2 Large-Scale Verification 

Before looking at our case study, let us discuss more generally our experiences regarding 
the challenges of applying formal verification as a routine part of an active industrial 
development project, as opposed to a one-off case study illustrating the feasibility of a 
particular verification approach. 

A basic difference between the two is that in a development project, formal verifi- 
cation is not the main concern of the project, but only a fairly small part of it, one tool 
among others. This is reflected in both the properties and the systems to be verified. On 
the one hand, the choice of what is to be verified is based more on what is considered 
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to be critical for the project, rather than what happens to suit well to a particular verifi- 
cation technique. Although available technology naturally sets limitations to what can 
be verified, in principle the verifier should be able to address any correctness issue that 
may be relevant to the final product. On the other hand, systems are less than perfect 
regarding the needs of verification. The verifier has little control over them, and cannot 
massage a system to make the verification problem easier. 

In actual fact, in a hardware development project like ours, there is an inherent conflict 
between the goals of the hardware design and the needs of the formal verification. For 
design, performance considerations are the most crucial concerns, and simplicity and 
clarity come distant second. Verification, on the other hand, needs elegance and clarity, 
for making specifications understandable and any kind of formal reasoning possible. In 
effect, for formal verification we must create a clear and elegant abstract description of 
something that is not in itself clear and elegant at all. 

The practical problems of formal verification start with the formulation of a precise 
specification. Written design specifications, if they exist, tend to overlook low-level 
details necessary for formal verification. Furthermore, in a system under development, 
current specifications often exist only in the minds of the designers. Therefore, writing a 
precise specification almost invariably involves some reverse engineering of the system, 
with the obvious danger that a specification replicates problems of the system. 

The largest challenge in industrial formal verification is clearly just carrying out the 
verification at all. Given the complexity of industrial systems, and the level of support 
current tools provide, this is often a task requiring great ingenuity. To illustrate the size 
and complexity of current systems, a print-out of the Pentium 4 divider register-transfer- 
level source code, the basis of our verification work, is about one inch thick, and the unit 
is only a small fraction of the whole processor. 

However, carrying out the verification as part of an active development project sets 
additional requirements beyond “just doing it”: we have to be able to make plans and 
promises about the verification before actually carrying it out, and then keep these 
promises. This means that the verification approach must be sufficiently predictable and 
well understood to make meaningful advance planning possible. 

Probably the largest difference between an individual case study and systematic ap- 
plication of formal verification lies in the verification maintenance aspect. For an isolated 
case, a proof can be almost write-only, as after the verification has been completed, it 
will not need to be revisited. For an active development project the situation is quite the 
contrary: the verification will need to adapt to changes in the underlying system and the 
specification over the lifespan of a project. As a matter of fact, due to the high initial 
investment required by formal verification, it is natural to reuse the results in future 
projects, as well, so the verification is quite likely to outlive the project it was originally 
part of. In our case, the underlying system model changed sometimes several times a 
week, and we expect the proofs to be used for five years or more. It is also natural to carry 
out large verification tasks incrementally, starting at a more restricted set of behaviours 
and properties, generalising this step by step, which means that the verification needs to 
be carried out repeatedly, even if the underlying system does not change. All this means 
that for larger-scale formal verification, the robustness of the verification method and 
easy modifiability of proofs are extremely important. 
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While the accuracy of formal verification is naturally important in any setting, in an 
industrial project it is of special significance, in relation to more traditional testing-based 
approaches to validation. These methods are likely to be used in parallel with formal 
verification, and as they typically produce partial results much faster, simple errata 
appearing frequently are likely to be caught by testing long before formal verification 
would detect them. Therefore, the value of formal verification lies in its ability to discover 
the hard-to-find errata that testing would miss. In order to find these subtle problems, 
it is essential that both the model of the system and the properties to be verified reflect 
accurately the real system and its intended properties. 

An ingredient in the accuracy of verification is the concern of reviewability. The 
specification of a system should be reasonably clear and crisp to be easily reviewable 
against informal notions of correctness, without understanding internal details of the 
system. It should also be easy to find out from a verification what exactly does it prove, 
how this is proved and, especially, what the underlying, unstated assumptions are. 

3 Divider Circuit 

To illustrate the Pentium 4 divider unit, consider first the simple iterative division- 
remainder algorithm sketched in Fig. 1. It takes two normal floating-point numbers N 
and D as input, and produces the rounded quotient Qof N divided by D. This algorithm 
is essentially the same as the one taught in school for pen-and-paper division, although in 
binary instead of decimal. The value of iterationxount depends on the required precision 
of result. The algorithm can be easily modified to compute the remainder R instead of 
the quotient Q by just switching the entity to be output. 

The algorithm of Fig. 1 can also be used to compute square root of N with minor 
modifications. First, a preprocessing step aligning N is added so that — bias, the 
unbiased exponent, becomes even. Second, both occurrences of Dm inside the loop are 
replaced with 2 * Qm [t] +2^* (notice that the value varies between iterations), and third, 
the final exponent computation is replaced with Qf, := {Nf, — bias)/2 + bias. 

Figure 2 depicts a simplified hardware implementation of this division algorithm. 
The circuit has inputs for the dividend N, the divisor D and some control signals. 
Mantissa calculation is done in a feedback loop, one iteration per clock cycle, and 
exponent calculation is done in a separate subunit. As output, the circuit produces the 
result W of the required calculation and some control information, such as various flags. 
Correct behaviour of the circuit can be easily characterised by the formula r{W) = 
round) r{N)/r{D) ) for division and by r{W) = round) r{N) ) for square root, 
where the precise meaning of the function ‘round’ depends on the intended rounding 
mode and precision, and the function r maps a floating-point representation to the real 
number it encodes. 

Although similar in principle, current industrial hardware implementations of divi- 
sion algorithms are many magnitudes more complex. For example, they may use re- 
dundant or multiple representations of Q and R, produce more than one quotient bit per 
iteration, or perform speculative calculations [6]. The Pentium 4 divider unit is no excep- 
tion: it implements a highly optimised double-pumped radix-2 SRT division algorithm, 
producing two quotient bits per clock cycle, and has over 7000 latches. 
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input: two normal floating-point numbers N = {Nb, Ne, Nm) and D = {Dg, De, Dm) 

(we view abstractly Ne and De as natural numbers and Nm and Dm as fractions below) 
variables: floating-point numbers Q = (Qs, Qe, Qm) and R = {Rs, Re, Rm), integers imax and 

i := 0; imax := iterationxount\ 

Qm[0] ■■= 0; 7?m[0] := Nm', 

while i < imax do 

/* determine quotient bit G {0, 1} */ 
if Rm[i] < Dm then qi := 0 else gi := 1 fi 
/* update quotient and remainder accordingly */ 

Qm[i + 1] := Qm[i] + * qi', Rm[i + 1] := 2 * {Rm[i] - qi * Dm)', i :=i + l 

od 

Qs ■■= Na xor Da', Qe ■= Ne ~ De + hias\ Qm ■= Qm[imax]\ 
output ( rovm.A{Qa,Qe,Qrn) ) 



Fig. 1. Simple iterative division algorithm 




Fig. 2. Simple divider hardware 



The Pentium 4 divider unit also supports a number of different variations of the 
basic division, remainder and square root operations. While the simplest ones differ 
only with respect to rounding precision, the circuit supports a collection of specialised 
micro-operations used primarily for microcode flows computing transcendental func- 
tions. Additionally, the circuit supports a collection of Single Instruction Multiple Data 
(SIMD) instructions called SSE (Streaming SIMD Extension) and SSE2, optimised for 
multimedia applications. For some of these, several passes of the mantissa loop are exe- 
cuted, and for some others, the normal full-width datapath is split into two halves, both 
effectively executing the same algorithm in parallel. Altogether the Pentium 4 divider 
unit supports about twenty materially different variants of the basic operations. For more 
discussion on Pentium 4 micro-architecture, see [10]. 
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4 Verification Methodology 

The goal of our verification methodology is to provide a completely machine-verified 
proof of correctness, with low-level steps justified by fully automated model-checking, 
relating high-level specifications all the way down to the actual description of the circuit 
in a unified framework. The four basic principles, mechanised verification, automation 
in the low level, actual model of the circuit, and uniform framework, are all answers to 
the challenges of large-scale verification. While we believe these principles to be quite 
uncontroversial, let us briefly outline the arguments behind them. 

Consider mechanised proof-checking first. An alternative view would be to consider 
proofs as social objects, and trust that the scrutiny of sufficiently observant peers will 
find any mistakes [17]. Unfortunately, many of the proofs related to formal verification 
of circuits are rather boring from a mathematical perspective, and do not motivate qual- 
ified individuals to delve into them deeply enough. For example, in doing mechanised 
theorem-proving on our rounding specifications, we discovered a hole that had resisted 
close scrutiny for a long time. The second principle, automation, is necessary for the 
sheer size of industrial circuits. While automation does not necessarily need to imply 
model-checking, we are currently not aware of other sufficiently robust approaches. 

Our decision to base the verification on the actual description of the circuit used in 
the design fiow is motivated by the reliability and maintainability of the work. Many 
actual errata in circuits, e.g. the infamous Pentium FDIV erratum and all errata found in 
our work, are caused by low-level details. Furthermore, a separate high-level description 
would need to be constantly updated to reflect changes to the actual design. 

Regarding the unified framework, some verification case studies use a variety of 
tools, e.g. the results of model-checking are transferred from one system to another for 
theorem-proving purposes. In our opinion this approach leaves room for error in the form 
of unstated or poorly understood assumptions underlying the translation of statements 
from one formalism to another. A single, tightly integrated environment also helps in 
making the verification more manageable and reviewable, as assumptions, qualifications 
and verified statements can be expressed uniformly. 

Underlying our verification methodology is the philosophical belief that verification 
of systems should be an activity analogous to programming. We view programming as 
the human activity of organising individual primitive instructions, each of which can be 
mechanically executed by a computer in an efficient, dependable and predictable fashion, 
to a larger pattern to perform the intended high-level task. In the same way, we view 
verification as the human activity of organising individual primitive proof steps, each 
of which can be mechanically verified by a computer in an efficient, dependable and 
predictable fashion, to a larger pattern to establish the intended high-level specification. 

Based on this view, we tend to emphasise the proof decomposition aspect over au- 
tomation. We are naturally not in any way against the use of sophisticated algorithms: 
they can help verification just like a subroutine library can help programming. Neverthe- 
less, our trust in our ability to carry out a given programming task is usually based more 
on our programming skills, rather than on being lucky enough to find a tool that already 
happens to perform the task. In the same way, in our opinion, our trust in being able to 
carry out a given verification task should be based primarily on our decomposition skills 
and the robustness of the underlying primitive verification steps. 
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5 Technical Verification Framework 

Our verification framework consists of a collection of definition and theorem libraries 
built in the Forte environment, a combined model-checking and theorem-proving system. 
The interface and scripting language to Forte is FL, a strongly-typed functional language 
in the ML family [16]. It includes binary decision diagrams (BDDs) as first-class objects 
and symbolic trajectory evaluation as a built-in function. 

Symbolic trajectory evaluation, based on traditional notions of digital circuit simu- 
lation, is an efficient method for determining the validity of a restricted class of temporal 
properties over circuits. It allows statements of the form \=^.y^^^[ant=^cons], where 
the antecedent (ant) gives an initial state and input stimuli to the circuit ckt, while the 
consequent (cons) specifies the desired response of the circuit. Formally, the meaning 
of the statement is: all sequences in the language of the circuit satisfying the antecedent 
will also satisfy the consequent. Antecedents and consequences are formed by conjunc- 
tion from basic formulae of the form N*(norfe is value when guard) , where t is an 
integer, node is a signal in the circuit and value and guard are Boolean expressions. The 
meaning of a basic formula is “if guard is true then at time t, node has value value”. 

The efficiency of trajectory evaluation is based on built-in support for data abstraction 
via a lattice of simulation values. The simulation model used by Forte extends the 
conventional Boolean domain to a lattice by adding a a bottom element X and a top 
element T. Intuitively the value X denotes lack of information: the signal could be either 
T or F. The essential relation between such four-valued and Boolean sequences is that 
any assertion verified over a sequence containing Xs will hold for sequences with Xs 
replaced with either T or F [4,3]. 

Theorem proving in Forte is done in the ThmTac proof tool, an LCF-style implemen- 
tation of a higher-order classical logic. Its principal aim is to enable seamless transitions 
between model checking, where we execute FL functions, and theorem proving, where 
we reason about the behaviour of FL functions [2]. Roughly speaking, if a term does 
not include any free variables, contains quantification over Boolean domains only, is 
evaluatable within the computational resources available, and evaluates to true, we can 
turn it into a theorem and use it for reasoning. 

As the restricted language used for trajectory evaluation is too weak to allow expres- 
sion of many interesting properties, we use a variant of the traditional pre-postcondition 
framework (see e.g. [7]) for formulating temporal aspects of our specifications. In our 
approach specification statements are of the form {4>in}{trin, ckt, trout){4>out} where 
a trajectory assertion trin[x) binds a vector x of Booleans to some input signals of ckt 
at the time the input is intuitively read by the circuit, trajectory assertion tVout iv) binds 
a vector y similarly to some output signals, a formula 4>in{x) expresses the precondition 
the input is supposed to meet, and <f>out{x, y) the postcondition the circuit is supposed 
to produce. Formally, this statement is shorthand for the formula: 

^ (3out.(\^^.^[[trin{in)=^trout{out)])) A 

('dout.(\=^.^,^[trin{in)=^trout{out)]) ^ cj) out [in, out)) 

Intuitively the formula states that for any vector of values x satisfying the precondition 
<Pin{x), 1) there is some output vector y such that for every execution e, if trin(x) is true 
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of e, then so is troutiv), and 2) for every vector y for which 1 holds, the postcondition 
property (f)out{x, y) holds, or more loosely, that whenever precondition is satisfied, 
the circuit guarantees that postcondition (pout is also satisfied. 

The validity of a pre-postcondition statement in the form above can, in principle, be 
determined by direct evaluation, although computational resource requirements mean 
that in practice this is feasible only in limited circumstances. To allow reasoning about 
the flow of computation in a structured way, our proof framework includes general 
reasoning rules for pre-postcondition statements, such as precondition strengthening, 
postcondition weakening, conjunction, sequential composition and bounded iteration 

[13]. 

When dealing with arithmetic circuits, both specifications and reasoning are often 
naturally expressed in terms of arithmetics. As model-checking techniques using BDD 
based representations can only deal with bit-vector operations, our proof framework 
includes a library of provably correct bit-vector arithmetic operations, which have an 
exact correspondence with integer operations. 

To support verification of floating-point operations, our proof framework includes a 
general-purpose theorem library for floating-point numbers and rounding [14]. Analo- 
gous to the case of integer arithmetics above, the library supports floating-point numbers 
and rounding at the bit-vector level for model-checking, and at the mathematical level 
for reasoning. As currently our framework does not support reals, only integers, we have 
adopted the work-around of multiplying all entities by a sufficiently big number 2^^ 
so that every real number that is relevant for our proofs maps to an integer. 



6 Proof Design 

Finding a proof for a given property and system is naturally always a heuristic process. 
Nevertheless, just as in program design, it is worth while to articulate general strategies 
for finding a solution, and to impose some structure on the process. In addition to 
offering guidelines for construction of future proofs, spelling out design principles gives 
a vocabulary for communicating and comparing solution strategies. 

For low-level STE model-checking work, the methodology discussed in [1] gives 
us the basic structure for finding out circuit interfaces, describing them abstractly, and 
carrying out trajectory evaluation runs. On a higher level, our decomposition strategy is 
based on looking at the abstract algorithm the circuit is intended to compute. 

We start by partitioning the algorithm to regions in such a way that the computation 
within each region in isolation can, in principle, be efficiently carried out for symbolic 
initial values using BDD’s. For example, a region involving only addition and subtraction, 
or only shifts, is rather likely to have a concise BDD representation. For the division 
algorithm, the body of the loop forms a good candidate for a region. 

For each region, we then try to locate the computations corresponding to the region 
in the circuit, find boundaries separating the computations, and signals corresponding to 
the variables of the abstract algorithm. At this point, we may notice that the algorithmic 
description of the circuit is too coarse to allow an adequate correspondence. For example, 
when trying to map the loop body of the division algorithm to the actual circuit, we notice 
that the circuit uses auxiliary entities, effectively different approximate representations 
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of Q and R. In this case, we will need to refine the abstract algorithm. When mapping 
entities of the abstract algorithm to the circuit, the relation between the levels is not 
necessarily one-to-one: a single abstract variable may correspond to a non-trivial function 
of a collection of signal vectors, with different timing characteristics. 

Once we have located the regions and boundaries in the circuit, we verify that each 
region in the circuit implements correctly the corresponding region of the algorithm. As 
the original partitioning to regions was chosen so that calculations within each abstract 
region could be efficiently carried out using BDD’s, there is a fairly good likelihood that 
we can also efficiently simulate the behaviour of the circuit region with STE. While it 
may naturally happen that an intermediate value in a region is not concisely representable 
by BDD’s even if the boundaries are, we have so far never encountered such a case. 

After having model-checked each region separately, the corresponding relations are 
combined using theorem proving, in the way described by the abstract algorithm to yield 
a proof of the top-level correctness statement. In other words, our proof design approach 
is top-down, whereas proof construction takes place bottom-up. 

The decomposition of the abstract algorithm to the regions used in verification does 
not need to coincide with the decomposition used in implementing the algorithm in the 
circuit. In fact, one perhaps surprising observation in this work has been that this is 
hardly ever the case: the regions and boundaries used for verification rarely bear much 
resemblance to the module structure, nor to the latch boundaries of the circuit. On second 
thought, this may not be so surprising: modules of the circuit are more tied to the physical 
area, and especially in later stages of a project, circuit logic tends to be moved from one 
module to another, or from one side of a latch to another, with fairly little regard to its 
conceptual position in the overall computations. Consequently, circuit modules do not 
usually have a clear algorithmic characterization useful to us. 

We believe that this proof design approach is quite widely applicable to various kinds 
of datapath-oriented circuits. As neither the proof nor the verifier needs to know the exact 
way computations within a circuit region are actually carried out, concrete proof plans 
can be made in advance. The approach also appears to be robust regarding changes to the 
design: most changes are likely to take place at a local level, so while they may require 
adjusting the boundaries or the description of the intended computation within a region, 
the overall proof structure does not need to change. 

7 Divider Verification Outline 

An informal specification of the circuit’s correctness is quite easy to come up with: 

IF a division operation is started AND the input values N and D are within the 
range handled by hardware AND the environment behaves according to the ex- 
pected protocol AND the circuit is internally in normal operating state, THEN at 
the time the circuit produces output W, the equation r{W) = round{r{N) / r{D)) 
holds. 



When formalising this, the part concerning the relation of input and output data values is 
straightforward, as it follows from the IEEE specification on floating-point arithmetics 
[11], although formalisation of the standard itself is non-trivial. However, the problem 
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lies at the left side of the implication: what are “normal internal operating state” and 
“expected environment protocol”? Characterising these very circuit-dependent aspects 
required a fair amount of investigative work. To increase confidence in the correct char- 
acterisation of the environment assumptions, we also used an existing test suite to check 
for their validity in a variety of circumstances using traditional test-based validation. In 
principle the environment assumptions could have been verified in the context of the 
whole processor, but we did not have the resources for this. 

Further, mentioning the internal operating state in the specification violates the prin- 
ciple of external visibility. Therefore, we needed to strengthen the statement by proving 
separately that whenever a division operation can be started, the circuit is internally in 
normal operating state, which allows us to discharge the last conjunct of the antecedent. 
This proof was carried out in a fairly traditional temporal-logic-based framework. How- 
ever, as it is separate from the main datapath proofs, we shall not discuss it here. 

The top-level correctness statement can then be formalised by 

{IN} {tin, ckt, tout) {10} (1) 

where the precondition W formalises the four conjuncts of the antecedent of the informal 
specification, and the postcondition 10 is defined by 

10 = 3Q. ( ri{W) = rounds (Q) ) A (2) 

( Q ri{D) < ri{N) * 2^^ < (Q + e) * ri{D) ) 

and where trajectory function tin binds N and D to input data signals at the start of 
the operation, and tout binds W to output signals at the time the output is ready. The 
formula 10 is slightly more complex than the intuitive specification: the extra entities 
Q, intuitively denoting the unrounded quotient, and e, denoting some fixed small value, 
are needed because of the lack of real numbers in our current framework. The function 
roundri is a rounding function working on the integer representation of reals. 

As the algorithm and the hardware are iterative in nature, the verification is based 
on a loop invariant for the mantissa calculation. At the top level, there is a natural 
mathematical invariant Mli relating the quotient and remainder mantissas Qm [*] and 
Rm [t] to the input numbers D and N, derived from the defining equation of division: 

Mli = {Nm = Qm[i\* Dm +‘2^^'' * Rm[i\) A (i?m [*] < 2 * (3) 

Due to the multiplication operation in this invariant, it is not amenable to verification by 
direct model-checking. Therefore, the problem is further decomposed into verification of 
Mil after first iteration, and verification of an equation MRi between current and previous 
loop values for each subsequent iteration. The equation MRi is based on the recurrence 
relation the loop is supposed to compute. Further, to verify the relation MRi by model- 
checking, two bit-vector relations are introduced; a bit-vector recurrence relation BRi 
that coincides with the mathematical relation MRi, and a low-level bit- vector invariant 
Bli expressing a consistency constraint on loop data. 

Using this decomposition, verification of the mantissa computation in the circuit 
consists of the following steps: 



{IN} {tin,ckt,Uo) {BRA MR} 



(4) 
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Vi. 


(0 < i < imax) 




{{Bli} {tli,ckt,tli+i) {Bli+iABRi}) 


(5) 


Vi. 


(0 < i < imax) 




{BRi => MRi) 


(6) 


Vi. 


{0 < i < imax) 




{MIiAMR,^Mh+i) 


(7) 



where trajectory function tli binds Rm, Qm and other data items to corresponding signals 
for iteration i. Statements 4 and 5 are verified directly by model-checking. Considering 
our proof design strategy, the binding functions tU express the boundaries of the regions 
for model-checking. Statement 6 involves reasoning about the correspondence between 
bit- vector operations and their arithmetic counterparts, and statement 7 relies on pure 
arithmetic reasoning. Using pre-postcondition reasoning, steps 4-7 can then be combined 
to a correctness statement for the complete mantissa computation: 

1 1 R imax} {^R^inmx ^ (8) 

The correctness of the final rounding stage can be expressed by the formula: 

MRND = { ri{W) = round^i(n(s, e, m)) ) where (9) 

s = sgn{N) XOR sgn{D) 
e = exp{N) — exp{D) + bias 
m = Qm[iniax\ 

To verify the rounding stage by model-checking, two further bit-vector relations are 
needed: a bit- vector version BRND of the mathematical relation MRND, and an auxiliary 
relation AUX, which expresses constraints on the final loop output necessary for the 
proper behaviour of the rounder. Then, verification of the rounding stage consists of the 
following steps: 



{Bli^ax t\AUX} {tlimax,ckt,tout) {BRND} 


(10) 


BRND MRND 


(11) 


RRmax Mliffiax ^ AUX 


(12) 


Mhr^AMRND^ 10 


(13) 



Statement 10 is verified by direct model-checking. This is a good example of the differ- 
ences between boundaries used for verification and those of the circuit units: the starting 
boundary tlimax is not at the rounder input in the circuit, but inside the mantissa loop. 
Statement 1 1 reasons about the correspondence between bit-vector and mathematical 
versions of rounding, and statements 12 and 13 involve mostly arithmetic reasoning. 
Using pre-postcondition reasoning, steps 10-13 then yield: 

\R^imax ^ (14) 

Finally, statements 8 and 14 can be joined by sequential composition to show the top-level 
correctness statement 1. For more proof details, see [13]. 

While this discussion has concentrated on the division operation, the proof for square 
root is analogous. The most crucial issue in the model-checking part of the verification 
was determining the boundary tli and the invariant BR exactly: some parts are easy, like 
the location or the expected ranges of data values in the loop, but some are extremely 
implementation-dependent. 
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8 Proof Engineering 



Once we had completed a proof for the first micro-operation, effectively the proof out- 
lined in Sect. 7 and reported in [13], we believed that the largest body of work was 
behind us, and the proofs for the remaining cases would fall out easily. We were wrong. 
The length of the basic proof for one micro-operation, excluding library code, is about 
15 000 lines, about 85% of which is related to the theorem-proving effort, and 15% to 
the model-checking. The naive solution of replicating the code for each micro-operation 
and then making necessary changes would have resulted in 20 * 15 000 = 300 000 lines 
of code, clearly an organisational and maintenance nightmare. 

Consequently, we had to reformulate the proofs avoiding code duplication, while 
accounting for the differences between micro-operations. These differences come in 
various flavours: The loop body of the division and square root operations is different, 
although the general structure is the same. Mantissa loop is executed for a different 
number of times for different precision modes. For certain SIMD operations, the data- 
path is split to two halves, and both halves implement the same algorithm as the full width 
datapath, except for certain details. The two halves are nearly, but not exactly symmetric. 
Flag and fault behaviour for customised micro-operations differs from standard ones. 
For some SIMD operations, multiple passes of mantissa loop are executed, and for some 
others, fault behaviour reflects several pieces of data. The rounder depends on different 
constraints on the loop output for different micro-operations. 

It turned out that most of the theorems we proved for the first completed proof were 
not sufficiently general. Various values, assumptions and definitions were hard-coded 
into the proofs, although they vary between micro-operations. This lack of generality 
caused an extensive amount of proof rewriting. Actually, we spent more time rewriting 
proofs than writing them in the first place. Although some consolation is provided by 
anecdotal evidence in the literature [15,12] that we were not the only ones encountering 
the problem, this clearly is not a preferable state of affairs. We basically made the same 
mistake as starting a software project by rushing to write program code, without precise 
planning of the overall structure of the system. Moreover, we did not write our original 
proofs in a fashion that would have supported modifications and maintenance. 

So, how do we write robust, understandable, and maintainable proofs? It appears 
to us that theorem-proving is often used in a fairly static setting, where maintainability 
is not a crucial concern, so we did not seem to have too many models. While we can 
naturally learn from principles used to enhance software maintainability, we cannot just 
simply equate the problems of software and proof maintenance. As a matter of fact, we 
would argue that the latter is considerably harder than the former. First, for software 
only the semantics of objects matter: we can freely reformulate a definition as long as its 
denotation does not change. For proofs, on the other hand, syntactic structure of terms 
matters as well. Secondly, the rigour required for formal reasoning leaves much less 
leeway for sticky-tape solutions than in the case of software. Thirdly, the arduousness of 
theorem proving means that proof reformulation is harder than program reformulation. 
This conspires against maintainability in two ways: once a proof has been created, no 
matter how imperfect, there is a great temptation to leave it as it is, but when we will 
need to modify it later, the penalty is even higher. 
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Many specific questions emerge in relation to writing robust and maintainable proofs. 
For example, if we classify objects related to proofs to term language definitions, claims 
regarding such definitions, and proofs of claims, what principles are relevant for formu- 
lation of objects in each group? How to structure a theorem hierarchy? How to formulate 
the proof of an individual theorem? How to represent proof hierarchies which are similar 
except for some details? While we cannot claim to have the best possible solutions, we 
were forced to explicitly address these issues during our verification work. 

Let us start from the question of maintainable definitions. We adopted the practice of 
formulating definitions as hierarchies of definition layers, with each layer concentrating 
on a separate aspect. The layers are very thin, usually a single level of a definition is less 
than five lines long. For example, consider the definition of MRND (equation 9 in Sect. 7). 
As written there, it contains the aspects of sign and exponent calculation, mantissa 
definition, conversion from floating-point representation to a number and rounding. To 
be able to reason about these aspects separately, we define each of them as a separate 
layer. Then we can easily change parts of a definition, e.g. to reuse parts of MRND for 
square root proofs by changing sign and exponent calculation. 

The layering is repeated in the formulation of claims. For each layer present in a 
definition, we write a separate claim, with the intention that it can he proved on the basis 
of the definition of the current layer and claims relating to the layer immediately helow. 
This induces a natural theorem hierarchy. We also try to state claims always in terms 
of relation names, instead of the actual relations. So, instead of if a < 2^^ then ... we 
write if (in .bounds a) then . . . where inJbounds x = x < 2^^. In this way, even if the 
actual hound used in inJbounds will change, subsequent theorems will be unaffected as 
long as the current theorem remains true. This isolates effects of changes and improves 
maintainability. On the negative side, the approach may lead to a proliferation of claims. 

Given a hierarchy of definitions and a claim relating to some layer, how do we write a 
maintainable and understandable proof for the claim? A proof composed of many simple 
manually crafted steps is more likely to need editing, even for small modifications in the 
claim, than a proof with fewer, more automated steps. However, when modifications are 
needed, they are likely to be easier to make in the former case than in the latter, as it is 
easier to recreate the conceptual argument behind the proof from its code representation. 
Thus, in our experience, for small changes in the claim, highly automated proofs are 
superior, but for larger changes, manually crafted proofs are more maintainable. Unfor- 
tunately, without foreseeing what kinds of changes will be required, it is hard to plan for 
the best outcome. 

The core issue in avoiding code duplication is proving each argument only once. 
However, it is often easier to prove n instances of a general theorem, than the theorem 
itself, so there is a tradeoff between maintainability and ease of proving. We usually opted 
for proving the general case for any n > 2, unless the general proof was fundamentally 
more difficult. 

To improve understandability and manageability, we organised all our proofs in 
modules that, conceptually, are given a set of objects and theorems concerning those 
objects, and provide another set of objects and theorems. In modules we followed a 
principle of locality, and packaged all proofs requiring access to the internal details 
of a definition together with the definition itself. This greatly increases maintainability 
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of code, as changes to a definition only require changes to the local module, as long as 
externally visible theorems are not affected. Modularity also allows us to represent proof 
hierarchies differing only in some details without code duplication, by using alternate 
modules for the differing aspects of the proof. This way, we managed to capture all the 
different proof variations in only about 45 000 lines of proof code. 

We found the layering of definitions, claims and proofs to be indispensable for 
creating maintainable proofs. However, splitting definitions to minute steps has a negative 
effect on reviewability. To alleviate this problem, we experimented with proofs using two 
sets of definitions: monolithic ones, used in the top-level specifications for reviewability, 
and layered ones, used for the rest of the proof. The transition from layered to monolithic 
definitions then takes place just below the top level. 

Technically our proof development environment was rather austere. In ThmTac a 
user writes down a textual representation of proof steps, and a proof is an FL term like 
any other, so no special proof capture or replay mechanism is needed. For interactive 
proof development we used a ThmTac interface for stepping through a proof, and a 
mechanism for assuming theorems without having to evaluate their proofs. We used 
no special module, version or proof consistency management tools. While they might 
have helped on some occasions, the real problem we faced was not in these aspects, but 
in deciding how to write down the proof. To guarantee that all pieces fit together after 
a round of changes, we revalidated the whole proof hierarchy from scratch overnight. 
What would have made our work easier would have been a mechanism for supporting 
and enforcing good code writing practices, such as module visibility rules. Now, our 
work environment did not support modules directly and we had to emulate them by 
conditional load sequences. Another item in our wish-list would have been tool support 
for incremental proof changes, such as analysing the precise point in which an old proof 
and an attempted new proof diverge. 

Looking back on the lessons learned during our verification work, we would advocate 
the strategy of starting the verification by a quick, semi-informal decomposition of the 
top-level property to model-checkable portions, carrying out the model-checking, and 
then planning the complete formal proof structure in great detail before starting any 
theorem-proving. The proof planning stage should result in a documented description 
of the modules, definitions, claims, required proofs and their relations. Precision in this 
stage is crucial, as the high cost of proof changes makes it important to get the proof 
structure right at the first attempt. 



9 Conclusion 

We have examined verification methodology, proof design and proof engineering as- 
pects relevant to large-scale industrial application of formal verification, based on our 
experiences in verifying the Pentium 4 divider unit, to our knowledge one of the largest 
industrial hardware verification case studies. The verification took about two and a half 
person-years of work in total, and it was carried out in parallel with later stages of the 
circuit design, before silicon was produced. No errata were found in the original design, 
but applying the proof suite to a proliferation project caught a few rather tricky errata 
caused by unintended interactions between micro-operations executing in parallel. 
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Considering the technical requirements of industrial verification, in our experience it 
is more important that tools are robust and dependable than that they are technologically 
the most advanced ones: all the basic techniques that we are using have been well known 
for years. In a combined theorem-proving and model-checking approach, we found tight 
integration of the techniques to be necessary: theorem-proving is used in all stages of 
our verification work, from justifying model-checking optimizations in the low level, to 
very abstract reasoning in the high level. We also found the open-endedness of general 
theorem-proving indispensable for the work. 

During the course of our work we identified a number of solutions to practical prob- 
lems arising in proof design and engineering. Nevertheless, we would like the message 
of the paper to be not so much of a solution but of a problem statement: How do we 
write large proofs in a manageable way? If we are to apply formal verification, especially 
formal theorem-proving, as a routine part of industrial design flow, we must have models 
and principles addressing this issue, as otherwise the work will become infeasible. 
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Abstract. This paper presents a framework for verifying compilation tools based 
on parametrised hardware libraries expressed in Pebble, a simple declarative lan- 
guage. An approach based on pass separation techniques is described for specifying 
and verifying Pebble abstraction mechanisms, such as the loop statement. We show 
how this approach can be used to verify the correctness of the flattening procedure 
in the Pebble compiler, which also results In a more efficient implementation than 
a non-verified version. The approach is useful for guiding compiler implementa- 
tions for Pebble and related languages such as VHDL; it may also form the basis 
for automating the generation of provably-correct tools for hardware development. 



1 Introduction 

Advance in integrated circuit technology leads to an increasing emphasis on building 
designs from hardware libraries. A single parametrised library can be used to generate 
many implementations supporting multiple architectures, variable bit widths and trade- 
offs in speed and size. Such libraries enable effective hardware utilisation by exploiting 
technology-specific features whenever desirable, allowing designs with optimal perfor- 
mance and resource usage while minimising the need for knowing low-level details. 

This paper describes an approach for developing provably-correct compilation tools 
for the Pebble language [12], which has been used to produce hardware libraries in 
VHDL, an industry standard language. While it is desirable to have hardware libraries in 
industry standard languages, there are, however, two major difficulties with developing 
VHDL libraries. First, VHDL is a versatile but complex language, and it takes much 
effort to write good parametrised code and to check its behaviour by simulation or other 
means - even when the subset used for realistic hardware libraries is small [13]. Second, 
most vendors have their own VHDL dialect; for instance not all VHDL tools support 
multi-dimensional vectors. It is unattractive to develop and maintain the same set of 
library elements in various vendor-specific dialects. 

Our aim for Pebble is to enable application builders and library developers to work 
at a higher level of abstraction than that provided by VHDL, while ensuring that the 
resulting libraries are as flexible and efficient as those produced by hand. Our Pebble 
compiler targets various description formats, including parametrised and flattened VHDL 
and EDIF. It enables designers to compose and instantiate library elements, and it has 
been used to develop many designs for applications such as speech processing, data 
compression, and special video and graphics effects in augmented reality [14]. 
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An important component of the Pebble compiler is the flattening procedure, which 
produces flattened descriptions from hierarchical descriptions. Flattened descriptions are 
required by many tools, such as place-and-route programs for design implementation, 
and model checkers for design verification [18]. Interestingly, our proof of the flattening 
procedure not only offers users greater confidence in its correctness, it also leads to a more 
efficient implementation. Although this paper focuses on a specific proof, recent work 
indicates that similar techniques can be applied to verify other abstraction mechanisms, 
such as polymorphic variables and higher-order functions. 

Pass separation [11] provides a framework for verifying abstraction mechanisms for 
generic descriptions, such as hierarchical blocks and GENERATE - FOR loops in Pebble, 
with respect to a Structural Operational Semantics [16]. For instance, the key to our proof 
is an environment invariant - Equation (1) - inspired by pass separation (Sect. 3.2). Such 
proofs are rare, but we feel that they are well-suited to verifying development tools for 
domain-specific languages containing multiple evaluation phases. 

While much has been published on formal methods and tools for hardware design, it 
appears that most researchers focus on tools for producing correct designs [2] , [ 1 8] rather 
than on the correctness of the tools themselves. Some researchers study embedding of 
synthesis algorithms in a theorem prover [4], or correctness condition generators for 
designs generated by synthesis tools [15]. Our work is complementary to their efforts, 
and is in a similar spirit to research on verifying compiler correctness for imperative 
descriptions for hardware [6], [7] and software [8] implementations. 



2 Overview of Pebble 



Pebble can be regarded as a much simplified variant of Structural VHDL. It provides a 
means of representing block diagrams hierarchically and parametrically [12]. A Pebble 
program is a block, defined by its name, parameters, interfaces, local definitions, and its 
body. The block interfaces are given by two lists, usually interpreted as the inputs and 
outputs. An input or an output can be of type WIRE, or it can be a multi-dimensional 
vector of wires. A wire can carry integer, boolean or other primitive data values. 

A primitive block has an empty body; a composite block has a body containing the 
instantiation of composite or primitive blocks in any order. Blocks connected to each 
other share the same wire in the interface instantiation. For hardware designs, the prim- 
itive blocks can be bit-level logic gates and registers, or they can, like an adder, process 
word-level data such as integers or fixed-point numbers; the primitives depend on the 
availability of corresponding components in the domain targeted by the Pebble compiler. 
The GENERATE -IF statement enables conditional compilation and recursive definition, 
while the GENERATE - FOR statement allows the concise description of regular circuits. 

Pebble has a simple, block-structured syntax. As an example. Fig. 2 describes the 
multiplexor array in Fig. 1, provided that the size parameter n is 4. In more complex 
descriptions, the parameters in a Pebble program can include the number of pipeline 
stages or the pitch between neighbouring interface connections [12]. Different network 
structures, such as tree- or butterfly-shaped circuits, can be described parametrically by 
indexing the components and wires. 
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x(0) x(1) x(2) x(3) 




Fig.l. An array of multiplexors described by the Pebble program in Fig. 2. 



BLOCK muxarray (n: GENERIC) 




[c:WIRE, x,y:VECTOR (n-1..0) OF WIRE] 
[z:VECTOR (n-I..O) OF WIRE] 


VAR i 




BEGIN 




GENERATE FOR i = 0..(n-I) 


BEGIN 




mux 


[c,x(i) ,y(i) ] [z (i) ] 


END 




END; 





Fig. 2. A description of an array of multiplexors (Fig. 1) in Pebble. The external input c is used to 
provide a common control input for each mutiplexor. 



The semantics of Pebble depends on the behaviour of the primitive blocks and their 
composition in the target technology. Currently a synchronous circuit model is used in our 
tools (Sect. 3), and special control components for modelling run-time reconfiguration 
are also supported [12]. However, other models can be used if desired. Indeed Pebble 
can model any block-structured systems, not just electronic circuits. 

Advanced features of Pebble include support for annotations and for modules. Such 
features improve design efficiency and reusability, and facilitate interface to components 
in other languages, including behavioural descriptions. Discussions about these features 
are beyond the scope of this paper. 

3 Program Staging and Pass Separation 

This section introduces a framework in which abstraction mechanisms for Pebble can 
be specified and verified. Our approach consists of three steps. The first is to provide a 
semantics for a flattened version of Pebble. The second is to characterise an abstraction 
mechanism in two ways: (a) specify how designs exploiting the abstraction mechanism 
can be transformed into flattened Pebble, and (b) provide the semantics of the abstraction 
mechanism directly. The third is to show that the semantics of a design produced by (a) 
is consistent with (b). 
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In the following, we specify and verify two Pebble abstraction mechanisms: hi- 
erarchical blocks, and GENERATE -FOR loops. The insight is to recognise that pass 
separation provides a framework for the above approach, so that the correctness of the 
two abstraction mechanisms can be demonstrated with respect to a Structural Opera- 
tional Semantics [16] for Pebble. Only elementary understanding of such semantics is 
required to follow our work. We shall first present an overview of pass separation, and 
then explain how it can be used in verifying Pebble abstraction mechanisms. The key to 
our proof is an environment invariant - Equation (1) - inspired by pass separation. 

Consider a repeated computation, part of whose input context remains invariant 
across all repetitions. Program staging is a technique which improves performance by 
separating the computation into two phases. We follow this approach to separate the 
task of interpreting a Pebble program on a variety of inputs: an early phase flattens 
the parametrised description into a collection of primitive gate calls, and a late phase 
completes the task given the varying inputs. 

Two popular methods for separating a computation into stages are partial evaluation 
and pass separation [11]. We have used both methods in our study of Pebble and in tool 
development; in the following we shall focus on pass separation as a means to study 
abstraction mechanisms for Pebble. 

Pass separation constructs, from a program p, two programs pi, p 2 such that: 

[p] (x,y) = [P 2 I ([pi] x,y) 

for all X and y, where |p] is the function mapping the program p to its meaning. The equa- 
tion indicates that |p] can be split into two stages: computing v = |pi] x and [p 2 ] (v, y). 
The intention in performing pass separation is to “move” as many computations from 
p to pi as possible, given only input x. In our framework, let p be the semantics (VS) 
of Pebble, x be a parametrised circuit description C, and y be some input data. Then pi 
corresponds to the abstraction mechanism, which in this case can be described using 
a flattening procedure (J-V). Similarly p 2 corresponds to the semantics (J-S) of the 
flattened description on the data as shown in Fig. 3. 



(c,y) 




TS TS C, y) 

Fig. 3. Commuting diagram describing the pass separation equation. 

We shall restrict our attention to a subset of Pebble which does not include vectors or 
GENERATE -IF statements. We begin by presenting the semantics of Flattened Pebble 
before adding the necessary structure to create Hierarchical Pebble. We then display a 
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procedure for instantiating the generics. We show that for a set of input values, a flattened 
description produces the same results as those from the hierarchical description. 



3.1 Flattened Pebble 

In its most basic form, a circuit consists of a collection of primitive block calls mapping 
input wires to output wires. Intermediate wires link these primitive block calls together. 
A circuit description is enclosed within a main block and primitive block identifiers are 
denoted by id-p, as shown in the following syntax: 



circuit 


:= BLOCK main 








■ ■ , idinr, ■■ typCi^^ 




[idouH-.type^^t^ 

dec \ ; ■ ■ ■ ; decj 
BEGIN stmts END 


, ■ ■ ■ , idout^ : type 


type 


:= WIRE 




dec 


:= VAR id : type 




stmts 


:= stmti ; ■ ■ ■ ; stmtk 




stmt 


:= idv [idi , , id„] 


[ idi 1 • • • 1 idm ] 



Note that the language is applicative, as each wire is given an attribute only once. 
Input wires are defined and given the appropriate values; the purpose of the semantics 
is to find suitable definitions for the output wires. The semantic domain for wires is 
parametrised by the metavariable a, so that primitive objects can be of any type; it 
allows us to deal with both bit-level descriptions and word-level descriptions. 

data wire a = Undefined | Defined a 

To deal with sequential circuits, the datatype a can be lifted to the stream domain [9]. 

The Structural Operational Semantics rules for Flattened Pebble, defined by — )• tran- 
sitions [16], are given in Fig. 4. A local environment p maps identifiers to their wires. 
Primitive logic operators that map boolean pairs to booleans, such as xor, are held in an 
environment labeled 5. Such operators can only be applied to wires that are defined. 

Two rules provide the meaning of primitive gate calls. If one or more inputs are 
Undefined, then the statement is returned unevaluated, as the gate call cannot be com- 
pleted. The second rule applies the primitive function to the gate’s parameters. Statements 
can be evaluated in any order; those that complete update the local environment p. When 
all statements have been reduced, the final environment is returned. 

The output and intermediate wires of the main block are initially declared as 
Undefined. The block’s statements are evaluated to calculate the final environment p' , 
from which the output wires are extracted. 



3.2 Hierarchical Pebble 

Parametrised designs require the addition of a separate parameter list for generic values. 
Blocks other than main can receive values that define the bounds of loops or that can 
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■ 1 ^ J ^ ^ (p idj) = Undefined 

5 h {idv [id\, . . . , id„] [id'x,..., id'J\ , p) 

->stmt {idv [idi , . . . , id„] [id'i , p) 

{p idi) = Defined di A • • ■ A (p idn) = Defined v„ 

idy) {vi,...,Vn) = {v[,. . . ,v'rr,) 

6 h {idv [idi,. . . , id„] [id[,. . . , id'^],p) 

—^stmt p © {id'i ^ Defined v[, - ■ ■ , id!m ^ Defined 

d P {stTTit{ ^ ^ stmt P 

6 l~ {stmt\-, ■ ■ ■ stmti-\-,stmti-,stmtiJ^\-, ■ ■ ■ stmtk, p) 

stmts {stmti; ■ ■ ■ stmti-i\stmti+i\ ■ ■ ■ stmtk,p') 



<5 h {stmti, p) -^stmt {stmti, p) 

6 h {stmti', ■■■ stmti-i',stmti-stmti+i-, ■■■ stmtk, p) 

-^stmts {stmti', ■ ■ ■ stmti-i',stmti',stmti+i', ■ ■ ■ stmtk,p) 

5 h ([],p) stmts P 



pi = {idini ^ Defined i;i, ■ ■ • , idin^ i-A Defined n„} 
P 2 = {idonti ^ Undefined, ■ • • , idoutm ^ Undefined} 
P 3 = {idi Undefined, ■ • • , idj i-A Undefined} 
p = pi © P2 © P3 

S A {stmts, p) stmts p' 



6 h 



/ BLOCK main \ 

[idinj^ :WIRE, . . , , idin^ :WIRE] 

[idouti :WIRE, . . . , idoutrr, :WIRE] 

VAR idi :WIRE; . . . VAR :WIRE 
\ BEGIN stmts END / 

^main [(p idouti^ , ■ ■ ■ ) (P )] 




Fig. 4. Semantics of Flattened Pebble, based on — ^ rules for main, stmts and stmt. 



be passed to subsequent gate calls as defined in the syntax for Hierarchical Pebble: 

circuit ::= main; blocki; • ■ ■ ; blocki 
main ::= BLOCK main 

[idin^ : typCi.^^ , , idir,^ : typCi„^ ] 

[idouti ■■ typBouti ' " ' ' ^douto, : type^„,t^ ] 

deci ; • ■ • ; decj 
BEGIN stmts END 

block .. — BLOCK td {tdgeni I ... I tdgeuq ) 

[idini : typCi.^^ , ... , idiu,, ; typCi„^ ] 

[idouti ■■ tyPBouti ' ■■ type onto, ] 

deci ; • ■ • ; decj 
BEGIN stmts END 
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type ::= WIRE 

dec ::= VAR id : type \ VAR id : NUM 

stmts ::= stmti ; ■ ■ ■ ; stmtk 

stmt ::= idv [idi , , id„] [idi , . . . , idm] 

id (exp\ , ... , expq ) [idi , ... , [idi , ... , idm.] 

GENERATE FOR id = expq . . exp2 
BEGIN stmts END 
exp ::= id \ n \ expq bop expj I 

The semantic rules for Hierarchical Pebble statements, defined by transitions, are 
given in Fig. 5. Two new environments are introduced: F maps block names to their 
bodies, while a maps generic variables and loop indices to their values. Arithmetic ex- 
pressions are evaluated by the valuation function S in an appropriate value environment. 
The rules for primitive gate calls and statement lists remain essentially unchanged except 
for the additional environments. 



£a[expqj > SaleXP2j 



^ I- / ( GENERATE FOR idi„dex = expq . . expj 
’ BEGIN stmts END 



stmt P 



Salexpqj < Talexpal 

r,S,a ® {id E^lexpqj} H {stmts, p) ^ stmts p' 

GENERATE FOR idindax = (expq + 1) . . expj 
BEGIN stmts END 



^stmt P 



r, 5, a 



/ GENERATE FOR idindex = expq . . expj 
BEGIN stmts END 



P ) stmt P 



(r id) = 



1 6 , ( 7 l 



/ BLOCK id {idgem, ... yidgenq) [idini : WIRE, ..., : WIRE] \ 

[idouti :WIRE, . . . , idoutm :WIRE] 
VAR idindexi ■ NUM; ... VAR idindex j ■■ NUM; 

VAR idiocali ■ WIRE; ... VAR idiocal^ ■ WIRE 
\ BEGIN stmts END / 

fTl {idgeni ' ^ ) idgenq ^ ^ ^o'lCq]]}' 

Pi = {idinq ^ ip idi), • . . , (p id„)} 

p 2 = {idonti ^ Undefined, . . . , idoutm ^ Undefined} 

P3 = {idiocah ^ Undefined, . . . , idiocaik ^ Undefined} 

p' = pi © P2 © p3 
k {stm,ts , p ) stmts P 



r,S,a h {id {ei, . . . , Cq) [idi, . . . , idn] [id'i, . . . , idm], p) 

stmt p© {idi ' ^ (p id outq) , ' ' ' , idm ' ^ (p idoutm)y 



Fig. 5. Semantics of Hierarchical Pebble. The => rules dealing with primitive statements are similar 
to the corresponding — rules and are not shown. 





Towards Provably-Correct Hardware Compilation Tools 



219 



Two rules are required for loops. The first rule deals with the situation when the 
loop has terminated. A loop has terminated when the expression representing the lower 
bound denotes a value that is greater than the upper bound. In such cases the current p 
environment is returned unchanged. Alternatively, the loop’s statements are evaluated 
in a value environment where the loop index is bound to the lower bound value. Once 
completed, the loop is re-evaluated with the updated p' and a lower bound expression that 
has been incremented by one. The rule for enacting new block calls retrieves the block 
definition from the environment F\ it creates a value environment by mapping the 
generic variable names to their values calculated in the outer block’s value environment 
ct; it creates an initial wire environment p' by mapping the input variable names to their 
wire values extracted from p and coalesced with Undefined bindings for output and 
intermediate variable names; and it evaluates the called block’s statements to create a 
final environment p" , from which the output wires are extracted. The rule for the main 
block creates the initial environment p in much the same manner as with Flattened Pebble 
descriptions, and is shown in Fig. 6. The blocks statements are evaluated in an initial 
empty value environment. 

A Hierarchical Pebble description can be flattened by unfolding both the generic 
variables and the GENERATE - FOR loops. The block environment F and the local vari- 
able environment cr support the abstraction mechanisms, and do not affect the underlying 
evaluation mechanism. Hence we can instantiate generic variables prior to the applica- 
tion of input wires, enabling block definitions to be flattened and incorporated into the 
main block. Flattened Pebble, itself a subset of Pebble, is used as the output language of 
this flattening process to facilitate its proof. To avoid parameters and local wire names 
overwriting each other when instantiating block calls, we rename all such variables 
beforehand using the function a :: block block (Fig. 7). 

To model the static behaviour of the wire environment p in hierarchical descriptions 
with local bindings, we introduce a local environment p which behaves like a symbol 
table mapping local parameter names to their original definitions, be they inputs to the 
circuit or local variable definitions. This leads to the invariant equation below, where p 
is the environment for modelling wire values in a hierarchical description, while pd is a 
dynamic environment for flattened descriptions: 

Vid ■ p id = Pd [p id) (1) 

This invariant equation will be used extensively in the correctness proof of the flattening 
procedure for Hierarchical Pebble in Sect. 4. The flattening procedure itself, defined by 
J|, is given in Fig. 7. Flattening a single statement will result in a pair of lists consisting 
of primitive gate calls and intermediate wire declarations. The statement list represents 
those primitive calls required to implement the statement derived from unfolding sub- 
sequent parametrised blocks, while the declarations are for the local wire definitions 
belonging to each unfolded block. The intention is to create the flattened main block 
from these two lists. 

Primitive calls are simply returned with their parameter lists updated with their 
original variable definitions held in p. Parametrised gate calls create a new instance of 
the retrieved block using the function a. Generic variables are bound to their values in 
(Ti. A static environment p' is created by mapping the parameter names to their original 
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pi = {idini Defined i;i, ■ ■ • , idin„ Defined n„} 

P2 = {idonti ^ Undefined, ■ ■ ■ , idouti ^ Undefined} 
P3 = {idi ^ Undefined, ■ • • , idj 1— > Undefined} 

r, d, {} b {stmts , pi ® P2 ® P 3 ) ^ stmts P 


/ 


/block main \ 

[idini :WIRE, . . . , id;„„ :WIRE] 


\ 


r ,5 b / 


[idouti :WIRE, . . . , idoutqq :WIRE] 

VAR idi : WIRE; ■ • • VAR idj :WIRE 
\ BEGIN stmts END / 


, [Vl, ...,Vn\) 


^^main 


){p idouti ) 7 ■ ■ ■ 7 {p idout.q , )] 





Fig. 6. Semantics of the main block in Pebble. 



r,ji^a {idv [idi, . . . , id„] [id'i, . . . , id!m]) 

IJ-stmt ^d\ j . . . 5^ ^d-^^ . . . []) 






r id)) = 



BLOCK id (^id geni y • • • 5 id gen q) \.id-in-i :WZRE, . . . , id{ 

-WTRR id 



VARidindexi '■ NUM; 

I VAR idiocah ■■ WIRE; 

\ BEGIN stmts END 

til — \^^dini ^ ^ (/.t idl) j ■ 5 ^dinqi, ' ^ (/^ '^dn)) 
1^2 — \^idouti ^ ^ ^^1)) ■ ■ ■ ) idoutjji * ^ id^ 

113 = {idiocaii !->■ idi ocalt 1 1 idi ocal I, I— >■ idi OC 

f • J 



di„„:WIRE] \ 

[idouti : WIRE, . . . , idoutrr, :WIRE] 
VAR idindexq ■■ NUM 
VAR idiocalk : WIRE 



) 



/ J 

jj.2 — \iUoutl yfj- i“i;, ■ ■ ■ , idoutm ^ ifi- id,^)} 

113 = {idiocaii i->- idi ocal\ 7 ■ ■ • 7 idi oca ^ idlocal p, } 
t^l — {id gen I ' ^ ^(T |eij, • ■ • , id gen q ^ ^ It'q]] } 

)(tt2©M3,cn b {stmts) \). stmts {stmts' , locals') 
e„) \id-i id„] \id', 



{id {ei, . . . , Cq) [idi, . . . , id„] [idi, . . . , id[„]} 

D-stmt {stmts', [VAR idloeali ■ WIRE; ■ • • ; VAR idlocal^ ■ wire] 41 - locals') 



r,n,o- b ( ( 



GENERATE 



gg|[egpj > gqlegpj 

FOR idindex = cxp^ . . eXP2 BEGIN stmts END)^ U-Stmt ([], []) 



r,n,a 



Snlexpq} < Enlexp^i 

r,^i,a ® {idindex ^ E<y\exp-qY} b {stmts) \). stmts {stmts' , locals') 
f GENERATE FOR idtndex= { expq + 1) . . exp2 



BEGIN stmts END 



JJ-stmt {stmts" , locals'' 



I , I GENERATE FOR id index = CXp -q . . exp2 
\ I BEGIN stmts END 
JJ-stmt {stmts' 4f stmts" , locals' -If locals" 



r,fi,a b {stmt 3) i). stmt {stmtsi,localsi) ■ ■ ■ r, jjt,a b {stmtn) ij-stmt {stmtsn, locals n) 
r,ii,o b {stmti stmtn) ij-stmts {stmtsi 4 f • ■ • -ff stmtSn, localsi 4 f ■ • • 4 f localsn) 



Fig. 7. Transition rules for flattening Pebble statements, based on JJ. rules for stmts and stmt. 
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names held in /r. Local variables are bound to themselves, but are returned as declarations 
so that they are properly declared at run time. The blocks statements are flattened and 
returned with the local wire declarations. The two rules for loops apply the unfolding 
procedure at compile time to their subterms by incrementing the loop bound, creating 
primitive gate calls to implement the loop at run time. The rule for statements flattens 
each statement, and collects the intermediate calls and declarations together. 

The flattening rule for the main block is shown in Fig. 8. An initial static environment 
/X is created binding input, output and local wire names to themselves as these will be their 
run-time names. The body of the block is flattened with an empty value environment. 
The returned list of primitives gate calls forms the body of the flattened main block and 
the derived intermediate wires are declared local to this block. 



/Xl — {'i'dini ' ^ idjni j * * " ) ^ I" 

/X2 — {idouti ' ^ ^douti , ■ ■ ■ , idoutm ' ^ } 

M3 = {*'^1 idi, - ■ ■ , idj 1-4 idj} 



M = Ml ® M2 © M3 



h (stmts) (stmts', [VAR id'i : WIRE; ... VAR : WIRE]) 

( BLOCK main :WIRE, . . . , : WIRE] \ 

[idouti :WIRE, . . . , ^doutr,^ :WIRE] 

VAR idi :WIRE; . . . VAR idj :WIRE 
BEGIN stmts END / 

/ BLOCK main [idin^ :WIRE, . . . , :WIRE] 

I [idouti : WIRE, ..., : WIRE] 







main 



VAR idi :WIRE; 
VAR id'i :WIRE; 
\ BEGIN stmts' END 



VAR idj :WIRE; 
VAR id'fc : WIRE 



\ 

/ 



Fig. 8. Transition mles for flattening the main block. 



To illustrate how blocks are flattened and local variables are renamed, we shall use 
the following example which creates a row of two not-gates: 

BLOCK notrow (n) [vimWIRE] [voutiWIRE] 

VAR interiVECTOR (n..O) OF WIRE 
VAR i:NUM 
BEGIN 

connect [vin] [inter (0)]; 

GENERATE FOR i=0..n-l 
BEGIN 

not [inter (i)] [inter (i+1)] 

END; 

connect [inter (n)] [vout] 

END; 
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BLOCK main [x:WIRE] [y:WIRE] 

BEGIN 

notrow (2) [x] [y] 

END; 

The circuit is defined in terms of two primitive components: connect which links two 
wires together, and the not gate. Figure 9 demonstrates how a block call is flattened 
given previously established environments. The called block is initially renamed; the 
environment tr is created for the generic values; the environment /r maps parameter 
names to their original names; the block’s statements are then flattened to create a list 
of primitive calls, and returned along with the distinct local wire definitions. 



connect [vinl] [il(0)]; 

/ GENERATE FOR ■ ■ • \ 

h / . \ i}-stmts ([connect [x] [il (0) ] ; 

\ : /not [il(0)l [il(l)]; 

connect [il (nl) ] [votl] not [il(D] [il (2) ] ; 

connect [il(2)] [yl], 

[]) 

(Ti = {nl ^ 2} 

/il = {vinl ^ x} /i 2 = {votl i-^-y} /i 3 = {ili->il} 

/i' = /il © /i 2 © /is 

(a(T notrow)) = BLOCK notrow (nl) [vinl:WIRE] [votl: WIRE] 

VAR iliVECTOR (nl..O) OF WIRE; 

VAR i2:NUM 
BEGIN 

connect [vinl] [il(0)]; 

GENERATE FOR i2=0..nl-l 

BEGIN not [il(i2)] [il(i2+l)] END; 

connect [il(nl)] [votl] 

END; 



r, {x x,y n- y}, {} h (notrow (2) [x] [y] ) 

([connect [x] [il (0) ] ; 
not [il (0) ] [il (1) ] ; 
not [il (1) ] [il (2) ] ; 
connect [il(2)] [y]],[]) 

[VAR il:VECTOR (2..0) OF WIRE]) 



Fig. 9. Fragment of the proof tree for flattening notrow. 
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4 Correctness Proof 

We can now present the main correctness theorem for flattening hierarchical blocks and 
GENERATE - EOR loops. This result, given by Equation (2), relies on Lemmas (3), (4) and 
(5). Each lemma is an instance of the commuting diagram given in Eig. 3, and involves 
the environment invariant given by Equation (1). At each syntactic level, they show how 
the sequence of outputs generated by the hierarchical definition can be calculated by 
first flattening the term and then using the simplified semantics. With the addition of 
GENERATE -IE statements, recursive block definitions can result in non-terminating 
programs. In these cases the flattening procedure will also fail to terminate. 

The main theorem states that, from a given Hierarchical Pebble description consisting 
of a main block, a block environment T, a primitive gate environment S, and a sequence 
of input wires [ui, . . . , t>„], one can calculate the sequence of outputs derived from the 
circuit’s proof trees by first unfolding the description to create one large main block, to 
which the flattening rules can be applied: 

r,S h {main, [ui, . . . , i;„]) =^main bl, 

r h main Jj-mam main' (2) 

A 5 h {main', [ui, . . . , u„]) ->main [v'l, • • ■ , I'm] 

This result can be proved by structural induction on the rules for the main block (Eigs. 4, 
6 and 8). We establish the invariant on wire environments initially, and we use Lemma (3) 
below to show how it holds on completion of the block’s statements so that the same 
final values are derived. 

Erom a given Hierarchical Pebble statement list, a block environment F, a primitive 
gate environment S, a local value environment cr and a local wire environment p, we can 
calculate the wire bindings p' derived from a successful completion of the statements, 
by staging the computation in two. The first stage flattens the statements into a list of 
primitive calls, where local wire names are mapped to their original definitions using 
the static environment p, and a distinct list of local wire declarations is created. The 
second stage applies the Elattened Pebble rules to the primitive gate call list using the 
dynamic wire environment pd- An environment p'^ can be derived that will contain the 
same bindings as those for the hierarchical statements. This implication requires the 
invariant, given by Equation (1), to hold for wire environments: 

F, S,(7 h {stmts, p) ^ stmts P 

F,a,p h stmts i}-stmts {stmts', locals') 

A yid ■ p id ^ pd{p id) (3) 

A Virf ■ p' id = p'^{p id) 

A d h {stmts', Pd) ^stmts p'd 

This lemma can be proved by induction on the length of derivation sequences using 
Lemma (4) below; it completes the presentation of the main theorem. 

The next lemma deals mainly with GENERATE - EOR loops (Eigs. 4, 5 and 7). From 
a given Hierarchical Pebble statement, a block environment F, a primitive gate environ- 
ment 5, a local value environment cr, and a local wire environment p, one can calculate a 
set of wire bindings p' derived from the successful completion of the statement, by first 
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flattening the statement using the static environment ji, and then executing the derived 
statements in the dynamic wire environment p 4 \ 



h p) ^ stmt P 

=4* r,cr,p h stmt ij-stmt {stmts', locals') 

A Mid ■ p id = pd{p id) (4) 

A Mid ■ p' id = p'^{p id) 

A (i h {stmts', pd) p'd 

This result can be proved by structural induction on statements: primitive gate calls, 
parametrised gate calls and loops. The first two cases are straightforward, once the 
invariants of the environments have been established. The third case, however, requires 
Lemma (5) to show that the appropriate final environment can be derived after staging: 

f r,5,G\ h {stmts i, p) ^ stmts P \ 

\^^,5,a2 V- {stmtS 2 ,p') => stmts p" J 

=4>T, (Ji,p A stmtsi JJ-stmts {stmts'i, locals'^) 

A r,(J2,p A stmtS 2 i)-stmts {stmts' 2 ,locals' 2 ) (5) 

A Mid ■ p id = pd{p id) 

A Mid ■ p" id = p'dip id) 

A 5 A {stmtsi -ft- stmts 2 ,Pd) ~^stmts Pd 

This lemma states that reducing a statement list stmts \ in the value environment with 
wire bindings p, followed by reducing a second statement list stmts 2 in ct 2 yielding a 
final wire environment p", can be derived by first flattening the two statement lists and 
then executing the concatenation of the two primitive gate call lists. The lemma can be 
proved by induction on the length of derivation sequences. 



5 Compiler Development 

This section reflects on the implications of our approach for compiler development. 
Natural semantic rules, as used in specifying Pebble, rely on notions of pattern matching, 
inference rules and operational semantics. They can be captured in a theorem prover [2], 
[17] or translated into Horn clauses via a metalanguage such as Typol [3]. Since the 
transition rules for flattening Hierarchical Pebble descriptions permit a left-right and 
top-down construction of the proof tree with no backtracking, we can replace a resolution 
engine by a functional evaluator based on pattern matching [1] to improve efficiency. 

In practice, an implementation in a functional language of the core flattening pro- 
cedure (Fig. 10) follows naturally from the rules in Fig. 7. For a particular language 
construct, a function definition is created that pattern matches its goal and obtains the 
result from the intermediate transitions by means of a where clause. This technique 
offers a way of automatically producing a functional implementation of the compilation 
tools directly from their specifications. 

It is educational to compare the original, hand-developed implementation of the 
flattening procedure, and the new version in Fig. 10 which results from the specification 
and proof exercises. The new version is better than the original version in all aspects: 
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data Exp = Number Int | Var String 

I Binop (Exp, Bop, Exp) | Unop (Uop,Exp) 
data Type = WIRE 

data Dec = VARW (String, Type) | VARN String 
data Stmt = PrimCall (String, [String] , [String] ) 

I BlkCall (String, [Exp] , [String] , [String] ) 

I Loop (String, Exp, Exp, [Stmt]) 
data Blk = Block (String, [String] , 

[ (String, Type) ] , [ (String, Type) ] , [Dec] , [Stmt] ) 

fetch :: [(String, a)] -> String -> a 

eval_exp :: Exp -> [ (String, Int) ] -> Int 



flatten_stmt :: ([ (String, Blk) ] , 

[ (String, String) ],[ (String, Int) ] ) -> Stmt -> ( [Stmt] , [Dec] ) 
flatten_stmt (gamma , mu, sigma) (PrimCall (pnm, argsl , args2 ) ) 

= ([PrimCall (pnm, map (fetch mu) argsl, 

map (fetch mu) args2) ] , [] ) 

flatten_stmt (gamma , mu, sigma) (BlkCall (bnm, gens , argsl , args2 ) ) 

= (stmts', [(VARW d) I (VARW d) <- decs] ++ locals') 
where 

(Block (nm, gennms , parmsl , parms2 , decs , stmts) ) 

= rename (fetch gamma bnm) 
sigmal = zip gennms 

(map (\ e -> eval_exp e sigma) gens) 
mul = zip parmsl (map (fetch mu) argsl) 

mu2 = zip parms2 (map (fecth mu) args2) 

mu3 = [(id, id) | (VARW (id, WIRE)) <- decs] 

mu' = mul ++ mu2 ++ mu3 

(stmts ' , locals' ) 

= f latten_stmts (gamma, mu' , sigmal ) stmts 
flatten_stmt (gamma , mu, sigma) (Loop (nm, el , e2 , stmts ) ) 

I nl>n2 = ([],[]) 

I otherwise = (stmts' ++stmts' ', locals' ++locals' ' ) 

where 

nl = eval_exp el sigma 
n2 = eval_exp e2 sigma 
(stmts ' , locals' ) 

= f latten_stmts (gamma, mu, (nm,nl) :sigma) stmts 
(stmts ' ' , locals ' ' ) 

= flatten_stmt (gamma , mu, sigma) 

(Loop (nm, Binop (el , Add, Number 1 ), e2 , stmts ) ) 
f latten_stmts :: ([ (String, Blk) ] , 

[ (String, String) ],[ (String, Int) ] ) -> [Stmt] -> ( [Stmt] , [Dec] ) 
f latten_stmts (gamma, mu, sigma) = unzip . map flatten_stmt 

Fig. 10. Flattening Pebble in Haskell. 
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it is clearer, more concise, more robust and more efficient. The main reason is that, 
based on the formal development, the new version separates variable renaming from 
the flattening procedure. The original implementation, in contrast, attempted the former 
without properly considering the latter: the mingling of the two leads to situations where 
the renaming process is deeply nested within the unfolding procedure, leaving little 
scope for further optimisations. The new version is amenable to further optimisations, 
such as the use of de Bruijn indices to avoid the costly rename function [5]. Further 
refinements would lead to a highly efficient imperative implementation. 

Our experience shows that deriving provably-correct compiler implementations can 
benefit their efficiency, in addition to increasing the confidence in their correctness. Fur- 
thermore, it appears possible that the verification of such implementations for domain- 
specific languages such as Pebble can be mechanised using custom proof engines [2]. 
Further work, however, is needed to explore this possibility thoroughly. 

6 Concluding Remarks 

While the version of Pebble described in this paper does not include advanced abstrac- 
tion mechanisms, current work involves extending Pebble with polymorphic variables, 
records and higher-order functions. These features enable a combinator style of devel- 
opment [10] that tends to simplify the hardware design process. 

Our extended compilation strategy infers the types of the polymorphic variables, 
unfolds the record definitions and instantiates higher-order functions prior to compile 
time to create a Flierarchical Pebble description. The correctness proof for Polymorphic 
Pebble is very similar to that for Hierarchical Pebble. An intermediate environment 
mapping polymorphic variables to types is used to create distinct blocks, and it leads 
to an invariant equation similar to Equation (1). Higher-Order Pebble enables nested 
function calls which require lambda lifting before the calls can be unfolded. In this way 
the ability to generate correct parametrised VHDL will be maintained. 

The combinator style of description facilitates the formulation of correctness- 
preserving algebraic transformations for design development [10]. The proposed exten- 
sions of Pebble take us a step closer to providing, for instance, a generic transformation 
rule [13] which can be used to derive pipelined designs from a non-pipelined design. 
Further work will generalise our approach to deal with relational descriptions [10]. 

Our research contributes to insights about abstraction mechanisms and their validated 
implementations. It also provides a useful foundation on which further work, such as 
verifying tools for pipeline optimisation [19], can be based. We believe that provably- 
correct tools will have a profound impact on understanding the scope and effectiveness 
of hardware synthesis algorithms and their implementation. 
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Abstract. We describe SAFL+: a call-by-value, parallel language in 
the style of ML which combines imperative, concurrent and functional 
programming. Synchronous channels allow communication between par- 
allel threads and 7r-calculus style channel passing is provided. SAFL-f 
is designed for hardware description and synthesis; a silicon compiler, 
translating SAFL-f into RTL-Verilog, has been implemented. 

By parameterising functions over both data and channels the SAFI^-f 
fim declaration becomes a powerful abstraction mechanism unifying a 
range of structuring techniques treated separately by existing HDLs. 

We show how SAFTj-|- is implemented at the circuit level and dehne the 
language formally by means of an operational semantics. 



1 Introduction 

In 1975 a single Integrated Circuit contained several hundred transistors; by 
1980 the number had increased to several thousand. Today, designs fabricated 
with state-of-the-art VLSI technology often contain several million transistors. 

The exponential increase in circuit complexity has forced engineers to adopt 
higher-level tools. Whereas in the 1970s transistor and gate-level design was the 
norm, during the 1980s Register Transfer Level (RTL) Hardware Description 
Languages (HDLs) started to achieve wide-spread acceptance. Using such lan- 
guages, designers were able to express circuits as hierarchies of components (such 
as registers and multiplexers) connected with wires and buses. The advent of this 
methodology led to a dramatic increase in productivity since, for some classes 
of design, time consuming place-and-ronte details could now be automated 

More recently, high-level synthesis (sometimes referred to as behavioural syn- 
thesis) has started to have an impact on the hardware design industry. In the 
last few years commercial tools have appeared on the market enabling high-level, 
imperative languages (referred to as behavioural languages within the hardware 
community) to be compiled directly to hardware. Although these techniques un- 
doubtedly offer increased levels of abstraction over RTL specification there is 
still room for even higher level HDLs, particularly when it comes to specifying 
interfaces between separate components (see Section I.l). Since current trends 
predict that the exponential increase in transistor density will continue through- 
out the next decade, investigating higher-level tools for hardware description 
and synthesis will remain an important research area. 
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We present a language designed for hardware synthesis which, we argue, is 
higher level than existing behavioural synthesis packages. This paper builds on 
previous work in which we use SAFL [14] (Statically Allocated llinctional Lan- 
guage) for circuit description. To reflect this we choose to call our new language 
SAFL+. Our optimising SAFL silicon compiler [16] has been extended to handle 
SAFL+ and the resulting system has been tested on a number of small designs. 
The contributions of this paper are: 

— We extend SAFL with synchronous channels and assignment and argue that 
the resulting combination of functional, concurrent and imperative styles is 
a powerful framework in which to describe a wide range of hardware designs. 

— Channel passing in the style of the 7r-calculus [12] is introduced. Ey param- 
eterising functions over both data and channels the SAFL-f fun declaration 
becomes a powerful abstraction mechanism nnifying a range of structuring 
techniques treated separately by existing HDLs (Section 2.3). 

— We show how SAFL+ is implemented at the circuit-level (Section 3) and de- 
fine the language formally by means of an operational semantics (Section 4). 



1.1 The Motivation for Higher-Level HDLs 

Register Transfer Level HDLs (e.g. RTL Verilog) describe hardware as a set of 
blocks parameterised over input and output ports. Once defined, the blocks can 
be instantiated (possibly multiple times) and explicitly connected with w’ires 
and buses. Although behavioural languages provide higher-level primitives for 
describing block internals, the block remains the primary abstraction mechanism 
used to structure large designs. For example, at the top level, a Behavioural 
Verilog program still consists of module declarations and instantiations albeit 
that the modules themselves contain higher-level constructs such as assignment, 
sequencing and while-loops. 

Experience has shown that the notion of block is a useful syntactic abstrac- 
tion, encouraging structure by supporting a “define-once, use-many” method- 
ology. However, as a semantic abstraction it buys one very little; in particular: 
(f) any part of a block’s internals can be exported to its external interface; and 
[ii) inter-block synchronisation mechanisms must be coded explicitly on an ad 
hoc basis. 

Point (f) has the undesirable effect of making it difficult to reason about 
the global (inter-module) effects of local (intra-module) transformations. For ex- 
ample applying small changes to the local structure of a block (e.g. delaying 
a value’s computation by one cycle) may have dramatic effects on the global 
behaviour of the program as a whole. We believe point [ii) to be particularly 
serious. Firstly, it leads to low-level implementation details scattered through- 
out a program — e.g. the definition of explicit control signals used to sequence 
operations in separate modules, or (arguably even worse) reliance on unwritten 
inter-module timing assumptions. Secondly, it inhibits compiler analysis: since 
inter-block synchronisation mechanisms are coded on an ad hoc basis it is very 
difficult for the compiler to infer a system-wide ordering on events. Based on 
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these observations, we argue that structural blocks are not a high-level abstrac- 
tion mechanism. 

Through our previous work on SAFL we demonstrated that these problems 
can be alleviated by structuring code as a series of function definitions. The 
properties of functions make it easier to reason about the effects of local trans- 
formations. As a result w'e are able to make extensive use of source-to-source 
program transformation to assist with architectural exploration [15, 14]. The “in- 
voke and wait for result” interface provided by functions removes the burden of 
explicitly specifying ad hoc inter-module synchronisation mechanisms. Further- 
more our compiler is able to automatically infer a system-wide partial-ordering 
on events thus increasing the scope for global analysis and optimisation. For 
example consider the SAFL expression f (g(3) ,h(5)). From this (and the call- 
by-value property of SAFL) we can infer that g and h will be invoked in parallel, 
after which f will be invoked. Our SAFL compiler exploits a number of analyses 
and optimisations based on these event orderings (e.g. Soft Scheduling [17] and 
Data Validity Analysis [16]). 

However, although SAFL is well-suited to describing certain types of hard- 
ware design, the facility for I/O is lacking. In addition we sometimes find the “call 
and wait for result” interface to be a little too restrictive. Hy extending SAFL 
with channel-communication, channel passing and assignment we intend SAFL-f 
to be a truly general purpose hardware description language. In Section 2.3 we 
show that SAFL-f supports a programming style which relaxes many of SAFL’s 
restrictions without sacrificing analysibility. 



Related Work Many parallels can be drawn between SAFL-f and the Hard- 
wareC [8] language since both provide synchronous channels and allow func- 
tion definitions to be treated as shared resources. The major differences are: 
(*) whereas HardwareC offers purely imperative features, SAFL-f also supports 
a functional style (we find SAFL-|-’s let-construct for declaring immutable bind- 
ings to be particularly useful for describing data-dominated hardware); (if) the 
expressivity of SAFL-f is greater due to our less restrictive scheduling policy [17]; 
and [in) HardwareC provides a block primitive for structural-level declarations. 
In contrast SAFL-f only allows function declarations. 

An interesting observation is that, as a direct result of SAFL-|-’s channel 
passing facility, all four of HardwareC’s structuring primitives (block, process, 
procedure and function) can be seen as special cases of SAFL-f fun declara- 
tions (see Section 2.3). Since SAFL-|- only requires a single structuring primitive 
it yields a simpler semantics. 

Hoe and Arvind [5] describe TRAC: a hardware synthesis system which gen- 
erates synchronous hardware from a high-level specification expressed as a term- 
rewriting system. Broadly speaking, terms correspond to states and rules cor- 
respond to combinatorial logic which calculates the next state of the system. 
Restrictions imposed on the structure of rewrite rules facilitate the static alloca- 
tion of storage. This closely corresponds to the tail-recursion restriction imposed 
on SAFL-I- programs to achieve static allocation [14]. 
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Previous work on compiling declarative specifications to hardware has cen- 
tred on how functional languages can be used as tools to aid the structural 
description of circuits — e.g. muFP [18], T^ava [3] and the 1)1)1) algebra [7]. Func- 
tional programming techniques (such as higher order functions) are used to ex- 
press concisely the regular, repetitive structures that often appear in hardware 
circuits, in this framework, different interpretations of primitive functions corre- 
spond to various operations (e.g. behavioural simulation and netlist generation). 
Our work differs from this in that we adopt a behavioural approach abstracting 
circuit-level details as far as possible. For example, when expressing a design 
in Lava, a programmer must explicitly ensure that design-level constraints (e.g. 
gate fan-out limits) are satisfied, in contrast we consider this to be a low-level 
detail: ensuring a circuit conforms to low-level design-rules is the job of our 
SAFL-I- compiler. We take SAFL-I- constructs (rather than gates) as primitive. 
Although this restricts the class of circuits we can describe to those which sat- 
isfy certain high-level properties, it increases the scope for high-level analysis 
and optimisation. 

A number of languages have been developed which provide structural ab- 
stractions similar to those available in the Lava/muFP/DDD framework. For 
example HML [9] is one such language based on Standard ML [13]; Jazz [1] com- 
bines a polymorphic type-system with object oriented features; Hawk [11], like 
Lava, is embedded in Haskell, but focuses on simulation rather than synthesis. 

2 SAFL+ Language Description 

In this section we present the syntax of SAFL-|- and informally describe its 
semantics. The language semantics are defined formally in Section 4. 

SAFL-|- is a concurrent, first-order, call-by-value language which, in the 
style of ML [13], supports a combination of functional and imperative program- 
ming. Function call arguments and let-definitions are evaluated in parallel; syn- 
chronous channels allow parallel threads to communicate with each other. 

Function declarations take the form: 

fun /(®i , . .. ,Xk) [ci, . . . , Cj] = e (where k,j > 0) 

We make a syntactic distinction between arguments used to pass data, x\, . . . ,Xf., 
and arguments used to pass channels c^, . . . ,Cj. Iteration is provided in the form 
of self-tail-recursive calls. As with SAFL, general recursion is forbidden to permit 
static allocation of storage [14]. Programs have a distinguished function, main, 
which represents an external world interface — at the hardware level it accepts 
values on an input port and may later produce a value on an output port. (In 
the current version of the language, main does not have channel parameters). 

In the following a ranges over primitive functions (such as +, * etc.), / ranges 
over user-defined functions and I ranges over record field labels. We use r for 
array variables, c for channel variables, x for other variables, and i for integer 
constants. A vector of parameters, *i, . . . ,Xk, is sometimes abbreviated to x . 
The abstract syntax of SAFL-I- programs, p, is presented in Fig. 1. The static 
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e X \ I \ {) 

I — Cl j . . . /fe — ^k\ I C./ 

I ’’[®] I •— ® 

I c? I c ! e 

I a(ei,...,ei) 

I /(ei,... ,efe)[ci,... ,Cj] 

I if ei then 62 else es 

I let ,t = e in eo 
I static p in e 

I ® II ® I ® 

d ^ fun f{xi, ... ,Xn)[ci, ... ,Cn] — e 

I channel c 
I channel external c 
I array [*] r 

p d I dp 



(Variable, Integer constant, Unit constant) 
(Record creation/selection) 
(Array read/ write) 
(Channel read/write) 
(Call to primitive function) 
(Call to user-defined function) 
(Conditional) 
(Parallel let) 
(Local declarations) 
(Parallel /sequential composition) 

(Function declaration) 
(Channel declaration) 
(I/O Channel declaration) 
(Array declaration) 



Fig. 1. The abstract syntax of SAFL+ programs, p 



construct, used to introduce local definitions, is provided purely for syntactic 
convenience. It is borrowed from the C language as a way of providing top-level 
definitions which are only accessible locally. It is not to be confused with the 
kind of dynamic channel-creation present in the 7r-calculus. 

Our existing compiler provides a number of simple syntactic sugarings: the 
declaration array [1] r can be written reg r — when accessing such arrays one 
writes r instead of r[0]; functions without channel parameters can omit their 
square brackets completely (both in definition and calls); and case-statements 
are translated into nested conditionals in the usual way. 

2.1 Rosourco Awaronoss 

Our approach is to model hardware as a fixed set of communicating and (pos- 
sibly) shared resources. As can be seen from Fig. 1, a program consists of a 
series of resource declarations. There are three different types of resource, each 
of which addresses a key element of hardware design: 



R.esource type 


Purpose 


Hardware R.epresentation 


Function 


Computation 


General Purpose Logic 


Channel 


Communication 


Buses, Wires and Control Logic 


Array 


Storage 


Memories or Registers 



We say that SAFL-|- is re.source-aviare since each declaration, d, (be it a 
function, channel or array declaration) corresponds to a single hardware block, 
Hd. Multiple references to d at the source-level (e.g. multiple calls to a function 
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or multiple assignments to an array) correspond to the sharing oi Hd at the 
circuit-level. 

A call, f{x)[c], corresponds to: («) acquiring mutually exclusive access to 
resource, H j; [ii) passing data x and channel-parameters c into H y; [in) waiting 
for H f to terminate; and [iv) latching^ the result from if/’s shared output. 

For a concrete example of SAFL-I-, Fig. 3 describes a lock shared between 
functions LI and f2. Synthesising this example leads to three resources: H-n, 
Hf 2 and i/iock with i/iock shared between resources and Hf 2 - 

Sharing issues, such as ensuring mutually exclusive access to resources, are 
dealt with automatically by our compiler. In [15] we describe how arbiters are 
generated to protect shared resources from concurrent accesses. A global analysis 
is presented which allows redundant arbiters to be optimised away. 

Resource-awareness means that, although a SAFL-I- compiler is free to opti- 
mise the internals of fun definitions, it must respect the circuit structure spec- 
ified by the programmer (i.e. one declaration = one hardware- level resource). 
We apply source-to-source program transformation as a pre-compilation phase 
to express resource sharing/duplication and other area-time tradeoffs [14]. Al- 
though such transformations are applied manually at the moment, tools to assist 
with the transformation process and automatically explore the design space are 
currently being developed. 

2.2 Channols and Channel Passing 

SAFL-|- provides synchronous channels to allow parallel threads to synchronize 
and transfer information. Channels can be used to transfer data locally within 
a function, or globally, between concurrently executing functions. 

Our channels generalise Occam [6] and Handel-C [4] channels in a number of 
ways: SAFL-|- channels can have any number of readers and writers, are bidirec- 
tional and can connect any number of parallel processes. As in the 7r-calculus, 
if there are multiple readers and multiple writers all wanting to communicate 
on the same channel then a single reader and a single writer are chosen non- 
deterministically. 

At the hardware level a channel is implemented as a many-to-many com- 
munications bus supporting the atomic transfer of single values between readers 
and writers (see Section 3). No language-support is provided for bus-transactions 
(e.g. lock the bus for 20 cycles and write the following sequence of data values 
onto it). In Section 2.3 a SAFL-I- code fragment is presented which shows how 
such transactions can be implemented by using explicit locking. 

Channels declared as external are used for I/O: writing to an external chan- 
nel corresponds to an output action; reading an external channel corresponds to 
reading an input. There is no synchronisation on external channels although 
writes are guaranteed to occur under mutual exclusion. For example, for an ex- 
ternal channel c, the only two possible output sequences occurring as a result of 
evaluating expression (c!2 II c!3) are (2,3) or (3,2). (See Section 4). 

’ A data-flow analysis is used to optimise these latches away under certain circum- 
stances [16]. 
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The code in Fig. 2 illustrates channel-passing in SAFL+ by defining two 
resources parameterised over channel parameters: Accumulate reads integers 
from a channel, returning their total when a 0 is read; and GenNumbers writes a 
decreasing stream of integers to a channel, terminating when 0 is reached. The 
function, sum(x) calculates the sum of the first x integers by composing the 
two resources in parallel and linking them with a common channel, connect. 
(Note that the parallel composition operator, I I , waits for both its components 
to terminate before returning the value of the rightmost one.) 



fun Accumulate(state) [c] = 
let val read_value = c? 
in if read_value=0 then state 

else Accumulate (state+read_value) end 

fun GehHumbers(state) [c] = 

c! state; if c=0 then () else GenNumbers (state-1) 

fun sum(x) = 

static channel connect 

in GenNumbers (x) [connect] I I Accumulate (0) [connect] end 



Fig. 2. Example showing SAFL-I- channel-passing 



Channel parameters are not passed on recursive calls. Once a function re- 
source, /, has been acquired by means of an external (i.e. non-recursive) call, 
f[x)[c], /’s channel parameters remain bound to c until / terminates. See the 
operational semantics presented in Section 4 for a more precise description. 

2.3 The Motivation for Channel Passing 

By parameterising functions over both data and channel parameters, the SAFL-I- 
fun definition becomes a powerful abstraction mechanism, encapsulating a wide 
range of structuring primitives treated separately in existing HDLs: 

— Pure functions can be expressed by omitting channel parameters: 

fun f (x,y) = ... 

— Structural-level blocks [cf. Verilog’s module construct) can be expressed as 
non-terminating fun declarations parameterised over channels: 

fun module () [ini , in2, out] = ■■.; module () 

— HardwareC process declarations can be expressed as non-terminating fun 
definitions (possibly without channel or data parameters): 

fun processO = ...; processO 

— HardwareC procedures can be expressed as fun declarations that return a 
unit result: 

fun procedure(x,y) = ...; () 
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As well as unifying a number of common abstraction primitives, SAFL+ also 
supports a style of programming not exploited by existing HDLs. Recall the 
definition of Accumulate in Section 2.2. The Accumulate function can be seen 
as a hybrid bettveen a structural-level block (since it is parameterised over a 
port, c) and a function (since it terminates, returning a result). More generally, 
by passing in locally defined channels, a caller, /, is able to synchronise and 
communicate with its callee, g, during g’s execution. For example, consider the 
SAFL-I- code in Fig. 3 which declares a lock shared between functions f 1 and 



fun lock 0 [acquired, release] = acquired! (); release? 

fun fl() = static channel go channel done 
in (lockO [go, done] I I 

(go?; (* fl’s critical region *) done I () ) ) end 

fun f2() = static channel go channel done 
in (lockO [go, done] I I 

(go?; (* f2’s critical region *) done I () ) ) end 



Fig. 3. Mutual exclusion implemented by lock 



f 2 to implement mutual exclusion from the critical regions. The lock function 
is parameterised over tw'o channels: acquired is signalled as soon as lock starts 
executing, indicating to the caller that the lock has been acquired; release is 
used by the caller to signal that it has finished with the lock (at which point 
lock terminates). Recall that resource- awareness means that lock represents a 
single resource shared by functions f 1 and f2: the compiler ensures that only one 
caller can acquire it at a time. Ry passing in locally defined channels, functions 
f 1 and f2 are able to communicate with lock during its execution. 

3 Translating SAFL4- to Hardware 

In [16] we describe in detail how we translate the functional subset of SAFb-|- 
into synchronous hardware. The basic principle involves translating each function 
definition into a single hardware block consisting of logic to serialise concurrent 
accesses and registers to latch arguments. Tail -recursive calls^ are translated into 
feedback loops at the circuit level. 

Here we extend this by showing how the non-functional features (i.e. channels 
and arrays) can be integrated into our existing framework. As in [16] we adopt 
the graphical convention that thick lines represent data-wires and thin lines 
represent control signals. 

A channel is translated into a shared bus surrounded with the necessary 
control logic to arbitrate between waiting readers and writers. Fig. 4 shows 

^ The only form of recursion allowed is tail-recursion. 
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Fig. 4. A Channel Controller. The synchronous RS flip-flops (R-dominant ) are used 
to latch pending requests (represented as 1-cycle pulses). Static fixed priority selectors 
are used to arbitrate between multiple requests. The 3 data-inputs are used by the 
three writers to put data onto the bus. 



channel control circuitry in a case where there are two readers and three writers. 
Since we are primarily targeting P'FGAs we choose to multiplex data onto the 
bus rather than using tri-state buffers. To perform a read operation the reader 
signals its read- request and blocks until the corresponding read- acknowledge is 
signalled. We extend the convention of our previous compiler [16] that the read- 
acknowledge line remains high for one cycle during which time the reader samples 
the data from the channel. To perform a write operation the writer places the 
data to be written onto a channel’s data-input and signals the corresponding 
write-request line; the writer blocks until the corresponding w'rite- acknowledge is 
signalled. Our current compiler synthesises static fixed-priority arbiters to resolve 
multiple simultaneous read requests or multiple simultaneous write requests. 
However, since the SAFL-|- semantics do not specify an arbitration policy, future 
compilers are free to exploit other selection mechanisms. 

Our SAFL-I- compiler performs a static flow-analysis to determine which 
actual channels (those bound directly by the channel construct) a given formal- 
channel-parameter may range over. This information enables the compiler to 
statically connect each channel operation (read or write) to every possible actual 
channel that it may need to access dynamically. At the circuit level channel values 
are represented as small integers which are passed as additional parameters on 
a function call. 
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Fig. 5. (0 A Read node connected to 3 channels; (ii) A Write node connected to 2 
channels. Each of the boxes labelled ‘Chan’ is a channel (as in Fig. 4). Although each 
such channel may well have other readers/ writers these are not shown in the figure. 
The data-wires labelled ‘CB’ are the channel buses, those labelled ‘DP are channels’ 
data-inputs (multiplexed onto the channel buses — see Fig. 4). ‘ChSel’ is the channel- 
select-input. Note that (although not shown in this figure) channel buses may be shared 
among many readers. The dotted line represents the boundary between the resource 
performing the channel operation and the channels themselves. 



Our intermediate code [16] is augmented with Read and WRITE nodes rep- 
resenting channel operations. In cases where our flow-analysis detects that a 
channel operation may refer to a number of possible actual channels, multiplex- 
ers and demultiplexers are used to dynamically route to the appropriate channel. 
Read nodes have a control- input (used to signal the start of the operation) , a 
control-output (used to signal the completion of the operation), a channel-select- 
input (used to select which actual channel to read from) and a data-output (the 
result of the read operation). Similarly W'RITE nodes have a control-input, a 
control-output, a channel-select- input and a data-output. Fig. 5 shows Read 
and Write nodes connected to multiple channels. 

We extend the translation of fun declarations described in [16] to include ex- 
tra registers to latch channel -parameters. At the circuit-level channel-parameters 
are fed into the select lines of the multiplexers and demultiplexers seen in Fig. 5. 
In this example ‘ChSeF would be read directly from the registers storing the 
enclosing function’s channel-parameters. 

Arrays are represented as RAMs wrapped up in the necessary logic to arbi- 
trate between multiple concurrent accesses. Our compiler translates array dec- 
larations, array [i] r, into SAFL-f function definitions with signature: 

fun r (addriint, data:int, wr_select :bit) : int 

Calling r always returns the value stored at memory location addr. If wr .select 
is 1 then location addr is updated to contain data. Hence array assignments. 
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r[el] := e2, are translated into function calls of the form r(el,e2,l) and 
array accesses, r[e], are translated into calls of the form r(e,0,0). lYeating 
arrays as SAFL+ functions in this way allows ns to use the compiler’s existing 
machinery to synthesise the necessary logic to serialise concurrent accesses to the 
array and latch address lines. The compiler automatically generates the body of 
r, which consists solely of RAM. 

4 Operational Semantics for SAFL+ 

Tn this section we define the meaning of the SAFL+ language formally through 
an operational semantics. Although, at first sight, the semantics may seem theo- 
retical and far-removed from hardware-implementation we argue that this is not 
the case. It is worth pointing out that many of the symbols in Fig. 9 have a direct 
correspondence to circuit-level components. For example, channel resources, (v)^ 
(see below), represent channel controller circuits (as shown in Fig. 4) and the 
[Call) rule (see Fig. 9) corresponds directly to transferring data into the callee’s 
argument registers (circuits corresponding to this are presented in [16]). 

A SAFL-h program consists of a series of function definitions of the form: 

fun / [xi,... ,Xk) [ci,... ,Cj] = bj 

We write hj for the body of function, /, x\, . . . ,Xk for formal parameters and 
(?i, . . . ,Cj for channel parameters. For the sake of brevity, we define x to mean 
Xi, . . . ,Xk and, similarly, c to mean Ci, . . . ,Cj. 

Due to the static nature of SAFL-I-, we can simplify matters by assuming 
that: (i) SAFL-|- programs have been o-converted to make all variable names 
distinct; and {it) scope-flattening has been performed, bringing local declarations 
to the top level and eliminating static statements. (Note that bringing a locally 
defined function to the top level may require extra arguments to be added to 
the function in order to pass in values for its free variables.) 

We give the semantics by describing how one program state, P , evolves into 
another, say Q, by means of a transition: P Q, where a represents an optional 
1/0 action taking one of the following forms: 

c.{v) Output V on external channel c 

c(u) Read a value v from external channel c 

go{v) Pass parameters v into the main function 

done(v) Read result v from the main function 

Note that we use a bold-face c to range over external channels (in contrast to c, 
which ranges over non-external channels). 

A program state consists of a parallel composition of function resources, 
channel resources and array resources (see Fig. 6). Our presentation borrows 
notation and ideas from Marlow et al [10]. 

Each non-external channel declaration, channel c, corresponds to a channel 
resource. When an empty channel resource (written ()^) reacts with a waiting 
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writer a value, v, is transferred aud c becomes full (written (tj);,). On reacting 
with a waiting reader, the value is consumed and the c enters an acknowledge 
state (w'ritten (Ack)^). The Ack interacts with the w'riter, notifying it that com- 
munication has taken place and returning c to the empty state, 0 ^,. The explicit 
use of Ack models the synchronous nature of SAFL+ channels ensuring that a 
writer is blocked until its data has been consumed by a reader. 

Array resources, [.Si],,, correspond to array declarations, array [i] r. The 
contents of the array. Si, is a function mapping indexes 0 ... (i — 1) onto values. 
VVe write .S,'|j n} to denote the function which is as Si but maps index j onto 
value V. Accessing elements outside the bounds of an array leads to undefined 
behaviour. To reflect this we define Si{j) to be an undefined value if j > i. 
Furthermore if j > i then Si{j ti} represents an undefined state mapping 
indexes 0 ... (i — 1) onto undefined values. 

Each SAFL+ function declaration, lun / (?) [c] = 6/, is represented by a 
function resource. At any given time a function resource may be busy (performing 
a computation) or available (waiting to perform a computation). An available 
function resource, /, is written 0/, signifying that / is not in use; a busy function 
resource takes the form (|e)^ signifying that / is currently in evaluation state e. 
The syntax of evaluation states (see Fig. 6) is essentially the same as the syntax of 
SAFL+ expressions augmented with the Wg construct which represents waiting 
for a result from function resource g. To save space, conditional expressions, 
if e\ then C2 else 63, are shortened to ei >62 : £3. 

As with the Chemical Abstract Machine [ 2 ] program states can be viewed as 
a “solution” of reacting resources. We formalise this notion in the standard way 
by defining structural congruence, =, to be the least congruence which satisfies 
the [Comm) and (T.s.soc) equations of Fig. 7 . Rule (Par) allows transitions 
within parallel compositions and (Equiv) makes it possible to use the structural 
congruence relation to bring different parts of the program state together. 

SAFL-|- is an implicitly parallel language — an expression may contain a num- 
ber of sub-expressions which can be evaluated concurrently. To formalise this 
notion we use a context, E, to highlight the parts of an evaluation state which 
can be evaluated concurrently (see Fig. 8). Intuitively a context is an evaluation 
state E[-j with a hole [•] into which we can insert an evaluation state, e, to derive 
a new evaluation state E[ej. 

A useful mental model is to consider a frontier of evaluation which is defined 
by E and advanced by applying the transition rules (see Section 4.1 and Fig. 9 ). 



4.1 Transition R.ules 

For clarity, we present the transition rules for SAFL-I- in two parts: Fig. 9 (a) 
gives the rules for SAFL-I- without channel passing. Section 4.2 explains how the 
rules are modified to handle channel passing in Fig. 9 (b). 

Substitution of values, . . . n„, for variables, *1 . . . .r„ in an evaluation state, 
e, is written, \yi/xi, . . . , n„/a:„}e, and for convenience abbreviated to \y jx }e. 




240 R. Sharp and A. Mycroft 



P ^ (|e|)^ 

I 0/ 

I Oc 

I {^)c 

I (Ack)^ 

I P\P 

e -4— ?) 

I W, 

I {h = e, . . . ,lk — e} I e.l 

I ^ I /(e,... ,e)[ci,... ,c„] I a(e 

I let (j;i , . . . , li) = (e, . . . , e) in e 

I e> e : e \ c!e | c? | e||e 

I e; e I x[e] := e | x[e] 

V i 

I 0 



(busy function) 
(available function) 
(empty channel) 
(full channel, holding value ri) 
(channel in acknowledge state) 
(parallel composition) 

(value) 

(awaiting result from g) 
(as in Fig. 1) 

...,e) 

(as in Fig. 1) 

(integer, i € N) 
(unit) 



Fig. 6. The Syntax of Program States, P, Evaluation States, e, and values, v 



P\Q = Q\P 
P\iQ\R) = {P\Q)\R 



( Comm) 
Assoc) 



P 

P I R 




Q 

Q\R 



( Par) 




Q' = Q 



{Equiv) 



Fig. 7. Structural congruence and structural transitions 



E 4 -[-] 

I /(E,e2,... ,efe) I ... I /(ei,... ,efe_i,E) 

I a(E,C2, . . . ,efc) I ... I a(ei, . . . ,efc_i, E) 

I {ni = E, «2 = 62, rik - €k} 

I (m = ei , . . . , = Ck-i, rtk — E} 

I let (xi, . . . ,Xk) — (E,e2, . . . ,€k) in e 

I let (a;i, . . . , i:;;) = (ei, . . . ,ek-i, E) in e 
I r[E] I r[E] := e | r[ e ] := E | E.l 

I E>ei : 62 I E; e | E || e | e || E | c ! E 



Fig. 8. A context, E, defining which sub-expressions may be evaluated in parallel 
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The rules in Fig. 9 are divided into six categories: 

— (Call) and {Return) deal with interaction between functional resources. 

— {Ch- Write), (Ch-Read) and {Ch-Ack) model communication over channels. 

— {Input) and {Outpxit) deal with I/O through external channels. 

— {Ar- Write) and {Ar-Read) handle access to array resources. 

— {Start) and {End) correspond to external call/return of main(). 

— The remainder of the rules represent local computation within a function. 

Note that the left hand side of the {Tail-Rec) rule is not enclosed in a context. 
This reflects the fact that tail recursive calls cannot occur in parallel with any 
other expressions; hence a context is unnecessary. 



4.2 Semantics for Channel Passing 

To deal with channel passing, function resources need to store the channel pa- 
rameters passed from an external call. We use the notation (| • Dj to represent a 
function resource which has been called with actual channel parameters, c. For 
convenience we sometimes omit the channel parameters from a rule, defining 
^ (lesDg to mean (|ei|)| ^ (]e 2 ^=. 

The {Call), {Ret) and {Tail-Rec) rules are modified for channel passing as 
shown in Fig. 9(b). 

5 Conclusions and Further Work 

This paper has introduced and formally defined the SAFL+ language, motivat- 
ing its use for hardw'are description and synthesis. We argue that the major 
advantages of SAFL+ over most existing high-level synthesis languages are: 

— The combination of resource-awareness and channel-passing makes SAFL-|- 
fun declarations a very powerful abstraction mechanism. Both structural 
blocks and functions can be seen as special cases of fun declarations. 

— By structuring programs as a series of function definitions (as opposed to a 
collection of structural blocks), SAFL+ supports a wide range of analyses 
and transformations which are not applicable to conventional HDLs. 

— SAFL-|- has a formally defined semantics. 

The project is in its early stages. Although we have implemented a silicon 
compiler for SAFL-f and tested it on small examples, we have yet to use the 
system to build a large system-on-a-chip design. This is very high-priority for 
our future work. Using SAFL+ to construct a large hardware design will test 
both the expressivity of the language and the efficiency of our compiler. 

The translation of SAFL-f to hardware given in this paper (Section 3) out- 
lines one of many possible implementation techniques. In future we plan to inves- 
tigate the translation of SAFL-f to globally-asynchronous-locally-synchronous 
(GALS) hardw'are. This involves mapping function-resources into separate clock 
domains and extending our compiler to automatically instantiate the necessary 
inter-clock-domain interfaces. 
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(a) Rules for SAFL+ without channel passing: 



AH )/ 1 flE[W/]l). 

flE[c ! I 0, 
(|E[c?]|)/ I (r.), 
(|E[WJ|)/ I {Ack), 



0/ I OEMI). 
mm\)f I {^’>c 

flEMI); I (Ack)^ 

mwf I Oc 



f ¥= 9 (Call) 

(Return) 

(Ch- Write) 
(Cb-Read) 
(Ch-Ack) 



flE[c!.]^, flE[()]|); 

(|E[c?]|)^ ^ PHI); 



p[r[n,] ;= 1 ^ 2 ] |); | [5.]^ 

flE[rH]|); I [5.]^ 



flE[()]|)/|[5.H ^. 2 ]]. 
p[5.(.)]|); I [54 



( Output) 
(Input) 

(Ar- Write) 
(Ar-Read) 



0 



mam (K^/^) Vainftmain 

doneiv) 



/main 



0 



mam 



flE[a(jJi,... ,i’t)]D; 
p[{... .1 = 

(|E[0c>ei : 62 ]!)/ 
(|E[n > ei : 62 ]!)/ 
(|E[let X =v in e]D; 

m--Mh 
(|E[r^i II V2]\if 



flE[y]|)/ where t; = a(i'i, t'fc) 

flEHl); 

flE[e2]|); 

flE[ei]|)/ 

P[{F/f}e]|); 

flE[e]D; 

flEHlI)/ 



n ^ 0 



(Start) 

(End) 

(PrimOp) 
(RecSelect) 
(CFahe) 
(CTrue) 
(Lei) 
(Seq) 
(Par) 
( Tail-Rec) 



(b) Modifications for Channel Passing: 

|0, ^ (\m,]\)f \Ud/SdVS}h,\)i (Call) 

(kl)/' l(|E[>V;]Df ^ 0;|(|EH|)f (Ret) 

(\f(vi,...,Vk)\)'f — )■ (|{c'/c, F/^}h;|); (Tail-Rec) 

Fig. 9. Transition Rules for SAFL+ 
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Abstract. We describe a hybrid formal hardware verification tool that 
links the HOL interactive proof system and the MDG automated hard- 
ware verification tool. It supports a hierarchical verification approach 
that mirrors the hierarchical structure of designs. We obtain advantages 
of both verification paradigms. We illustrate its use by considering a 
component of a communications chip. Verification with the hybrid tool 
is significantly faster and more tractable than using either tool alone. 



1 Introduction 

Automated decision diagram based formal hardware verification is fast and con- 
venient, but does not scale well, especially where data paths and control circuitry 
are combined. Details of the version of the design verified need to be simplified: 
e.g., considering 1-bit instead of 32-bit datapaths. Finding a model reduction 
and appropriate abstractions so that verification is tractable with the tool can 
be time-consuming. Moreover, significant detail can be lost. An alternative is 
interactive theorem proving. The verification can be done hierarchically allow- 
ing large designs to be verified without simplification. Furthermore it is possible 
to reason about high level abstractions of datatypes. It can however be very 
time-consuming, requiring significant user interaction and skill. 

The contribution of our work is to implement a hybrid tool combining HOL [9] 
and MDG [4] which provides explicit support for hierarchical hardware verifica- 
tion. In particular, we have provided an embedding of the MDG input language 
in HOL, implemented a linkage between HOL and MDG using the PROSPER 
toolkit [7] and implemented a series of HOL tactics that automate hierarchical 
verification. This means that a hierarchical proof can be performed as it might 
be done using a pure HOL system. However, the MDG tools can be seemlessly 
called to perform verification of components that are within its capabilities. We 
have verified a component of a communication switch using the tool. Verification 
is shown to be significantly faster and more tractable using the hybrid tool than 
with either tool individually. 

The remainder of this paper is organized as follows. In Sect. 2 we overview 
briefly the two tools being linked. We present our hybrid tool and the method- 
ology it embodies in Sect. 3. A case study using the tool to verify a component 
of an ATM switch is described in Sect. 4. Finally, we discuss related work in 
Sect. 5 and draw conclusions in Sect. 6. 



T. Margaria and T. Melham (Eds.): CHARME 2001, LNCS 2144, pp. 244-258, 2001. 
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2 The Linked Tools 

Our hybrid tool links the HOL interactive theorem prover and the MDG hard- 
ware verification system. HOL [9] is based on higher-order logic. The user works 
interactively with the system calling SML functions that implement inference 
rules to apply proof steps. New theorems are created in HOL by applying in- 
ference rules — derived rules call a succession of primitive rules, thus the user 
can have great confidence in the derived theorems. However, HOL also provides 
functions to create theorems directly without proof. This feature can be used 
to import results produced by external tools into HOL. We initially used the 
PROSPER/Harness Plug-in Interface of HOL [7]. This gives a uniform way of 
linking HOL with external proof tools. It provides the low level client-server com- 
munication interface from HOL to various languages within which other tools 
are integrated. A range of different external proof tools (such as MDG) can act 
as servers to a HOL client. The interface removes the burden of writing low-level 
communication tools, leaving the hybrid tool designer to concentrate on higher- 
level issues. It also tags theorems produced by plug-ins with a label indicating 
their source. These labels are propagated to any theorem generated from the 
imported result allowing the pedigree of any result to be later determined. 

The MDG system, which is primarily designed for hardware verification, 
provides verification procedures for equivalence and property checking. The for- 
mer provides the verification of two combinational circuits or the verification 
of two state machines. The latter allows verification through invariant check- 
ing or model checking. The strength of the MDG system is its automation and 
ease of use. It has been used in the verification of significant hardware exam- 
ples [3,16,18]. The MDG system is a decision diagram based verification tool 
based on Multiway Decision Graphs (MDGs) [4] rather than on HDDs. MDGs 
overcome the data width problem of Reduced-Order Binary Decision Diagram 
(ROBDD) based verification tools. An MDG is a finite, directed acyclic graph 
(DAG). MDGs essentially represent relations rather than functions. They are 
much more compact than ROBDDs for designs containing a datapath. Further- 
more, sequential circuits can be verified independently of the width of the data- 
path. The MDG tools combine some of the advantages of representing a circuit 
at more abstract levels with the automation offered by decision-diagram based 
tools. The input language for MDG, MDG-HDL, supports structural descrip- 
tions, behavioral descriptions as Abstract State Machine (ASM) or a mixture of 
both. A structural description is usually a netlist of components connected by 
signals, and a behavioral description is given by a tabular representation of the 
transition/output relation of the ASM. This is done using the Table construct 
of MDG-HDL: essentially a case statement that allows the value of a variable to 
be specified in terms of the values of inputs and other expressions 



3 The Hybrid Tool and Verification Methodology 

In a pure MDG verification, structural and behavioral descriptions are given for 
the top level design. An automated verification procedure is then applied. If the 
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problem is sufficiently tractable, the verification is completed automatically. If 
not, ideally the problem would be attacked in a hierarchical fashion by verifying 
the sub-blocks independently. However, the management of this process cannot 
be done within the tool, though could be done informally outside it. 

In a pure HOL hardware verification, the proof is structured according to 
the design hierarchy of sub-blocks within the implementation. For each block, 
including the top level block of the design, a structural specification and behav- 
ioral specification are given. Each block’s implementation (apart from those at 
the bottom of the hierarchy) is verified against its specification in three steps. 
Firstly an intermediate verification result is obtained about the block based 
on the behavioral descriptions of its sub-blocks. Essentially the sub-blocks are 
treated as primitive components in this verification. Secondly the process is re- 
peated recursively on the sub-blocks to obtain correctness theorems for them. 
Finally, the correctness theorems of the sub-blocks are combined with the in- 
termediate correctness theorem of the block itself to give the actual correctness 
theorem of the block. This is based on the full structural description of the block 
down to primitive components. The verification follows the natural design hi- 
erarchy. If this process is applied to the top level design block, a correctness 
theorem for the whole design is obtained. The integration of the verification re- 
sults of the separate components that would be done informally (if at all) in an 
MDG verification is thus formalized and machine-checked in the HOL approach. 

Our hybrid tool supports hierarchical verification, automating the process 
discussed above, and fits the use of MDG verification naturally within the HOL 
framework of compositional hierarchical verification. The HOL system is used 
to manage the proof, with the MDG system called seemlessly to verify those 
design blocks that are tractable. This removes the need to provide behavioral 
specifications for sub-blocks and the need to verify them separately. In particular, 
if the design of any sub-block is sufficiently simple, then the hierarchical approach 
can be abandoned for that block and the whole block verified in one go in 
MDG. Furthermore, verifying a block under the assumption that its sub-blocks 
are all primitive components may also be done using MDG if tractable. If not, 
a normal HOL proof can still be performed. No information is lost in using 
MDG via the hybrid tool. To allow the seamless integration of the tools, we use 
MDG-style behavioral specifications within HOL. This means the specifications 
must be in the form of a finite state machine or table description. If a higher 
level abstraction, unavailable in MDG, is required then a separate HOL proof is 
performed that an MDG style specification meets this abstraction. 

3.1 The Hybrid Tool 

Our Hybrid tool was written in SML. It consists of five modules: a parsing mod- 
ule, an extraction module, a hierarchical verification support module, a code 
generation module and an MDG interaction module (cf. Fig. I). Subgoal man- 
agement is done using the HOL subgoal manager. This is an advantage of the 
hybrid approach — the existing HOL infrastructure augments MDG providing a 
much more powerful interface to MDG. 
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Fig. 1. The hybrid tool’s structure 



The hybrid tool supports the hierarchical verification process by provid- 
ing a HOL embedding of the concrete subset of the MDG input language to 
allow MDG-style specifications to be written in HOL. Three high-level proof 
tactics that manage the proof process are also provided. A hierarchy tactic, 
HIER_VERIF_TAC, automates the subgoaling of the correctness theorem of a 
block by analyzing its structure as outlined in the previous section. R later 
combines the proven subgoals to give the desired correctness theorem. Where a 
non-primitive component occurs several times within a block, the tactic avoids 
duplication, generating a single subgoal that once proved is automatically in- 
stantiated for each occurence of that component to prove the correctness of the 
block. Two other tactics automate the link to the MDG tools: MDG_GOMB_TAC 
attempts to verify a given correctness theorem for a block using MDG combi- 
national equivalence verification; MDG_SEQ_TAG calls MDG sequential equiv- 
alence verification to prove the result. 

Verification using the hybrid tool proceeds as shown in Fig. 2. An initial goal 
is set that the top level design’s implementation meets its behavioral specifi- 
cation. If the design can be verified using MDG, the appropriate MDG tactic, 
determined by whether the circuit is sequential, is called. Otherwise, the hier- 
archy tactic is called to break the design into smaller parts, and the process is 
repeated. At any point, a HOL proof can be performed directly to prove a goal. 
MDG verification can fail due to state-space explosion leading to the system run- 
ning out of memory. In general MDG can fail to terminate, however the current 
version of the hybrid tool does not do so due to the fact that abstract variables 
are not yet supported. 
















248 



I. Kort, S. Tahar, and P. Curzon 




Fig. 2. Using the hybrid tool 



3.2 Specifications 

The hybrid tool must be supplied with a behavioral specification for each block 
in the design that is verified. This is not necessary for sub-blocks within blocks 
verified by calls to MDG. The specifications are provided as a normal file of 
HOT definitions. However, as these definitions must be analyzed by the tool 
and ultimately converted into MDG, they must follow a prescribed form: they 
must consist of a conjunction of tables, which input and output arguments must 
both be explicitly typed and be in a given order. MDG abstract variables are 
not currently supported. The tables are an embedding of MDG tables in HOT 
originally defined by Gurzon et. al. [5] to verify the MDG components in HOT. 
The verification of these components increases confidence that the MDG tools 
can be trusted when used in the HOT system. 

Structural specifications are written in a subset of the HOT logic similar 
to that for behavioral specifications. However, the descriptions are not limited 
to tables but can include any component of the MDG component library. The 
structural spccihcation of a block thus differs from a behavioral spccihcation in 
that its body consists of a network of components. A component may be an 
MDG built-in component, a functional block, a table or a component previously 
defined by the user. The MDG built-in components are an embedding in HOT 
of the actual MDG components. 



3.3 The Verification Process 

The hybrid tool is intended to provide automated support for hierarchical verifi- 
cation and to enable the user to verify some blocks using MDG. We will illustrate 
this by refering to the verification of a simple adder circuit. A typical session 











Hierarchical Verification Using an MDG-HOL Hybrid Tool 



249 



HA_i ((x:num — > bool), (y:num — > bool)) ((z:num — bool), (cout:num — > bool)) = 
(MDGJCOR (x,y) z) A (MDG_AND (x,y) cout) 

FA_i ((x:num — ^ bool), (y:num — !■ bool),(cin:num — > bool)) 

((z:num — >■ bool), (cout:num — > bool)) = 

3 (zo:num — )• bool) (couto:num ^ bool) (couti :num bool). 

(HA_i (x,y) (zo,couto)) A (HA_i (zo,cin) (z, couti)) A 
(MDG_OR (couto, couti) cout) 



Fig. 3. A structural specification of an adder 



z.TAB ((x:num — > bool), (y:num — >■ bool)) (z:num — > bool) = 

TABLE [x;y] z [[F; F]; [T; T]] [F;F] T 

cout_TAB ((x:num — )• bool), (y:num — )• bool)) (cout:num — )• bool) = 

TABLE [x;y] cout [[F; DONT.CARE]; [T; F]] [F;F] T 

HA ((x:num — bool), (y :num — bool)) ((z:num — bool), (cout :num bool)) = 
(z_TAB (x,y) z) A (cout_TAB (x,y) cout) 



Fig. 4. A behavioural specification of a half-adder 



with the hybrid tool goes through the following steps. First, the user supplies 
the tool with a specification file and an implementation file as part of an ini- 
tialization procedure. These are SML files containing normal SML definitions. 
The specification file includes the behavioral specifications of the design blocks. 
The implementation file includes the design structural specification and follows 
the design hierarchy. Both files may include user defined HOL datatypes. An 
example of a structural specification for an adder is given in Fig. 3. The be- 
havioral specification of a half-adder in terms of tables is given in Fig. 4. The 
specification of the full adder is similar. In a table specification, the first list 
gives the inputs of the table, the next argument is the output. Next is a list 
of lists giving possible combinations of input values and then a list giving the 
output values resulting from those combinations. The final argument gives the 
default value for any combination of inputs not listed. MDG tables are more 
general than shown in this example in that general expressions can be used as 
table inputs and variables can appear in the rows. For example, the carry out 
signal in the half-adder is defined by a table with two inputs x and y and one 
output cout. If X is False and y is “DON’T CARE” (i.e. anything) then cout is 
False. Similarly if x is true and y is false then cout is false. The default value for 
all other combinations of input values is true. The behavioral specifications of 
the components are similarly defined. The initialization procedure also involves 
loading the embeddings of the MDG tables and the MDG components in HOL 
as well as starting a server to the MDG system. 
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IMPLEMENTATION SPECIFICATION 




WHITE BOX = IMPLEMENTATION 
HATCHED BOX = SPECIFICATION 



Fig. 5. Hierarchical verification using HIER_VERIF_TAC 



Once the tool is initialized, the user sets the correctness goal for the whole 
design using HOL’s subgoal package. This goal states that the design’s imple- 
mentation implies its specification. For example, for our adder, we set the goal: 

V X y cin z cout. FA_i (x,y,cin) (z,cout) => FA (x,y,cin) (z,cout) 

This correctness goal could then be resolved directly through MDG using 
MDG_SEQ_TAC or MDG_COMB_TAG. Applying these tactics to complex de- 
signs may lead to state explosion. To overcome this, HIER_VERIF_TAC is used. 
The action of this tactic is summarized in Fig. 5. R automatically generates 
a correctness subgoal for every immediate sub-block in the design. Where one 
sub-block is used in several places, only one goal is generated: the hybrid tool 
generates a general subgoal that justifies its use in each situation. A further 
subgoal states that the lower level specifications, connected according to the 
structural specification, imply the current specification. 

For example, HIER_VERIF_TAC generates two subgoals for our adder. 

V X y z cout. HA_i (x,y) (z,cout) => HA (x,y) (z,cout) 

V X y cin z cout. FA_i_hl (x,y,cin) (z,cout) FA (x,y,cin) (z,cout) 

The first is a correctness statement for the half-adder component. Only one 
general version is generated. This is used to create the two theorems justifying 
each of the two instances of this component in the design. The second subgoal 
is a correctness goal for the adder where the half-adder is treated as a primitive 
component. R contains an automatically generated new structural specification 
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FA_i_hl, which is in terms of the behavioral specifications of the half-adder sub- 
modules rather than their structural specifications: 

h FA_i_hl ((x:num bool), (ymurn bool),(cin:num — s- bool)) 

((zrnum —7- bool), (cout:num — bool)) = 

3 (zQinum bool) (couto:num — >■ bool) (couti :num ^ bool). 
(HA (x,y) (zo,couto)) A (HA (zo,cin) (z, couti)) A 
(MDG_OR (couto, couti) cout) 

HIER_VERIF_TAC creates a justification function that given theorems corre- 
sponding to the subgoals creates the theorem corresponding to the original goal. 
The subgoals it produces could be resolved using a conventional HOL proof, 
by invoking MDG as above or by applying HIER_VERIE_TAC once again. If 
the subgoals are proved, then the justification rule of HIER_VERIE_TAG will 
automatically derive the original correctness goal from them. In our example, 
we apply one of the MDG-based tactics. This circuit is purely combinational so 
MDG_COMB_TAG is used. 

When the MDG-based tactics are applied, the hierarchy in the structural 
specification is automatically flattened to the non-hierarchical form of primitive 
components required by MDG (just the next layer down in the case of the 
second subgoal above). The tool currently generates a static variable ordering 
for use by MDG though more sophisticated ordering heuristics could be included. 
Alternatively the tool user can provide the ordering. Each block verified can use 
a different variable ordering. 

The tool analyses the feedback of MDG in order to find out whether the verifi- 
cation succeeded or failed. If the verification fails a counter-example is generated. 
If it succeeds, the tactic creates the appropriate HOL theorem. Eor example, for 
our adder we obtain the theorems: 

[MDG] h V X y z cout. HAJ (x,y) (z,cout) =4> HA (x,y) (z,cout) 

[MDG] h V X y cin z cout. FAJ_hl (x,y,cin) (z,cout) => EA (x,y,cin) (z,cout) 

The theorem is tagged with an oracle label indicating that it is proved by 
an external tool. This tag will be passed to any theorem proved using these 
theorems. 

Note also that the theorem proved can be instantiated for any instance. We 
effectively can prove a single eorreetness theorem for a block and reuse it for any 
instance of the block. In our example, there are two instances of the half-adder, 
but this single theorem is used for both. This process is managed formally and 
machine-checked within HOL. This contrasts with pure automated tools, where 
each instance would need a specific theorem to be verified separately or non- 
machine-checked reasoning to be relied upon. Eor the half-adder, the subgoals 
are formally combined using automatic proof by HIER_VERIF_TAC to give the 
desired theorem about the adder: 

[MDG] h V X y cin z cout. FA_i (x,y,cin) (z,cout) => EA (x,y,cin) (z,cout) 
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The way HOL and MDG are used together is thus that the former manages 
the compositional aspects of the proof, ensuring duplicated work is avoided. The 
latter does fast, automated, low-level verification. 

4 Case Study: The 4x4 ATM Switch Fabric 

We have applied the hybrid tool to a realistic example: the verification of a 
block of the Fairisle ATM (Asynchronous Transfer Mode) switch fabric [13]. The 
Fairisle switch fabric is a real switch fabric designed and used at the University 
of Cambridge for multimedia applications. It switches cells of data from 4 input 
ports to 4 output ports as requested by information in header bytes in each cell. 

Curzon [6] formally verified this ATM switching element hierarchically using 
the pure HOL system. However, this verification was very time-consuming. Ver- 
ifying the fabric can be done hierarchically following exactly the same structure 
as the original design using our hybrid tool. However, with the tool, many of 
the sub-blocks can be verified automatically using the MDC tool, thus saving a 
great deal of time and effort. Furthermore, HIER_VERIF_TAC automates much 
of the management of the proof that was previously done manually. Attempting 
the verification in MDC alone would, on the other hand, be barely tractable 
taking days of CPU time. This is discussed in more detail below. 

The fabric is split into three sub-blocks, namely Acknowledgement, Arbi- 
tration and Data Switch. Further dividing the Arbitration sub-module, we have 
essentially two blocks: the arbiters that make arbitration decisions and a prepro- 
cessing block that generates the timing signal and processes the headers of the 
cells into a form usable by the arbiters (see Fig. 6). We consider the verification 
of the preprocessor block here (see Fig. 7). The timing block within the prepro- 
cessor generates a timing signal for the arbiters from an external frame signal 



ackOutO 

ackOutl 

ackOut2 

ackOut3 



frameStart 



dataInO 

datalnl 

dataln2 

datalnS 




Registers 



Registers 



Fig. 6. The vairisle ATM switch fabric 










Hierarchical Verification Using an MDG-HOL Hybrid Tool 



253 




Fig. 7. The preprocessor hierarchy 



and from the data stream. The decoder block (made of 4 independent decoders) 
takes the four cell headers from the data stream and extracts the information 
about the destinations they are requesting (which is in a binary encoding). For 
each destination a unary encoding of the cells that are requesting that output 
is created. The priority filter takes this information together with priority infor- 
mation from the cell headers. If any cell has high priority, then requests from 
low priority cells are not forwarded to the arbiters. 

Setting as goal the correctness statement for the preprocessor, we attack it 
using HIER_VERIF_TAC. We obtain two subgoals corresponding to the timing 
block and the filter-decoder block, together with a subgoal that the combined 
preprocessor is correct on the assumption that its sub-blocks are. As the Timing 
block is a sequential design, we call MDG_SEQ_TAC to automatically prove the 
timing unit correctness subgoal. This proves the equivalence of the implementa- 
tion and its specification, and so proves the implication in our subgoal. 

Decoders and Priority Filters are purely combinational circuits. Their spec- 
ifications are the conjunctions of 32 16-input-tables and 16 32-input-tables, re- 
spectively. MDG takes 16 hours to verify Decoders and it would take days to 
verify Priority Filters. The problem is in finding an efficient variable ordering 
given that the way the sub-blocks are connected means that the best ordering 
for one table is bad for another. In order to overcome this problem, we move 
down one level in the design hierarchy. More specifically, the 32 tables in De- 
coders’ specification were partitioned into four 8-table-sub-blocks: Decoder JPO 
. . . Deeoder-IP3. Deeoder-IPi is a decoder for input port i, i = 0..3. A more ef- 
ficient variable ordering is then supplied for each of these sub-blocks. Similarly, 
the 16 tables in Priority Filters’ specification were partitioned into four 4-table- 
sub-blocks: Priority-OPO . . . Priority-OP3. Priority-OPi is a priority filter for 
output port i, i = 0..3. The preprocessor hierarchy as verified is shown in Fig. 7. 
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Table 1. Hierarchical verification statistics 



Block 


CPU Time (sec.) 


Preprocessor 


495.230 


Timing 


0.060 


Filter /Decoder 


488.900 


Decoders 


45.520 


DecoderJPi 


10.050 


Priority 


437.210 


Priority _OPi 


107.413 



We apply HIER_VERIF_TAC to verify Decoders and Priority Filters based 
on this hierarchy. The subgoals associated to Decoder^IPi and Priority -0 Pi, 
i = 0..3, are then proved automatically. Note that this still avoids expanding 
the hierarchy as far as in the original HOL proof — so lower level behavioral 
specifications do not need to be written. 

Table 1 shows the hierarchical verification statistics, including CPU time in 
seconds. Obviously, using our hybrid tool, the verification of the preprocessor is 
faster than proving in HOL that the implementation implies the high-level spec- 
ification. Given the formal specifications, Curzon [6] originally took several days 
to do the proofs of these blocks using interactive proof whereas the verification 
is done in minutes using our tool. Verification is also faster than using MDG 
alone: splitting the decoder block enabled verifying it within less than 1 minute 
using our hybrid tool instead of 16 hours if only MDG was used. It took a day 
(approximately 8 hours) to interactively prove the decoder block in HOL. Thus 
verification is faster using the hybrid tool than with either system on its own 
as shown in Table 2 which gives approximate times for verifying the decoder 
block. These times should be treated with caution, as the pure HOL times are 
not CPU time but that for the human to interactively manage the verification. 
Times to develop specifications, including those of sub-blocks verified hierarchi- 
cally rather than directly using MDG, are not included in these times. Though, 
writing these specifications was straightforward. It therefore is worthwhile addi- 
tional work, given the overall time improvement. Some extra human interaction 
time for the verification part is also needed when using the hybrid tool over the 
bare CPU time. This is needed to call the appropriate tactics. However, this is 
minimal — a matter of minutes rather than hours, since it follows the existing 
design hierarchy. The main part that is time consuming is if unsuccessful au- 
tomated proofs of sub-blocks are attempted. This obviously requires judgement 
over the limitations of MDG, in knowing when it is worth attempting automated 
proof, and when it is better to step down a level in the hierarchy. 

5 Related Work 

Work to combine the advantages of automated and interactive tools falls gener- 
ally into two areas: hybrid tools in which two existing, stand-alone verification 
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Table 2. Comparison of verifications of the decoder blocks 



HOL 

(Human Proof Time) 


MDG 

(CPU Time) 


Hybrid Tool 
(CPU Time) 


Interactive 


Automated 


Semi-automated 


8 hours 


16 hours 


1 minute 



systems are linked; and systems where external proof packages are embedded as 
decision procedures for some subset of the logic by an interactive system. 

Perhaps the most impressive hybrid verification system to date is the com- 
bined Voss-ThmTac System [2], It combines a simple, specially written LCF 
style proof system, ThmTac with the Voss Symbolic Trajectory Analysis Sys- 
tem. This system evolved out of the HOL-VOSS System [11]. In that system, 
Voss was interfaced within HOL as a tactic that could be called to perform 
a symbolic trajectory analysis to verify assertions about sequences of states. 
The Voss-ThmTac System is thus based on many years of experience combining 
systems. It has been used to verify a series of real hardware designs including 
an IA-32 Instruction length decoder claimed to be one of the most complex 
hardware verifications completed. Much of its power comes from the very tight 
integration of the two provers allowing the user to interact directly with either 
tool. This is facilitated by the use of a single language, fl, as both the theorem 
prover’s meta-language and its object language. 

Schneider and Hoffmann [15] linked SMV (a CTL model checker) to HOL 
using PROSPER. In this hybrid tool, HOL conversions were used to transform 
LTL specifications into w- Automata, a form that can be reasoned about within 
SMV. These HOL terms are exported to SMV through the PROSPER plug-in 
interface. On successful model checking the results are returned to HOL and 
turned into tagged theorems. This allows SMV to be used as a HOL decision 
procedure. The SMV specification language has also been deeply embedded in 
HOL, allowing temporal logic specifications to be manipulated in HOL and the 
model checker used to return a result about its validity. 

The use of tightly integrated decision procedures is a major focus of the PVS 
proof system. Rajan et al [14] integrated a BDD-based model checker for the 
propositional /r-calculus within PVS. An extension of the /x-calculus is defined 
within higher-order logic and temporal operators then defined as /x-calculus fix- 
point definitions. These expressions are converted into the form required by the 
model checker which can then be used to prove appropriate subgoals generated 
within PVS. Such results are treated no differently to those created by proof. 

An issue with accepting imported results as theorems is whether the external 
system can be trusted to produce “theorems” that really are host system theo- 
rems. This is more of an issue with fully-expansive proof systems such as HOL 
where the integrity of the system depends on a small core of primitive inference 
rules. Accepting results from an external package essentially treats that package 
as one of the trusted primitives. The approach taken by Gordon [8] to minimize 
this problem in the BuDDy package when integrating BDD based tools is to pro- 
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vide a small set of BDD primitives in terms of which full tools are implemented. 
In this way only the primitives need to be trusted not the whole package. 

Hurd [10] used PROSPER to combine the Gandalf prover with HOL. Unlike 
other approaches, the system reproves the Gandalf theorems within HOL rather 
than just accepting the results. The Gandalf proof script is imported into the 
HOL system and used to develop a fast proof within HOL. The tool is thus used 
to discover proofs, rather than directly to prove theorems. 

The MEPHISTO system [12] was developed to manage the higher levels of a 
verification, producing first-order subgoals to be proved by the EAUST first order 
prover. The goals of MEPHISTO are similar to ours: managing the subgoaling 
of a verification to produce goals that can be proved by another system. The 
difference is the focus of the way the systems do this and the target system. 
Our approach is to use the existing design hierarchy, sending to the automated 
prover (here a hardware verification system itself) subgoals that are correctness 
theorems about design modules. Thus HIER_VERIP_TAG produces subgoals 
(and results from failed verification) easily understood by the designer. This 
approach avoids the problem of the verifier having to inspect goals that bear 
little relation to the input to the system. MEPHISTO does give some support 
for hierarchical proof providing a library of preproved modules. However, in our 
approach such hierarchical verification is explicitly supported by the tactics. 

Aagaard et al [1] proposed a similar hardware verification management sys- 
tem. They aimed to complete the whole proof within the theorem prover (HOL or 
Nuprl). As with MEPHISTO, the focus is on producing lemmas to be proved by 
decision procedures. They developed a series of prototype tactics that could be 
used to break down subgoals. However, they do not directly support hierarchical 
verification: the first step proposed is to rewrite with the module specifications. 

As in [2] and [15], we integrate a theorem prover (HOL) to an existing hard- 
ware verification tool (MDG) rather than embedding a package within the sys- 
tem. We work within the proof system but using the specification style of the 
automated tool. This is done by embedding the language of the automated ver- 
ification tool within the proof system. As is done in pure HOL verification, the 
proof follows the natural design hierarchy embodied in the specifications. This 
process is explicitly supported by our hierarchy tactic. By working in this way we 
obtain a seamless integration of the tools. The subgoals automatically generated 
also have a direct relation to the specifications produced by the designer. 

6 Conclusions 

We have described a tool linking an interactive theorem prover and an auto- 
mated decision diagram-based hardware verification system. This builds on pre- 
vious work [17], where we showed formally how an MDG equivalence proof can 
be imported to an implication-based correctness theorem in HOL. Our system 
explicitly supports the hierarchical compositional verification approach naturally 
used in interactive proof systems, when using an automated tool. The interac- 
tive proof system is used to automatically manage the proof as well as complete 
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any proof interactively that is beyond the scope of the automated system. The 
verification of whole blocks in the hierarchy can however be done automatically. 
The hybrid tool can be used to verify larger examples than could be done in 
MDG alone, and these proofs can be done faster than in either system alone. 

We used the PROSPER toolkit to perform the linkage of the two tools. This 
made providing such a linkage relatively easy. However, with the early version 
of PROSPER used the linkage was slow. An alternative implementation that 
communicated between the tools directly using files was quicker. 

We illustrated the use of the hybrid tool by describing the verification of 
the preprocessing block of the arbitration unit of an ATM switch. This was done 
using hierarchical verification with both the combinational and sequential equiv- 
alence checking tools of MDG being used. Using the hybrid tool, a verification 
that originally required many hours of interactive proof work, could be done 
largely automatically using the hybrid tool. 

We intend to extend the capabilities of the tool to increase the automa- 
tion of the proof management process. For example, we will automate different 
forms of parameterization. Parameterized circuits must currently be dealt with 
interactively. A single instance of the parameterized circuit is verified using the 
hybrid tactics and this theorem used in a pure HOT proof of the parameterized 
circuit — performing the inductive part of the proof. This process could be auto- 
mated for a range of common parameterization patterns (see Aagaard et al [1]) 
with a similar tactic to HIER_VERIF_TAC managing the inductive part of the 
proof. Common abstraction techniques to reduce a model say from 32-bits to 
1 bit to make automated verification tractable could also be dealt with in this 
way. However, MDG provides a better approach: by making fuller use of the 
abstraction facilities in MDG itself we will remove the need for such abstraction. 
Currently only bit level designs can be verified using MDG via the hybrid tool. 
However, a future version of the hybrid tool will allow designs with abstract vari- 
ables to be exported. This will remove the need to simplify datapath widths to 
make verification tractable and will enable us to handle data-dependent circuits 
automatically. We will also extend the hybrid tool to support model checking 
in MDG. While most of the infrastruture may be reused, ways of translating 
and composing temporal properties in HOT need to be developed. Finally, we 
will consider the verification of more complex examples including a full 16 by 16 
switch fabric. 
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Abstract. In this paper we present an algorithm to contrast state ex- 
plosion when using Explicit State Spaee Exploration to verify protocols. 
We show experimentally that protocols exhibit transition locality. 

We present a verification algorithm that exploits transition locality as 
well as an implementation of it within the Mun^s verifier. 

Our algorithm is compatible with all Breadth First (BF) optimization 
techniques present in the Munp verifier and it is by no means a substitute 
for any of them. In fact, since our algorithm trades space with time, it 
is typically most useful when one runs out of memory and has already 
used all other state reduction techniques present in the Mur(^ verifier. 
Our experimental results show that using our approach we can typically 
save more than 40% of RAM with an average time penalty of about 50% 
when using (Muri/p) bit compression and 100% when using bit compres- 
sion and hash compaction. 



1 Introduction 

State Space Exploration {Reachability Analysis) is at the very heart of all al- 
gorithms for automatic verification of concurrent systems. As well known, the 
main obstruction to automatic verification of Finite State Systems (ESS) is the 
huge amount of memory required to complete state space exploration {state ex- 
plosion). 

For protocol verification, Explicit State Space Exploration often outperforms 
Symbolic (i.e. OBDD based, [1,2]) State Space Exploration [6]. Since here we 
are mainly interested in protocol verification we focus on explicit state space 
exploration. Tools based on explicit state space exploration are, e.g., SPIN [4, 
15] and Mur(p [3,10]. 

In our context, roughly speaking, two kinds of approaches have been studied 
to counteract (i.e. delay) state explosion: memory saving and auxiliary storage. 

In a memory saving approach essentially one tries to reduce the amount of 
memory needed to represent the set of visited states. Examples of the memory 
saving approach are, e.g., in [22,7,8,18,19,5]. 

* This research has been partially supported by MURST project TOSCA 
** Corresponding Author: Enrico Tronci. Tel: +39 0862 433129. Fax: +39 0862 433180. 
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In an auxiliary storage approach one tries to exploit disk storage as well as 
distributed processors (network storage) to enlarge the available memory (and 
CPU). Examples of this approach are, e.g., in [16,17,13,21,14]. 

In this paper we study the possibility of exploiting statistical properties of 
protocol transition graphs to improve state exploration algorithms. This is quite 
similar to what is usually done when optimizing a CPU on the basis of program 
profiling [12]. 

Our algorithm allows us to reduce the RAM needed to complete state space 
exploration and exploits auxiliary storage as well. We pay for this memory sav- 
ing with a longer time to complete state space exploration. Our results can be 
summarized as follows. 

— We show experimentally (Sect. 2) that protocols exhibit transition locality. 
That is transitions tend to be local w.r.t. levels of a Breadth First (BF) visit. 
We support our claim by measuring transition locality for the set of protocols 
included in the Mur(/j verifier distribution. To the best of our knowledge this 
is the first time that such profiling of transition graphs is presented. 

— We present a verification algorithm that exploits transition locality as well 
as an implementation of it within the Murc^ verifier (Sect. 3). Essentially our 
algorithm replaces the hash table used in a BF state space exploration with 
a cache memory (i.e. no collision detection is done) and uses auxiliary (disk) 
storage for the BF queue. 

Using a fixed size cache memory we do not incur state explosion. However 
we may incur nontermination when our cache memory is too small. In fact 
in this case we may visit over and over the same set of states. Note however 
that upon termination, we are guaranteed that all reachable states have been 
visited. 

To the best of our knowledge this is the first time that a cache based state 
space exploration algorithm is presented. 

Note in particular that the approach in [22] is a state compression technique 
and “no collision detection” there refers to state signatures. That is, a (sig- 
nature) collision in [22] may lead to declare as visited a nonvisited state. 
On the other hand, we simply forget a visited state upon a collision, thus 
declaring as nonvisited a visited state. 

Note that the SPIN verifier can use disk storage for the Depth First (DF) 
stack. However states are still stored in a hash table which is where state 
explosion typically occurs. 

— Our algorithm is compatible with all well known state compression tech- 
niques (e.g. as those in [19,5]). In particular it is compatible with all state 
reduction techniques present in the Murcp verifier. We show experiments 
using our algorithm together with the bit compression [10] and hash com- 
paction [18,19] features of the Mur(^ verifier (Sect. 4). 

— Our experimental results (Sect. 4) show that we can verify systems more than 
40% larger than those that can be handled using a hash table based approach. 
Our time penalty is about 50% when using (Murc^) bit compression and 100% 
when using bit compression and hash compaction. 
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2 Transition Locality for Finite State Systems 

In this section we define our notion of locality for transitions and show exper- 
imentally that for protocols most transitions are local. We do this by showing 
that for all our benchmark protocols most transitions are indeed local. 

We used as benchmark protocols all those available in the Mm^p verifier 
distribution [10] plus the Kerberos protocol from [20]. This gives us a fairly 
representative benchmark set. 

For our purposes, a protocol is represented as a Finite State System. 

Definition 1. 1. A Finite State System (FSS) S is a 4-tuple (S, I, A, R) 
where: S is a finite set (of states), I C S is the set of initial states, A is a 
finite set (of transition labels) and R is a relation on S x Ax S. R is usually 
called the transition relation of S. 

2. Given states s,s' G S and a e A we say that there is a transition from s to 
s' labeled with a iff R{s, a, s') holds. We say that there is a transition from 
s to s' (notation R{s,s')) iff there exists a E A s.t. R{s,a,s') holds. The set 
of successors of state s (notation next(s)j is the set of states s' s.t. R{s,s'). 

3. The set o/ reachable states of S (notation Reach(,S)j is the set of states of 
S reachable in 0 or more steps from I. 

Formally, Reach(5) is the smallest set s.t. 

1. I Q Reach(5), 

2. for all s E Reach(5), next(s) C Reach(<S). 

In the following we will always refer to a given system S = {S, I, A, R). 
Thus, e.g., we will write Reach for Reach(iS). Also we may speak about the set 
of initial states I as well as about the transition relation R without explicitly 
mentioning S. 

The core of all automatic verification tools is the reachability analysis, i.e. 
the computation of Reach given a definition of S in some language. 

Since the transition relation i? of a system defines a graph {transition graph) 
computing Reach means visiting (exploring) the transition graph starting from 
the initial states in J. This can be done, e.g., using a Depth First (DF) visit or 
a Breadth First (BF) visit. 

For example the automatic verifier SPIN [15] uses a DF visit. Mmtf [10] may 
use DF as well as BF, although certain compression options can only be used 
with a BF visit. 

In the following we will focus on BF visit. As well known a BF visit defines 
levels on the transition graph. Initial states (i.e. states in I) are at level 0. The 
states in (next(7) — I) (states reachable in one step from I and not in I) are at 
level 1, etc. 

Definition 2. Formally we define the set of states at level k (notation L{k)) as 
follows. L(0) = I, L{k + 1) = {s' 1 s e L{k) and R{s, s') and s' 0 \J'~f(^L{i)} . 

Given a state s E Reach we define level(s) = k iff s E L{k). That is level(s) 
is the level of state s in a BF visit of S. 

The set Visited(fc) of states visited (by a BF visit) by level k is defined as 
follows. Visited(fc) = U)^qL(z). 
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Informally, transition locality means that for most transitions source and 
target states will be in levels not too far apart. 

Definition 3. Let S = (S, I, A, R) be an FSS. A transition in S from state s 
to state s' is said to be /c-local iff |level(s') — level(s)| < k. 

Transition R{s,a,s') is said to be a fc-transition iff\evel{s') — level(s) = k. 
Note that for k -transitions, k < 1 and can be negative. 

A 1-transition from state s is a forward transition, i.e. a transition leading 
to a new state (a state not in Visited(level(s))). A /c-transition with fc < 0 is 
a backward transition, i.e. a transition leading to a visited state. A 0-transition 
from state s just leads to a state s' in the same level of s. 

We are interested in the distribution of /c-transitions in the transition graph. 
This motivates the following definition. 

Definition 4. 1. We denote with N{s,k) the number of k-transitions from s 

and with N{s) the number of transitions from s. 

2. We define: 6{s,k) = N{s,k)/N{s). That is 6{s,k) is the fraction of tran- 

sitions from s that are k-transitions, i.e. the probability of getting a k- 
transition when picking at random a transition from s. Of course if s is 
at level A we have: ^{s,k) = 1. 

3. If we consider the experiment consisting of picking at random a state s in 
Reach and returning 6{s,k) then we get a random variable that we denote 
with A{k). The expected value E{A{k)} of A{k) is the average value of 
6{s,k) on all reachable states. That is: 

E{A[k)} = SsgReach ^)- 

4 . As usual, we denote with cr‘^{k) the variance of A{k) and with a{k) its stan- 
dard deviation [11]. 

We show experimentally that transitions in protocols tend to be local w.r.t. 
levels. We do this by showing that for the set of protocols shown in Fig. 1 most 
transitions are 1-local. That is, for most transitions R{s, a, s') s' will be either 
in the same level as s (0-transition) or in the next level (1-transition) or in the 
previous level (-1-transition). 

We want to setup experiments to measure what is the percentage of 1-local 
transitions in the transition graph of a given protocol. 

A 1-local transition can only be a fc-transition with fc = — 1, 0, 1. The expected 
fraction of /c-transitions is E{A{k)}. Thus the expected fraction of 1-local tran- 
sitions is SumAvg = £^{A( — 1)} + F^{A(0)} + F^{A(1)}. 

When SumAvg is close to 1 almost all transitions in the protocol are 1- 
local. When SumAvg is close to 0 there are almost no 1-local transitions in the 
protocol. 

Although not strictly needed for our present purposes we are also interested 
in knowing how 1-local transitions are distributed in the graph. Namely, we want 
to know whether 1-local transitions are concentrated only in some part of the 
transition graph or rather they are more or less uniformly distributed in the 
transition graph. 
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Fig. 1. Transition Distribution Table 



To some extent this can be done by computing the standard deviation a{k) 
of A(fc). If a{k) is small compared to E{A{k)} then for most states S{s,k) is 
close to E{A{k)}. 

The above considerations led us to perform the experiments whose results 
are shown in Fig. 1. For each protocol in Fig. 1 for k = —1,0,1, in Fig. 1 we 
show E{A{k)}, a{k) and SumAvg = i?{A( — 1)} + £^{A(0)} + F^{A(1)}. Our 
findings can be summarized as follows. 

Experimental Fact 1. For all protocols listed in Fig. 1, we have that for most 
states, more than 60% of the transitions are 1-local. Indeed, for most of the 
protocols in Fig. 1, we have that for most states more that 75% of the transitions 
are 1 -local. 

In fact, from Fig. 1 we have that for all protocols SumAvg > 0.6 and in most 
cases SumAvg > 0.75. This shows that most transitions are 1-local. 

Moreover, for many protocols, standard deviations (j(— 1), cr(0), cr(l) are 
relatively small compared to SumAvg. In such cases, for most states the fraction 
of 1-local transitions is close to SumAvg. 

Since for most states most transitions are 1-local we have that locality holds 
uniformly. Hence if we pick at random a state s £ Reach in most cases most 
transitions from s (say about 75%) will be 1-local. 

Remark 1. One may wonder why protocols exhibit locality. We conjecture that 
this is structural for human made systems and, indeed, is a consequence of the 
techniques used (consciously or unconsciously) to master complexity in the de- 
sign task. 



Remark 2. A very interesting result would be to prove (or disprove) that almost 
all FSSs exhibit locality. Note however that, a priori, truthness or falsehood of 
such result would not imply anything on protocols in particular. 
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E.g. for OBDDs we have already a similar situation (in reverse mode). In 
fact in [9] it is proved that for almost any boolean function / of n variables the 
smaller OBDD for / has size exponential in n. Nevertheless, it is experimentally 
known that most of the boolean functions implemented by digital circuits have 
OBDDs of size polynomial (often about linear) in the number of variables. 

We measured locality using the Muri^ verifier [10]. This gives us a wide 
benchmark set for free since many protocols have already been defined using the 
Mur(/3 input language. 

The results in Fig. 1 have been obtained by modifying the Mur</3 verifier so 
as to compute E{A{k)} and a{k) while carrying out state space exploration. 

All the experiments in Fig. 1 were performed using bit compression (Mur(/3 
option -b) [10] and disabling deadlock detection (option -ndl). 

Deadlock detection has been disabled since some of the protocols (e.g. Ker- 
beros kerb.m) are deadlocked. Mur^j stops the state exploration as soon as a 
deadlock or a bug is found. Since our main interest here is in gathering informa- 
tion about the structure of the transition graph we disabled deadlock detection. 
This allows us to explore the whole reachable part of the transition graph also 
for protocols containing deadlocks. 

The three protocols with superscript * in Fig. 1 contain bugs. In such cases, 
state space exploration stops as soon as a bug is found. We included such buggy 
protocols just for completeness. 

The data in Fig. 1 depend neither on the used machine nor on the memory 
available as long as the visit is completed. Of course we would have obtained the 
same results without bit compression. 

3 Cache Based Breadth First State Space Exploration 

In this section we give an algorithm that takes advantage of the transition locality 
(Sect. 2) of protocols. 

We modify the standard (hash table based) BF visit as follows. First, we use 
a cache memory rather than a hash table. This means that we do not perform 
any collision check. Thus, when a state s' is hashed to an entry already holding 
a state s, we replace s with s' so forgetting about s. 

Using a fixed size cache rather than a hash table to store visited states is 
appealing since the cache size does not grow with the state space size. However 
this approach faces two obvious obstructions. 

Queue Explosion. The queue size may get very large. In fact, since we forget 
visited states, at each level in our cache based BF visit the states apparently 
new tend to be much more than those of a true (hash based) BF visit. This 
may quickly fill up our queue. 

Nontermination. Our state space exploration may not terminate. In fact, be- 
cause of collisions, we forget visited states. Thus, we may visit again and 
again the same set of states. 
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When using a fixed size cache memory to hold visited states no state explosion 
occurs in the cache. However state explosion may occur in the queue now. For 
this reason, unlike previous work on usage of auxiliary storage in state space 
exploration (e.g. in [17]), we use disk storage to hold the queue rather than the 
hash table. This is good news since keeping a queue on disk is much easier than 
keeping a hash table on disk. 

Nontermination is thus the real obstruction. Here is where locality helps us. 
Since most transitions are local one can reasonably expect that, to avoid looping, 
it is enough to remember the recently visited states rather than all visited states. 
This is exactly what a cache memory is for. 

Note that a cache memory implements the above discipline only in a statistical 
sense. That is, replaced (i.e. forgot) states in the cache are often old states, but 
not always. Fortunately, this is enough for us. 

Of course, if the cache memory is too small w.r.t. the size of the state space 
locality cannot help us. 

Note that whenever our cache based BF visit terminates it gives the correct 
answer. That is all reachable states have been visited. When we stop our cache 
based visit to prevent looping we may or may not have visited all reachable 
states. 

In the following we sketch our algorithm and show how we integrated it into 
the Murip verifier. 

To take advantage of transition locality we modify the standard BF visit as 
shown in Fig. 2. 

We use a cache memory rather than a hash table. This may lead to nonter- 
mination since we may visit over and over the same set of states. For this reason 
we guarded the while loop with a check on the collision rate (i.e. <number of 
collisions in cache>/<number of insertions in cache>). 

Since we may forget visited states, our queue tends to contain many more 
states than the one used in a standard BF visit. For this reason we decided to 
implement our queue using auxiliary memory. In the present implementation we 
use disk storage as auxiliary memory. Note however that (the RAM of) another 
workstation could have been used as well. 

The implementation schema for the cache memory is quite standard. In the 
following we describe our implementation schema for the queue on disk (Fig. 3). 

We split the queue Q into two segments: head queue and tail queue. Both head 
queue and tail queue are in RAM and each of them can hold ram_queue_size 
states. States are enqueued in the tail queue and dequeued from the head queue. 

When the tail queue is full, its content is flushed on disk by appending it to 
swapout_f ile. Thus, since disks are quite large, our disk queue approximates a 
potentially infinite queue. It overflows only when our disk is full. 

When the head queue is empty, it gets reloaded with states from swapin_f ile. 
If swapin_file is empty we swap swapin_file and swapout_file and try to 
load states from swapin_f ile again. If swapin_file is still empty then we swap 
the head queue with the tail queue. 
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Queue Q; Cache T; collision_rate = 0.0; 

bf s (init_states , next) { 

for s in init_states enqueueCQ, s); /* load Q with initial states */ 

for s in init_states insert(T, s) ; /* mark init states as visited */ 

while ((Q is not empty) aind (collision_rate <= 0.9)) -(s = dequeue (Q); 

for all s’ in next(s) if (s’ is not in T) {insert(T, s’); enqueueCQ, s’); }})■ 

Fig. 2. Cache based Breadth First Visit 



void enqueue (state s) {if (tail queue is full) swap_out(); 

/♦ tail queue is not full */ insert s into tail queue; tail_queue_elements++;} 

/* hyp: dequeue 0 always called on non empty queue */ 
state dequeueO {if (head queue is empty) swap_in(); 

/* head queue is not empty now */ head_queue_elements — ; return top of head queue;} 

void swap_out() { /♦ flush tail queue on disk and reset counter */ 
append tail queue to swapout_f ile ; tail_queue_elements =0; } 

void swap_in() { /* load head queue from disk */ 
if (swapin_file is not empty) 

load head queue with at most ram_queue_size states from swapin_file; 
else /♦ swapin_file is empty, we use swapout_file */ 

{ swap the swapin_file and swapout_f ile; 
if (swapin_file is not empty) 

load head queue with at most ram_queue_size states from swapin_file; 
else /* also swapout_file is empty, we use tail_queue */ 

{ swap the head queue and tail queue; 
if (head queue is empty) 

/* underflow error */ { error ( ^ ‘queue is empty’’); }}} 
head_queue_elements = number of states in head queue; } 

Fig. 3. Disk Queue Functions 



Using pointers, swapping (for files and for queue segments) is immediate (just 
a few assignments). 

Rather than building a tool from scratch we decided to integrate our algo- 
rithm into an already existing tool. This gives us at least two advantages. First, 
we have immediately available many benchmark systems for testing. Second, we 
can exploit other memory reduction techniques that have already been imple- 
mented. We decided to integrate our algorithm within the Mmip verifier [10]. 

To be consistent with the standard (i.e. hash table based) Murcp verifier the 
value of ram_queue_size (Fig. 3) is such that the head queue and the tail queue 
together take the same amount of memory as the queue in standard Mur(/5. 
Namely, if M is the available memory for verification then gPercentActive*M 
is the amount of RAM memory used for the queue in standard Mure/? as well as 
in our cache based Mur(p. 

Integrating our algorithm into the Mur(^ verifier requires some care and con- 
sideration. In fact, to save RAM, Mur(/j (as well as SPIN for that matter) stores 
pointers to states rather than states in the queue. 

As far as we are concerned, Murep BF visit can have two behaviours. One 
when hash compaction is not used and another one when it is used. All other 
Mur(/5 options have no impact on the hash table or the queue and thus are 
transparent to us. 

When no hash compaction is used Mmip stores states in the hash table and 
pointers to hash table slots (states) in the queue. When hash compaction is 
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used, Mur(/? stores state signatures in the hash table and pointers to states in 
the queue. 

Let us consider the case without hash compaction first. Using a cache rather 
than a hash table leads to the following problem. When we overwrite a cache 
slot (collision) as a side effect we may also change the content of the queue. In 
fact that slot may be pointed to by the queue. For this reason we modified Muri^c 
queue so that it holds states and not just pointers to states. Of course all Murc^ 
functions depending on this fact have to be changed accordingly. This also fixes 
the situation for the case in which hash compaction is used. 

Of course storing states rather than pointers (to states) in the queue takes 
more space. However, for the reasons explained above, we are going to use disk 
storage to implement our queue. Thus having a large queue does not pose any 
serious problem in our context. 

With our approach all optimization strategies implemented within the Murc^ 
verifier (bit compression, hash compaction, symmetry reduction, etc) are also 
available to us. 

Note that the bound on the omission probability for the hash compaction 
computed “on-line” by Murcp accordingly to [19] is also (a fortiori) valid in our 
case. In fact at each (BF) level we visit a superset of the states visited by a 
standard BF visit. 

4 Experimental Results 

We report the experimental results we obtained using Mur(^ (modified as de- 
scribed in Sect. 3). 

We want to measure how much (RAM) memory we can save by using our 
cache based approach. To make the results from different protocols comparable 
we proceed as follows. 

First, for each protocol we determine the minimum amount of memory needed 
to complete verification using the Mur<y9 verifier (namely Mmip version 3.1 from 
[ 10 ]). 

Let M be the amount of memory and g (in [0, 1]) be the fraction of M used 
for the queue (i.e. g is gPer cent Active using a Mur(^ parlance). We say that 
the pair (M, g) is suitable for protocol p iff the verification of p can be completed 
with memory M and queue gM . For each protocol p we determine the least M 
s.t. for some gr, (M, g) is suitable for p. In the following we denote with M{p) 
such M . 

Of course M{p) depends on the compression options one uses. Mur(p offers 
hit compression (-b) and hash compaction (-c). We determined M{p) when only 
bit compression is used (-b) and when bit compression and hash compaction are 
used (-b -c). The results are in Fig. 4. 

The meaning of the columns in Fig. 4 is as follows. Column Bytes gives the 
number of bytes needed to represent the state when bit compression is used. 
With hash compaction 40 bits are used to represent the hash-compressed state. 
Column Reach gives the number of reachable states for the protocol. For pro- 
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Fig. 4. Results on a SUN Sparc machine with 512M RAM and SunOS 5.8. Murc^ 
options; -b (bit compression), -c (40 bit hash compaction). All experiments have been 
carried out with option -ndl (no deadlock detection). Column M gives memory used 
(in kilobytes) and column T gives CPU time (in seconds). 



tocol p, in the following we denote such number with |Reach(p)|. Column Rules 
gives the number of rules fired during state space exploration. This number only 
depends on the transition graph. For protocol p, in the following we denote such 
number with RulesFired(p). Column Max Q gives the maximum queue size in 
a BF visit. This number only depends on the transition graph. Column Diam 
gives the diameter of the transition graph. This number only depends on the 
transition graph. Column M gives the minimum amount of memory (in kilo- 
bytes) needed to complete state space exploration. Two cases: -b and -b -c. 
Column g gives the fraction of memory Mused for the queue. Two cases: -b and 
-b -c. Column T gives the time (in seconds) to complete state space exploration 
when using memory M and queue gM. Two cases: -b and -b -c. For protocol 
p, in the following we denote such numbers with Th{p) and T^dp) respectively. 

Our next step is to run each protocol p with less and less memory using 
our cache based Mur;/?. That is we run p with memory limits M{p), 0.9M{p), 
...O.lM(p). 

This approach allows us to easily compare the experimental results obtained 
from different protocols. Note that, as in [6], our RAM is not filled up. Thus OS 
buffers may reduce the time to access the queue. As a result our measured time 
may be slightly smaller than those obtained with a filled up memory. 

The results using option -b (bit compression) are in Fig. 5. The results ob- 
tained using options -b -c (bit compression and hash compaction) are in Fig. 6. 

We only considered protocols requiring at least 10 kilobytes of RAM (column 
Mof Fig. 4) to complete state space exploration. In the experiments in Figs. 5, 
6 the value of g (gPercentActive) is chosen as in Fig. 4. 
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Fig. 5. Cache Based BF Visit (bit compression -b) 
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Fig. 6. Cache Based BF Visit (bit compression and hash compaction -b -c) 
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Fig. 7. Cache Based BF Visit for protocol ns with parameters: Kumlnitiators = 2, 
KumResponders = 1, Numlntruders = 2, KetworkSize = 2, MaxKnowledge = 10. Results 
obtained using options -b (bit compression), -c (40 bit hash compaction) and -ndl (no 
deadlock detection) on a Pentium 111 866Mhz machine with 256Mb of RAM. 
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We give the meaning of rows and columns in Fig. 5. Those in Fig. 6 of course 
have exactly the same meaning, only they refer to the case in which both bit 
compression and hash compaction (-b -c) are used. 

Column a (with a = 1, 0.9, . . . , 0.1) gives information about the run of pro- 
tocol p with memory aM{p). Row States gives the ratio between the visited 
states when using memory aM{p) and |Reach(p)|. This is the state overhead 
due to revisiting already visited states. Row Rules gives the ratio between the 
rules fired when using memory a.M{p) and RulesFired(p). This is the rule over- 
head due to revisiting already visited states. Row Time gives the ratio between 
the time (in seconds) to complete state space exploration when using memory 
aM{p) and option w and T^{p). Option w can be bit compression {w = h) or 
bit compression and hash compaction iw = be). This is the time overhead. Row 
Coll gives the collision rate. That is the ratio between the number of collisions 
and the number of states inserted in the cache. 

Rows States, Rules, Time should have close values. As shown in Figs. 5, 6 
this is indeed the case. 

Our state space exploration may not terminate. We stop our visit when the 
collision rate is greater than 0.9. or the max depth exceeds a given threshold. 

Note that when our visit is stopped prematurely (for the above reasons) we 
do not know a priori if all reachable states have been visited. However, for the 
experiments in Figs. 5, 6 we have such information since they fit in our memory. 
In Figs. 5, 6 we report such information just to give an idea of the behaviour of 
our approach when a visit is stopped prematurely. 

We mark with a * superscript the data obtained when the following conditions 
are satisfied: 1. The visit has been stopped because the collision rate exceeded 
0.9 or because the max depth exceeded a certain threshold; 2. All reachable 
states have been visited. 

We mark with a oo superscript the data obtained when the following con- 
ditions are satisfied: 1. The visit has been stopped because the collision rate 
exceeded 0.9 or because the max depth exceeded a certain threshold; 2. There 
are reachable states that have not been visited. 

The experimental results in Figs. 5, 6 show that our cache based approach 
typically saves about 40% of RAM w.r.t. to an approach based on hash table. 
This holds for case b (bit compression) as well as for case be (bit compression 
and hash compaction). 

For case b time penalty for column 0.6 (40% RAM saving) ranges from 0 to 
150% with an average value of about 50%. 

For case be time penalty for column 0.6 (40% RAM saving) ranges from 0 
to 234% with an average value of about 100%. 

Note that with our cache based approach the amount of memory needed does 
not increase with the max depth. Instead in a hash table based approach using a 
max depth limit (e.g. as in SPIN) the memory required increases with the max 
depth. 
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We also wanted to test our cache based approach with a large protocol that 
heavily loads our machine. The results are in Fig. 7. The meaning of the columns 
of Fig. 7 is as follows. 

Column m gives the total memory (in Megabytes) given to cached Mure/? to 
complete the verification. Column SizeC gives the max number of states that 
the cache can contain (each state takes 40 bits with hash compaction). Column 
MemC gives the memory (in Megabytes) reserved for the cache (0.9*m). Col- 
umn SizeQ gives the max number of states that the RAM queue can contain 
(each state takes 68 bytes in the queue). Column MemC gives the memory (in 
Megabytes) reserved for the RAM queue (0.1 * m). Column Visited gives the 
number of states visited by the verifier. Column Time gives the time (in sec- 
onds) taken to complete the verification task. Column Coll gives the collision 
rate. Column MaxQ is the max number of states contained in the BF queue 
(RAM + disk) during the verification. Column MaxMemQ is the max amount 
of memory (in Megabytes) taken by the BF queue (RAM + DISK). 

When m = 200 the collision rate is low. Thus the number of visited states is 
about the number of reachable states. This means that to complete the verifica- 
tion of the protocol in Fig. 7 would require more than 1313MB of RAM using 
standard Mur(/? (i.e. 200MB for the hash table, 1113MB for the queue). This is 
more than our machine can handle (see Fig. 7). However, using our cache based 
Mur(^, we were able to complete verification using only 130MB of RAM. 

As shown in Figs. 5, 6, 7 there is a time-space tradeoff when using our cache 
based approach. However for verification tasks such tradeoff is often acceptable 
and in any case better than being left with an out of memory message after 
hours of computation. 



5 Conclusions 

We showed experimentally (Sect. 2) that protocols exhibit transition locality. 
We supported our claim by measuring transition locality for the set of protocols 
included the Mur(/? verifier distribution. 

We devised a verification algorithm to exploit transition locality and imple- 
mented it within the Mmif verifier (Sect. 3). Essentially our approach replaces 
the hash table used in a BF state exploration with a fixed size cache (i.e. no 
collision detection) and uses disk storage for the BF queue. 

Our experimental results (Sect. 4) show that, w.r.t. a hash table based ap- 
proach, our cache based approach typically allows verification of systems more 
than 40% larger with a time overhead of about 100%. 

Our approach is compatible with all (BF) optimization techniques present in 
the Mur(p verifier and, because of its time penalty, it is intended to be used only 
when such techniques are not enough to avoid running out of memory. 

The auxiliary memory used in our algorithm can also be implemented using a 
NOW {Network Of Workstations) rather than with (or together with) disk stor- 
age. Moreover, our preliminary analysis shows that our cache memory (holding 
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visited states) can also be implemented using secondary storage (namely disk 
storage). We are currently working on both such issues. 

We think that there are other statistical properties of system transition 
graphs that can be used to improve performances of state space exploration 
algorithms. This is a natural next step for our research. 

Acknowledgements. We are grateful to our anonymous referees for their help- 
ful comments and suggestions on a preliminary version of this paper. 
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Abstract. In this paper, we emphasize the importance of efficient debugging in 
formal verification and present capabilities that we have developed in order to 
augment debugging in Intel’s Formal Verification Environment. We have given 
the name the “counter-example wizard'’’ to the bundle of capabilities that we 
have developed to address the needs of the verification engineer in context of 
counter-example diagnosis and rectification. The novel features of the counter- 
example wizard are the “multi-value counter-example annotation, ” “multiple 
root cause detection, ” and “constraint-based debugging ” mechanisms. Our ex- 
perience with the verification of real-life Intel designs shows that these capabili- 
ties complement one another and can considerably help the verification engi- 
neer diagnose and fix a reported failure. We use real-life verification cases to il- 
lustrate how our system solution can significantly reduce the time spent in the 
loop of model checking, specification and design modification. 



1 Introduction 

Verification is increasingly becoming the bottleneck in the design flow of electronic 
systems. Simulation of designs is very expensive in terms of time, and exhaustive 
simulation is virtually impossible. As a result, designers have turned to formal meth- 
ods for verification. 

Formal verification guarantees full coverage of the entire state space of the de- 
sign under test, thus providing high confidence in its correctness. The more auto- 
mated and therefore the more popular formal verification technique is symbolic 
model checking [2]. While gaining success as a valuable method for verifying 
commercial sequential designs, it is still limited with respect to the size of the veri- 
fiable designs. 

The capacity problem manifests itself in an additional obstacle — low productiv- 
ity. A lot of effort is spent decomposing the proofs into simpler proof obligations 
on the modules of the design. A global property to be verified is usually deduced 
from local properties verified on the manually created abstraction [10] of the envi- 
ronment for each module. The abstractions and assumptions needed to get a verifi- 
cation case through increase the chance of getting false failure reports. Further 
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more, in case of valid failure reports, back-tracing to the root cause is especially 
difficult. 

Given the inherent capacity and productivity limitation of symbolic model check- 
ing, we emphasize in this paper the importance of efficient debugging capabilities in 
formal verification, and we present capabilities that we have developed in order to 
augment debugging in a commercial formal verification setting. Our solution provides 
debugging capabilities needed at three major stages of verification. 

• Specification Debugging Stage. In the early stages of verification, most of the 
bugs found are not real design errors, but rather holes in the specification. In this 
stage, which we call specification debugging [4,5], the verifier is in the loop of 
model checking and specification modification based on the feedback from the 
symbolic model checker. The tum-around time of the model checker becomes then 
very critical to the productivity of the verification engineer. 

• Model Debugging Stage. In order to find the root cause of a bug reported by a 
formal verification system, one needs intimate knowledge of the design behavior. 
In order to check whether a bug is spurious or not, one must understand in detail 
the effect of pruning and environmental assumptions made to verify the design un- 
der test. Additionally, once a fix has been made as a result of a counter-example 
report, one must ensure that the previously reported counter-example does not hold 
any more in the fixed design. 

• Quality Assurance Stage. A significant problem in industrial-size projects is 
ensuring that the process of fixing one design error does not introduce another 
one. In the context of conventional testing this is checked through regression 
testing[7]. If consecutive test suites check several properties, a failure in one 
property may require re-testing all the previous suites, once the failure has been 
rectified. Efficient regression testing clearly requires techniques useful for de- 
bugging. 

In the case of a failing verification, the output of a formal verification system is a 
counter-example — a trace illustrating that the design under test does not satisfy a 
given property. It is especially difficult to diagnose a verification failure reported as a 
counter-example. On one hand, the verification engineer suffers from too much data 
and the difficulty to distinguish the relevant data (i.e., the signal values that cause the 
failure). On the other hand, he has too little information. Rectification of the error 
displayed by a single counter-example trace does not guarantee the overall correction 
of the failure. A trace is just one of the many witnesses that demonstrate that the 
model does not satisfy the given property. In that sense, a counter-example has too 
little information. Trace analysis is even more difficult in formal verification, where 
obscure corner cases can produce complex failures and consequently complex 
counter-examples to debug. 

We have given the name ’’counter-example wizard” to the bundle of capabilities 
that we have developed to address the needs of the verification engineer in context of 
counter-example diagnosis and rectification during the above stages of verification. 
The novel features of the counter-example wizard are the “multi-value counter- 
example annotation, ” “multiple root cause detection, ” and “constraint-based debug- 
ging” mechanisms. Our experience with the verification of real-life Intel designs 
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shows that these capabilities complement one another and can considerably help the 
verification engineer diagnose and fix a reported failure. 

The “multi-value” nature of the counter-example annotation mechanism enables 
the concise reporting of all the failures (i.e., counter-examples) as a result of one 
model checking run. Hence, the understanding of more than one root cause of a fail- 
ing verification facilitates the rectification of the failure. The ability to fix more than 
one root cause can reduce the number of model checking runs needed to get to a pass- 
ing verification run. Most importantly, multi-value counter-example reports enable 
the user to pinpoint the pertinent signal values causing the failure and aid in detecting 
how to change the values to correct the failure. 

“Constraint-based debugging” allows the verification engineer to restrict the set of 
failures (i.e., counter-example traces) to only those that satisfy a specific sequential 
constraint. If this subset is empty for a given sequential constraint, this means that the 
constraint is sufficient to eliminate all counter examples found so far. However, the 
model checker must still be run again to find out if the constraint is sufficient to re- 
solve all counter-examples of all lengths. 

The system solution that we provide reduces the time spent in the loop of model 
checking, specification and design modification. The usage flow consists of running 
the model checker, dumping all the model checking data needed to compute all the 
counter-examples of a given length, and then debugging in an interactive environment 
by loading the pre-dumped model checking data. The fact that we have taken the 
model checker out of the “check-analyze-fix” loop reduces the debugging loop to 
“analyze-fix” and consequently improves the time spent in debugging considerably. 
The effective usage of secondary memory allows the verification engineer to post- 
process model checking data and debug without the need to add the model checking 
run to the verification loop. 

This paper is organized as follows. In Sect. 2, we present an overview of the formal 
verification system with enhanced debugging capabilities. Section 3 depicts in detail 
the capabilities of the “counter-example wizard" Section 4 explains the algorithms 
underlying our system solution. In Sect. 5, we illustrate the efficiency of these tech- 
niques through verification case studies on Intel’s real-life designs. We summarize 
our conclusions in Sect. 6. 



2 System Overview 

The formal verification system with the counter-example wizard consists of three 
major components: 

1. A state-of-the-art symbolic model checker which accepts an LTL-based formal 
specification language 

2. An interactive formal verification environment which enables access to all the 
model checking facilities 

3. A graphical user interface which allows the user to display annotated counter- 
example traces and access interactive model checking capabilities 

The usage flow consists of two major stages: 
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1. Model Checking. The model checker is run with the option to dump the relevant 
model checking data and counter-example information to secondary memory. 

2. Interactive Debngging. The user loads and interacts with the model checking data 
to access different counter-examples and perform “what-if analysis” on the exis- 
tence of counter-examples under specific conditions. 

The easy storage and loading of relevant model checking data is due to the “data 
persistency mechanism” of the model checker. At any point of the model checking 
run, the data persistency mechanism can represent all the relevant, computed model 
checking information in a well-defined ASCII format which later can be loaded in 
an interactive model checking environment and analyzed through the usage of a 
functional language. 

The fact that the model checker can dump the relevant information for debugging 
at any point, enables easy integration of this mechanism into regression testing. When 
regression test suites are run with the “counter-example data dump” facility enabled, 
the analysis of the failing verification test cases can be done without rerunning the 
model checker and regenerating the failing traces, which can be computationally 
expensive. The computational benefit of the system is also witnessed in the specifica- 
tion , model verification, and modification loop. 



3 Counter-Example Wizard 

Traditional symbolic model checkers provide a single counter-example as the output 
of a failing verification. To diagnose a verification failure reported as a counter- 
example is difficult. On one hand, we suffer from too much data and the difficulty 
identifying the relevant data. On the other hand, we often do not have sufficient in- 
formation to find the root cause of the failure and rectify it. In this section, we present 
the “counter-example wizard” that addresses the counter-example analysis and rectifi- 
cation problem and has three novel capabilities: multi-value counter-example annota- 
tion, multiple root cause detection, and constraint-based debugging. 

3.1 Multi-value Counter-Example Annotation 

We address the counter-example diagnosis problem by introducing a concise and 
intuitive counter-example data representation. We call this advanced representation 
“multi-value counter-example annotation.” This novel annotation relies on the ex- 
haustive nature of the symbolic model checking and hence the ability to represent 
all the counter-examples of a given length'. The enhanced counter-example report- 
ing classifies signal values at a specific phase of a counter-example trace into three 
types: 



' The model checker generates counter-examples of the shortest path length. The underlying 
symbolic model checking algorithms that enable “multi-value counter-example annotation” 
will be explained in detail in Section 4. 
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• Strong 0/1 indicates that in all possible counter-examples that demonstrate the 
failure, the value of the signal at the given phase of the trace is 0 or 1, respectively. 

• Weak 0/1 indicates that although the value of the signal at the given phase is 0 or 1 
respectively for this counter-example, the value of the signal at this phase can be 
different for another counter-example illustrating the failure. Even though the 
model checker has some leeway in the choice of a value for this signal, this signal 
must preserve some relation with other signals at this phase. 

• Weaker 0/1 is similar to “weak” designation, except that weaker values are basi- 
cally arbitrary, and have little or no influence on the generation of a failure. 

The strong values provide the most insight on the pertinent signals causing a fail- 
ure. For example, if the value of a signal at a certain phase of a counter-example is 
a strong zero, this means correcting the design so that the value of the signal will be 
one at that phase will often correct the failure. Hence, the error rectification 
problem is often reduced to determining how to cause a strong-valued signal to take 
on a different value. 

The counter-example wizard can make use of a waveform display to represent 
the multi-value counter-example annotation. Figure 2 illustrates a screen shot of 
the multi-value annotated counter-example graphical display. (Eater we will show 
the use of a text-based display.) The counter-example in the figure demonstrates 
the violation of the specification “ifX is high, W will be high a cycle later. ” The 
value of Y is clearly not relevant (i.e., weaker); therefore its waveform is shad- 
owed out. Furthermore, the values of X and Z in the second cycle do not affect 
the failure, so their waveforms in that cycle are shadowed out as well. Examina- 
tion of the waveform reveals that the cause for the failure is the value of the sig- 
nal Z, which causes the output of the AND gate to be low. 

Our experience shows that strong values alone sometimes provide sufficient infor- 
mation to figure out the root cause of a failure and speed up the debugging. Neverthe- 
less, we have also witnessed many verification cases where the answer to the root 
cause of failure lay in the weak values (as seen in Fig. 3). The debug of traces with 
weak values is facilitated by the sequential constraint-based debugging capability 
which is the second major feature of the counter-example wizard. 



3.2 Constraint-Based Debngging 

“Sequential constraint-based counter-examples” are traces displaying the failure 
while obeying some temporal constraint. A sequential constraint in the debugging 
wizard is described as an associated list of pairs of a Boolean condition and a corre- 
sponding phase in which the Boolean condition must hold. In other words, the user 
specifies a function over the signals in the design and a point in time when the func- 
tion should hold. The counter-example wizard then looks for traces that satisfy the 
constraint, and recalculates all weak and strong signal values relative to this subset 
of traces. 

Constraint-based debugging facilitates the rectification and the diagnosis of the 
root cause of a failure. If no counter-example that holds the constraint is found, then 
the constraint describes a condition sufficient to make the erroneous design or specifi- 
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cation correct. Consequently, “sequential constraint-based debugging” can help sig- 
nificantly in the correction of design or specification errors. 




£l03e I 



Fig. 2. Graphical counter-example display using multi-value annotation. In the waveform (top), 
the strong (i.e., significant) signal values are represented by bold lines, while the weaker values 
are represented by gray boxes 



For example, let us assume that some input vector foo should be one-hot encoded 
(exactly one of the bits in the vector is high and the rest are low), but in the counter- 
example presented it is not encoded as one-hot. In the absence of constraint-based de- 
bugging, the user would have to add an environmental assumption that/oo is one-hot 
and rerun the model checker to see if the erroneous encoding is indeed the root cause of 
the failure — a task that can take hours. With constraint-based traces the user can write 
the environmental assumption as a sequential constraint, and if there are no counter- 
examples that satisfy the constraint, then the user knows that assumption is sufficient to 
eliminate all current counter-examples. Thus the user is able to check whether an as- 
sumption will cure the current failure without rerunning the model checker. 

Additionally, constraint-based debugging allows “what-if analysis” and the ability 
to investigate the relationships between signals. For example, setting the value of a 
signal to a constant value at a specific phase and observing other signal values that 
have consequently become strong, helps the user to understand the relationships be- 
tween signals over time. Thus, constraint-based debugging refines the information 
that weak values provide. 
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Figure 3 illustrates how the usage of two different constraints help debug a 
failing verification task. The task is to check that the model illustrated in the 
lower half of the figure satisfies the specification “ifZ is high, W will be high a 
cycle later.” On the upper half of the figure, three multi-value annotated counter- 
example traces are illustrated. The leftmost trace shows all the counter-examples 
of length three violating this specification. Viewing this trace, we observe that 
only W, Z and the clock C get strong values in the annotated trace. The signals X 
and Y have weak values for the first phase and weaker values for all the rest of 
the phases (indicating that the values of these signals in second and third phases 
are irrelevant to the failure). In this case, the strong values do not provide enough 
information; therefore we analyze the weak values (i.e., the relationship between 
X and Y in the first phase). The middle trace and the rightmost trace demonstrate 
all the counter-examples of length three, under two constrained values of the sig- 
nal X in the first phase (one and zero, respectively). When the value of X is high, 
we can ignore the value of Y. Therefore, the value of Y becomes weaker under 
this constraint as illustrated in the middle annotated trace. The second constraint, 
as illustrated by the rightmost trace, assigns X a low value in the first phase. Un- 
der this constraint, the signal Y gets a strong one value. Therefore, our conclusion 
from this constraint-based debugging session is that Y must be high in the first 
phase to get a violation. Furthermore, to rectify the violation both X and Y need 
to get a low value in the first phase. 




Fig. 3. An illustration of the usage of constraint based debugging. The significant (i.e., strong) 
signal values are highlighted. The weak values are shadowed out, and weaker values are dis- 
played as gray boxes 
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3.3 Multiple Root Cause Detection 

The user can request a predetermined number of interesting traces that may give clues 
to several root causes of a failure. The underlying algorithm chooses traces that are 
unique, and do not share the same prefix and usually share the same postfix. The 
selection uses a heuristic that selects states to be as different from one another as 
possible. The purpose is to maximize the parity between states returned by the selec- 
tion procedure. Usually the design under test has some initialization sequence; there- 
fore, when generating a set of interesting traces, traces with the same prefix but dif- 
ferent postfix are chosen. The intuition is that traces with different postfix will give 
hints on more root causes for the violation. 

This mechanism works naturally under the constraint-based debugging mechanism. By 
request of the user all the interesting traces that comply with a given constraint are pro- 
duced. 



4 Underlying Algorithms 

A finite state machine is an abstract model describing the behavior of a sequential 
circuit. A completely specified FSM M is a 5-tuple M = (I,S,8,A,, So), where I is the 
input alphabet, S is the state space, 5 is the transition relation contained in S x I x S, 
and So c S is the initial state set. BDDs [2] are used to represent and manipulate func- 
tions and state sets, by means of their characteristic functions. In the rest of paper, we 
make no distinction between BDDs and a set of states. 

4.1 Background 

A common verification problem for hardware designs is to determine if every state 
reachable from a designated set of initial states lies within a specified set of “good 
states” (referred to as the invariant). This problem is variously known as invariant 
verification^ or assertion checking [4,5,6]. 

According to the direction of the traversal, invariant checking can be based on ei- 
ther /orwarr/ or backward analysis. Given an invariant G and an initial set of states A, 
forward analysis starts with the BDD for A, and uses BDD functions to iterate up to a 
fixed point, which is the set of states reachable from A, using the Img operator. Simi- 
larly, in backward analysis, the Prelmg operator is iteratively applied to compute all 
states from which it is possible to reach the complement of the invariant. The BDDs 
encountered at each iteration are commonly referred as, frontiers. 

The counter-example generation algorithm [8] is a combination of backward and for- 
ward analysis. In Figure 4, we see that counter-example generation starts with the BDD 
for all the states that do not satisfy the invariant (i.e., FJ and the Prelmg operator is ap- 
plied until a fixed point or a non-empty intersection ( i.e, F,+/ n 0) of the last back- 
ward frontier with the initial states is reached. A counter-example is then constructed by 



^ Although the “debugging wizard” is a valid tool both for invariant and liveness property 
verification, for the sake of simplicity, in this section we will explain the underlying algo- 
rithms of the debugging wizard in the context of invariant verification. 
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applying forward image computation to a state selected from the states in the intersection 
(i.e., all the states from which there is a path to the states that complement the invariant). 
Again by iteratively intersecting the forward frontiers with the corresponding backward 
frontiers and choosing a state from each intersection as a representative for the corre- 
sponding phase in the counter-example, the counter-example trace is built. 

Target frontiers [4] are the sets of states obtained during backward analysis, start- 
ing from the error states (states that violate the invariant) and iteratively applying the 
Prelmg operator till reaching an intersection with the initial states. More precisely, we 
define the nth target frontier, Fn, as the set of states from which one can reach an error 
state in n (and no less than n) steps. 

Fo = —i Invariant ( 1 ) 

n 

Fn + 1 = Prelmg (Fn)-\^Fi 

i=i 

In what follows, we denote by N the index of the last target frontier before the 
fixed-point, such that Target frontier^+i = Target frontier^ . The target frontiers are 
disjoint, and their union, which we denote as Target represents all the states from 
which a state violating the invariant can be reached: 

Target = \jFi 

i=l 

As can be seen in the counter-example generation algorithm depicted on the left- 
hand side of Figure 4, the frontiers Fq, Fj, ..., F^ represent the target frontiers. In 
order to obtain reachable target frontiers, we need to filter out the states unreachable 
from Fn n So in each frontier. The filtering is done by applying forward analysis start- 
ing from the states in Fn id Sq as seen in the right-hand side of Figure 4. From here on, 
we will refer to this version of target frontiers as “reachable target frontiers”. 

The underlying data structure for all the algorithms of the counter-example wizard 
is the reachable target frontiers. Two major characteristics of reachable target fron- 
tiers make them very useful for the computations needed for debugging. 

• Any trace through the frontiers is guaranteed to be a counter-example. 

All possible counter-examples in this verification of length N (when N is the number 
of frontiers) are included in the frontiers. 



Therefore, these frontiers store all the information needed for the querying and ex- 
traction of counter-examples in a very concise and flexible way. In our system, the 
model checker dumps the BDDs representing the reachable target frontiers to secon- 
dary memory. Interactive debugging is done by restoring the target frontiers in the 
interactive environment and querying them through the functional language. 
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COUNTER-EXAMPLE (S, p ) 
i = 0; 

Target = Fq = {pi I pi does not satisfy p } ; 

// Fg - all the states that do not satisfy p 
C = {} // Counter-example initialized, an 
empty list 

While (Ei ^ 0) { 

E i+i = PRE-IMG(4Fi); 

if(E,.,;nSo^0) { 

// the property is violated 
F i+l = ^ i+I So; 

j = i; 

while (j >= 0) { 
s = SELECT_STATE(F j+i); 

Fj = Img(^5)nFj;j=j-l; 

C = PUSH(s,C); 

} 

return REVERSE(C); 

// return a counter-example 

) //end the property is violated 
i = i-H 1; 

Ei = E i - Target; 

Target= Target U Ei ; 

} // the property is satisfied 
return C; // return an empty list 



TARGET-FRONTIERS(<y, S,„ p ) 
i = 0; 

Target = Fq = {pi I pi does not satisfy p}; 
// Fg - all the states that do not satisfy p 
C = {) // Target frontiers initialized, an 
empty list 
while (E; ^ 0) { 

F i+i = PRE-IMG((5;Fi); 

if(E,.,;nSo^0) { 

// the property is violated 

F i+i = E i+I n So; 

j = i ; 

while (j >= 0) { 

Fj = Img(4 F j+i) n Fj; j= j - 1; 
C = PUSH(Fj,C); 

} 

return REVERSE(C); 

// return Target Frontiers 

} //end the property is violated 
i = i-Hl; 

F; = Fj - Target; 



Fig. 5. Classic counter-example generation and target frontiers calculation algorithms 



Target = Target U F; ; 

} // the property is satisfied 
return C; // return an empty list 



4.2 Annotating the Counter-Example Values 

Annotating the counter-example values becomes rather simple, once we have the 
“reachable target frontiers” at hand. The value of signal x at phase i is 

• Strong, ifFiix=o =0orFiix=i = 1 

• Weak, ifFiix=o^Fiix=i 

• Weaker, if F; | x=o = F, | x=i (i.e., x is not in the support of F;) 

when Ei is the reachable target frontier corresponding to phase i. The value of the 
signal is chosen according to the specific trace at hand. 



4.3 Constraint-Based Debugging 

As described above, a sequential constraint in the counter-example wizard is de- 
scribed as an associated list of pairs of a Boolean condition and a corresponding 
phase in which the Boolean condition must hold. In other words, the user sped- 
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fies a function over the signals in the design and a point in time when the function 
should hold. The counter-example wizard looks for a trace that leads to a failure 
and satisfies the constraint, and recalculates all the weak and strong signal values 
relative to this subset of traces. 

Constraints are internally represented as BDDs, and each phase constraint after- 
wards is intersected with the corresponding reachable target frontier. When a condi- 
tion is applied to the target frontiers, not every possible trace through the target fron- 
tiers is a counter-example any more. States in a frontier that do not comply with the 
constraint are thrown out leaving some of the traces through the frontiers dangling 
(i.e., they are not of length N, when N is the number of target frontiers). We remedy 
the target frontiers by performing an N-step forward propagation followed by an N- 
step backward propagation through all the frontiers. 

The task of calculating a new trace under the constraint now becomes simply find- 
ing any trace through the newly calculated target frontiers. The multi- value annotation 
is applied to the new set of target frontiers. 

4.4 Computation Penalty 

In this section, we present data that compares the CPU time that took our system to 
compute all the data needed for multi-value annotation and single-value annotation. 
As seen in the numbers reported in Table 1. based on typical Intel verification cases, 
multiple-value annotation computation is more costly than single-value annotation 
computation. Table 1. supports the fact that for average size test cases the multi-value 
annotation can take 2-3 X more time than single-value annotation. On average the 
number of single-value counter-example sessions needed to root-cause a failure is 
more than three. Thus, the computation penalty paid in multi-value annotation is less 
than the single-value annotation. Additionally each session with a single-value 
counter-example requires analysis time of the verification engineer. Therefore, our 
conclusion based on computation data and the utility’s deployment in Intel is that 
although multi-value annotation computation takes more time than single-value anno- 
tation, it reduces the overall verification time significantly. 

Table 1. Experimental results comparing the model checking time required to compute 
counter-examples with multi-value annotation and single value annotation making use of eight 
typical Intel verification test cases 



Test case 


Multi-value annotation 


Single-value annotation 


Real 1 


31.0 s 


21.0 s 


Real 2 


4.3 s 


1.8 s 


Reals 


10.7 s 


5.2 s 


Real 4 


292.7 s 


89.9 s 


Reals 


129.7 s 


44.6 s 


Real 6 


173.0 s 


64.2 s 


Real? 


8091.8 s 


7250.2 s 


Real 8 


2118.4 s 


1421.1 s 
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5 Experimental Results from the Deployment of the “Counter- 
Example Wizard” 

The counter-example wizard has been used to help debug numerous real-life Intel 
verification cases. The tool has been found to be beneficial during proof devel- 
opment in reducing the time spent analyzing counter-examples and reducing the 
number of “check-analyze-fix” iterations, consequently speeding up convergence 
to a proof. The main advantages of the wizard have been observed to be in deter- 
mining the root cause of a set of counter-examples and identifying a resolution to 
the failure. 

In this section, we illustrate the benefits of the counter-example wizard through 
real-life examples. Our productivity claim of the counter-example wizard relies on 
our experience in its deployment at Intel. 

5.1 Determining a Root Cause 

5.1.1 Strong versus Weak Values 

From our experience, the most important benefit of counter-example wizard has been 
the ability to home in quickly on the root cause of a counter-example by pinpointing 
pertinent signal values. The distinction between weak and strong values often indi- 
cates which signal values are responsible for a failure and which signal values do not 
affect the failure (i.e., not related to the root cause). For example, if a signal has weak 
values in all but one phase, this is a good indication that the one strong phase is the 
only important phase for this signal. Similarly, if only one of the inputs to a logic gate 
has a strong value, this is often an indication that the other input signal values can be 
ignored as being unrelated to the root cause of the failure. 

Multi-value counter-example annotation, by reducing the number of relevant 
signals and phases, reduces the amount of data to be comprehended in the 
counter-example report. Instead of being distracted by insignificant information, 
the verification engineer can concentrate on pertinent signals, phases, and values 
and ignore all the rest. Consequently, it is easier to comprehend the essential be- 
havior of the model, and identify values related to the root cause of a counter- 
example. In practical use, this characteristic of the counter-example wizard has 
been its most direct and immediate advantage. 

To illustrate how multi-value annotation helps pinpoint the root cause of a fail- 
ure, we present an example from our experience of the verification of a property 
involving ten pipe stages of control signals. In one failure report, we observed that 
almost all the signals in the model had weak values. One signal stood out, however, 
with a single strong value assignment in a particular phase. This gave us immediate 
indication that the failure was related to the value of this signal and phase. By trac- 
ing the staging of the signal through its several pipe stages, we shortly discovered 
that at one point the signal was not getting flopped into the next stage (see Fig. 5). 
Note that the value of the pipelined signal Reg_Rd changes from a strong 1 to a 
strong 0 at cycle 4. A simple examination of the flip-flop revealed that its clock was 
not toggling during the phase in which Reg_Rd_s05 took on a strong zero value, 
illustrating the root cause of the failure. This is a simple case that we could have 
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debugged even with traditional single-value counter-example reporting. Neverthe- 
less, multi-value signal annotation allowed us to dehug much more quickly and 
without unnecessary trial and error. This is exemplary of the more complex counter- 
examples with which the wizard has proved helpful. 

5.1.2 Sequential Constraints 

The “sequential constraint” capability has furthermore helped in root cause determi- 
nation in our verification problems. There are several cases of when constraints can 
be useful. First, signals relevant to a counter-example could be related but not con- 
stant. For example, if two signals are equivalent in the design under test, but their 
equality is not guaranteed in the verification, and the verification failure is due to this 
lack of an equivalence guarantee, then the counter-example report would show both 
signals having weak values. To see if there is a relationship between the signals, the 
value of one of the signals would need to be constrained. In this example, if the value 
of one of the signals is constrained to 0, then the other signal will take on a strong 1 
value. When this happens, we know there must be some relationship between these 
signals with respect to this set of counter-examples (namely, that they should be 
equivalent but are not in the verified model). The advantage that the wizard has pro- 
vided us in cases like this is the ability to identify relationships between signals in the 
counter-examples and thus help direct us to the root cause. 




Fig. 6. In this text-based multi-value annotated counter-example trace, the columns represent 
phases, and the rows represent the values of each of the signals at each phase. The ‘@’ and ‘!’ 
symbols represent weak 0 and weak 1 values, respectively, whereas ‘0’ and T’ represent the 
strong values 



Another case for which constraints are useful is when the set of counter-examples 
is due to multiple root causes. Constraints can be used to partition the set of counter- 
examples to identify the different root causes. This partitioning is not explicit but hap- 
pens naturally during analysis while experimenting with constraints and searching for a 
root cause. Once one root cause is identified, analysis is then switched to the cases not 
covered by that root cause. This is repeated until the set of counter-examples has been 
fully covered. The set is thus partitioned according to the various root causes. 

Multiple root causes usually cannot be identified when working with a single 
counter-example at a time. A given counter-example may be due to only one of the 
root causes; therefore only one root cause could be found from that counter-example. 
Even when a single counter-example is due to multiple root causes, it is unlikely that 
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all would be identified: When one apparent root cause is found, the verification engi- 
neer typically assumes that this is the sole cause. Therefore when multiple root causes 
exist, the counter-example wizard provides an additional advantage over traditional 
single-counter-example debugging. 



5.2 Identifying a Solution 

The counter-example wizard has also been helpful in identifying solutions to a set of 
counter-examples. In general, once the root cause of a failure is found, the root cause 
is usually eliminated either by expanding tbe model to include necessary guaranteeing 
logic, or by making an environmental assumption about the behavior of signals. The 
model is then re-verified after the necessary changes have been made. The expecta- 
tion is that the changes will eliminate any counter-examples, yielding a successfully 
completed proof. 

Analyzing counter-examples one at a time is often a process of trial and error. In a 
typical verification workflow, a verification run generates a single counter-example, 
the verification engineer tries to determine the root cause of the failure, a solution is 
implemented, the model is rebuilt, and the verification is run again. Unfortunately, the 
root cause may or may not have been correctly identified. Often it results in another 
counter-example report. When working with only a single counter-example at a time, 
there is no way to avoid this trial and error process. 

The counter-example wizard can eliminate some of this trial and error. Potential 
solutions can be tested to see if they really do resolve the current set of counter- 
examples. As noted above, a solution usually takes the form of either an expansion of 
the model to include necessary guaranteeing logic, or an environmental assumption. 
Therefore, a solution is essentially a restriction on signal behavior that disallows the 
behavior observed in the counter-example. To check whether the proposed solution 
will work, this restriction is given as a sequential constraint to the counter-example 
wizard. If the wizard determines that there are no counter-examples that satisfy this 
constraint, then the proposed solution successfully resolves all counter-examples of 
the given trace length for this verification. 

If the wizard does find counter-examples that satisfy the constraint, then the pro- 
posed solution does not completely resolve the current set of counter-examples. In 
this case a different solution can be tried, or the remaining counter-examples can be 
analyzed to determine why the proposed solution did not resolve them. Possible solu- 
tions to verification failures can thus be tested without implementing the solution and 
rerunning the verification. This can significantly reduce the time spent in the trial and 
error loop. The wizard gives feedback within seconds, instead of the minutes or some- 
times hours it takes to rerun the verification. 

In the example in Section 5.1 concerning the flip-flop whose clock failed to 
toggle, we could quickly test our guess that this was the root cause by specifying 
to the wizard the constraint that the clock should be high in the phase in which it 
failed to toggle. We then searched for counter-examples under this constraint, and 
when none were found, we knew that getting the clock to toggle during the phase 




Efficient Debugging in a Formal Verification Environment 



289 



in question would be sufficient to resolve all counter-examples of this trace 
length. 



5.3 Evaluating Counter-Example Wizard Capabilities through an Example 

In this section, we present the benefits of counter-example wizard by comparing 
multi-value annotation versus single-value through an example from a real-life formal 
property verification case. 

Let us first briefly explain the inputs of the verification case: the model, the prop- 
erty to be verified, and the design assumptions. 

• Property: If a request is killed, then the register that contains the request gets 
cleared. More specifically, if this “Active Register” holds a request that receives a 
kill, then it will be clear for the next two cycles. 

• Model Behavior: 

— Eventually a request is received and is retained in the Holding Register. 

— When the Active Register becomes free, the request moves from the Holding Reg- 
ister into the Active Register. 

— When the request is finished being serviced, it is cleared out of the Active Register. 

• Micro-architectural Assumption : 

The same request cannot be made twice. 
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Fig. 6. Traditional single counter-example trace. The columns represent phases, and the rows 
represent the values of each of the signals at each phase 
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Fig. 7. Multi-value counter-example trace. The columns represent phases, and the rows repre- 
sent the values of each of the signals at each phase. The ‘@’ and M’ symbols represent weak 0 
and weak 1 values, respectively, whereas ‘0’ and ‘ 1 ’ represent the strong values 



In the above traces two requests (Valid request) arrive one cycle apart. For the first 
request, the Write Enable for the Holding Register goes high in cycle 10, causing the 
Holding Register to be valid in the next cycle (cycle 11). Also in cycle 11, the Hold- 
ing^Active signal goes high, causing the request to move from the Holding Register 
into the Active Register. Consequently, the Active Register is valid in cycle 12. Fur- 
thermore, the trace shows a Kill request arriving in cycle 12. (This should kill the 
request by clearing the Active Register, which it does: the Active Register is not valid 
in cycle 13.) 

However, the property states that the Active Register should remain clear for two 
cycles, yet we see that it becomes valid again in the next cycle (cycle 14). This occurs 
due to the second request, which moves into the Active Register by the same process 
as the first request. Thus the Active Register becomes valid again after only one cy- 
cle, rather than the two cycles specified by the property. Hence the violation of the 
property and the failure of the proof. 

Let us now illustrate how multi-value annotation helps the verification engineer to 
find the root cause of the failure. 

• Multi-value annotation helps narrow the scope of the search for the root cause. 

— More strong values are associated with the second request than with the first. 
Therefore, the focus should be on the second request. 

• Multi-value annotation helps identify which logic has to be guaranteed to resolve 
all counter-examples of the given length. 

— Despite the assumption that the same request cannot be made more than once, the 
first and second requests arrive two cycles apart from one another. A closer exami- 
nation (not seen in the above trace) of the second request shows that it is indeed 
identical to the first request but with one exception: its “Special” bit. Multi-value 
annotation is helpful in identifying this conclusion. With single counter-example 
debugging, there is no indication that the Special bit is the only exception; it sim- 
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ply receives a zero or one, just like every other bit that comprises the request. 
However, with multi-value annotation the Special bit takes on strong values, so it 
is certain that here the Special bit is the only important component of the request. 

— Now that the second request, in particular its Special bit, has been identified as 
important, the Special bit can be followed from the request through the registers, as 
shown in the above trace. The Special bit is not getting passed from the Holding 
Register to the Active Register in cycles 13-14, even though the request is getting 
passed. Since the Special bit takes on strong values, we know that if the passing of 
the Special bit from the Holding to the Active Register can be guaranteed, then we 
will have resolved all counter-examples of this length. 

This debugging session helped the verification engineer pinpoint the missing logic 
that guarantees the transfer of the Special bit. Once that logic was included in the 
model, the proof succeeded. 

The verification case just described is derived from an actual debugging session 
from our verification work. We have indeed encountered much more complex 
counter-examples than the one just demonstrated. They include some with multiple 
root causes that could be identified all at once using multiple counter-example capa- 
bilities, but which single counter-example debugging could identify only one at a 
time. Such examples are quite complex and are beyond the scope of this paper. 



6 Conclusions 

In this paper we have introduced a novel formal verification debugging aid, the 
“counter-example wizard.” The novelty of the wizard is in its multi-value counter- 
example annotation, sequential constraint-based debugging, and multiple root cause 
detection mechanisms. The benefits of counter-example wizard have been observed in 
an industrial formal verification setting in verifying real-life Intel designs. 

The demonstrated advantages of the formal verification system augmented with the 
counter-example wizard are a shorter debugging loop and unique help in diagnosing 
and resolving failures. The time saved was due to faster determination of the root 
cause of a set of counter-examples, and the ability to identify and resolve multiple 
root causes in a single proof iteration. Furthermore, the wizard allows the verification 
engineer to test solutions to verification failures and observe if they really do resolve 
the apparent root cause. 
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Abstract. Model checking is the process of verifying whether a model of 
a concurrent system satisfies a specified temporal property. Symbolic al- 
gorithms based on Binary Decision Diagrams (BDDs) have significantly 
increased the size of the models that can be verified. The main prob- 
lem in symbolic model checking is the image computation problem, i.e., 
efficiently computing the successors or predecessors of a set of states. 
This paper is an in-depth study of the image computation problem. We 
analyze and evaluate several new heuristics, metrics, and algorithms for 
this problem. The algorithms use combinatorial optimization techniques 
such as hill climbing, simulated annealing, and ordering by recursive par- 
titioning to obtain better results than was previously the case. Theoret- 
ical analysis and systematic experimentation are used to evaluate the 
algorithms. 



1 Introduction 

Model Checking and State Explosion. In model checking [CGPOO], the system 
to be verified is represented as a finite Kripke strueture or labelled transition 
system. A Kripke structure over a set of atomic propositions AP is a tuple 
K = {S, R, L, I) where S is the set of states, i? c S' x S' is the set of transitions, 
/ C S is the non-empty set of initial states, and L : S — >■ 2^^ labels each state 
by a set of atomic propositions. 

Given a Kripke structure K = (S, R, I, L) and a specification in a temporal 
logic such as CTL, the model checking problem is the problem of finding all 
states s such that K,s \= 4> and checking if the initial states are among these. 
Model checking algorithms usually exploit the fact that temporal operators can 
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be characterized as /x— calculus terms. For example, the set of states where the 
CTL formula EF0 holds, is given by 

EF0 = 4 V F,XS. 

Recall that EF0 expresses reachability, i.e., the existence of a path where 0 
eventually holds. Such fixpoint translations directly correspond to iterative al- 
gorithms. 

Symbolic Verification. In practice, the systems to be verified are described by 
programs in finite state languages such as SMV or VERILOG. These programs 
are then compiled into equivalent Kripke structures. The main practical problem 
in model checking is the state explosion problem: the size of the state space of the 
system is exponential in the size of its description. Therefore, even for systems 
of relatively modest size, it is often impossible to compute their state space 
explicitly. 

In symbolic verification, the transition relation of the Kripke structure is not 
explicitly constructed, but instead a Boolean function representing the transition 
relation is computed. Sets of states are also represented as Boolean functions. 
Then, the fixpoint algorithms are applied to the formulas rather than to the 
Kripke structure. Since the Boolean formula is usually exponentially smaller than 
an explicit representation, symbolic verification is often able to alleviate the state 
explosion problem in these situations. Binary Decision Diagrams (BDDs) have 
been a particularly useful data structure for representing Boolean functions; in 
addition to their relative succinctness they provide a canonical representation for 
Boolean functions. As a result, equality of two Boolean functions can be easily 
checked in this representation. 

At the core of all symbolic algorithms is image computation,^ i.e., the task 
of computing the set of successors Img(S') of a set of states S, where 

Img(S') := {s' : 3s.R{s, s') A s £ S}. 

Image computation is one of the major bottlenecks in verification. Often it is 
impossible to construct a single BDD for the transition relation R. Instead, R is 
represented as a partitioned transition relation, i.e., as the conjunction of several 
BDDs, each representing a piece of R. The problem is how to compute Img(S') 
without actually computing R. 

As the above definition of Img indicates, the process of image computation 
involves quantifying state variables. In the BDD representation, this amounts to 
quantifying over several Boolean state variables. Early quantification [BCL91b, 
TSL+90] is a technique which attempts to reorder the conjuncts so that the 
scope of each quantifier is minimized. The effect of early quantification is that 
the evaluation of single quantifiers can be done over relatively small intermediate 
BDDs. An exact definition of early quantification will be given in Sect. 2. The 

^ The techniques in this paper also apply to preimage computation. For ease of expo- 
sition, we restrict ourselves to image computation. 
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success of early quantification hinges heavily upon the derivation and ordering 
of sub-relations. Significant effort has been directed over tlie last decade to tliis 
problem. Since the problem is known to be NP-hard, various heuristics have 
been proposed for the problem. 

In this paper, we propose and analyze several new techniques for efficient 
image computation using the partitioned representation. The main contributions 
of the paper are the following: 

• We extend and analyze image computation techniques previously developed 
by Moon et al. [MKRSOO] . These techniques are based on the dependence matrix 
of the partitioned transition relation. We explore various lifetime metrics related 
to this representation and argue their importance in predicting costs of image 
computation. Moreover, we provide effective heuristic techniques to optimize 
these metrics. 

• We show that the problem of minimizing the lifetime metric of [MKRSOO] is 
NP complete. More importantly, the reduction used to prove this result explains 
the close connection between efficient image computation and the well studied 
problem of computing the optimal linear arrangement for an undirected graph. 

• We model the interaction between various sub-relations in the partitioned 
transition relation as a weighted graph, and introduce a new class of heuristics 
called ordering by recursive partitioning. 

• We have performed extensive experiments which indicate the effectiveness of 
our techniques. By implementing these techniques, we have also contributed to 
the code base of the symbolic model checker NuSMV [CCGR99] . 

The main conclusion to be drawn from our analysis is the following: For 
complicated industrial designs, the effort initially spent on ordering algorithms 
is clearly amortized during image computation. In other words, the benefits of 
good orderings outweigh the cost of slow combinatorial optimization algorithms. 

The remainder of this paper is organized as follows: in Sect. 2, we introduce 
notations and definitions used throughout the paper. Section 3 reviews the state 
of the art for this problem. Section 4 discusses various algorithms that facili- 
tate early quantification. Section 5 describes experimental results. Finally, we 
conclude in Sect. 6 with some directions for future research. 



2 Preliminaries 

Notation: Every state is represented as a vector b\. . .bn G {0, 1}" of Boolean val- 
ues. The transition relation R is represented by a Boolean function T{x \, . . . , 
x'l, . . . , x'n). Variables X = X\,X 2 , ■ ■ . ,Xn and X' = x[,X 2 , ■ ■ ■ ,x'n are called cur- 
rent state and next state variables respectively. T{X,X') is an abbreviation for 
T{xi , . . . , Xn, x [, . . . , x'n). Similarly, functions of the form S{X) = S{xi , . . . , Xn) 
describe sets of states. We will occasionally refer to S as the set, and to T 
as the transition relation. For simplicity we will use X to denote both the set 
{xi, . . . , Xn) and the vector (xi, . . . , x„). Then the set of variables on which / 
depends is denoted by Supp{f). 
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Example 1. [3 bit counter. (Running Example)] Consider a 3-bit counter 
with bits X\,X 2 and x^. Xi is the least significant and xs the most significant bit. 
The state variables are X = x\,X 2 ,xs, X' = x[,X 2 ,x'^. The transition relation 
of the counter can be expressed as 

T{X, X') = (x'l -iXi) A {x '2 -O- Xi © X2) A (^3 (xi A X2) © 2 : 3 ). 

In later examples, we will compute the image Img(S') of the set S(X) = -^xi. 
Note that S(X) contains those states where the counter is even. 

Partitioned BDDs: For most realistic designs it is impossible to build a single 
BDD for the entire transition relation. Therefore, it is common to represent the 
transition relation as a conjunction of smaller BDDs T\{X, X'), T 2 {X, X'), . . . , 
Ti{X,X'), i.e., 

T{X,X')= !\ UX,X'), 

l<i<l 

where each Ti is represented as a BDD. The sequence is called a 

partitioned transition relation. Note that T is not actually computed, but only 
the TiS are kept in memory. 

Example 2. [3 bit counter, ctd.j For the 3 bit counter, a very simple parti- 
tioned transition relation is given by the functions T\ = -O- ^Xi),T 2 = {x^ ^ 

x\ © X2) and T 3 = (X3 O (xi A X2) © X 3 ). 

Partitioned transition relations appear naturally in hardware circuits where 
each latch (i.e., state variable) has a separate transition function. However, a par- 
titioned transition relation of this form typically leads to a very large number 
of conjuncts. A large partitioned transition relation is similar to a CNF rep- 
resentation. So as the number of conjuncts increases, the advantages of BDDs 
are gradually lost. Therefore, starting with a very fine partition Ti, . . . , T; ob- 
tained from the bit relations, the conjuncts Ti are grouped together into clusters 
Cl, . . . ,Cr, r < I such that each Ci is a BDD representing the conjunction of 
several T^’s. The image Img(5) of S is given by the following expression. 

Img(5(A)) = • (T(A, X') A S{X)) (1) 

= 3X-i /\ T,{X,X')aS{X)) (2) 

l<i<l 

= 3X-{ /\ C,{X,X')AS{X)) (3) 

l<z<r 



Note that in general 3x{aAf3) is not equivalent to {3xa) A (3x/3). Consequently, 
to compute Img(S'(A)), formula 3 instructs us to compute first a BDD for 
Ai<i<r X') AS{X). As argued above, partitioned transition relations have 
been introduced to avoid computing this potentially large BDD. 
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Early Quantification: Under certain circumstances, existential quantification can 
be distributed over conjunction using early quantification [BCL91b,TSL+90]. 
Early quantification is based on the following observation: if we know that a 
does not contain x, then 3x{a A /3) is equivalent to a A {3x(3). In general, we 
have I conjuncts and n variables to be quantified. Since loosely speaking, clusters 
correspond to semantic entities of the design to be verified, it is expected that 
not all variables appear in all clusters. Therefore, some of the quantifications 
may be shifted over several Ci’s. For a given sequence C\,. . . ,Cr of clusters, we 
obtain 



Img(5(X)) = • (Ci(X,X') A 3 X 2 • {C 2 (X,X') . . . 

3Xr-{CfiX,X')AS{X)))) (4) 

where Xi is the set of variables which do not appear in Supp{C\) U . . . U 
Supp{Ci-i) and each Xi is disjoint from each other. Existentially quantifying 
out a variable from a formula / reduces | Supp[f) \ which usually corresponds to 
a reduced BDD size. The success of early quantification strongly depends on the 
order of the conjuncts C\, . . . ,Cr- 

Quantification Scheduling. The size of the intermediate BDDs in image compu- 
tation can be reduced by addressing the following two questions: 

Clustering: How to derive the clusters Ci, . . . ,Cr from the bit-relations 

Ordering: How to order the clusters so as to minimize the size of the interme- 
diate BDDs? 

These two questions are not independent. In particular, a bad clustering results 
in a bad ordering. Moon and Somenzi [MSOO] refer to this combined problem as 
the quantification scheduling problem. The ordering of clusters is known as the 
conjunction schedule. 

Our algorithms are based on the concepts of dependence matrices (introduced 
in [MKRS00,MS00]) and sharing graphs. 

Definition 1 (Moon et al). The dependence matrix of an ordered set of 
functions {/i, / 2 , • • • , fm} depending on variables x\,...,Xn is a matrix D with 
m rows and n columns such that dij = 1 if function fi depends on variable Xj, 
and dij = 0 otherwise. 

Thus, each row corresponds to a formula, and each column to a variable. 
For image computation, we will associate the rows with the conjuncts of the 
partitioned transition relation, and the columns with the state variables. For 
example, fm = S{X), fm-i = Cr, ■ ■ .. Thus, different choices for fi,l < i < m 
correspond to different orderings. 

We will assume that the conjunction is taken in the order fm, fm-i, ■ ■ ■ , f 2 ,fi, 
i.e., we consider an expression of the form 3X (/i A (/2 A ... A (fm-i A fm)))- If 
a variable occurs only in fm, we can quantify it early by pushing it to the right 
just before fm- 
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Example 3. [3 bit counter, ctd.] For /4 = S{X), /s = T3, /2 = T2, /i = Ti 
the dependency matrix for our running example looks as follows: 





Vi 


V2 


V3 




v'2 


V3 


/i =Ti 


1 


0 


0 


1 


0 


0 


/2=T2 


1 


1 


0 


0 


1 


0 


/ 3 =T 3 


1 


1 


1 


0 


0 


1 


/4 = S{X) 


1 


0 


0 


0 


0 


0 



In general, for a variable Xj, let Ij denote the smallest index i in column j 
such that dij = 1. Analogously, hj denotes the largest index. We can quantify 
away the variable Xj as soon as the conjunct corresponding to the row Ij has 
been considered. The variable does not appear in any conjuncts after hj. Hence, 
hj — Ij can be viewed as the lifetime of a variable. Moon, Kukula, Ravi and 
Somenzi [MKRSOO] define the following metric and use it extensively in their 
algorithms. 

Definition 2 (Moon, Kukula, Ravi, Somenzi). The normalized average 
lifetime of the variables in a dependenee matrix is given by 

^ “ ij + 1) 

m ■ n 

Note that the definition of A assumes that iS'(A) is given. Therefore, since 
A depends on S{X), the ordering has to be recomputed in each step of the 
lixpoint computation. We are considering static ordering techniques here, which 
are computed independently of any particular S{X), so it is necessary to make 
assumptions about the structure of S{X). We obtain two lifetime metrics Xu 
and Al depending on whether we assume Supp{S) = X or Supp{S) = 0. It is 
easy to see that Al < A < Ajy. The terms average active lifetime and total active 
lifetime are also used to denote Al and Xu respectively. Moon and Somenzi argue 
in favour of using Al. We will evaluate the effectiveness of each of these metrics 
to predict image computation costs. 

3 Related Work 

The importance of the clustering and ordering problem was first recognized 
by Burch et al. [BCL91a] and Touati et al. [TSL+90]. Geist and Beer [GB94] 
proposed a simple heuristic algorithm, in which they ordered conjuncts in the 
increasing order of the number of support variables. All these techniques are 
static techniques. Subsequently, the same clusters and ordering are used for 
all the image computations during symbolic analysis. Since the clustering and 
ordering problems are not independent, these techniques typically begin by first 
ordering the conjuncts and then clustering them and finally ordering the clusters 
again using the same heuristics. The first successful heuristic (commonly known 
as IWLS95) for this problem is due to Ranjan et al. [RAP+95]. They have an 
elaborate heuristic procedure for ordering the initial conjuncts and the clusters. 
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The ordering procedure maintains a set Q of conjuncts that are already ordered 
and a set R of conjuncts that are yet to be ordered. Note that we have used 
the word conjunct here to mean both the conjuncts before clustering and the 
clusters in the final ordering phase. The next conjunct in the order is chosen 
from R using a heuristic score. The score is computed by using four factors: the 
maximum BDD index of a variable that can be quantified, the number of next 
state variables that would be introduced, the number of support variables, and 
the number of variables that will be quantified away. After the ordering phase, 
the clusters are derived by repeatedly conjoining the conjuncts until the BDD 
of the cluster grows larger than some partition size limit, at which point a new 
cluster is started. Bwolen Yang proposed a similar technique in his thesis [Yan99]. 
However, he introduces a pre-merging phase where conjuncts are initially merged 
pairwise based on the sharing of support variables and the maximum BDD size 
constraint. His ordering heuristic is based on six factors which are similar to 
those used by Ranjan et al. [RAP+95]. However, he also takes into account the 
relative growth in BDD sizes. The clustering algorithm Yang uses is the same as 
the one used in IWLS95. A recent paper by Moon and Somenzi [MSOO] presents 
an ordering algorithm (henceforth referred to as FMCADOO) based on computing 
the Bordered Block Triangular form of the dependence matrix. Their clustering 
algorithm is based on the sharing of support variables (affinity). They report 
large performance gains with respect to the IWLS95 technique. 

4 Algorithms for Ordering Clusters 

The algorithms we propose also follow the order-cluster-order strategy. The or- 
dering algorithms that we present in this section are used before and after cluster- 
ing. Our clustering strategy is as in IWLS95. For the sake of clarity of notation, 
let us assume that the clusters Ci, C 2 , . . . , have been constructed and we are 
ordering them. But the discussion applies equally well to ordering the initial 
conjuncts Ti, . . . , T„. 

We present two classes of algorithms. The first one is based on dependence 
matrix and the other one on sharing graphs. 

In Sect. 2 we defined a dependence matrix D corresponding to the set of 
clusters As already pointed out, the number of support variables 

provides a good estimate of the size of a BDD. Therefore, we seek a schedule 
in which the lifetime of variables is low. Moon and Somenzi [MSOO] provide a 
method to convert a dependence matrix into bordered block triangular form 
with the goal of reducing A^. 



4.1 Minimizing A is NP-Complete 

The main result of this subsection (Theorem 1) motivates the use of various 
combinatorial optimization methods. 

Let A-OPT be the following decision problem: given a dependence matrix 
D and a number r, does there exist a permutation a of the rows of D such 
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that A < r? The following theorem shows that A — OPT is NP-complete. The 
reduction is from the optimal linear arrangement problem (OLA) [GJ79, page 
200] . Due to space limitations the proof is given in the appendix. 

Theorem 1. X-OPT is NP-complete. 

The complexity of this problem was not explored by Moon and 
Somenzi [MSOO] . There exists a variety of heuristics for solving the optimal lin- 
ear arrangement problem and related problems in combinatorial optimization. 
Some of these heuristics are based on hill climbing and simulated annealing. 
There are two important characteristics of this class of algorithms. First of all, 
they all try to minimize an underlying cost function. Second, these heuristics use 
a finite set of primitive transformations, which allows them to move from one 
solution to another. In our case, the set of swaps of the rows of the dependence 
matrix constitutes the set of moves and the cost function can be chosen to be 
either A^ or X^. Our experimental results (Sect. 5) confirm that A^ correlates 
with image computation costs much better than Xu does, in accordance with 
the claim of [MSOO] . Simulated annealing is a more general and flexible strategy 
than hill climbing. 



4.2 Hill Climbing 

Hill climbing is the simplest greedy strategy in which at each point, the solution 
is improved by choosing two rows to be swapped in such a manner as to achieve 
best improvement in the cost function. This process is repeated until no further 
move improves the solution. Since the best move is chosen at each point, this 
strategy is also called steepest descent hill climbing. However, this algorithm can 
easily get stuck in local optima. Randomization is used to alleviate this problem 
as follows: The best move that improves the solution is accepted only with some 
probability p, and with probability 1 — p, a random move is accepted. This allows 
the algorithms to get out of local optima. Note that with p = 1.0, we get the 
steepest descent hill climbing. The algorithm can be run multiple number of 
times, each time beginning with a random permutation, and the best solution 
that is achieved is accepted. 

Figure 1 describes the algorithm in exact terms. The hill climbing procedure 
is repeated NumStarts times. In the algorithm, a denotes a permutation of 
the rows of the dependency matrix. Hill climbing is performed until no further 
improvement in A is possible. 

4.3 Simulated Annealing 

The physical process of annealing involves heating a piece of metal and letting 
it cool down slowly to relieve stresses in the metal. The simulated annealing 
algorithm (introduced by Metropolis et al. [MRR+53]) mimicks this process to 
solve large combinatorial optimization problems [KJV83]. Drawing analogy from 
the physical process of annealing, the algorithm begins at a high “temperature” , 
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HillClimbOrder(D) 

1 Abest = 2 // any number greater than 1 will do, since A is always less than 1 

2 for i = 1 to N uraStarts 

3 let a' be a random permutation of conjuncts. 

4 while there exists a swap in a' to reduce A 

5 make the best swap with probability p, 

6 or make a random swap with probability 1 — p to update a' . 

7 if A^ < \best 

8 ^best — A 

9 (^best — CT 

10 endif 

11 endfor 



Fig. 1. Hill climbing algorithm for minimizing A 



where the set of moves is essentially random. This allows larger jumps from 
local to global optima. Gradually, the temperature is decreased and the moves 
become less random favoring greedy moves over random moves for achieving a 
global optimum. Finally, the algorithm terminates at “freezing” temperatures 
where no further moves are possible. At each stage, the temperature is kept 
constant until “thermal quasi-equilibrium” is reached. While random moves help 
in the beginning, when the algorithm has a greater tendency to get stuck in local 
optima, the greedy moves help to achieve a global optimum once the solution is 
in the proximity of one. In practice, simulated annealing has been successfully 
used to solve optimization problems from several domains. 

The probability of making a move that increases the cost function is related 
to the temperature U at the z-th iteration, and is given by . Thus at higher 

temperatures, the probability of accepting random moves is high. The gradual 
decrease of temperature is called the cooling schedule. If the temperature is 
decreased by a fraction r in each stage, we get an exponential cooling schedule. 
Thus beginning with an initial temperature of to, the temperature in the i- 
th iteration is tor^- It has been shown that a logarithmic cooling schedule is 
guaranteed to achieve an optimal solution with high probability [B’e92,HaJ85]. 
However, this is an extremely slow cooling schedule and simple cooling schedules 
like exponential schedules perform well for many problems. Figure 2 describes 
our algorithm. The parameter NumStarts controls the number of times the 
temperature is decreased. The parameter NumStarts2 controls the number of 
iterations at a fixed temperature ti. 



4.4 Sharing Graphs and Separators 



We build sharing graphs as defined below to model interaction between clusters. 
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SimAnnealOrder(D) 
for i = 1 to NumStarts 

1 U tor'- 

2 for j = 1 to NumStarts2 

3 permute two random rows of D to get Di 

4 if (Ai < A) // greedy move 

5 \ ^ \i-, D ^ Di 

6 else / / random move 

7 with probability e , set A Ai ; D ■(— Di 

8 endif 

9 endfor 
10 endfor 



Fig. 2. Simulated annealing algorithm to minimize A 



Definition 3. A sharing graph corresponding to a set of Boolean functions 
{/i, /2, • • • , /m} is a weighted graph G{V, E, We), where V = {/i, /2, ■ ■ • , /™}, 
E = V X V and Wf, : E ^ lit is a real-valued weight function. 



We shall use heuristic weight functions to express interaction between clus- 
ters. Intuitively, the stronger the interaction between two clusters, the closer 
they should be in the ordering. IWLS95 and Bwolen Yang’s heuristics order the 
conjuncts based on this type of interaction between conjuncts. We propose to 
use graph algorithms on sharing graphs to order the conjuncts. We define the 
weight w{Ti,Tj) of an edge {Ti,Tj) in the sharing graph as 

T\ = W n SuppjTj) BddSizejTi A Tj) 

^ 1 ■ I Supp{T,)\ + I Supp{Tj)\ ^ ' BddSize{T,) + BddSize{Tj) 



The first factor (Wi > 0) denotes the relative weight of sharing of support 
between two conjuncts, while the second factor {W 2 < 0) denotes the weight of 
the relative growth in the sizes of BDDs if these two conjuncts are conjoined. 
Therefore, a higher edge weight between two conjuncts indicates a higher degree 
of interaction and consequently these conjuncts should appear “close” in the 
ordering. 

A separator partitions the vertices of a weighted undirected graph into two 
sets such that the total weight of the edges between two partitions is “small”. 
Formally, an edge separator is defined as follows: 



Definition 4. Given a weighted undirected graph G{V, E) with two weight func- 
tions We ■ E ^ lit and Wy : V ^ IR, and a positive constant 7 < 0.5, an edge 
separator is a collection of edges Eg such that removing Eg from G partitions G 

E Wv(v)—y Wu(v 

vEVl ^ ' Z-^veV2 ^ 



into two disconnected subgraphs Vi and V2, and 






< 7- 
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Usually, 7 is chosen very close to zero so that the size of the two sets is ap- 
proximately the same. The weight of the edge separator is simply the sum of 
the weight of the edges in Eg. It has been shown that finding an edge separator 
of minimum weight is NP-complete [GJ79, pp. 209], in fact finding an approxi- 
mation is NP-hard, too [BJ92]. The problem of finding a good separator occurs 
in many different contexts and a wide range of application areas. A large number 
of heuristics have been proposed for the problem. One of the most important 
heuristics is due to Kernighan and Lin [KL70]. Variations of this heuristic [FM82] 
have been found to work very well in practice. 

By finding a good edge separator of the sharing graph, we obtain two sets of 
vertices with a low level of interaction between them. Thus the vertices of these 
two sets can be put apart in the ordering. A complete ordering is achieved by 
recursively invoking the algorithm on the two halves. Since this ordering respects 
the interaction strengths between conjuncts, we expect to achieve smaller BDD 
sizes. 

We use the Kernighan-Lin algorithm for finding a good edge separator Eg- 
This produces two sets of vertices L and R. A vertex v E L that has an edge 
of non- zero weight to a vertex in R is called an interface vertex. Lj denotes the 
set of interface vertices in L. Similarly, Rj denotes the set of interface vertices 
in R. We invoke the algorithm to recursively order L\ Lj, Lj, Rj, and R\ Rj. 
Finally, the order on the vertices is given by the order on L\Lj followed by the 
order on L/, followed by the order on Rj, and followed by the order on R\Ri. 
Figure 3 describes the complete algorithm. 



KLinOrder(G(U, E), W) 

1 Find a separator Eg using 
Kernighan-Lin heuristic 

2 Let L and R be two partitions of 
vertices induced by Eg. 

3 Li -o- Interface{L) . 

4 Ri ^ Interface{R) . 

5 Recursively call the procedure on 
the subgraphs induced by L\ Li, Li, 

Ri and R\ LL. 

6 Order the vertices as 
KLinOrder{L \ Li) -< K LinOrder{Li) -< 
KLinOrder[Ri) -< KLinOrder[R \ Ri). 




Fig. 4. Kernighan-Lin partition 



Fig. 3. An ordering algorithm based on graph 
separators 
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5 Experimental Results 

In order to evaluate the effectiveness of our algorithms, we ran reachability and 
model checking experiments on circuits obtained from the public domain and 
industry. The “S” series of circuits are ISCAS’93 benchmarks, and the “lU” series 
of circuits are various abstractions of an interface control circuit from Synopsys. 
For a fair comparison, we implemented all the techniques in the NuSMV model 
checker. All experiments were done on a 200MHz quad Pentium Pro processor 
machine running the Linux operating system with 1GB of main memory. We 
restricted the memory usage to 900MB, but did not set a time limit. The two 
performance metrics we measured are running time and peak number of live 
BDD nodes. We provided a prior ordering to the model checker and turned off 
the dynamic variable reordering option. This was done so that the effects of BDD 
variable reordering do not “pollute” the result. We also recorded the fraction of 
time spent in the clustering and ordering phases. The cost of these phases is 
amortized over several image computations performed during model checking 
and reachability analysis. 

In the techniques that we have described, several parameters have to be 
chosen. For example, the cooling schedule in the case of simulated annealing 
needs to be determined. We ran extensive “tuning experiments” to find the best 
value for these parameters. Due to space constraints, we do not describe all those 
experiments. However, the choice of lifetime metric to optimize is a crucial one 
and hence in our first set of experiments, we evaluate the effectiveness of these 
metrics for predicting image computation costs. 

Our algorithms for combinatorial optimization of lifetime metrics can choose 
to work with either upper or lower approximations of lifetimes. We ran the 
following experiment to estimate the eorrelation between the performanee, and 
Al and Al respectively. We generate various eonjunction sehedules for a number 
of benchmarks by different ordering methods and by varying various parameters 
of the optimization methods. Each schedule gives us different values for lifetime 
metrics. We measure the running time and the peak number of live BDD nodes 
used for the model checking or reachability phase. For each circuit, this gives 
us four scatter plots for running time vs lifetime metric and space vs lifetime 
metric. A statistical correlation coefficient between runtime/space and lifetime 
metric indicates the effectiveness of a metric for predicting the runtime/space 
requirement. The following Table 1 concisely summarizes the correlation results. 

It is clear from this data that the active lifetime (Al) is a much more accurate 
predictor of image computation costs than total lifetime (Xu)- Hence, simulated 
annealing and hill climbing techniques optimize Al- 

In the following set of experiments (Table 2), we compare our techniques 
against the FMCADOO strategy [MSOO]. The first column indicates the total 
running time of the benchmark (including ordering/clustering and model check- 
ing/reachability phases), the second column indicates the peak number of live 
BDD nodes in thousands during the whole computation, the third column in- 
dicates time used by ordering phase, the next two columns indicate Al and Xu 
achieved. From hill climbing and simulated annealing, we only report the results 
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Table 1. Correlation between various lifetime metrics and runtime/space for a repre- 
sentative sample of benchmarks 



Circuit 


1 Runtime | 


1 Space II 




A[7 


Al 


A[7 


IU40 


0.560 


0.303 


0.610 


0.227 


IU70 


0.603 


0.336 


0.644 


0.263 


TCAS 


0.587 


0.366 


0.628 


0.240 


S1269 


0.536 


0.402 


0.559 


p 

CO 


S3271 


0.572 


0.350 


0.602 


|0.297|| 



of simulated annealing, as both of them belong to the same class of algorithms. 
Moreover, we found out that in general, simulated annealing achieves better 
performance than hill climbing. 

The algorithm KLin based on edge separators achieves lower peak live node 
count for several circuits than FMCADOO. For the 15 large benchmarks for which 
FMCAD’OO takes more than 100 secs to finish, KLin wins 10 cases in terms of 
Peak live BDD nodes, and 7 cases in terms of running time. In some cases, the 
savings in space is 40%. 

The result for the simulated annealing algorithm that minimizes A is shown in 
Table 2. Again, in comparison to FMCADOO, for the 15 non-trivial benchmarks, 
simulated annealing wins 14 cases and ties for the other in space, and wins 11 
cases in time. In some cases, the savings in space is 55%. The simulated annealing 
algorithm can also complete 16 reachability steps for the S1423 circuit, which to 
our knowledge has not be achieved by other techniques. Comparing KLin and 
simulated annealing, simulated annealing achieves the better results for all the 
nontrivial benchmarks. 

The improvements in execution times are less than the improvements in 
space, especially for smaller circuits. This is because separator based algorithms 
spend more time in the ordering phase itself. However, for larger circuits, this 
cost gets amortized by the smaller HDDs achieved during analysis. An important 
observation that can be made is that in general, our algorithms spend more time 
in the initial ordering phase as compared to FMCADOO. This is to be expected 
since both KLin and simulated annealing are optimization methods. 

The last two columns in Table 2 indeed demonstrate that our algorithms 
improve various As with respect to FMCAD’OO. The main objective of our algo- 
rithms was to improve Al, though we can see that they also result in better Ajys 
in general. 

6 Conclusions and Future Work 

We have given convincing evidence that variable lifetimes have a crucial impact 
on the performance of image computation algorithms. We have also presented 
new algorithms for conjunction scheduling based on hill climbing, simulated 
annealing, and graph separators and shown the effectiveness of them. The per- 





Table 2. Comparing FMCADOO(I), Kerniglian-Lin separator (II) and Simulated annealing (III) algorithms. The times are reported ir 
seconds. The peak space is reported by the peak number of live BDD nodes in thousands. (MOut)-Out of memory, (^)-SFEISTEL 
(*)-8 reachability steps, (**)-14 reachability steps, (^)-13 reachability steps. The lifetimes reported are after the final ordering phase. 



306 



P. Chauhan et al. 



b 


3 


t-- 

00 

d 


CM 

d 


O 

d 


CO 

CO 

d 


00 

o 

CO 

d 


CO 

CO 

d 


05 

CD 

lO 

d 


CO 

o 

d 


lO 

t-H 

lO 

d 


CO 

CM 

Tp 

d 


CO 

00 

d 


CO 

CM 

lO 

d 


iC 

Tp 

CO 

d 


i-H 

05 

lO 

d 


t-H 

CO 

CM 

d 


05 

00 

LO 

d 


Tp 

t-H 

t- 

d 


CM 

lO 

I-H 

d 


05 

t- 

I-H 

d 


CO 

CM 

CM 

d 


00 

p- 

co 

d 


I-H 

CO 

lO 

d 


O 

CO 

Tp 

d 


- 


1.0 
T— 1 

LO 

d 


CM 

lO 

d 


»o 

00 

d 


CM 

CM 

lO 

d 


o 

CO 

CO 

d 


CO 

CM 

CO 

d 


CO 

CO 

;0 

d 


d 


CM 

CO 

tP 

d 


00 

Tp 

TP 

d 


CO 

05 

cq 

d 


CM 

05 

d 


00 

CM 

O 

d 


t- 

05 

LC 

d 


CO 

o 

cq 

d 


05 

CM 

05 

d 


05 

t-H 

;D 

d 


Tp 

CO 

t-H 

d 


05 

o 

I-H 

d 


CO 

c 

CO 

d 


JO 

CO 

cq 

d 


Tp 

CM 

ZO 

d 


CM 

CM 

d 


- 


1 — 1 

d 


a-i 

CO 

d 


i> 

o 

lO 

d 


05 

lO 

d 


CO 

t- 

lO 

d 


00 

o 

LO 

d 


uo 

CO 

d 


05 

d 


CO 

00 

lO 

d 


05 

lO 

cq 

d 


TP 

CM 

tP 

d 


T 1 

CO 

t- 

d 


o 

n- 

iq 

d 


CO 

CM 

;D 

d 


05 

05 

CM 

d 


05 

kO 

zo 

d 


CM 

iq 

d 


05 

t-H 

CM 

d 


T 1 

CM 

d 


CO 

CO 

CO 

d 


05 

05 

CM 

d 


Tp 

lO 

iq 

d 


CM 

CM 

cq 

d 


Al 


3 


d~ 

o 

CN 

d 


to" 

CO 

r-H 

d 


iv 

CM 

d 


CM 

CO 

d 


o 

CO 

d 


o 

CO 

d 


o~ 

o 

CO 

d 


CO 

t-H 

d 


CM 

CO 

d 


iO 

CO 

d 


3o~ 

00 

CM 

d 


d~ 

tP 

cq 

d 


CM 

cq 

d 


"FT 

00 

CM 

d 


"FT 

CM 

CM 

d 


"d” 

Tp 

Tp 

d 


"co” 

00 

cq 

d 


d” 

05 

o 

d 


d” 

00 

o 

d 


d” 

00 

t-H 

d 


CM 

CM 

d 


d” 

Tp 

cq 

d 


o 

cq 

d 


- 


CO 

o-i 

CN 

d 


o 

CM 

CM 

d 


o 

cn 

CM 

d 


00 

CO 

CO 

d 


CO 

co 

d 


CO 

CO 

CO 

d 


CO 

LO 

CO 

d 


00 

t-H 

d 


CO 

00 

CO 

d 


CO 

lO 

CO 

d 


CO 

05 

CM 

d 


t-H 

t-- 

co 

d 


iC 

CO 

cq 

d 


CO 

CO 

cq 

d 


CM 

00 

t-H 

d 


CM 

CM 

CO 

d 


Tp 

05 

co 

d 


Tp 

I-H 

t-H 

d 


CO 

o 

t-H 

d 


lO 

00 

I-H 

d 


p- 

t-H 

CM 

d 


Tp 

io 

CO 

d 


i-H 

o 

iq 

d 


- 


CS| 

CO 

d 


CO 

CO 

d 


o 

05 

CM 

d 


o 

CO 

CO 

d 


CO 

CO 

d 


CO 

CM 

CO 

d 


o 

CO 

CO 

d 


05 

t-H 

CO 

d 


Tp 

00 

CO 

d 


05 

00 

CO 

d 


CO 

o 

CO 

d 


00 

05 

CO 

d 


CM 

n- 

cq 

d 


CM 

CO 

cq 

d 


CO 

n- 

t-H 

d 


Tp 

00 

d 


CM 

Tp 

d 


Tp 

CM 

t-H 

d 


CM 

O 

I-H 

d 


Tp 

CM 

CM 

d 


Tp 

t-H 

CM 

d 


CO 

00 

CO 

d 


CO 

00 

Tp 

d 


Ordering time 


K 


"d” 

CN 


d~ 

t-H 


co~ 


CO 


co~ 


lO 


CO 


"Ff 

t- 


00 


o 


"d" 

CM 


d~ 

Tp 


"co" 

CO 


LO 

i-H 


LO 

CO 


CM 


d” 

CO 


"Ff 

CO 


d” 


d” 

CO 


d” 

lO 


d” 

p- 


bO 

CO 


trl 


20 


15 


l-H 


24 


24 


21 


32 


52 


06 


1 — 1 
00 


95 


lO 

r-H 


n- 

CM 


i-H 

Tp 

I-H 


173 


19 


24 


49 


45 


30 


CO 

CM 


84 


17 




CN 




mH 


CO 




lO 


o 

T— 1 


CD 

t-H 


tP 

rH 


00 

t-H 


00 

CO 


lO 

Tp 


05 

tP 


05 

lC 


r- 

CM 


o 

t-H 


LO 

t-H 


CM 

Tp 


00 

CO 


CO 

CO 


05 

CO 


Tp 

I-H 


o 

t-H 


Peak space 


K 


CN 

CM 


CO 


lO 

mH 


d~ 

05 

CM 


CM 

O 

CM 


CM 

CO 

CM 


oo" 

00 


CM 

O 

CO 

r-H 


05 

CM 

CO 


05 

H- 

CO 


CO 

05 

05 


c 

Tp 

05 


co” 

05 

05 

t- 


I-H 

;0 

CO 

LO 

CM 


d” 

Tp 

05 


co” 

05 

00 


LO 

CO 


d” 

t- 

CM 

t-H 


|016 


co” 

o 

CM 

CO 


1-H 

00 

CO 

t-H 


d” 

2 


CO 

CO 

co 

00 

Tp 


a 


276 


106 


13 


563 


366 


00 

CO 


3952 


1599 


3358 


7048 


6606 


12193 


tP 

CO 

CM 

CM 

CM 


4^ 

o 


12376 


1736 


190 


4H 

3 

0 


947 


6240 


CO 

CO 

GO 

CP5 


146 


CO 

lO 

CO 

p- 

CM 


- 


289 


137 


lO 

t-H 


290 


257 


353 


o 


1627 


4683 


4^ 

o 


17355 


16538 


4^ 

o 


4^ 

o 


11931 


O 

Tp 

tP 

r— 1 


159 


CM 

CO 

CO 

I-H 


1124 


8635 


12837 


147 


lO 

t-H 

CM 

IC 

CO 


Total Time 


3 


(M 

00 

1-H 


CM 


CO 


CO 

CO 


IT 




lO 

CO 

T— 1 


o 

TP 


o 

t- 

00 


CO 

00 

o 

t-H 


2855 


3822 


Tp 

CM 

00 

Tp 


CO 

CO 

05 

CO 


4598 


1875 


t-H 

LO 

CO 


00 

CO 

t-H 

o 

t-H 


3013 


3399 


CO 

CO 

iO 

Tp 

CM 


CM 

CO 

p- 


35876 


a 


161 


O 

CM 


CM 


104 


05 

CM 


11- 

co 


11256 


522 


891 


1260 


3033 


4218 


6586 


4H 

S 

O 


5285 


2466 


1794 


4J 

5 

0 


3109 


3286 


CO 

CO 

lO 

05 


916 


lO 

CO 

CM 

05 

t-H 


- 


159 


FT 




00 

CM 


ST 


CO 


3 

o 


476 


982 


3 

o 


5398 


5367 


4^ 

3 

o 


44 

3 

o 


5058 


2109 


799 


CO 

CO 

o 

00 

t-H 


3565 


4234 


23659 


863 


LO 

CM 

CO 

CO 

CM 


o u 

(N 5^ 

° =th 


14.63 


47.58 


8.98 


18.07 


22.49 


25.85 


CM 

00 

d 

CM 


31.57 


33.94 


CM 

cq 

d 

CO 


42.07 


46.59 


O 

00 

d 

Tp 


tP 

I-H 

CM 

LO 


106.87 


30.07 


40.59 


57.71* 


72.35 


79.83 


Tp 

cq 

d 

00 


218.77 


* 

* 

T 1 

Tp 

Pb 

CO 


d 

% 


O 


C 


CO 


138 


183 


159 


183 


615 


625 


632 


635 


322 


350 


362 


o 


00 


05 

CM 


lO 

CO 


49 


CO 

CM 


40 


69 


p- 




CO 


16 


05 

CM 


30 


35 


o 


UO 


oe 


lO 

LO 


lO> 

CO 


C 


n- 


o 

00 


lO 

00 


139 


t- 

co 


t- 

lO 


179 


104 


116 


132 


293 


Tp 

p^ 


u 

5m 

G 


|IDLE 


|GUID 


|S953 


|IU30 


|IU35 


|IU40 


|IU45 


|IU50 


|IU55 


|IU65 


|IU70 


|IU75 


|IU80 


|IU85 


|TCAS 


|S1269 


|S1512 


|S5378 


|S4863 


|S3271 


|S3330 


h 

Id 

C/2 


S1423 






Using Combinatorial Optimization Methods for Quantification Scheduling 307 



formance of these algorithms was comparable to that of the current best known 
methods. Our experiments clearly demonstrate that for large circuits, we can 
achieve savings in memory in the range of 50-60%. Since fine-tuned image com- 
putation algorithms are obviously most important for large circuits, we believe 
that our results are a significant contribution to model checking and reachability 
analysis. On the implementation side, we have contributed several new image 
computation algorithms to the NuSMV model checker, and believe that it will 
be a valuable research tool. 

There are some interesting research directions to pursue. First of all, we 
need to understand the behavior of our algorithms on broader class of systems. 
The examples were mostly chosen from the circuit domain, and we would like 
to see the effectiveness of these algorithms on other class of circuits. Secondly, 
techniques which switch between different conjunction schedules depending on 
intermediate state sets in the fixpoint computation seem to be promising. We also 
plan to study in greater depth the effect of various parameters of our methods 
and automatic ways to tune them. 
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Appendix A 

It is easy to see that for a given permutation a of rows, we can compute A in polynomial 
time {0{n ■ m)) and check if A < r. 

To show that A — OPT is NP-hard, we reduce a known NP-complete problem called 
optimal linear arrangement (OLA) [CJ79, page 200] to A — OPT. An instance of OLA 
consists of a graph G{V, E) and a positive integer K. The question is whether there 
exists a permutation f oi V such that u)gB ^ The reduction 

consists of constructing a dependence matrix D and a number r such that [V,E),K 
is a solution of OLA iff D, r is a solution to A — OPT. An example of a reduction is 
given in figure 5. 

Eormally, D has |U| rows corresponding to the vertices of G{V, E), and \E\ columns 
corresponding to the edges of G{V, E). For any edge Ck = (vi,Vj), set dik = djk = 1 and 
set all other dij’s to 0. Thus, in each column there are two occurences of the symbol 
1. We set r = ■ Trivially we obtain the following equivalence: 

+ 1 ) 

n ■ m 

<=> ^ ^ {hj — Ij + 1 ) 

l<j<n 

<=> 'y ^ (hj — ij + 1 ) 

l<i<n 



< r 

< r ■ (n ■ m) 

< K -\- n 
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Vi 




(a) 





1 2 345 6 


1 


1 1 0 000 


2 


100110 


3 


0 11100 


4 


00 1 00 1 


5 


000 0 1 1 



r = 



K+n 

n-m 



(b) 



1/2 



Fig. 5. (a) An instance of Optimal Linear Arrangement, (b) its reduction to A — OPT. 
The permutation vi,V 2 ,V 3 ,V 5 ,V 4 is a solution to both. 



Let (T be a permutation of the vertices of V. Note that a simultaneously is a permutation 
of the rows of D. We have to show that cr is a solution of G{V, E),K iff a is a solution 
of D, r. 

The important observation is that because of the construction of D, the only non- 
zero entries in each column j correspond to the two vertices of the edge Cj = (u,v). 
Therefore, we conlude that hj — Ij = \cr{u) — cr{v)\. Continuing the above equivalence 
we obtain 



\(j{u) — cr(w)| + n < K + n 

l<j<n 

^ i/w-/wi<^ 

{u,v)^E 
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Abstract. We present a set of reduction rules for LTL model-checking 
of 1-safe Petri nets. Our reduction techniques are of two kinds: (1) Linear 
programming techniques which are based on well-known Petri net tech- 
niques like invariants and implicit places, and (2) local net reductions. We 
show that the conditions for the application of some local net reductions 
can be weakened if one is interested in LTL model-checking using the 
approach of [EH00,EH01]. Finally, we present a number of experimen- 
tal results and show that the model-checking time of a net system can 
be significantly decreased if it has been preprocessed with our reduction 
techniques. 



1 Introduction 

In two recent papers [EH00,EH01], Esparza and Heljanko have developed an un- 
folding technique to the problem of model-checking LTL for concurrent systems. 
Using the automata-theoretic approach, the mo del- checking problem is reduced 
to two simpler problems concerning the infinite executions of a combined system 
obtained from the original system and from a Biichi automaton for the negation 
of the property to be checked. Loosely speaking, the unfolding technique exploits 
the concurrency present in the system to obtain a compact representation of the 
state space. 

Esparza and Heljanko’s approach is part of the Model Checking Kit, a col- 
lection of programs which allow to model a finite-state system using a variety of 
modelling languages, and verify it using a variety of checkers, including deadlock- 
checkers, reachability-checkers, and model-checkers for the temporal logics CTL 
and LTL. The most interesting feature of the Kit is that, independently of the 
description language chosen by the user, different checkers can be applied to the 
same model. The Kit is held together by a program called the Glue. Given a 
system and a property modelled in one of the description languages supported 
by the Kit, the Glue (1) translates them into a 1-safe Petri net and a property 
of the net, described both in a common internal representation language;^ (2) 
translates the net and the property into input for the target model checker, and 
(3) collects the output of the checker and translates it back into the original 
description language. 

^ 1-safe Petri nets are chosen because they are unstructured and have a simple no- 
tion of independent actions, which makes them a suitable “assembler language” for 
concurrent systems. 



T. Margaria and T. Melham (Eds.): CHARME 2001, LNCS 2144, pp. 310-324, 2001. 
(c) Springer- Verlag Berlin Heidelberg 2001 
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Since step (1) is automatic, it may introduce many redundancies, leading to 
large 1-safe Petri nets. In this paper we introduce some techniques that allow to 
remove a good number of these redundancies. For that, we exploit well-known 
Petri net techniques: (sub)invariants [DE95,Rei85], implicit places [CS90], and 
local net reductions [Ber85,PPP00]. Invariants and implicit places are used to 
remove places and transitions which do not affect the behaviour of the Petri net. 
Local net reductions are used to reduce the Petri net while guaranteeing that 
the result of the analysis on the reduced net will be the same as the result in 
the original net. Notice that, since we work at the level of the common internal 
representation language, redundancies can be eliminated independently of the 
language in which the system was described. 

The paper contains two main contributions. First, we show that if we are 
interested in LTL model-checking using the approach of [EH00,EH01], the con- 
ditions for the applications of some net reductions can be weakened; therefore, 
the rules can be applied more often, leading to larger reductions. The second 
contribution is a number of experimental results on a set of examples modelled 
using several of the Kit’s system description languages. 

The paper is organised as follows. Section 2 contains basic definitions about 
1-safe Petri nets. Section 3 gives some information on the approach of [EHOO, 
EHOl]. Section 4 introduces the reduction rules. (Sub)invariants and implicit 
places are just taken from the literature, while some local net reductions are 
improved. Section 5 describes the routine for the application of the rules, and 
discusses implementation issues. Section 6 presents experimental results on sys- 
tems modelled using B(PN)^, a high-level programming language integrated in 
the Kit, and communicating automata. 

2 1-Safe Petri Nets 

A triple (P, T, F) is a net if P and T are disjoint sets and P is a subset of 
(P X T) U (T X P). The elements of P are called plaees and the elements of T 
transitions. Places and transitions are generally called nodes. We identify F with 
its characteristic function on the set (P x T) U (T x P). The preset *x of a node 
X is the set {y G P U T I F{y,x) = 1}. The postset x* of a node x is the set 
{y G PUT I P(x,y) = 1}. 

A marking M of a net (P, T, F) is a mapping M:P ^ {0, 1}. We identify a 
marking M with the set P' C P such that Vy G P:y G P' M(y) = I holds. 

A four-tuple A = {P,T,F, Mq) is a net system if (P,T,F) is a net and Mq 
is a marking of (P, T, F). Mq is called the initial marking of the net system S. 
A marking M enables a transition t if Vy G *t: M(y) = 1 holds. If t is enabled 
at M, then t can occur, and its occurrence leads to a new marking M' (denoted 
M -4 M'), defined by M'{p) = M{p) - F{p,t) + F{t,p) for every place y. A 
sequence of transitions a = tit 2 . . .tn is an occurrence sequence if there exist 
markings Mi, M 2 , . . . , M„ such that Mq -A> M\ . . . M„_i M„. M„ is 
the marking reached by the occurrence of cr, also denoted by Mq M„. M is a 
reachable marking if there exists an occurrence sequence a such that Mq -G> M. 
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3 An Unfolding Approach to LTL Model-Checking 

The unfolding technique, originally introduced by McMillan [McM92] , has been 
very successfully applied to several verification tasks, e.g. deadlock detection, 
reachability analysis and LTL model-checking. The 1-safe Petri net is unfolded 
into an acyclic net until a finite complete prefix is generated. This is a finite 
acyclic net having exactly the same reachable markings as the original one. 
Esparza and Heljanko have introduced an unfolding approach to LTL model- 
checking in [EHOO] . This approach makes use of the automata-theoretic approach 
to mo del- checking [Var96] . A synchronized net system is constructed as the prod- 
uct of the original net system and a Biichi automaton accepting the negation of 
the property to be checked. Then the model-checking problem is reduced to the 
problem of detecting illegal w-traces and illegal livelocks in the synchronized net 
system. Both problems are solved by constructing finite prefixes of the unfold- 
ing of the synchronized net system. The main advantage of this approach with 
respect to Wallner’s approach [Wal98] is its simplicity. Wallner first calculates a 
complete prefix and then he constructs a graph, but the definition of the graph 
is non-trivial, and the graph can be exponential in the size of the prefix. The 
approach of [EHOO] avoids the construction of the graph, but unfortunately con- 
structs a larger prefix. 

Now, we briefly review the main definitions and results of [EHOO]. Given an 
LTL property (p and a net system S = {N, Mq) the transitions of the net 
N = {P, T, F) are divided into two sets V and T \ V oi visible and invisible 
transitions. Let AP{p) C P be a set of places corresponding to the atomic 
propositions of p. Then it holds that Vt £ T:t £ V t £ {*p Up*) for a 
p £ AP{ip). Then a Biichi automaton A^^ is constructed accepting the negation 
of the property p. The Biichi automaton is a tuple A = (P, Q, go, F, p) where P 
is an alphabet, Q is a finite non-empty set of states, go G Q is an initial state, 
P c Q is the set of accepting states, and pC Q x P xQ is the transition relation. 
A accepts an infinite word w £ P“ if some run of A on re visits some state in F 
infinitely often. 

In a next step a synchronized net system is constructed as the product 
of the original net system S and the Biichi automaton A^,^. The system P and 
the Biichi automaton are synchronized only by the visible transitions of P. Eor 
more details we refer the reader to [EHOO]. In the following we call the places 
and transitions of P^,p corresponding to the Biichi automaton Biichi places and 
Biichi transitions. Biichi transitions and visible transitions have a characteristic 
feature as described in the following Lemma 1. 

Lemma 1. Property of Biichi transitions and visible transitions 

Let P^,^ be a synchronized net system. Then for all Biichi transitions and 

visible transitions t it holds that *t> 2 and t* >2. 

Proof: Clear from the construction of the synchronized system P^,p (see [EHOO] ) . 

Once P^y:, is constructed, two subsets of Biichi transitions, called infinite trace 
monitors and livelock monitors, are defined as follows. 
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Definition 1. Infinite Trace Monitors and Livelock Monitors 

— The set I of infinite trace monitors contains the transitions t such that 
there exists in t* a final state q of Loosely speaking, these are the 
transitions which put a token into a final state of the Biichi automaton. 

— The set L of livelock monitors contains the transitions t such that there 
exists in t* a state q of satisfying the following condition: with 
q as initial state, the automaton A^^ accepts an infinite sequence of 
transitions. 

■ 1 

With this knowledge we can define a notion of illegal cj-traces and illegal 
livelocks. 

Definition 2. Illegal uj-Traces and Illegal Livelocks 

Let 17 be a net system where T is divided into two sets of V and T \ V of 
visible and invisible transitions, and T contains the two subsets I and L of 
transitions as mentioned above. 

— An illegal u-trace of E is an infinite sequence Mq such that a con- 
tains infinitely many /-transitions. 

— An illegal livelock of E is an infinite sequence Mq M such that 
t a L and ui contains only invisible transitions. 

■ 2 



The main result of [EHOO] is Theorem 1. 

Theorem 1. LTL Model- Checking 

Let E be a labelled net system and Lp an LTL formula. E satisfies Lp if and 
only if E^^p has no illegal uj-traces and no illegal livelocks. 

4 Reduction Rules for LTL Model-Checking 

The LTL model-checking approach described in the previous section uses un- 
folding techniques for detecting illegal w-traces and illegal livelocks. Since the 
unfolding grows exponentially in the size of the net system, our aim is to reduce 
the synchronized net system before unfolding it without changing the conditions 
of Theorem 2 for the LTL model-checking task. 

Theorem 2. Conditions for LTL Model- Checking 

Let E be a labelled net system and p) an LTL formula. E violates p if and 
only if at least one of the following conditions hold for E^^ : 

(i) there exists an infinite sequence Mq containing infinitely many I- 
transitions, or 

(a) there exists a sequence Mq M such that 

(a) there exists an infinite sequence M\a^^ which goes infinitely 
often through a final state, and 
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(b) there exists an infinite sequence M\s containing only invisible 
transitions 

Now, with respect to the LTL model-checking approach of [EHOO] we only 
have to guarantee that the two conditions of Theorem 2 hold for a net system 
if and only if they hold for the reduced net system obtained by applying our 
reduction rules. Additionally, we restrict ourselves to the fact that we will never 
remove atomic propositions, Biichi places and Biichi transitions from the net. In 
the following sections we present some reduction rules which are practicable for 
the LTL model-checking approach of [EHOO]. 



4.1 Linear Programming Rnles 

In this section we present two reduction rules which are based on linear program- 
ming techniques. Eirst, we briefly introduce some basic notions. When applying 
linear programming techniques for verification tasks of Petri nets, one of the 
basic concepts is the so-called marking equation that can be used as an alge- 
braic representation of the set of reachable markings of an acyclic net. Given a 
marking M reachable from the initial marking Mq and a place p, the number of 
tokens of p in M can be calculated as the number of tokens p carries in Mq plus 
the difference of tokens added by the input places and removed by the output 
places. This leads to the following equation: M{p) = Mo(p) + — 
where denotes the number of occurrences of t in an occurrence sequence 
a ~ ti . . - tm- Usually this equation is written in the form M = Mq + N • ct, 
where cr = . . . , #tn) is called the Parikh vector of a and N denotes the 

incidence matrix of a net N, a P xT matrix given by N(p, t) = F{t,p) — F{p, t). 
Let Ip be the incidence vector of a place p. Then we have M [p) = Mo{p) + lp-cr. 



Dead Transition Rule. In many cases systems that should be checked for 
LTL properties are specified in a high level programming language, for instance 
B(PN)^ which is well-known from the PEP-tool and also an input language of the 
Kit. The systems have been translated automatically into 1-safe Place/Transition 
nets. During these translations many redundancies might have been introduced, 
for instance places which never carry a token. It is clear that also their output 
transitions never fire. The aim of the dead transition rule is to detect such 
places and transitions and to remove them from the net system. Applying this 
rule does not affect the size of the unfolded net prefix which will be calculated 
during the model checking process of [EH00,EH01] but it surely decreases the 
prefix construction time. A solution vector K > 0 and K yf 0 for both equations 
■ Mq = 0 and • N < 0 yields a set of places which never carry tokens. 
Since the solution is not unique this solution might not give us all such places. 
Therefore we repeat the application of the dead transition rule. However, a 
solution of • Mq = 0 determines a set of places which are not initially marked, 
and a solution of • N < 0 yields a subinvariant of places for which firing a 
transition does not increase the number of tokens in these places. 
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Definition 3. Dead Transition Rule 

Let N = (P,T,F) be a net. A set Pd Q P of places and a set Td C T of 
transitions satisfy the dead transition rule if and only if 

- the following equation system has a solution for Y : 

Variables: Y 

■ N < 0 
Y'^ -Mo = 0 
Y >0 

- VpE P:pE Pd ^Yp> 0 

- \/t e T:t e Td 3p e Pd'.t e p* 

The reduced net N^ed = {Pred,Tred,Fred) obtained by applying the dead 
transition rule on N is defined by 

- Pred = P \ Pd 

- Tred =T\Td 

- Fred = F n {{Pred X Tred) U {Tred X Pred)) 

- = Mo\p^^, 

m 3 



Implicit Place Rule. A place is called implicit if it never restricts the firing 
of its output transitions. Loosely speaking, an implicit place is never the only 
reason that a transition of its postset cannot fire. Colom and Silva have pub- 
lished a method for detecting implicit places of bounded Place/Transition nets 
with linear programming techniques [CS90] . Our rule is based on this approach. 
Figure 1 shows an example for the implicit place rule. Place p can be seen as a 
linear combination of the places pi and p 2 since M{p) = M{pi) + M{p 2 ) holds. 
It is clear that p never restricts the firing of transition t and therefore place p 
can be removed without changing the firing sequences of the net. 

Definition 4. Implicit Place Rule 

Let N = {P, T, F) be a net. A place p e P satisfies the implicit place rule if 
and only if the following linear program has a solution for Y and p: 
Variables: Y, p 

Minimize ■ Mq + p such that 
• N < Ip 

■ pre{ti) + p>l,\/ti e p* 

-Mq + P< Mo{p) 

Y >0 

where the vector pre{t) is defined as follows: 

VI < j < \P\:prej{t) = 1, if Pj £ *t, and 0 otherwise. 

The reduced net Nred = {Pred, Tred, Fred) obtained by applying the implicit 
place rule on N is defined by 

- Pred = P\{p} 

- Tred = T 

- Fred = F r\ {{Pred X Tred) U {Tred X Pred)) 

- 

■ 4 
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Fig. 1. Implicit Place Rule 



Theorem 3. Linear Programming Rules preserve LTL conditions 

Let be a synchronized net system and be the net system obtained 
by applying the dead transition rule and the implicit place rule. Conditions 
(i) and (ii) of Theorem 2 hold for if and only if they hold for 

Proof: Applying the dead transition rule preserves the firing sequences of the net 
system. In [CS90] it has been proven that removing implicit places from 
the net system also preserves the firing sequences. Therefore the rules do 
not affect the conditions (i) and (ii) of Theorem 2. 



4.2 Local Rules 

In this section we present some local reduction rules. They differ from the linear 
programming rules in the sense that the linear programming rules globally in- 
vestigate the whole net whereas the local rules only inspect small sub-nets. The 
local rules are taken from the literature, but we have improved some of them by 
weakening their conditions. This allows us to apply the rules more often and to 
obtain larger reductions. 



Abstraction Rule. In this section we introduce a new abstraction rule that 
to the best of our knowledge has not been mentioned before in the literature. 
The abstraction rule is graphically described in Fig. 2. The main idea of the 
abstraction rule is that any occurrence sequence of the net can be reordered into 
an occurrence sequence where an occurrence of t has to be immediately preceded 
by an occurrence of an input transition of p. The reduction hides the occurrence 
of t by merging t with the input transitions of p. But we have to ensure that the 
input transitions of p are enabled in the reduced net if and only if the transition 
t is enabled in the original net. Therefore the presets of the input transitions of 
p are extended by the input places of t. Our rule differs from the abstraction 
rule in [DE95] in such way that in our rule the transition t may have more than 
one place in its preset. So our rule describes a generalization of [DE95]. 
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Fig. 2. Abstraction Rule 



Definition 5. Abstraction Rule 

Let N = (P,T,F) be a net. A place p & P and a transition t E T satisfy 
the abstraction rule if and only if 

- > 7^ 0, p* = {t} 

- Vu G *p: u* = {p} 

- t* 7^ 0 

- Mo{p) = 0 

The reduced net Nred = {Pred, Tred, Fred) obtained by applying the abstrac- 
tion rule on N is defined by: 

- Pred. = P\{p} 

- Tred =T \ ({t} U {U G *p I n 7^ 0}) 

- Fred = {Fr\ {{Pred X Tred) U {Tred X Fred))) U ((> C Tred) X f) U 
((*t n Pred) X Cp n Tred)) 

- 

■ 5 



Theorem 4. Abstraction Rule preserves LTL conditions 

Let be a synchronized net system and ER{^ be the net system obtained 
by applying the abstraction rule. Conditions (i) and (ii) of Theorem 2 hold 
for E^cp if and only if they hold for E!f^. 



Pre- Agglomeration Rule. The pre-agglomeration rule is graphically described 
in Fig. 3. The main idea of this rule is that any occurrence sequence of a net can 
be reordered into an occurrence sequence where the occurrence of transition t is 
immediately followed by an occurrence of an output transition of p. The reduc- 
tion hides the occurrence of t by merging t with the output transitions of p. This 
structural condition implies that one can delay the firing of the transition t. The 
pre-agglomeration rule has been introduced by Berthelot [Ber85] and has been 
used also in [PPPOO] but our rule differs from their rule in the following way: 
In [Ber85, PPPOO] the restriction holds that Vg G *t: q* = {t}. This restriction is 
not neccessary in our approach. 
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Fig. 3. Pre- Agglomeration Rule 



Definition 6. Pre-Agglomeration Rule 

Let N = (P,T,F) be a net. A place p ^ P and a transition t G T satisfy 
the pre-agglomeration rule if and only if 
-•p= {t}, p* ^ 0 
= {p} 

- Mo{p) = 0 

The reduced net Nred = {Pred,Tred,Fred) obtained by applying the pre- 
agglomeration rule on N is defined by: 

- Pred = P\{p} 

- Tred = T \ ({t} u{uep* I 0}) 

- Fred = {Fn {{Pred X Tred) U {Tred X Pred))) U {*t X (p* H Tred)) 

- 

■ 6 



Theorem 5. Pre- Agglomeration Rule preserves LTL conditions 

Let be a synchronized net system and be the net system obtained 
by applying the pre- agglomeration rule. Conditions (i) and (ii) of Theorem 2 
hold for if and only if they hold for 



Post- Agglomeration Rule. The post-agglomeration rule is graphically de- 
scribed in Fig. 4. Let us consider the sets *p and p* of transitions. The main 
idea of the post-agglomeration rule is that any occurrence sequence of the net 
containing a transition h G*p and a transition u G p* can be reordered into an 
occurrence sequence such that the occurrence of h is immediately followed by 
the occurrence of u. This structural condition implies that one can anticipate 
the firing of u. The post-agglomeration rule has been introduced in [Ber85] and 
has been used also in [PPPOO]. 




Net Reductions for LTL Model-Checking 



319 




Fig. 4. Post- Agglomeration Rule 



Definition 7 . Post-Agglomeration Rule 

Let N = (P,T,F) be a net. A place p E P satisfies the post-agglomeration 
rule if and only if 

- 7^ 0, p* ^ 0 

- mep*:*t = {p} 

- Mq{p) = 0 

The reduced net Nred = {Pred,Tred,Fred) obtained by applying the post- 
agglomeration rule on N is defined by: 

- Pred = P\{p} 

- Tred = {T\CpUp*))uCpXp*) 

- Vq e Pred.Vu e Tred \ i*P X p*): 

Fred{q, u) = F{q, u),Fred{u, q) = F{u, q) 

- Vq G Pred,'^ht2 e (*p X p*): 

Frediq, tit2) = F{q, ti), Fred(tit2,q) = F{ti,q) -b F{t2, q) 

- 

m 7 



Theorem 6. Post- Agglomeration Rule preserves LTL conditions 

Let be a synchronized net system and be the net system obtained by 
applying the post-agglomeration rule. Conditions (i) and (ii) of Theorem 2 
hold for if and only if they hold for 



5 Implementation Issues 

Special care has been taken to speed-up the net reductions. Therefore we mention 
some facets of our implementation in this section. First of all, we apply the dead 
transition rule because it investigates globally the whole net and yields sets of 
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places and transitions which can be removed from the net. As mentioned in 
chapter 4.1 the dead transition rule detects places which never carry tokens. 
The solution is not unique, and therefore this solution might not give us all such 
places. We have to repeat the application of the dead transition rule to detect 
maybe more such places. T = 0 is always a solution of the equation system. 
Therefore we use the objective function Maximize Y'^ • 1, 0 < F < 1, to get 
other possible solutions. 

The following rules are part of a loop which will be repeated until no changes 
can be made. First, we detect redundant places and remove them from the net. 
A place p is called redundant if and only if there exists a place q such that p 
and q have the same initial markings and equal sets of input/output transitions. 
Redundant places would also be detected by applying the implicit place rule 
but it takes more time to solve a linear equation system than to pass through 
a list of places and to compare their pre- and postsets. Wc use efficient data 
structures for storing nets which allow fast comparisons of pre- and postsets of 
places and transitions. This universal data structure provides fast access to single 
nodes [RomOO]. Places, transitions and arcs are represented by nodes of doubly 
linked adjacent lists. Then we apply the abstraction, pre-agglomeration and post- 
agglomeration rules. These rules are based on simple operations conducted on 
our efficient data structures. They yield fast transformations compared to the 
linear programming techniques. We apply the implicit place rule at last for the 
following two reasons: The number and size of the equation systems to be solved 
depend on the number of places and transitions of the nets. Therefore it is 
reasonable to make them as small as possible before applying the implicit place 
rule. The creation of the equation system for each place can be done without 
significant loss of time because the objective function Minimize Y'^ ■ Mq + p and 
the part -N are equal for all places. We have to build them only once and can 
reuse them for all equation systems. We only have to make minor modifications 
on the right side, and have to add few rows for each place. 

6 Experimental Results 

In this section we will present our experimental results. Our aim is to show that 
we obtain good reduction ratios in practice and that the reduction times are very 
small compared with the verification times for the LTL model-checking task. 
The systems we have used are as follows: 

— buf(lOO): Buffer with capacity 100 generated by Rbmer. 

— fifo(20): 1-bit-FIFO with depth 20 [Mar86,RCP95]. 

— plate(5): Production cell which handles 5 plates [LL95,HD95]. 

— dph(7): Variant of the dining philosophers with a butler [Cor94]. 

— furnace(3): Manages the temperature data for 3 furnaces [Cor94]. 

— key(4): Manages keyboard/screen interaction in a window manager for 4 
customer tasks [Cor94]. 

— rw(3rlw), rw(lr2w): Address a scalable and bottleneck- free readers/writers 
synchronization algorithm for shared memory parallel machines [Hel93] . 
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Fig. 5. Experimental results 



— slotring(n): Slotted ring protocol with n nodes [PRCB94]. 

The LTL properties we checked have the form: 

<F{Pi A P 2 ) {F = eventually) 

— G[{Pi A ^P 2 A “'P 3 ) V (“iPi A P 2 A ^Ps) V (^Pi A “'P 2 A P 3 )) {G = always) 

We have applied the hrst property on all systems except the production cell, 
and have checked the invariant (second property) for the production cell. 

All experiments were performed on a SUN Ultra 60 with 1.5 GByte of RAM 
and a 295 MHz UltraSPARC-II CPU. The rules which are based on linear pro- 
gramming techniques use CPLEX^^ (version 6.5.1) as its underlying LP-solver. 
The LTL model-checker of [EHOO] {unfsmodels 0.9) is implemented by Heljanko 
[HelOl]. 

Figure 5 shows the results. The columns [S'! (|P|) and \T\ (|P|) denote the 
numbers of places (conditions) and transitions (events) of the net (unfolding). 
The columns t^TL and tred denote the times for the LTL model-checking {unfs- 
models) and for our reduction procedure. The times are measured in seconds. 

The results show that we obtain very considerable reduction ratios for the 
systems buf(lOO), fifo(20), plate(5), dph(7), and also for the slotted ring protocols 
slotring(n). For these systems the unfoldings of the reduced nets are much smaller 
than the unfoldings of the original nets. This strongly affects the model-checking 
algorithm of [EHOO] because it uses unfolding-based verification techniques. In 
fact, our practical results confirm this assumption. The LTL model-checking 
times for the reduced nets are much smaller than the verification times for the 
original systems. For instance, the model-checking time for the fifo(20) system 
can be decreased from 13 hours to only 3 seconds. Also the verification time for 
the slotring(lO) protocol may be reduced from 12 hours to only 2 and a half by 
applying our reduction algorithm before the LTL verification. As one can see 
our optimized reduction algorithm takes only a few seconds, a negligible time 
compared to the actual verification times. 
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Weakened Rules 


Original Rules from literature | 
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Fig. 6. Experimental results with original rules 



As mentioned in chapter 4.2 we have improved some of the local reduction 
rules compared to the rules known in the literature by weakening their condi- 
tions. This allows us to apply the rules more often and to obtain larger reduc- 
tions. To confirm this assumption we have implemented the original rules just 
as taken from the literature and have conducted some experiments. 

The results which are shown in Fig. 6 meet our expectations. Applying the 
original rules without weakening their conditions yields much larger unfolding 
sizes and LTL verification times. For instance, the dining philosophers system 
(dph(7)) can only be reduced to 50 places and 114 transitions (in contrast to 
31 places and 101 transitions by applying our weakened rules). This leads to 
an unfolding which is ten times larger, and also the verification time for the 
LTL property grows from 5 seconds to 12 minutes. Applying the original and 
our weakened rules on the slotted ring protocol the reduced nets differ from 9 
transitions. On the first look, this seems to be a negligible difference but indeed it 
has an considerable effect with respect to the unfolding size and the verihcation 
time. Preprocessing the net with our weakened rules causes that the unfolding 
is three times smaller, and that the verification time can be decreased from 9 
hours to only 2 and a half. The unfolding of the reduced slotring(lO) net obtained 
by applying the original rules is even larger than the unfolding of the original 
net. This is caused by the post-agglomeration rule which use can lead to larger 
unfoldings in some cases. 

The reduction ratio for a system depends on the LTL property to be checked. 
All places corresponding to atomic propositions of the formula and all their input 
and output transitions remain untouched by our reduction rules. This entails that 
the number of places and transitions that must not be removed from the system 
depends on the number of places corresponding to the atomic propositions in 
the LTL property. 

Altogether, our results have shown that our reduction algorithm yields a very 
efficient and suitable preprocessing technique for LTL model-checking. 



7 Conclusions 

We have presented techniques that allow to remove redundancies from systems 
modelled as 1-safe Petri nets. These techniques are of two kinds: (1) Linear 
programming techniques for detecting subinvariants and implicit places, and 
(2) local net reductions. We have shown that the conditions for some local net 
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reductions known from the literature can be weakened if one is interested in 
model-checking LTL using the approach of Esparza and Heljanko [EH00,EH01]. 
Moreover, we have presented a number of experimental results. These results 
have confirmed that many redundancies may be detected and removed with our 
reduction techniques. Furthermore the results have shown that our reduction 
algorithm runs very fast, and that it has an considerable effect on the model- 
checking algorithm of [EH00,EH01]. Altogether, our reductions seem to be a good 
preprocessing technique for model-checking LTL with the approach of [EHOO, 
EHOl]. Due to space limitations we have omitted the proofs of the Theorems. 
The full version of this paper (including all proofs) is available in [ESOl]. 



Acknowledgements. We would like to thank Keijo Heljanko for valuable com- 
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Abstract. We report on the formal verification of the floating point unit used in 
the VAMP processor. The FPU is fully IEEE compliant, and supports denormals 
and exceptions in hardware. The supported operations are addition, subtraction, 
multiplication, division, comparison, and conversions. The hardware is verified 
on the gate level against a formal description of the IEEE standard by means of 
the theorem prover PVS. 



1 Introduction 

Our institute at Saarland University is currently working on the formal verification of 
a complete microprocessor called VAMP. Part of this microprocessor is a fully IEEE 
compliant floating point unit (FPU). This paper describes the verification of the FPU in 
the theorem prover PVS [19]. 

The FPU we have verified is developed in the textbook on computer architecture 
by Muller and Paul [17]. The designs go down to the level of single gates. Along with 
the complete designs come paper proofs for the correctness of the circuits. These paper 
proofs served as guidelines for the formal proofs. We have specified and verified these 
designs on the gate level in PVS. Only small changes to the designs were necessary - 
some due to errors in [17], some to slightly simplify the proofs - with negligible impact 
on hardware cost and cycle time. 

We have verified the designs with respect to a formalization of the IEEE standard 
754 [10] (hereafter called “the standard”). We have partly used the formalization of the 
standard and the theory of rounding from [6,17], particularly the notion of factorings, 
round decomposition, and a-equivalence. Other parts of our IEEE formalization are in- 
fluenced by Miner’s formalization of the standard in PVS [14], particularly the definition 
of the rounding function. 

The FT*U we have verified supports both single and double precision. It can perform 
floating point addition, subtraction, multiplication, division, comparison, conversion 
between both floating point formats, and conversion between floating point numbers and 
integers. Denormal numbers are handled entirely in hardware. Exceptions and wrapped 
exponents are computed as mandated by the standard. 

The verified VAMP processor will be implemented on a Xilinx FPGA. 

Project Status. As mentioned above, the FPU we have verified is embedded in the VAMP 
microprocessor, which is currently being verified at our institute [12]. The VAMP is a 
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variant of the DLX [9,17], a 32 bit RISC processor based on the MIPS instruction set. 
The VAMP processor features a Tomasulo scheduler, delayed branch, a cache memory 
interface, precise interrupts, and the FPU described in this paper. 

The verification of an in-order CPU core is complete, the verification of the Tomasulo 
out-of-order core will be completed in a few weeks [13]. The verification of the cache 
has just begun. The verification of the combinatorial floating point circuits and the FPU 
pipeline control is complete. 

Our group has developed a translation tool to automatically convert the PVS spec- 
ifications to Verilog HDL. This tool is already capable of translating the combinatorial 
floating point adder and rounding hardware to Verilog. We have used the Xilinx software 
to synthesize and simulate the Verilog code. In the end, we are going to implement the 
complete verified VAMP processor on a Xilinx FPGA Board. 

All PVS specifications and proofs as well as the Verilog files are available at our web 
site.^ 



Paper Outline. In Sect. 2, we sketch the formalization of the IEEE standard. The 
implementation and verification of the combinatorial FPU is described in Sect. 3. We 
describe the errors that we have encountered during the verification at the end of Sect. 3. 
The pipelining of the combinatorial FPU is briefly discussed in Sect. 4. We conclude in 
Sect. 5. 



Related Work. The verification of floating point algorithms and hardware using formal 
methods has received considerable attention over the last years. 

As mentioned above, the formalization of the IEEE standard that we use is based on 
[6,14,17]. The notion of factorings, round decomposition, and a-equivalence is taken 
from [6,17]. We have formally verified this theory in [11]. Since the definition of the 
rounding function is informal in [6,17], we use a formal definition of rounding, which 
is based on Miners formalization of the standard [14]. 

Harrison has formalized the IEEE standard in the theorem prover HOE Light [8]. 
Both Miner and Harrison have no direct counterpart to the decomposition theorem and 
a-equivalence (cf. Sect. 2). They do not cover the actual implementation of operations 
or rounding. 

Aagaard and Seger combine BDD based methods and theorem proving techniques to 
verify a floating point multiplier [1]. Chen and Bryant [3] use word-level SMV to verify 
a floating point adder. Exceptions and denormals are not handled in both verification 
projects. 

Verkest et al. verify a binary non-restoring integer division algorithm [24]. Clarke 
et al. [5] and Ruess et al. [20] verify SRT division algorithms. Miner and Leathrum 
[15] verify a general class of subtractive division algorithms with respect to the IEEE 
standard. 

Cornea-Hasegan describes the computation of division and square root by Newton- 
Raphson iteration in the Intel EPUs [4]. The verification is done using Mathematica. 

http : / /www- wjp . cs .uni- sb . de/proj ect s/verification/ 



1 




Formal Verification of the VAMP Floating Point Unit 



327 



O’Leary et al. report on the verification of the gate level design of Intel’s FPU using a 
comhination of model-checking and theorem proving [18]. Denormals and exceptions 
are not covered in the paper. Their definition of rounding is not directly related to the 
IEEE standard. 

Moore et al. have verified the AMD K5 division algorithm [16] with the theorem 
prover ACL2. Russinoff has verified the K5 square root algorithm as well as the Athlon 
multiplication, division, square root, and addition algorithms [21,22,23]. In all his veri- 
fication projects, Russinoff proves the correctness of a register transfer level implemen- 
tation against his formalization of the IEEE standard using ACL2. Russinoff does not 
handle exceptions and denormals in his publications; however, he states that he handles 
denormals in unpublished work (private communication). The definition of sticky in [16, 
23] corresponds to our rounding of representatives. 



2 IEEE Floating Point Arithmetic 

To formally verify the correctness of a EPU, we need a formal notion of “correctness”, 
i.e., a formalization of the IEEE standard which the FPU shall obey. In this section, 
we sketch the formalization of the IEEE standard used in our verification project. The 
formalization is primarily based on [6,14,17]. An extended version of this section is 
available as [11]. 



2.1 Factorings 

We abstract IEEE numbers as defined in the standard to factorings. A factoring is a triple 
(s, e, /) with sign bit s £ {0, 1}, exponent e G Z, and significand / G K>q. Note that 
exponent range and significand precision are unbounded. The value of a factoring is 

[s,e,/l := 

The standard introduces an exponent width N, from which constants Cmin ■= 
_ 2 Af-i 2 and e^ax ■= 2^^^ — 1 are derived. These constants are used to bound 
the exponent range. 

We call a factoring (s, e, /) normal if e > emin and 1 < / < 2. A factoring is called 
denormal if e = Cmin and 0 < / < 1. We call a factoring an IEEE factoring if it is 
either normal or denormal. 

Lemma 1. Each x G has a unique factoring {s, e, f) with 1 < / < 2 and 

|s, e, /] = X. Each x G has a unique IEEE factoring (s, e, /) with |s, e, /] = x. 

Zero has two IEEE factorings (0, Cmin, 0) and (1, Cmin, 0), called +0 and —0, respec- 
tively. 

Let fj and rj be the functions that map (non-zero) reals x to their corresponding 
factorings (s, e, /) and (s, e, /), respectively. We define p(0) := (0, 0). 
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Lemma 2. Let x G K with x ^ 0 in the context ofr). It holds 



fie{x) = [\og2 jx|J , 



Ve{x) 



Llog 2 |a;|J ifx 7 ^ 0 and [loga |x|J > Cmin 
emin Otherwise, 



fif{x) = |xl 



r]f(x) = |xj • 2 



Let P be the significand precision as defined in the standard. A significand / is called 
representable, if / has at most P — 1 digits behind the binary point, i.e., if 2^^^ •/ G Nq. 
We call an lEEE-factoring (s, e, /) semi-representable, if / is representable. We call an 
lEEE-factoring representable, if it is semi-representable, and furthermore e < Cmax 
holds. We call a real x (semi-)representable, if r]{x) is (semi-) representable. 

We will only investigate semi-representable factorings in the following (i.e., we allow 
e to exceed Cmax)- In order to “round” semi-representable factorings to representable 
ones, one has to decide whether to round to infinity or to the largest representable number 
in case e > Cmax- This decision depends only on the sign and the rounding mode, and 
therefore is trivial. 

Representable numbers exactly correspond to the representable numbers as defined 
in the standard. Common values for {N, P) are ( 8 , 24) and (11, 53), called single and 
double precision, respectively. The standard defines an encoding of single and double 
precision IEEE factorings into bit strings of length 32 and 64, respectively. To enhance 
the readability of our formulas in the following, we consider factorings instead of their 
bit string encodings. 



2.2 Rounding 



We proceed with the definition of the rounding function. The IEEE standard defines 
four rounding modes: round to nearest, up, down, and to zero. We define a function 
Xint{ ■ , M.) for each rounding mode A4 G {near, up, down, zero}, which rounds reals 
X to integers [14]: 



rint{x,up) := [x] 



rint{x,down) := [xj 



rint{x,near) 



[xJ ifx — [xJ < [x] — X 

[x] ifx — [xJ > [x] — X 

X if [xJ = [x] 

2 L[x] / 2 J otherwise 



r„t(x,^ero) := (-1)**®"(") ■ L|x|J 



By scaling by 2^ reals are rounded to rationals with P — 1 fractional bits: 



rrat{x,M):=2 ^^-ri„t(x-2^ ^,M). 

Further scaling with 2^, e := r\e{x), yields the IEEE rounding function: 
rd{x, M) := 2® • rrat{x ■ 2^®, M). 

^ r]e{x) denotes the e-component of the factoring t]{x) = (s, e, /); analogous for other compo- 
nents and f}. 
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It is not obvious that this definition conforms with the IEEE standard. We prove the 
theorems stating this conformance in [II]. 

The rounding of reals x can be decomposed into three steps: p-computation (some- 
times called pre-normalization in the literature), significand rounding, and a post-nor- 
malization. 

The p-computation step computes the IEEE factoring r]{x), where x is the number 
to be rounded. The significand round step then rounds the significand computed in the 
r^-computation to P — 1 digits behind the binary point. This is formalized in the function 
sigrd: 

sigrd{X,M) := ((-!)'’ ■ f,M)\, 

where X = (s, e, /) is an arbitrary IEEE factoring, and Xi G {near, up, down, zero} 
is a rounding mode. 

In the case that the significand round returns 0 or 2, the factoring has to be post- 
normalized. If the significand round returns 2, the exponent is incremented, and the 
significand is forced to 1 ; if the significand round returns 0, the sign bit is forced to 0 in 
order to yield p(0). The post-normalization is defined as follows: 

r (s, e, sigrd{X, M.)) if 0 < sigrd{X, Xi) < 2, 
postnorm{X, Xi) = < (s, e -f 1, 1) if sigrd{X, Xi) = 2, 

\ (0, emin, 0) if sigrd{X, XI) = 0. 

Theorem 1 (Decomposition Theorem). For any real x, and rounding mode A4 G 
{near, up, down, zero], it holds 

postnorm[g{x), Xl) = g[rd{x,Xi)). 

The benefit of having the decomposition theorem is that it simplifies the design and 
verification of the rounder (cf. Sect. 3.3). 

2.3 Exceptions 

The IEEE standard defines five exceptions: invalid operation (INV), division by zero 
(DIVZ), overfiow (OVF), underflow (UNF), and inexact result (INX). Our formalization 
of these exceptions is taken from [17], as the implementation in the actual hardware is. 
For example, the inexact result exception is formalized as 

INX{x, Xi) := [x 7 ^ rd(x, Xi)), 

where x is the infinitely precise result of a floating point operation. The definition of the 
other exceptions is similiar. 

Lemma 3. Let x be a real. It holds INX{x, Xi) Vfix) ^ sigrd{g{x), Xi). 

In case of underfiow or overflow with the respective trap handler enabled, the standard 
mandates scaling the result into the representable range, and passing the scaled result to 
the trap handler. This is called wrapped exponent. The handling of wrapped exponents 
is as in [17]. 
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2.4 a -Equivalence 



We now define the concept of a-equivalence and a-representatives [17], As we will see 
in theorem 3, this concept is a very concise way to speak about sticky-bit computations. 

Let a be an integer. Two reals x and y are said to be a-equivalent {x =a y), if a; = y 
or if there exists some g e Z with q • 2“ < a;, y < (y + 1) • 2“, i.e., if both x and y 
lie in the same singleton { 2 “} or in the same open interval between two consecutive 
integral multiples of 2“. Clearly, if such an q exists, it must be {x) := [x ■ 2^"J . The 
a-representative of x is defined as 



_jx x = qa{x)-2‘^ 

“ \ + 5 ) ■ 2 “ otherwise, 

i.e., if X is an integral multiple of 2“, the representative of a; is a; itself, and the midpoint 
of the interval between the surrounding multiples of 2“ otherwise. The following lemma 
summarizes some important facts: 

Lemma 4. Let a;, y e K, and a, fc G Z. 



7. =Q, is an equivalence relation, 
2. X =„ \x\ry, 



3. X — cv y 

4. X=aV 

5. X =a y 

6. X-aV ^ 

7. x=„y = 
S. X = 0 

9. 0 < X < 2" 



^ [a^]o: [y]o:» 

:> -X — y, and [— x]q, = -[x]q,, 

> 2^ -X =a+k 2'" ■ y, and [2^= ■ x]a+k 

> X + fc • 2“ y + fc • 2“, 

• X =„+fc y ifk > 0, 

x=a0 [x]a = 0, 

[xl„ = 2“-i. 



(representative equivalence) 
(negative value) 
2^ ■ [x]„, (scaling) 

( translation ) 
(coarsening) 
(zero value) 
(small value) 



The following theorem describes the computation of lEEE-factorings corresponding 
to representatives: 

Theorem 2. Let x G M, (s, e, /) = y(x), andp G N. The lEEE-factoring of[x]e-p can 
be computed by computing the representative [f]-p of f: 



y([x]e_p) = (s,e,[f]-p). 



Next, we show that the representative of / can be computed by a sticky-bit computation. 
Let / > 0 be a real in binary format fk, - ■ ■ , fo, f-i, • • ■ , f-i G {0, such that 

/ = Yli=-i fi ■ 2h Let p e Z, k > —p > —1. The (—y) -sticky-bit of / is the logical 
OR of all bits ... , f-f. 

-p-i 

sticky^p(f) := \/ fi. 

i— — l 



Theorem 3. The representative [f] of f can be computed by replacing the less sig- 
nificant bits by the sticky bit: 



[/]- 




P ~ 



+ 2 P ^ • sticky-p(f) 
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Theorems 2 and 3 together allow a very efficient computation of representatives 
(respectively their lEEE-factorings) by or-ing the less significant bits in an OR-tree, and 
replacing them by the sticky-bit. This technique is well known [7], but introducing the 
formalism with a-representatives allows for a very concise argumentation about these 
sticky-computations . 

The valuable property of a-representatives is that rounding x and its representative 
[x]e-p yields the same result: 

Theorem 4. Let x be an arbitrary real, (s, e, /) = r/(x), and Ai be a rounding mode. 
It holds 

rd{x,M) = rd{[x]e^p, A4). 

The significand round can be performed on the representative [f]-p of f: 
sigrd{{s,e,f),M) = sigrd{{s,e, [f]-p),M). 

Corollary 1. By lemma 4.7, theorem 4 also holds for any a < e — P: 

rd{x,M.) = rd{[x]a,A4). 

As a consequence, one can detect the OVE, UNE and INX exceptions by analysis of 
the representative of x: 

Corollary 2. Again, let a < e — P. It holds 

INX{x,M) INX{[x]^,M), 
and analogously for UNF and OVF. 

Corollaries 1 and 2 facilitate the verification of the FPU in that they allow the decom- 
position of the FPU into computation units and a rounding unit. The computation unit 
performs the operation, e.g., a multiplication, and delivers a result to the rounder which 
is a-equivalent to the infinitely precise result of the operation (with the appropriate a). 
The rounder therefrom computes the correctly rounded result and the exception signals. 
During the verification of the computation units, the rounding algorithm and exceptions 
do not matter, and during the verification of the rounder, the operations do not matter. 
In fact, using the ct-equivalence interface, the first author has verified the addition unit 
independently of the rounding unit, which was verified at the same time by the second 
author. 

2.5 Correctness of the FPU 

The standard requests that every floating point operation shall return a result obtained 
as if one first computed the exact result with infinite precision, and then rounded this 
exact result. We therefore call the FPU correct, if for each operation og{-|-,— 
on all representable numbers x and y, the FPU returns the IEEE bit string encoding of 
the factoring 

rj{r-d{x o y, M)). 

Furthermore, the FPU must compute the correct exception signals. 
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3 Verifying the VAMP FPU 



Figure 1 shows the top-level schematic of the FPU. Floating point operands are passed 
into the floating point unpacker FPUnpack, integer operands are passed into the fixed 
point unpacker FXUnpack. Integer operands are used in conversion from integers to 
floating point numbers. 

The floating point unpacker converts the operands from the IEEE format into a more 
convenient format. It translates the exponent from biased integer into two’s complement 
format, and reveals the hidden significand bit. In case of multiplication and division, 
the unpacker normalizes denormal significands and adjusts the exponents accordingly. 
Single and double precision operands are embedded into the same internal format. Eur- 
thermore, the floating point unpacker handles special cases such as operations on ±oo, 
NaN, zeros etc. 



FPOp a FPOp b 




From the floating point unpacker, non-special operands 
are fed into one of the computation units, namely addition and 
subtraction, multiplication and division, comparison, and the 
conversion unit. 

Let X = aob with o e , x , -f} be the exact result of 

an operation to be performed by the functional units. Instead 
of feeding x into the rounder, the functional units compute a 
factoring {si, Ci, fi) which rounds to the same floating point 
number as x does (cf. corollary 1): 

[si, Ci, fil =a X with a < r]e{x) - P. 



FPOut / This factoring needs not to be an lEEE-factoring. The rounder 

computes the floating point result and the exceptions from 
Fig. 1. VAMP FPU (si,ei,fi). After rounding, the circuit Pack transforms the 
rounded floating point result into the IEEE format. 

Together with the conversion unit, the rounder is capable to convert between single 
and double precision floating point numbers, and to convert floating point numbers into 
the integer format. 

The comparison unit outputs a flag indicating the result of the comparision performed. 
We have implemented and verified the comparison and conversion units, but do not 
discuss this further in this paper. 



In the following sections, we describe the construction and verification of the com- 
putation units and the rounder. Exemplarily, we prove the correctness of the addition 
algorithm. The proof is a transcript of the actual PVS proof using standard mathemati- 
cal notation instead of PVS notation for the sake of readability. The proof is similar to 
the proof given in [17] which, however, has larger gaps then the proof given here. The 
significance of the proof presented here is that it is formally verified. 

We do not describe the proofs of the other components due to lack of space. 



3.1 Adder 

The floating point adder has lEEE-factorings (Sa, Ca, fa) and {st, ct, ft) as inputs. The 
adder therefrom computes the sum (or difference in case of subtraction), {Ss,Cs, fs). 
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which is fed into the rounder. Let a := |sa, Ca, /o] and b := |s{,, Cb, fb] be the values of 
the operands. 

Since the unpacker embeds single and double precision inputs into the same internal 
format, we do not distinguish between single and double precision in the adder. The 
final rounding stage will round the result to the appropriate precision. We therefore fix 
P = 53 in this section. 

To simplify the description, we assume that the adder shall perform an addition. If 
it shall perform a subtraction, b is replaced with —6 by inverting the sign bit Sb- 

The exact sum is denoted by S' := a + b. We assume that a Q,b ^ 0, and S ^ 0, 
since these are special cases handled by the unpacker. 

Addition Algorithm. The informal description of the addition algorithm is 

1. The larger exponent of Ca and Cb is the result’s exponent e^. 

2. Assume that Co > Cb, otherwise swap a and b. 

3. Align the significand fb by shifting it 5 \= Ca - Cb to the right: := 2 ^ ■ fb. 

4. Add both significands with respect to the sign bits: /' := ( — 1)®“ - fa + ( — 1)®'’ ■ fb- 
The absolute value of fg is the result’s significand, fs := |/'|. 

5. The result’s sign Sg can be computed as Sg := Sa © (/' < 0). 

As the alignment shift in step 3 would require a shifter of size e^ax ~ ^min « 2^^, 
this is impractical. We therefore approximate the shifted significand by its (— P — 1)- 
representative: 

n ■■= [2-^-fbUp+i). 

This does not change the result of the operation, since both values are rounded to the 
same value by the rounder: 

rd(S, M) = rd(2^“ • ((-1)^“ -/a + {-ir-fl),M). 

From corollary 1 we know that it suffices to supply a value to the rounder that is a- 
equivalent to the sum S, where a < rje(x) — P must hold. From lemma 2 we know that 
fle{x) < r]e{x). Therefore it suffices to prove the following theorem: 

Theorem 5. Let e rje{S). It holds 

s^e-p2^-((-ir-/, + (-ir-/0. (1) 

Proof. By definition, we have 

^ = [Sa, 6a, fai + K, fbj = (-1)^“ -2^“ • /, + ( - 1)^^ • • /, 

The claim (1) is therefore equivalent to 

2^“ • -/a + (-1)*^ ■2-^'./,) 2^“ ■ •/, + i-ir-n). (2) 

Assume 6 < 2. Since fb is a representable significand with at most P — 1 fractional 
digits, it holds 



/^ = [2-^-/6]-(P+1)=2-'-/6. 
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eJlO : 0] 



fs[-l ■■ 55 ] 
Ss 



Fig. 2. The adder 

This proves (2) for this case. Now let 5 > 2. By the definition of /^, we have 
Successively rewriting with lemma 4 (parts 4,5,6) yields 

(_!)-. .2^“ ./, + (-1)^0 .2^“ =e„-(P+l) (-1)^“ -fa + (-1)^^ -2^-/'. 

Now assume e — P > Ca — {P + 1) ■ Lemma 4.7 then implies 

(_!)-. . 2 ^“ •/, + (- 1 )^ 0 . 2 ^“-'./, (- 1 )^“ - 2 ^“ ./, + (- 1 )^^ . 2 ^“ ./'. 

This proves (2). It remains to show that e ~ P > Ca — {P + 1) ■ By lemma 2, this is 
equivalent to 

e^US)= [\0g^ \i-ir- -2^- ■ fa + i~ir -2^^ -ftW >ea-l. (3) 

Since the operands are IEEE factorings, fb < 2. Since 5 > 2, we have 2^^ < 
Together, this yields 

2-^-fb<l 

Since > Cmin, and 5 = Ca — et > 2, we know that Ca > Cmin, and hence /a > 1- 
We now have 

|(-l)^“./a + (-l)*'’-2-^-/6| > 5- 

Multiplying with 2®“ and taking logarithms yields (3). The floor brackets (-J may be 
dropped since Ca — 1 is integer. □ 

The representative [2^^ ■ fb]-(p+i) can be computed with a shift distance limited 
to B (we later fix i? = 63). This avoids the need for a very large shifter. 

Lemma 5. For B > P, let 6' = min((i, B). It holds 

[2^'^-/b]_(ppi) = [2^'^ -fbl^ip+i) 

Proof. The case 5 < B k trivial. Let 5 > B > P. Then by lemma 4.9, it holds 

[2-^' -hUp+i) = 2-^^+^^ = [2-^-fbUp+^y □ 
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Fig. 3. Circuit Limit 



Adder Sardware. The adder (Fig. 2) is a straightforward implementation of the de- 
scribed algorithm using basic components [2]. If a subtraction is to be performed, st is 
negated, yielding Circuit ExpSub computes the difference as := 6 a — et and the 
flag eb.gt.ea := {et > Ca )- The result’s exponent is selected by a multiplexer. Circuit 
Swap swaps a and b in case Cf, > Cq. The shift distance is limited in circuit Limit to 
B := 63. Circuit Align performs the actual alignment shift. It primaly consists of a 
64-bit shifter and a sticky computation, which collects the bits shifted out during the 
alignment. Circuit SigAdd performs the addition, i.e., steps 4 and 5 from our informal 
description. 

The verification of the adder is straightforward: prove the correctness of the sub- 
circuits, and combine them using the above lemma and theorem. 



Verifying the Gate Level. As an example for the detail level our proofs operate on, 
we present the Limit circuit (Fig. 3) that calculates the shift distance as 2 for circuit 
Align. First, an approximation of the absolute value of the shift distance as = Ca ~ et 
is computed. 

{ as if as > 0 

—as + 1 if as < 0. 

If one of the high order bits asi [10 : 6] is set, then asi > 63. In this case, the low 
order bits of asi are forced to one by the OR-gates. Otherwise, the shift distance asi is 
unchanged. It holds 

as 2 = minjasi, 63}. 

Both statements are easily verified in PVS. 

In case Cb > Ca, the described computation introduces an error of 1 in the shift 
distance. This is compensated by pre-shifting the significand by one bit in circuit Swap 
in this case. This detour is done to reduce the cycle time of the adder. The approximation 
of the absolute value can be computed with the delay of a single inverter. If one computed 
the exact absolute value of as, one would introduce the delay of an incrementer that would 
increase the length of the critical path of the adder. 

3.2 Multiplier and Divider 

The product of two floating point numbers can be computed by adding the exponents 
and multiplying the significands. The less significant bits of the significand’s product are 
then compressed by means of a sticky bit computation. The so computed representative 
of the product is then passed to the rounder. Implementation and verification of this 
algorithm are straightforward. 
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In order to compute the quotient of two floating point numbers, one subtracts the 
exponents, and computes the quotient of the significands. The latter is the interesting 
part of the Mult/Div unit. 

Let fa and /{, be the two significands. We may assume 1 < ifajb) < 2, since 
the unpacker provides normalized significands. In our FPU, we use Newton-Raphson 
iteration to compute an approximation of fff^. We start with an initial approximation xq 
with 0 < l^o — /ft ^1 < 2^®, which is loaded from a lookup table with 256 entries. In 
PVS, the lookup table is defined as a function mapping addresses a G {0, . . . , 255} to 
bitvectors b G {0, 1}®. We have verified the content of the lookup table by automatically 
checking all 256 entries. The verification takes 5 minutes on a 500 MHz AMD Athlon. 

The analysis of the actual Newton-Raphson iteration and the following computation 
of the representative [fa/ fb]-p of the significand quotient is described very detailed in 
[17]. The translation of the proofs to PVS is therefore straightforward. 

Before passing the result to the rounder, the significand is left-shifted by one bit to 
yield a significand in the range [1 , 4) as required by the rounder. The exponent is adjusted 
accordingly. 

3.3 Rounder 

Let X be the exact result of an operation, and let {si, Ci, fi) be the input factoring to the 
rounder. This factoring is not necessarily an lEEE-factoring. Let (s, e, /) = rj[x) be 
the IEEE factoring of x. The rounder specification requires the input factoring to satisfy 
[si,ei,fij =a X, where a < e — P. Here, Pis the precision of the operation’s destination 
format. 

The rounding unit is decomposed into the ? 7 -shifter, the repre- 
sentative computation, the significand round, and the post-normal- 
ization stage (Eig. 4). The Ty-shifter computes an lEEE-factoring 
(Sn, e„, fn) with s„ = S,e„ = e, /„ =_p /. Two cases have to 
be distinguished: 

1 . In case of an addition/subtraction, the exponent satisfies Ci > 

Gmin by Construction (Sect. 3.1). However, the significand fi lies 
in the interval (0, 4), and can - due to cancellation - be less than 1 
even if > emin- In the latter case, the significand has to be shifted 
left. 

2. In case of multiplication and division, the input significand fi 
lies in the interval [1, 4), since the inputs to the multiplier/divider 
were normalized by the unpacker. The exponent e^, however, does 
not necessarily satisfy > emin/’ In the case where < tmin^ Fig- 4. Rounder 
the significand fi has to be shifted right by Cmin ~ Si digits. Since 

this shift could be very far, the shift distance is limited similarly to the adder alignment 
shift explained in Sect. 3.1. 

The ? 7 -shifter outputs /„ with 128 binary digits. The circuit Rep computes the repre- 
sentative fr := [fn]-p- This is done using an OR-tree, as suggested by theorem 3. We 
then have (s„, e„, fr) = rf{\x\e-p) by theorem 2. 

The next circuits SigRd and PostNorm exactly correspond to the functions sigrd 
and postnorm from Sect. 2.2. The significand round on fr is performed by investigation 

^ For example, the multiplication 2®™*" x 2®"**" generates inputs (si,ei,fi) = {0,emin + 
Cmin, 1) to the rounder. Note that Cmin < 0, and therefore 2 ■ Cmin < emin- 
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of the 3 least significant bits of fr, and either chopping or incrementing the higher order 
bits [17]. If this effectively changes the significand, then the inexact result exception 
INX is signalled according to lemma 3. 

The post-normalization increments the exponent and forces the significand to 1 if 
normalization is necessary. 

Theorems 1 and 4 together imply the correctness of the rounder: 



{^out 5 ^out'i font) — ‘n (t'd(x, A4)) . 



After rounding, the circuit Pack outputs the IEEE bit string encoding of this factoring. 
In case of an untrapped overflow, however, the circuit Pack outputs either the format’s 
maximal value, or infinity, depending on the sign and the rounding mode. 

The correctness of the unpacker, the computation units, the rounder, and the packer 
together imply the correctness of the whole EPU. 



3.4 Errors Encountered 

We briefly describe some of the errors in [17] that we have encountered during the 
verification of the FPU in PVS: 

The specification of the rounder interface (pg. 392) is wrong. There it is required 
that an overflow does not occur if a denormal significand fi is fed into the rounder, i.e., 
/i < 1 => -^OVF{x, A4). This is necessary to detect overflows correctly (pg. 397). 
However, the requirement is not strong enough: it must hold that the input exponent Ci 
is less than Cmax in case of a denormal input significand, i.e., /i < 1 => < Cmax- 

Otherwise, the proof on page 397 fails. 

The divider does not obey the rounder specification (neither the old nor the new one). 
A division of 1 ■ by (2 — 2^^+^) ■ overflows, but the input significand into 
the rounder fi « 1/2 is denormal. This bug can be fixed by left-shifting fi by 1 and 
appropriately adjusting the exponent Ci in case of divisions (cf. Sect. 3.2). 

On page 400, a carry-in is fed into a compound adder, although compound adders 
do not feature a carry-in. A similar error was found in the exponent addition circuit in 
the multiplier (pg. 383). 

In circuit SigRd (pg. 406), chopping the significand in single precision mode leaves 
non-zero digits after the least significand bit. The claims in Sect. 8.4.5 are therefore 
wrong. This can be fixed by tying the bits after the least significand bit to zero. 

In the significand round, the circuit for the decision whether to chop or to increment 
the significand is wrong (pg. 407). The Xor has to be replaced by an Xnor gate. 

In the adder, the computation of the sign bit is wrong (pg. 371). 

The proofs in [17] partly have large gaps. These gaps had to be filled during the 
verification in PVS. Most proof gaps could be filled without revealing errors in [17], but 
some proof gaps hid errors, e.g., the errors listed above. Having formally verified the 
proofs in PVS ultimately gives us the certainty that the design of the FPU is correct - 
under the assumption that PVS is sound. 
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4 FPU Control 

So far we have verified combinatorial circuits. In order to implement the FPU in hard- 
ware with reasonable cycle time, one has to insert pipelining registers. Since multipliers 
are very expensive, one cannot fully pipeline the iterative Newton-Raphson algorithm. A 
loop has to be incorporated into the pipeline structure to reuse the multiplier in each itera- 
tion. This saves hardware costs, but considerably complicates control and the correctness 
proof. 

In [17], the FPU is integrated into an in-order variant of the DLX-processor. In our 
verification project, the FPU will be integrated into a Tomasulo based out-of-order DLX- 
variant. It is therefore necessary to design a new control automaton for the FPU in order 
to exploit the benefits of the out-of-order scheduler. 

After pipelining, the FPU has a variable latency, and operations are finished out-of- 
order. The latency of the FPU is 1 cycle for comparison and for operations involving 
special operands. It is 5 cycles for addition, subtraction, and multiplication. The division 
unit has latency 16 and 20 cycles in single and double precision, respectively. Two 
divisions can be performed interleaved without increased latency. 

We have verified the new FPU control using a combination of PVS’s modelchecking 
and theorem proving capabilities We omit the control implementation details here, since 
they are not specific to FPUs. 

5 Summary and Future Work 

We have formally verified a fully IEEE compliant floating point unit. The supported 
operations are addition, subtraction, multiplication, division, comparison, and conver- 
sions. The FPU handles denormals and exceptions as required by the IEEE standard. 
The hardware has been verified on the gate level with respect to a formal description of 
the IEEE standard using the theorem prover PVS. 

The proofs in PVS used paper proofs from [17] as guidelines. However, some of the 
proofs in [17] were erroneous, and most proofs had gaps needed to be filled in PVS. 
Those gaps hid errors in the design in [17]. Having formally verified the proofs (and 
filled the proof gaps) in PVS gives us the certainty that now the hardware is correct with 
respect to its specification. 

To the best of our knowledge, this is the first time that a floating point unit that supports 
addition/sub traction, multiplication/division, comparison, conversions, denormals, and 
exceptions in hardware has been formally verified on the gate level, and the designs and 
proofs scripts are made publicly available. 

The amount of work needed to develop the PVS hardware description and proofs 
was roughly a year for each of the authors. Since theorem proving strongly profits from 
experience, we think we would succeed in at most half the time now on a comparable 
project. 

We are currently working on the integration of the EPU into the VAMP processor 
and the translation of the VAMP to Verilog. The VAMP processor including the EPU 
will then be implemented on a Xilinx FPGA. 

Acknowledgements. The authors would like to thank Sven Beyer, Daniel Kroning, Dirk 
Leinenbach, Wolfgang Paul, and Jochen PreiB for valuable discussions. 
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Abstract. In practice, formal specifications are often considered too 
costly for the benefits they promise. Specifically, interface specifications 
such as standard bus protocol descriptions are still documented infor- 
mally, and although many admit formal versions would be useful, they 
are dissuaded by the time and effort needed for development. 

We champion a formal specification methodology that attacks this cost- 
value problem from two angles. First, the framework allows formal spec- 
ifications to be feasible for signal-level bus protocols with minimal effort, 
lowering costs. And second, a specification written in this style has many 
different uses, other than as a precise spccihcation document, resulting 
in increased value over cost. This methodology allows the specification 
to be easily transformed into an executable checker or an simulation 
environment, for example. 

In an earlier paper, we demonstrated the methodology on a widely- 
used bus protocol. Now, we show that the generalized methodology can 
be applied to more advanced bus protocols, in particular, the Intel® 
Itanium"’’'^ Processor bus protocol. In addition, the paper outlines how 
writing and checking such a specification revealed interesting issues, such 
as deadlock and missed data phases, during the development of the pro- 
tocol. 



1 Introduction 

As digital circuits become larger, designs are broken up into more and more 
pieces, increasing the importance of design integration. The popularity of IP 
(Intellectual Property) cores, and the increased awareness that their interfaces 
must be clearly defined, is an affirmation of this trend. This development ne- 
cessitates that functional interface speeifications be correct and precise beeause 
they serve a pivotal role when integrating designs. However, specifications are 
still written in natural languages and not formal languages, forfeiting an oppor- 
tunity for analysis, automated checks, and preciseness. In many cases, specifica- 
tions widely in use are wordy, ambiguous, and contradictory; all problems that 
can be resolved by formal specification development. A subtle point missed in 
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practice is that an informal specification may have inconsistencies that a human 
reader will not notice, or may be missing rules that a human reader may infer 
automatically, but, because it is inconsistent and incomplete, any correctness 
reasoning is impossible. A practical consequence of this is that a good protocol 
compliance checker can not be created from such a document. 

Despite these arguments, in practice, formal specifications are rarely used. 
The reason seems to lie with the perceived high cost of formal development: 
mainly, the lengthy development time and the investment needed for formal 
verification training. For many, the value of a correct specification does not 
justify these costs. This paper is one step in a broader effort to reduce the cost 
by making the specification process more reasonable, and to increase the value 
of formal documents by developing direct applications for them. Methodology, 
as opposed to tool or language development, is the key to achieving this goal. 

Until recently, formal specification research has focused mostly on developing 
tools or languages. Very little work has been done on how to develop complete 
specifications. Tools assume the existence of them, or are just used with an ad 
hoc list of properties. Our goal is to develop a methodology that produces a self- 
contained, complete, behavioral specification, while adhering to the cost-value 
goal. Currently, we are focusing on signal-level bus protocol descriptions, since 
they are both important and challenging to specify. 

There has been a few other bus protocol specification projects. In 1999, 
Chauhan, Clarke, Lu and Wang [CCLW99] specified PCI (Peripheral Compo- 
nent Interconnect) protocol [SIG95] using CTL. Cur specification has advantages 
that a CTL one does not have. In 1998, Mokkedem, Hosabettu, and Gopalakr- 
ishnan formalized higher-level properties of PCI involving communication over 
bus bridges [MHG98]. Their specification is almost unrelated to the one here, 
which focuses on the low-level behavior of individual signals. In fact, the method- 
ology is most closely related to a 1998 paper by Kaufmann, Martin, and Pixley 
[KMP98], which proposed using logical constraints for environment modeling. 
However, they do not give guidance on how the constraints should be written, 
which is the focus of this project. 

In [SDHOO], we present a specification style that was developed using the 
core subset of the PCI protocol as an example. We also describe two debugging 
methods based on model checking, that were found to be effective with the style. 
As a second paper in this series, the primary contributions of this paper are the 
following. First, the work shows that the generalized methodology can be applied 
to more advanced bus protocols, in particular, the Intel® Itanium"'"'^ Processor 
bus protocol[Cor]. Second, it demonstrates how writing and checking such a 
specification reveals interesting issues during the development of the protocol. 
This point is illustrated with a few examples from the specification effort. 

It has been found that the expressiveness of the style is not a problem despite 
the protocol’s pipeline feature, that the increased complexity did not affect model 
checker performance, and the method’s debugging strategy is still effective. The 
technique uncovered several issues in a development version of the protocol which 
allow deadlock of the bus and missed data phases. The protocol engineers have 
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recognized the significance of these discoveries and subsequently made changes 
to the protocol to disallow such scenarios. Furthermore, with this method, the 
total time to write and check the description was 2 man-months. 

The Specification Style 

The specification style addresses the cost problem in two ways. First, formal 
verification expertise is not required to write the specification. In contrast, 
many specification frameworks require knowledge of LTL (linear time tempo- 
ral logic) or CTL (computation tree logic) [CE81] as evidenced by numerous 
projects such as CMU’s PCI specification [CCLW99] and IBM Haifa’s FoCs 
software [ABG+00]. Because it does not require the complex constructs of these 
languages, the formal specification can be and has been written in a hardware 
description language such as Verilog, a language familiar to many engineers. 
This feature partly counters the training cost argument against formal specifi- 
cations. More generally, the style is language-independent (indeed, the specifi- 
cation can still be written in LTL or CTL if desired). The methodology can be 
applied to any of the existing tool frameworks and languages such as SMV[McM], 
FoCs[ABG+00] or LUSTRE [HCRP9I]. 

Second, because the style is based on writing many small protocol rules and 
purposely avoids writing large state machines, the specifications have been found 
to be easier to write and maintain. Many descriptions comprise of one large state 
machine with actions specified for each state. Designing such a state machine 
correctly is a complex, error-prone task. This method instead relies on many 
small state machines, but the bulk of the specification is done using compact 
rules. 

To maximize its value, the style allows the specification to have multiple func- 
tions. Eor a formal verification framework using a model checker, with no extra 
work, the specification can be used to constrain the inputs to the design under 
test, and at the same time, it can be used as the list of properties to check for. 
For example, this was done by Govindaraju and Dill; using the PCI specification 
written in this style, they were immediately able to formally verify a PCI driver 
implementation [GDOO]. The specification constrained the state space, and also 
gave them properties to check for. This assume-guarantee approach is not new, 
but the style easily allows it while an ad hoc specification probably would not. For 
designs that are too complex to be formally verified and can only be simulated, 
the specification can be directly used as a conventional checker monitor during 
simulation runs. This is possible because the specification is executable and can 
be written in a language such as Verilog. For example, at Intel®, the specifica- 
tion that was developed for the Itanium"'"'^ processor bus has been translated 
into a C++ simulation checker. 

Specification Writing. At the foundation of the specification style is the con- 
cept of monitors. Monitors observe the output signals of interacting agents, flag 
illegal behavior, and assign blame to the erring agent. The monitor concept al- 
lows executable specifications to be written for non-deterministic behavior, and 
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allows specifications to be written as a conjunction of simple properties (in these 
respects, monitors have many of the advantages of temporal logic). The concept 
is not new; numerous specification frameworks are based on monitors. 




Fig. 1. A Monitor 



Within this monitor framework, the style is based on using multiple con- 
straints to collectively define the correctness of an agent’s signalling behavior. 
The constraints are simple propositional formulas with a time construct. The 
basic form is, 

prev{signalo A ... A signali V {statemachine = value)) signal V ... A signaln 

where is the logical symbol for “implies” . The antecedent is an expression 
containing signal values and state machine values, and the consequent is an 
expression of signal values. The prev construct allows the state of the signal 
a cycle before to be expressed, and it can be nested although in the examples 
attempted, only up to a doubly nested prev was needed. For readability and 
to facilitate debugging and implementation, the constraints are written as an 
implication with the past condition as the antecedent and the current condition 
as the consequent. For example, the protocol constraint, 

prev{trdy A stop) — )■ stop 

means “if the signals trdy and stop were true in the previous cycle, then stop 
must be true in the current cycle” where a “true” signal is asserted and a “false” 
signal is deasserted. 

Due to various desired characteristics on the specification, such as guaran- 
teeing the existence of an implementation, there is one important restriction 
placed on the constraints. Each constraint can only constrain the behavior of 
one agent. This leads to the ability to blame just one agent when a specification 
constraint is violated during agent interaction. If signals Oa and qa are outputs 
of the same agent and rj, is an output of another agent, the first constraint obeys 
this restriction, while the second doesn’t. 

correct : previous{rb) Oa h.qa 

incorrect : previous {vb) Oa hr b 

The PCI protocol was specified with this restriction, and the targeted subset of 
the Itanium’^^ processor bus protocol was also successfully specified with this 
restriction. 

The prev construct is not enough to retain state information. State machines 
are needed for this. But instead of relying on large state machines, the style 
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relies on many, small, standard state machines which each track one thread of 
information. An example is a 2-state, set-and-reset machine which becomes set 
when a certain event happens and stays set until it is no longer needed. It is 
used to record certain information such as whether the transaction is a read or 
a write. Another example is a counter which counts the number of cycles from 
a certain event, or counts the number of occurrences of a special event. Only 
these two types of state machines were needed. A key point is that a protocol 
can be written with a few standard state machines, even if it is as complex as a 
pipelined protocol. 

In addition to the benefits already described, there are numerous advan- 
tages to writing a specification as a “collection of small constraints and state 
machines.” Since most existing natural-language specifications, such as the PCI 
specification, are already written as a list of rules, the translation to this type 
of specification requires less manipulation and results in fewer opportunities for 
error. Furthermore, not only is such a specification easier to write, it is easier to 
read and understand than a complicated, large state machine description. And 
finally, on a theoretical note, this specification style together with a simple-to- 
check property guarantees the existence of a implementation (and more precisely, 
a stronger property called receptiveness). Although many of these qualities are 
hard to quantify, is it noted that our PCI specification has been used by others 
working on related projects such as Clarke et al. [CGY+00] and Aloul et al. 
[ASOO]. 

Specification Checking. Two debugging methods were found to be effective 
for this style when developing the PCI specification. Their main purpose is to 
check if the specification is overly restrictive, or under-restrictive, and whether 
it agrees with the protocol designer’s intent. 

The dead state check finds contradictions in the specification. It searches for 
a state where all the specification constraints have been true so far, but there 
is no next state where all of the constraints are true. This indicates that the 
specification places contradictory requirements on the system at some point in 
its execution. To determine this, it is sufficient to model check the specification 
with the following property, 

AG {all -Correct EX [all -correct)) 

where all-correct true indicates that none of the constraints have been violated 
so far. This property guarantees that the system can execute infinitely obey- 
ing the protocol no matter which path it chooses, as long as at each step, an 
all-correct next state is chosen. 

The characteristic check checks whether the specification guarantees certain 
properties. These characteristics are logical statements about agent events and 
are expressed in CTL.^ They are checked against the specification using a CTL 

^ It must be emphasized that the specification constraints are simple, bounded, linear 
time properties and these checking properties are more complex, unbounded, CTL 
formulas. 
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model checker and by the counterexamples provided by the model checker, the 
check finds bad scenarios allowed by the specification. This technique requires 
knowledge of the protocol because the characteristics cannot be deduced auto- 
matically from the specification. 

2 Specification 

A core subset of the Itanium"'"^ Processor bus protocol was specified; the request 
phase, the snoop phase, the response phase, the data phase, and the deferred 
phase are all covered, but, for example, the arbitration phase is not. Higher level 
properties of deferred transactions, such as the assurance of completion, are 
not specified or checked because they are probably better treated in a different 
specification. 

In this section, it is illustrated how the specification style specifies advanced 
features that were not part of the simpler PCI protocol. There is a description 
of pipeline specification, the treatment of the protocol’s time-unbounded rules, 
and an explanation of a reaction timing issue. 

Definitions Here are some terms that are used throughout this paper. 

constraints The small, propositional formulas in the formal protocol 
specification describing agent behavior 
rules Specification properties in the informal, English specifica- 

tion provided by the protocol designer. There is no one- 
to-one relationship between constraints and rules. In most 
cases, one rule corresponds to multiple constraints, 
history variables Variables that retain information from the past. This can 
be as simple as the value of a single bus signal from one 
cycle ago, or as complicated as a counter, 
agents The entities communicating with one another using the in- 

terface, or in this case, the bus. 

2.1 Pipelining 

First, an un-pipelined version of an example constraint will be described. The 
protocol has six phases. Transactions must go through the arbitration phase, 
request phase, error phase, snoop phase, response phase, and data phase. The 
type of transaction, whether it is a write or a read, is determined during the 
request phase. An important signaling event, the assertion of trdy, happens 
during the response phase. Thus, the example rule, Hrdy must be asserted for 
a write transaction,” requires the transaction type (write) to be stored from the 
request phase until the response phase. Also, the end of the response phase is 
defined by the assertion of rs and so the rule requires that trdy be asserted 
before rs. 

Consequently, to specify the constraint, two auxiliary variables arc sufficient. 
First, there is a history variable write which becomes true during the request 
phase if the transaction is a write, and stays so until the transaction is completed. 
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The second history variable, trdy -happened, becomes true when trdy is asserted 
and stays so for the duration of the transaction. 

Using these variables, the constraint becomes, “if a transaction is a write, 
then if trdy assertion hasn’t happened yet, rs cannot be asserted (i.e. the re- 
sponse phase can’t complete).” 

prev{write) — >■ {prev{~^trdy -happened) ^rs) 

For a pipelined version, while transaction i is in the response phase for ex- 
ample, transaction i—1 can be processed concurrently, say in its request phase. 
Thus, there needs to be multiple write variables and trdy-happened variables 
for each outstanding transaction. Assume that there is a mechanism to tag each 
transaction with an ID number. This same number can be used as a subscript on 
the history variables to create separate variables for each transaction. Thus, the 
history variables become writei instead of write, and trdy-happenedi instead 
of trdy-happened. Also, the constraints are activated only when a particular 
transaction reaches a particular pipeline phase. Consequently, each constraint 
developed in the un-pipelined version is (indirectly) indexed by a transaction ID 
in the pipelined version. The example constraint now becomes, 

prev{writei A {responsc-phase = i)) — ^ {prev {^trdy-happenedi) — >■ ^rs) 

which is, “if transaction i is a write and is undergoing the response phase, then 
if trdy assertion hasn’t happened yet, rs cannot be asserted.” Thus, to create a 
pipelined version from an un-pipelined specification, the constraints and history 
variables are replicated and indexed by transaction IDs. 

The transaction ID assigning process is implemented by counters. In this 
scheme, the transaction ID corresponds to the order in which the transaction 
started. The first transaction that undergoes the arbitration phase (which is the 
first phase in the pipeline) is assigned the ID of 0. The ith transaction that 
undergoes the arbitration phase is assigned the ID of f — 1. Since there can 
only be eight outstanding transactions, the IDs are assigned modulo 8. This ID 
scheme works because most phases for a transaction happen in-order;^ the ith 
transaction to undergo the request phase is the the ith transaction to go through 
the response phase. 

For each phase, there is a signal expression which indicates that the phase 
has completed. For a particular phase, if the number of occurrences of these 
“complete” signaling is known, the number of transactions that have undergone 
this phase so far is also known. In this way, the specification can keep track of 
which transaction is being processed in each phase. For example, the request 
phase’s completion event is the assertion of ads. The request phase counter 
increments at every occurrence of this, and the counter value indicates the ID of 
the transaction currently in the request phase. As this transaction moves onto 
subsequent phases, each phase counter will have this same value. 

^ Data phases can be deferred and completed later so they do not necessarily happen 
in order. 
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Thus, the general form for constraints is, “if transaction z is a write (or read) 
and it is currently undergoing the response (or request or snoop) phase, then p 
must hold.” 

prev{transactionJypei A {some.phase = i)) ^ p 

(where for example, transaction Jypei is a “write” and some_phase is a “response 
phase” counter) 

Thus, using these counters and appropriate history variables, a pipelined pro- 
tocol can be easily specified with small constraints. The one drawback of this 
methodology is the linear increase in the number of state variables, which may be 
a problem when model checking. However, this is only a problem with verifica- 
tion and not the specification. The specification scales well; the constraints only 
have to be duplicated with the counter values and variable subscripts changed. In 
fact, the methodology specifies a certain intricate Itanium"'"^ bus feature effec- 
tively and simply. Although there are only five main pipeline stages, the protocol 
supports eight outstanding transactions at any time. The extra transactions are 
buffered at each stage. With the monitor-style constraints, the buffers do not 
have to be explicitly modeled to specify the agent-bus behavior. There are simply 
eight copies of the constraints for the eight outstanding transactions. 

2.2 Time-Unbounded Rules 

Compared to the tightly timed PCI protocol, the Itanium"'"^ Processor bus has 
a less constrained timing relationship among the different signal events. With 
PCI, most rules fall into the category, “exactly n cycles after event a happens, 
event b must happen.” The PCI protocol is a time-bounded protocol where most 
events are guaranteed to happen within a certain time span. 

In comparison, there are no such guarantees with the Itanium'^^ Processor 
bus protocol. Most of the rules follow the form, “any time after n cycles have 
elapsed since event a, event b may happen.” The environment must expect that 
the event can happen at n, or n -b 1, or n -|- 2, and so on, and be designed ac- 
cordingly. An example from the protocol is “trdy may be deasserted a minimum 
of 3 cycles after the deassertion of the previous trdy'" . 

Furthermore, there are no rules stating that an event must eventually happen 
(the so-called liveness property). In essence, the protocol is a time-unbounded 
protocol. Hence, the protocol allows the bus agents to have more freedom in 
ordering events, and optimizing bus performance. However, this extra degree of 
freedom leads to more corner cases in the specification that need to be checked. 

Constraint Style. In the prior section, it is explained that the constraints for 
this protocol are written in the form, 

prev{transaction-typei A {somc-phase = i)) ^ p 

The form of p will now be described. The most natural form, considering the 
“time-unbounded” characteristics of the protocol, is 

p : -^prev{q) — > 
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“If q is true in the previous cycle, then r may be true in the current cycle.” 
The expression for q is a trigger condition which enables a certain exchange 
or a change of state. A trigger condition which signals that an agent is ready 
to receive data is one example. Another example is a trigger condition which 
indicates the completion of an event so that a bus signal can be deasserted. 

One consequence of this time-unbounded feature, is that the dead state check, 
in its original form, does not catch contradictions. This is due to the fact that 
because most actions are not required to happen at any given time (the time- 
unbounded characteristic), the bus can always choose to loop in the current 
state and “do nothing.” If the check searches for a legal (all the specification 
constraints are true) current state which has no legal next state, with a time- 
unbounded protocol, the current state is always a legal next state and so the 
check is vacuous. Therefore, the dead state definition needs to be expanded so 
that the test check for the following desired property, 

AG {all. correct — >■ EX {all. correct A -^same)) 

where same is true if all the state variables, except the timer-like variables which 
increment at each clock, have the same value as in the previous state. Thus, this 
check ensures that, at every legal state, there is at least one possible legal next 
state where some change happens and the bus is not forced to stay in the current 
state. And so, a check that was effective for PCI is modified for the Itanium"'"'^ 
protocol so that a wider class of anomalies are detected. 

2.3 2-Clocks or 1-Clock Reaction Time 

Unlike the PCI protocol, the Itanium"'"'^ process bus is a latched protocol where 
there is a 1 cycle delay from when the bus agent asserts (or deasserts) a signal to 
when the action appears on the bus. Thus, when observing events on the bus, a 
reaction to a trigger event happens (at earliest) in two cycles instead of one. On 
cycle n, a trigger condition becomes true on the bus; on cycle n -f 1, the agent 
asserts a signal in response; and on cycle n-|-2, the assertion appears on the bus. 
And so most time-bounded constraints are in the form, prev{prev {input)) — )• 
output where input and output are bus signal expressions. 



A asserted 
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Fig. 2. The Latched Bus Protocol - 2 Cycle Response Time 



However, the response to a trigger from the same agent may happen in one 
cycle. There is no one-cycle delay through the latched bus in this case. For 
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example, there is a rule, “ids cannot be asserted in cycle N if trdy is sampled 
asserted on clock N.” As a constraint, this becomes prev{trdy) — > -'ids. This 
requirement is possible only because both trdy and ids are controlled by the 
same agent at all times. The agent does not need to wait for the trigger (trdy) 
to appear on the bus to react {^ids) to it. 

The difficulty arises when the trigger condition of a rule is a mix of external 
and internal signals. An example is “input A output o true requires output i to 
become true.” If an external signal causes the trigger expression to become true 
{outputo was already true and input just became true), then a two cycle reaction 
time is needed. However, if the agent’s own signal causes the trigger condition to 
become true {input was already true and outputo just became true), it can react 
in one cycle. Thus, the rule needs to be separated into two constraints depending 
on the situation. However, the English specification fails to distinguish between 
the two cases, and states a blanket requirement allowing a one cycle reaction 
timing at all times. This is problematic because if a particular agent asserts a 
reaction earlier (one cycle) than expected by other agents (two cycles), it may 
lead to an undefined state. In fact, the modified dead state check detected a 
scenario where this misstated rule led to a contradiction. 



3 Debugging 

Several issues were found with the development version of the Itanium"'"'^ pro- 
cessor bus protocol using the methodology’s debugging procedures. Some are 
omission of rules that are arguably implicit in the official specification, but vio- 
late the completeness concept. Others are serious enough to cause data phases 
to be missed unnoticed, or cause a deadlock. These were resolved by revising the 
Intel® protocol specification. 



3.1 Found by Dead State Check 

The dead state check mainly found cases of missing rules. The informal specifica- 
tion tends to state the sufficiency conditions of an action, while leaving necessary 
conditions implicit. For example, a sufficient condition for the assertion of trdy, 
“if the transaction is a write, then a trdy assertion must happen,” is stated 
in the specification. Logically, it specifies writeJransaction trdyJiappens. 
However, a necessary condition that trdy can only be asserted at certain times, 
is missing. The specification should state that “trdy can be asserted only if the 
transaction is a write or has a snoop-initiated data transfer.” Else, the system 
will reach an undefined state because the agents do not expect trdy to be as- 
serted during a read, for example. By adding such a rule, the specification is 
made more complete so that a simulation checker can catch erroneous behavior 
at the earliest time. Overall, there were five cases of such omissions where the 
specification does not state that a particular event can happen only if certain 
conditions are true. 
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3.2 Found by Characteristic Check 

Missing Trigger Condition and Resulting Deadlock. There is a pair of 
communicating agents: a data sending agent, the Sender, and a receiving agent, 
the Reeeiver. When the bus signal trdy is true, the Receiver is signaling that 
it is ready to receive data. When dbsy is true, the Sender is sending data. So 
when -^dbsy is true, the Sender is idle, and is ready to start the next data 
transfer. Thus, when trdy A -^dbsy is true, both agents are ready; consequently, 
trdy A -^dbsy is a trigger condition that allows a new data phase to start. 

The protocol is designed so that the Receiver keeps trdy true until the data 
sending agent is idle and dbsy is deasserted {^dbsy). Thus, the normal sequence 
of events is as shown in Fig. 3. Note the one cycle delay between a signal change 
and its appearance on the bus because of the latched property. 
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Fig. 3. trdy and dbsy relation 



What makes the protocol tricky is that if dbsy is already deasserted, as an 
optimization, trdy can assert and deassert right away (Fig. 4). Note that, unlike 
the normal sequence, the trigger {trdy A -^dbsy) is true for only one cycle in this 
case. Thus, this scenario lets the idle state, -^trdy A^dbsy, happen a cycle earlier 
(that is why it’s an optimization). 
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Fig. 5. Missed Trigger Condition : trdy A -^dbsy is missed 



It is important that trdy and dbsy never become true on the same clock 
because of the following possibility (Fig. 5). On cycle 1, the Receiver samples 
dbsy low so it does the optimization, but because in cycle 2, dbsy is high, trdy 
is inadvertently deasserted before the trigger condition becomes true. So the 
awaited trigger condition never happens and a data phase cannot start. 

In most cases, the protocol is designed so that trdy and dbsy cannot become 
true on the same clock, but, in a special case, a loophole in the protocol al- 
lows this. Normally, because trdy and dbsy are handshake signals between two 
communicating agents, they are not asserted at the same time. However, there 
is a case where a third agent can assert dbsy and thereby break this rule. This 
special case is when an agent which previously deferred to complete a data phase 
(the Deferrer), takes advantage of the apparently idle bus to complete the de- 
ferred data phase. Meanwhile, there is a separate ongoing transaction where an 
Receiver agent is about to assert trdy to communicate to a Sender agent. The 
Deferrer asserts dbsy to start the data transfer at the same time the Receiver 
asserts trdy, and, as a result, trdy and dbsy are asserted at the same time. Note 
that, in this scenario, the trdy and dbsy assertions are not for the same data 
transfer. This overlooked case causes the normal data transfer to wait forever 
for the (missed) trigger condition of trdy A -'dbsy. 

In a similar case,^ a deadlock occurs because a transaction cannot proceed 
unless the data phase completes.^ But the data phase can not happen because 
the trigger condition did not become true. 

Since this trigger condition is crucial for data phases, and optimizations often 
lead to unexpected scenarios, the existence of the sequence shown in Fig. 5 was 
one of the first checked properties. Although the model checking properties can- 
not be automatically deduced, after the specification process, properties testing 
for suspicious sequences can be developed with little difficulty. 



® For the protocol experts: this happens when 1. the responding agent and the re- 
questing agent are the same and 2. it is a write with a snoop-initiated data transfer, 
where the second trdy, which is for the snoop-initiated transfer, happens exactly 
when the data phase (which was allowed to be indefinitely delayed because of 1.) for 
the first trdy starts. 

For the protocol experts: this requirement is because the second data phase is snoop- 
initiated, and it must happen together with the response. 
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Dropped Data Phase. Under certain circumstances, a write data phase can 
be delayed indefinitely.® The immediate danger of this is that the data phase 
never happens, and the system proceeds without any trace of the phantom data 
phase. The basic signalling mechanism of a write transaction is, 

1. The Receiver indicates a “ready” state by asserting trdy true. 

2. The Receiver may deassert trdy false before the Sender starts the data phase. 

3. The Sender, acknowledging the “ready” signal, starts the data transfer by 
asserting dbsy. 

Thus, the normal sequence of events is, Hrdy is asserted and then deasserted, 
data is transmitted, trdy is asserted and then deasserted, data is transmitted, 
... .” Now, consider the sequence “trdy is asserted and then deasserted, trdy is 
asserted again, data is transmitted, ... (Fig. 6).” The one-to-one correspondence 
between a trdy assertion and a data transfer breaks down. The second trdy 
assertion should not have happened before the start of the first data transfer. 
Consequently, the data phase for the first trdy misses its window to start the 
transfer. This happens only in the case where a data phase can be delayed 
indefinitely. 




Fig. 6. Early second trdy assertion 



This was found by model checking whether the specification allows a second 
trdy assertion before the start of a pending data phase. Coincidently, this prob- 
lem was also discovered using simulation by the testing team at Intel, but since 
our methodology does not require an implementation, it found the problem in a 
shorter time with less effort. 



4 Conclusion 

The formal specification for the core subset of the Itanium Processor bus pro- 
tocol consists of 46 independent constraints which can be replicated eight times 
for the pipeline depth of eight. To minimize model checking complications, a 
pipeline depth of two was used for debugging the specification. Again, this is not 
a limitation of the specification methodology, which scales well. The description 

® For the protocol experts: this happens when the responding agent and the requesting 
agent are the same. 
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file for a pipeline depth of two, written in Cadence SMV [McM], is 650 lines 
long, excluding the variable declarations. The formal specification was debugged 
using the techniques described; the current specification has no dead states and 
all characteristics checked for, hold. Model checking was done using Cadence 
SMV [McM] and all characteristics checks can be completed within two minutes 
on a Pentium Pro system with 128Mb of memory. 
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Abstract. We show how the Lava system is used to design and analyse 
fast sorting circuits for implementation on Field Programmable Gate 
Arrays (FPGAs). We present both recursive and periodic sorting net- 
works, based on recursive merging networks such as Batcher’s bitonic 
and odd-even mergers. We show how a design style that concentrates on 
capturing connection patterns gives elegant generic circuit descriptions. 
This style aids circuit analysis and also gives the user fine control of 
the final layout on the FPGA. We demonstrate this by analysing and 
implementing four sorters on a Xilinx Virtex-Il"’’'^ FPGA. Performance 
figures are presented. 



1 Introduction 

This paper describes the application of various formal and informal techniques 
to the design, implementation, optimisation and verification of a high speed 
sorter core realised on a large field programmable gate array (FPGA). Customers 
who buy FPGA cores expect them to have high performance and to have been 
carefully verified. Examples of the application of high speed sorting are graphics 
algorithms for rendering and ray tracing. 

The design of the sorter core is based on recursively described butterfly net- 
works which are composed to realise periodic sorters. There are a large number 
of different but similar sorting network designs, resulting in circuits of varying 
performance (depending on the lengths of intermediate wires). Having a design 
language that is well-suited to describing these networks has helped us to explore 
the design space far more effectively than is possible using conventional hard- 
ware description languages. We present four designs and instrument their perfor- 
mance. The user of the sorter core specifies the required speed performance, area 
requirements, latency and pipelining behaviour. Based on these requirements the 
sorter core selects one of the four sorter implementations presented here. 

To produce an efficient sorter network on an FPGA, one must carefully manage 
the intermediate wire lengths and also make effective use of the available silicon 
resource. We demonstrate how a layout combinator based style of description 
allows us to generate a compact layout without the tedious calculations that are 
necessary in a conventional HDL. 

The design environment used to describe and verify our circuit cores was 
developed at Xilinx and at Ghalmers University, and is called Lava [3]. Circuit 
descriptions in Lava are written in the functional language Haskell [6]. 
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Fig. 1. Architecture of the 2-sorter 

2 Design and Verification of a 2-Sorter 

The basic element of the sorters and mergers that we present in the following sec- 
tions is a two-sorter circuit. This circuit takes a pair of n-bit numbers and returns 
the pair sorted into ascending order. The butterfly networks implemented on FP- 
GAs are pipelined. This is achieved by registering the output of each 2-sorter. 

Figure 1 shows the implementation architecture for the 2-sorter. This imple- 
mentation uses a comparator to determine which of a or b is greater. The result 
of the comparator is used as the select signal to two bus-multiplexors. The out- 
puts of the bus-multiplexors are registered to allow the construction of pipelined 
sorters. 

The top-level Lava description of the two sorter is: 
twoSorter elk = fork2 >-> fsT comparator >-> condSwap elk 

This Lava description describes the circuit shown in Fig. 1 by composing in 
series several sub-circuits. The serial composition infix combinator is written as 
>->. This connects the output of the circuit on the left to the input of the circuit 
on the right. Furthermore, the circuits are laid out horizontally with a left to 
right information flow. Note how combinators compose behaviour and layout. 
Lava also provides combinators for right to left serial composition (<-<), top to 
bottom serial composition (\/), bottom to top (/\) and overlaid layout (>l>). 
There are also combinators for four sided tiles and many kinds of elaborate layout 
and wiring for real circuits have been successfully described using convenient 
combinators. 

The fork2 circuit simply duplicates its input, as shown in Fig. 1. The fsT 
combinator takes a circuit as a parameter and applies it to the first element of a 
pair leaving the second element unchanged. The comparator is implemented by 
using a subtracter laid out vertically (its definition is not given in this paper). 
The next stage uses f sT with comparator to perform a comparison on the first 
element of the forked value, namely (a,b). The next three stages implement a 
conditional swap circuit which will swap the values (a,b) if a is larger than b. 

The source for the conditional swap circuit is shown below: 
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Fig. 2. FPGA fioorplan of an 8-bit 2-sorter 



condSwap elk = 

fork2List >-> hpar [muxBus >|> vreg elk, muxBus’ >|> vreg elk] 

This circuit is build using the hpar combinator which lays out a list of circuits 
horizontally. In this case, the two circuits laid out next to each other are bus- 
multiplexors that use a select signal to determine which input to transfer to the 
output. The fork2List combinator duplicates its input into a two element list. 
Each bus-multiplexor has its output connected to a register bus and the two 
circuits are overlaid so that they occupy the same locations on the FPGA (there 
is enough space in each cell to perform the multiplexing and registering). To 
avoid having to explicitly realise the inverter required for the second multiplexor 
a variant muxBus' is used which switches in the opposite sense from muxBus. 
This optimisation allows for a very compact fioorplan as shown in Fig. 2 for a 

Xilinx Virtex ™ PPGA. 

The verification of the two-sorter was conducted using an in-house system 
developed for the formal verification of intellectual property cores [8]. A tech- 
nology specific equivalence checker has been produced which takes as input two 
EDIF netlists and tries to establish their equivalence using sequential equiva- 
lence checking. Using this tool we have shown that the Lava implementation of 
the 2-sorter has the same behaviour as a golden VHDL behavioural description. 

3 Describing Networks 

Many circuits have a clear recursive or iterative pattern of construction. Typical 
examples are multipliers, mergers, sorters, interconnection networks and trans- 
forms (notably the Fast Fourier Transform). These are important functions, and 
indeed it turns out that many of the functions that we would like to implement 
as cores for Digital Signal Processing (DSP) display this kind of regularity. 

For this reason, we have developed design, verification and implementation 
methods that are particularly suited to these regular circuits. The overall goal 
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is to make a fast route to efficient FPGA implementations. Here, we consider 
how to describe recursive and iterative networks, taking mergers and sorters as 
examples. This means that we are particularly interested in butterfly networks 
like that shown on the right of Fig. 3, and in variants on them. As a first step, 
we introduce some useful connection patterns. 

Often, we want to feed each of the pairs in a list of even length to different 
copies of a two-input two-output component, producing a list of the same length. 
We define: 

evens f [] = [] 

evens f (a;b:cs) = f [a,b] ++ evens f cs 

Here, f is the component in question, given as a parameter to the circuit. 
[] is the empty list, giving a base case. In the step, a and b are the first two 
elements of the input list, and f [a,b] is the output of the f component. That 
list is concatenated (using ++) to the result of applying evens f to the rest of 
the input list, cs. 

A circuit in which g works on the bottom half of the input list and h on the 
top half is written pari g h. The special case in which the two components are 
the same arises often and so gets its own abbreviation. 

two g = pari g g 

We can simulate this circuit on the Lava prompt. As an example, we simulate 
two reverse, where reverse is the wiring pattern that reverses its inputs. 

Lava> simulate (two reverse) [1..16] 

[8,7,6,5,4,3,2,1,16,15,14,13,12,11,10,9] 

We also introduce the pattern ilv, for interleave. Whereas two f applies f 
to the top and bottom halves of a list, ilv f applies f to the odd and even 
elements (see Fig. 3). We define it in terms of the wiring pattern rijfle, which 
performs the perfect shuffle on a list. Think of taking a pack of cards, halving 
it, and then interleaving the two half packs (as you do before you deal out the 
cards). If you now unriffle the pack, you reverse the process, returning the pack 
to its original condition. (This is somewhat more difficult to accomplish with 
aplomb at the poker table.) 

Lava> simulate riffle [1..16] 

[1.9.2.10.3.11.4.12.5.13.6.14.7.15.8.16] 

Lava> simulate unriffle [1..16] 

[1.3.5.7.9.11.13.15.2.4.6.8.10.12.14.16] 

Note that imrifHing the sequence from 1 to n divides into its odd and its even 
elements. We use this fact to define ilv in terms of two. 

ilv f = unriffle >-> two f >-> riffle 

Now we are in a position to define a connection pattern for butterfly circuits. 

bfly 1 f = f 

bfly n f = ilv (bfly (n-1) f) >-> evens f 

The smallest butterfly is just a single f component with two inputs and two 
outputs. A butterfly of size n, for n greater than zero, consists of two interleaved 
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Fig. 3. ilv g and bf ly 3 f 



butterflies of size n — 1, the output of which is fed into a stack of f components, 
which is made using evens. 

This pattern corresponds to a divide and conquer algorithm: there are two 
recursive calls on sub-parts of the input, and then a final phase (the call of evens) 
in which the results are combined. This butterfly-shaped connection pattern is 
shown on the right in Fig. 3. The figure indicates one of the smaller butterflies 
using dotted lines. This butterfly is interleaved with another one. (Compare with 
the diagram on the left of the figure.) The call of evens can be seen on the right 
of the figure. 



3.1 Batcher’s Bitonic Merger and Sorter 

One of the best known uses of the butterfly network is in the building of mergers 
and sorters based on a two-input two-output comparator, that is a two-sorter. 
It turns out that bfly n cmp sorts some input patterns, including those whose 
first half is sorted and second half is sorted into reverse order (provided that cmp 
is a two-sorter). This allows us to build a recursive sorter. 

For lists of length 1, the base case, sorting is just the identity function (id). 
Otherwise, we make two recursive calls to smaller sorters, and reverse the output 
of the second, feeding the result into a merger. The merger (bfly n cmp) is 
known as Batcher’s bitonic merger [1]. 

sortB 0 cmp = id 

sortB n cmp = pari (sortB (n-1) cmp) (sortB (n-1) cmp >-> reverse) >-> 
bfly n cmp 

The recursive structure of Batcher’s Bitonic Sorter is illustrated in Fig. 4. In 
part (a) of the figure a sorter is designed by recursively sorting the two halves 
of the input and then merging the result (after reversing one of the sub-sorts). 
Part (b) shows that a merger can be made from a butterfly of two sorters. The 
two sorter component is shown as a box with 2S written inside it. The merger 
shown here is Batcher’s bitonic merger. Part (c) shows that one of the smaller 
sorters can be decomposed using exactly the same strategy i.e. two sub-sorters 
and a merger. Part (d) shows that the merger inside this sub-sorter is just a 
butterfly of size 2. The resulting sorting network is shown in Fig. 5. 
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Fig. 4. Recursive structure of Batcher’s Bitonic Sorter 




Fig. 5. Batcher’s Bitonic Sorter sortB 



Note that our sorter is parameterised on the comparator component. So, for 
instance, if cmp is a two-sorter on integers, then sortB n cmp is sorter on integer 
lists of length 2", but later we will plug other circuit-level comparator compo- 
nents into the same sortB function. So we have really designed the connection 
pattern that must be used to connect comparators. We have not in any way tied 
ourselves down to comparators of a particular type. We will later use this fact 
more than once, when visualising merging networks and when verifying sorters. 



3.2 Batcher’s Odd Even Merger and Sorter 

The other well-known merging network is Batcher’s odd even merger. To de- 
scribe it, we need a another connection pattern, mid. The circuit mid f passes 
the first and last inputs of its input list through unchanged, and applies f to 
the remaining elements. For example, simulating mid reverse [0..7] gives 
[0,6, 5, 4, 3, 2, 1,7]. 

Now, the connection pattern for the odd-even merge is defined as 
merge OE 1 cmp = cmp 

mergeOE n cmp = ilv (mergeOE (n-1) cmp) >-> mid (evens cmp) 
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The subcircuit mid (evens cmp) on the right places components not on even 
pairs, but on odd pairs. For comparison, look back at the definition of bf ly, the 
connection pattern for the bitonic merger. The pattern is almost identical! The 
big difference is that the butterfly has evens cmp as its last column, while the 
odd even merger has mid (evens cmp). The reader is encouraged to sketch an 
odd even merger for 8 inputs, along the lines of our picture of the butterfly in 
Fig. 3. 

The odd even merger sorts inputs whose top and bottom halves are sorted, so 
the definition of the corresponding recursive sorter is short and sweet. 

sortOE 0 cmp = id 

sortOE n cmp = two (sortOE (n-1) cmp) >-> mergeOE n cmp 



4 Visualising Networks 

We have introduced some merging and sorting networks, and made claims about 
their behaviour. How do we convince ourselves that we have got our mergers and 
sorters right? 
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Fig. 6. The topology of the butterfly and odd even merge networks 



A good way to check that one has described these standard networks correctly 
is to draw pictures of them and compare with reliable presentations in the litera- 
ture. A standard way to visualise sorting or merging networks is shown in Fig. 6. 
Values in the network flow from left to right. The arrows indicate comparators, 
which operate on values flowing on the wires at each end of the arrow (possibly 
swapping them) . These figures show Batcher’s bitonic and odd even mergers for 
16 inputs. 
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We have generated these pictures using a simple non-standard interpretation. 
We replace the standard comparator by one where each “wire” carries both a 
number (as before) and a list of pairs of numbers, the comparisons done so far in 
the circuit. The comparator records which two numbers it compares, appending 
the pair to the comparisons list on one of its outputs. In addition, we add depth 
indicators to the circuit. A depth counter is incremented each time it flows 
through such a marker. Then, the new circuit is simulated on a sorted input 
list. We simply write some Haskell code to naively generate pictures from the 
resulting output. We exploit the fact that we have a full programming language 
available to code up lightweight analyses that help with the design problem at 
hand. Here, we exploit the fact that we have written generic descriptions of the 
connection patterns for the mergers. This enables us to plug in non-standard 
components for use in circuit analysis. 

5 Verifying Mergers and Sorters 

The recursive structure of the mergers and sorters encourages us to reason about 
them by induction. At present, we perform such induction proofs by hand (al- 
though it is our ambition to provide automatic assistance) . For examples of hand 
proofs about sorting and permutation networks, see for example references [5,9, 
10]. What we have available in the current Lava system is support for reasoning 
about fixed size cireuits. What we tend to do in practice is to use this facility to 
check instances of more general conjectures - a sanity check that can be a great 
time-saver. 

A network sorts correctly if (1) it always produces sorted output, and (2) if 
the output is a permutation of the input. In performing automatic proofs about 
fixed-size networks of comparators, we are fortunate in being able to use the zero- 
one principle [7]: A sorting network built only of wiring patterns and two-input 
two-output comparators sorts arbitrary numbers if it sorts numbers in {0,1}. 
This remarkable fact means that we only need to check that our networks, when 
built from combinational two-bit comparators (twoBitSort, which consists of 
just one or and one and gate) sorts lists of bits. Here, we again see the advantage 
of having generic connection patterns, into which we can plug many components. 

A list of bits is sorted if implication holds between adjacent bits. A circuit 
permutes an input list of bits, if there are equally many ones in the input as 
there are in the outputs. If these two checks return true for all inputs, then we 
have a sorter. (An alternative would be to compare our sorters with a known 
correct sorter. We often perform such equivalence checking, but have chosen not 
to do so in this paper.) 

To check the first sorting network property, we first define in what case a list 
of bits is sorted. 

sorted [] = high 

sorted [x] = high 

sorted (xl;x2:xs) = (xl ==> x2) <&> sorted (x2:xs) 

Then, we define the property, which is parameterised by a sorting network sort, 
and a natural number n. 
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prop_Sorts sort n = 

forAll (list (2'n)) $ \ inp -> 
sorted (sort n twoBitSort inp) 

Read this property definition as: “For all lists of size 2” called inp, the output 
of the sorting network sort is sorted, when given inp as input”. 

We can check these kinds of properties using external tools such as SAT- 
solvers and BDD-based tools. In order to do so, we have to specify at what 
size we want to verify the property. The logical level at which these tools work 
is not powerful enough to perform the verification for all sizes at once. We use 
symbolic evaluation to generate an input file to the external tool, which contains 
the unfolded definition of the circuit and the property. As an example, we present 
the verification of the sortedness property for size 4 (that is 16 inputs), using 
Prover Technology’s propositional prover. 

Lava> verify (prop_Sorts sortB 4 ) 

Proving: . . . (t=0.5) Valid. 

Given a suitable circuit count, which outputs a binary number indicating how 
many of its inputs are ones, the permutation property can be easily formulated 
as below. We show the verification for size 5 (64 inputs) using the BDD-based 
tool VIS. 

prop_Permutes sort n = 

forAll (list (2“n)) $ \ inp -> 

count inp <==> count (sort n twoBitSort inp) 

Lava> vis (prop_Permutes sortOE 5) 

Vis; ... (t=3.0) Valid. 

Unfortunately, the verification of the two properties presented above runs out 
of steam at around 64 inputs, for both SAT-solvers and BDD-based tools. The 
problem is that the verification problem simply becomes too hard for current-day 
technology. 

However, all is not lost. If we did a proof of the sorters by hand, we would 
use inductive reasoning. An inductive proof of the correctness of for example 
Batcher’s odd even sorter clearly relies on the fact that the merger sorts two 
appended sorted lists of equal length. We can actually check this conjecture for 
fixed sizes of the merger! 

The property that we then want to check has a list of bits as input, and a 
single bit as output. That bit should be 1 if the property holds of the given 
merger (which is the parameter merge). So, if out is the output of the merger 
when it has a bit-sorter as its component, we check that out is sorted if the two 
halves of inp are. 

sortsTwoSorted merge n inp = ok 
where 

(inpL, inpR) = halveList inp 

out = merge n twoBitSort inp 

ok = (sorted inpL <&> sorted inpR) ==> sorted out 

To make this into a property that can be checked by a verification tool dealing 
with fixed sized circuits, we must set the size of the list: 
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prop_SortsTwoSorted merge n = 
forAll (list (2'n)) $ \ inp -> 
sortsTwoSorted merge n inp 

It is read as “for all lists of size 2" called inp, the merger sorts two appended 
sorted lists” . This property is rather easy to check for for example Prover Tech- 
nology’s propositional prover. For example, size 7 (that is 128 inputs) takes only 
about 3 seconds. 

These results seem to indicate that monolithic proofs of sorting networks are 
hard for both SAT-solving and BDD-based methods, and that splitting the 
proofs up in smaller lemmas can help. Concluding, we were able to verify the 
two sorting properties of our sorting networks for small sizes (up to 64 inputs). 
The lemmas about the mergers have been verified for more than 256 inputs. 

6 Periodic Networks 

We have seen how to give elegant descriptions of two well-known recursive 
sorters. Now, we turn our attention to the so-called periodic sorters. These are 
sorters that can be made by composing a number of identical circuits. The best 
known of these sorters is odd even transposition sort. For 2N inputs, and cmp a 
comparator, N/2 copies in series of the circuit 

evens cmp >-> mid (evens cmp) 

makes a sorter. But this is a rather large sorter! Interestingly, there are mergers 
that can be composed in series to give sorters that are only about twice as big 
as the recursive sorters that we have seen. We are attracted by the prospect of 
building very regular, very fast sorters out of a single merger component. We can 
then concentrate optimisation efforts on that merger, aiming for a small footprint 
on the FPGA. Also, having a single merger makes it possible to experiment with 
space/time trade-offs, by reusing a single component repeatedly over time. 

We first check to see whether or not the bitonic merger can be composed in 
sequence to make a sorter. (The combinator hrep puts n copies of circuit in 
serial composition, horizontally.) 

bflyCompose n cmp = lirep n (bfly n cmp) 

Verifying prop_Sorts bflyCompose n fails already when n is 2, indicating 
that for example [low, high, low, high] is a counterexample. (This list passes 
through each butterfly unchanged.) So we need to look further. 

Sheeran has earlier studied the periodic balanced merger of Dowd et al [4,9]. 
The Ruby descriptions can be directly translated into Lava. We introduce a new 
and somewhat mysterious connection pattern vee related to ilv, and build a 
connection pattern similar to the butterfly, but replacing ilv by vee. 

The wiring pattern alt swaps every second of the even pairs of a list. So, for 
example, the list [1 . . 16] is permuted to 

[1,2,4,3,5,6,8,7,9,10,12,11,13,14,16,15] 
by the application of alt. 
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vee f = alt >-> ilv f >-> alt 
vfly 1 f = f 

vfly n f = vee (vfly k f) >-> evens f 

Here, we need a generated picture to help understanding, see Fig. 7, which 
illustrates vfly 4 cmp. It becomes clear why this is called the balanced merger. 
This rather beautiful and symmetrical merger can be composed to make a sorter. 

sortV n cmp = hrep n (vfly n cmp) 
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Fig. 7. The balanced merger and a periodic variant of the odd even merger 

The same prop_Sorts that we used before confirms that sortV 4, that is four 
copies of vfly 4 in series, does indeed construct a sorter for 16 inputs (using 
Prover Technology’s basic propositional prover). The proof for 32 inputs takes 
too long. On the other hand, we can quickly confirm that the periodic balanced 
merger sorts two interleaved sorted lists, even for 128 inputs. 

By experimenting with variants on the ilv connection pattern in the odd even 
merge, we have found another appealing periodic merger. You can think of ilv 
as marking the odd and even elements of the input and output lists with different 
colours, and then operating separately on each colour. What if we first divide the 
list up into pairs, and then mark alternate pairs with different colours? Then, one 
of the components operates on elements 0,1, 4, 5, 8, 9 etc. while the other operates 
on the remaining elements. We define 

que f = ilv unriffle >-> two f >-> ilv riffle 
You are encouraged to sketch this connection pattern. 

Now, we replace each ilv in the odd even merge pattern by que. 
qfly 1 f = f 

qfly n f = que (qfly (n-1) f) >-> mid (evens f) 
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The resulting comparator network is shown on the right in Fig. 7. It is, we 
believe, a periodic network proposed by Canfield and Williamson [2]. Note that 
the lengths of the stretched comparators are shorter than in any of the networks 
that we have seen. This is the best periodic merger that we have found so far. We 
call the resulting sorter sortQ. Again, this network sorts two interleaved sorted 
lists, and this can be checked using a SAT-solver. 

Why, though, does this merger compose to form a sorter? The key insight is 
that the merger not only transforms lists satisfying ilv sorted to lists satis- 
fying sorted, but also lists satisfying ilv (ilv sorted) to lists satisfying ilv 
sorted. In general, the merger increases sortedness by “removing one ilv” . So a 
sequence of n mergers takes an unsorted list (of length 2"), that is a list that 
repeatedly interleaves 2" sorted singleton lists (n calls of ilv) to a sorted list 
(no calls of ilv). A useful lemma in this proof is the fact that 
que (ilv f) = ilv (ilv f) 

Our recursive descriptions of networks are very different from the standard 
ways of describing networks in the extensive literature on sorting networks. We 
have a language with which to describe networks! We have found that this con- 
nection pattern oriented style of description has enabled both informal and for- 
mal proofs about our networks. In addition, this style of description gives us an 
elegant way to control the final layout when implementing circuits on FPGAs. 
This is the topic of the following section. 

7 Implementation 

Four of the sorters presented in the previous section have been implemented 
on a Xilinx Virtex-II XC2V3000 FPGA to allow us to evaluate area and speed 
performance. We can measure the size of designs in terms of look-up table (LUT) 
and register pairs. The XG2V3000 FPGA has 256 LUT rows and 112 LUT 
columns. The 2-sorter is 3 LUTs wide and n LUTs tall when used to compare 
two n-bit numbers. 

The layout produced by each of the sorters results in a solid rectangular area 
which is the result of tightly tiled 2-sorters. No gaps are left between columns 
and the routing software manages to find enough wiring resources to connect up 
the stages of the butterfly network. The FPGA floorplan of the sorters sortB 
and sortQ is shown in Fig. 8. The sorter sortV is like sortB but wider, and the 
sorter sortOE is like the sorter sortQ but narrower. 

Note that we have to add extra delays on some of the wires of sortOE and 
sortQ for the pipelined version of the sorter by changing the mid combinator. 

The results of placing and routing the four pipelined sorters are shown in 
Table 1. Each of these sorters sorts 32 16- bit numbers. All the sorters have a 
footprint which is 256 LUTs high. The width (in LUTs) of the sorters is shown 
in the table. The footprint of the design is 256 times the width and we use this 
area metric rather than the gate count. 

Based on the information in the table a sorter core can use any of these 
sorters (or variants) to satisfy speed, area, pipelining and latency requirements. 
The sortB sorter offers the most compact pipelined sorter. If a faster pipelined 
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Fig. 8. FPGA fioorplan of the sorters (a) sortB (b) sortQ 
Table 1. Performance results 



Sorter 


Speed 


Latency (ticks) 


Gate Count 


Area of XC2V3000 


Width 


sortB 


127 MHz 


14 


153,350 


43% 


45 


sortOE 


147 MHz 


14 


136,886 


41% 


55 


sortV 


121 MHz 


20 


248,070 


70% 


75 


sortQ 


152 MHz 


20 


222,870 


66% 


99 



sorter is required then sortOE operates 20MHz faster but requires 10 extra 
columns. The periodic sortV sorter has little merit as shown since it is slow and 
wide. However, by using just one stage (instead of five) and feeding the output 
back into the input we get a very compact sorter (15 columns) but the penalty 
is that this sorter can not be pipelined. The fastest pipelined sorter is sortQ but 
this sorter also has the largest footprint. If a high speed non- pipelined sorter is 
needed then just one stage of sortQ can be used with the output fed back into 
the input which reduces the width to 18 columns. When minimising latency is 
an issue the sorter core will select sortB when saving area is more important 
than speed and sortOE when speed is more important than area. 

We have shown in Lava that prop_Sorts is a valid safety property for all the 
pipelined sorters, for input sizes up to 128 bits. 

8 Conclusion 

The butterfly descriptions presented here are concise, and they result in highly 
optimised layouts. It is virtually impossible to produce such netlists from conven- 
tional hardware description languages. This is either because a synthesis based 
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approach usually has little or no support for floorplanning or if a structural 
approach is used then the complexity of calculating (x, y) co-ordinates makes 
non-trivial layouts infeasible. 

The butterfly-based sorters presented here have been built from a rich set of 
reusable combinators. This allowed us to quickly explore the design space of 
reeursive and periodic sorters, and to make measurements of area and perfor- 
mance. Our earlier work on circuit description in this style indicated that large 
classes of circuits can be covered by surprisingly small sets of combinators. 

What we have presented here is a whole solution, in the sense that it allows 
elegant circuit descriptions, formal and informal reasoning about the circuits, 
and a route to fast implementations on FPGAs. 

The actual verifications in the development of the sorting networks which 
are described in this paper are the following. The actual two-sorter component 
(working on binary numbers) which we use on the FPGAs has been verified 
against a behavioural description in VHDL, for binary number sizes up to 8 bits. 
The various sorting networks have been verified to be correct sorting networks 
using the zero-one principle for sizes up to 64 inputs. Lastly, we have shown that 
the pipelined sorters always produee sorted outputs, for sizes up to 128 inputs. 

“Virtex” and “Virtex-II” are trademarks of Xilinx Inc. 
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Abstract. In this paper we propose a novel refinement-based technique to for- 
mally verify data transfer in an asynchronous timing framework. Novel data 
transfer models are proposed to represent data communication between two lo- 
cally independent clock domains. As a case study, we apply our technique to 
verify data transfer in a previously published architecture for globally asyn- 
chronous locally synchronous on-chip systems. In this case study, we find sev- 
eral race conditions, hazards, and other dangers that were not mentioned in the 
original publication, and we find additional delay constraints that avoid some of 
the detected dangers. 



1 Introduction 

With smaller feature sizes and larger die areas, integrating systems on a chip has be- 
come a feasible solution to satisfy unrelenting demands to provide more functionality 
at higher clock rates. Future on-chip systems designs are expected to involve the inte- 
gration of multiple subsystems with independently clocked domains, including mem- 
ory cores and processor cores. An advantageous scheme for realizing communication 
among clock domains is by means of glue logic circuits that operate in a self-timed 
manner, i.e., without a clock. Robust glue logic circuits are critical to ensure safe and 
stable data transfer at high operating speeds. 

Synchronizing inputs with a local clock requires arbitration, which has a high prob- 
ability of metastability at high operating speeds. Pausible clock schemes, proposed in 
[20], handle metastability by extending the passive phase of the clock long enough for 
metastability to resolve. 

Globally-asynchronous locally-synchronous architectures (GALS), proposed by 
[33], [8] and [9] among others, show that a system can be partitioned into several 
independently clocked domains (subsystems) that communicate in a self-timed man- 
ner. To isolate each locally-synchronous domain from its globally-asynchronous envi- 
ronment, [1], [8] and [9] introduced an elegant design, called asynchronous wrapper, 
used to equip each locally-synchronous domain. Asynchronous wrappers serve as 

T. Margaria and T. Melham (Eds.): CHARME 2001, LNCS 2144, pp. 370-385, 2001. 
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controllers for data transfer between individual domains, and deliver a locally gener- 
ated pausible clock for the synchronous part of circuitry [8]. 

The interface-based design methodology of [18] proposes to define a system on 
chip architecture by a high-level block partition on one hand, and by multi-level com- 
munication policies on the other hand. Communication refinement was promoted in 
[18] as a technique for rapid development of system on chip architectures by succes- 
sive refinement applied to communication policies. In this paper, we show how to 
formally verify a key step of communication refinement for a GALS architecture, by 
verifying that a channel configuration with asynchronous wrappers meets a higher- 
level data-transfer specification that abstracts away the communication protocol used. 

Verification of communication refinement is both important and non-trivial. We 
believe that the adoption of GALS architectures in future on-chip systems design will 
depend on the extent to which these novel architectures can guarantee safe and stable 
data transfer, while preserving robustness of the system designs. These concerns can 
be generally attributed to data and system safety issues. Although the simulations and 
tests reported in [8] and [9] show that their design works properly, such simulations 
and tests can only cover a small fraction of all possible configurations of relative de- 
lays in asynchronous communication, while we find that various malfunctions may 
still emerge under different relative delays. Applying formal verification, we find the 
potential pitfalls and provide delay constraints that permit to size the circuits so that 
the pitfalls are avoided. 

The main challenges in our verification tasks are as follows: we have to combine in 
uniform models two essentially different synchronization paradigms (edge-triggered 
synchronous and handshake asynchronous); our data transfer specifications must be 
kept simple in the presence of non- synchronized clock cycles, which entails, for in- 
stance, that data can not be updated on every clock cycle on the sender and receiver 
sides; and, our specification and verification must be kept simple in the presence of 
interleavings of datapath and control signals. 

In this paper, we: 1) propose new data transition model to represent the implicit 
relationship between clock and data validity events; 2) construct comprehensive im- 
plementation models for the asynchronous wrapper and the asynchronous communica- 
tion scheme; 3) report several design pitfalls, including hazards in a design, obtained 
from 3D synthesizing tool, which claimed by [9] to be hazard-free; 4) provide relative 
timing constraints that were not mentioned by [8] and [9], along with fault diagnosis 
which indicates that the disregard of these constraints can cause system deadlock or 
erroneous data transfers. 

Formal methods for verifying protocol conversion and refinement have been pro- 
posed for instance in [2], [3], [15] and [19]; [2] applies some of these ideas to the 
design of asynchronous circuits. However, our method is based on transforming high- 
level specifications that use data validity events into low-level specifications that use 
signal transition events, whereas the cited previous work only interfaces protocols by 
means of physical circuits which add latency and buffering. The result of our specifi- 
cation is similar to a CFSM (communication finite state machines) as in [15]. How- 
ever, [15] does not include specifications in terms of data validity events. 

Following [11], our verification method uses metric-free models for systems that 
rely on relative timing. Compared to timed methods, such as [5] and [10], metric-free 




372 



X. Kong, R. Negulescu, and LW. Ying 



verification is less computationally-intensive and integrates more easily within a hier- 
archical verification framework that permits non-determinism. Metric-free verification 
methods for relative timing are also used in [17]. 



2 Preliminaries 

In subsection 2.1, we briefly overview the necessary notions from our verification 
framework, called process spaces', for more details, we refer the reader to [11] and 
[12]. In subsection 2.2., we briefly overview the active-edge specifications introduced 
in [7] and [13], which are used here to simplify the specification of control signals. In 
subsection 2.3, we briefly overview the asynchronous data communication schemes 
from [9] that are used in our verification case study. 



2.1 Process Spaces 

Process spaces are a general theory of concurrency, parameterized by the execution 
type. Systems are represented in terms of their possible executions, which can be 
taken to be sequences of events, functions of time, etc., depending on the level of 
detail desired in the analysis. This permits to trade tractability against precision of 
analysis by choosing an execution type. Modular and hierarchical verification are 
supported. If executions are taken to be finite traces (finite sequences of events), close 
relationships exist to several previous treatments of concurrency, such as [5] and [6]. 

Let E be the set of all possible executions. A process is a pair {X, Y) of subsets of 
E such that XkjY = E. A process represents a contract between a device and its envi- 
ronment, from the device viewpoint. Executions in Xr\Y, called goals, denoted by g 
p, are legal for both the device and the environment. Executions from outside X, 
called escapes, denoted by e p, represent bad behavior on the part of the device. Fi- 
nally, executions from outside Y, called rejects, denoted by r p, represent bad behav- 
ior on the part of the environment. We also use as p (accessible) and at p (acceptable) 
to denote X and Y respectively. 

Process spaces can be used to build models of circuit behavior in a manner similar 
to conventional state machines. For an example of the models used in this paper, 
consider the C-element in Fig.l (a). If the inputs a and b have the same logical value, 
the C-element copies that value at the output c; otherwise, the output value remains 
unchanged. Waveforms are represented by finite sequences of actions corresponding 
to signal transitions, such as abcbac for the waveform in Fig. 1 (b). In this paper, we 
use the term trace to refer to such a sequence of actions. We sometimes indicate that a 
certain action represents a rising or falling transition, as in a-t b-\- c-H b- a- c-. 
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If all signals start low, the C-element can be represented by the proeess in Fig. 1 (c), 
where r, g, and e stand for rejeet, goal, and escape. Illegal output events lead to an 
escape state with self loops on all subsequent events, eall it a permanent escape, and 
illegal input events lead to a reject state that cannot be left either, call it a permanent 
reject. The state where ab leads is also marked e, making it illegal for the device to 
complete its operation by stopping there. 

The model in Fig. 1 (c) is a hazard-intolerant model. There are variations of the 
CMOS cell models, because, in the presence of hazards, the behavior of a CMOS cell 
is not fully standardized. A hazard is a situation where an output transition is enabled 
and then disabled without being completed. For example, exeeution abb is a hazard 
for the C-element in Fig. 1. Hazard-intolerant models simply require the environment 
to avoid hazards, by stating that each execution that includes a hazard will lead to a 
permanent rejeet. The model in Fig. 1 (d) is an inertial model. Inertial models ignore 
hazards by filtering out input pulses that are shorter than the delay of the gate. 

Our processes can be used to model not only gates or cells, but also relative timing 
assumptions of the following form: 

D {bi b 2 ... > D (ai 02 ... aj 

where a\, ..., a„, b\, ..., b„ are events such that ai is the same as bi, and the Ds are the 
durations of the chains of events. Such a constraint, called a chain constraint [14], 
enforees that the b chain of events will not be completed before the a chain (unless 
one of the a or b actions involved occurs out of order). 

Treating constraints as processes rather than linear inequalities permits us to deal 
with cases of deadlock and non-determinism, where the inequalities might not apply. 
Chain constraints can be implemented by transistor sizing. The absenee of numerical 
information in the process models for chain constraints leads to more efficient verifi- 
cation using existing tools for non-timed analysis. Metric-free verification under rela- 
tive timing constraints was first presented in [14] and [11]. 
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In this paper, we only use the following operations and conditions on processes: 

• Refinement is a binary relation, written p ^ q, meaning "process q'K a. satis- 
factory substitute for process p". 

• Product is a binary operation, written p'Xq, yielding a process for a system of 
two devices operating "jointly". Product is defined by as {p^q) = as n as ^ 
and g{pxq) = gp r\gq. 

• Robustness is a unary predicate on processes, written Re, defined by r /? = 0, 
which represents a notion of absolute correctness: the device is "fool-proof" 
and can operate in any environment. 

• Reflection, written - p, defined by as (- p) = at p and at (- p) = as p, repre- 
sents a swap of roles between environment and device. 

Refinement is reflexive, transitive, and antisymmetric. Product is commutative, 
associative, and idempotent. Furthermore, for processes p, q, and r, 

p^ q\ p X r ^ q X r. 

These properties suffice to break a verification problem into several layers of partial 
specifications, and each layer into several modules, and to verify only one module at a 
time instead of verifying the overall problem in one piece. 

Manipulations of finite-word processes are implemented by a tool called 
FIREMAPS [11] (for finitary and regular manipulation of processes and systems). 
This tool uses a BDD library [5] which offers basic routines for manipulating large 
Boolean functions. FIREMAPS implements the process space operations and condi- 
tions mentioned above, and has built-in constructors for hazard-intolerant, and inertial 
models, and for chain constraints. In addition, if refinement does not hold, 
FIREMAPS can produce a witness execution that pinpoints the failure. Such witness 
executions are used for fault diagnosis. 



2.2 Active-Edge Specifications 

Most digital circuit components are designed to synchronize on edges of their syn- 
chronization signals. Often, only one set of edges (rising or falling) of a synchroniza- 
tion signal are taken into account; such edges are called active. The other set of edges, 
called passive, are not used for synchronization. Correspondingly, simpler state- 
machine representations can be obtained by only referring to the active edges for con- 
trol signals. 

We use the term active-edge specification to refer to processes that represent circuit 
components by ignoring passive edges. For example, as illustrated in [13], the role of 
the clock signal in an edge-triggered flip-flop can be described by an active-edge 
specification. We refer to [13] on how to build active-edge specification by a "semi- 
hiding" operation, and to both [7] and [13] on how to reconstruct full specifications 
from active-edge specifications. 

We use the term transition-event specification to denote a process in which both 
rising edges and falling edges of a signal are specified in the executions. Examples of 
transition-event models including their specifications presented in subsection 2.1, 
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where each signal transition is represented by an occurrence of the corresponding 
action. 



2.3 Asynchronous Communication 

An alternative to clocking for digital circuits is to use handshake protocols to ensure 
coherent data communication between modules. In such protocols, data communica- 
tion is synchronized by request and acknowledge signals. This alternative is particu- 
larly convenient for communication in heterogeneous designs with modules that have 
different timing schemes. 

The design in [9] uses an early single-rail four-phase protocol [16], illustrated in 
Fig. 2. In this protocol, data should be guaranteed to be valid between the active edges 
of the request and acknowledge signals (bundled data). As an example. Fig. 2 shows 
an early four-phase handshake protocol for a push data channel [16], which is used in 
the asynchronous wrapper configuration presented in [9]. 



req 

ack 

data 




Fig. 2. Four-phase handshake protocol with early data valid scheme 

Asynchronous wrappers in GALS architectures provides an interface between 
locally-synchronous domains and a globally-asynchronous environment. Data com- 
munication among independently clocked domains uses a four phases handshake pro- 
tocol as illustrated in Fig. 2. Arbitration is required to synchronize the handshake 
signals and associated data with one of the clocked domains. The asynchronous 
wrapper circuits proposed in [1] and [9] attempted to realize failure-free communica- 
tion in presence of metastability by performing arbitration between local clocks and 
handshaking control signals. 

An asynchronous wrapper is composed of one pausible clock generator for each in- 
dependently clocked domain, one input port and one output controller for each data 
port, and several other control ports. Two types of control ports proposed by [12], 
Demand-type (D-port) and Poll-type (P-port), are employed to control data transfer 
between two clock domains in a self-timed manner. Fig. 3 illustrates our specifications 
for a D-input port, P-input port and D-output port from [9] . These specifications were 
built by us on the basis of informal explanations, extended-burst-mode specifications 
[21], and waveforms provided by [9]. The only point where we depart from [9] in 
these specifications is by allowing retraction of the Pen signal in Fig. 3 (b), because 
this retraction actually occurs in the channel configuration shown in [9] if the clock 
domain that generates the Pen signal has a significantly higher frequency than the 
other clock domain involved in the data transfer. No such retraction is needed for the 
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Ri = RpRi + Den Z„ + Den Ap 

Ap = RpAi + AiAp 

Z„ = RpZ^ + AiZ^ + Den Rp Ap 

(c) 




Ri = RpRi + Rp PenTi + RpPen Ti 
Ti = AiPen + AiTi + RiTi 
Ap = Ai 

(d) 




Z() = clkTi + TiZ^ + clkZg 

(f) 



Fig. 3. Asynchronous wrapper control ports: (a) D-input port specification; (b) P-input port 
specification; (c) Boolean functions of D-input port; (d) Boolean functions of P-input; (e) D- 
output port specification (f) Translator specification and its implementation 



Den signal, because D-type ports block their local clocks. The Boolean functions 
shown in Fig. 3 are the synthesis results reported in [9]. 

The primary difference between D-ports and P-ports is that after an enable signal 
event, a D-port will fire a request to pause the clock before next rising clock edge, 
whereas a P-port does not pause the clock after an enable signal event until it receives 
corresponding events from handshake line. 

Local clocks are generated by ring oscillators with arbitration [20]. A clock pause 
request will shift the start of the next clock cycle and stretch only the low phase of the 
clock. Competition between clock pause request Ri (see Fig. 4) and clock restart re- 
quest is arbitrated by a four-phase mutual exclusion element. If both requests arrive 
simultaneously, then mutual exclusion element will make a non-deterministic selection 
to pick up one, while guaranteeing that the grant outputs are mutually excluded at all 
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Fig. 4. Data channel between two independently clocked domains 

times. Since the f-port doesn’t have a predetermined clock cycle to transfer data, an 
extra control unit called translator is required to synchronize data transfer from the 
asynchronous wrapper to the receiver side of a local clock domain and provide the 
receiver correct timing to sample the available data at its data input. 

Based on different data transfer schemes, several channel configurations can be 
obtained from various combinations of D-type and P-type control ports [9]. Following 
[9], we select D-type output with P-type input configuration as our verification case 
study. Following [8] and [9], Fig. 4 shows this control ports configuration. A mutual 
exclusion element is present in each clock generator. 

A data transfer cycle is started by Den+. With the constraint reported by [9], a D- 
output clock pause request Ril+ should reach the clock generator within half of its 
clock cycle. After A17 h-, clockl (Iclkl) remains low and Rp+ is issued. Clock2 {Iclkl) 
will be stopped after both Rp+ and Pen+ are fired. Rp+ is acknowledged by Ap+. 
Clock2 can restart anytime after Rp-, whereas clockl is only allowed to restart after 
Ap-, which indicates the completion of the handshake operation cycle. A latch is in- 
serted in the data path in order to decouple send and receive operations, and ensures 
availability of stable data at its output when the latch is in opaque state. Two T flip- 
flops are added as next-state logic in each clock domain, to obtain hazard-free enable 
signals at their outputs. The incoming signals of the T flip-flops are not necessarily 
hazard-free. 



3 Data Transfer Modeling 

To verify correctness of data exchange, we build a high-level specification of data 
transfer, we convert the high-level specification to a low-level specification by auto- 
mated means, and check refinement of the low-level specification by the implementa- 
tion models of the asynchronous wrappers. Essentially, communication among locally- 
synchronous blocks is implemented by data lines bundled with control signals. We 
expect the specification should: 
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• Include features of both control path and data path. 

• Be sufficiently precise so that it can support automated verification. 

• Be as simple as possible, so that it can be easily developed and under- 
stood by designers. 

• Be sufficiently general so that it can be easily mapped to communication 
refinement. 

We introduce a new technique to build data transfer specifications independently of 
the synchronization scheme, and we apply this technique to our verification case 
study. Although the examples we use in this paper focus on data transfer between two 
independently clocked domains, the same data transfer specification modeling tech- 
nique can be applied in a more general asynchronous context. 



3.1 Data Transfer Specifications 

A robust data transfer scheme requires that, under any circumstance, data issued by 
the sender should be received correctly by the receiver after a certain delay. The no- 
tion of correctness used here can be decomposed into the following aspects: 

• Data integrity: received data preserves its original sending value. 

• Stream integrity: no data items are lost or duplicated during data transmis- 
sion, and the order of data items is preserved through the transfer. 

As modeling stream integrity would require numerous states to represent data and 
control signal interleavings in a transition-event representation, we use instead a ficti- 
tious data event called validity event in our high-level specifications. Our technique 
abstracts away any irrelevant transition events and only considers data events trig- 
gered at active edges of clocks. This model fits nicely into a communication refine- 
ment paradigm, by permitting to isolate data validity events from the particulars of the 
synchronization signals used. 

A validity-event data-transfer specification incorporates the following assumptions: 

• After a control signal is fired by the sender, there is a data validity event at 
the input port of the data channel. 

• After data is properly sampled by the receiver, there is a data validity event 
at the input port of the receiver. 

• Data integrity is preserved in the data transmission, for instance, for each 
valid input “0” (or “1”) there is a valid output “0” (“1”), and vice versa. 

• Stream integrity is preserved in the data transmission. 
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Drawing conventions: 

- The states shown are goals. 

- Missing vO and vl events lead to permanent rejects. 

- Missing vO' and vl ' events lead to permanent 
escapes. 

- Other actions are ignored and have self-loops at each 
state. 



Fig. 5. Propagation of validity events 



For the asynchronous wrapper, the high-level data-validity specification is the process 
shown in Fig. 5. The “0” data validity event vO is propagated as vO’ to the end of data 
channel. Same applies for the “1” data validity events. 



3.2 Fusion Processes 

In order to transform the high-level specification of Fig. 5 into a full-hlown transi- 
tion-event specifications, we introduce fusion processes to “glue” validity events, 
transition events, and control events (e.g. clock) which trigger the validity events. 
Such processes effectively force glued events to occur simultaneously by forbidding 
other events from occurring in between. For instance. Fig. 6 (a) illustrates a fusion 
process where the data transition event Datal is fused with its validity events vO and 
vl by control event Iclkl, which is the active edge of a local clock. Note that signal 
Datal can toggle arbitrary in a clock cycle, while the validity events are related to the 
logical level that signal Datal has right before active-edge of Iclkl: If Iclkl comes 
when Datal is low, validity event vO will be issued and there will be no another valid- 
ity event until the next active edge of Iclkl, though Datal might keep changing be- 
tween two active clock events. Same as Fig. 6 (a). Fig. 6(b) fuses the transition events 
of Data2, with the active edges of control signal event Ts and with corresponding 



Datal 





Data2 




Drawing conventions: 

- The states shown are goals. 

- Missing transitions on the 
actions of each process lead 
to permanent escapes. 

- Other actions are ignored 
and have self-loops at each 
state. 



Fig. 6. Example of Fusion Processes (a). Fusion of Datal; (b) Fusion of Data2; (c) Invariant 
fusion of Datal ; (d) Invariant fusion of Data2 
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Fig. 7. Specification constructed from fusions 

validity events. Fig. 6(c) and (d) are fusion processes to glue the validity events with a 
higher-level data-invariant validity event, for the case that where one data-invariant 
validity event is required to represent either of the lower-level validity events in analy- 
sis. 

We present in Fig. 7 a state diagram for the process obtained by applying fusion 
process to “glue” both datal and data2. To obtain the full-blown transition-event 
specification, we first compute the product of the high-level specification in Fig. 5 
with the fusion events in Fig. 6 (a) and (b), then by hiding the high-level data-validity 
events. In Fig. 6, only the active edges of the clock signals are represented. Further, 
we transform the active-edge signals into transition-event signals using the procedures 
from [7] and [13]. The result of these transformations is the full specification of signal 
transitions shown in Fig. 7. These transformations are implemented in FIREMAPS. 



4 Case Study 

In subsection 4.1, we present the construction of asynchronous wrapper models. In 
subsection 4.2, we discuss the refinement-based verification procedures. Finally, we 
report our verification results and analysis in subsection 4.3. 



4.1 Models Construction 

We assume the initial states for each component with all signals are low. The process 
space specifications for each asynchronous wrapper port type are as shown in Fig. 3. 
To obtain hazard-free data (stable data) in the design from [8] and [9], the incoming 
data for asynchronous wrapper are registered before being put onto data channel. 
Accordingly, a D flip-flop model is included to the data path in our asynchronous 
wrapper model and validity event data can be obtained at the output of D flip-flop. 
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To describe the edge-triggered components (T, D), as well as the latch component, 
we use the active-edge specification models of [7] and [13]. For the lowest-level equa- 
tions in Fig. 3, we built hazard-intolerant models in FIREMAPS, assuming each equa- 
tion is implemented hy a complex gate (a single standard Boolean gate). The data 
transfer model of the asynchronous wrapper is constructed based on validity events 
(see section 3). Fig. 7 shows the resulting model. The translator specification is based 
on the state machine shown in [8] for that component. The four-phase mutex used to 
implement clock generation as shown in [8] and [9] was modeled by its standard tran- 
sition-event process. Z)-output port timing constraint reported at [9] is included in our 
model, and is built in the form of chain constraint (see subsection 2.1) to represent this 
timing restriction in design. 



4.2 Refinement-Based Verification Cycle 

Our first refinement-based verification cycle is started by adding the D-output port 
delay constraints reported in [9] to our asynchronous wrapper’s intermediate 
specification model, and checking the refinement with its high-level specification. 
FIREMAPS checks refinement and diagnoses the dangers detected in the implementa- 
tions by providing a set of witness executions that constitute counter-examples to 
refinement. 

We repeat the verification cycle by adding new relative timing constraints to avoid 
the witness executions detected at previous verification cycles. Relative timing con- 
straints are found through a detailed analysis of asynchronous wrapper design with the 
help of witness executions obtained from EIREMAPS. These cycles repeat until 
EIRMAPS eventually reports that the refinement condition is satisfied. 



4.3 Verification Results 

To check the claim in [9] that hazard-free implementation of port controller could be 
obtained by synthesizing its extended-burst-mode specification by the 3-D synthesis 
tool, we verify the individual control components D-input control port and P-input 
control port against the hazard-intolerant models of their equations from [9]. 

Subsequently, we present the most significant of our detected relative timing con- 
straints. We explain the problems indicated by the counter-examples to refinement that 
are obtained by EIREMAPS when one of the respective constraints is not included, 
but all the other constraints are included. This shows how ignorance of each constraint 
in the asynchronous wrappers design may lead to system failures and improper data 
manipulation under particular timing conditions. 
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Fig. 8. Illustration waveforms (drawn) of D-input port hazard 



Control Ports Verification. Here we verify the refinement relationship between 
specification and implementation for Z)-input ports and P-input ports (Fig. 3), respec- 
tively. Both D-type and P-type control ports are used to control data transfer between 
two independently clocked domains in asynchronous wrappers. To ensure robust data 
transfer under fewer delay constraints, hazard-free control port circuitry is preferred. 
Our verification results show that the refinement relationship does hold for P-input, 
but does not hold for D-input. In other words, the implementation of the P-input is 
hazard-free, while a hazard exits in the implementation of the D-input. 

Assuming low initial states of all voltage signals, FIREMAPS reports a witness 
execution: Den+ Ri+ Rp+ Ai+ Ap+ Rp- Ri- Ai- Ap- Ri+ for P)-input (Fig. 3(c)), 
showing that a race condition exists at Zq. Notice that: starting initially with Den+, 
after Rp-, with certain propagation delay, Zq should rise (Fig. 8). However, if the 
delay of Ri- to Ai- (clock pause releasing acknowledge) plus the propagation delay of 
Ai- to Ap- is less than the propagation delay of Ap-\- (previous Ap event) to Zq-i-, then 
the ZqH- event will be cancelled, causing Ri to rise again. Fig. 8 depicts the 
corresponding trace waveform (drawn). Further, since there are no clock events to 
trigger the T flip-flop, no Den events will be generated. Therefore, the corresponding 
local clock will be stopped indefinitely, and this stopping effect may ripple through 
other clock domain since no data acknowledge will be fired subsequently by the local 
domain, thus causing system stall. 

We further find that the implementation of the translator block does not refine its 
specification. Please refer to Fig. 3 (f) for detailed specification and implementation 
description of the translator (after Fig. 5 in [8]). From an initial state where all signals 
are low, a Ts-\- event cannot occur after Ti-i- is fired. This consequently halts events 
that are supposed to be fired after Ts-\-. If there are no Ts events to trigger the sam- 
pling action at the receiver side, no data transfers will occur. This flaw can be fixed by 
re-synthesizing the state-graph specification in Fig. 3 (f). 



Overall Data Transfer Verification. Here we verify a step of communication re- 
finement by checking whether our data-transfer specification in Fig. 7 is satisfied by 
the channel configuration in [9]. At the present stage, this part of our verification is 
based on safety models, which only detect the presence of invalid events. Further 
investigation will be needed to verify liveness properties by using stronger specifica- 
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tions. By applying our verification techniques, we detect several relative timing con- 
straints that were not reported by the designers. To simplify our presentation of re- 
sults, we only refer to the validity events data 1 -valid and data2-valid below, instead of 
any data event. Relative timing constraints are represented as chain constraints. Signal 
labels refer to Fig. 4. 

1 . D(Ti+ Ts+ lclk2+ lclk2- Ts-) < D(Ti+ Ti-). The Ts+ event, which should indicate 
to the receiver block that data has been received, should be fired and become stable 
within two consecutive Ti events. In other words, the delay from Ti+ to Ts+ should be 
less than half the period of clock 2. Failing to satisfy this constraint might lead to data 
being sampled twice at the receiver side, which leads to erroneous duplication of data 
items. The worst-case scenario is where every data item is duplicated at the receiver 
side. In [12], there are no mentions of this danger for duplication. Even though the 
duplication of items might be fixed inside the receiver block by another level of the 
communication protocol, the duplication would still undesirable because the computa- 
tion tasks for receiver would be doubled. 

2 . D(Ai2+ Ti+ Ts+) < D(Ai2+ Ap+ Rp- Ai2- lclk2+). The delay from Ai2+ (which is 
to acknowledge the pausing of clock2) to Ts+ (which is to indicate the receiver the 
arrival of data) should be less than the delay from Ai2+ to restart the clock2. Other- 
wise, the receiver will not sample the available data at its data input, due to absence of 
a triggering event Ai2+-, moreover, the data which was supposed to be sampled by the 
receiver will be flushed away by the next incoming data by restarting of clock2. In this 
situation, the data loss will be permanent and unrecoverable. 

3. D(Den+ Rp+ Ap+) < D(Den+ data-valid). Data should be put at the input port of 
the latch before the latch switches from transparent to opaque; otherwise, before data 
getting stable, improper data states will propagate through latch and be sampled by 
receiver. This constraint sets a delay time bound for the latch to switch its state. 

4 . D(Rp+ Ap-) < D(Rp+ Ts+ lclk2+). A Ts+ event should be issued later than the Ap- 
event to ensure a stable and valid data at the output of the latch, which was triggered 
by Ap- and switched to opaque state already; otherwise, the Ts-\- event will trigger the 
receiver to sample a data item which is not guaranteed to be correct. 

5. D(Pen+ Ai2+) < D(Pen+ lclk2+). The delay path from the F-input enabling signal 
Pen->r, to the clock pausing acknowledge signal, Ai2, should take less time than the 
issuing of the next Iclkl event; otherwise, the next P-input enabling signal can be 
ignored as the result of a race condition. 

6 . D(Pen+ Rp- Ri2+ lclk2+ lclk2- Pen-) < D(Pen+ Rp+ Ri2+ lclk2+ lclk2- Ai2+ Ti-i- 
Ri2-). The relative timing interval between Rp-\- and rclk2-\- is arbitrary. If Rp-\- is 
issued closely enough to lclk2-\-, then, Ri2-\-, which was supposed to be triggered by 
both Rp-\- and a Pen event (Pen-\-/-) can not win the arbitration over lclk2-\-. Therefore, 
lclk2 will not be paused immediately after the arrival of Rp-\-, the next clock event 
lclk2- will be fired, and, further. Pen will be reset. Thus, a Ti event would be canceled. 
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before the Ts is set to high. Meanwhile, the acknowledge Ai2 will still he sent to the 
D-port, though no data is sampled by the receiver. Moreover, if the implementation of 
the translator is not totally hazard-free, Ts will quickly return to low if Pen- is issued 
right after a Ts+ event. If the clock2 pause request {Ri2 ) cannot withdraw before Pen- 
comes, Ti will be reset again and still might affect the state of Ts. We add the above 
constraint, which implies the delay from lclk2- to Pen- is longer than the delay from 
Ai2-\- to Ri2-, so that the data item will not be lost during transfer. 



5 Conclusion 

In [9], the authors introduced an elegant design, called asynchronous wrapper, used to 
interface locally-synchronous domains to a global asynchronous handshake environ- 
ment. This design was reported in [9] to he synthesized by an asynchronous synthesis 
tool, called 3D, and was considered in [9] to be hazard free. In addition, [9] reported 
several delay constraints to avoid race conditions in their circuits. 

We introduce a novel technique to construct and verify specifications for data 
communication between independent clock domains. We apply our technique to the 
asynchronous wrapper design in [9], and we find several hazards, additional race 
conditions, and other faults. We indicate the corresponding observable failures. 

Hazards and race conditions often escape detection by non-exhaustive methods, 
such as simulation, prototyping, and even testing of a few fabricated circuits; given the 
manufacturing variations and parameter fluctuations present in large systems on chip, 
only a minor percentage of the fabricated circuits can have the same delay configura- 
tion as the tested or simulated ones. We believe that the availability of formal verifica- 
tion techniques for communication refinement is necessary for the creation of robust 
GALS architectures and for the subsequent acceptance of such architectures by the 
industry. 
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Abstract. We present a methodology in which the behavior of a switch 
level device is specified using abstract parameterized regular expressions. 
These specifications are used to generate a finite automaton representing 
an abstraction of the behavior of a block of memory comprised of a 
set of such switch level devices. The automaton, in conjunction with 
an Efficient Memory Model [1], [2] for the devices, forms a symbolic 
simulation model representing an abstraction of the array core embedded 
in a larger design under analysis. Using Symbolic Trajectory Evaluation, 
we check the equivalence between a register transfer level description and 
a schematic description augmented with abstract specifications for one 
of the custom memories embedded in the MPC7450 PowerPC processor. 



1 Introduction 

At Somerset, Symbolic Trajectory Evaluation (STE) is routinely used to check 
equivalence between Register Transfer Level (RTL) and switch level views of em- 
bedded custom memories [3]. The assertions are generated automatically from 
the RTL description of the memory under verification using the technique de- 
scribed by Wang [4]. The assertions are verified against a switch level model 
of the circuit using STE. The switch level model is obtained from transistor 
netlists using Anamos [5], which partitions the design into channel connected 
subcomponents, and then analyzes each component as a set of simultaneous 
switch equations. Although Anamos is quite sophisticated as far as switch level 
analyzers are concerned, there are still many analog circuit effects that it ignores. 
That is why, in spite of its sophistication, an Anamos switch level analysis, which 
views the circuit as a system of switches, is unsuited to a custom static RAM 
core circuit, which is an inherently analog design. R is quite easy to demonstrate 
input sequences for which the resulting switch level model predicts one result, 
while a more sophisticated analog simulation would predict another. 

One obvious approach to address these problems would be to increase the 
sophistication of the switch level model. Given that the circuitry in a custom 

* PowerPC is a trademark of the International Business Machines Corporation, used 
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static RAM core solves a fundamentally analog problem: how to drive a very 
large load with a very small bitcell, we feel that this approach is unlikely to 
prove satisfactory in the long term. This is because, an improved switch level 
model would continue to suffer from the same inaccuracy problem - representing 
analog devices by switches. 

In reality, the array core is designed to operate over a very limited range of 
input stimuli. Each such “pattern” is validated by extensive analog simulation 
over a variety of process corners and operating conditions using a circuit sim- 
ulator such as Spice. These “certified” patterns are known to work. Any other 
pattern that has not been simulated with Spice, is assumed to fail. This paper 
presents a notation, based on regular expressions, for describing such “certified” 
patterns, and the effect that each has on the internal state and outputs of the 
RAM core. From this notation, we build an automata based simulation model 
representing an abstraction of the array cores embedded in the larger design 
under analysis. This abstract model updates its internal state - representing the 
state of the RAM - as specified, provided that the input conforms to at least 
one “certified” input pattern. If, however, an “uncertified” input sequence is pre- 
sented, the RAM internal state and its outputs are set to the “unknown” value 
“X” , where they will remain until altered by a new “certified” input pattern. 

In addition to being more conservative than the Anamos generated model, 
our abstraction of the array cores is also more efficient. The verification method- 
ology, in which the abstraction is used, is based upon symbolic simulation. In 
the course of a verification, symbolic values are “written” to symbolic addresses 
within the memory core. Our BDD based implementation (as reported by Kr- 
ishnamurthy et al in [3]), using an Anamos generated model, must necessarily 
maintain several unique BDDs for each bitcell in the array. This leads to a BDD 
table whose size is at best a linear function of the size of the array being verified. 
In contrast, the abstract approach is able to make use of the well known Efficient 
Memory Model (EMM) due to Velev et al [1,2], which represents the state of the 
memory using an association list. Each symbolic write into an array need only 
add one element to the head of this list. As a result, it is possible to represent the 
result of a symbolic write using only as many BDD nodes as are required to rep- 
resent the address and data - typically a logarithmic function of the array size. 

The approach presented here represents a fine balance between implementa- 
tion efficiency and expressive power. The semantics of the regular expressions 
have been designed to admit a tractable automata based implementation. More- 
over, in several places the result is weakened to provide a tractable implementa- 
tion at the expense of possible false negative verification results. In practice, we 
do not believe that these false negative results will be problematic. 

An interesting facet of the combination of regular expressions representing 
an implementation, with STE, is the marriage of two opposing forms of non- 
determinism. The traditional partially ordered state space of STE represents a 
form of demonic non-determinism. Values that are lower in the partial order 
represent an undetermined choice between the values which lie above them. A 
specification is satisfied if and only if the consequent portion is satisfied by the 
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weakest trajectory satisfying the antecedent. That is, every non-deterministic 
choice that the implementation can make must satisfy the specification. Increas- 
ing the amount of non-deterministic choice reduces the number of specifications 
a given model will satisfy. In contrast, non-determinism that results from al- 
ternation in a regular expression describing legal input sequences for a RAM, 
is angelic. It suffices to find one satisfactory production for any given input se- 
quence. Increasing the amount of non-deterministic choice increases the number 
of specifications a given model will satisfy. 

In this paper we present a methodology by which the user is allowed to 
represent or abstract a block of switch level devices by a set of regular expression 
specifications. A state machine model is obtained from the specifications and an 
EMM is used to store values written into the devices. The state machine controls 
the read/write operations performed on the EMM and provides the outputs from 
the abstracted block. Our goal is to show that the assertions generated from the 
RTL description of the circuit corresponds to the switch level description of the 
circuit augmented with the composition of the state machine model and the 
EMM. As a future work, we propose to show that the composition of the state 
machine model and the EMM is a conservative approximation of the abstracted 
switch level device block. This would let us claim that the switch level model 
implies the RTL model. 

2 STE Background 

Symbolic Trajectory Evaluation [6] requires a system expressed as a model of 
the form {S, -<,y) where S' is a set of states, ^ is a partial order on the states 
(^C S X S) and y : S ^ S is a, state transition function. S must form a complete 
lattice and y must be monotonic under A, i.e., if s ^ t then y{s) < y{t). 




Fig. 1. Lattice Structures 

Traditionally, for switch level verification, STE operates over the ternary 
logic domain T = {0, 1, A}, where X denotes an “unknown” value. In order to 
formalize the concept of an “unknown” value, define a partial order on T as 
illustrated in Eig. 1(a), so that A ^ 0, and A ^ 1. States of an STE model are 
vectors of elements taken from T. The partial order over T is extended pointwise 
to yield a partial order on the space T". Unfortunately, (T", :<) is not a complete 
lattice, since the least upper bound does not exist for every pair of vectors in 
T”. Introduction of a new top element, T, solves this problem. Intuitively, T can 
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be viewed as an “overconstrained” state, in which some node is both 0 and 1 at 
the same time. This makes the state space to be S' = T" U {T}. For example, 
Fig. 1(b) shows S for n = 2. 

In STE, the state of the circuit model includes values on the input, internal 
and output nodes of the circuit. So n is the collective number of all circuit nodes. 
The state transition function expresses constraints on the values the nodes can 
take one time unit later, given the node values at the current time, under some 
discrete notion of time. Since the value of an input is controlled by the external 
environment, the circuit does not constrain its value; hence the transition func- 
tion sets it to X. On the other hand, the value of any other node is determined 
by the functionality of the circuit and the circuit state. Figure 2 shows the next 
state function of a unit delay inverter. 



O 



' X.X-* x.o 1.x 



Fig. 2. Transition function of a unit delay inverter (in. out) 

A sequence of states, or behavior, a = soSiS 2 ... defines a trajectory if it 
has at least as much information as given by the application of the next-state 
function to successive elements, 

Vi > 0 : {y{si) ^ s^+i) 

The set of all trajectories {u} is called the language of the system, L. Specifica- 
tions are trajectory assertions of the form ^ Cij,. and are functions 
(called trajectory formulas) from valuations, cf, of a set of symbolic variables to 
predicates over state sequences. STE gives a procedure to determine the set of 
assignments of values to the variables such that every trajectory of the system 
that satisfies A^ also satisfies C^. 

The complete lattice, S, represents a form of non-determinism that funda- 
mentally affects the validity of a specification in S. Consider two distinct trajec- 
tories <Ti, (72 G L. If fji V tj 2 , where ^ is naturally extended over state sequences, 
then the states in ai are not higher than those in in the partial order over S. 
Each state in a\ contains less information, or, more As or unconstrained node 
values than the corresponding state in cr 2 - Any specification that is satisfied by 
(7i has to be satisfied by all the trajectories that are obtained by all possible 
choices on the unconstrained node values in the states of a\ . Constraining nodes 
to values stronger than those in the states of cri means obtaining trajectories 
that are necessarily higher than cri. Since ct 2 is one of the non-deterministic 
choices that can be made by constraining the node values in the states of cri , the 
specifications that are satisfied by a\ constitute a subset of those satisfied by a 2 - 
So, as one moves down the lattice, thus weakening the states in the correspond- 
ing trajectories, one decreases the number of specifications that are satisfied by 
a given circuit model. Hence, the partially ordered state space S represents a 
demonic non-determinism. 
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Observation 1 If 0 is a specification and functions yi and t /2 are sueh that 
Vs e S,yi{s) ^ y 2 (s), then if the STE model (S', <,yi) satisfies 0, then the STE 
model (S, ^,^ 2 ) also satisfies 0. 

3 Preliminaries of Array Abstraction 

3.1 The Broader Picture 

We aim at establishing that the state machine model produced from the regular 
expression definitions, when combined with the surrounding switch level model 
of the circuit, satishes the RTL specihcation. Let M be the block of an array 
being abstracted, E be its environment circuitry and M be the abstraction. Let 
Vrtl be the set of variables in Prtl, the RTL specification, and f c rLstl 
some assignments to the variables, where B = {0, 1}. The verihcation obligation 
is to show that the composition of the environment and the abstraction models 
the property: G B^^'^^{{E || M) \= Prtl(</>)}- As a future work, we intend 

to show that the state machine model is a conservative approximation of the 
switch level model, thus establishing {M — > M), which in turn would imply 
{E II M) — > {E II M). This, in conjunction with the current work, would prove 
that the switch level model satisfies the RTL specification. 




( 8 ) 0 >) 



Fig. 3. Abstracting an Array Core 

The array core (M) is a piece of logic containing all the bitcells of the ar- 
ray, that accepts certain inputs from some logic module (LI in Fig. 3(a)), stores 
the values of the bitcells and produces outputs to another logic module (L2). 
The environment E is modeled collectively by LI and L2. Figure 3(b) shows 
the abstract module (M) that replaces the array core. The sub-module labeled 
“Transducer Engine” is a state machine model generated from abstract speci- 
fications of the array core. It accepts the inputs from LI, updates its internal 
state(s), writes or reads data to and from the sub-module labeled as “EMM” 
and provides its outputs to L2. 



3.2 A Simple Example 

Bitcells represent an integral part of an array core in custom-designed memo- 
ries. They are read from or written to by the application of complex sequences 
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of values to specific control signals (like precharge, word selects etc). In order to 
abstract an entire column of bitcells forming a single channel connected subcom- 
ponent, one needs to look at the inputs of the column and enumerate the set of 
legal sequences of control signal assignments for reads and writes on the column. 
One way to represent such a set is by using what we call Parameterized Regu- 
lar Expressions (PREs). PREs extend regular expressions to include variables 
and outputs. Variables provide a way in which the description becomes succinct 
and outputs help define an automaton that produces output strings when input 
strings are provided. Before we present the PRE syntax details in Sect. 4, let us 
give a simple example. 

In our example the array core is controlled by the signals wl, precharge, wr-cn 
and din which are the set of word select lines, the precharge line, the write enable 
and the set of data input lines respectively. We define a predicate “saf estate” 
to represent the condition in which none of the w word select lines (wl) are high. 

safestateO = /\^{^wl[i]),i = 0, 1, . . . , tc — 1 

W 

The predicate saf estate is special since both read and write condition sequences 
start from and terminate in the saf estate. Also saf estate represents the state 
of the circuit when nothing is happening as far as read or write is concerned. 

In the following discussion, high and low mean logical one and zero respec- 
tively. Consider a write operation where data d is written into location i. Initially, 
the saf estate condition holds. After that, the saf estate condition should keep 
holding and at the same time the precharge should be high for at least 10 time 
steps. Following that the saf estate condition should keep holding even if the 
precharge goes low. Then exactly one word select line (line i) should go high and 
the write enable should be low. Then the same word select line should remain 
high in conjunction with the write enable being high, precharge being low and 
some data (d) being on the data lines. This is maintained for at least 6 time steps 
and then the write happens in the addressed bitcell. After that the condition is 
weakened to keep the same word select line high and if the write enable is high 
then the data lines are also maintained at d. 

This family of conditions is expressed by the following PRE in which one can 
specify sequences of conditions by using semi-colons; provide annotations for the 
time for which a particular condition should hold; and specify when the writes 
to the bitcells actually occur. In the following PRE, the predicate oneJiot{wl) 
represents the condition that exactly one word select line is high and all others 
are low. 

var i : 0..3; ; (* address width *) 

var d : 0..31; ; (* data width *) 
write{i,d) =safestate{); 

{safestate{) A precharge)^^; 
safestate{)*; 

{oneJiot{wl) A wl[i] A ^wrsn)* ; 

{oneJiot{wl) A wl[i] A wrsn A {din = d) A -•precharge)^-, 
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{oneJiot{wl) A wl[i] A wr-cn A {din = d) A -^precharge)*; 
oneJiot{wl) A wl[i\ A wr_en A {din = d) A -^precharge :: WR{i, d); 
{one_hot{wl) A wl[i] A {wr_en ^ {din = d )))*; ; 

The annotation WR signifies that the write (updating the bitcell contents) 
completes at this point of execution. Similar to the write operation, we can spec- 
ify the read operation using condition sequences over input signals of the bitcell 
column. A bitcell column can thus be abstracted by a set of PREs representing 
all its transactions (reads and writes). 

4 Parameterized Regular Expressions and STE 

In this section, we will define a syntax for Parameterized Regular Expressions 
(PREs) and show how a finite automaton can be generated from a PRE def- 
inition. We will then prove that the finite automaton is suitable for use in a 
symbolic simulator employing STE. 



4.1 PRE Definition and Finite Automaton 

A PRE expresses a family of legal behaviors. Each behavior represents (a) a 
sequence of assignments to the inputs of the abstraction, M, (b) a sequence of 
assignments to the outputs of M and (c) a set of writes to the memory in M. All 
of these are associated with precise timing information detailing durations and 
relative times. The alternations in the PRE definition result in an angelic form 
of non-determinism. A sequence of conditions on the input signals that matches 
any of the alternative behaviors defined by a PRE, is accepted as legal. Thus 
by increasing the alternation in a PRE definition one can increase the number 
of legal behaviors. PREs are defined with respect to a set of boolean valued 
variables. A, a finite input alphabet Si, and a finite output alphabet So which 
is partially ordered by the relation So forms a complete lattice with respect 
to with and T as the bottom and the top elements respectively. 

Definition 1 PRE: 

R ::= P ; Q 

\P + Q 

I 

I P^ 

\ a :: o 

Here P and Q are PREs, and the operators ; + and = 1 = are sequence, choice, and 
Kleene Star respectively. P" represents a short hand for the sequence P; P; P; . . . 
(n times). In the terminal “a :: o”, a is a predicate over variable assignments 
in and input symbols in Sp, o is a function mapping variable assignments 
in B^ to output symbols in So, where B = {0, 1}. Given a PRE R, the Non- 
Deterministic Einite Automaton (NDEA) with e is a tuple No{R) = (s, t, S, T, W, 
A, Si, So) where A, Si, So are the set of variables, the input alphabet and the 
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output alphabet of the PRE respectively, S' is a finite set of states, s £ S is the 
start state, t e S is the end state, T is a set of transitions, T C S x x {Si U 
{e}) X S and W is an output function, W : S x ^ Z'oU{e}. A transition in T 

is of the form si — ^ S 2 > where si,S 2 £ S are the source and destination states 
respectively, v is an assignment of values from B to the variables, and I £ AiUle} 
is either an input symbol, or the special symbol e. A run of is a sequence 

vsq,vsi,vs2, ■ ■ ■ where v £ B"^ is a variable assignment, Vj > 0 : sj Sj+i £ T, 
where Vj > 0 : Ij G Si U {e}, Vj > 0 : sj £ 5 and sq = s, the starting state 
of The corresponding output of is the sequence (Joo'io '2 • ■ • G T'*, such 
that Vj > 0 : nj = lV(sj,v). The role of v can be understood by considering a 
different run v'so,v'si,v's 2 , ■ ■ •, such that v' yf v. Although the state sequence 
involved in this run is same as that of the former, the outputs obtained from the 
two runs are different as v' ^ v. 

Hopcroft and Ullman give a description of regular expressions and the cor- 
responding construction of automata from them [7]. The regular expressions 
described by Hopcroft result in automata that are language acceptors. PREs, in 
contrast, are transducers - automata that output a string when provided with 
an input string. Moreover, PREs have explicit variables which are absent in the 
classical automata theory. Nonetheless, a few simple modifications enable us to 
construct an NDEA with e transitions (JV^) in a fashion that resembles the classi- 
cal automata theory. For a PRE H, (R) can be constructed inductively using 
the definition of PREs. For the PRE of the form “a :: o”, we construct an NDEA 

X 7J 

containing only two states s and t and a set of transitions T = {s — ^ t\a{I, u)}. 
The resultant NDEA is (s, t, {s, t}, T, W, A, Si, So), where A is a set of variable 
names, W{s,v) = and W{t,v) = o{v). 




R = P+Q 



Fig. 4. Inductive Construction of 



The method for inductively constructing NDFAs from PREs of the form 
P,Q, P A Q and P* , given the NDFAs of P and Q, can be derived by simple 
modifications of the techniques described in Hopcroft [7] as illustrated in Fig. 4. 
Let PREs P and Q generate e-NDFAs No{P) = {sp,tp, Sp,Tp,Wp, A, Si, So) 
and Afj(Q) = {sQ,tQ, Sq,Tq,Wq, A, Si, So) where the respective state sets are 
disjoint, i.e., SpDSq = cj). The general inductive construction procedure can be 
characterized by one that adds a few new transitions to merge the NDFAs and 
unites the state spaces and the rest of the transitions. In the following discussion, 
we assume that sp,tp ^ Sp, Sq. li R = P;Q then No{R) = {sp, Iq, S'pUS'q, TpU 
Tq U {tp SQ},Wp,A,Si,So) where Wr{x,v) = e \i x = sq, Wp{x,v) if 
X £ Sp, and Wq{x,v) otherwise. If R = P + Q then N,:{R) = {sp,tp,Sp U 
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5'q U {sR,tn}, TpUTqU {sk sp,sr A- SQ,tp A- tn,tQ tp}, Wp, A, Si, So) 
where Wp{x,v) = e if x e {sp,SQ,tp}, if a; = sp, Wp{x,v) if a; e Sp, and 
Wq{x,v) otherwise. If i? = P*, then N^{R) = {sp,tR,Sp\J{sp,tp},Tp\j{sR A 
sp,sp A tp,tp A sp,tp A tp},WR,A,Si,So) where Wp{x,v) = if 
X = Sp, e if a; e {t_R,Sp}, and Wp{x,v) otherwise. 



4.2 Obtaining a Deterministic Automaton from 

Given a PRE, we aim at constructing an STE-usable Deterministic Finite Au- 
tomaton (DFA)^ . Given a regular expression described by Hopcroft [7], we can 
construct an NDFA with e transitions (state space say S) and then convert it 
to an NDFA without e transitions (state space S) and then determinize it using 
standard subset construction methods to obtain a DFA (state space 2‘®) that 
acts as an acceptor of the language of the regular expression. However, since we 
are dealing with variables and outputs and our final automaton is going to be 
a transducer over infinite strings, the conversion from a PRE definition to an 
STE-usable DFA involves a series of automata constructions. Parallels can be 
drawn between our procedure and the standard procedure. 

We begin by removing the so-called e transitions to yield an automaton 
that consumes one input symbol and produces one output symbol during each 
state transition. At this “e-removal” step we also introduce some additional non- 
determinism to enable non-deterministic restarting of runs in the automaton 
We then perform a determinization step, yielding a deterministic automaton, D. 
The standard determinization procedure would result in an exponential blowup 
in the size of the state space, which would be impractical. Instead, we use a 
sparse state space representation and construct a determinized conservative ap- 
proximation to the original automaton N. Finally, we introduce the standard 
STE lattice structure over the input, state and output spaces to yield a deter- 
minized transition system suitable for use as a model for STE. The construction 
thus produced is a conservative approximation of the precise intended seman- 
tics of PREs, and thus in theory may give false negative verification results. 
Our admittedly limited experience to date suggests that this does not become a 
problem in practice. 

Given a state q in W, let e-closure{q) denote the set of all states that are 
reachable from q via only e transitions. Let e-closure{Q), where Q is a set of 
states, be (J^gQ ^~closure{q) , that is, the union of the e-closures of all the elements 
of Q. 

Given a PRE R and N,,{R) = {s, t, S, T, W, A, Si, So), define an NDFA with- 
out e transitions, N with state space S x States of N consist of two compo- 
nents - a control component represented by S and a data component represented 

^ A DFA that has i) a state space that forms a complete lattice under a certain partial 
order and ii) a monotonic next state function. 

^ The non-determinism is added at this stage rather than being included in the original 
automaton purely as a technical convenience to facilitate the inductive definition 
of Ne- 
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by assignments of boolean values to the variables in A. Define the starting state 
sn = {sq} X 5 ^ as the set of starting states of N, signifying that the variables 
can be non-deterministically assigned values when the execution of N starts. The 
transitions of N are derived from two sources. The first, T^Vi, results from the 
non-e transitions of N in the classical way: (s, v) — ^ (t, v) E if and only if 

X 7J 

3r : r E e-closure{s)Ar t eT. The second source, Tjv^, is introduced to allow 
the automaton to “restart” at any point, assigning new values to the variables, 
(s,Ui) -4 (t,V 2 ) E Tj ^2 if and only if there is a starting state (5 q,U 2) G such 
that (so,U 2 ) (t,V 2 ) E Tatj. 

Definition 2 NDFA: 

Given a PRE R and = (sq, S, T, W, A, Si, So), define an NDFA N obtained 
from No to he the tuple N = {sn,Sn,Tn,Wn, A, Si, So) where A remain un- 
changed from No, SjM = S X is the set of states and s^ = {sq} x 13 ^ is the 
set of starting states of N. Define the transition relation UTjvj, where 

Tatj and are as already defined. Define the output function Wn ■ Sn -a So 
to be W]sf{{s,v)) = Ssa ifW{s,v) = e, else, W{s,v) for all s E S,v E 

The standard subset construction method for computing a deterministic au- 
tomaton, say D, from N , results in a state space Sp, = 2 '^^® , which is doubly 
exponential in A. To arrive at a more efficient solution, we define a DFA D with 
a state space Sd =2^ x Q^, where Q = {0, 1, X, T}. Thus, a state in Sd consists 
of a control component from S and a data component consisting of an assign- 
ment from Q to every variable in A. So encodes the state information of Sp in 
a conservative but concise manner. The subset construction method represents 
a set of states (P) from iV by a single state in D. The state in D that maps to 
P is obtained by computing the greatest lower bound of the states in P in the 
partially ordered state space Sd (the partial order defined later) and hence is 
a conservative approximation of the entire set P. Every state in the state space 
Sd can be associated with a set of states in Sp , but not vice versa; thus making 
Sd more sparsely populated than Sp. 

Define a partial order Ad over Sd as V(si, (s2, ^2) £ Sd, {si,<pi) Ad 
{ s2,(p2) if and only if si C S2 and A (j)2. For example, if S' = {s,t} and 
^ = {^'oAi}) and states sq = ({sliOO), si = ({s},01) and S2 = ({s},0T) are 
members of Sd, then, sq Ad S2 and si Ad S2- The partially ordered state space 
Sd represents a form of angelic non-determinism. The state S2, that is higher 
in the partial order, represents a non-deterministic choice between related lower 
states So and si. A specification that is satisfied by a trajectory a containing 
either sq or si, is also satisfied by one that can be obtained from a by replacing 
occurrence of sq or si by S2. As one goes higher up in the partial order the 
number of specifications that are validated by a given circuit model increases. 

The automaton D has a starting state which assigns T to all the variables in 
A, representing an angelic non-deterministic choice between all possible values. 
An execution along a path in D weakens the value of each variable as it is assigned 
in order to satisfy a predicate along a particular arc. A state D represents a set 
of states in N. A transition in N takes place when its predicate is satisfied by 
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the values of the inputs as well those of the variables associated with the source 
and destination states. A transition in D assigns the greatest lower bound of 
the values that are necessary to take the corresponding set of transitions in N. 
Thus the assignment of variables in D is a conservative approximation. Also, the 
output generated from a state in D is the greatest lower bound of the outputs 
generated by the corresponding set of states in N, thus making it weaker than 
the weakest output produced by any state in the state set in N. In practice, 
being conservative in this construction does not affect the verification. 

Definition 3 DFA: 

Let R be a PRE with e-NFA and NDFA respectively defined as 

= {so,t, S,T,W, A, Si, Fo) and N = {sn, Sn,T^,Wm, A, Si, So) where the 
symbols are as described earlier. Define a DFA obtained from R as 
D = (({sq}) T"^), Sd,Td,Wd, a, Si, So) where is the assignment o/T to all 
the variables in A and the state space Sd = x ■ The transition function 
Td : Sd X Si ^ Sd is defined using a funetion 

ip{a, (j), i) = {{t, a)\3s £ a : a ^ (j) A {s, a) — ^ {t, a) E Tjy} 

Define the state transition function, To, as 

Wa,4> : {a,4>) E So^a {} : Tu{fpL,(f),i') = fix ,fi') 

where, ct = {t\3a : {t,a) E 'tp{a,(j),i)}, is the set of projeetions onto the states 
obtained from fi, and, f = glb{a\3t : {t,a) E fi{a,(f),i)}, is the gib of the set of 
projections onto the assignments to variables obtained from fi. Define the output 
funetion, Wd : Sd ^ So as WD({a,fi)) = glb{WN({t, fi))\t E a}, where Wn is 
extended from its previous definition by simple monotonie quarternary extension 
of its domain, making it Wn '■ S x -x So- 

The state ({}, can be reached only by accepting an input symbol that neither 
starts any fresh legal input string nor satisfies any of the outgoing transitions 
from any state of D. This in turn means that ({}, is the state which acts as a 
recognizer of an illegal input symbol. Also the output generated from ({}, is 
Sx:„- However, we can encounter certain strings that might have a legal prefix of 
length zero or more followed by substrings that do not start any legal transaction. 
These illegal substrings need to have an execution on the automaton. This is 
served by adding some new edges to D. 

Whenever the starting state of Da is reached, the automaton is starting 
afresh and the EMM is initialized to the empty list. This is accomplished by the 
Asa output at the starting state. Also all the variables are reset to T. Da can 
reach the sink state ({}, via transitions inherited from D, where the EMM 
is reset to the empty list by producing the output T ■ All the variables are also 
reset to T. The new edges in Da enables it to continue to remain in ({},T"^) 
and maintain the variables and the EMM at T and empty list respectively until 
the start of a fresh legal transaction is recognized. This mechanism enables Da 
to recognize illegal input substrings and produce the required output strings. 
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Definition 4 Augmented DFA: 

Let R be a PRE with e-NFA, NDFA and DFA respectively defined as 
Ne = (so, S, T, W, A, Ei, Eo), N = {s^, Tpf, Wn, A, Ei, Eo), and 
D = {{{s^},T^),Sd,Td ,WD,A,Ei,Eo) where the symbols are defined as ear- 
lier. Define the augmented DFA Da = {{{so},T^}, Sd,Ta,Wd, A, Ei, Eo), 
where Ta ■ Sd x Ei ^ Sd is defined as: Ta{{{}, T"^), t) = Td{{{sq}, T^),i) 
and for all other states s e So ■ Ta{s,i) = Tu{s,i). 

4.3 Obtaining an Automaton for STE 

Until now the input variables were assumed to be assigned boolean values. In 
order to function in a ternary simulation environment we have to extend the 
input alphabet to the ternary domain - one that is partially ordered. This results 
into a further extension of the state space. As the input weakens, one encounters 
values that are lower in the partial order of the input space. Weaker values 
represent an undetermined choice between stronger input values that lie above. 
A state transition that is certain for a given input might become uneertain 
as the input weakens. Hence the state space extends to Sp = [T^ x U 
{T}, where T = {0,1, A} and Q = {0, 1,A, T}, in order to incorporate this 
non-determinism. Weaker state assignments represent an undetermined choice 
between stronger state assignments. For instance, being ''^uncertainly present” 
in a state is weaker than either being “definitely present” or being “definitely 
not present” in the state. Also, being “uncertainly present” represents the non- 
deterministic choice between being “definitely present” and being “definitely not 
present” in the state. A specification is satisfied if and only if the consequent 
portion is satisfied by the weakest trajectory (sequence of states) satisfying the 
antecedent. As the trajectory weakens (via the weakening of the constituent 
states), every nondeterministic choice that is possible in the state space must 
satisfy the specification. So increasing the amount of nondeterministic choice 
reduces the number of specifications a given model will satisfy. Thus the state 
space Sp represents a form of demonic non-determinism, wherein, increasing 
non-determinism results into non-acceptance of input strings. Parallels can be 
drawn between the non-determinism exhibited hy Sp and the state space of an 
STE circuit model, as discussed in Sect. 2. Later in this section, we will show 
that Sp is suitable for STE. An automaton having Sp as its state space, when 
viewed as a transducer, has a weaker state (that is lower in the partial order) 
producing outputs that are weaker than the stronger states lying above it. 

We extend Ei to another finite alphabet E) such that E) is partially ordered 
by the relation As', ^ and E[ is a complete lattice with T p;i and Ls’ as 
the top and bottom elements respectively. Also, two unequal symbols a, 6 G Ei 
are incomparable in As'. - Next, we extend the definition of Da into one which 
is obtained by simple monotonic ternary extension of the inputs of Da- 

Definition 5 Final DFA: 

Let R be a PRE with e-NFA, NDFA and augmented DFA respectively defined as 
Ne = (sq, t, S, T, W, A, Ei, Eo), N = {s]\f, S^, Tpf, Wn, A, Ei, Eo), and 




398 



A. Hofmann et al. 



Da = {{{so),J^),SD,TA,WD,A,Si,I]o). Define the final DFA Dp = 
{sf,Sp,y,Wp,A,S-,So) where A, Si and So are as defined before. The state 
spaee is Sp = x Q^, and the next state funetion is y ■. Sp x ^ Sp, which 
is defined using the functions and In the following definitions a G , 
a' G 2'^ and <p G ■ Let ip{a,<f,i) = 

{{aD,4>D)\^o:' G 2'^, G 3i' e Si : a < f{a') Af ^ f' 

AiA^’A' A TA{{a ,f'),i') = {aDAo)) 

where if the states in S be arbitrarily one-to-one mapped to the set 
{0, 1, 2, . . . , |S'| — 1} by the funetion X then, 

^{a') = a'^a'i . . . such that = 1 if iGa', = 0 otherwise. 

Define the starting state as Sf = (^({so}), and the next- state funetion as 
y{{a,(p),i) = {a,(j)) where 

a = 9iK^{aD)\3(j)D : («d, </>d) G y}{a, f, i)} 

f = glb{4>D\3aD : {oldAd) G (p(a, 0 ,z)} 

Let f(a) = agai . . . a| 5 |_i. Define a function p as p{a) = 1 if and only if 3k G 
{0, 1, . . . , |5| — 1} such that ak = 1; otherwise 0. Finally, the output function, 
Wp : Sp ^ So, is defined as 

Wp{{a,4>)) = if p{a) = 1 then gib {VHjv((fc, </>))|aA(fc) A 1}, otherwise, 
where at is the i-th bit of f (a). 

Intuitively, the automaton Dp does not output the bottom element, if and 
only if Dp is definitely in at least one of the states of N. In such a case. Dp 
outputs the gib of the outputs of all the states in which it is definitely or possibly 
present in. Dp has a partially ordered state space. States that are weaker lie 
below the ones that are stronger. In situations where Dp reaches a weak state 
where it is not eertainly present in at least one of the states of N then it outputs 
This situation results from inputs that are not strong enough to push Dp 
to be present in stronger states. The output is also produced in cases where 
an illegal input sequence has been detected by Dp. In such cases because of the 
output -La;„, the EMM is re-initialized to an empty list, where it is maintained 
until the start of a fresh legal string is recognized. Unlike Dp, the output of 
N is never supposed to be in any situation other than when N is present 
in its start state. The fundamental reason why the outputs generated by Dp is 
weakened under the certain situations arises because of a fundamental difference 
between Dp and N. R and hence N only refer to exact, legal and finite input 
strings which can definitely take N to some states in N whereas Dp has the 
capability of recognizing weak, or illegal, or infinite input strings as well. 
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4.4 Using the Final DFA in an STE Engine 

In order to establish that the final DFA is suitable for symbolic simulation pur- 
poses in an STE environment, we need to demonstrate that its state space forms 
a complete lattice under a partial order relation and that its next-state function 
is monotonic under that relation. We define a partial order relation on the state 
space Sf- 

Definition 6 Define C, a partial order over 5^? U{T}. Let {a, fa), {b,fb) £ Sp- 
Define {a, fa) (b,fb) if and only if a < b L fa d, fb and \!{a,fa) G Sp '■ 
{a, fa) E T. 



Lemma 1 {Sp U {T}, C) forms a complete lattice. 

Proof Outline. The proof follows from a) both {T^ , d) and {Q"^, d) are partial 
orders, b) E is defined using ^ and c) d{a,fa) G Sp ■ {a, fa) E T. □ 

Lemma 2 The function y is monotonic under the E partial order. 

Proof Outline. Let us take two elements of Sp, say, (a, fa) and (/3, f/^) such that 
{a, fa) E {/3,fp), then we are required to prove that {a, fa) E {f,fp) where, 
for an input i G U', y{{a,fa),i) = {a, fa) and y{{/3,fp),i) = 0,fp). The proof 
can be divided into two parts: showing a d P and fa d fp- 

Using (a, fa) E {P, fp), one can show ip{P, fff, i) C (f{a, fa, i). That, in turn 
can be used to show that fa d fp and a d P and hence the proof. □ 

4.5 Outputs from PREs 

Until this point, we have been able to define PREs, give an operational account 
of their semantics based on a sequence of automata constructions without being 
specific about the precise nature of the output alphabet. In practice, however, 
PRE outputs are used to provide inputs to the EMMs, and to represent the 
outputs of the circuit elements that they are intended to abstract. The same 
generic format write{enable, addr, data) can be used to represent both cases. In 
this format enable is a ternary value, while addr and data are both vectors of 
ternaries. The entire PRE output is a vector of such values. The tuples have the 
obvious meaning when writing to an EMM - the enable bit determines whether 
to write to the EMM or not, while the vectors addr and data supply the address 
and data for the write respectively. In case of primary outputs of the block 
being abstracted, the tuple is a degenerate case in which the address is of length 
0, that is, an output is represented as an EMM with only a single address. If 
the enable bit is on, new data is output, if it is off, the most recent output is 
repeated. In both the general case of the EMM output and the special case of 
a primary output the output symbols are partially ordered by bitwise extension 
of the standard ternary partial order. 
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As defined in Sect. 4.1, the terminal in a PRE definition is of the form 
“a :: o”, where a is a predicate on the input symbols and assignments to variables 
of the abstraction M and o is the output defined as functions mapping from 
assignments to variables to output symbols of M. 

o ::= / * empty * / 

I WR{i,d) 

I output[output-pin-name := val, . . .] 

The annotations WR and output enable the user to specify write operations 
to the EMM in M and the signal values to be assigned at the output pins of 
M. The write annotation “WR{i,d)” stands for a memory write that happens 
with variable i as the address and variable d as the data and produces a “write 
tuple” write{l,i,d) where the 1 stands for the enabled bit being high signifying 
a definite write. The output -piu-uame and val are the name and the specified 
value of an output pin respectively, val can be any of {0, 1, X, RD{j), ~^RD{j)} 
where RD{j) represents a read of the value of the array entry symbolically 
indexed by a variable j. When o produces the empty terminal, the predicate a 
can be viewed as augmented with the write tuple write{0, T, T) to represent no 
change to the memory contents. 

The EMM is modeled using an associative list mapping symbolic data to 
symbolic addresses. The state of the EMM is a finite lattice formed by ternary 
partial order A. The write command, write{enable, address, data), is monotonic 
over the EMM state space with respect to the ternary partial order. The “no 
change’’^ command, which is the identity function for the state space of the EMM, 
is write{Q, T, T). The output from the PRE meant for an EMM translates 
to the write tuple write{X, X, X), which resets the EMM to an empty list. 

The outputs can be treated as an EMM with one bit of memory. When an 
output becomes 0,1, X, or some value a (result of an array read) the corre- 
sponding EMM commands would be write{l, , 0), write{l, , 1), write{l, , X) and 
write{l, , a) respectively. The address in this case does not matter and hence is 
omitted. 

If in a particular terminal in a PRE nothing is specified about a memory write 
or value assignments to an output, we assume that the corresponding write tuple 
generated for the corresponding EMM is the identity write{Q, T, T), preserving 
its contents. 

5 Experimental Results 

We prototyped a tool building on that reported by Krishnamurthy et al [3] and 
augmented it with the technique presented in this paper. We conducted our ex- 
periments on a 360MHz Sun UltraSparc-II with 512MB of memory. Our example 
circuit was a segment array from the MPC7450 PowerPC microprocessor. The 
array had 512 bitcells, a read port and a write port. At first the PRE definitions 
of the read and the write operations were written. Then the RTL description 
was verified against the switch level model augmented with the abstract PRE 
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descriptions in about 4 minutes time. The method reported by Krishnamurthy 
et al [3] takes about a minute to do the same correspondence check without the 
PREs. The time difference is due to some BDD reordering taking place and we 
speculate that this is because of the way we handle variables in the implemen- 
tation. This issue is currently being addressed. 

The real effectiveness of the methodology was demonstrated by a fault injec- 
tion experiment. We injected a fault by tying the precharge to ground, so that 
the bitcells are never precharged before a read or a write operation takes place. 
The earlier method [3] failed to discover the bug whereas our prototype was 
able to discover it and generate a witness execution sequence exposing it. The 
bug that we found is an instance of an “uncertified” input pattern that is not 
allowed as an input to the memory but is permitted by the switch level model. 
Thus, the bug is a member of a class of circuit level bugs that are abstracted 
away by the switch level model but are exposed by the current methodology. 
This experiment points out the importance of our methodology as it can serve 
as a “stricter check-point” when the custom memories have passed the earlier 
verification flow [3]. Although we believe that more time is consumed by our 
prototype because of implementation details, it hardly seems fair to compare a 
method that checks a schematic against an RTL with another that checks a com- 
position of a schematic and an abstraction of the rest of the schematic against 
an RTL, since they are doing two fundamentally different things. 



6 Related Work, Conclusions, and Future Directions 

Checking the correspondence between the switch and the gate level views of 
the memory has been addressed by many researchers [5], [10], [11], [12], [4], [3]. 
While others focussed on using STE to verify equivalence by proving functional 
properties on both the RTL and the schematic view of the circuit, Krishnamurthy 
et al reported work on generating the assertions automatically from the RTL and 
to cross-check them against the schematic [3] . This removes the onus off the user 
to come up with a so-called “complete” set of assertions. Our work advances 
this approach by enabling the schematic view to be “weaker” in order for us to 
discover more buggy behavior. 

We have provided a way in which memory can be modeled using regular 
expressions which represent a family of conditions that are visible to the portion 
of the memory that is being abstracted out. We have shown that the state 
transition model obtained from such a specification can be used in an STE 
framework. We have conducted experiments on an industrial strength circuit 
and demonstrated the applicability of our approach. 

Future work will address the issue of checking whether the state machine 
model produced is a conservative approximation of the actual bitcell behavior. 
This could be done by verifying the specifications against a switch level bit-cell 
model, or even better, by verifying against a suite of Spice simulations. One way 
to get behavioral specifications is to obtain them automatically from the Spice 
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simulations performed on these switch level designs. Work in this area is another 

candidate for future work. 
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Abstract. Safety assessment of new air traffic management systems is 
a main issue for civil aviation authorities. Standard techniques such as 
testing and simulation have serious limitations in new systems that are 
significantly more autonomous than the older ones. In this paper, we 
present an innovative approach for establishing the correctness of con- 
flict detection systems. Fundamental to our approach is the concept of 
trajectory, which is described by a continuous path in the x-y plane con- 
strained by physical laws and operational requirements. From the model 
of trajectories, we extract, and formally prove, high level properties that 
can serve as a framework to analyze conflict scenarios. We use the AILS 
(Airborne Information for Lateral Spacing) alerting algorithm as a case 
study of our approach. 

1 Introduction 

Due to rapid growth in air travel, air traffic congestion has become an inter- 
national problem and it is expected to worsen in the next two decades. Many 
coneepts have been proposed to alleviate this problem. In many of these eoneepts 
- such as free-flight [9] -, the responsibility for aircraft separation is partially or 
completely moved from a centralized air traffic controller to a distributed air- 
craft system. The consensus in the avionies community is that the distribution 
will increase the efficiency of the air space system and terminal areas. However, 
a major eoncern of engineers, seientists, and civil aviation authorities is that the 
implementation of new approaches may compromise the overall system safety. 

In the avionics community, testing and simulation are the standard methods 
for assuring the safety of digital systems. For instance the Airborne Information 
for Lateral Spacing (AILS) algorithm [10] - a confliet alerting algorithm used for 
parallel landing without control of the traffic controller authorities - has been 
extensively simulated and tested. So far, no major flaws have been deteeted. 
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However, neither testing nor simulation can give a definitive answer to questions 
such as: “Does there exist a trajectory leading to a conflict without an alarm 
being issued?” or “What is the safety time between a conflict and a prior conflict 
detection?” Given the critical nature of the problem, we believe that such analysis 
should be mechanically checked via a theorem proving system, such as PVS, or 
other automated proving techniques, e.g., model-checking. 

Programs that are used for the monitoring and control of physical devices 
are constantly interacting with the physical world. The specification of such 
programs cannot usually be expressed as a mere input/output relation, but also 
involves concepts related to the physical environment where they are deployed. 
Hence, proving the correctness of such a system requires reasoning not only about 
the system itself, but also about its physical environment. For instance, to prove 
that a conflict detection algorithm does not allow conflicts without first issuing 
an alarm, we need to reason not only about the properties of the algorithm but 
also about the properties of the trajectories of the aircraft. 

An air traffic control system, such as a conflict detection algorithm, is a hy- 
brid system. It consists of simultaneous discrete and continuous behaviors. The 
discrete behavior is inherent to the algorithmic implementation on an embedded 
digital computer. Whereas, the continuous behavior arises from the kinematics 
of the aircraft. It is, of course, possible to discretize the continuous trajectory of 
an aircraft, approximating it by discrete segments of trajectories. Discretization 
of continuous trajectories allows the definition of trajectories by a transition 
relation. This way, the property we want to prove can be rephrased as a fi- 
nite state automaton reachability property and it can be established by model 
checking and/or formal theorem proving. More or less complex extensions to 
this approach have been often used in the literature to model air traffic control 
problems (for a list of works, see [11]). These techniques have been shown to 
be effective for modeling systems where control logic modes trigger continuous 
and dynamic changes of the state. For instance, the TCAS alerting system for 
preventing midair collision was modeled in [6] using a hybrid automata approach. 

From our experience, the formal verification task can considerably profit 
from standard mathematical analysis when a continuous model, rather than a 
discrete one, is used. Indeed, we have used semi-discrete trajectories in a previous 
effort to verify the AILS algorithm [2]. In that effort, it was not possible to take 
advantage of many useful properties of elementary calculus to prove the desired 
properties. For example, minimums and maximums of a differentiable function 
can easily be obtained by computing the derivative of the function, making 
it equal to zero, and solving for time. To find minimums and maximums of 
a function in a semi-discrete model requires an extraordinary effort. Moreover, 
introducing such a discretization of time and space may complicate the reasoning 
(it is more complicated, for instance, to reason about floats than about real 
numbers, because properties such as associativity of addition do not hold for 
floats). 

In this paper, we propose an innovative approach, based on the formalization 
of continuous mathematics within a higher-order logic framework, for establish- 
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ing the correctness of conflict detection systems. In this approach, a trajectory 
is given by differentiable functions in K M, which map time into each one 
of the components of a state aircraft, e.g., heading, position, bank angle, and 
ground speed. Using standard calculus, geometry, and kinematics, we formally 
asses safety properties of conflict detection algorithms. 

In [5], Kuchar and Yang characterize three kinds of trajectory models: nom- 
inal, worst-case, and probabilistic. In the nominal approach, the future aircraft 
state, i.e., position, speed, heading, bank angle, is projected from the current 
state according to physics laws. In the worst-case approach, the future state is 
projected by following a policy of extreme values for specific state variables. In 
a probabilistic model, uncertainties such as weather conditions or extrapolation 
errors are taken into account to calculate the most probable aircraft trajecto- 
ries. In our higher-order logic formalization, we can quantify over all (nominal) 
trajectories and thus worst-case trajectories are just particular cases of nominal 
trajectories. 

Using our approach, we have been able to prove that the AILS algorithm is 
correct, i.e., (1) there is no possible conflict between two aircraft without a prior 
alarm and (2) the time between an alarm and a potential conflict is at least 10 
seconds. We have also proven that the AILS alerting algorithm is not certain, 

i.e., an alarm can be issued when no potential conflict exists. Although AILS 
will be our running example, we believe that the continuous model of aircraft 
trajectories we build in this paper is rather general and may be used to prove 
properties of other algorithms and concepts. 

The remainder of this paper is organized as follows. In Sect. 2, we present 
a model of continuous trajectories, which is the core of the framework for the 
verification of conflict detection algorithms. We study the correctness and cer- 
tainty properties of the AILS Alerting algorithm in Sect. 3. The last section 
summarizes our work and contains concluding remarks. Along this paper, and 
for readability reasons, we have used standard mathematics and traditional logic 
reasoning. Nevertheless, our development has been formally checked in the gen- 
eral verification system TVS [8]. See [7] for an extended version of this paper. 
All the PVS theories and proofs are available at 
http : //shemesh . larc . nasa . gov/f m/ftp/ails/. 



2 Conflict Detection Framework 

2.1 Scope 

Our framework consists of three elements: 

1. a continuous model of aircraft trajectories, 

2. the concept of intruder and evader aircraft, and 

3. the correctness and certainty properties. 

Aircraft Trajectories. At the basis of our conflict detection framework is the 
concept of aircraft trajectory. A trajectory describes a continuous path in the 
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x-y (horizontal) plane subject to constraints imposed by the aircraft dynamics.^ 
It consists of differentiable functions in K K, which map time into heading, 
position, bank angle, and ground speed of the aircraft. 

We assume two things about the velocity vector of an aircraft. First, an 
aircraft is moving at constant ground speed v, hence the velocity vector is com- 
pletely determined by its polar angle 6 called the heading of the aircraft. Second, 
the variation of the heading is proportional to the tangent of the bank angle of 
the aircraft. Formally, this can be expressed by the equations 



x'{t) = vcos{6(t)) 


( 1 ) 


II 


( 2 ) 


tan(0(t)) 


( 3 ) 



where x, y, 6, (j) are differentiable functions mapping time to location coordinates, 
heading, and bank angle, respectively. Equations 1 and 2 state that the derivative 
of the position functions gives the velocity vector of the aircraft. Equation 3 
relates the bank angle with the heading of the aircraft. That equation states 
that the rate of direction change of an aircraft is proportional to the tangent of 
the bank angle by a factor of g/v, where g is the gravitational force. 

The constant ground speed assumption is imposed by the AILS system de- 
signers. It is justified by the fact that during AILS operations, aircraft are on 
final approach and their velocities are restricted. 

In addition to the above physical constraints, we impose a maximum bank 
angle operational constraint for commercial aircraft to be 35°, i.e., 

|<^(f)| < 357T/180. (4) 

Henceforth, we use the constant MaxBank = 357 t/180. 



Evader and Intruder Aircraft. We assume a pair of aircraft, one labeled 
evader and the other intruder. In the AILS system, the evader represents an 
aircraft flying on normal conditions while the intruder represents a blundering 
aircraft. The AILS algorithm runs twice on each airplane: the first execution 
treats the local aircraft as the evader an the foreign aircraft as the intruder; the 
second execution interchanges the roles of intruder and evader aircraft. 

Multiple aircraft scenarios can be modeled as sequential composition of pair- 
wise aircraft conflict detection algorithms. Notice that, in contrast to conflict 
detection algorithms, conflict resolution algorithms for multiple aircraft system 
are usually not compositional as a pair of aircraft could create new conflicts in 
previously solved aircraft. Conflict resolution, however, is beyond the scope of 
this paper. 

Equations 1-4 apply to both evader and intruder aircraft. State functions 
representing the state of the evader and intruder aircraft are subscripted with 

^ The vertical separation is typically handled separately. This will be studied in future 
work. 
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lowercase letters e and i, respectively. The AILS system assumes that only one 
aircraft is diverting from its intended landing path. This assumption is also 
a system designer assumption. It is based on a probabilistic failure assessment. 
Hence, an additional restriction is imposed on evader trajectories by constraining 
the bank angle (pe{t) = 0. This constraint makes the heading of the evader 
constant and its trajectories straight lines. Without loss of generality, we can 
chose a coordinate system where the x-axis coincides with the evader trajectory 
making the heading angle of the evader aircraft always 0. Thus, the equations 
for the evader can be rephrased and integrated 





(5) 


ft) 

II 


(6) 


0e(t) = 0 


(7) 


o 

!l 


(8) 



where W and Ye are the coordinates of the initial evader position. 

Correctness and Certainty. Conflict detection is based on the ability to pre- 
dict future aircraft locations for a given lookahead time T > 0. Two aircraft have 
a (potential) conflict at time T, if there exists a trajectory leading to a distance 
between the aircraft less than a given value Conf lictRange at time T. Assum- 
ing that the aircraft have reliable access to accurate data flight information, two 
key properties that must be established for a conflict detection algorithm are: 
(1) any future conflicts within the lookahead time will be detected, and (2) a 
conflict detection reflects a potential conflict within the lookahead time. The 
first property is called correctness and the latter one is certainty. Notice that 
correctness means that conflicts will not go undetected and certainty means that 
the algorithm will not detect conflicts that do not exist, possibly leading to false 
alarms. 

Since possible conflicts that are not detected may lead to mid-air collisions, 
correctness is a much more critical feature, from a safety point of view, than 
certainty. However, false alarms will have negative effects both on safety and in 
the overall performance of the airspace system [4] . 

Predictions of aircraft trajectories are made to determine if a conflict exists in 
a given lookahead time. Two types of information can be used for prediction: (1) 
intent information for medium to long lookahead times; and (2) state information 
for short to medium lookahead times. Intent information refers to information 
in flight plans, destination, in route way points, etc. State information uses 
the airplane heading, speed and location to predict future aircraft states. In 
this paper, we are only concerned with trajectory prediction based on state 
information. 

2.2 Main Lemmas 

We have modeled the motion of aircraft by differentiable functions from K to M. 
To establish the basic properties of trajectories, we shall need several lemmas 
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that concern differentiable functions, coordinate systems, and objects in motion 
in general. We present in this section, the main lemmas we have had to prove 
on such topics. 



Elementary Differential Calculus. Like most theorem provers, PVS has 
little automated support for non-linear arithmetic and real analysis. We have 
extended the pre-defined theory of real numbers and the theory of differential 
functions developed in [1] with theories dealing with trigonometric and other 
transcendental functions. 

Non-effective real functions are declared in PVS as uninterpreted functions. 
Their behavior is given axiomatically. For example, cos and sin are functions from 
reals to the real interval [—1 ... 1] satisfying, among other properties, sin(a)^ + 
cos(6)^ = 1. In a similar way, .^7 is a function from non-negative reals to non- 

negative reals such that \fa = a for a > 0. From this axiom, we can prove, for 
instance, that = a for a > 0. 

The concept of differentiability and derivative is treated the same way. We use 
an uninterpreted predicate Differentiable over functions mapping real num- 
bers to real numbers and an uninterpreted higher-order function D (for deriva- 
tive) mapping Differentiable functions to functions from real numbers to real 
numbers. Typical axioms assert that sin is differentiable and that its derivative 
is cos. For our proofs, we have managed to avoid the concept of differentiability 
over an interval. For instance, the square root function is not assumed to be 
differentiable, but we have an axiom stating that for all differentiable functions 
/ mapping real numbers to positive real numbers, the function x >-)• f{x) is 
differentiable. We do not know if this trick is sufficient in general, or if a general 
theory of differentiability over an interval is needed in other examples. 

Another important axiom defining the concept of derivative is the following 
theorem of calculus (that can be seen as a consequence of Rolle’s theorem) . 

Theorem 1 (monotonic_anti_deriv). 

V/, g : TZ ^ TZ. Va, b : 7Z. a < b D 

(Vc :TZ. a < c <b D f'{c) < g'{c)) D 
/(&)-/(a) <g{b)-g[a). 

In the verification process it is sometimes necessary to perform calculations 
on expressions containing non-effective functions such as the trigonometric func- 
tions. It is tempting to use approximation series to define, for instance, sin 
and cos. However, mixing approximation series and axiomatic definitions of 
trigonometric functions may be a source of paradoxes. Say for example that 
sin and cos compute approximate values of the real ones. It will be very unlikely 
that sin(a)^ + cos(a)^ evaluates to 1 for any value of a. In order to avoid that 
kind of inconsistencies, we mix approximations and uninterpreted functions in 
a very rigorous way. Assume we want to prove that ei[sin(a)]+ < e2[cos(5)] + , 
where e[s]+ stands for a context expression e containing a distinguished pos- 
itive occurrence of s. Then, we find a computable upper bound of sin(a), say 
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sin„fc(a), and a computable lower bound of cos(6), say cosib{b). Finally, we prove 
ei[sin(a)]+ < e2[cos(6)]+ as follows 



ei[sin(a)]+ < ei[sin„b(a)] + 


(9) 


ei[sin„b(a)]+ < e2[cosjb(5)] + 


(10) 


e2[cosib{b)]+ < 62 [cos(&)] + 


(11) 



Most of the times, Formulas 9 and 11 are simple to discharge. If ei [sin(a)„b]+ and 
e2[cos(5)ib]+ are computable then we prove Formula 10 by evaluating the expres- 
sions. Otherwise, we use the same technique to remove other non-computable 
values. Eventually, we will get two expressions that we can evaluate. This tech- 
nique is so used and simple that we have developed PVS strategies to automate 
the work. As for computable definitions of sin„(,, sin;;,, cos„(,, cos^b, we have used 
partial approximation by series: 

smibia) = sin„b(a) = (f^ 

cosib(a) = 1 + cos„b(a) = 1 + ELi(“1)*^ 

and the axioms 

Axiom 1 (PI) 



3.14 < 7T < 3.15. 



Axiom 2 (SIN) 

0 < a < 7T D sinjb(a) < sin(a) < sin„b(a). 



Axiom 3 (COS) 

— 7t/2 < a < 7t/2 d cosib{a) < cos(a) < cos„b(a). 

The fact that we have stated many axioms in this section reflect the fact 
that we have focused on developing proofs of properties of our framework for 
analysis of conflict detection algorithms using well-known results of calculus, not 
on developing a calculus library. On a longer term research effort, these unin- 
terpreted constants should be replaced by definitions and these axioms would 
become theorems. 

Geometry. An important technique used in our formal development is to take 
as reference a new system of coordinates where the origin is the position of the 
evader aircraft at a given time T, i.e., {xe{T),ye{T)), and the x-y plane has 
been rotated by 6i (0) degrees. We recall that 9i (0) is the heading of the intruder 
aircraft at time 0. The new x-y plane, is defined as follows 

x{t) = cos{9i{0))[x{t) - Xe{T)] + sin(6ii(0))[y(t) - ye{T)] 
y{t) = cos{9i{0))[y{t) - ye{T)] - sin(6»i(0))[a;(t) - Xe{T)] 



( 12 ) 

(13) 
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We have formally proven several properties related to changes of coordinate 
systems. For instance, lemma isometric states that distances are invariant un- 
der rotation and translation of the coordinate system. 

Lemma 1 (isometric). 

(xiit) - X 2 {t)f + (yi(t) - y 2 {t)f = {xi{t) - X 2 {t)f + {y\{t) - y 2 {t)f. 

Kinematics. Let us now turn to the lemmas that involve moving objects. These 
lemmas were needed to prove safety properties of the AILS algorithm, but they 
are still rather general and some of them have been reused to prove properties 
over other air traffic control algorithms. 

The first example concerns the ability to determine whether the straight-line 
trajectories of two aircraft are diverging or converging and to find the point 
of closest separation of the projected trajectories. This amounts to finding the 
minimum of the distance between two straight-line trajectories. If the evader 
aircraft is assumed to have heading 0 and the intruder aircraft has heading 6, 
then the equations defining the projected trajectories are 

Xe{t) = Xe(0) + Vet 

ye{t) = ye{0) 

Xi{t) = Xi(0) + Vitcos{9) 

Vi{t) = yi(0) + Vit sin(9) 



and the distance between the projected trajectories at time t, R{t), can be com- 
puted as follows: 

^x(t) = Xi{t) - Xe{t) 

Ay{t) = yi{t) - ye{t) 



R{t) = ^A,{tf + Ay{tf 

To find the minimum of R{t), first the derivative of R{t) is computed: 

Ax{t)A'^ + Ay{t)A'y 



(14) 



R'{t) = 



R{t) 



where 

A'^ = Vi COs{6) — Ve 
Ay = Vi sin(6>) 

We have formally verified that when R'{t + t) = 0, the time r, relative to t, is 
the time of closest separation between the aircraft. The solution to this equation 
is: 

A4t)A', + Ay{t)A'y 



AL 



AL 



T{t) = 



(15) 
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It is important to note that r is undefined, i.e., denominator is zero, when the 
aircraft are parallel and the ground speeds are equal. 

For any time t, if r(f) is negative or zero, the tracks are diverging or parallel, 
respectively. If r(f) is greater than zero, the tracks are converging and r(t) is 
the time of closest separation relative to t. In PVS: 

Lemma 2 (derivative_eq_zero_min). 

R{ti + T{ti)) < R{ti + t2). 



Lemma 3 (asymptotic_decrease_tau). 

tl<t2<T{t) D R{t + ti) > R{t + t2) ■ 

Lemma 4 (asymptotic_increase_tau). 

T{t)<ti<t2 D R{t + ti) < R{t + t2) ■ 

A second example concerns the maximum and minimum distance traveled by 
an aircraft in a given time whose speed is constant and bank angle bounded. In 
particular, vt is the farthest distance, i.e., via straight line, that can be reached 
by an aircraft moving at constant speed u in t seconds. That property is called 
YCNGFTYS, which stands for You Cannot Go Faster Than Your Speed, and it has 
been formally verified in PVS. 

Theorem 2 (YCNGFTYS). 

f > 0 D y/ {x{t) - a:(0))2 + {y{t) - y(0))2 < vt. 

For an aircraft moving at constant speed v and with a constant bank angle 
(p, Fig. 1, the distance from the position at time 0 to the position at time t is 
given by the formula 



m{v, (p, t) = 2r{v, cp) sin{vt/2r{v, (p)) (16) 

where r{v,(p) is the turn radius of the aircraft. 

The turn radius r{v, <p) can be calculated as follows. 

vt/r{(p,v) = {g/v)tan{(p)t (From Equation 3) 
v/r{v,(p) = {g/v)tan{(p) (Simplifying t). 



Thus, 

r{v,p)) = v'^/{gta,n{(p)). (17) 

According to Formula 4, the maximum change of heading per second of an 
aircraft moving at constant speed v is given by 



p{v) = (g/u) tan(MaxBank). 



(18) 
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Fig. 1. Distance traveled in curved trajectory 



From Equation 17 and Equation 18: 

r(u, MaxBank) = v/p{v) (19) 

and from Equation 16 and Equation 19: 

m{v, MaxBank, t) = 2r{v, MaxBank) s,\n{p{v)t / 2) . (20) 

When 0 < p{v)t < 2, we have formally verified in PVS that m{v, MaxBank, t) 
is the minimum distance traveled by an aircraft moving at constant speed v in 
t seconds^. The property is called YCNGSTYS, which stands for You Cannot Go 
Slower Than Your Speed. 

Theorem 3 (YCNGSTYS). 

0 < p{v)t < 2 D m(u, MaxBank, t) < (x{t) — x(0))2 + (y(f) — 2/(0))^. 

According to theorems YCNGFTYS (Theorem 2) and YCNGSTYS (Theorem 3), 
for an aircraft moving at constant ground speed v, the inner circle of radius 
m{v, MaxBank, t) and the outer circle of radius vt, both centered at the current 
position of the aircraft, delimit the area that could be reached by the aircraft at 
time t. 

3 Verification of the AILS Alerting Algorithm 

The AILS system is intended to enable independent parallel landings to closely 
spaced parallel runways during reduced visibility conditions. An integral part of 

^ We conjecture that the property still holds for 0 < p{v)t < 2 tt; but, we could not 
find a formal proof of this proposition. 
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the system is the alerting algorithm which provides a sequence of alarms when 
the aircraft are diverting from their intended landing paths. 

The original AILS algorithm was written in FORTRAN at Langley Research 
Center. It has been revised several times and the latest version, flown in the 
Boeing 757 experimental aircraft, was written by Honeywell. Since the AILS 
alerting system is a multilevel alarm system, it is possible to prove properties of 
the different levels of alarms. The alarm we are most concerned with is the alarm 
the evader aircraft should receive when the intruder aircraft is threatening its 
airspace. This is the alarm we will be discussing in the remaining of this section. 

We have specified that algorithm in PVS by a predicate ails_alert that 
takes the initial measured states of an intruder aircraft and an evader aircraft, 
and returns true or false depending on whether the alarm is issued or not. The 
specification of the algorithm is the translation of the original FORTRAN code 
to a higher-order logic description. The translation was almost one-to-one with 
the exception of replacing DO-LOOPS statements with recursive definitions. 



3.1 Correctness 

The verification of the alerting algorithm consists of showing that for all trajec- 
tories that could lead to a conflict within a given time T, the alerting algorithm 
will issue an alarm. We called this property the correctness of the AILS Alert- 
ing Algorithm. Using the trajectory framework described in previous sections 
and the model of the algorithm, we formulated the properties necessary for the 
verification. 

We started the verification process by trying to show correctness for a value 
of T equals 19 seconds which is the lookahead time for the algorithm. Soon, we 
discovered that the correctness property was not provable for T = 19s. Indeed, a 
counter example for T = 10.5 seconds was found. The counter example says that 
there exists a trajectory which will bring the two aircraft within 10.5 seconds of 
a conflict without an alarm being issued. This counter example is in some sense 
minimal, as we have been able to prove correctness for T < 10 seconds and the 
time step between two consecutive calls of the algorithm is 0.5 seconds. 

To prove the correctness property for T < 10, it is sufficient to prove that if a 
conflict is going to occur in a time ranging between 9.5s and 10s then an alarm 
is raised. Note that if a conflict is going to occur in less that 9.5s an alarm has 
already been raised^. Hence, we have the following correctness theorem. 

Theorem 4 (ails_correctness). 

Vz, e. 9.5 < T < 10 A conflict^^{T) D 
ails-alert{measure2state{i, 0), measure2state(e, 0)) 

where measure2state(a, t) is the state of the aircraft a at time t and the propo- 
sition conf lictie(T) means that there exists a potential conflict between the 
aircraft at time T. 

® Due to operational constraints, when the AILS system is first engaged during a final 
approach, there is a safe window of at least 9.5 seconds where no conflict can occur. 
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The proof of this theorem uses the notion of state of an aircraft consisting of 
its location, heading, and bank angle. The states of the aircraft are part of the 
geometrical description of the problem, but also are the data processed by the 
AILS algorithm. Thus, they constitute the interface between the algorithm and 
its physical environment. In this paper, we have assumed that these measure- 
ments are made without error. Although with ADS-B exchange of information 
the errors can be made very small, it should be included in future work. 

The proof proceeds by proving independently that (1) if a conflict is to occur 
in a time ranging between 9.5s and 10s, then the pair of aircraft is in a certain 
region Q of the state space; and (2) if it is in this region 5, then an alarm is 
issued. The proof of (1) involves only the geometry and the kinematics of the 
physical environment, while the second proof concerns only the specification of 
the algorithm. The region Q constitutes the interface between the two proofs, in 
the same way as the measured state is the interface between the algorithm and 
its physical environment. 

More precisely, the first lemma proves that if a conflict is to occur, then 

1. the distance of the initial position of the intruder to the final position of the 
evader ranges between a distance MinDistance and MaxDistance that are 
the minimum and the maximum distance the intruder may run in a time 
ranging between 9.5s and 10s (as determined by theorems 2 and 3), 

2. the initial heading of the intruder also ranges between two bounds, 

3. r(0) > 0, i.e., the aircraft are converging at current time. 

In this last case, we have to prove that that if the aircraft are diverging at current 
time, although the intruder can change heading, it cannot do it sufficiently fast 
to create a conflict. The second lemma proves that the AILS algorithm issues 
an alarm if all these conditions hold. 

It is important to note that what we have shown for 9.5 < T < 10 is a worst 
case scenario. In simulations with actively flying airline pilots, it was found that 
the pilot reaction time was in average approximately 2 seconds. Also, according 
to the logic of the AILS alerting system, the intruder aircraft should receive two 
path deviation indications and one traffic caution indication before the evader 
aircraft is alerted. 

3.2 Uncertainty 

We have also proven that although the AILS algorithm is correct, it is not certain, 
i.e., it may issue false alarms. 

Theorem 5 (ails_uncertainty). 

3si,Se : State. Vf,e. 0 < T < 10 
Si = measure2state{i,0) A Sg = measure2state{e,0) Z) 
ails_alert(si, Sg) A -^conflict^^(T). 

To prove this theorem, we simply find states of intruder and evader aircraft that 
issue an alarm, but where the aircraft cannot conflict within 10 seconds. 
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4 Conclusion 



In this paper, we have presented the foundation for a new approach to verify- 
ing the safety of conflict detection algorithms that may one day be deployed in 
the national airspace. Such algorithms are an enabling technology for free flight, 
where pilots are allowed to fly their own preferred trajectories. The introduc- 
tion of these algorithms in a free-flight context raises significant safety issues. 
Historically the trajectories of aircraft have been managed by ground controllers 
through use of aircraft position data obtained from radar. Under this approach, 
the primary responsibility for maintaining aircraft separation has been borne by 
the air trafhc controller. But under a free-flight approach, much of the responsi- 
bility for maintaining separation will be transferred to the pilots and the software 
whieh provides them aircraft positions, i.e., via Cockpit Display of Traffic Infor- 
mation (CDTI), and warnings of potential conflicts. We believe that current 
methods for gaining assurance about the safety of ground-based decision-aid 
software are inadequate for many of the software systems that will be deployed 
in the future in support of free flight. The current approach is based upon human- 
factors experimentation using high fidelity simulations. In the current approach, 
where the responsibility for safety resides in the human controller, this is clearly 
the right approach. The primary question to be answered is whether the soft- 
ware provides the controllers with useful information that aids them in their 
decision making. But as software takes on more and more of the responsibility 
for generating aircraft trajectories and detecting potential conflicts and perhaps 
even producing (and executing?) the evasive maneuvers, we will need additional 
tools to guarantee safety. It is our view that it is essential that the correctness 
of the algorithm be established for all possible situations. Simulation and testing 
cannot accomplish this. Although simulation and controlled experimentation are 
clearly necessary, they are not sufficient to guarantee safety. This can only be 
done by analytical means, i.e., formal verification. We should also note that it 
will also be necessary to demonstrate that the implementation of these algo- 
rithms in software is correct. This refinement verification, in our view, must also 
be accomplished using formal methods. We hope to explore this issue with our 
colleagues in future work. 

The trajectory model used in this paper is the result of investigating different 
approaches. Earlier work looked at more discrete versions with the expectation 
that this would lead to a more tractable verification task. Unfortunately the 
discretization of the trajectories led to significant (and accumulating) modeling 
error that led to erroneous conclusions. In the end, we have settled on model- 
ing trajectories as differentiable functions over real numbers. These trajectories 
are constrained by the dynamics of an aircraft. These constraints enable one to 
establish high level properties that delineate when a conflict is possible. In this 
paper we have developed a formal theory about trajectories that can serve as 
the basis for the formal analysis of conflict detection and resolution (CD&R) 
algorithms. There are several limitations to this formal theory that will be ad- 
dressed in future work. These include: (1) the theory only deals with 2 aircraft. 
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(2) the vertical dimension is not modeled, and (3) aircraft data measurement 
errors are not modeled. 

Because the trajectories of the aircraft are modeled by differentiable func- 
tions over real numbers and the discrete algorithms are periodically executed on 
a digital computer, this problem domain falls into the domain of hybrid mod- 
els. The hybrid nature of this domain makes the verification problem especially 
difficult. Automatic methods such as model checking cannot directly handle the 
continuous trajectories, i.e., infinite state space, and discretization leads to un- 
acceptable errors. We are forced to reason about such systems in the context of a 
fully general theorem prover designed to handle a rich logic such as higher-order 
logic, type theory, or ZFC set theory. We have used the PVS theorem prover in 
our work and found this tool to be sufficient to handle this problem domain, but 
our work was often impeded by PVS’s baroque method for dealing with non- 
linear arithmetic. Although PVS provides a suite of decision procedures that 
automate much of the tedium of theorem prover, in this arena, one must wrestle 
with the prover in order to make progress. Adding capability for reasoning about 
formulas containing non-linear arithmetic in theorem provers is a current area 
of research. 

Future work will concentrate on applying this modeling framework to spe- 
cific CD&R algorithms and perhaps to self-spacing and merging algorithms 
designed to increase capacity in the terminal area. We would also like to de- 
velop formal methods for analyzing conflict resolution schemes and the safety of 
algorithmically-generated evasive maneuvers [3]. The CD&R methods must be 
generalized to cover sets of aircraft constrained by formally specified notions of 
aircraft density (static or dynamic) . We would also like to generalize the methods 
to encompass measurement error and data errors. This is a necessary step toward 
developing formal methods useful for the design and implementation phases of 
realistic avionics. 
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Abstract. The framework of this paper is the formal specification and 
proof of applications distributed on symmetric interconnection networks, 
e.g. the torus or the hypercube. The algorithms are distributed over 
the nodes of the networks and use well-identified communication primi- 
tives. Using the notion of Cayley graph, we model the networks and their 
communications in the inductive theorem prover Nqthm. Within this 
environment, we mechanically perform correctness verifications with a 
specific invariant oriented method. We illustrate our approach with the 
verification of two distributed algorithms implemented on the hypercube. 



1 Introduction 

We propose a methodology for the specification and the formal verification of dis- 
tributed algorithms designed to be implemented on symmetric interconnection 
networks such as the ring, the torus or the hypercube [14]. In areas like signal 
processing or computer vision, the necessity of improving the performance of 
the applications is increasing inexorably. The parallelization of the algorithms 
in view of an implementation on specific interconnection networks^ provides a 
solution to this problem [15,16]. The program is distributed over the nodes of 
the network, and the processes can exchange data by means of various types of 
communication procedures. 

Our ultimate goal is to develop a specialized environment for the design and 
validation of such hardware/software architectures. To that aim, various aspects 
have to be taken into account: (i) the formal specification of the hardware struc- 
tures and the description and validation of the usual communication operations 
over these architectures, (ii) the development of a methodology for the spec- 
ification and the formal proof of application programs that make use of these 
communication functions, (Hi) to make the approach accessible to application 
programmers, it is necessary to provide a way of mechanizing the transformation 
from their source code to the formal model. 



^ For instance, the ring of the HP/Convex SPP-1200, the tori of the Cray T3E and of 
the Intel Paragon XP, or the hypercube of the nCUBE 3. 
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All these aspects depend on the formal proof tool that we choose. In the 
framework of regular structures like symmetric interconnection networks, the 
induction-based prover Nqthm [4] provides valuable assistance. Its mechanisms 
allow to reason at a high-level of abstraction and to deal with parameterization 
(here the size of the network is a parameter). We model interconnection networks 
in Nqthm as Cayley graphs [1], which give a representation of the mathematical 
groups defined by generators: the vertices are the elements of the group and 
the arcs are the actions of the generators. Cayley graphs have been extensively 
used to solve problems of routing [2] or information dissemination [8,3] in inter- 
connection networks. To our knowledge, this model has never been applied to 
formal verification. We will show that one of the advantages of this approach is 
that it allows to reason independently on the structures on the one hand and 
on the algorithms on the other hand. Moreover, most of the specifications and 
verifications are performed at the processor level i.e., the statements of most 
theorems only involve one (universally quantified) processor, as Sects. 5 and 6 
will demonstrate. 

After a brief presentation of the networks and their communication primi- 
tives in Sects. 2 and 3, we describe our models and proof methodology in Sects. 4 
and 5. We concentrate on the hypercube, and we make the hypothesis that the 
behaviour of the processes that constitute the application is synchronous (i.e., 
either they run on a synchronous SIMD computer, or they are designed for a 
MIMD architecture and include resynchronization phases) . Verifying the correct- 
ness of such a distributed program is understood here as proving its equivalence 
with its sequential counterpart. Section 6 provides two illustrative examples. 
Sect. 7 recalls some related works, and we conclude in Sect. 8. 

2 Cayley Graphs and Interconnection Networks 

Interconnection networks can be modelled by finite graphs: the vertices represent 
the nodes and the edges are the communication lines. A special class of networks, 
called symmetric intereonnection networks, has the property that the network 
viewed from any vertex looks the same ( Vertex Symmetry) . The Cayley graph 
model is proposed in [1] for designing and analyzing symmetric interconnection 
networks, such as the cycle, the torus and the hypercube presented here. 



2.1 Cayley Graphs 

Definition 1. Let G and S be a group and a subset of this group, the Cayley 
digraph ofG and S, denoted Gay{G, S), is sueh that its vertices are the elements 
of G and its arcs are all ordered pairs {g, g ^ s) where g £ G, s e S and ® is 
the law of the group. 

The elements of a subset S' of a group G are called generators of G, and S is 
said to be a generating set, if every element of G can be expressed as a finite 
product of their powers. We say that G is generated by S. 
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If S' is a generating set of G, then the digraph Cay{G, S) is strongly connected. 
If S is unit free (does not contain the identity) and closed under inverses (if 
s e S, then e S) then Cay{G, S) is a graph. 

2.2 Cycle and Torus 

The cycle/ring of length n, C„, is the graph whose nodes are labelled by integers 
ranging from 0 to n — 1 and whose edges connect i (0 < i < n) to (i + 1) mod n, 
its degree is 2. It is the Cayley graph of the additive groupe generated 
by { — 1,+1}. The actions of the generators gi and ga of C„ on a vertex s are 
expressed by s (8> and s® g^, that we model by gi{s, n) and 32 ( 5 , n): 

J gi{s,n) = (s + (n - 1)) mod n if s G [0,n - 1] 

( 32 ( 5 , n) = (s + 1) mod n if s £ [0, n — 1] 

The torus Tn,m is the cartesian product of two cycles of lengths n and m. Tn^m 
has nxm vertices, its degree is 4. It is the Cayley graph of the group x TZ^n 
generated by 5 = {(0, 1), (0, —1), (1, 0), ( — 1, 0)}. See the torus on Fig. 1. 

2.3 Hypercube 

The n-dimensional hypercube Hn consists of 2" processors, its degree is n. Its 
nodes can be labelled by binary strings ( 0 : 1 X 2 . . .x„); there is an edge between 
two nodes if their labels differ in exactly one position (the dimension) . Hn is also 
the Cayley graph of the permutation group G generated by the n transpositions 
gi = (2i — 1, 2i), 1 < i < n on the set X = {1 . . . 2n}. With this view, each vertex 
is a permutation (ai, 02 , . . . , a 2 n) such that ( 021 - 1 , 021 ) = (2i — 1, 2i) if xi = 0 
and ( 021 - 1 , 021 ) = (2i, 2i — 1) if xi = 1, see Fig. 2. 




Fig. 1. Cayley graph for the torus Ts,3 Fig. 2. Cayley graph for the hypercube H3 

3 Communication Operations 

We have developed Nqthm libraries for some widespread communication primi- 
tives on these interconnection networks. Let us briefly recall them, more details 
can be found in [14,9]. 
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— Broadcast: a node (processor) sends the same message to every other node. 

— Scatter: a node distributes portions of a message among all the other nodes. 

— Reduction: assume that each processor Pi, I < i < N , holds a value Vi. Let 
© be a user-specified commutative, associative operation on the elements Vi. 
After the reduction computation, each processor Pi holds the value 

— Reduction-to-one: the reduction-to-one operation is similar but deposits the 
result ©^lUfc on a specified node. 

— Prefix Like Computation: it is also similar to the reduction, but each pro- 
cessor Pi ultimately holds the value 

— Fold: assume that each processor Pi holds a vector Zi of length 1. After the 

fold operation, each processor Pi holds a part of length l/N of Zk- 

— Expand: conversely, after the expand operation, each processor Pi holds the 
vector of length I * N which is the concatenation of all the vectors Zi . 

4 Modelling Methodology 

Our purpose is to model in the Boyer-Moore logic the networks presented in 

Sect. 2 and their ad hoc realizations of the communication operations of Sect. 3. 

Every concept is given a purely functional representation. 



4.1 Modelling the Networks 

Every interconnection network is characterized by generators. The function that 
computes s' , the label of the node that can be reached by applying the generator 
Qi to the node s (s' = s © 9- graph of size n will be referred to as gi, i.e. 

s' = 9i{s,n). We define a function Cayley for each graph, it returns its set 
of vertices. In the case where the number of generators is fixed whatever the 
size is (e.g. the cycle or the torus) the Cayley graph can be defined as follows: 
starting from /(n), the identity element of cr„ (the group of all permutations 
over n elements), we iteratively compute the vertices. At each step, new vertices 
are computed, by application of the generators gi to the vertices obtained in the 
previous iterations. The construction stops when no new vertex can be obtained. 
The necessary number of steps is equal to the diameter of the graph. In the case 
where the number of generators is a function of the size of the Cayley graph i.e., 
the graph is hierarchical (e.g. the hypercube), an alternative approach described 
below can be taken. 

Definition 2. The graph G{n), of dimension n, is hierarehieal if there exists a 
non null funetion 1C sueh that for n > 1, G{n) is deeomposable into /C(n) disjoint 
hierarehieal subgraphs that are isomorphic to G{n — 1). 

We call Iso{i,G{n)), 1 < i < K.{n), the z-th subgraph isomorphic to G{n). 
G{n) can be associated with Cayley {n, n), where Cayley is defined as follows {k 
is the level of decomposition): 

funct Cayley{k,n) = 

if /c = 0 then {/(n)} else |J i<i<)c(k) Iso{i, Cayley {k — l,n)) fl 
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This methodology has been used to encode the interconnection networks 
in Nqthm. For the hypercube, the function above is instanciated with K, as the 
constant function 2. We have also verified basic properties for each graph, such as 
its finiteness and its vertex symmetry. Table 1 gives the corresponding numbers 
of Nqthm events (an event is a function definition or a theorem). 

Table 1. Number of events to model Cayley graphs in Nqthm 





# definitions 


# intermediate lemmas 


# theorems 


Cycle 


14 


60 


16 


Torus 


26 


108 


20 


Hypercube 


14 


32 


3 



4.2 Modelling the Neighbourhood of Communicating Processors 

Our proof methodology makes use of invariants that call on the notion of neigh- 
bourhood of a vertex. Neighb{s,t,n) represents the set of vertices that have 
communicated, directly or not, with the vertex s at step t of the communica- 
tion algorithm running on a network of size n. Depending on the communica- 
tion operation, one or several direct neighbour(s), reachable by one or several 
generators, are added to this set at each step; this is characterized by the set 
Ct = {i \ gj(s, n) communicates with s at step t }. 

funct Neighb{s, t, n) = 

if t = 0 then {s} 

else Neighb{s,t - l,n) U IJieCt Neighb{gi{s,n),t - l,n) 

fi 

Example. Neighbourhood for the broadcast in the hypercube. At every step t, 
each processor communicates with its direct neighbour in the t*^ dimension, see 
Fig. 3 where each number represents both the dimension and the step number. 



funct Neighbf^^ (s, t, n) = 
if t = 0 then {s} 

else Neighbf^f^{s, i — l,n) 

U Neighb^^{gt{s,n),t - l,n) 

fi 




1 



Fig. 3. Broadcast on Hs 



4.3 Modelling the Communications 

It remains to formalize, for every communication operation and every archi- 
tecture, the code executed by each processor. For each operation, we define a 
function that takes the following arguments: 
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— s: the processor where the algorithm is running; 

— k: the number of iterations; 

— ini: initial state of the system (associative list of pairs of the form (s, valinit) 
where s is a vertex and valmu is the initial state of its local register(s)). It is 
associated with a function Tai:e_ value such that Take-value{s,ini) = valinit', 

— n: the size of the network. 

The function returns the value(s) stored in the register(s) of the processor after 
k iterations. For instance, a function Broadcast h{s, k, ini, n) is defined to model 
the broadcast operation on a n-dimensional hypercube, see its Nqthm definition 
in the next section. 



4.4 Link with an MPI-Based Implementation 

In this section we consider the link between our formal model and a source code 
written in a usual programming language. This aspect is fundamental w.r.t. a 
possible integration of our approach in a development environment. The overall 
method described in this paper is adapted to the validation of applications de- 
signed to run on distributed memory SIMD or MIMD target architectures, pro- 
vided that synchronization takes place between the elementary point-to-point 
send/receive operations. MPI (Message Passing Interface) [20] is a standard for 
the realization of message passing procedures; MPICH is one of its implemen- 
tations that allows to develop applications on a network of workstations. In 
view of designing a methodology of transformation from a C program, using 
MPI point-to-point primitives, to our formalism, we study the correspondance 
between these two representations in the case of the collective operations pre- 
sented in Sect. 3. 

Here is our principle for implementing every procedure: since each processor 
cannot know in which iteration it will receive (and then send) the message which 
is broadcasted, scattered and the like, it executes “send” and “receive” operations 
at every step. It receives both a message and a “flag” that indicates if this 
message is relevant. In that case, it updates its register(s) and sets its own fiag 
to true. The C version of the broadcast function for is given below. 

int broadcast_h (char *s, int n, void *buffer, int count, 

MPI_Datatype datatype, int *flag, void *mybuffer, 
int *myflag, MPI_Comm comm) 

{ char *neighb; /* neighbour in the k-th dimension */ 
int k; MPI_Status st; 

MPI_Aint 1; MPI_Type_extent(datatype,&l) ; 
for (k=0; k<n; k++) 

{ /* transfer of data with the neighbour: */ 

neighb = gen_hyper(k, s, n) ; /* permutation of the neighbour */ 
MPI_Send(mybuffer, count , datatype ,PermutationToInt (neighb) ,k, comm) ; 
MPI_Send(myf lag, 1 ,MPI_INT,PermutationToInt (neighb) ,k,comm) ; 
MPI_Barrier (comm) ; /* synchronization */ 
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MPI_Recv(buffer, count , datatype .Permut at ionToInt (neiglib) ,k, comm,&st) ; 
MPI_Recv(f lag, 1 ,MPI_INT,PermutationToInt (neighb) ,k, comm,&st) ; 
if (Hyper_sendp (*myflag)) /* if my flag is 1, data are uncbanged */ 

i y 

else if (Hyper_sendp (*flag)) 

/* if the neighbour’s flag is 1, 1 update my data */ 
memcpy (mybuf f er , buffer, count*l) ; 

*myf lag = 1 ; 

> 

/* otherwise, data are unchanged */ 

} 

return 1 ; 

> 

int Hyper_sendp (int flag) { return (flag==l) ; }■ 

The Nqthm function broadcastJi (see below) is its faithful translation; it 
is defined as described in the previous section. Its definition is recursive, its 
parameter k corresponds to the iteration variable in the C function. It includes 
standard hypotheses on the types and constraints related to the parameters, 
systematically introduced in each function. Its second let gives the values of 
the variables that characterize the data to be sent (though the “send” operation 
is not explicit in our functional representation). The third let corresponds to 
the variables associated with the data that are received from the neighbour(s). 
In both cases, the Lisp expressions can be generated in a systematic way from 
the C source, knowing the names of the Nqthm accessor functions (buf-rcv, 
buf-snd, . . . ). A test is included to stop recursion; its condition corresponds to 
the initialisation of the iteration variable in the C program, and the returned 
value is given by the expression that computes the initial value of the set of 
buffers for processor s (in ini). In the rest of the function body, there are as 
many nested “if” statements as in the C function: 

— in the case(s) where data are updated in the C function, the Lisp function re- 
turns the new status of the set of buffers for processor s, using the expression 
(cbuffer buffer (message t buffer)) which means that the new value 
of mybuffer, resp. myflag, is buffer, resp. 1 (value t). In the broadcast 
operation, the message to be sent is exactly the one that has been received. 

— in the case(s) where data are unchanged in the C function, the value of 
the set of buffers remains the same and the Lisp function recurses with k 
decreased by 1. In the broadcast example, the corresponding expression is 
(broadcast Ji s (subl k) ini n) . 

(defn broadcast_b (s k ini n) 

(if (and (not (zerop n)) (numberp k) (leq k n) 

. . . ) ; + other hypotheses 

(let ( (neighb (gen_hyper k s n) ) ) ; neighbour 

(let (; data to be sent: 

(mybuffer (buf-rcv (broadcast_h s (subl k) ini n))) 
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(myflag (get-flag (buf-snd (broadcast_h s (subl k) ini n))))) 
(let (; data received: 

(buffer (get-msg (buf-snd 

(broadcast_b neigbb (subl k) ini n)))) 
(flag (get-flag (buf-snd 

(broadcast_li neigbb (subl k) ini n))))) 
(if (zerop k) ; to stop recursion 
(take_value s ini) 

(if (hyper_sendp myflag) ; data are uncbeuiged 
(broadcast_h s (subl k) ini n) 

(if (hyper _sendp flag) 

; the new buffer contains ‘‘buffer’’ auid ‘‘true’’; 
(cbuffer buffer (message t buffer)) 

; otherwise data are unchanged 
(broadcast_h s (subl k) ini n) )))))) 

(empty) ) ) 

(defn hyper_sendp (flag) (equal flag t)) 



5 Proof Methodology 

5.1 Description of the Method 

Our proof method is the same for every communication primitive and every 
network. First we exhibit and prove an invariant X and then, using a proof 
obligation O that is related to the function N eight, we complete the proof of the 
main theorem T. The invariant as well as the characteristics of N eight depend 
on the problem, but we will show that I can easily be deduced from T- The 
form of T, X and O clearly demonstrates that the verifications are performed at 
the processor level; they involve one (universally quantified) processor s. In the 
following, we assume that the graph is built after tc iterations. Comm denotes the 
communication function which needs tf iterations to complete, and S represents 
the specification function. The form of T slightly differs according to whether 
the operation involves a source processor or not. In the case where there is no 
specific source, the equality T to be proven is of the form: 

Vs G Cayley{tc,n). Comm{s,tf,ini,n) = S{s,Cayley{tc,n),ini,n) 

The statement of X generalizes the one of T to /c iterations, considering the 
neightourhood of s. After k iterations, s holds the value given by the specification 
function S applied to the values of the processors in its neighbourhood: 

Vs G Cayley {tc,n),Vk < tf. Comm{s,k,ini,n) = S{s,Neighb{s,k,n),ini,n) 

The proof obligation O necessary to get T states that, at the end of the 
operation, every processor has taken part in the communication: 

Vs G Cayley{tc,n).Neighb{s,tf,n) = Cayley{tc,n) 
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When the operation involves a source (e.g. broadcast), the idea is similar but 
the theorems make use of the source, and they assume its uniqueness. 

Table 2 gives the numbers of Nqthm events for the communication oper- 
ations that we have validated using this methodology (the first column is for 
the specification of the “neighbourhoods” , means that the proofs are under 
development). 

Table 2. Communication operations in Nqthm (numbers of events) 





Neighb. 


Broadcast 


Reduction 


Scatter 


Gather 


Prefix 


Fold 


Expand 


Cycle 


74 


53 


11 


- 


- 


- 


- 


- 


Torus 


108 


31 


12 


- 


- 


- 


- 


- 


Hypercube 


75 


21 


3 


12 


19 


63 


103 


51 



5.2 Example: Broadcast on the Hypercube 

To validate the broadcast operation on we prove that, after n steps, every 
processor has received the message sent by the source. 

Ms ^ Cayley h{n,n). Uniquenessp{Source{ini)) 

Broadcasth{s,n,ini,n) = TakeJValue{Source{ini),ini) 

The invariant X generalizes this statement: 

ys e Cayley h{n,n),Vk < n. Uniquenessp{Source{ini)) => 

Broadcasth{s, k, ini, n) = 

if s G Neighbfjf,^{Source{ini),k,n) then Take-Value{Source{ini),ini) 
else Take -Value {s, ini) 

The lemma O states that, after n steps, every processor is in the neighbour- 
hood of the source. 

Vs G Cayleyh{n,n). s G Neighbbh{Source{ini),n,n) 

6 Applicative Examples 

The libraries we have developed can be used for the verification of application 
programs (we verify that they are equivalent to their sequential counterparts). 

6.1 Computational Geometry Algorithm 

This algorithm [19] solves a problem of computational geometry: given a query 
point z, determine whether it lies in a region R. Here, 2 : is a planar point and R 
is a polygon. For a A-polygon, the program can be implemented on a hypercube 
with A = 2" processors. Initially, a source processor s holds the query point 2 
and the set E of the A edges that defines the polygon. The algorithm is: 
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1. the source s scatters the edges over the network, one edge per processor 

2. it broadcasts the query point to all other processors 

3. each processor Pj calls on a function Intersectp that returns li = 1 (otherwise 
0) if its edge intersects the horizontal line containing z to the left of z 

4. every processor computes If, it is a reduction procedure with the ad- 
dition as operator. If this sum is odd then z is internal to the polygon. 

Each processor has two buffers, their values are enclosed in brackets in the 
function definitions below and are accessible by the functions acci and acc 2 - 
We model each step of the algorithm by a function Stepi. The expressions 
BuildJnii{. . .) give the global state of the network after the step number i. 

1. The source processor s sends to each processor Pi the edge e^: 

Stepl{Pi, s, E, z,n) = 

[ Scatterh{Pi, n, BuildJnio{s, E),n) ; if P^ = s then z else T] 
Correctness lemma: each Pi has received the edge e^. 

VPi, s e Cayley{n, n). Stepl{Pi, s, E, z, n) = [e^ ; if P^ = s then z else T] 

2. The processor s broadcasts z to every other processor: 

Step2{Pi, s, E, z,n) = 

[ acci{Stepl{Pi, s, E, z,n)) ; contents of the 1st hujfer unchanged 
Broadcasth{Pi,n, BuildJnii {. . .), n) ] 

Correctness lemma: each Pi has received z. 

\/Pi,s e Cayley{n,n). Step2{Pi,s,E,z,n) = [ Ci ] z ] 

3. Each processor Pi computes f: 

Step3{Pi,s,E,z,n) ^ 

[ Intersectp{acci{Step2{Pi,s,E,z,n)), acc2{Step2{Pi,s,E,z,n))) ; 
acc2{Step2{Pi,s,E,z,n))) ] ; contents of the 2nd buffer unchanged 

Correctness lemma: each Pi has correctly computed its f. 

VPi,s G Cayley{n,n). Step3{Pi,s,E,z,n) = [ Inter sectp{ci, z) ■, z ] 

4. Each processor computes Y^k=\ 

StepA{Pi,s,E,z,n) = 

[ Reduct ion _Sumh{Pi,n, BuildJniff. . .), n) ; 
acc2{Step3{Pi,s,E,z,n))) ] ; contents of the 2nd buffer unchanged 

Correctness of the complete algorithm: each processor knows if 2 : is internal 
or external to the polygon. 

VPi,s G Cayley{n,n). StepA{Pi,s,E,z,n) = [ Jntersectp(efc, 2 ) ; 2 ] 
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6.2 Matrix- Vector Product 

Let us consider the algorithm proposed in [9] to perform a matrix-vector multi- 
plication on the hypercube. Consider the product y = Ax where ^ is an n x n 
matrix and x and y are vectors of length n. The algorithm computes y on Hd 
(there are p = 2‘^ processors, n is evenly divisible by p, and d is even i.e., y/p = 2 2 
is a natural number). 



Decomposition and Assignment of Data. The matrix A is decomposed 
into square blocks of size {n / x (n/y^). Each block is denoted A[a,/3], a, (3 
running from 0 to ^/p— 1, see Fig. 4. The input vector x and product vector y are 
also divided into ^ pieces. The subvector number (3 of x, resp. the subvector 
number a of y, will be denoted X[f3\, resp. T[o]. Each pair of subscripts [a, (3) 
can be associated with one of the p processors of Hd, which will be in charge of 
computing its contribution to y[a] in terms of and X[(3\. This processor 

will be referred to as Pay, its registers initially holds the data A[a,/3] and X[(3]. 



n 



TH 



n 















A[a, P 





















n 

VP 



X 



n 

VP 



\X[P\ 



Fig. 4. Distribution of data 



Simplified Matrix— Vector Product. The method is the following (see Fig. 5 
for the algorithms of the fold and expand operations) : 

— Pa /3 computes its contribution to V[a]- This is a vector of length n / ^/p which 

we denote by Z[a,(3\, thus = A[q!,/3] x X[(3\ and y[a\ = SijZ[a,j3] 

— The second step uses the fold operation to sum vectors Z[a,(3]. This opera- 
tion is executed between a group of y/p processors; it requires log 2 {y/p) = | 
steps, halving the length of the vectors involved at each step. Within each 
step, a processor first divides its vector 2 ; into two equal size subvectors, zi 
and Z 2 (notation {z\\z 2 ))- One of these subvectors is sent to another processor 
P, and a subvector w is received from P. It is summed element-by-element 
with the retained subvector. As a result, each processor P^y has a unique, 
n/p- length portion of the fully summed vector denoted T[a][/?]. 
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— The last step uses the expand operation. Each processor in the row has a 
subvector 2; = T[a][/3j. At each step, it sends 2; to another processor P and 
receives w from P. These two subvectors are concatenated in the correct 
order, as indicated by the notation ’|’, to form the updated value of 2;. This 
operation requires log2{y/p) steps. This primitive combines the subvectors 
T[a][/3] and places the complete vector y[a\ in each processor of row a. 



Fold operation for Pap 


Expand operation for Pap 


z := Z[a,P] 


z ■= y[o:\[p\ 


for i := 0 to log2{ytp) — 1 


for i := log2{yJp) — 1 to 0 


(^122) = z 


P := Pap with bit of (3 flipped 


P '■= Pap with bit of (3 flipped 


Send 2 to processor P 


if bit i of /? is 1 then 


Receive w from processor P 


Send 2i to processor P 


if bit i of d is 1 then 


Receive w from processor P 


2 := w\z 


z := Z 2 +w 


else 


else 


2 := z\w 


Send 22 to processor P 


jl 


Receive w from processor P 




z := zi + w 




y[a\ip] := z 





Fig. 5 . Communication primitives for processor Pap 



As in the previous example, we model each step of the algorithm by a function 
Stepi, which is associated with an intermediate correctness lemma. 

1 . Each processor P^p of a d-dimensional hypercube computes locally a matrix- 

vector product. The expression acci(Take-value(Pap, BuildJnio(. . .))) re- 
turns and acc2(Take-value(Pap, BuildJnio(. . .))) returns X[ 0 \- 

Stepl{Pc0,A,X,d) = 

Matrix.Vector.Product{acci{Take-value{Pa0, BuildJnio(. . .))) 

acc2 {Take -value {Pap, BuildJnio{. ■ .)))) 

2 . Pap computes 3 ^[a][/ 3 ] by applying the fold operation. The function Build-inii 
returns the global state of the network after the first step. 

Step 2 {Pap,A,X,d) = F old{Pap,^, Build Jnii{. . .),d) 

Correctness lemma: each Pap has received T[o][/3]- 

^Pap G Cayley{d,d). Step 2 {Pap,A,X,d) = 

iJ2eeNeighb{p^f,44) Matrix_Vector_Product{A[ae, ( 3 ^], X[( 3 e]))[p] 

3 . The processor P„/3 computes y[a\ by applying the expand operation. The 
function BuildJni2 returns the global state after the second step. 

Step 3 {Pap, A, X,d) = Expand{Pap,^,Build-ini2{. ■ -),d) 
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Correctness lemma: Processor has computed 3^[o]. 

VPa /3 G Cayley{d, d). Step3{Pay, A, X, d) = 

IleeNeighb{p^p 44 ) Matrix_Vector_Product{A[ae, (3e],A[(3e]) 

Correctness of the complete algorithm: 

VPa /3 e Cayley{d,d)-Step3{Pc0,A,X,d) = 

^ Matrix_Vector_Product{A[a, j], A[j]) 

7 Related Works 

The validation of applications involving distributed processes has been widely 
studied. Many approaches are related to the verification of communication pro- 
tocols and make use of model checking techniques; some others put the emphasis 
on the correct parallelization of sequential code, like [5]. Here we focus only on 
works which are close to ours i.e., that are concerned with the verification of 
the equivalence between a parallel algorithm and its sequential counterpart, by 
means of theorem proving techniques. They can be classified into two main cat- 
egories. 

In the first one, the algorithm is modelled as a function that takes as argu- 
ment the set of data distributed in the system (its state) and returns the state 
obtained after one computation step. The proof consists in showing that the 
state after a number N of iterations satisfies the specification. The function and 
the data structures give an explicit view of the network. In [7], we prove the 
correctness of a parallel algorithm for finding the maximum of set of values on a 
n X n 4-neighbour torus, using Nqthm. The method uses two recursive functions 
to model the network; the main data structure is a list of list of natural num- 
bers. Point-to-point communications are expressed by updating the elements of 
this list according to the values of their neighbours. In [11], RRL is used in con- 
junction with powerlists data structures [17]. The authors verify the Batcher’s 
Merge Sorting Network and prove correct the mapping of multi-dimensional ar- 
rays expressed as powerlists into hypercube networks. The verification of the 
FFT with ACL2 is described in [6]; the underlying representation is also based 
on powerlists. This notation is well suited to the specification and verification 
of certain types of parallel algorithms running on regular structures. Kornerup 
discusses in [13] the modelling of hypercube algorithms with this notation. 

The second approach makes explicit the send and receive point-to-point prim- 
itives and the network structure. The algorithm is expressed by a function which 
describes the updating of the global state of the system, which consists of the 
private states of the processes together with the bag of messages that are in 
transit (sent but not yet accepted by the destination process) . This model allows 
the specification of asynchronous communications, which could introduce non- 
determinism. To model nondeterminacy, a free variable oracle gives a symbolic 
view of the list of messages that are in transit. Hesselink explains this modelling 
methodology in [10]. The function that expresses the distributed algorithm takes 
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as parameters the global state s, the oracle ora, the iteration number n and the 
description of the network (a graph) g. The proof methodology is based on in- 
variants describing properties of the global state, and proofs are performed with 
Nqthm. Arbitrary interconnection networks can be considered, the only hypoth- 
esis is that the corresponding graph is connected. 

There are common aspects between these approaches and ours. Like in the 
first one, we consider synchronized algorithms and the point-to-point communi- 
cations are implicit in the formal model. A similarity with both approaches is 
that we use an explicit representation of the interconnection networks. However, 
a major advantage of modelling these structures by means of Cayley graphs is 
that our proof methodology works at the processor level instead of having to rea- 
son on the whole network. The graph is not encoded as a static structure, but 
the processor neighbours are dynamically computed using the generator func- 
tions. In many cases, the correspondance between this processor view and the 
global system view is straightforward. In a near future, we plan to consider more 
complex applications and to improve our method with techniques like the one 
described in [18] to map a “uniprocessor” view to a “multiprocessor” one. 

8 Conclusion 

We have proposed a new approach for the validation of parallel algorithms run- 
ning on symmetric interconnection networks. The proof methodology exploits 
their topological properties. We have built reusable libraries for reasoning about 
widespread networks and their collective communication primitives. Two ex- 
amples have illustrated the usefulness of these libraries to perform correctness 
verifications for distributed programs; other applications are being developed. 
Table 3 gives the corresponding numbers of Nqthm events. In each case, about 
70 % of events have simply been imported from the libraries (without reproving 
them) . A part of the remaining 30 % could be generated automatically, from the 
contents of the source code and from the specification. However, human interven- 
tion is needed for the other ones. Since there is a common basis in the underlying 
reasoning related to most of them, we plan to design a development environment 
with an interactive user-interface where the programmer could input his source 
code and the specification, ask for the generation of the corresponding events by 
means of a mechanized translator, and then guide the proof tool when needed. 
To that goal, we are currently re-implementing our libraries in the up-to-date 
prover Acl2 [12]. 

Table 3. Numbers of Nqthm events for the verification of the examples 





# Events 
(def. + lemmas) 


# Events reused 
from our libraries 


# Events specific 
to the algorithm 


Computational Geometry 


142 


111 (78 %) 


31 (22 %) 


Matrix-vector product 


417 


286 (68 %) 


131 (32 %) 
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Abstract Most verifications of out-of-order microprocessors compare state-mach- 
ine-based implementations and specifications, where the specification is based on 
the instruction-set architecture. The different efforts use a variety of correctness 
statements, implementations, and verification approaches. We present a frame- 
work for classifying correctness statements about safety that is independent of 
implementation representation and verification approach. We characterize the rela- 
tionships between the different statements and illustrate how existing and classical 
approaches fit within this framework. 



1 Introduction 

The increased parallelism provided by out-of-order execution in microprocessors has 
made correctness statements for verification complicated, varied, and even controver- 
sial. We studied published verifications of out-of-order microprocessors and discovered 
a wide variety of correctness statements, verification techniques, and processor imple- 
mentations. Some correctness statements initially appear to be similar, such as the ones 
based on Burch-Dill style flushing [BD94], but differences emerge after close exam- 
ination. Other statements are difficult to compare at first, but later reveal similarities. 
The goal of this work is to provide a foundation for clarifying the meaning of individ- 
ual correctness statements; precisely comparing different statements; and analyzing the 
interaction between processor features, verification strategy, and correctness statements. 

Most recent verification efforts verify a state-machine-based microarchitectural im- 
plementation against a state-machine-based instruction-set architecture. The verification 
efforts focus on safety; liveness is usually dealt with as a secondary concern. In keep- 
ing with these trends, we focus on the verification of safety between microarchitectural 
implementations and instruction-set architectures. We include deterministic and non- 
deterministic state machines with finite or infinite state spaces. We do not yet include 
specifications that are collections of properties, e.g. [BB94,McM98,PJB99]. 

The result of our investigation and analysis is a framework that precisely describes 
and classifies correctness statements about safety between state machines. It allows cor- 
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redness statements to be analyzed independent of verification techniques and microar- 
chitectural features. In this paper, we introduce the framework, present its mathematical 
basis, and describe how existing out-of-order microprocessor correctness statements fit 
within the framework. 

2 Modeling with State Machines 

We assume that both the specification and implementation have program memories as 
part of their state. Therefore, our state machines do not take instructions as inputs. Ap- 
proaches that take instructions as inputs in their correctness statements 
(e.g. [BD94,JSD98,BBCZ98]) can be augmented with program memories that produce 
the input trace. Interrupts can also be treated as part of the state space by adding ap- 
propriate control circuitry to read the interrupt input trace from a store. We assume that 
state machines generate infinite traces, where “termination” of a program is denoted by 
repeating the final state of the program. Definition 1 shows the formalism we use to 
describe state machines. 

Definition 1 (State machines). A state machine M is a triple {Q, Q°, N) where: 

- Q is the set of possible state values and is a Cartesian product of internal (hidden) 
state components and externally-visible state components. 

Qe is the set of possible external state values. 

Tie : Q — >■ Qe is the corresponding projection function. 

= 92 says that q\ and q 2 have equivalent external state: Ue(qi) = Tie)®)- 

- C Q is the set of initial states. 

- At C Q X Q is the next-state relation. 

N^{q, q') means q' is reachable from qin k steps of N. 

When At is a function, we write it as n. 

The components of a state machine M will be subscripted with “s” for specification 
and “i” for implementation. We assume a machine can always make a transition, i.e. 
V 5 G Q. 3 g' G Q. N{q, q'). We allow machines to self-loop, that is transition from a 
given state back to itself. 

In verification, the state space of the implementation often needs to be limited to 
reachable states, or an over- approximation of reachable states. This challenging task is 
done by finding and proving invariants. Invariants are treated with varying degrees of 
emphasis in the literature. In our framework we consider the invariants to be encoded in 
Q, the set of states for the machine. 

3 Correctness Statements 

A well-established definition of correctness is that of trace containment: every trace 
of external observations generated by the implementation can also be generated by the 
specification. A disadvantage of trace containment is that verifying it can require infor- 
mation about an entire trace. Another traditional definition of correctness is simulation: 
if an implementation state is externally equal to a specification state, then executing 
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one instruction in both the implementation and specification results in states that are 
externally equal. Simulation is usually easier to verify than trace containment, because 
simulation refers to individual transitions, rather than entire traces. Formal verification 
of sequential microprocessors has generally been done using simulation-style correct- 
ness statements. Similar correctness statements are also used in other domains such as 
cache-coherence protocols (e.g. [PD96,SA97,NG98]). 

Pipelining and other optimizations increase the gap between the behavior of the im- 
plementation and the specification, thus making it more difficult to consider only one step 
within the implementation and specification traces. Pipelined machines begin executing 
new instructions before previous ones retire. Machines with out-of-order retirement re- 
tire instructions in a different order than the specification. A superscalar machine may 
externally appear to do nothing for a number of steps and then, in a single step, update 
the register file with the results of several instructions. 

To describe how out-of-order verifications use simulation-style correctness state- 
ments, we separate the notions of 1) how to align the implementation trace against the 
specification trace to determine which states should match, and 2) what it means for an 
implementation state to successfully match a specification state. 

When verifying non-pipelined machines, the traces can be aligned at every tran- 
sition and two states match if the externally-visible state components are equal. To 
verify pipelined machines, the alignment often needs to be at looser intervals than every 
transition, or external equivalence needs to be replaced by a looser relationship. With 
out-of-order microprocessors, the notions of alignment and matching are necessarily 
even more complicated. A common alignment technique is to check the implementation 
when it is in a flushed state (i.e. no in-flight instructions). A common matching relation- 
ship is Burch-Dill style flushing [BD94], which uses an abstraction function to retire all 
in-flight instructions in the implementation and project the externally-visible state, and 
then checks for equality with the specification state. 

Our framework uses four parameters to characterize a correctness statement: align- 
ment, match, implementation execution, and specification execution. Alignment is the 
method used to align the executions of the implementation and specification (Sect. 3.1). 
Match is the relation established between the aligned implementation and specification 
states (Sect. 3.2). Implementation execution and specification execution describe the type 
of state machines used (Sect. 3.3). Section 4 shows how the correctness statements of 
existing work fit within our framework. 

3.1 Alignment 

Alignment describes which states in the execution traces are tested for matching. Fig- 
ure 1 illustrates the four kinds of alignment that we have found used in out-of-order 
microprocessor verification. Pointwise alignment (P) is the classic commuting diagram, 
which compares every transition. Stuttering alignment (S) allows the specification to 
stutter, i.e. two or more consecutive implementation states can match the same specifi- 
cation state. In must-issue alignment (M), the specification takes a single step, and the 
implementation takes as many steps as are necessary to reach an unstalled state, and 
then issue an instruction. A predicate isStalled indicates when the implementation cannot 
take a “productive” step, and is generally defined to be true when the implementation 
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cannot issue an instruction. ¥'ms[\y, flush-point alignment (F) says that if there is a trace 
between flushed implementation states, then there must exist a trace in the specification 
between any pair of states that match the flushed implementation states. A predicate 
isFlushed indicates flushed implementation states. Instruction-set architectures execute 
one instruction per step; therefore all of their states are flushed. 



(F) Flush-point 






M,. — ' 

I 




Mi and Ms must match 
when Mi is in a flushed 
state. 



(M) Must-issue 




Ms takes one step. Mi takes zero 
or more stalled steps and then one 
unstalled step. 



(S) Stuttering 




(P) Pointwise 




Ms can stutter 



Mi and Ms must match for 
every transition. 



In each diagram, the horizontal lines between states are the specification and implemen- 
tation traces. The vertical lines between states show the where the implementation state 
must match the specification state. 



Fig. 1. Options and total order for the alignment parameter 



We place the four kinds of alignment in a total order as illustrated by the arrows in 
Fig. 1 . This order is based on generality where alignments higher in the order are weaker. 
For example, stuttering correctness implies flush-point for any instance of the predicate 
isFlushed. 

3.2 Match 

Instantiations for the match parameter are relations Tt over an implementation state qi 
and specification state qs that mean “qi is a correct representation of qs”. Figure 2 shows 
the matches that we found used in out-of-order microprocessor verification. The arrows 
show the total order, where definitions lower in the order are instances of higher values. 

A general match (G) is any relation between implementation and specification states. 
The abstraction match (A) uses a function {abs) to map an implementation state to a 
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point that is externally equivalent to the specification state. The equality match (E) re- 
quires that the implementation and specification states be externally equivalent. The 
tightest match is the refinement map (R), which is an abstraction function that preserves 
the externally-visible part of the implementation state. Refinement differs from equality 
because the refinement map is a function, so each implementation state matches ex- 
actly one specification state. The literature overloads words such as “refinement” and 
“abstraction”. The mathematics in Fig. 2 give the precise definitions that we use. 



(G) 

General relation 



(A) 

Abstraction 

(Is* 



\n 



■^(9*, 9s) 



abs 

qi* 



abs{qi) = qs 



(E) 

Equality 

qs* 



(R) 

Refinement Map 
qs* 



qi* 



abs 



qz* 



n 

qi = qs 



abs{qi) = qs 
A 9* = 9s 



Fig. 2. Options and total order for the match parameter 



If the specification does not have any internal state (i.e. all of the state components are 
externally visible), then equality and refinement both reduce to IIe{qi) = 9s- Because 
refinement is a tighter match than equality, we will call such cases refinement. 

In addition to the instances listed here, other options are possible. For example, 
Pnueli et al. [DP97,PA98AP99AP00] have a matching relation that uses both con- 
cretization and abstraction functions. Two states match if concretizing the specification 
state produces the same result as abstracting the implementation state. In their exam- 
ples, their concretization functions are identity or projection, so their match specializes 
to abstraction in our framework. 



3.3 Execution 

The third and fourth parameters of the framework are the methods for describing the 
traces of the implementation and specification. In the literature we find both determinis- 
tic (D) and non-deterministic (N) implementations and specifications. In a deterministic 
machine, the transition relation is instantiated as: N{q, q') = q' = n{q). Implementa- 
tions are often modeled with non-determinism because of scheduling circuitry. On the 
other hand, most instruction-set architectures are deterministic, so most specification ma- 
chines are deterministic. Exceptions include specifications with imprecise exceptions or 
external interrupts. For our purposes, we consider deterministic machines as instances 
of non-deterministic machines in the total order for the execution parameters. 
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3.4 Correctness Space 

By choosing different values of the parameters, we arrive at a variety of correctness 
statements. We use four-letter acronyms to describe the values of the parameters: 
<alignment> < match > <impl. execution> <spec. execution> 

For example, “PADD” denotes point-wise alignment (P), abstraction match (A), and 
deterministic implementation (D) and specification (D). 

Each parameter has a total order on its instantiations. Together, these total orders 
induce a partial order over correctness statements, which serves to map out the space of 
correctness statements for microprocessor implementations (Fig. 3). The partial order 
is based on the generality of the correctness statements. For example, FGNN (at the top 
of the partial order) is more general than PADD because pointwise alignment implies 
flush-point alignment; an abstraction function is an instance of a general relation; and 
deterministic machines are instances of non-deterministic ones. Correctness statements 
lower in the order are less general in that they apply to fewer systems. We do not advocate 
any points in the correctness space over others. The classification serves to highlight the 
differences and similarities among approaches. 



3.5 Mathematical Formulation 



In this section we describe the mathematical formulations of correctness statements in 
the framework. We use Mi Ms to mean “Mi is correct with respect to Mg via the 
relation TZ”. All of the correctness statements have the general form of Definition 2. The 
base clauses remain largely unchanged from the one shown in Definition 2, so in the 
remainder of the paper, we will discuss only the induction clauses. 



Definition 2 (General form of correctness statement). 



{Qi,Qi , ^i) (Qs)Q°)-^s) 



A 



{inductive clause) 



The alignment parameter determines the form of the correctness statement. We show 
the correctness statements for the various values of the alignment parameter together 
with the most-general values for the other parameters (i.e. non-deterministic machines 
with a general relation match). 

The most general combination in the correctness space is flush-point alignment with 
a general match and non-deterministic machines (FGNN, Definition 3). It says that if the 
implementation is in a flushed state qi and can transition through some number of steps 
k to another flushed state q ) , then all specification states qg that TZ says match qi must 
transition through some number of steps j to some state q' that matches q) . 



Definition 3 (Flush-point induction clause: FGNN). 

y qi,q'i e Qi.y qs e Qg. 3q'g e Qg. 

N^g{qg,q'g) 

T^Wi^d'g) 



^isFlushed{qi) A 3k. N^{qi^q[) A isFlushed{q[) 
T^{qz,qs) 



The most general case of must-issue alignment (Definition 4) is MGNN. In must- 
issue alignment, the specification takes one step and the implementation takes as many 
steps k as are necessary to become unstalled; it then takes one unstalled transition from 
q’^toq'l+K 
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Match 




<alignment> 
(F) Flush-point 
(M) Must-issue 
(S) Stuttering 
(P) Pointwise 



<match> 

(G) General 
(A) Abstraction 
(E) Equality 
(R) Refinement Map 



<impl. execulion> 
(N) Non-deterministic 
(D) Deterministic 



<spec. execution> 
(N) Non-deterministic 
(D) Deterministic 



Each point is annotated with citations for the works that use the particular correctness 
statements. Citations prefixed with = 1 = denote top-level correctness statements; others are 
used as intermediate correctness statements during the proofs. Section 4 provides further 
explanation. 



Fig. 3. Space of correctness statements 
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Definition 4 (Must-issue induction clause: MGNN). 

e Q^. V Qs e Qs- 3q' e Qs- 
< k. N^{q{,q{^^) A isStalled{q{) 

Ni{q^,q'l+^) A -^isStalled{q^) 

. ^(9°, 9s) 

Stuttering alignment results in a simpler correctness statement (Definition 5) because 
it considers only one step of execution and requires no special predicates. The specifi- 
cation is allowed to stutter, e.g. consecutive implementation states may align with the 
same specification state. 

Definition 5 (Stuttering induction clause: SGNN). 

V9a 9) e Qj. Vgs e Qs. 3g'eQs- 
.N^{q„q[) 
n{qi,q,) 

Pointwise alignment (Definition 6) drops the stuttering disjunct from Definition 5. 



(A^s(9s,9s) V (q's = qs)) 
n{q[,q:) 



Ns{qs,q's) 

nq-^\q's) 



Definition 6 (Pointwise Induction Clause: PGNN). 

Ns{qs,q's) 

nq[,q's) _ 

Section 4 describes other correctness statements as points in the correctness space 
by optionally instantiating TZ and the next-state relations in each of the above four 
definitions. Instantiating next-state relations with functions removes the need for some 
quantified variables. 



^ qi,q'i e Qi.'\/ qs e Qs- 



A 



N^{q^■,q'^) 

T^{qi,qs) 



3.6 Limitations 

As with most formal verification approaches, the correctness framework presented in 
this paper does not exclude certain “pathologically bad” matching relations. A matching 
relation that includes all implementation and specification state pairings will result in a 
vacuously true correctness statement, as any pair of consecutive implementation states 
can be related to any pair of consecutive specification states. Another vacuous state- 
ment results from using stuttering alignment with an abstraction function that maps all 
implementation states to the same specification state. 



4 Literature Survey 

In this section, we show how a variety of correctness statements for out-of-order mi- 
croprocessors are points in the correctness space created by the framework. While the 
phrase “we use the correctness statement of Burch and Dill [BD94]” appears in many 
papers, detailed examinations reveal that this is something of an approximation. For 
conciseness, we discuss only the inductive clauses of the correctness statements. 
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4.1 Historical Perspective 

Milner’s [MilVl] work in software verification led to a definition of simulation that is 
pointwise alignment of a general relation between a deterministic implementation and 
a deterministic specification (PGDD). Milner does not include a base clause. PGDD is 
derived from Definition 6 (pointwise alignment) by substituting next-state functions (rij 
and rii) for the next-state relations {Ng and Ni). 

Definition 7 (Milner’s siVnii/afiow: PGDD). 

Qi & Qi-V Qs e Qs- T^{qi,q) TZ{ni{q^), ng{q)) 

Abadi and Lamport [AL91] define refinement maps, which in our parlance is stutter- 
ing refinement between non-deterministic machines (SRNN). They use refinement as a 
verification strategy to prove SENN (stuttering equivalence), which they call implements. 
Both SRNN and SENN are derived from Definition 5 (SGNN). For SRNN, refinement 
(abs(qi) = qs A qi = Qs) is substituted for the match TZ, which results in Definition 8. 

Definition 8 (Abadi and Lamport’s refines: SRNN). 

Vqi,g' G Q,. 

qi = abs{qi) 

Their main result is that if SENN holds, then it is possible to construct an intermedi- 
ate model from an implementation using history and prophecy variables such that the 
intermediate model will satisfy SRNN with the specification. 

Several verifications of scalar pipelines use correctness statements that are relevant to 
this paper. Bose and Fischer [BF89] used PADD in the verification of a pipelined stack. In 
the first published verification of pipelined microprocessor, Srivas and Bickford [SB90], 
and Windley and Coe [WC94] verified PADD between their implementations and specifi- 
cations. Srivas and Miller [SM95] proved MADD between a pipelined microprocessor at 
the instruction and micro-instruction levels of abstraction. All of the abstraction functions 
in these efforts were manually constructed. The complexity of superscalar microproces- 
sors has led to efforts to automatically (Sect. 4.2) or systematically (Sect. 4.4) create 
abstraction functions. 

4.2 Flushing 

Burch and Dill [BD94] use PADD (pointwise abstraction) as their correctness state- 
ment. They observed that for in-order pipelines, it is possible to construct an abstraction 
function by forcing the implementation to issue a stream of bubbles that flush all of 
the in-flight instructions out to retirement. In this case, abs = flush. Notions similar to 
flushing are also used for correctness criteria in other domains, such as cache-coherence 
protocol verification (e.g. [PD96,SA97,NG98]). 

To flush a microprocessor, the implementation must he forced to issue a bubble. An 
implementation hi must be constructed that has the necessary input and control circuitry 
for flushing. The function flush and the next-state function used in the correctness 
statement are defined as shown below, where k is the number of bubbles used to flush 
the pipeline, i.e. the maximum latency of the pipeline: 



Ng{abs{q[),abs{qi)) V abs{qfl ^ abs{qi) 
q'=abs{q') 
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flush{qi) = ni'"(g*,True) 
n*(gi) = False) 

Stalls complicate the flushing abstraction, because the implementation cannot fetch 
an instruction to take a “productive” step. The framework provides us with several options 
for handling this. The first two are instances of PADD. The other three options; which 
use PADN, SADD, and MADD; are slightly more general than PADD. 



Explicit Stalling of Specification. The first option is to construct a revised specification 
(rig) that takes a stall input s to indicate whether to self-loop or not: 

ns{qs,s) = if s then gs else Us (9s) 

The correctness statement provides this stall information to the specification (Defini- 
tion 9) [BD94,Bur96,HSG98,JSD98]. 

Definition 9 (Burch and Diil flushing: an instance of PADD). 

Vc/i 6 Qi- nsiflush{qi),isStalled{qi)) ^ flush{rii{qi)) 

This definition is derived from Definition 6 by replacing TZ with a match abstraction that 
uses flush as the abstraction function and using next-state functions rather than relations. 
Burch generalized this idea to superscalar microprocessors [Bur96], by generalizing 
the isStalled predicate to be a function that indicates to the specification how many 
instructions the implementation issued. 



Modified Pointwise. The second option is to use the isStalled predicate directly in the 
PADD correctness statement rather than modifying the specification: 
isStalled{qi) => flush{qi) — flush{rii{qi)) 

-^isStalled{qi) => ng{flush{qi)) = flush{rii{qi)) 



Non-deterministic Specification. The third option is to use a non-deterministic specifi- 
cation that includes a state element that says whether the specification self-loops (PADN). 
The abstraction function maps the value of the implementation predicate isStalled to the 
new specification state element. 



Stuttering. The fourth option is to use stuttering abstraction with flushing as the ab- 
straction function. This method avoids the need to alter the specification. However, this 
permits the specification to stutter at anytime, not just when the implementation stalls. 
This is the approach taken by Bryant et al. [BGV99] and by Arvind and Shen [AS99]. 
Bryant et al. use SADD to verify a superscalar machine. Stuttering alignment for this 
kind of implementation allows the specification to issue 0-fc instructions, where k is the 
maximum number of instructions the implementation can issue in one cycle. Arvind and 
Shen prove FRND for an out-of-order implementation with in-order retirement. Both the 
specification and implementation are represented as term rewriting systems. They omit 
the details of their proof, but it appears to rely on stuttering abstraction (SAND) between 
the implementation and specification. 
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Must-Issue. The fifth option is to use must-issue alignment with flushing as an abstrac- 
tion function (Definition 10). Berezin et al. [BBCZ98] prove must-issue abstraction 
(MADD) for a processor with out-of-order retirement. The model is deterministic but 
some of the scheduling is left underspecified. They introduce intermediate models of the 
implementation and specification that are optimized for model-checking efficiency. They 
prove MADD between the intermediate implementation and intermediate specification. 
They relate this result to the real specification and implementation by proving pointwise 
abstraction (PADD) between each of the intermediate models and its respective concrete 
counterpart. 

Definition 10 (Must-issne abstraction with flnshing: an instance of MADD). 

VqiEQi.Vk. 'ij<k. isStalled{n\{qi)) A ^isStalled{n^{qi)) 

=4> ns(flush{qi)) ^ flush{nfl^^ {qi)) 

When the abstraction function used in MADD is flush, then an implementation step 
from a stalled state should result in a state that matches the same specification state, i.e. 
isStalled{qi) afo(qi) = which is equivalent to SADD. 

4.3 Trace Tables 

Sawada and Hunt [SH97] verified that a non-deterministic processor with out-of-order 
retirement satisfies flush-point equality with a deterministic specification (FEND, Def- 
inition 11). FEND results from substituting the equality match {q^ = qfl for TZ and a 
next-state function rig for the next-state relation in Definition 3 (FGNN). 

Definition 11 (Flush-point eqnality: FEND). 

V q^,q^ e Qi. y qs & Qs- 



isFlushed (qi) A 3 k. N!^ {qi,q'i) A isFlushed {q'fl 




n 


A n 

_ qt = qs \ 




3 j- q[ = ni{qs) 



In later work, they enhanced their implementation to support in-order retirement, 
external interrupts, and precise exceptions [SH98,SH99]. The inclusion of interrupts 
led them to add non-determinism to their specification, to account for the problem of 
predicting how many instructions the implementation will have completed when an 
interrupt occurs. They kept flush-point equality as their alignment and match criteria, 
making their correctness statement FENN. 

Throughout this work, their verification strategy was to build an intermediate model 
with history variables. The intermediate model contains an unbounded table, called a 
MAETT, with one entry for each issued instruction. In their first work [SH97], they prove 
pointwise equality (PEND) between the implementation and intermediate model and 
FEND (flush-point equality) between the intermediate model and specification, which 
together imply FEND. Similarly for their second model, they prove PENN and FENN 
respectively to conclude FENN. 

4.4 Completion Functions 

Hosabettu, Srivas, and Gopalakrishnan [HSG98,HSG99] prove that a deterministic out- 
of-order implementation satisfies flush-point reflnement with a deterministic specifica- 
tion where the match is projection (Definition 12). 
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Definition 12 (Flnsh-point refinement with projection: an instance of FRDD). 

e Qi- Vfc. isFlushed(qi) A isFlushed{n^ (qi)) Jj. ni{Ue{qi)) = i7e(nj(5i)) 



Because their verification is completely within a theorem prover, they are able to 
use underspecified next-state functions (rather than relations) for their scheduler. They 
prove FRDD in three steps. They prove pointwise abstraction (PADD) and then apply 
induction to prove flush-point abstraction (FADD). They go from FADD to FRDD by 
proving that the abstraction of a flushed state is equivalent to projection. The abstraction 
is constructed with completion functions. Completion functions describe the effect of 
the completion of each in-flight instruction on the observable state, and are composed 
in program order. Hosabettu et al. [HGSOO] also use the same correctness statement to 
verify an implementation with speculative execution and precise exceptions. 

4.5 Incremental Flushing 

Skakkebcek et al. [SJD98] verify that a deterministic implementation with in-order re- 
tirement satisfies flush-point refinement with a deterministic specification (FRDD). They 
build a non-deterministic intermediate model that computes the result of each instruction 
when it enters the machine and queues the result for later retirement. This intermediate 
model has hidden state relative to the implementation. The verification of the implemen- 
tation against the intermediate model shows PEDN (pointwise equality). The verification 
of the intermediate model against the specification establishes FRND (flush-point refine- 
ment) by incrementally decomposing the monolithic flushing abstraction function into 
a set of simpler flushing steps. In [JSD98], they use a non-deterministic intermediate 
model with an abstracted scheduler that provides fine-grained control over instruction 
progress. This reduces the amount of manual abstraction required by strengthening the 
simpler flushing steps. 

4.6 Variations on Refinement 

The four works by the authors Damm, Pnueli, and Arons use a wide range of correctness 
statements and implementations. Damm and Pnueli [DP97] prove PANN (pointwise ab- 
straction) for an implementation with out-of-order retirement. Their non-deterministic 
specification (NonDet) generates all possible traces of a program that obey data- 
dependencies, which allows them to use pointwise alignment. They introduce an in- 
termediate model with auxiliary variables (Tomasulo) and prove PENN (pointwise 
equality) between the implementation and the intermediate model, and PANN between 
the intermediate model and the specification. For PANN their abstraction projects the 
current implementation state if all instructions have retired and otherwise returns the 
initial implementation state. 

Arons and Pnueli [AP99] prove FRNN (flush-point refinement) for an implementa- 
tion with out-of-order retirement. The specification can self-loop at every state, but is 
otherwise deterministic. They use an intermediate model with history variables and prove 
that whenever the implementation is flushed, the history variables match the implemen- 
tation (FRNN). They verify that the intermediate model satisfies pointwise refinement 
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(PRNN) with the specification. Subsequently, Pnueli and Arons change their synchro- 
nization point from instruction issue to instruction retirement, which allows them to 
tighten their top-level correctness statement to be PRNN (pointwise refinement) for an 
implementation with in-order retirement [PA98]. 

Arons and Pnueli [APOO] verify SANN (stuttering abstraction) for a machine with 
speculative execution, precise exceptions, and in-order retirement. Their abstraction 
computes the abstract program counter based on the contents of the reorder buffer. 
They perform two different verifications, one based on induction over the size of the 
reorder buffer and one using abstraction functions. In the inductive proof, they use three 
intermediate models, and prove SRNN (stuttering refinement, relying on the result of 
[AL91]), PANN (pointwise abstraction), and SANN to conclude SANN overall. 

4.7 Assume-Guarantee 

Henzinger et al. [HQR98,Qad99] use a top-level correctness statement of pointwise 
equality (PENN), which they call trace containment, to prove the correctness of an 
out-of-order retirement processor where both the specification and implementation may 
have internal state. Their specification includes a non-deterministic stall signal and the 
scheduling in their implementation is non-deterministic. They construct abstraction and 
witness modules to bridge the gap between the specification and implementation. Us- 
ing assume-guarantee reasoning, they reduce the problem to smaller proof obligations 
where the specification has no internal state. In these cases (which they call projection 
refinement), they prove PRNN (pointwise refinement). 

4.8 Related Correctness Statements 

Manolios [ManOO] defines correctness based on well-founded bisimulation. He allows 
both the specification and implementation to be non-deterministic and to stutter, but also 
includes a liveness property that guarantees that they will stutter for only finitely many 
steps. This approach has not yet been applied to out-of-order implementations. If we 
excise the liveness criteria from his correctness statement, his work can be characterized 
as verifying that the implementation satisfies stuttering equivalence (SENN) against the 
specification and that the specification satisfies SENN against the implementation. 

Fox and Harman [FH98] define a correctness statement that uses explicit time and 
temporal abstraction. Their theory supports arbitrary alignments based on temporal ab- 
straction, that they call retimings, but the only supported matching instantiation is ab- 
straction. They have used this statement in the verification of a superscalar machine with 
in-order retirement. For superscalar implementations, they align both the implementation 
and specification to an intermediate clock. 



5 Discussion 



We have presented a framework for describing microprocessor correctness statements 
that helps us to compare existing correctness statements and to highlight the differences 
among them. Our classification is meant as a stepping stone towards understanding 
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the links between an implementation’s features, the desired “strength” of correctness 
statement, and the verification techniques. Indeed, the framework has led us to a number 
of observations that we now discuss. 

Machines with out-of-order retirement are problematic, because they can reach states 
that are not possible when executing instructions sequentially. One possibility is to 
use equality match, a deterministic specification, and flush-point alignment. Two other 
approaches support point-wise alignment: a non-deterministic specification that allows 
different retirement orderings [DP97] or an abstraction function that retires all in-flight 
instructions (e.g. flushing [BD94], or completion functions [HSG98]). 

Sawada and Hunt [SH97] have verified the same implementation using flush-point 
equality (Definition 11) and Burch-Dill style pointwise abstraction (Definition 9). They 
found flush-point equality to be significantly easier. We speculate that flush-point equality 
is a verification convenience, i.e. realistic machines that satisfy flush-point equality 
will also satisfy pointwise abstraction or stuttering abstraction. In the case of machines 
without external interrupts, a flushing-style abstraction function should suffice, while a 
machine with interrupts would require a more sophisticated abstraction function to keep 
the interrupt trace aligned between the specification and implementation. 

Stalls complicate the alignment of the implementation and specification. Pnueli and 
Arons [PA98] use PRNN (pointwise refinement) with a specification that self-loops 
when no instruction retires. Many others use pointwise abstraction where the abstraction 
function flushes the implementation and the specification self-loops when no instruction 
is issued. An emerging trend is to use flush-point equality or flush-point refinement, where 
the implementation and specification are compared only when the implementation is in 
a flushed state. 

Verifying machines with exceptions complicates the instantiation of the match pa- 
rameter. Most approaches in the literature synchronize the implementation and speci- 
fication machines at instruction issue. However, Damm and Pnueli [DP97] and Pnueli 
and Arons [APOO] synchronize at retirement, an approach that makes it easier to handle 
exceptions. The synchronization point is encapsulated in the definition of the match 
parameter and is not distinguished by our framework. 

In Fig. 3 almost all of the intermediate correctness statements lead to the top-level 
correctness statements by tracing along the edges in the graph. The two exceptions 
are incremental flushing [SJD98] and completion functions [HSG98], whose use of 
mechanized theorem proving enables these more complicated verification strategies. 

We are formalizing the framework in a theorem prover and mechanically verifying 
the partial order between correctness statements. For a general matching relation, we 
have verified that pointwise implies stuttering, and stuttering implies flushing. We are 
investigating the logical relationships between must-issue and the other three. 

Our framework is not an end in itself. Rather, it should be used as a foundation 
for further investigations and a deeper understanding of developments in the formal 
verification of microprocessors. There are values for the framework’s parameters that we 
have not enumerated, and we anticipate that some of these will find useful application. 
For example, as other approaches besides Sawada and Hunt [SH98] begin to include 
external interrupts, we anticipate that additional points in the correctness space will be 
explored. It remains to be determined what the framework indicates about the relative 
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“quality” of correctness criteria. It would also be fruitful to explore the potential of using 

the framework to predict the difficulty of different verification approaches. 
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Abstract. This paper presents the derivation of a denotational semantics from 
an operational semantics for a subset of the widely used hardware description 
language Verilog. Our aim is to build an equivalence between the operational 
and denotational semantics. We propose a discrete time semantic model for Ver- 
ilog. Algebraic laws are also investigated in this paper, with the ultimate aim of 
providing a unified set of semantic views for Verilog. 



1 Introduction 

Modern hardware design typically uses a hardware description language (HDL) to ex- 
press designs at various levels of abstraction. An HDL is a high level programming 
language, with usual programming constructs such as assignments, conditionals and 
iterations and appropriate extensions for real-time, concurrency and data structures suit- 
able for modelling hardware. Verilog is an HDL that has been standardized and widely 
used in industry [6]. Verilog programs can exhibit a rich variety of behaviours, including 
event-driven computation and shared-variable concurrency. 

The semantics for Verilog is very important. At UNU/IIST, the operational seman- 
tics has been explored in [1,3, 4, 7]. Verilog’s denotational semantics [9] has also been 
explored based on the operational semantics using Duration Calculus [8]. The two se- 
mantics can be considered equivalent informally. The question is how the two semantics 
can be proved equivalent formally. 

The aim of this paper is to derive the denotational semantics for Verilog from its oper- 
ational semantics. This ensures the consistency of the two semantics, making it possible 
to demonstrate their equivalence formally. The similar problem was also investigated in 
[5] for Dijkstra’s sequential language. In our paper we define a transitional condition 
and the phase semantics for each type of transition. The denotational semantics can be 
treated as the sequential composition of those phase semantics. 

This paper is organized as follows. Section 2 introduces the language and presents 
a discrete denotational semantic model. We also design a refinement calculus for the 
discrete model. Section 3 is devoted to deriving the denotational semantics from its 
operational semantics. We introduce the operational semantics, and define a function 
that maps any program text to a logic formula representing its denotational semantics. 
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We derive the denotational semantics for each statement from the function by a formal 
proof in Sect. 4 . We also discuss the algebraic laws that are well suited for symbolic 
calculation. The three semantics form a unifying model, proving different views useful 
for varying purposes when reasoning about Verilog. 

2 The Discrete Denotational Model 

2.1 The Syntax for Verilog 

The language discussed in this paper is a subset of Verilog. It contains the following 
categories of syntactic elements introduced in [ 2 ]. 

1 . Sequential Process (Thread): 

S ::= PC \S; S \ if b then S else S \cS 
where PC ranges over primitive commands. 

PC ::= {x := e) \ skip | chaos 

and c S denotes timing controlled statement, and c is a time control used for 
scheduling. 

c ::= #(Z\) I @(r/), where r] ::= || 

Time delay suspends the execution for exactly A time units. A is treated as the 
integer in this paper. Event guard @(t v) is fired by the increase of the value of v, 
whereas @(J, v) is triggered by a decrease in v. Any change of v awakes the guard @(t)). 

2 . Parallel Process (Module): 

P::=S I P II P 

To accommodate the expansion laws of parallel construct, the language is equipped with 
a hybrid control event he: 

he ::= @(x := e) | @{g) \ #(Z\) 
g ::= r] \ g or g \ g and g \ g and ~^g 
and the guarded choice {he\ Pi)| . . . |(/ic„ P„) 

2.2 Denotational Semantic Model 

Verilog processes are allowed to share program variables. In order to deal with this 
shared-variable feature, we describe the behaviour of a process in terms of a trace of 
snapshots, which records the sequence of atomic actions in which that process has 
engaged to some moment in time. Our semantic model contains a variable tr to denote 
that trace. 

If a trace tr is not empty, the function “last” yields its last snapshot. Let tri , tr2 
be two traces. The notation tri"tr2 denotes the concatenation of tr\ and tr2- tri A 
tr2 indicates that tri is a prefix of tr2- Suppose tr\ < tr2, the notation tr2 — tr\ 
denotes the result of subtracting those snapshots in tr\ from tr2- We use the notation 
tri in tr2 to indicate that tri is contained in tr2, i.e., there are sequences s and t such 
that tr2 = s''tri''t. 

A snapshot is used to specify the behaviour of an atomic action, and expressed by a 
triple {t, (T, p) where: 

( 1 ) f indicates the time when the atomic action happens; 
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(2) cr denotes the final values of program variables at the termination of an atomic action; 

(3) fj, is the control flag indicating which process is in control: /r = 1 states the atomic 
action is engaged by the process, whereas /i = 0 implies it is performed by the environ- 
ment. 

We select the components of a snapshot using the projections: 

7Tl((t, a, IJ.)) =df t 7T2((f, CT, /i)) =df a 7T3((t, CT, /i)) =df M 

Once a Verilog process is activated, it continues its execution until the completion 
of an atomic action; namely either it encounters a timing controlled statement, or it ter- 
minates successfully. An atomic action usually consists of a sequence of assignments as 
shown below. 

Example 2.1: Consider the parallel program P\\Q where P =df (x := l;y := 
X + 1; z := X + 2) and Q =df x := 2. Three assignments of P form an atomic 
action, and their execution is uninterrupted. The process Q can only be started at the 
beginning or at the end of the execution of P. □ 

The execution of an atomic action is represented by a single snapshot. In order to de- 
scribe the behaviour of individual assignment, we introduce a variable ttr to model the 
accumulated change made by the statements of the atomic action. On the completion of 
an atomic action, the corresponding snapshot is attached to the end of the trace to record 
its behaviour. 

Example 2.2: Let P =df x:=x+l; y := y — 1 ; @{g). Assume that program 
variables x and y are 0 and 1 respectively when P is activated, and the activated time 
of P is at 0. The execution of a; := x + 1 produces ttr = {x H- 1, y 1} on its 
termination that specifies the change made by the assignment to variable x. The state- 
ment y := y — 1 in turn yields ttr = {x i— >■ 1, y h-j- 0} as the final value of ttr, which 
reflects the change incurred by the atomic action (x := x -f 1; y := y — 1). The snapshot 
(0, {x I— > 1, y ^ 0}, 1) will be added to the end of the trace variable tr when @{g) is 
encountered. After this adding, ttr will be assigned an empty value null. □ 

Example 2.3: Let P =df x := 1 ; @(x := 2) ; x := 3. The contribution of (x := 1) 
is added to the end of the trace when assignment guard @(x := 2) is encountered. This 
means x := 1 in this particular case is an atomic action. Although @(x := 2) is an 
atomic action, it also stores its result in ttr. In order to distinguish assignment guard 
from assignment, we assign a control flag with 0 to identify this case. The result of the 
assignment guard will be added when its sequential statement is encountered (not only 
guards). □ 

We are now ready to represent the observation by a tuple 

( time, time, tr, tr, ttr, ttr' , flag, flag' ) 

where 

• time and time are the start point and the end point of a time interval over which the 
observation is recorded. We use 5 {time) to represent the length of the time interval. 

5 {time) =df {time — nme) 

• tr stands for the initial trace of a program over the interval which is passed by its 
predecessor, tr stands for the final trace of a program over the interval. 

tr — tr stands for the sequence of snapshots contributed by the program itself and its 
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environment during the interval. 

• ttr and Ur' stand for the initial and final value of the variahle ttr which are used to 
store the contrihution of an atomic action over the interval. 

• flag and flag' stand for the initial and final value of the control flag. There are two cases 

to indicate the end of its prior atomic action(“ffr = null” or “ttr null A flag = 0”). 

Example 2.4: Let P =df x := I \ #1, Q =df #1 ; a: := 2, R =dj x := 3. 

Consider the trace of program {P \\ Q) ; R. 

The trace of P is < {time, ai, 1) , {time + 1, a 2 , 0) >. 

The trace of Q is < {time, a\, 0) , {hme + 1, (T 2 , 1) >■ 

Hence, the trace of P || Q is < {time, a\, 1) , {hme + 1, CT 2 , 1) >■ 

P’s trace is < {time, as, 1) >• Then the trace of (P || Q) ; P is 

< {hme, ai, 1 ) , {time + 1 , a 2 , 1 ) , {time + 1 , 0 - 3 , 1 ) >. 
where cti = {x 1}, a 2 = {x e-}- 2}, 0-3 = {x n- 3}. □ 

We use the following diagram to indicate the trace behaviour of a process (and its environ- 
ment). Here, stands for the process’s atomic action, “o” stands for the environment’s 
atomic action. The numbers on the vertical line stand for the snapshot sequences in the 
process’s trace, whereas the number on the horizontal line represents the time when the 
atomic actions take place. 
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As in Temporal Logic, we introduce a binary “chop” operator to describe the composite 
behaviour of sequential composition. 

Definition 2.5 

P'~'Q =df s, tt, f • P[s/tr, t/time, tt/ttr', f / flag'] 

A Q[s/tr, t/hme, tt/ttr, f / flag] □ 

The “chop” operator is associative, and distributes over disjunction. It has I has its unit 
and false as its zero, where 

I =df 6{time) = 0 Atr = tr A ttr' = ttr A flag' = flag. 

A Verilog process may perform an infinite computation and enter a divergent state. 
To distinguish its chaotic behaviour from the stable ones we introduce the variables 
ok, ok' : Bool into the semantic model, where ok = true indicates the process has 
been started, and ok' = true states the process has become stable. 

A timing controlled statement can not start its execution before its guard is triggered. 
To distinguish its waiting behaviour from terminating one, we introduce another pair 
of variables wait, wait' : Bool, wait = true indicates that the process starts in an 
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intermediate state, and wait' = true means the process is waiting. The introduction of 
intermediate waiting state has implications for sequential composition “P; Q”: if Q is 
asked to start in a waiting state of P, it leaves the state unchanged, i.e., it satisfies the 
healthiness condition. 

{H) Q = II a wait > Q, 

where II =df true h {S{time) = 0) A (fr = ) A iA,e{ok,wait,ttrjiag} = «) 

P a Q t> R =df (P A Q) V A R) 

P h P =df {ok A P) =► [ok' A R) 

Definition 2.6: Let P and Q be formulae. Define 

P ; Q =df o • ( P[w/wait', o/ok']^Q[w/wait, o/ok] ) 

Definition 2.7: A formula is called a healthy formula if it has the following form. 

H(Q h FL <1 wait' > T) 
where, H(X) = // <1 wait t> X 
Theorem 2.8: H(P) satisfies healthiness condition (H). 

Theorem 2.9: If Pi , P 2 are healthy formulae, so are Pi V P 2 , Pi < 6 > P 2 and Pi ; P 2 , 
where 

H(Qi h Wi <\ wait' > Ti) ; H(Q 2 L W 2 <1 wait' [> T 2 ) 

= H(^(^Qi -'true) A -(Ti -'^^ 2 ) k (FLi V (Ti ^ 1 ^ 2 )) < wait' t> (Ti -T 2 )) 

Corollary 2.10: If P is a healthy formula then 

(1)//; P = P (2)_L; P = _L □ 

The union and intersection of arbitrary healthy formulae set are also healthy formu- 
lae. This implies that healthy formulae form a complete lattice under the implication 
order, which has a bottom element T =df H( false h true) and a top element 
T =df H(true h false). 



3 From Operational Semantics to Denotational Semantics 

3.1 Transitional Condition and Phase Semantics 

In order to derive Verilog ’s denotational semantics from its operational semantics we 
define a transitional condition and the phase semantics for each type of transition. The 
standard way to give an operational semantics is to define a set of transition rules based 
on configurations, such that any computation of a program can be generated from the 
transition rules. A configuration usually consists of four components (or five components 
in some cases): 

(1) a program text P representing the rest of the program that remains to be executed; 

(2) a data state a (the second element of a configuration) denoting the initial data state 
of an atomic action; 

(3) another data state a' (the third element) representing the current data state during the 
execution of an atomic action (a' = 0 represents the previous atomic action ends and 
the new atomic action has not been scheduled); 

(4) a control flag k (the fourth element) indicating which process is selected to execute: 
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fc = 0 states the program P is waiting to be executed and its environment may perform 
triggering action or let time make advance, whereas k = 1 implies that P is being 
executed and neither time advance step nor triggering action can take place; 

(5) a thread number i (in some configurations) denoting the i-th thread of process P is 
being executed (i.e., this thread obtains the control flag). 



The relationship between a transition and the variables in the denotational model can be 
described by the following diagram of an example transition. 

TT 2 {last(tr)) Ur flag 



TT 2 {last(tr)) Ur' flag' 



t I 1 



<p. 



a. 



0 > 



<cr,cr > 



< P', 



0 > 



Let 0{ai, a 2 ,a^, C(a) stands for the observation of Ur and flag. 

0{a\,a2, as, a^) =df Ur = ai A Ur' = «2 A flag = as A flag' = a 4 
We use “ttr = notnuU” to indicate “Ur null”. 

The transition rules can be grouped into the following types [7]. We define a tran- 
sitional condition Condi j and its corresponding phase semantics for each type of 
transition. Our map from operational semantics to denotational semantics is based on 
the phase semantics. Here, Condi j stands for the transitional condition of the j-th tran- 
sition of type Ti. 

• Instantaneous transition 



Ti: The z-th thread of process P can perform an instantaneous action, and P enters the 
instantaneous section by its i-th thread being activated. 

<F, (7,0,0 > — <P,a,a,l,i>, ie{l,2} 

Condi j =df tr = tr A 0{null, TV 2 {la.st(tr)), 0, 1) 

<P,a,cr',l> — ;■ < P,(7,cr' ,l,i >, i E {1,2} 

Condi ,2 =df tr =tr A 0{notnull, ttr, 1, 1) 

T 2 : Within the instantaneous section, the i-th thread of the process P performs a tran- 
sition, and remains in the section or terminates. This transition assigns the successor of 
P an active status. 

<P,ao,a,l,i> — ^ < P',(Jo,(j' ,l,i >, iG{l,2} 

<P,ao,a,l,i> — < P',ao,cr',l >, i E {1,2} 

For a specific program P, cr' should be of the form f{a). The two transitional conditions 
are the same. 

Cond2. 1 =df tr =tr A 0{notnull, f{ttr), 1, 1) 

T 3 : Within the instantaneous section, the i-th thread of a process may leave the instan- 
taneous section. If the process is breakable, it can also leave the instantaneous section. 

< P,ao,a',l,i > — > < P,ao,a',0 >, iE{l,2} 

< P,ao,a',l> — S> < P,ao,a',0 > 

The two transitional conditions are the same. 
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Conda 1 =df tr = tr A 0{notnull, ttr, 1, 0) 

T4: A transition represents that the program executes an assignment guard (i.e., assign- 
ment guard is regarded as an atomic action). 

< P, (T, 0, 0 > — < P' , a, a', 0 > 

For a specific process P, a' should be of the form /(cr). 

Cond4 1 =df tr =tr A 0{null, f{Ti 2 {las t(tr))),0,0) 

The above four types of transitions have the instantaneous feature. The correspond- 
ing phase semantics of each transition can be expressed as Inst(Condij). 

where, Condi j can be the above seven transitional conditions. 

/nst(X) =(i/ H(true I — iwait' A 6{time) = 0 A X ) 

“5 {time) = 0” indicates those transitions consume zero time. 

• Triggered transition 

T5 : ( 1 ) A transition can be triggered by its sequential predecessor. This kind of transition 
is called the self-triggered transition. 

< P, a, cr', 0 > < P', cr', 0, 0 > 

Here, c in notation represents the condition which triggers the transition. 

It has the form c(cr, cr') based on a pair of states < cr, cr' >. If there is no this kind of 
condition, it can be understood as true. If cr and a' (i.e., TT 2 {last{tr)) and Ur) are the 
same, cr' will not be attached to the end of the trace. 

Conds^i c{TT 2 {last{tr )), ttr) A 0{notnull, null, 0, 0) 

A (ir =tr< TT 2 {last{tr)) = ttrt>tr= tr^ < {hme, ttr, 1) >) 

This transition also lasts zero time. Its phase semantics is also Jnst(Cond5 1). 

(2) A transition can be triggered by its parallel partner. 

<P,cr,0,O> <P',ct',0,O> 



A process can also record the contribution of its environment’s atomic action. But 
the control flag /i in the snapshot is 0. If cr and cr' are the same, the environment will not 
attach cr' to the end of the trace. Therefore, the process’s trace remains unchanged (i.e., 
tr = tr) in this case. 



Conds ,2 =df 0{null, null, 0, 0) A c{7T2{last{tr)),TT2{last(tr))) 

TTi(tr —tr)= hme A \ \ 

^ ■n^{tr - tr) =0 J J 



A tr 






V 



Its phase semantics is also Jnst(Cond5 2)- It means its environment’s corresponding 
atomic action also lasts zero time. 
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• Time advancing transition 

Tg: <P,(T,0,O> <P',(T,0,O> 

Condg 1 =df ^ = tr A 0{null, null, 0, 0) 

If process P can not do any other transitions at the moment, time will advance. We 
regard the unit of time advancing is 1. During this period, there are no atomic actions 
contributed hy the process P itself and its environment. Hence, time advancing keeps 
the trace unchanged. Its phase semantics is: 

H(true h Condg^i A (6{time) < 1 < waif > 5(time) = 1) ) 



3.2 Map from Operational Semantics to Denotational Semantics 



Definition 3.1: A configuration < P,a-,(j' ,1 > (or < P, cr, 0, 0 > ) is called a divergent 
state if P can perform an infinite sequence of instantaneous transitions or self-triggered 
transitions; i.e., there exists an infinite setjPi | i G Nat} of configurations such that 
Dq =< P, cr, cr', 1 > (or < P, cr, 0, 0 > ), and for all i, 

• either Di — Pi+i 



• or Di =< Pi,ai,a'i,0 >, cr' 0, A 
where, Nat is the set containing all non-negative integers. 



D 



i+l 



□ 



Definition 3.2: A computational sequence of program P is an empty sequence or any 
finite sequence leading P to the other state, that is: 

Dq ^ Pi ^ P„ 

where Dq =< P, ctq, 0, 0 > or Dq =< P, ctq, ctq, 1 > or Pq =< P, erg, ctq, 0 > 

and Di =< Pi, Oi, 0, 0 > or Di =< Pi, Oi, cr', 1 > or P^ =< Pi, Oi, cr', 0 > 

or Di =< Pi, <Ti, cr', 1, j > {i = l,...,n and j G {1, 2}) 

and (i = 1, ... ,n) can he an instantaneous transition ( — :■), a triggered transition 
(<^D^>c), or a time advancing transition (^). □ 

If computational sequence seq is not empty, seq[i] is the i-th transition (Pi-i 
Di) of seq. 

We write cp[P] representing the set which contains all the computational sequences 
leading program P to terminating state or divergent state. cp[P]ter and cp[P\div stand 
for the sets which contain all the sequences leading program P to the terminating and 
divergent states correspondingly. Therefore, we have cp[P] = cp[P\ter U cp[P]div 

From the operational semantics we know the initial state of process P can he one of the 
following states before it is executed. 

• < P, cr, 0, 0 > (represented as ttr = null in the denotational model). 

• < P, a, cr', 1 > (represented as ttr null A flag = 1). 

• < P, cr, cr', 0 > (represented as ttr null A flag = 0). 

Example 3.3: Let P =df x := l;@(t y)- Consider the computational sequences of 

process P under the state < P, a, cr', 1 > (operational semantics in the appendix): 
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seq\ : 



<cr,(Ti > 



< F, a, a', 1 > 


seq2 : 


< F, cr, cr', 1, 1 > 


— 


< @(t y), (T, o-'[l/x], 1 > 


— ^ 


< @(t y), cr, cri, 0 > 


— ^ 


< @(t y), cri, 0, 0 > 


<g-,o-i> 




<0-1 ,a2 > 




<Q~2,fT3> 




<(J3,cr4> 

' c 



< F, (J, cr', 1 > 

< F, cr, cr', 1, 1 > 

< @(ty), 0-, 1 > 

< @(t y), cr, fJi, 0 > 

< @(t y), CTi, 0, 0 > 

< @(t y), rT2, 0, 0 > 

< @(t y), ag, 0, 0 > 

< e, ct 4 , 0, 0 > 



where c = /ire(t y) (definition in Sect. 4.4) which means two consecutive states can 
trigger this guard. Also, <ji = cr'[l/a;] is the same as a' except mapping x to 1. 

Here, we find the computational sequence seq2 will lead the program to the terminating 
state (e). □ 



Example 3.4: Let Q =^f ©(f y)]X := 1; chaos. Consider the computational sequences 
of process Q under the state < Q, a, 0,0 >: 



seqi : 

< cr.q-i > 
<cri,(T2> 



< Q, cr, 0, 0 > 

< Q, fTi, 0, 0 > 

< Q, ct2, 0, 0 > 



seg4 : 

< cr,CTi > 

<c ri,CT2 > 



< Q, cr, 0, 0 > 

< Q, cTi, 0, 0 > 

< Q, ct2, 0, 0 > 

< X := 1; chaos, erg. 



0 > 



Here c = /ire(t y). chaos can perform an infinite sequence of instantaneous transi- 
tions under any state < chaos, cr, cr', 1 > [7]. If “x := 1; chaos” takes control at the 
state < X := 1; chaos, erg, 0, 0 >, it will execute an infinite sequence of instantaneous 
transitions. Therefore, seqA is the computational sequence leading the program Q to the 
divergent state. □ 



cp[P\ter{^) and cp[P\div{^) Stand for the sets leading the program to the terminating 
and divergent states under < F, cr, 0, 0 > respectively. cp[P]ter{^) and cp[P]div{^) are 
the sets leading the program to the terminating and divergent states under < F, cr, cr' 

, 1 > correspondingly. cp[F]ter(2) and cp[P]div{‘2^) stand for the sets leading the pro- 
gram to the terminating and divergent states under < F, cr, cr', 0 > correspondingly. 
This means: 

Cp[P]ter = Cp[P]ter{0) U Cp[P]ter{^) U Cp[P]ter{‘^) and 
Cp[P]div = Cp[P]div{0) U Cp[P]div{l) U Cp[F]di^,(2). 



Definition 3.5: Let seq stands for a computational sequence of program F. Suppose 
len{seq) = n, sem{seq) is the semantics of the computational sequence seq which can 
be defined as: 

If len{seq) = 0 then sem{seq) =df IP 
If len{seq) = 1 then sem{seq) =df semi. 

Otherwise sem{seq) =df semi semn- 

semi is the phase semantics of the i-th transition (seg[i]) of the computational sequence 
seq. □ 



Example 3.6: Let F =df x := 1 ; x := 2. There is only one computational sequence 
seq of F under < F, cr, a', 1 >: 
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seq : < P,a, a', 1 > — 5- < P, a, a' , 1, 1 > — >■ < x := 2, a, (j'[l/x\, 1 > 

— < X :=2, a, 1, 1 > — >■ < e, a, a'\2jx\^ 1 > 

The semantics of computational sequence seq is: 

sem{seq) {Defof3.5} 

= sem\ ; sem 2 ; sem^ ; sem 4 {Phase semantics, Th 2.9} 

= Inst{tr =tr A 0{notnull, ttr[2/x], 1, 1)) □ 

The denotational semantics of program P can be defined as: 

Definition 3.7: (Map from operational to denotational) 

P =df ^[0] <1 ttr = null \> (P[l] <1 flag = 1 > ^’[2]) 

where 

=d/ Vse9ecp[p],,„(i)(sern(se9) ; _L) V \/ ,eqecp[PUAi)^sem{seq)), 

i = 0,1,2 

Here P[0], P[l] and P[2] stand for the semantics of program P under the states 
< P, cr, 0, 0 >, < P, a, a', 1 > and < P, a, a', 0 > respectively. □ 

The following definitions and theorems are useful for calculating the denotational se- 
mantics for Verilog statements. 

Definition 3.8: < P, cto, 0, 0 > {—^cT < P, ai, 0, 0 > 



means there exist i steps environment transitions, 

< P, ao, 0, 0 > < P, (71, 0, 0 > . . . < p, ak, 0, 0 > 

... <P, (7„0, 0> □ 

Definition 3.9: Ll{i) stands for the following computational sequence: 

< P, (70, 0, 0 > i^y < P, ai, 0, 0 > □ 

Theorem 3.10: Vi>o sem{Ll{i)) = {ttr = null) A {flag = 0) A hold{0), where 

hold{n) =df H(true h idleAttr' = ttr A flag' = flag A {5 < n<wait' \> 6 = n ) ), 
idle =df 7T3(fr — tr) e 0* A incr{ni{tr — tr)), 

incr{s) =df V < > in s • {t 2 — ti) e Nat □ 

Definition 3.11: < P, a, 0, 0 > < P, ( 7 ', 0, 0 > 

means the following detailed computational sequence: 

< P, (7,0,0 > <P,(7l,0,O>^ <P,(7l,0,O> 
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Definition 3.12: L2(c, jo, , js) stands for the following computational sequence. 

< P, a, 0, 0 > 0, 0 > 

Theorem 3.13: V sem{L2{c, jo, ■ ■ • , js)) =df silence{c) 

where, the disjuction “\J” is for all jo > 0, , js > 0. 

( f idle A O {null, null, 0,0) A 

‘ 

silence{c) means during this period, the environment can do any atomic actions, but 
can not fire the condition ~^c. 



silence{c) =df H true h 



4 Deriving the Semantics for Statements of Verilog 



In this section we will derive the denotational semantics for the Verilog statements 
by strict proof. Therefore our denotational semantics is equivalent with its operational 
semantics. 

The main purpose of the mathematical definition of Verilog operators is to deduce 
their interesting properties. These are most elegantly expressed as algebraic laws (equa- 
tions usually). As our denotational map is based on the transition system of a program, 
we have two ways to prove the algebraic laws, one using the denotational semantics and 
the other using the transition system. 



4.1 Sequential Composition 

The notation (P ; Q) represents the process which behaves like P before P terminates, 
and then behaves like Q afterwards. 

Theorem 4.1: {P ; Q) = (P) ; (Q) 

The in the left side is the sequential composition of programs, whereas in 
the right side is the semantic sequential composition of logic formulae. This theorem 
indicates the denotational semantics of program P; Q is the sequential composition of 
their denotational semantics. 



4.2 Skip 



The role of skip is the same as a; := x (see operational semantics in the appendix). 
Theorem 4.2: skip = flash a {Ur null A flag = 0) \> II 

; {hold{0) ; init) <1 ttr = null t> II 
where, init =df Inst{ tr =tr A 0{null, TT 2 {last{tr)), 0, 1) ) 

ttr' = null A flag' = 0 A {tr = tr <] {ttr = null V \ 
TT 2 {last{tr)) = ttr) t>tr = tr^ < {time, ttr, 1) > ) ) 



flash 



^df 



Inst 
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4.3 Assignment 

The execution of a; := e assigns the value of e to x. Assignment x := e can be in either 
of the three states before its execution: < x := e,(T,ili,0 >, < x := e, a, a' , 1 > and 

< X := e, a, a', 0 >. 

Case 1: If ttr = null, the corresponding computational sequence is : 

< a; := e, cr, 0, 0 > (-^)* < x := e, Oi, 0, 0 > — ^ < x := e, Oi, at, 1, 1 > 

— s- < t,cfi,cTi\elx\, 1 > 

The transitional conditions of the last two instantaneous transitions are: Condi i and 

Cond2,2- 

Let assign{x := e) =df Instiir = tr A ttr' = ttr[e/x] A flag' = flag ) 

By proof, Jnsf (Condi 1 ; Cond 2 , 2 ) = init ; assi( 7 n(a;, e). Using theorem 3.10, the 
semantics of x := e in this case is: hold{0) ; init ; assign{x, e). 

Case 2: If ttr null A flag = 1, the corresponding computational sequence is 

< X := e, a, a', 1 > — )■ < x := e, a, <7, 1, 1 > — < e, a, (j[e/x], 1 > 

The semantics of assignment in this case can be proved as assign{x, e). 

Case 3: If ttr null A flag = 0, the corresponding computational sequence is: 

< X := e, a, a', 0 > < x := e, a' , 0, 0 > < x := e, at, 0, 0 > 

— S- < X := > — !■ < e, (Ti, cri[e/x], 1 > 

The semantics of x := e under this case is: flash ; hold{0) ; init ; assign{x, e). 
Using the semantic map and predicate calculus, we obtain the semantics of assignment. 
Theorem 4.3: x := e = skip ; assign{x := e) 

Verilog assignment statements obey the same set of algebraic laws as its counterpart in 
the conventional programming languages. 

4.4 Event Guard 

The guard event is denoted by @{g).A primitive guard g can be of the following forms: 

• t X waits for an increase of the value of v. 

• I f waits for a decrease of the value of v. 

• V waits for a change of v. 

There are also three types of compound guards. 

• gi or g 2 becomes enabled when either g\ or 52 is fired. 

• gi and 52 becomes enabled if both gi and g 2 are awaken simultaneously. 

• gi and -^g 2 becomes fired if g 2 remains idle and gi is awaken. 

We introduce a predicate fire{g){a, a') to indicate the transition from the state cr to the 
state <j' can awake the guard @{g). 

/ire(t v){a, a') =df a{v) < a'{v), fire{i v){a, a') =df cr{v) > a'{v) 
fire{v){a,a') =df cr{v) ^ cr'(x) 

fire{gior g 2 ){a,a') =df fire{gi){a,a') V fire{g 2 ){a,a') 
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fire{gi and g 2 ){a,a') =df fire{gi){a,a') A fire{g 2 ){(J,cj') 
fire{giand^g 2 ){cj,a') =df fire{gi){a,a') A -^fire{g 2 ){(J,a') 

The event guard @{g) can be immediately fired after it is scheduled, it is actually triggered 
by the execution of its prior atomic action. According to the operational semantics of 
@{g) (in the appendix), there are two kinds of computational sequences leading to the 
terminating state. 

< @(9), CT, cr', 1 > ^ < @{g), <T, cr', 0 > ‘ ^ fire{g) < £, O' , 0, 0 > 

< ®{g), O', O-', 0 > fire(g) < £, cr' , 0, 0 > 

Another case is the guard @{g) waits to be fired by the environment. There are three 
kinds of computational sequences leading to the terminating state. 



< 1 > 



( 




yo,---Js 



< @{g),a,(T',0 > < @(g),<r',0,O > 

< @(5),o-„,0, 0 > < e,(T„+i,0, 0 > 



< @(9),cr, cr',0 > 



<CT,a'> 



< @(5),o-', 0,0 > ( — < @(p),CT„,0,O > 

— >c < e,cr„+i,0, 0 > 



< @(g), cr, 0, 0 > < @(g), cr„, 0, 0 > cr„+i, 0, 0 > 

Here c = fire{g). There is a corresponding phase semantics for each type of transition. 
Using the definition of phase semantics and Theorem 2.9, 3.13, we obtain; 



Theorem 4.4: @{g) = selftrig(g) V {await{g) ; trig{g) ) 

where, 

selftrig{g) =df H(true h Ur y null A fire{g){n 2 {last{tr)),ttr)) All ; flash 

await(g) =df H( true h [Ur = null V ^fire{g){'n 2 {last{tr)),ttr) )) A II 
; flash ; silence{~^fire{g)) 

, . , , . idle AlenCtr — tr) = 1 AOinull, null, 

tr,g{g) Inst ^ fire(g)in,ilasHtf )), «(i«>t(#))) 



4.5 Other Statements 

chaos represents the worst process. Its behaviour is totally unpredictable. The condi- 
tional if b{v) then P else Q behaves the same as the “then” branch if b is true when 
activated, and the same as the “else” branch otherwise. The delay event ffn holds the ex- 
ecution for n units. An assignment guard @(x := e) is a special assignment representing 
an atomic action. It is used in supporting the parallel expansion laws. 

Let {gi I 1 < i < n} be a finite family of event guards, and {Pi | 1 < i < n} 
a family of Verilog processes. The notation (@(51) Pi) 1 • • • 1 (@(5n) Pn) denotes the 
program which initially waits for one of the guards to be fired, and then behaves the same 
as the corresponding guarded process. The program (@(xi := ei) Pi)[ . . . |(@(a;„ := 
Cn) Pn) performs one of its alternative , and the choice is made non-deterministically. 

In accordance with the semantic map and operational semantics of these statements 
[7], we obtain the denotational semantics for these statements. 
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Theorem 4.5 

( 1 ) if 6 then 5i else S 2 = skip ; 5i <] b{ttr) t> S '2 

( 2 ) #n = flash; hold{n) 

(3) @(x := e) = flash ; hold{0) ; trig{@{x := e)) 

(4) (@(xi := ei) Pi) I ... I {@(a; := e„) P„) 

= V := ei); Pi\l <i<n} 

(5) chaos = (flash <l (ttr 7 ^ null A flag = 0) > //) ; ± 

( 6 ) (@( 51 ) Pi) 1 ... 1 (@(gn) Pn) 

= V {{se-lftrig(gi) V (await(g);trig(gi))) ; Pi \ l<i<n} 
where trig(@(x := e)) =df Inst( tr =tr A 0(nuU,Tr2{last(tr))[e/x],0,0) ) 
g stands for the compound guard gi or ... or gn- 



4.6 Parallel 



Although we have not derived the universal formula representing the denotational se- 
mantics for a parallel process, we can write down its transition system. Its semantics can 
be calculated based on its transition steps. Algebraic laws dealing with parallel can also 
be proved using the denotational map based on its specific transition systems. 

Example 4.6: Let P = (#1; x := 2) || (a: := 1; #1) ; #1. Consider the denotational 
semantics of P. 

We can write down the computational sequences leading program P to the terminating 
state under three cases (ttr = null, ttr 7 ^ null A flag = 1 and ttr 7 ^ null A flag = 0) 
based on the parallel transition [7]. The semantics of P can be calculated based on the 
semantic map and its computational sequences. Therefore, the denotational semantics 
of P is 



flash ; hold(0) ; Inst{ S'(l) ) ; hold(l) ; Inst( S{2) ) ; hold(l) 
where, S(u) =df tr = tr^ < (time, {x i-A u}, 1) > A 0(null, null, 0, 0) 



Theorem 4.7 (Expansion laws) 

(par- 1 ) Let Pi =df ©(Vi) Qi for i = 1 , 2 . Then 

/ (@(gi and -^^ 2 ) (Q1HP2)) \ 
AIIP2 = 1 (©fm and r/2) (Q1IIQ2)) 

\ 1 (@(?72 and ^gi) (P1HQ2)) j 



(par-2) Let Pi =df 

P1WP2 -- 



©(xi := 6 i) Qi for i = 1, 2. Then 
f (@(x, := eQ (Q,\\P 2 )) \ 

■ 'vl(@(^2:=e2)(Pi||Q2)) ; 



□ 



5 Conclusion 

The main contribution of our work is to derive the denotational semantics for a subset of 
Verilog from its operational semantics [7]. Thus, our denotational semantics presented 
here is equivalent with its operational semantics. We provide a discrete denotational 
model and design a refinement calculus for it. Our approach for the derivation is new. 
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We define a transitional condition and the phase semantics for each type of transi- 
tion. The denotational semantics can be derived as the sequential composition of those 
phase semantics. Verilog’s algebraic laws are also discussed, which can support pro- 
gram transformation and system partitioning for hardware/software co-design. Proofs 
are undertaken in two ways, one using the denotational semantics and the other using 
the operational semantics. Thus, the three semantics form a unifying model for (a subset 
of) Verilog. 

For the future, we are continuing to explore unifying theories for Verilog. We wish 
to extend the scope of the derivation of denotational semantics for Verilog to further 
constructs in the language such as iteration. The derivation of operational semantics 
from denotational semantics for Verilog is another interesting topic for study. 
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Appendix 



Below are the transition system definitions for the assignment and event guard constructs. 
Definitions for other commands can be found in [7]. 
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1. Assignment 

Ti: < V 

< V 

T2: < V 

T 5 : < V 

< V 

2. Event Guard 

T 3 : < ^ < @(77), fj, ct', 0 > 

T 5 : fire{n) <£,o-',0,O> 

< @(??),CT, 0,0 > fireir,) < £, O'', 0, 0 > 

< cr', 0 > ^fire(r,) < @(»?), cr', 0, 0 > 

< 0 , 0 > ^fire(r,) < 0 , 0 > 

Te: < @(r;),iT, 0,0 > -U < @(7/), cr, 0, 0 > 



= e, (7,0,0 > — >• < V = e,a,a,l,l > 

= e, a, a', 1 > — >■ < v = e,a, a', 1 , 1 > 

= e, (T, cr', 1, 1 > — > < e, (7, cr'[e((T')/7;], 1 > 

= e, (7, (t', 0> < 7) = e, ( 7 ', 0 , 0 > 

= e, (7,0,0 > < t! = e, cr', 0, 0 > 
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Abstract. In this paper, we show that for a class of linear hybrid au- 
tomata called zero loop-closed automata, the satisfaction problem for 
linear duration properties can be solved efficiently by linear program- 
ming. We give an algorithm based on depth-first search method to solve 
the problem by traversing all the simple paths (with no repeated node 
occurrence) in an automaton and checking their corresponding sequences 
of locations for a given linear duration property. 



1 Introduction 

The model checking problem for real-time hybrid systems is very difficult, even 
for a well-formed class of hybrid systems - the class of linear hybrid automata 
- the problem is still undecidable in general [1-4]. So an important question for 
the analysis and design of hybrid systems is identification of subclasses of such 
systems and corresponding restricted classes of analysis problems that can be 
settled algorithmically [2]. 

In this paper, we consider the problem of checking linear hybrid automata 
for linear duration properties. We show that for a class of linear hybrid au- 
tomata called zero loop- closed automata, the satisfaction problem of linear du- 
ration properties can be solved efficiently by linear programming. We give an 
algorithm based on depth-first search method to solve the problem by traversing 
all the simple paths (with no repeated node occurrence) in an automaton and 
checking their corresponding sequences of locations for a given linear duration 
property. 

The paper is organized as follows. In next section, we recall the notion of 
linear hybrid automata, and introduce linear duration properties. In Sect. 3, 
we define zero loop-closed automata. Section 4 gives an efficient algorithm to 
check zero loop-closed automata for linear duration properties. The last section 
discusses the related work and contains some conclusion. 
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2 Linear Hybrid Automata and Linear Duration 
Properties 

2.1 Linear Hybrid Automata 

A linear hybrid automaton is a conventional automaton extended with a finite 
set of real- valued variables. We use a simplified version of linear hybrid automata 
defined in [1], The simplification is that any linear hybrid automaton considered 
in this paper has just one initial location, no initial condition, and no transition 
to the initial location (we suppose that each variable with an initial value is reset 
to the initial value by the transitions from the initial location) . 

Definition 1. A linear hybrid automaton is a tuple T-L = {Z,X,V,E,vi,a,f3), 
where 

— Z is a finite set of system states. 

— X is a finite set of real-numbered variables. 

— V is a finite set of loeations. 

— E is transition relation whose elements are of the form (u, f, ip, v') where v, v' 
are in V, <p is a set of variable constraints which are of the form a < x < b, 
and Ip is a set of reset actions which are of the form y := c (x G X , y e X , 
a, b, c are real numbers, a and b may be oo; if a (b) is — oo (oo), then a < x < b 
is taken to be x < b {a < x); if a = b, then a < x < b is taken to be x = a). 

— Vi is an initial location. 

— a is a labeling function which maps each location in V to a state in Z. 

— f3 is a labeling function which maps each location in V to a set of change 
rates which are of the form x= a (x E X and a is a real number). For any 
location v, for any x E X, there is one and only one x= a E f3{v). 

□ 

Let us consider an example of a water-level monitor in [3]. The water level 
in a tank is controlled through a monitor, which continuously senses the water 
level and turns a pump on and off. The water level changes as a piecewisc-linear 
function of time. When the pump is off, the water level falls by two inches per 
second; when the pump is on, the water level rises by one inch per second. 
Suppose that initially the water level is one inch and the pump is on. There is a 
delay of two seconds from the time that the monitor signals to change the status 
of the pump to the time that the change becomes effective. The requirement 
of the water-level monitor is that the monitor must keep the water level in 
between 1 and 12 inches. A design of the monitor can be modelled by the hybrid 
automaton depicted in Fig. 1. The initial location of the automaton is vq. The 
other four locations ui, U 2 , U 3 , U 4 are assigned with the system states si, S 2 , S 3 , S 4 
respectively. In the locations Vi and V 2 , the pump is on; in the locations V 3 and 
V 4 , the pump is off. The variable y is used to model the water-level, and x is 
used to specify the delays: whenever the control is in location V 2 or U 3 , the value 
of X indicates how long the signal to switch the pump off or on has been sent. 
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Fig. 1. A hybrid automaton modelling a water-level monitor 



We use sequences of locations to represent the untimed behaviour of linear 
hybrid automata. A sequence of locations is of the form 

(00, bo) (01, bl) (0m, bm) 

UQ A- V\ A- . . . ) V<YYi + \ 5 

which indicates that the automaton start from location vq, move to Ui+i from Vi 
with executing the reset actions in set 'tfi when the variable constraints in set fi 
are satisfied. For a linear hybrid automaton H = {Z, X, V, E, vj, a, / 3 ), if vq is vj 
and {vi,(j)i,'ipi,Vi^i) G E for each i {0 < i < m), then the sequence of locations 
represents a untimed behaviour of T-L. 

The behaviour of linear hybrid automata can be represented by timed se- 
quences. Any timed sequence is of the form (si, ti) ~ (s2, ^2) ~ • • • '{sm,tm) where 
Si (1 < * < m) is a state and U {1 < i < m) is a nonnegative real number, which 
represents a behaviour of an automaton that the system starts at the state si, 
stays there for t\ time units, then changes to S2 and stays in S2 for ^2 time units, 
and so on. 

Definition 2 . For a linear hybrid automaton H = {Z, X, V, E, vj, a, ( 3 ), a timed 
sequence (si,ti) "'(52,^2) "•• • '{sm,tm) {m > 1 ) represents a behaviour of H if 
and only if there is a untimed behaviour of the automaton 

(00, bo) (01, bl) (0m, bm) 

Uq a Ui A . . . ) Vm-{-l 

such that 

— for each i {1 < i < m), a(vi) = Si; and 

— t\,t2, ■ ■ ■ ,tm satisfy all the variable constraints in (pi {1 < i < m), i.e. for 
each variable constraint a < x <b in cpi, if there is a reset action x := c in 
i’j (0 < j < i) and x := d is not in ipk for any k {j < k < i), then 

u ^ c -p Wj-^-ltj^l + rCj+2tj+2 + . . . + Witi < b , 

where for each I {j < I < i), x= wi G ( 3 {vi). □ 
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For example, for the linear hybrid automaton depicted in Fig. 1, the timed 
sequence (si, 9)"(s2, 2)"(s3, 3.5)"(s4, 2) is a behaviour. 

For a linear hybrid automaton for a transition e = (a, 0, -ip, v') in if e is 
labeled with a variable constraint a < x < b, i.e. a < x < b G <p, then we say that 
X is tested by e; if e is labeled with a reset action x := c, i.e. x := c G tp, then 
we say that x is reset by e. Notice that if a transition is labeled with a variable 
constraint x = c, we can take it as the transition resets the variable x to c. For 
example, for the automaton depicted in Fig. 1, we can say that the transitions 
Cl and 63 reset the variable y to 10 and 5 respectively, and the transitions 62 
and 64 reset the variable x to 2. 



2.2 Linear Duration Properties 

Linear duration properties are linear inequalities on integrated durations of sys- 
tem states. Here we use Duration Calculus (DC) [5] to describe this kind of 
properties. In DC, states are modelled as Boolean functions from reals (repre- 
senting continuous time) to {0, 1}, where 1 denotes state presence, and 0 denotes 
state absence. For a state S, the integral variable f S of DC is a function from 
bounded and closed intervals to reals which stands for the accumulated pres- 
ence time (duration) of state S over the intervals, and is defined formally by 
f S[a, b]=f^S(t)dt, where [a,b] (5 > a) is a bounded interval of time. A linear 
duration property in DC is of the form Ci J Si < M, where SiS are system 
states and M, c^s are real numbers. 

The requirement of the water-level monitor is that the monitor must keep 
the water level in between 1 and 12 inches, which can be expressed by linear 
duration properties as well. We know that when the control is in locations v\ or 
V2, the water level rises 1 inch per second, and when the control is in locations 
i>3 or V4, the water level falls by 2 inch per second. Furthermore, for an interval 
[0,t], the accumulated time that the system stays in si or S2 is / si -f f S2, and 
the accumulated time that the system stays in S3 or S4 is / S3 + / S4. Therefore, 
the water level at time t, given that at the beginning the water level is one inch, 
is 1 -|- J Si -|- f S2 — 2(f S3 -|- J S4). Hence, the requirement for the water-level 
monitor can be described by the following linear duration properties 

1 + / Si + / S2 — 2( J S3 -f- J S4) < 12 ; 

1 + / Si + / S2 — 2(f S3 + / S4) > 1 . 



3 Zero Loop-Closed Automata 



Zero loop-elosed automata form a subclass of linear hybrid automata. In the 
following, we define this class of linear hybrid automata. 

For a linear hybrid automaton H = {Z, X,V, E,vj, a, (3) , a path segment 

r , , ■ (01, bl) (02,02) (0„-i,0™-l) , . , , . „ 

IS a sequence of locations ui — >■ V2 — ^ • ■ ■ — >■ Vm which satishes 

{vi, (pi,%pi,Vi+i) G E for each i(l<i<m— 1 ).A path is a path segment starting 
at u/. A path is called simple if all locations in the path are distinct. For a simple 
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path Vl > V2 1 . . . ^ Vra-, 

(vm, 0,-0, Vi) e E, then the sequence 



if there is Vi (1 < f < m) such that 



— Vi+I — s- 






f Vi 



7 -4-17 J- J- .1 r-LU 1 (01. -01) (02,-!/;2) (0i-l,l/>i-l) 

IS a loop, Vi IS the loop-start node ot the loop, vi — )■ V 2 — f • ■ ■ — t Vi 

is a loop-enter path of the loop, and (vm,0, -0,Vi) is the end transition in the 
loop. Notice that a loop may have many different loop-enter paths. For a loop 
p, if Pi is a loop-enter path of p, we say that p can be entered through p\. For 
example, in the automaton depicted in Fig. 2, the sequence of locations 



(0,{y:=O}) ({2:>5} 

V2 ^ ^^3 > 



.0) ({y>3},{2i:=0}) 

Vi > V2 



is a loop, and the sequence of locations 

(0,{a:: = — 3,y:=l,z:=0}) ({z> — 5},{a;:=0}) 

Vo ^ Vl ^ V2 

is a loop-enter of the loop; and the sequence of locations 

(0,{x:=O}) ({l<y<5},0) ({-!<2:<2 },{j/:=1}) 

V5 S- Ve 5- V7 ^ V5 



is a loop, and the sequence of locations 

(0,{a:: = -3,y:=l,z:=O}) ({z> -5} ,{a;:=0}) (0,{j/: = l,z:=2}) 

Vo ^ Vl } V2 5- Vs 

is a loop-enter of the loop. 




(01,-01 



( 02 , 02 ) 



(0n 



l,0m-l 



Let Vl — ^ V 2 — ^ . . . — )• Vm be a path in a linear hybrid 

automaton T-L. For a variable constraint a < x < b labeled on a transition 
(vi,0i,0i,Vi+i) (1 < f < m), its reference point is a transition (vj,0j,-0j,Vj+i) 
(1 < J < i) such that 
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— a; is reset by the transition {vj,(pj,^j,Vj+i), and 

— X is not reset by any transition {vk, V'fei U < k < i), 



which means that for calculating the value of x when the automaton stay in 
Vi along the path in order to check if the variable constraint a < x < b is 
satisfied, we need to refer the value of x which is reset to by the transition 
{vj,(pj,%pj,Vj+\). We say that the variable constraint a < x < b combines the 
transitions {vi , , i/'i , Wi+i ) and {vj , (j)j , xjjj , Uj+i ) . 



Let T-L he a linear hybrid automaton, and p be a loop in T-L which is of 

,, f (01. bl) (02, •02) (0„_l,0„_l) 

the form V\ — V2 — 5- • ■ ■ — >■ Vm ■ We say that any transition 

{vi ^'i+i) (1 < i < m — 1), which is not the end transition of p, is inside p. 

We defined that p is closed if any variable constraint does not combine transition 
occurrences inside and outside of the loop, i.e. the following condition holds: 



— for any variable constraint a < x < b labeled on a transition {vi, (j)i, 'ifji, Ui+i) 
(1 < i < m) in p, its reference point is in p, i.e., for any simple path or loop 



Ui 




( 02 , 02 ) 




Un 



such that Vi = Un, if there is no transition (vj , , i/jj , vj+i) (1 < j < i) in p 

resetting x, then x is reset to c by the end transition (Vm-i, 
of p and by the transition (un-i, i.e. x := c e i/’m-i and 

X := c € ipn-i'i and 

— for any variable constraint labeled on a transition outside p, its reference 
point is not inside p, i.e., for any simple path segment 

(0'i,0l) (02,02) (0(i-i,0(i-i) 

Ui U2 . . . 5- Un 



such that vi = u±, there is no variable constraint a < x < b labeled on the 
transition (u„_i, u„) such that 

— X is reset by a transition Ui) (1 < i < -m — 1) inside p, 

and 

— X is not reset by the end transition (Um-i, 0m-i, t^m-i, Um) of p and by 
any transition (1 < A: < n). 

For example, in the automaton depicted in Fig. 2, the loop 

(0,{y:=O}) ({a:>5},0) ({y>3},{a::=0}) 

V2 V3 ¥ V4 > V2 

is a closed loop. But it is not closed if we remove the reset action y := 0 from 
the transition C2 since now for the variable constraint y > 3 labeled on 64, its 
reference point is cq which is outside the loop. That a loop is closed implies that 
the variable values inside the loop do not depend on their values outside the 
loop, and that the variable values outside the loop do not depend on their values 
inside the loop. 



Definition 3. A linear hybrid automaton T-L is loop-closed if and only if any 
loop in H is closed. □ 
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For example, the automaton depicted in Fig. 2 is a loop-closed automaton. Notice 
that for some linear hybrid automata which are not loop-closed, we can construct 
loop-closed automata with the same behaviour from them. For example, the 
automaton depicted in Fig. 1 is not loop-closed, but we can construct a loop- 
closed automaton with the same behaviour, which is depicted in Fig. 3. 




Fig. 3. A loop-closed automaton which has the same behaviour as the automaton in 
Fig. 1 



For a loop-closed automaton T-L^ let p be a loop in T-i which is of the form 

(01, bl) (02,02) ( 0 „_i, 0 „_i) , ■ 1 -r r 

vi — V 2 — f . ■ . — ^ Vm ■ We say that p is a zero loop it tor any 

variable constraint a < x < b in (pi (1 < z < m), a — d < 0 and b — d > 0 where d 

is the value of x reset by the reference point of the variable constraint a < x < b, 

i.e. d satisfies one of the following conditions: 



— X is reset to d by a transition {vj,(pj,tpj,Vj^i) (1 < j < i), but not reset by 
any transition {vk,(t>k,^^’k,Vk+l) {j < k < i); or 

— X is reset to d by the transition {vm-i, but not reset by 

any transition {vk, (pk,'tpk,Vk+i) {I < k < i). 



A loop is called nonzero loop if it is not a zero loop. According to the variable 
constraints on the transitions of a loop, if a loop is a zero loop, then a repetition 
of the loop may take no time; if a loop is a nonzero loop, then a repetition 

of the loop must take time. For example, in the automaton depicted in Fig. 2, 
(0,{x:=O}) (fl<y<5},0) ({-l<a:<2},{i/:=l}) 

U5 — s- ve — )■ V7 — ^ V5 and 



({^>5},{^:=0}) 

VI V2 



(0,{z:=2,|/:=l}) ({z<2O},0) (0,{z:=Oj) 

U5 — Vs — 5- Vi 



(0,{y:=Oj) ({ii:>5},0) ({j/>3},{2::=0}) 



V 2 IS a nonzero 



are a zero loop, while V 2 ' ' vs " U 4 

loop. 

For a loop-closed automaton TL, let p be a loop in TL which is of the form 
v\ ^ constrained 
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by any variable constraint outside p, i.e. for any simple path segment 

(d'l.V'l) (02.'V^’2) 

U1 U2 !> . . . !> Un 

such that V\ = Ui, for any variable constraint a < x < b labeled on the transition 
{Un-i,4>n-i,'<Pn-i,Un), X is reset by a transition (ui, (?!)•,'!/;•, Ui+i) (1 < f < n - 
1) or by the end transition V'm-i, I’m) of p. For example, in the 

automaton depicted in Fig. 2, the nonzero loop 

(0,{y:=O}) ({a:>5},0) ({y>3},{a::=0}) 

V2 S- U3 > Vi ^ V2 



. f , + 1 (0d’”’=O}) ({l<y<5},0) ({-l<a:<2},{j/:=l}) 

IS tree, but the zero loop ug — v^ — 5- ug is not 

free since it is constrained by the variable constraint 2 < 20 on the transition 

eg. 



Definition 4. A zero loop-closed automaton is a loop-closed automaton in which 
any nonzero loop is free. n 

For example, the automata depicted in Figs. 2 and 3 are zero loop-closed au- 
tomata. 

Although the definition of zero loop-closed automaton is not simple, we can 
develop an efficient algorithm to check if a linear hybrid automaton is zero 
loop-closed, which is described in the appendix. Zero loop-closed automata form 
a decidable class of linear hybrid automata. We think there are a number of 
real systems that are of the loop-closed property so that some of them can be 
modelled by zero loop-closed automata. For example, for control systems, the 
loop-closed property means that every repetition of a control process starts from 
the same control conditions. In next section, we will show that the satisfaction 
problem of zero loop-closed automata for linear duration properties can be solved 
by linear programming. 



4 Checking Zero Loop-Closed Automata for Linear 
Duration Properties 



In this section, we solve the problem of checking zero loop-closed automata for 
linear duration properties. 

The satisfaction problem of linear hybrid automata for linear duration prop- 
erties are defined as follows. Let V = X)"=i / < M be a linear duration 

property, and a = (si,ti)"(s 2 ,f 2 )" • • ■ '^{SmAm) be a timed sequence. The in- 
tegrated duration of Si over a can be calculated as / Si = Yljeai where 

ai = {j I (0 < j < m) A (sj ^ Si)}. Let 9{a,V) = Ya=\ CiiJ2jeai ^ 
sequence a satisfies a linear duration property V if and only if 9{a,'P) < M. A 
linear hybrid automaton satisfies a linear duration property if and only if every 
timed sequence representing its behaviour satisfies the linear duration property. 

Let T-L ~ {Z,X,V,E,vi,a,(3) be a linear hybrid automaton, and p be a 



sequence of locations of the form vi 



(01, dl) (02,02) 

> V2 > 



(0m, 0m) 



Vm+ 1 - We define 
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t(p) to be the set of the timed sequences of the form ( 52 ,^ 2 )" • ■ ■ 

satisfying that 

— Si = a{vi) for each i (1 < i < m), and 

— ■ ■ ■ ,tm satisfy all the variable constraints in all (1 < i < m), i.e. for 
each variable constraint a < x <h m <j)i, 

— if there is a reset action x := c in xpj (1 < 4 < i) and x := d is not in xjjk 
for any k {j < k < i), then 

Cl < c + + • • • + Witi < b ; 

— if X := c is not in any tpj {1 < j < i) and x := d is in then 

a < d + witi + W2t2 + . . . + Witi < b ; 

— if X := c is not in any tpj {1 < j < i) and in ■0™, then 

a < w\ti + W2t2 + . . . + Witi < b , 



where for each ^ (1 < ^ < f), x= wi e P{vi). 

We define that a sequence p of locations satisfies a linear duration property if 
every timed sequence in r(p) satisfies the linear duration property. It follows 
that a linear hybrid automaton satisfies a linear duration property if its every 
path satisfies the linear duration property. 

Now let us consider to solve the problem for a finite path of a linear hy- 

brid automaton. Let p = v\ — V2 — >■ . . . — Vm+i be a path m a 

linear hybrid automaton T-L, and every timed sequence in r(/>) be of the form 
(si) fi)"(s 25 ^ 2 )" ■ • • '{sm,tm)- Wc kuow that ti,t 2 , ■ ■ ■ ,tjn should satisfy all the 
variable constraints in all (1 < i < m), which forms a group of linear in- 
equalities denoted by C. If the group C of linear inequalities has no solution, 
then t{p) = 0, which means that there is no timed sequence representing the be- 
haviour of T-L corresponding to p; otherwise the problem of checking if p satisfies 
a linear duration property V = I < M is equivalent to the problem 
of finding the maximum value of the linear function 



E C( E tu) where 



i=l u^ai 



{u I (1 < u < m) A (s^ 



subject to the linear constraint C and checking whether it is not greater than 
M. The latter is a linear programming problem. So we reduce the problem into 
a linear programming problem for a finite path of a linear hybrid automaton. 

We know that for a linear hybrid automaton, there could be infinite paths 
and the number of paths could be infinite. So we attempt to solve the problem 
based on a finite set of finite paths. In the following, we show how to solve the 
problem for zero loop-closed automata based on a finite set of finite sequences 
of locations. 
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Let K be a linear hybrid automaton, and p be a path in T-L which is of the 

form Vi — S- V2 — • ■ ■ — ^ Vm- ft p IS not a simple path, then we 

can find Vi and Vj {1 < i < j <m) such that Vi = Vj, and then we can get a path 
Pi which is constructed from p by removing any Vk {i < k < j). 'Qy applying the 
above elimination step repeatedly, we can get a simple path p'. We say that p 
is an extension of p'. We define that any simple path is an extension of itself. It 
is clear that a linear hybrid automaton H satisfies a linear duration property V 
if and only if for any simple path p vaT-L, any extension of p satisfies V. In the 
following, for a linear duration property P, for a simple path p in a zero loop- 
closed automaton, we define a sequence of locations such that any extension of 
p satisfies V if and only if the sequence of locations satisfies V. 

For a sequence p of locations in a zero loop-closed automaton, for a linear 
duration property V, by linear programming we can calculate the supremum of 
the set {0{a, P) | cr G ''"(p)}- If the supremum is larger than zero, we say that p 
is violable for V, otherwise we say that p is not violable for V. Notice that if a 
sequence p of locations is violable for a linear duration property V, by repeating 
p with finite many times we can construct a sequence of locations which does 
not satisfy V. 

Let TL = {Z, X, V, E, vj, a, 0) be a linear hybrid automaton, and 7^ be a linear 
duration property which is of the form f ^^r a location v in T-L, 

if there is S'i (1 < z < n) such that a{v) => Si and Ci > 0, then we say that v is 
positive for V. Notice that for a zero loop-closed automaton H, for a sequence p 
of locations in H which is violable for a linear duration property V, there must 
be a location in p which is positive for V. 

For two sequences of locations 



(01, pl) (02. 02) (<t> 771-1,^711-1) , 

Pi = Ui — > V2 — > . . . — Vm and 

(4>'i,lp'i) (02.02) (4>'„-1,P't7-i) 

P2 = Ui ^ U2 . . . Un 

such that Vm = u\, let pi o p 2 be the sequence of locations 

(01, 0l) (02,02) (0m_l,0„_l) (0'l,0l) (02>02) (0ii- 1 ,0ii- 1 ) 

U 1 !■ V2 . . . ^ Vm ^ U2 • ■ ■ 5- Un 



For a linear hybrid automaton, we can find all loops using depth-first search 
method whose algorithm is described in the appendix. According to the order 
that the loops are found out, for any loop p we let o(p) be a integer which 
represents the position of p in the order. 

T , (01, 0l) (02,02) (0„_l,0™_l) u 1 • 1 

Let p = vi — > V 2 — 5^ . . . — )■ Vm be a loop in a zero loop- 

closed automaton, pi be a loop-enter path of p, and for each z (1 < z < m), 

(01, 0l) (02,02) (0i_l,0i_l) 1- 1 ,■ , 

Pi = Pi — > V 2 — ... — > Vi- for any linear duration property 

'P = EhfciS. < M, let p(pi, p, V) be a sequence of locations, which is defined 
recursively as follows: 

— if p is a nonzero loop, then 

{ v\ if p' is not violable for V 

(0,0) (0,0^ i) . ■ 1 f 'T. 

v\ — V — Vm if P IS violable for V 



P{PI,P,'P) = 
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where t; is a location in p' which is positive for V and 

, ( 4 > 2 , 4 ’ 2 ) (03, bs) 1 

p =Vi > W2 > i . . . ^ Wm-1 ^ V™ 

where for each z (1 < f < m), if there is not any loop which can be entered 
through Pi, then Wi = Vi, otherwise 

Wi = p{pi, Pil,V) O p{pi, Pi 2 , V)o...O p{pi, Pini,V) 

where pn, Pi 2 , ■ ■ ■ , Pim are all the loops which can be entered through pi and 
which are such that o{pij) < o{pij^\) for any j (1 < j < nz); 

— if p is a zero loop, then 

P{P1,P,'P) 

(0'l,0l) (02,02) (03,03) (0(„-2,0m-2) (0(„-l,0™-l) 

= VI ;> W2 5- W3 S- . . . ^ Wm-1 1 Vm 



where 

— for each i (1 < i < m), if there is not any loop which can be entered 
through Pi, then Wi = Vi, otherwise 

Wi = p{pi, Pii,V) o p{pi, pi 2 ,V) o . . .o p{pi,pin.,P) 



where pn, pa, ■ ■ ■ , Pim are all the loops which can be entered through pi 
and which are such that o{pij) < o[pij+\) for any j (1 < j < rii), and 
- for each z (1 < i < m), 0' = (pn U 4>i2 U (pi^, 



(pii = {d < X \ a < X <b ^ (pi and a = d} , 

(pi2 = {x < d \ a < X < b £ pi and b = d} , 

Pi 3 = {x = d \ a < X < b £ pi and a = b = d} , 



where d is such that x := d £ pj (1 < J < z) and x := c p pk for any 
k {j < k < i) or that x := d £ pm-i (1 < j < i) and x := c ^ pk for any 
k {I < k < i). 



Let p be a simple path of a zero loop-closed automaton which is of the 

J- (01. 0l) (02,02) (0^_l,0^_l) U • Z1 ^ ^ 1 

form ui — V 2 — f ■■■ — f Vm, and tor each z (1 < z < m), 

(01, 0l) (02,02) (0i-l,0i-l) J .• 1 1 -L 

Pi = vi — z V2 — ■■■ — zzi- Lor any linear duration property P’, let 

cu(p, V) be a sequence of locations, which is defined as follows: 



w{p,V) = vi 



(01, 0l) 



W2 



(02 



,02) (03,0s) 

-£ W3 ^ 



(0n 



2,pm-2 



Wm — l 



( 0 „_ 1 , 0„_1 



where for each z (1 < z < m), if there is not any loop which can be entered 
through Pi, then Wi = Vi, otherwise 



Wi = p{pi, Pii,V) O p[pi, Pi2,v) O . . .O p{pi,pin,,V) 

where pn, pa, ■ ■ ■ , Pim are all the loops which can be entered through pi and 
which are such that o{pij) < o(pijyi) for any j (1 < j < tii). 
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Lemma 1. Let Li be a zero loop-closed automaton, and V he a linear duration 
property. For any simple path p in H, any extension of p satisfies V if and only 
if Lo{p,V) satisfies V ■ □ 

The detailed proof of Lemma 1 is omitted here because of space consideration. 
By Lemma 1, we can get the following theorem. 

Theorem 1. A zero loop- closed automaton H satisfies a linear duration prop- 
erty V if and only if for each simple path p ofH, cu{p,V) satisfies V. □ 



currentpath := (vi)', 

repeat 

node := the last node of currentpath', 
if node has no new successive node 
then delete the last node of currentpath 

else begin 

node := a new successive node of node; 
construct uj{p,V) for the current path p; 
check if u>{p, V) satisfies V', 
if no, then return false; 
if node is not in currentpath 
then append node to currentpath', 
end 

until currentpath = (); 

return true. 



Fig. 4. Algorithm checking zero loop-closed automata for linear duration properties 



Based on Theorem 1, we can develop an efficient algorithm to check if a zero 
loop-closed automaton {X, V, E, vi, a, (3) satisfies a linear duration property. The 
algorithm is based on depth-first search method and described in Fig. 4. The 
main data structure in the algorithm is a list currentpath of locations which is 
used to record the current paths. We traverse all simple paths to check if there 
is a simple path p such that uj{p,P) does not satisfy V. In the algorithm, we 
need to solve linear programs. Linear programming is well studied, and can be 
solved with a polynomial-time algorithm in general. The number of the linear 
programs we need to solve equals the number of all nonzero loops and simple 
paths in the automaton. The number of variables in each linear program is not 
larger than the numbers of the locations in the longest simple paths and in all 
the loops. 

5 Conclusion 

In this paper, we have shown that for a class of linear hybrid automata called 
zero loop-closed automata, the satisfaction problem for linear duration properties 
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can be solved efficiently by linear programming. In general the model checking 
problem is undecidable for the class of linear hybrid automata. This paper gives 
a new result for the decidability of the model checking problem because the class 
of zero loop-closed automata is not eontained by the decidable classes of hybrid 
systems we have found in the literature so far. In [2], the deeidability of a class 
of linear hybrid systems called integration graphs is reduced to the verification 
problem for timed automata. In integration graphs, it is not allowed to test a 
variable in a loop which has different change rate in different locations. So the 
class of integration graphs does not contain that of zero loop-closed automata. 
In [4] , a class of hybrid automata, initialized rectangular automata, are proved to 
be decidable for linear temporal logie (LTL) requirements. A symbolic method is 
presented in [7] such that the tool HYTECH [8] which runs a symbolic procedure 
can terminate on initialized rectangular automata. Any initialized rectangular 
automaton requires that any variable must be reset when its change rate is 
changed. So the class of zero loop-closed automata is not contained by that of 
initialized rectangular automata. In [3], an automatic approach, which attempt 
to construct the reachable region by symbolic execution, has been presented. 
But the procedures often do not terminate. 

The idea to check linear duration properties by linear programming comes 
from [6] in which the problem for real-time automata is solved by linear pro- 
gramming technique, which is well established. By developing the techniques in 
[6], we show that by linear programming the problem can be solved totally for 
a class of linear hybrid automata in [9,10]. In [9,10], we describe the deeidable 
class of linear hybrid automata by using an extension of regular expressions with 
time constraints, but do not give any direet definition of the decidable hybrid au- 
tomata, and the presented algorithm is of high complexity in some case because 
we need to unfold loops so that the number and size of the linear programs we 
need to solve beeome very large. Compared with the work in [9,10], this paper 
makes two new contributions: First the class of zero loop-closed automata pre- 
sented this paper is not included by the decidable class of linear hybrid automata 
defined in [9,10], and secondly the approach in this paper is based on automata 
directly and leads itself to an ellicient implementation. 

The algorithm presented in this paper has been implemented. We think there 
are a number of real systems that are of the loop-closed property (for example, 
for control systems, the loop-elosed property means that every repetition of a 
control process starts from the same control conditions) . An important topic for 
future work is to do case studies in practical use. 
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A Algorithm to Check if a Linear Hybrid Automaton is 
Zero Loop-Closed 

An efficient algorithm is described in Fig. 5, which is to check if a linear hy- 
brid automaton [X, V, E, vj, a, (3) is zero loop-closed. The algorithm is based on 
depth-first search method. The main data structure in the algorithm includes a 
list currentpath of locations which is used to record the current paths, and a 
set loopset of loops which records all the loops in the automaton. The algorithm 
consists of three steps. First, we find out all loops and check if any simple path 
is such that any loop satisfies that for any variable constraint in the loop, its 
reference point is in the loop. Then we check if any loop is such that any other 
loop with the same loop-start node satisfies that for any variable constraint in 
the loop, its reference point is in the loop. Last, for any loop, from the loop-start 
node we traverse all simple path segment to check if any simple path segment 
satisfies that for any variable constraint outside a loop, its reference point is not 
inside the loop; and if any simple path segment is such that any nonzero loop 
is free. The complexity of the algorithm is proportional to the number of the 
simple paths and the size of the longest simple path in an automaton. 
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currentpath := (uj); loopset := 0; 

repeat 

node := the last node of currenLpaLh\ 
if node has no new successive node 
then delete the last node of currentpath 

else begin 

node := a new successive node of node-, 
if node is in currentpath (we discover a loop) 

then begin 

put the loop into loopseh, 

check if the current path is such that the loop satisfies 
that for any variable constraint in the loop, 
its reference point is in the loop; 
if no (the loop is not closed), then return false; 
end 

else append node to currentpath-, 

end 

until currentpath = (); 
for any loop in loopset do 

begin check if the loop is such that any other loop with the same 
loop-start node satisfies that for any variable constraint 
in the loop, its reference point is in the loop; 

if no, then return false; 

end; 

for any loop in loopset with a loop-start node v do 
begin currentpath := (v); 

repeat 

node -.= the last node of currentpath-, 
if node has no new successive node 
then delete the last node of currentpath 

else begin 

node := a new successive node of node-, 
check if the current path satisfies that 
for any variable constraint outside a loop, 
its reference point is not inside the loop; 

if no, then return false; 

check if the current path is such that any nonzero loop is free; 
if no, then return false; 
if node is not in currentpath 
then append node to currentpath-, 

end 

until currentpath = (); 

end; 

return true. 

Fig. 5. Algorithm for checking if a linear hybrid automaton is zero loop-closed 
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